
HAL Id: hal-03343039
https://hal.science/hal-03343039

Submitted on 13 Sep 2021

HAL is a multi-disciplinary open access
archive for the deposit and dissemination of sci-
entific research documents, whether they are pub-
lished or not. The documents may come from
teaching and research institutions in France or
abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est
destinée au dépôt et à la diffusion de documents
scientifiques de niveau recherche, publiés ou non,
émanant des établissements d’enseignement et de
recherche français ou étrangers, des laboratoires
publics ou privés.

Negative first-order quasi-phase matching
Yannick Petit, Alexandra Pena Revellez, Patricia Segonds, Jérôme Debray,

Simon Joly, Andrius Zukauskas, Fredrik Laurell, Valdas Pasiskevicius, Carlota
Canalias, Benoît Boulanger

To cite this version:
Yannick Petit, Alexandra Pena Revellez, Patricia Segonds, Jérôme Debray, Simon Joly, et al.. Negative
first-order quasi-phase matching. Advanced Solid State Lasers, Oct 2020, Washington (virtual), United
States. AF2A.5 (2 p.), �10.1364/ASSL.2020.AF2A.5�. �hal-03343039�

https://hal.science/hal-03343039
https://hal.archives-ouvertes.fr


Negative First-Order Quasi-Phase Matching  
 

Yannick Petit,1,2 Alexandra Peña,3 Patricia Segonds,3 Jérôme Debray,3 Simon Joly,4 Andrius Zukauskas,5 

Fredrik Laurell,5 Valdas Pasiskevicius,5 Carlota Canalias,5 and Benoît Boulanger3,*  

1Université de Bordeaux, CNRS, CEA, CELIA, UMR 5107, F-33405 Talence, France 
2Université de Bordeaux, CNRS, ICMCB, UPR 9048, F-33608 Pessac, France 

3Université Grenoble Alpes, CNRS, Grenoble INP, Institut Néel, 38000 Grenoble, France 
4IMS Laboratory, University of Bordeaux, UMR CNRS 5218, 351 Cours de la Libération, 33405 Talence, France 

5Laser Physics, Applied Physics Department, Royal Institut of Technology, AlbaNove University Center, Roslagstullsbacken 21, 10691 
Stockholm, Sweden  

benoit.boulanger@neel.cnrs.fr 

 

Abstract: We propose a new scheme of quasi-phase matching based on the negative first-order of 

the spatial modulation of the sign of the second-order optical nonlinearity. The experimental 

validation is done in a periodically-poled Rubidium-doped KTiOPO4 crystal. 
OCIS codes: (160.4330) Nonlinear optical materials; (190.2620) Harmonic generation and mixing. 

 

1. Introduction 

Phase-matching is the privilege way to optimize the performance of nonlinear optical frequency conversion. 

Usually, it can be obtained by using the birefringence of anisotropic crystals, which corresponds to birefringence phase-

matching (BPM). But an alternative is quasi-phase matching (QPM), that is based on a periodical modulation of the 

sign of the second-order optical nonlinear coefficient of anisotropic or isotropic crystals. We propose here a new 

scheme of QPM that allows us to enlarge both the spectral range of phase-matched generation and the spectral 

acceptance. We validated this scheme by the study of Second-Harmonic Generation (SHG) in the ferroelectric 

periodically-poled Rubidium-doped KTiOPO4 crystal (PPRKTP).      

2.  Theory 

The key parameter of QPM is the periodicity   of the spatial modulation of the second-order nonlinearity along 

the direction of propagation of three interacting waves such as their circular frequencies fulfil: 𝜔3 − 𝜔1 − 𝜔2 = 0. 

Actually, the goal is to compensate the spatial phase-mismatch (Δk⃗⃗ ⃗⃗ = 𝑘3
⃗⃗⃗⃗ − 𝑘1

⃗⃗⃗⃗ − 𝑘2
⃗⃗⃗⃗ ) between the induced polarization 

and the radiated field. Considering the usual collinear propagation scheme, the QPM relation writes as the following 

scalar equality [1]:   
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where m is the order of the Fourier series. Usually, m is chosen as a positive integer (m ≥ 1), so that the phase-mismatch 

of the direction that is considered has to be a positive quantity (Δk > 0). It is shown in Fig. 1 (left) in the optimal case, 

i.e. m = 1 that is the classical scheme of QPM that we called QPM-A. 

But it is quite possible to also consider directions of propagation for which Δk < 0, which has never been reported 

before to the best of our knowledge. In that case, Eq. (1) is fulfilled for m ≤ -1. We called this new scheme QPM-B. 

As for the case of positive orders, the lowest QPM-B order (namely m=-1) leads to the best efficiency compared to 

higher QPM-B orders (namely m<-1), which requires the shortest needed QPM periodicity, as shown in Fig. 1 (right). 

 
Fig.1 Schemes of collinear Quasi-Phase-Matching (QPM). 𝑘𝛬

⃗⃗⃗⃗  , with| 𝑘𝛬
⃗⃗⃗⃗ | =

2𝜋

𝛬
 , is the grating vector along the propagation direction where Λ is the 

periodicity of the spatial modulation of the sign of the second-order non-linearity; 𝑘1
⃗⃗⃗⃗ , 𝑘2

⃗⃗⃗⃗  𝑎𝑛𝑑 𝑘3
⃗⃗⃗⃗  are the wave vectors of the interacting waves: 

positive-order QPM-A (left), negative-order QPM-B (right).  
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New efficient directions for parametric frequency conversion are expected using QPM-B since the corresponding 

phase-matching relation is different from that of QPM-A. 

3.  QPM measurements 

We validated this theory by an experiment of SHG (ω + ω →2ω) performed in a PPRKTP with a grating period Λ = 

38.52 µm. We previously used this crystal to demonstrate the existence of angular-quasi-phase-matching (AQPM) in 

the case of the classical QPM-A, as shown in Fig. 2 [2]. AQPM, both with schemes A or B, is an interesting 

configuration because it allows the waves to propagate at any angle with respect to the grating vector 𝑘𝛬
⃗⃗⃗⃗  , then giving 

access to new types of QPM in new spectral ranges and giant spectral acceptances.  
 

            
 
 

 
 
 
 
 
 
 
 
 
 

 
Fig. 2.  Second-Harmonic Generation corresponding to a fundamental wavelength λω = 2.15 µm in a PPRKTP crystal with a grating period Λ = 

38.52 µm; Types I and II BPM (black dashed lines : calculations from [2]), Types I, II, IV and V AQPM-A (blue dashed lines : calculations from 

[2]), Types I and II AQPM-B (red continuous lines : calculations - red dots : experimental data [present work]). θ and ϕ are the angles of spherical 
coordinates in the dielectric frame (x,y,z): ϕ = 0° corresponds to the xz plane, ϕ = 90° to the yz plane, and  θ = 90° to the xy plane. 

   

For comparison, we considered the same fundamental wavelength than that used for the study of AQPM-A, i.e. λω 

= 2.15 µm.  At this wavelength, AQPM-B is expected to be possible for both type I (same polarization for the two 

waves at ω) and type II (orthogonal polarizations for the two waves at ω) according to our calculations and by using 

the Sellmeier equations of reference [3], as shown in Fig.2. 

The PPRKTP crystal was cut as a sphere, with a diameter of 4.76 mm, in order to have a full angular tunability for 

the SHG experiments. The sphere is oriented by X-rays and stuck on a goniometric head placed in a Kappa circle so 

that it can rotate on itself. The fundamental beam is emitted by a nanosecond BBO Optical Parametric Oscillator, the 

wavelength being fixed at 2.15 µm. The conversion efficiency of Type I AQPM-B being more than one order of 

magnitude smaller than that of type II, as it is the case for BPM, we focused on Type II. The agreement between the 

measured and calculated phase-matching curves is excellent, as shown in Fig. 2. 

The calculation of Type II AQPM-B at any wavelength in PPRKTP reveals that there is a giant wavelength 

acceptance, i.e. L.δλ = 76 nm.cm, at λω = 1.567 µm that is located in the telecom range.           

4.  Conclusion  

We propose and validated the scheme of negative-first-order quasi-phase-matching from the study of the biaxial 

PPRKTP crystal. This original study extends the body of knowledge on quasi-phase matching and can of course be 

applied to other materials such as the uniaxial MgO:PPLN crystal.  
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