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The tribo electrochemical behavior of 2205 duplex stainless steel had been studied under acidic and neutral solutions with control of the dissolved dioxygen. The study focused on the oxide film formation using a galvanic technique approach implemented in a tribometer. Higher wear rates were measured in low pH and aerated solution. In low O2 concentration, a wear reduction was observed for each pH. Analysis of the passivation transients showed the pH influence on the oxide growth mechanism, irrespective of the O2 level. Temporal analysis of the transients confirmed the faster passivation of the wear track in acidic solution. In a controlled O2 environment, the nucleation and the oxide growth were slow down, irrespective of pH. The degradation rate was then correlated to the passivation kinetic and the aging of the passive film.

Introduction

Passive materials as stainless steels are corrosion resistant as long as an oxide-hydroxide film covers their surfaces [START_REF] Keller | XPS investigations of electrochemically formed passive layers on Fe/Cr-alloys in 0.5 M H2SO4[END_REF][START_REF] Schmuki | From Bacon to barriers: a review on the passivity of metals and alloys[END_REF]. In a corrosive solution, the dissolution kinetics of the surface mainly depends on the material chemistry (chromium content) and the oxidizing power of the solution (pH, chloride concentration, electrode potential) [START_REF] Adler | Repassivation of 304 Stainless Steel Investigated with a Single Scratch Test[END_REF][START_REF] Burstein | Growth of passivating films on scratched 304L stainless steel in alkaline solution[END_REF][START_REF] Dalbert | The effects of microstructures and repassivation kinetics on the tribocorrosion resistance of ferrite and ferritemartensite stainless steels[END_REF]. When the surface is scratched, the oxide layer is broken, and the bulk material dissolves. In most cases, a new film grows shortly after and limits surface oxidation [START_REF] Adler | Repassivation of 304 Stainless Steel Investigated with a Single Scratch Test[END_REF]. An overall degradation is usually expected in tribocorrosion as mechanic and environment act synergistically [START_REF] Mischler | The role of passive oxide films on the degradation of steel in tribocorrosion systems[END_REF][START_REF] Olsson | Passive films on stainless steels-chemistry, structure and growth[END_REF][START_REF] Jemmely | Electrochemical modeling of passivation phenomena in tribocorrosion[END_REF].

In previous work, the authors discussed the influence of the applied potential on the corrosion wear resistance of ferritic stainless steel [START_REF] Dalbert | The effects of microstructures and repassivation kinetics on the tribocorrosion resistance of ferrite and ferritemartensite stainless steels[END_REF]. As the potential goes to the anodic domain, the oxide film becomes thicker, and the wear increases. It originates from the higher dissolution rate of the oxidefree surface and the role of oxide debris in the contact [START_REF] Mischler | The role of passive oxide films on the degradation of steel in tribocorrosion systems[END_REF][START_REF] Brin | Structural Characterization of Wear Debris Produced During Friction Between Two Austenitic Stainless Steel Antagonists[END_REF][START_REF] Landolt | Third body effects and material fluxes in tribocorrosion systems involving a sliding contact[END_REF]. Other works pointed out the mitigation of wear in basic solution due to a lower surface dissolution and higher deformability of the oxide on the worn surface [START_REF] Jemmely | Tribocorrosion behaviour of Fe-17Cr stainless steel in acid and alkaline solutions[END_REF]. For Ruiz-Andres et al. [START_REF] Ruiz-Andres | Friction and wear behaviour of dual phase steels in discontinuous sliding contact conditions as a function of sliding speed and contact frequency[END_REF] and Garcia et al. [START_REF] Garcı ́a | Corrosion-wear of passivating materials in sliding contacts based on a concept of active wear track area[END_REF], the contact frequency (i.e., the inverse of the elapsed time between two contacts at a given point) is the main mechanical parameter as it plays a role on the formation, the growth and the aging of the oxide [START_REF] Salasi | Tribo-electrochemical behaviour of 316L stainless steel: the effects of contact configuration, tangential speed, and wear mechanism[END_REF].

In tribocorrosion, the surface reactivity is described from the current variation along with the test, and it corresponds to the dissolution and the oxide film reformation [START_REF] Keddam | Tribo-electrochemical impedance: A new technique for mechanistic study in tribocorrosion[END_REF]. High contact frequencies promote dissolution and hinder the oxide film growth, consequently. It leads to a quasi-constant current since the wear track remains permanently active [START_REF] Berradja | Effect of sliding wear on tribocorrosion behaviour of stainless steels in a Ringer's solution[END_REF]. At the opposite, current transients are recorded for low contact frequencies. Each transient is characterized by a sharp increase of the current during sliding, namely as depassivation current and a decreasing step during the latency period, referred to as repassivation current [START_REF] Dalbert | The effects of microstructures and repassivation kinetics on the tribocorrosion resistance of ferrite and ferritemartensite stainless steels[END_REF]. The depassivation current is mostly controlled by the corrosion behavior of the free oxide surface and depends on the chemical composition of the material, the solution, and the mechanical load [START_REF] Berradja | Effect of sliding wear on tribocorrosion behaviour of stainless steels in a Ringer's solution[END_REF][START_REF] Fedrizzi | Wear-corrosion mechanism of hard chromium coatings[END_REF]. The repassivation current characterizes the ability of the oxide growth on a deformed surface. Earlier, Olsson et al. [START_REF] Olsson | Modelling the transient current from two rubbing electrode configurations: insulating pin on metal substrate and metal pin on insulating substrate[END_REF] and Jemmely et al. [START_REF] Jemmely | Electrochemical modeling of passivation phenomena in tribocorrosion[END_REF] analyzed such transients based on the Interface Field Model and High Field Model, respectively. They show a time dependence with the mechanical parameters, such as the speed motion of pin, the pin load, the lubricant, and solution chemistry and also with the applied potential. Their investigations also indicated that the grow mechanism is affected by the charge transfer coefficient of oxidation reactions, which might be related to the oxide grow mechanism. However, Goldberg et Gilbert [START_REF] Goldberg | Electrochemical response of CoCrMo to high-speed fracture of its metal oxide using an electrochemical scratch test method[END_REF] suggested that the dissolved oxygen might not have a direct effect on the oxide film rebuilt in tribocorrosion.

By the past, Okorie et al. [START_REF] Okorie | Kinetics of Formation of Passive Oxide Films on Corrosion-Resistant Fe-Cr Thin Films[END_REF] have demonstrated that the kinetics of the oxide film formation can be defined from a two exponentials law (equation 1) where the first term characterizes the oxide film nucleation kinetic (time constant τ2D) and the second term quantifies the oxide thickening rate (time constant τ3D ) [START_REF] Keddam | Tribo-electrochemical impedance: A new technique for mechanistic study in tribocorrosion[END_REF][START_REF] Okorie | Kinetics of Formation of Passive Oxide Films on Corrosion-Resistant Fe-Cr Thin Films[END_REF]:
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Equation 1

In equation 1, is a constant dependent on the potential step, N is the number of nuclei initially formed, S is the surface area, is the boundary diffusion layer thickness, is the solution volume. i2D and i3D are functions of the potential in the film and the film resistance properties. i0 was introduced to take into account the steady-state current of the passive film.

This approach was applied previously to characterize the oxide film kinetic during tribocorrosion at several applied potentials [START_REF] Dalbert | The effects of microstructures and repassivation kinetics on the tribocorrosion resistance of ferrite and ferritemartensite stainless steels[END_REF]. A faster repassivation kinetic was determined at higher anodic potentials. The role the microstructure was also highlighted: the oxide film rebuilt reduces for dualphase steel because of the establishment of galvanic coupling between the two phases.

The present work aims to emphasize the role of the oxidizing power of a solution on the repassivation kinetics of a worn surface. For that purpose, a 2205 duplex stainless steel was selected since this has several tribological and corrosion wear issues [START_REF] Vignal | Influence of friction on the local mechanical and electrochemical behaviour of duplex stainless steels[END_REF]. The mechanical configuration (for example, nominal charge and contact properties) was kept constant between all experiments in order to focus on the role of the environment. pH and dissolved oxygen are considered as the two main parameters playing on the potential of the solution. On the one hand, tuning the pH is a way to control the oxide film composition with an enrichment of the layer into iron in basic solution and to mitigate the wear [START_REF] Olsson | Passive films on stainless steels-chemistry, structure and growth[END_REF]. On the other hand, the dissolved dioxygen concentration changes the solution potential and the cathodic reaction as the reduction of O2 in a neutral solution. The present tribocorrosion tests are performed in a galvanic coupling condition where the DSS2205 is connected to a graphite counter electrode to enhance the effect of the oxidizing power of the solution. With this setup, no absolute values can be extracted since it is not representative of a real case, but comparisons between several conditions can be made, and the results can be discussed in terms of factors of influence. A second advantage is to record the potential and the current fluctuation simultaneously during sliding that express the electrochemical reactivity of the worn surface as a function of the environment.

Experimental procedures

Working electrodes were made from a commercial duplex stainless steel (DSS2205) with a classical austenite-ferrite lamellar microstructure obtained from the rolling process. Note that no additional treatment was performed on stainless steel. Tribocorrosion tests were performed with a reciprocating motion tribometer (Falex company), already presented elsewhere [START_REF] Moine | Tribo electrochemical behavior of ferrite and ferrite-martensite stainless steels in chloride and sulfate media[END_REF]. Corundum alumina pin was selected in order to limit severe adhesive wear usually observed in metal-metal contact [START_REF] Stemp | The effect of contact configuration on the tribocorrosion of stainless steel in reciprocating sliding under potentiostatic control[END_REF]. This counter body also presents high mechanical characteristics (Young's modulus 380 GPa, Poisson's ratio 0.25), and excellent chemical resistance [START_REF] De Frutos | Tribocorrosion behaviour of duplex surface treated AISI 304 stainless steel[END_REF]. A tip curvature radius of 28 mm was obtained by polishing until SiC emery paper (Grit 4000) with a homemade pin holder. A normal force of 5N was applied for 3000 motions. This latter had a stroke length of 2 mm (trapezoidal motion with a sliding speed of 50 mm/s) and a latency period of 10 seconds. This duration was established from preliminary experiments to take into account the time of double-layer charging and the repassivation [START_REF] Dalbert | The effects of microstructures and repassivation kinetics on the tribocorrosion resistance of ferrite and ferritemartensite stainless steels[END_REF]. Where h is the pin penetration depth (cm), Rc is the pin curvature radius (cm), L is the stroke length (cm), and l is the track width (cm).

A specific tribocorrosion cell has been designed to ensure dissolved dioxygen control during experiments (Figure 1a). Determination of O2 concentration was done by a needle-type housing fiber-optic oxygen connected to an OXY-MICRO-AOT provided by WPI-Europe with a detection limit of 10 ppb. The oxygen sensor was located in the cell at 5 mm up to the working electrode and 1 cm far from the wear track for tribocorrosion. In this cell, a Viton seal with an aperture allowing the pin motion is fixed to the cell wall and mounted 2 mm above the solution level. The O2 sensor is placed at 1 cm to the pin and 1 mm to the sample surface to measure the level of dissolved dioxygen accurately. For reducing the gas exchange between the cell and the lab, the seal aperture is adjusted to the pin size, which introduces some friction points along with the pin motion. Therefore, the determination of the tangential load is affected by the air barrier system, and the coefficient of friction (COF) cannot be considered as relevant data even if some correction procedures were tested.

Additional developments are then required to record the COF.

Electrochemical and triboelectrochemical experiments were performed with the specific three electrodes cell connected to GAMRY Ref600 potentiostat (volume of electrolyte = 15 cm²). The working electrode was composed of the DSS2205 with an active surface of 3.7 cm². The counter electrode was a graphite disc with a specific surface of 22 cm². Finally, a mercury sulfate electrode (E=+0.65 V/SHE) was used as a reference electrode. In order to avoid localized corrosion, a solution of 0.02M Na2SO4 with a natural pH of 6.5 was selected. From it, a second electrolyte was prepared by H2SO4 addition to reach a pH of 1.5. Two oxygen concentrations were tested. A concentration of 6700 ppb was obtained by an air lab injection in the tribocorrosion cell, whereas a concentration of lower than 50 ppb of O2 was reached with argon injection. For both aerated and deaerated solutions, gas sparkling was kept active over the experiments. It reduces the mass transport effect on the redox processes in addition to the pin motion effect. Moreover, it avoids cell re-oxygenation in deaerated conditions.

For tribocorrosion experiments, working electrodes (DSS2205) and secondary electrodes were connected through a zero-resistance ammeter (ZRA) to monitor simultaneously potential and current variations during sliding [START_REF] Wu | Electrochemical noise measurements on stainless steel during corrosionwear in sliding contacts[END_REF]. This cell is a modified set-up proposed by Wu et al. [START_REF] Wu | Electrochemical noise measurements on stainless steel during corrosionwear in sliding contacts[END_REF], where the surface ratio between the second electrode and the working electrode is fixed at 7 [START_REF] Chen | Electrochemical Emission Spectroscopy for Monitoring Uniform and Localized Corrosion[END_REF]. One of the most critical parameters in galvanic corrosion is the electrode area ratio. Usually, rapid corrosion is favored by a high cathode to anode ratio, whereas a high anode to cathode ratio leads to slow corrosion. Consequently, the surface ratio has to be constant between all tests for comparative studies. With our design, the worn surface always remains smaller than the overall cathodic surface (graphite electrode and wear track surrounding). Since the DDS2205 is connected to the graphite electrode, the reduction mainly takes place on the graphite surface since its potential is higher than the DSS2205. Also, the overall cathodic surface remains larger than the anodic; therefore, the anodic reaction may be supposed to be the limiting step in neutral and aerated solution [START_REF] Papageorgiou | Electrochemical Simulation of the Current and Potential Response in Sliding Tribocorrosion[END_REF][START_REF] Vieira | Mechanical and electrochemical deterioration mechanisms in the tribocorrosion of Al alloys in NaCl and in NaNO3 solutions[END_REF]. Note that the ohmic drop was quantified, and the potential drift was evaluated at 2 × 10 -6 VMSE, which can be considered as negligible [START_REF] Jemmely | Electrochemical modeling of passivation phenomena in tribocorrosion[END_REF][START_REF] Olsson | Modelling the transient current from two rubbing electrode configurations: insulating pin on metal substrate and metal pin on insulating substrate[END_REF][START_REF] Vieira | Mechanical and electrochemical deterioration mechanisms in the tribocorrosion of Al alloys in NaCl and in NaNO3 solutions[END_REF][START_REF] Landolt | Electrochemical methods in tribocorrosion: a critical appraisal[END_REF].

Before each experiment, an electrochemical pre-treatment was applied in order to increase the reproducibility of experiments by controlling the initial surface reactivity [START_REF] Popić | Electrochemistry of active chromium: Part II. Three hydrogen evolution reactions on chromium in sulfuric acid[END_REF]. It was carried out as follows: (i) a potentiostatic step at +0.2 V for 300s, (ii) a cathodic polarization curve from +0.2 V to -1.2 V at a scan rate of 0.15 mV/s. After, either polarization or tribocorrosion experiments were performed. Potentiodynamic curves were plotted from -1.2 V until +0.6 V with a scan rate of 0.15 mV/s. They were used to describe the initial passivation ability of DSSS2005 as a function of the oxygen concentration and the pH. Because both DSS2205 and the graphite counter electrode are in the galvanic coupling, an initial delay is required to ensure the potential and current steady states before the sliding begins. This latter was fixed at 70 000 seconds. Both potential and current were recorded at a sample rate of 33 mHz to monitor the general evolution of galvanic coupling between the two materials. Potential and current acquisition frequencies are increased until 100 Hz when the sliding starts. This rate allows a good definition of the potential and current fluctuations for the fit with equation 1 and the power law for the mechanism determination (as discussed in Part 3).

Results and discussion

Passivation behavior of duplex stainless steel

Figure 1b shows classical current evolution as a function of potential used to describe the passivation ability of stainless steel. In the cathodic domain, the electrochemical behavior is dominated by the solution pH rather than the dissolved oxygen, which leads to more cathodic corrosion potentials in neutral than in acidic solution. The elimination of O2 is found to influence the cathodic process [START_REF] Feng | Effects of dissolved oxygen on electrochemical and semiconductor properties of 316L stainless steel[END_REF].

The cathodic reaction in acidic and neutral solution is: Eq. 4

O2 + 4H + + 4e 2H2O Eq. 3 0 1 2/2 =
Where

0 1 2/2 is the equilibrium potential, 0 1 2/2
° is the standard equilibrium potential, T is the temperature, R is gas constant, pO2 is the oxygen partial pressure and ? 1@ is the activity coefficient of

H + .
Thus, oxygen elimination decreases 0 1 2/2 and move slightly the ideal polarization curve in the negative direction and the corrosion potential to the cathodic domain. As already shown by Feng et al. [START_REF] Feng | Effects of dissolved oxygen on electrochemical and semiconductor properties of 316L stainless steel[END_REF], dissolved oxygen has less influence on the anodic process since curves almost superpose.

For potentials higher than 0.4 V/MSE, the transpassive region is reached. It is characterized by an active dissolution in low pH solution and an active-passive transition in neutral electrolyte. In the passive region, all curves present a plateau in the range of -0.6 V/MSE to 0.4 V/MSE. Whatever the level of dissolved oxygen, the current remains slightly lower in neutral solution (~5 x10 -6 A/cm²) than in acid solution (at approximately 10 x10 -6 A/cm²). It comes from the decrease of the dissolution rate of the oxide layer by the stabilization of the iron species in a thicker film [START_REF] Schmutz | In-situ microgravimetric studies of passive alloys: potential sweep and potential step experiments with Fe-25Cr and Fe-17Cr-33Mo in acid and alkaline solution[END_REF][START_REF] Haupt | A combined surface analytical and electrochemical study of the formation of passive layers on FeCr alloys in 0.5 M H2SO4[END_REF]. 

Galvanic coupling between DSS2205 and graphite counter electrode

When DSS2205 is paired with the graphite disc, a galvanic coupling establishes between these two electrodes. Figure 2 shows the galvanic potential and current stabilizations during the electrochemical and chemical equilibriums setting up. From them, it can be assumed that the galvanic coupling reaches a quasi-steady state after 7 x10 4 seconds suggesting that surface reactivity becomes constant over time. For all experiments, the potentials are located in the passive domain (Figure 1b).

For galvanic coupling at pH 1.5, no apparent differences are observed on the potential and current variations as a function of the oxygen level in the tribocorrosion cell (Figures 2a and2b, respectively).

Potential stabilizes at approximately 0.0V/MSE, which corresponds to the minimum value of the current density in the anodic domain of the polarization curves (Figure 1b). On the one hand, this suggests that a dense oxide film could be formed on DSS2205 [START_REF] Haupt | A combined surface analytical and electrochemical study of the formation of passive layers on FeCr alloys in 0.5 M H2SO4[END_REF][START_REF] Tanaka | Corrosion characteristics of Fe2O3Cr2O3 artificial passivation films under potentiostatic control[END_REF][START_REF] Olsson | Film Growth during Anodic Polarization in the Passive Region on 304 Stainless Steels with Cr, Mo, or W Additions Studied with EQCM and XPS[END_REF]. On the other hand, it suggests that dissolved oxygen concentration should not play a direct role in the passivation mechanism. In aerated solution at pH 6.5, the potential stabilizes at -0.1 V/MSE after 2 x10 4 seconds (Figure 2a). This value corresponds to that one at the minimum of the current density on the polarization curve (Figure 1b). Then, a similar remark than in acidic solution can be made on the passive film properties:

when the O2 level decrease in the cell, a shift of the corrosion potential is detected toward the cathodic values (Figure 2a).

Figure 2b shows the current evolutions when the DSS2205 is immersed in solutions. High currents are recorded at the earliest moment and then decrease rapidly. This trend corresponds to the surface activation in solution followed by the formation and the stabilization of the oxide film. In acidic solution, the surface passivation is slower because of the competition between the surface dissolution and the oxide film nucleation and growth. In the neutral solution, the current plateau is reached more rapidly since the material is less sensitive to dissolution. It is worth noticing that the O2 level does not affect the current decreases in the acidic environment while it shortens the current fall in the neutral solution. Current densities reach about 1 x10 -7 A/cm² after 4 x10 4 seconds, and the effects of the pH or O2 level are not anymore visible. Both potential and current evolutions confirm a modification of kinetic reactions linked to the contribution of either anodic reactions (metal dissolution) or cathodic reactions (such as oxygen mass transport under 6700 ppb O2 or the charge transfer of hydrogen or O2 with few tens ppb O2) [START_REF] Uhlig | Critical pH and Critical Current Density for Passivity in Metals[END_REF].

Thus, the passivation ability of DSS2205 is not lost either by the stainless-steel coupling with the graphite counter electrode or the solution conditions (pH or O2 concentration). Moreover, the continuous evolutions of both potential and current confirm the absence of crevice corrosion or corrosion mechanism by differential aeration. These two corrosion processes have to be avoided because they could induce strong current and potential fluctuations during the repassivation process and generate significant errors on the times constant and growth mechanism determinations. 4.0x10 -7
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Electrochemical behavior during sliding.

In tribocorrosion, the potential variation reflects the surface reactivity. According to the mechanical properties of the contact, the passive film is completely removed during sliding [START_REF] Vieira | Mechanical and electrochemical deterioration mechanisms in the tribocorrosion of Al alloys in NaCl and in NaNO3 solutions[END_REF][START_REF] Espallargas | A new experimental technique for quantifying the galvanic coupling effects on stainless steel during tribocorrosion under equilibrium conditions[END_REF]. The surface activation is confirmed by the potential drop toward cathodic values (Figure 3). However, this evolution is not endless, and an equilibrium state under sliding can be reached.

If the potential before sliding is independent of the O2 concentration in acid, the surface activation by sliding leads to a more substantial decrease of the potential in a low dissolved O2 environment. The potential stabilizes at -0.25V/MSE under 6700 ppb of O2, whereas it decreases gradually with10 ppb of O2 in the solution. Note that 3000 pin motions were not enough to get the equilibrium state under sliding. A potential estimation was then done by adjusting the experimental curve by a logarithmic law similar to that one proposed in [START_REF] Papageorgiou | Electrochemical Simulation of the Current and Potential Response in Sliding Tribocorrosion[END_REF]. In the end, the calculation gives an expected potential at approximately -1.1 V/MSE. According to the thermodynamic tables, this latter is close to the Fe/Fe(II) standard potential. To the opposite, the potential drop is less marked in neutral solution (in the range of 0.05 V) than in acid and whatever the O2 level. Therefore, the dissolved dioxygen in neutral solution mostly affects the initial potential. represents the sum of the depassivation (current increase) and the repassivation period (current decrease) for 3000 slidings. For each experiment, the maximum current depends on the solution properties (pH, O2), which affect the electrochemical reactivity of the surface. Figure 3 shows a stronger dissolution in acidic than in neural solution (current intensity at approximately 7 x10 -5 A and 5 x10 -5 A, respectively). This difference is consistent with the lower passivation ability of the DSS2205 in pH 1.5, as already observed on polarization curves (Figure 1b). In the neutral solution, the current is not changed by the level of dissolved, which is coherent with the direct stabilization of the potential, even if the values of the potentials are not similar (Figure 3c and Figure 3d). At the end of experiments, all currents drop to stable values at approximately 10 x10 -6 A, indicating that the wear tracks recover a passive state.

The overall analysis of the current vs. time curves is then not selective enough to fully understand the role of the pH and the O2 level. Therefore, mechanistic and kinetic analyses are performed after that on each repassivation transient [START_REF] Dalbert | The effects of microstructures and repassivation kinetics on the tribocorrosion resistance of ferrite and ferritemartensite stainless steels[END_REF]. On the one hand, the growth mechanism should be sensitive to the solution pH (diffusion/migration of chromium and iron through the oxide layer). On the other hand, the dissolved oxygen should play either a direct role in the mechanism of passivation and the kinetic of the passivation or only have an indirect role in the repassivation kinetic due to a modification of the oxidant property of the solution (Eq. 4) [START_REF] Goldberg | Electrochemical response of CoCrMo to high-speed fracture of its metal oxide using an electrochemical scratch test method[END_REF].

Dissolution rate and corrosion wear.

At the steady-state, the metal dissolution is limited by the presence of the oxide film in which diffusion/migration of defects occurs. In tribocorrosion, the solution agitation and the generation of a fresh surface modify the previous kinetic and thermodynamic equilibrium. The agitation directly acts on the mass transport limitation (usually the dissolved dioxygen) at the cathodic region, and the electrochemical behavior of the surface is driven by the dissolution of the oxide-free surface during sliding. During sliding, the bare metal oxides, and the current increases (Figure 4a). In this study, the mechanical contact properties are fixed, which means the interaction between the metal and the solution controls the dissolution. Whatever the dissolved dioxygen, the depassivation rate (∆i/∆t) is equal to 2.0 ± 0.2 x10 -3 A/s in acidic solution and it reduces to 0.9 ± 0.2 x10 -3 A/s in neutral solution (Figure 4a). Note that these values are an average of the last 500 transients. The free-oxide surface dissolution is then lower in neutral solution, as suggested in Figure 1b. Moreover, the noncontribution of the dissolved dioxygen is confirmed during the dissolution. Consequently, the modification of the oxidizing power of the solution by pH variation has a greater effect on the worn surface reactivity than if the O2 concentration varies. Repassivation current transients are reported in Assuming the metal dissolution is equal to the electrical charge during only the depassivation (Qdiss), the chemical wear (Vchem) can be estimated by the Faraday law for a stainless steel with an equivalent molar weight of 55.07 g/mol and an equivalent electron number of 2.19 [START_REF] Dalbert | The effects of microstructures and repassivation kinetics on the tribocorrosion resistance of ferrite and ferritemartensite stainless steels[END_REF][START_REF] Cao | Modeling tribocorrosion of passive metals -A review[END_REF]. In aerated solution (Table 1), the chemical wear and the total wear decrease with pH as already reported by [START_REF] Jemmely | Tribocorrosion behaviour of Fe-17Cr stainless steel in acid and alkaline solutions[END_REF][START_REF] Vieira | Influence of pH and corrosion inhibitors on the tribocorrosion of titanium in artificial saliva[END_REF].

Since the contribution of the chemical wear in the total wear is lower than 8.4% (Table 1), the total wear is controlled by the mechanical properties of the contact. The wear reduction with the increase of pH is then attributed to the oxide layer in the contact. A chromium oxide film is expected at pH 1.5, whereas a mixed iron-chromium oxide-hydroxide film grows in a neutral solution. The breakdown of the oxide layer generates hard debris that enhances the wear in pH 1.5, whereas the wear volume remains lower because of the highest deformability of the oxide-hydroxide layer at pH 6.5. The decrease of the dissolved dioxygen does not significantly affect the chemical wear, as reported in Table 1. However, the wear (Vtot) mitigates with the reduction of O2. If a direct effect is not seen, a modification of the oxide composition is expected. Kuang et al. [START_REF] Kuang | Influence of dissolved oxygen concentration on the oxide film formed on 304 stainless steel in high temperature water[END_REF] shown a chromium enrichment in the oxide with the dissolved oxygen decrease. Huang et al. [START_REF] Huang | Effects of dissolved oxygen on formation of corrosion products and concomitant oxygen and nitrate reduction in zero-valent iron systems with or without aqueous Fe2+[END_REF] observed a modification of the iron oxide composition from lepidocrocite to magnetite with the diminution of O2. In deaerated solution, the total wear decreases of 11.3 ×10 -5 cm 3 and 3.4 ×10 -5 cm 3 in acidic and neutral solutions, respectively. The chemical wear contribution in the total wear increases in low concentration of dissolved dioxygen since the chemical wear remains at about 6.0 ×10 -7 cm 3 in pH 1.5 and ∼3.0 ×10 -7 cm 3 in pH 6.5. Table 1 shows a significant increase in the chemical wear in acidic deaerated solution, which can be related to the more significant potential drop in pH 1.5 10 ppb O2 leading to a more active surface. It is worth noting that the material deterioration is still dominated by the contact properties where the oxide layer plays a limited role. Such behavior frequently happens for high mechanical loads. Therefore, a decrease in the contact load may balance the chemical contribution to the overall degradation. 1.5 x10 -5 1.9

The worn surfaces then change with the oxide film composition (Figure 5). Parallel scratches to the sliding direction indicate a scoring by abrasive wear whatever the test. Note that black debris (label A-type) are detected except in aerated pH 6.5 (label B type). Chemical analysis by EDX gives a signal of Al that comes from the pin. Indeed, mechanical degradation of the corundum pin occurs even if a material transfer is observed (images not shown here). In aerated pH 6.5, the B-type debris is identified as oxide particles detached from the wear track. These debris are evidence for a modification of the oxide layer composition and mechanical properties with pH. In low dissolved dioxygen, plastic flow is observed at pH 1.5, which contrasts with the abrasive wear in aerated solution. Even if the potential drop to cathodic values, the current remains lower than under 6700 ppb O2. These two observations lead to consider a modification of the passive film composition with the environment. A similar conclusion is done in pH 6.5 with the absence of oxide debris, the incorporation of Al in the wear track, and a lower potential in aerated solution. Further investigations on oxide film are required to better understand the role of dissolved dioxygen on it and the wear resistance. Assuming that the oxide film could change with the environment, the analysis of the repassivation current has to be performed to detect any changes in the growth mechanism and the growth kinetic. 

Quantification of the oxide nucleation and thickening kinetics

For stainless steel, the determination of the chemical composition of the oxide layer is usually performed by surface analysis, and it shows the promotion of a Cr2O3 layer in acidic solution. In contrast, a mix of chromium and iron structure develops for higher pH [START_REF] Keller | XPS investigations of electrochemically formed passive layers on Fe/Cr-alloys in 0.5 M H2SO4[END_REF][START_REF] Asami | XPS determination of compositions of alloy surfaces and surface oxides on mechanically polished iron-chromium alloys[END_REF]. Because the chromium and iron affinities with oxygen are not equivalent (i.e., ΔHf θ (Cr2O3) = 1139.7 kJ/mol and ΔHf θ (Fe2O3) = 824.2 kJ/mol [START_REF] Camra | Role of Al segregation and high affinity to oxygen in formation of adhesive alumina layers on FeCr alloy support[END_REF]), an effect on the repassivation kinetic is expected. Repassivation transients were then fitted with Equation 1 to extract the time constants for the 2D nucleation (τ1)

and the 3D thickening (τ2) rates of the oxide growth. Figure 6a presents a representative calculation for a transient recorded in aerated pH 1.5 and arbitrarily selected among all transients available. The exponential decay follows precisely the experimental decay for τ2D equal to 0.13 s and τ3D equal to 0.96 s. In this example, the nucleation current prevails until 0.22 s, whereas the thickening current becomes the majority between 0.22 s and 3.5 s. Note that a similar analysis was done on other transients, and the range of predominance of the 3D mechanism depends on the time constants.

Whatever the test, the transient fits present an R² higher than 0.98. Consequently, the fit process is considered to characterize repassivation kinetics [START_REF] Dalbert | The effects of microstructures and repassivation kinetics on the tribocorrosion resistance of ferrite and ferritemartensite stainless steels[END_REF]. determination of the growth mechanism (Equation 2) in the prevalence domain of the 3D mechanism.

Figure 7 reports the variations of both τ2D and τ3D as a function of the chemistry of the solution (pH and O2 content). The time constants are significantly higher than those found by Déforge et al. [START_REF] Déforge | Electrochemical Noise Analysis of Tribocorrosion Processes under Steady-State Friction Regime[END_REF] et Berradja [START_REF] Berradja | An electrochemical noise study of tribocorrosion processes of AISI 304[END_REF] for the kinetic of the recharging of the double-layer capacitance. Therefore, τ2D and τ3D are used to describe the repassivation kinetic (Eq.1). At first, the germination time constants τ2D, are equal to 0.09 s and 0.23 s in acid and neutral solution, respectively. For Lavigne et al. [START_REF] Lavigne | Thin chromium nitride PVD coatings on stainless steel for conductive component as bipolar plates of PEM fuel cells: Ex-situ and in-situ performances evaluation[END_REF], the rebuilt of the film depends on the electrical charge, which linked to the overpotential. The faster germination at pH 1.5 is then consistent with the higher drop of potential and the most significant amplitude of current observed at this pH (Figure 3). After a certain lapse of time, the time constants increase slightly until 0.13 s in acid, whereas they decrease slowly until 0.17 s in neutral solution.

Note that this trend is less critical than for τ3D. Moreover, the elimination of O2 has no significant effect on τ2D if the error scales are considered. Thus, it confirms that the film nucleation is not based on the dissolved oxygen reactivity but rather on the oxygen available from the hydrolysis of water [START_REF] Goldberg | Electrochemical response of CoCrMo to high-speed fracture of its metal oxide using an electrochemical scratch test method[END_REF][START_REF] Okamoto | Passive film of 18-8 stainless steel structure and its function[END_REF][START_REF] Abd-El-Kader | Wear-corrosion mechanism of stainless steel in chloride media[END_REF]. Regarding τ3D, the thickening rate remains faster in acidic solution. Figure 6 also shows an increase of the time constants at pH 1.5, whereas τ3D reduces or remains stable in neutral solution. A detrimental effect of O2 elimination is also observed with a strong impact in neutral solution.

These results suggest no effect of O2 on the oxide nucleation controlled by either the Chromium or Iron reactivities and the stability of the oxide products in solution. When pH increases to 6.5, iron interplays with the chromium in the germination of the oxide, and this rivalry reduces the kinetic of the passive film formation. The hydroxide structure favored in neutral pH may reduce the nucleation rate in film mechanisms such as the one proposed by Okamoto [START_REF] Okamoto | Passive film of 18-8 stainless steel structure and its function[END_REF]. Since the germination times vary slowly with the sliding, it can be assumed that the increase of the surface deformation plays a role in the oxide germination. On the one hand, the plastic deformation of the wear track may act negatively on the formation of chromium oxide nuclei. On the other hand, iron and chromium species (oxide and/or hydroxide) could germinate easily on the worn surface at pH 6.5 without significant effect of the surface deformation. Since the affinity of oxygen for the chromium is higher than the iron, the thickening rate is faster in acidic solution. Therefore, the kinetics of the oxide growth act to wear, causing faster repassivation and higher loss of mater (Table 1). In the third body concept, this indicates that the fragmentation of a mature passive film could generate harder debris and increase the wear [START_REF] Landolt | Third body effects and material fluxes in tribocorrosion systems involving a sliding contact[END_REF]. [START_REF] Landolt | Third body effects and material fluxes in tribocorrosion systems involving a sliding contact[END_REF][START_REF] Mischler | Electrochemical control of wear: a third body approach[END_REF]. A second consequence of the slow down of the film formation is the increase of the chemical wear in the total wear, as reported in Table 1. The difference of growth rate between the aerated and the deaerated solutions could be explained either by a modification of the growth mechanism or complex interaction between the oxide film composition, the plastically deformed layer (migration/diffusion of defects), the potential drop between the bulk and the solution [START_REF] Macdonald | The history of the Point Defect Model for the passive state: A brief review of film growth aspects[END_REF]. The experiments performed in this work are not able to answer the second hypothesis, by using an analysis of the current transients during the repassivation period can help to conclude about a modification of the growth mechanism with (i) the pH and (ii) the O2 content in solution. 

Identification of growth mechanisms from repassivation current transient analysis.

The determination of the growth mechanism is based on the current versus time curve fitting with Equation 5 [START_REF] Olsson | Modelling the transient current from two rubbing electrode configurations: insulating pin on metal substrate and metal pin on insulating substrate[END_REF][START_REF] Macdonald | A potentiostatic transient study of the passivation of carbon steel in 1 M NaOH[END_REF][START_REF] Staehle | Transient stability of passive films in aqueous solutions[END_REF]. In this model, the parameter n characterizes the mechanism [START_REF] Macdonald | A potentiostatic transient study of the passivation of carbon steel in 1 M NaOH[END_REF]. When the film grows according to the place exchange model, n is equal to 1 [START_REF] Asakura | Kinetics of Anodic Processes on Iron in Alkaline Solutions[END_REF]. On the other hand, a charge or mass controlled mechanisms are defined by either 0.6 or 0.5, respectively [START_REF] Vermilyea | On the Theory of Electrolytic Crystal Growth[END_REF][START_REF] Tester | Diffusional Effects in Simulated Localized Corrosion[END_REF]. for each transient as the repassivation rate evolves slightly with the sliding (Figure 7). Whatever the test, determinations of n are obtained with an average R² value of 0.98, which indicates an excellent agreement between the power-law model and the experimental decrease of the current.

In acidic solution, the parameter n slightly decreases from 1 to 0.85 (Figure 8), which suggests an influence of the surface deformation on the growth mechanism. Until 1 x10 4 s, the metal-oxygen exchange in a given row (Sato model) remains the primary process. When the surface reactivity becomes sensitive to the mechanical deformation of the wear track, the film growth competes with the injection and annihilation of dislocations induced by the mechanical degradation [START_REF] Staehle | Transient stability of passive films in aqueous solutions[END_REF][START_REF] Perret | SEM and FIB characterisation of subsurface deformation during tribocorrosion of stainless steel in sulphuric acid[END_REF].

Therefore, a mixed mechanism takes place with a place exchange model related to the chromium reactivity in acidic solution and a charge control limitation originating to the migration/diffusion of mechanical defects [START_REF] Vermilyea | On the Theory of Electrolytic Crystal Growth[END_REF]. In a neutral solution, the parameter n remains constant at 0.45. This value closed to 0.5 defines a growth mechanism under a mass transport limitation slightly affected by the surface damage. Whatever the pH, a variation of the O2 level in the cell does not affect the oxide growth mechanism. Therefore, the film formation is not directly driven by the dissolved dioxygen but instead induced by the oxygen available from the hydrolysis of water [START_REF] Goldberg | Electrochemical response of CoCrMo to high-speed fracture of its metal oxide using an electrochemical scratch test method[END_REF][START_REF] Okamoto | Passive film of 18-8 stainless steel structure and its function[END_REF]. This observation is consistent with the Interface Field Model or the Point Defects Model models for whom the decomposition of the water at the film/solution interface is one or a crucial step in the passivation mechanism, respectively. The mass transport limitation in the neutral solution can be related to the iron injection into the oxide film formation rather than the dissolved dioxygen. These observations confirm the second hypothesis enounced previous where the oxide thickening has to be understood in terms of the oxide layer in interaction with the plastically deformed layer generated during sliding [START_REF] Dalbert | The effects of microstructures and repassivation kinetics on the tribocorrosion resistance of ferrite and ferritemartensite stainless steels[END_REF][START_REF] Perret | SEM and FIB characterisation of subsurface deformation during tribocorrosion of stainless steel in sulphuric acid[END_REF]. Further investigations are planned to discuss the role of the environment on the passive film composition and the surface structuration. Note that they should be performed in an environment where the chemical wear contribution should be higher. 

Conclusions

Tribo-electrochemical behavior of a DSS2205 duplex stainless in galvanic coupling with a graphite counter electrode was studied. The reactivity description was achieved with the analysis of the current transients in acidic and neutral solutions and the control of the dissolved dioxygen.

Results can be summarized as follow:

-The wear increases with the pH decreases. However, the dissolved dioxygen elimination mitigates the loss of mater.

-The chemical wear represents a few percentages in the total wear. Thus, the mechanic dominates the material loss. Even if abrasive wear occurs, wear track morphologies change with the solution meaning that the solution chemistry also plays a role.

-The dissolution rate increases with the pH decreases. As the dissolution is a charge transfer mechanism, dissolved oxygen does not affect even if the potentials under sliding are more cathodic in the absence of O2 -The oxide nucleation only depends on pH. The oxide germination is faster as the dissolution is stronger in pH 1.5. The same trend is observed for the thickening step. However, the wear reduces as the passive film rebuilt is slower in the absence of O2.

-The oxide growth mechanism is only controlled by pH. In acid solution, the oxide thickening should follow the place exchange model, whereas it is under a mass transport limitation in neutral solution. Since O2 concentration does not affect the mechanism, the mass transport limitation is attributed to the iron injection in the oxide film at pH 6.5.
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 1 Figure 1. a) Schematic representation of the tribo-electrochemical cell. b) Polarization curves on DSS2205 in acidic and neutral solutions in aerated and deaerated conditions.
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 2 Figure 2. a) Potential and b) current density variations during galvanic coupling between DSS2005 and graphite electrode in acid, neutral solutions in presence or not of dissolved oxygen.
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 3 Figure 3. Potentials and current evolution during tribocorrosion experiments performed in pH 1.5 a) 6700 ppb O2, b) 10 ppb O2, and in pH 6.5 c) 6700 ppb O2 and d) 50 ppb O2.
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 3 Figure 3 also reports the general current variations as a function of the solution. Each curve
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 4 Figures4b and 4cfor experiments performed in acidic and neutral solutions, respectively. Whatever
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 5 Figure 5. SEM images of DSS2205 worn surface in a) pH 1.5 and b) pH 6.5 aerated solutions and c) pH

  Figure 6a) repassivation transient (n° 2226) in aerated solution pH1.5 and fitted by Equation 1. b)

Figure 7 .

 7 Figure 7. Variation of time constants for the oxide nucleation (τ2D) and growth (τ3D) in a) acid and b) neutral solutions during tribocorrosion experiments. Values calculated during the repassivation process with an average R² value of 0.98 for each fit. Error on time constant at 0.02 s and are not reported on the graph.
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 5 Figure 6b reports the domain of validity of the fit for the transient number 2226 recorded in aerated

Figure 8 .

 8 Figure 8. Variation of the parameter n, related to the mechanism of the oxide growth according to the solution pH and the oxygen level. Determinations of n are obtained with an average R² value of 0.98.

Table 1 .

 1 Quantification of the dissolution charge (Qdiss), chemical volume (Vchem), and the total wear

	(Vtot) for experiments in aerated and deaerated solutions at pH1.5 and pH1.5. The contribution of the
	chemical wear (% Vchem) in the total wear is also reported.		
	pH	O2	Qdiss	Vchem	Vtot	% Vchem
		(ppb)	(C)	(cm 3 )	(cm 3 )	in total wear