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Abstract. This work presents an Order Acceptance Scheduling (OAS)
problem with the introduction of energy consumption limits at each pe-
riod of the planning horizon. The objective is to maximize total profit
of accepted orders while considering energy usage over time, in accor-
dance with imposed deadlines. A time-indexed formulation is presented
to tackle the investigated problem.

Keywords: Order Acceptance Scheduling · Energy consumption · Time-
indexed.

1 Introduction

Resource depletion has become a major concern these past decades for both
economic and environmental reasons. Standards, taxes and limits on resource
use, are ones of many tools implemented by authorities to curb the current
trend. Although, as stated in [11], new business opportunities are opened by
these challenges and structural changes are required in the supply chain in the
context of sustainability. This lead industrials to reconsider their rate of produc-
tion at the operational level. During production, many levers can be taken into
account, such as machine speed, shutdown mechanisms, among others. Monitor-
ing energy consumption and costs, or carbon emissions during the production
processes are useful indicators to mitigate impacts on the environment and to
make substantial savings. Meanwhile, accepting or rejecting orders occurs in a
plethora of manufacturing sectors when a company is limited by its facilities,
client deadlines or in general by resources availability. Optimizing the produc-
tion schedule is therefore essential to make a good balance between available
production capacity and sales volume.

In this vein, this paper focuses on a capacity-constrained system by address-
ing an Order Acceptance Scheduling (OAS) problem with periodic energy con-
sumption limits with the objective to maximize total profit. Section 2 presents a
short literature review on resource-efficiency and energy-efficiency in scheduling
problems with a focus on OAS problems. Section 3 gives a description of the
proposed problem. Section 4 provides the solving approach and section 5 gives
the preliminary results on a small benchmark. The final section features conclu-
sions and perspectives to this work.
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2 Related literature

Resource-efficiency and more globally resource management appeared at early
stage of scheduling problem researches [1]. The characterization of resources in
terms of availability and divisibility allow to cover a broad range of situations.
Time-dependent resources, i.e. when the amount of resources varies over time,
is for instance studied for an open shop and a parallel machine system in [13].

Resource management typically occurs during a project with dependent ac-
tivities such as construction engineering, or manufacturing. In order to carry out
a project at a lower cost while satisfying timing, labor, material, or equipment
constraints, the Resource-Constrained Project Scheduling problem (RCPSP) [2]
(and its variants) addresses this problem particularly well. On another side,
financial scheduling problem insists on other interesting aspects of resources,
in particular when they are assimilated to a stock (e.g. wages, raw materials)
that can be replenished at different time of the horizon. Most of the studies on
this topic provide solid complexity analysis and approximation schemes [6, 7].
Gafarov et al. [3] proved the NP-hardness of the single machine problem with
non-renewable resources with the objective to minimize the makespan. They
provide the optimal sequence to a particular polynomial case of the problem
with the objective to minimize total tardiness. When it comes to energy, usu-
ally, efficiency is conceptualized by incorporating a specific criteria within the
objective [4]. Therefore, total energy cost or consumption is minimized in nu-
merous works including single machine and more complex systems. However,
few researches address energy-efficiency by introducing dedicated constraints
that differ from conventional resource constraints. For parallel machines, [10],
minimized makespan with interval limits on energy consumption. They used
two exact solving approaches, which are Branch and Bound and Benders de-
composition, and a Tabu search to tackle this problem. In the meantime, Liao
et al. [9] minimized both weighted completion times and weighted tardiness on
a single machine with interval limits on energy consumption. They proposed an
evolutionary algorithm for this multi-objective problem.

Introducing resource constraints is no exception in OAS, since it can be
expected that limited resources force manufacturers to reconsider how much
they can produce, avoiding losses as much as possible. For instance, [5] are the
first to consider an OAS on a single machine with resource-constraints, rejecting
orders if they cannot be completed within a predetermined time-window. The
work of Kong et al. [8] presents an order acceptance scheduling problem with a
global budget on energy use in a parallel machines system.

To the best of our knowledge, the OAS problem on a single machine with
periodic resource consumption limits has not yet been tackled. This problem
is interesting and appears when a resource consumed by production (such as
energy) cannot be stored and is different from a period to an other. This typically
appears in period of high energy consumption.
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3 Problem description

This paper investigates an Order Acceptance scheduling problem on a single
non-preemptive machine with energy consumption limits at each period. The
objective is to maximize total profit while satisfying periodic energy consump-
tion limits. This problem is NP-hard since the OAS problem on a single machine,
maximizing the total profit is NP-hard in its basic form [12].

As in [13], in this problem, the resource is renewable, that is, a energy unit
available at time t shall be consumed at time t but can not be saved for later.
The availability of the resource at time t + 1 does not depend on the amount
consumed at or before time t, unlike financial scheduling problem. Energy is thus
available in time-dependent quantities, i.e. their availability changes over time.
Each order is defined by its processing time pj , its deadline d̄j , its unitary power
consumption ej (kW) and its revenue fj .

The following assumptions are formulated:

– The energy consumed by an order remains constant during the totality of
its production.

– Preemption is not allowed.
– The manufacturer earns the totality of the revenue of an order j if it can be

scheduled completely before its deadline.

The horizon is split into unitary slots t = 1, . . . , T each characterized by an
energy limit Et. The length of the horizon T is defined by the maximum of the
deadlines.

For illustration purpose, let’s take an example of n = 5 orders where p =
[8, 3, 4, 4, 3], d̄ = [25, 16, 9, 21, 9], e = [3.5, 4, 3.5, 3.5, 2] and f = [15, 10, 10, 5, 10].
Assume that orders 2 and 4 are rejected.

3
5

1

Energy consumption

Time

Et

t

p1

e1

T1

d̄3, d̄5 d̄1d̄2 d̄4

Fig. 1. An example with n = 5 orders.
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In fig. 1, the bar chart represents the amount of available energy Et at each
period t = 1, . . . , T . The sequence is represented by a Gantt diagram below. An
order j is represented by two components : its energy consumption ej in height
and its processing time pj in width.

4 Solving approach

A time-indexed On/Off formulation is used to model the proposed problem. In
this formulation, the binary decision variables xjt = 1 refer to the production
of a unit of order j at time t (or not xjt = 0). Moreover, the binary decision
variables aj equals 1 if the order j is accepted, 0 otherwise. The problem is
formulated as a Mixed Integer Linear Program as follows.

maximize

n∑
j=1

ajfj (1)

subject to

n∑
j=1

xjt ≤ 1 t = 1, . . . , T (2)

d̄j∑
t=1

xjt = pjaj j = 1, . . . , n (3)

t−pj∑
t′=1

xjt′ +

d̄j∑
t′=t+pj

xjt′ ≤ pj(1− xjt) j = 1, . . . , n, t = pj + 1, . . . , d̄j (4)

n∑
j=1

ejxjt ≤ Et t = 1, . . . , T (5)

T∑
t=d̄j+1

xjt = 0 j = 1, . . . , n (6)

The objective (1) is the maximization of the sum of the revenue of the ac-
cepted orders. Constraints (2) ensure that the machine can either produce or
do nothing. Constraints (3) state that an accepted order must be processed pj
time units within its time-window rj , . . . , d̄j . Constraints (4) guarantee non-
preemption by forcing the continuity of the decision variables xjt. If at time
period t order j is produced (xjt = 1), the constraints exclude production pj
units before and after t, i.e in periods 1, . . . , t−pj and t+pj , . . . , d̄j . Constraints
(5) are the periodic energy consumption limits, imposing that a unit of produc-
tion of an order at time t does not exceeds Et, the available energy at time t.
Constraints (6) prevent any order j to be produced after its deadline d̄j .
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5 Preliminary results

The tested instances have been randomly generated with diverse number of
orders n = 10, 15, 25, 50, 100, 5 for each value of n. Processing times and rev-
enues are generated from the uniform distribution pj , fj ∼ U(1, 20). The unitary
power consumption is computed as follows : ej ∼ U(1, fj) × 1

2 . The values of
the deadlines are determined by d̄j = U(pj , pT ) with pT =

∑n
j=1 pj . The energy

consumption limits over time are randomly generated with Et ∼ U(1, 10) for all
t = 1, . . . , T . The value of the energy consumption limits are the same across the
benchmark. The tests have been performed on a PC with Intel i5 2GHz CPU
processor and 4GB RAM. The provided model is written in the IBM CPLEX
Solver v12.9. Solving time is limited to 3600 seconds.

Table 1. Computational results.

n cpu gap % acc

10 0.03 0 0.22
15 0.07 0 0.24
25 0.55 0 0.28
50 675 0 0.38
100 3600 53 0.32

Table 1 presents the results obtained by the solver. Each line represents 5
instances with varying number of orders. The average solving time (in seconds)
and the average gap (CPLEX relative Gap in %) is reported for each batch
of instances. Finally, the average proportion of accepted orders is indicated (in
%). The model performs well for small to medium instance size with less than
a second to optimally solve the instances. As can be seen, from n = 50, the
average cpu time sharply increases. With n = 100 orders, the model cannot find
some feasible solutions (3/5 are feasibles) with poor solution quality.

6 Conclusion and perspectives

In this paper, the OAS problem on a single machine with periodic energy con-
sumption limits is studied. A time-indexed model with O(nT ) constraints and
O(nT ) decision variables is used to solve this problem. Since the objective is
the maximization of total profit with time-dependent resource constraints, the
time-indexed model is a purposeful choice as it exploits to its benefit the time
dependency of the investigated problem. A comparison between the proposed
time-indexed model and a classical formulation using completion times shall be
done. The development of dedicated exact methods is planned in the future work
due to solver limitations. A special focus will be made on finding dedicated cuts,
bounds and properties of the problem. Moreover, the formalisation of diverse
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type of constraints that make sense in the context of energy-efficient scheduling
must be performed. Global, cumulative and rolling-window constraints must be
studied with a careful examination of mathematical properties and a complexity
analysis for each of the problem variants. Preliminaries results will be presented
on this occasion.
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