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Introduction

Electrochemical Capacitors (ECs) so-called supercapacitors, are energy storage devices which can exhibit two charge storage processes. The first one is the capacitive process related to the accumulation of charges by electrostatic forces in the electrode-electrolyte interface through the electrical double layer (EDL) formation. This process is the predominant one for carbon-based ECs. The second one is pseudocapacitance which consists in storing charges due to the fast and reversible surface redox reactions, giving rise to a capacitive-like behavior, i.e. a linear increase of stored charge while the voltage window is expanded [1][2][START_REF] Conway | Electrochemical Supercapacitors[END_REF].

Additionally, some electrode materials used in ECs exhibit an intercalation/deintercalation process during charge and discharge which gives rise to redox waves superimposed to capacitive/pseudocapacitive electrochemical response. This process is typically found in battery-type electrode materials [START_REF] Scherson | [END_REF][5][6][7][8] and it takes place in the 1, 2 or 3D tunnels of their crystalline structure. Recently, the intercalation/deintercalation process has been reported by our group in different metal phosphates such as MnPO 4 •H 2 O and VOPO 4 •2H 2 O [9,10] with 1D and 2D tunnels respectively, which have been proposed as electrode materials for ECs. The same behavior has also been reported, coupling ions intercalation and capacitive/pseudocapacitive features, such as layered birnessite (MnO 2 ), V 2 O 5 , TiO 2, Nb 2 O 5, and MoO 2 [11][12][13][14][15][16][17][18][19][20][21][22][23][24].

The previous reports [9,10] on our metal phosphates show the coexistence of the intercalation/deintercalation process (Faradaic behavior) with the capacitive and pseudocapacitive processes. In the case of VOPO 4 •2H 2 O, it was shown for the first time that the intercalation/deintercalation process is present even at high rates of charge/discharge. It is worth to highlight that in both metal phosphates, the tunnels in their crystalline structure contain water molecules. It has been argued in several reports that water molecules allow ion mobility through crystalline inorganic materials [25][26][27] enabling the intercalation/deintercalation process. Hence, it was also supposed that the origin of the intercalation/deintercalation process in VOPO 4 •2H 2 O was caused by the presence of water molecules.

In order to validate the above assumption, we prepared two layered vanadium phosphates with different chemical species within the interlayer spaces, like CTAB molecules or K + ions.

The aim is to determine if the intercalation/deintercalation process is possible, or if CTAB molecules hinder the intercalation of electrolyte cations in the 2D tunnels by a blocking mechanism. In the case of K + ions that are part of the crystalline structure, it is not quite clear if they can be part of the charge-discharge process or if they remain as structural cations of the layered material.

Methodology

Synthesis of VOPO 4 •CTAB

An appropriate amount of hexadecyltrimethylammonium bromide (CTAB, Sigma-Aldrich 98%)

was dissolved in deionized water to obtain a concentration of 5 wt %. Then, K 2 HPO 4 (Sigma-Aldrich, 97%) was added to the above mixture to obtain a molar ratio CTAB/ K 2 HPO 4 of 1. The temperature of the solution was increased to 70°C and kept at this temperature for one hour.

A solution of VOSO 4 (Sigma-Aldrich, 98%) was added dropwise to keep a molar ratio VOSO 4 / K 2 HPO 4 of 0.8. After 24 hours of reaction, the yellow powder was recovered by filtration and washed several times with water and acetone. Finally, the precipitate was dried at room temperature.

Synthesis of Nanostructured

K 0.5 VOPO 4 •1.5H 2 O
An appropriate amount of CTAB was dissolved in deionized water to obtain a concentration of 5 wt %. Then, K 2 HPO 4 (Sigma-Aldrich, 97%) was added to the above mixture to obtain a molar ratio CTAB/ K 2 HPO 4 of 1. The temperature of the solution was increased to 70°C and kept at this temperature for one hour. A solution of VOSO 4 (Sigma-Aldrich, 98%) was added dropwise to keep a molar ratio VOSO 4 / K 2 HPO 4 of 1.2. After 24 hours of reaction, a green powder was recovered by filtration and washed several times with water and acetone. Finally, the precipitate was dried at room temperature. kHz during 45 min (Fisherbrand, FB11201, power 120 W). Then the yellow powder was recovered by filtration and washed several times with water and acetone. Finally, the precipitate was dried at room temperature.

Synthesis of VOPO

Material Characterization

The X-ray diffraction pattern (XRD) was collected with an Empyrean PANalytical X'Pert Pro diffractometer with an X'Celerator detector and CuK α radiation (λ = 1.5406 Å) operated at 45

kV and 40 mA. The scans were performed in the 2θ range from 5 to 90° with a step scan of 0.02° and 1s per step in a continuous mode. The morphology of the vanadium phosphates was analyzed by scanning electron microscopy (SEM), using FEI Nova NanoSEM with a Field Emission Gun and by transmission electron microscopy (TEM), Hitachi H9000-NAR. FTIR analyses were performed with a Thermo Scientific model Nicolet 6700 spectrophotometer.

Pellets were prepared with KBr in a weight ratio of 1:50 (sample:KBr). The spectra were collected with a resolution of 4 cm -1 and averaged over 32 scans. The BET surface areas were measured using an Autosorb II BET apparatus.

Electrochemical Characterization

The electrodes were prepared from a mixture of active material, carbon black and polytetrafluoroethylene (PTFE, Sigma-Aldrich) in a mass ratio = 70:20:10 respectively. The electrode components were mixed with acetone. The resulting paste was cold rolled into a 100 µm thick film and pressed between two stainless steel grids at 1 GPa. The active material mass loading was 7 mg.cm -2 . A Three-electrode cell was used with a platinum grid as the counter-electrode and an appropriate reference electrode was used, depending on the pH of the electrolyte (Ag/AgCl for neutral pH or Hg/HgO for more basic pH).

The electrochemical measurements were performed using an SP-150 potentiostatgalvanostat (Biologic Instruments). The electrochemical behavior of the electrode material was studied by cyclic voltammetry, chronopotentiometry and electrochemical impedance spectroscopy (EIS). For the EIS tests, an amplitude of 10 mV was used with a frequency range from 10 mHz to 100 kHz. The specific capacitance C (Fg -1 ) was obtained from Equation 1. Where Q is the charge in C, obtained from the integration of the area of the cyclic voltammogram either in oxidation or reduction, ΔV is the width of the electrochemical window in V and m is the mass of active material in grams.

C (Fg -1 ) = Q(ΔVm) -1 (1) 
3. Results

Material synthesis and characterization

The synthesis and the description of VOPO 4 •2H 2 O can be found in our previous report [10].

The XRD pattern is included in Figure 1a. There are water molecules between the layers of VOPO 4 units with an interlayer distance of 7.40 Å. The synthesis of VOPO 4 •CTAB using the precipitation method proceeds in two steps. First, there is a precipitation achieved by the VOSO 4 and KH 2 PO 4 precursors. Initially, the color of the solution is blue, and during the reaction time turns out to yellow by oxidation caused by the combination of oxygen dissolved in the solution, the reaction temperature and reaction time. In this way, the vanadium ions with a formal charge of 4 + in VOSO 4 leads to a yellow compound indicating a change in the oxidation state of vanadium cations to V 5+ . Figure 1a shows the resulting XRD pattern with broad (hkl) peaks indicative of a nanostructured material. This material can also be indexed to the PDF #36-1472 card with tetragonal structure and space group P4/nmm as it is the case for VOPO 4 •2H 2 O. However, there is a shift of the (001) reflection to the lower 2θ indicating an increase in the interlayer distance from 7.40 Å to 10.03 Å [29] originated by the incorporation of CTAB molecules into the crystalline structure, thus replacing the water molecules.

Modifying the molar ratio of VOSO 4 /K 2 HPO 4 in the presence of CTAB, leads to a green powder. The XRD pattern of Figure 1a shows well defined peaks that can be indexed to K 0.5 VOPO 4 •1.5H 2 O (01-081-1930 card), with a Triclinic crystal system and a P-1 space group. This is also a layered material as in the case of VOPO 4 •2H 2 O. However, there are important differences as a consequence of the incorporation of K + ions into the crystalline structure.

First, there is a reduction of the interlayer spacing down to 6.38 Å. This is originated by the negatively charged layers that are attracted closer due to the presence of K + ions by electrostatic interactions [30]. According to Wang et al., there is a partial reduction of V 5+ cations to V 4+ , suggesting a mixed valence for vanadium cations. The layers of bound vanadium and phosphorus polyhedra are displaced with respect to each other to form large cavities where K + cations and H 2 O molecules are located. The other water molecules remain bound to vanadium atoms. Thus, the K + cations run parallel to the a axis and alternate with water molecules in the b axis.

In summary, layered vanadium phosphates were prepared with different species in the interlayer space. O was already discussed in our previous report [10] confirming the formation of vanadium phosphates with water molecules in the interlayer space as evidenced by the bands at 3342 and 3561 cm -1 [10].

However, a different spectrum was obtained for VOPO 4 •CTAB. First, the presence of CTA + cation (from CTAB molecule) is evidenced by the band at 2957 cm -1 that is attributed to the asymmetric stretching vibrations mode of CH 3 groups [31,32]. The band at 2926 and 2851 cm -1 corresponds to the asymmetric and symmetric stretching vibrations of CH 2 groups, respectively [31][32][33][34][35]39]. Additionally, the bands centered at 1464 and 719 cm -1 are ascribed to the scissoring and rocking mode of the CH 2 group, respectively. These bands are associated to a certain degree of order of the intercalated CTA + ion in layered inorganic materials [31][32][33][34].

Second, the characteristic bands of the head group of CTA + cation in the spectra, also indicate a certain degree of order of the surfactant chains in the interlayer space of inorganic materials [31,34,35]. The bands at 3034, 1485 and 984 cm -1 correspond to the asymmetric stretching of N + (CH 3 ) 3 , the bending mode of N + -CH 3 and to C-N + respectively [31][32][33][35][36][37].

Third, the bands of V-O-V and V 5+ =O present a blue shift to 860 and 1051 cm -1 respectively [30,39]. This may be originated by the presence of intercalated CTA + cation that changes their frequency of vibration. Additionally, the bands that correspond to PO 4 groups are centered at 950 and 1065 cm -1 . Fourth, the bands at 3342 and 3561 cm -1 associated to water molecules bonded by hydrogen bonds to PO 4 groups [40] disappear indicating that there are no water molecules in the interlayer space as in the case of VOPO 4 •2H 2 O, only a weak band at 1625 cm -1 that correspond to H-O-H [41]. This suggests that the CTA + cations are intercalated and replace the water molecules in the interlayer space of VOPO 4 •CTAB. This agrees with the XRD results.

In the case of K 0.5 VOPO 4 •1.5H 2 O the bands at 2957, 2926 and 2851 cm -1 are assigned to asymmetric stretching of CH 3 [31][32] and asymmetric and symmetric stretching vibrations of CH 2 groups, respectively [31][32][33][34][35]39]. These weak bands indicate the presence of the CTAB molecules in a lower concentration than in the previous case. However, the bands that correspond to the head group ((N + (CH 3 ) 3 , N + -CH 3 and C-N + ) of CTA + cation, and the bands assigned to the scissoring and rocking mode of the CH 2 group are not present. This indicates that CTAB molecules are not intercalated in the interlayer space, in agreement with XRD data.

Thus, it is suggested that CTAB molecules are only adsorbed at the surface of these particles.

Furthermore, the bands centered at 687, 903 and 1031 cm -1 correspond to the bending vibration of V-O-P, the stretching vibration of V-O-V and the stretching vibration of V 5+ =O, respectively [38,40,41]. The bands of the PO 4 3-group are centered at 964 and 1088 cm -1 and both can be assigned to asymmetric stretching vibration. The band at 1172 cm -1 also belongs to the stretching vibration of the PO 4 3-group [40]. The bands at 1637 and 1610 cm -1 are ascribed to the stretching vibration of H-O-H in the crystalline structure [41].

Figure SI2 shows the SEM and TEM images of the electrode materials. In all the cases the morphology of the nanoparticles consists in platelets with a size of 230 nm and 1µm and the thickness is 20 and 40 nm for VOPO 4 According to the coupling of Trassati and Dunn methods used in our previous work to deconvolute the charge storage mechanisms from cyclic voltammograms, the cation intercalation takes place across the whole potential window, and it is still significant even at scan rates as high as 100 mVs -1 . At low scan rates (5 mVs -1 ) the intercalation process contributes to 80 % of the accumulated charge. Moreover, 19 % of the charge comes from pseudocapacitive charge process and only 1 percent from double layer capacitance (EDL). At high scan rate (100 mVs -1 ) Li + cation intercalation still contributes to 47 % of the accumulated charge.

Nevertheless, in the case of VOPO 4 •CTAB in 3M LiOH the electrochemical signature is rectangular in the applied voltage as is shown in Figure 2a. However, the capacitive behavior is lost at scan rates above 10 mVs -1 as shown in Figure SI4a. Additionally, the maximum specific capacitance is low, around 10 Fg -1 that corresponds to 20 µFcm -2 , in the range of the areal capacitance (20-50 µFcm -2 ), that arises from EDL formation [45,46]. Thus, it is reasonable to attribute the electrochemical response mainly to an EDL process. The use of 3M KOH with K + being larger than Li + (unsolvated ions) only aggravates the electrochemical response leading to the loss of the capacitive behavior at any scan rate tested in this work (see also Figure SI4b). Thus, the lack of intercalation process in this electrode material may be related to its crystalline structure. VOPO 4 •CTAB also consists in layers of VO 6 and PO 4 groups as in the case of VOPO 4 •2H 2 O. However, its interlayer distance is larger (10.03 Å) than in the previous case (7.40 Å) due to the presence of CTAB molecules between the layers. Hence, in this case the electrolyte cations, either Li + or K + cannot be intercalated into the crystalline structure of VOPO 4 •CTAB due to the presence of CTAB molecules that blocks the pathway to the 2D tunnels. that as the scan rate increases the rectangular shape of the cyclic voltammograms remains quasi-rectangular up to 100 mVs -1 . Despite the redox waves on the voltammograms that could lead to a large stored charge, the specific capacitance is lower than for VOPO 4 •2H 2 O in the same electrolytes [10]. However, the areal capacitance is 118 and 159 µFcm -2 in 3M LiOH and 3M KOH respectively, larger than 50 μFcm -2 that can be related to pure EDL formation.

This indicates that a different mechanism is involved in the charge storage process for

K 0.5 VOPO 4 •1.5H 2 O.
In order to determine the charge storage process, the values of the b parameter, which is described elsewhere [6,10], are shown in Figure SI6 processes contribute to the larger amount of stored charges, 73 and 71 %, respectively (see Figure 3b and3d). However, 27 % of stored charge arises from the diffusive process (see Figure 3a) in 3M LiOH at the low scan rate of 5 mVs -1 . The diffusive charge is more significant in the range -0.8 to -0.4 V vs Hg/HgO and -0.4 to 0.1 V vs Hg/HgO. In 3M KOH, the contribution of diffusive charge is 29 % at the scan rate of 5 mVs -1 , and the large amount of this charge process occurs from -1.0 to -0.6 V vs Hg/HgO (see Figure 3c). This indicates that in both electrolytes an ion intercalation/deintercalation process contributes to the overall charge storage process which also explains the redox waves in the cyclic voltammograms (Figure 2c). At fast scan rate (100 mVs -1 ) the charge originating from a diffusive process is around 5 % (Figure 3b andd) in both electrolytes. From Figure 3 it is obvious that for this electrode material the amount of diffusive charge is low and practically constant at high scan rate (Figures SI7) in the complete operational potential window. However, the stored charge from a diffusive process is lower than in the case of VOPO 4 •2H 2 O for the same electrolytes. This could be explained by considering the crystalline structure of these materials. In the case of VOPO [30]. Thus, the occupied active sites by K + ions and the reduction of the 2D tunnels may hinder the process of ion intercalation, which in turn will decrease the amount of accumulated charge. It is reasonable to think that the smaller size of Li + compared to K + ions would allow its intercalation process to be more favorable. However, Li + ions intercalation should proceed via the reduction of the interlamellar space of VOPO 4 •2H 2 O from 7.41 Å to 6.12 Å [49] lower than 6.38 Å, the interlayer distance when K + ions are present in the crystalline structure. Additionally, as mentioned above, the layers of vanadium and phosphorus polyhedra are displaced with respect to each other to form large cavities where K + cations and H 2 O molecules are located. Thus, to reduce the distance between the layers to allow the intercalation of Li + ions, a displacement of the layers is also required together with the deintercalation of K + ions. Hence, the Li + ion intercalation requires more steps that cannot be fully carried out within the time scale used in our measurements. Subsequently, the accumulated charges decrease. In the case of 3M KOH, the low accumulated charge could be explained by the presence of the pre-existing K + cations in the interlayer space that cannot be intercalated/deintercalated at the scan rates (5 mVs -1 and above) used in this work.

Additionally, in K 0.5 VOPO 4 •1.5H 2 O there are CTAB molecules adsorbed at the surface, thus blocking the surface-active sites. As the scan rate increases up to 100 mVs -1 the main contribution to the stored charge is from the capacitive process in both electrolytes (see Figure 3b andd). This is expected, due to the high scan rate that limits the ion intercalation into the crystalline structure.

The limited ion intercalation/deintercalation process in K 0.5 VOPO 4 •1.5H 2 O is related to the active thickness reached by electrolyte cations. Figure 4 shows the active thickness (see SI for the methodology) in the applied potential during the cyclic voltammetry considering a oneelectron process and a density of 2.75 gcm -3 . In 3M LiOH electrolyte, the active thickness is as high as 0.4 nm (0.6 unitary cells) and 0.3 nm in KOH (0.5 unitary cells). The small active thickness estimated for this electrode material in both electrolytes is caused by a low contribution of the diffusive current to the stored charge. Hence, the K 0.5 VOPO 4 •1.5H 2 O particle thickness is 40 nm indicating that only 2 percent of its thickness is involved in the charge storage processes. KOH is used, a large semi-circle is observed across the applied frequency range indicating that the charge transfer resistance is large even at low frequencies and consequently the electrode material does not show a capacitive like behavior, in agreement with the obtained cyclic voltammograms (see Figure SI4b). The Nyquist plots of K 0.5 VOPO 4 •1.5H 2 O are shown in Figure 5b. In 3M LiOH, the impedance spectra show a semi-circle at high frequencies (inset) that is associated to the electrolyte ions reaching the active surface through the components of the composite working electrode, that turns into a straight line at high/middle frequencies and a bent tail at low frequencies, indicating an ion intercalation type diffusion process [10]. This behavior is known as an open boundary finite-length Warburg diffusion [50]. However, as discussed above, the predominant charge storage process is capacitive (EDL and pseudocapacitance) and the extension of the bending tail is less predominant than in the case of VOPO 4 •2H 2 O in 3M LiOH [10]. In 3M KOH, the impedance spectra also show a semi-circle at high frequencies that turns into a straight line at high-middle frequencies and a bended tail at low frequencies, indicating a cation intercalation type diffusion process as in the previous case. Once again, the predominant charge storage process is capacitive, and the extension of the bending tail is low. (i) It is evidenced that the intercalation/deintercalation process is possible at the chargedischarge rated used for ECs, and it is present at least at the high scan rate of 100 mVs -1 as it was shown in this series of reports related to layered vanadium phosphates.

(ii) In order to maximize the charge from an intercalation/deintercalation process, a free pathway into the 2D tunnels is necessary. A free pathway means that molecular species that avoid or hinder the ion transport must not be present in the interlayer space such as CTAB molecules. On the contrary, the presence of molecular species in the interlayer space that facilitate the ion transport like water molecules are necessary to maximize the charge from an intercalation/deintercalation process.

(iii)

The presence of ions that form part of the crystalline structure as in the case of K 0.5 VOPO 4 •1.5H 2 O hinders the intercalation/deintercalation process at least at the charge rates used in the present work. The reason could be that not all the K + ions can be deintercalated from the crystalline structure, thus decreasing the number of accessible active sites.

  Figure SI1, 1a, 1b and 1c show the crystalline structure of the VOPO 4 •2H 2 O (as the reference compound), VOPO 4 •CTAB and K 0.5 VOPO 4 •1.5H 2 O. The electrochemical behavior of these three compounds will allow to determine the influence of structural parameters on the charge storage processes.

Figure 1 .

 1 Figure 1. a) XRD patterns of the 3 different layered vanadium phosphates, b) FTIR spectra of vanadium phosphates c) and d) Magnification of FTIR spectra.

Figure

  Figure 1b shows the FTIR spectroscopy confirming the presence of several functional groups of vanadium phosphates that include the stretching vibrations of V-O-P, V=O and P-O 4 . For clarification, Figure 1c and 1d shows a magnification of Figure 1b. The spectrum of VOPO 4 •2H 2 O was already discussed in our previous report [10] confirming the formation of

Figure 2 .

 2 Figure 2. Electrochemical windows of VOPO 4 •CTAB in 3M LiOH and 3M KOH at the scan rate of 5 mVs -1 . b) Specific capacitance of VOPO 4 •CTAB in 3M LiOH as a function of the scan

  for K 0.5 VOPO 4 •1.5H 2 O in 3M LiOH and 3M KOH. All b values are above 0.8 in both electrolytes in all the applied potential window, indicating a non-diffusive (intercalation) process. However, as it was discussed in the first part of this work[10], it is necessary to use the coupled Trasatti-Dunn methods[10,41,42] to determine the origin of the charge, and perform a deconvolution of the charge storage mechanisms of K 0.5 VOPO 4 •1.5H 2 O in 3M LiOH and 3M KOH. This methodology allows to estimate the contribution of EDL formation, pseudocapacitance and Faradaic process to the stored charge. The methodology is described in supporting information. The results are shown in Figure3. In both electrolytes, the capacitive (EDL and pseudocapacitance)

Figure 3 .

 3 Figure 3. The specific charge of K 0.5 VOPO 4 •1.5H 2 O in 3M LiOH originated by EDL, pseudocapacitive and diffusive processes at 5 mVs -1 as a function of the a) applied potential and b) as a function of scan rate. The specific charge of K 0.5 VOPO 4 •1.5H 2 O in 3M KOH

Figure 4 .

 4 Figure 4. The active thickness of K 0.5 VOPO 4 •1.5H 2 O in function of the applied potential at 5 mVs -1 in a) 3M LiOH, and b) 3M KOH electrolyte.

Figure 5 .

 5 Figure 5. Electrochemical impedance spectroscopy of a) VOPO 4 •CTAB in 3M LiOH and 3M KOH and b) K 0.5 VOPO 4 •1.5H 2 O in 3M LiOH and 3M KOH.

  layered materials, VOPO 4 •CTAB and K 0.5 VOPO 4 •1.5H 2 O, have been synthesized to investigate the role of interlayer species on the electrochemical behavior of the related electrodes. Different molecular species in the interlayer space induce a different electrochemical behavior compared to the previous reported VOPO 4 •2H 2 O based electrode.Indeed, for VOPO 4 •CTAB electrode material the CTAB molecules block the pathway to electrolyte ions Li + or K + . The crystalline structure of K 0.5 VOPO 4 •1.5H 2 O contains K + ions and water molecules that hinder the intercalation/deintercalation processes. Nevertheless, according to the coupling of Trasatti and Dunn methods, the charge that arises from an intercalation process is as high as 27 and 29 % in 3M LiOH and 3M KOH, respectively. The complementary charge storage mechanisms are EDL and pseudocapacitance. Thus, three important remarks must be highlighted.
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  •CTAB and K 0.5 VOPO 4 •1.5H 2 O, respectively. The absorption-desorption isotherms are shown in Figure SI3. The BET surface areas are 14, 2 and 11 m 2 g -1 for VOPO 4 •2H 2 O, VOPO 4 •CTAB and K 0.5 VOPO 4 •1.5H 2 O, respectively. No hysteresis was observed in the isotherms for the later cases, indicating the lack of

	mesopores.
	3.2 Electrochemical characterization
	It was demonstrated in part 1 of this work [10] that in 3M LiOH, Li + cation intercalates into the
	2D tunnels of VOPO 4 •2H

2 

O that are generated by the layers of VO 6 and PO 4 groups with an interlayer distance of 7.40 Å

[42][43][44]

. Water molecules are located between the layers.

  4 •2H 2 O, the 2D tunnels are only occupied by water molecules that facilitate the ion intercalation/deintercalation process. Meanwhile in K 0.5 VOPO 4 •1.5H 2 O, K + ions and water molecules are together present in the 2D tunnels resulting in a reduction of the interlayer distance from 7.41 Å for VOPO 4 •2H 2 O to 6.38 Å. The reduction of the interlayer space is mainly due to attractive electrostatic forces caused by the presence of K + ions
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