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Flax fibre mats are promising and versatile biosourced reinforcements that can be used in composite parts obtained using various processing routes. To optimise their impregnation and the end-use properties of composites, it is still crucial to better understand the process-induced evolution of their microstructure and their permeability. In this study, flax fibre mats were subjected to in situ X-ray microtomography compression experiments. The resulting 3D images enabled the evolution of several key descriptors of their microstructure under compression to be determined, and the evolution of their permeability to be quantified by direct fibre scale CFD simulations. The microstructural data were also used as input parameters of a modified tensorial Kozeny-Carman model, accounting for the anisotropy and heterogeneity of mats. Only one unknown directional parameter was identified by inverse method from permeability calculations performed on numerically generated 3D realistic fibre networks. The predictions of the proposed model were consistent with numerical simulations.

Introduction

Biosourced composites reinforced with plant-based fibres represent a credible alternative to composites reinforced with glass or other synthetic fibres that are commonly used as structural or semi-structural parts in many industrial applications [START_REF] Bourmaud | Towards the design of high-performance plant fibre composites[END_REF] [2] [3] [START_REF] Dixit | Natural Fibre Reinforced Polymer Composite Materials -A Review[END_REF]. Several architectures of plant-based fibres are encountered [START_REF] Müssig | 2 -The use of flax fibres as reinforcements in composites[END_REF] [START_REF] Faruk | Biofiber Reinforcements in Composite Materials[END_REF]: woven fabrics, knitted fabrics, and non-woven materials such as unidirectional veil of fibres and fibre mats. Fibre mats are versatile fibrous materials that consist of an intricate network of individualised fibrous elements such as discontinuous fibres, or discontinuous fibre bundles or both types of elements. The ease of their manufacturing offers the possibility to obtain various fibrous architectures varying for instance their fibre content, areal density and fibre orientation [START_REF] Martin | Evaluation of the potential of three non-woven flax fiber reinforcements: Spunlaced, needlepunched and paper process mats[END_REF] [START_REF] Maity | A Review of Flax Nonwovens: Manufacturing, Properties, and Applications[END_REF]. In addition, they offer a good compromise with respect to other types of reinforcements because of their good processability (e.g. large deformation properties) in several composite manufacturing processes, and their ability to provide good reinforcement effect to polymer matrices [START_REF] Omrani | Effects of needle punching process and structural parameters on mechanical behavior of flax nonwovens preforms[END_REF] [START_REF] Ouagne | 5 -Use of bast fibres including flax fibres for high challenge technical textile applications. Extraction, preparation and requirements for the manufacturing of composite reinforcement fabrics and for geotextiles[END_REF].

The manufacturing of composites parts with biosourced fibre mats can be done using either wet, e.g. Liquid Composite Moulding (LCM), or dry forming, e.g. compression moulding, processes [START_REF] Shah | Developing plant fibre composites for structural applications by optimising composite parameters: a critical review[END_REF] [START_REF]Composites polymères et fibres lignocellulosiques[END_REF][12] [START_REF] Ho | Critical factors on manufacturing processes of natural fibre composites[END_REF]. These processes involve the deformation of these reinforcement materials and their simultaneous or subsequent impregnation by a fluid polymer matrix to obtain either a prepreg material or a composite part with the desired shape. For plant-based reinforcement materials such as flax fibre woven fabrics, a poor control of the deformation mechanisms of these materials in their dry state is known to induce several defects such as wrinkling, buckling or tearing that affect the reinforcement architecture and integrity [START_REF] Omrani | Analysis of the deformability of flax-fibre nonwoven fabrics during manufacturing[END_REF] [15] [START_REF] Baley | Specific features of flax fibres used to manufacture composite materials[END_REF]. Similarly, the impregnation of the same reinforcements by fluids such as filled thermoset resins or thermoplastics may result in voids inside and between tows [START_REF] Baley | Specific features of flax fibres used to manufacture composite materials[END_REF] [17] [START_REF] Kuentzer | Correlation of void distribution to VARTM manufacturing techniques[END_REF] [19] [START_REF] Mehdikhani | Voids in fiber-reinforced polymer composites: A review on their formation, characteristics, and effects on mechanical performance[END_REF] [21]. It has been established that the impregnation of fibrous reinforcements is mainly controlled by their anisotropic permeability properties [START_REF] Xue | Permeability anisotropy of flax nonwoven mats in vacuum-assisted resin transfer molding[END_REF] [23] [START_REF] May | In-plane permeability characterization of engineering textiles based on radial flow experiments: A benchmark exercise[END_REF] which are also strongly coupled with their deformation state [START_REF] Pantaloni | A Review of Permeability and Flow Simulation for Liquid Composite Moulding of Plant Fibre Composites[END_REF][25] [START_REF] Francucci | Experimental study of the compaction response of jute fabrics in liquid composite molding processes[END_REF]. The impregnation phenonema occurring in composite forming processes are usually modelled by assuming the Darcy's law [START_REF] Nguyen | Modeling of resin flow in natural fiber reinforcement for liquid composite molding processes[END_REF] [START_REF] Masoodi | Numerical simulation of LCM mold-filling during the manufacture of natural fiber composites[END_REF], which is, strictly speaking, valid for the flow of incompressible Newtonian fluids through rigid porous media at negligible Reynolds number. Vast research efforts are still ongoing to reveal the links between the components of the permeability tensor 𝑲 of the Darcy's law and the deformability of various natural fibrous materials with more or less disordered architectures [START_REF] Umer | Characterising wood fibre mats as reinforcements for liquid composite moulding processes[END_REF] [START_REF] Pantaloni | A Review of Permeability and Flow Simulation for Liquid Composite Moulding of Plant Fibre Composites[END_REF]. For biosourced fibre mats, the prediction of the permeability components is all the more difficult to establish as the fibrous microstructure of these materials is strongly disordered and fibres exhibit large morphological variations [START_REF] Francucci | Experimental study of the compaction response of jute fabrics in liquid composite molding processes[END_REF] [30] [START_REF] Delisée | 3D Morphology and Permeability of Highly Porous Cellulosic Fibrous Material[END_REF].

Several experimental studies dealt with the determination of the out-of-plane and in-plane permeability of biosourced fibre mats [START_REF] Umer | The effect of yarn length and diameter on permeability and compaction response of flax fibre mats[END_REF] [31] [START_REF] Bizet | CONSTANT IN FLAX FIBER MATS PREFORMS[END_REF] [START_REF] Rodriguez | Permeability-porosity relationship in RTM for different fiberglass and natural reinforcements[END_REF]. The effect of the compaction was also determined and allowed highlighting the effect of the porosity or conversely the fibre volume fraction on the permeability properties. Some authors reported that the evolution of the permeability components could be empirically fitted using either empirical power-law functions [START_REF] Pantaloni | A Review of Permeability and Flow Simulation for Liquid Composite Moulding of Plant Fibre Composites[END_REF] [23] of the fibre volume fraction 𝜙 ̅ 𝑠 or the Kozeny-Carman model [34] [35] [36].

This equation is widely used to estimate the permeability 𝐾 of isotropic porous media:

𝐾 = (1 -𝜙 ̅ 𝑠 ) 3 2𝑐𝑆 𝑣 2 𝜏 2 (1) 
where 𝑆 𝑣 is the specific surface area, 𝜏 is the tortuosity (defined as the ratio between the mean flow path length and a characteristic length of the porous media). The Kozeny-Carman model assumes that the porous medium was equivalent to an assembly of parallel tortuous capillaries with equal length and diameter and circular cross sections. The assembly of capillaries has the same equivalent fibre volume fraction 𝜙 ̅ 𝑠 and specific surface area 𝑆 𝑣 as the porous medium.

The parameter 𝑐 can be seen as a phenomenological corrective term to account for flows in cylinders with any cross section geometry [34] [35] [36] [START_REF] Chen | On the variability of the Kozeny constant for saturated flow across unidirectional disordered fiber arrays[END_REF] [38] [START_REF] Ozgumus | Determination of Kozeny constant based on porosity and pore to throat size ratio in porous medium with rectangular rods[END_REF]. The Kozeny-Carman model was used by Bizet et al. [START_REF] Bizet | CONSTANT IN FLAX FIBER MATS PREFORMS[END_REF] to fit the evolution of the out-of-plane permeability component of flax fibre mats by determining the best value for 𝑐 for fitting the experimental data. The parameter 𝑐 was shown to depend non-linearly on the fibre volume fraction.

The Kozeny-Carman equation thus relates the permeability to some key microstructure descriptors of the porous media and 𝑐, the parameter coupling the fluid flow with the structure.

It is thus crucial to determine accurately these descriptors and their evolution with the deformation. Several studies used 3D X-ray microtomography imaging techniques to characterise the porous and fibrous architecture of biosourced mat [START_REF] Delisée | 3D Morphology and Permeability of Highly Porous Cellulosic Fibrous Material[END_REF] [40] [START_REF] Joffre | A 3D in-situ investigation of the deformation in compressive loading in the thickness direction of cellulose fiber mats[END_REF] and paperlike materials [START_REF] Viguié | Finding fibres and their contacts within 3D images of disordered fibrous media[END_REF] [43] [START_REF] Du Roscoat | Estimation of microstructural properties from synchrotron X-ray microtomography and determination of the REV in paper materials[END_REF]. Thanks to the analysis of 3D images, the authors could measure several crucial descriptors such as the mean porosity 𝜙 ̅ 𝑝 , the specific surface area 𝑆 𝑣 and tortuosity 𝜏. They also used these parameters in the Kozeny-Carman equation and compared the prediction of this model for the out-of-plane permeability of wood-based fibre mats with results obtained experimentally or by numerical simulation performed on 3D X-ray microtomography images [31] [45]. The chosen value of the parameter 𝑐 did not allow a good prediction of the out-of-plane permeability of the studied materials [START_REF] Delisée | Microstructure et propriétés de transport de matériaux isolants à base de fibres cellulosiques[END_REF]. Their choice was governed by considering geometry of the pore cross sections (circular or flat cross section of pores) that is presumably far from the real geometry of the pores in the investigated anisotropic fibrous networks. This shows that this parameter is critical and also difficult to estimate using uniquely image analysis of 3D fibrous networks. To circumvent this difficulty, Koponen et al.

[46] performed flow simulations through the thickness of numerically generated realistic fibrous networks with planar fibre orientation representative of the structure of paper-like materials. Hence, they determined the out-of-plane permeability of these materials, thereby estimating the value of 𝑐 by an inverse method for this particular direction. They also proposed an empirical non-linear law for the evolution of 𝑐 as a function of the fibre volume fraction 𝜙 ̅ 𝑠 .

Using high-resolution 3D X-ray microtomography images of fibre networks appear to be a powerful approach to estimate the permeability of fibrous materials with complex architectures [START_REF] Viguié | Finding fibres and their contacts within 3D images of disordered fibrous media[END_REF] [START_REF] Sentis | 3D in situ observations of the compressibility and pore transport in Sheet Moulding Compounds during the early stages of compression moulding[END_REF]. Hence, the objectives of this work were to investigate the microstructure and its evolution during transverse compression of thermolinked flax fibre mats, mimicking compaction phenomena that occur in many composite forming processes. For that purpose, in situ compression experiments were performed using synchrotron X-ray microtomography. Image analysis allowed quantifying the evolution of several key microstructure descriptors of the mats during their compaction. The components of the permeability tensor were estimated by direct numerical simulations on the 3D images for the various compression stages. Then, the microstructural data were used as input parameters of a modified anisotropic Kozeny-Carman model. To account for the anisotropy of the flax fiber mats, the tortuosity and an equivalent term to the aforementioned 𝑐 parameter of the Kozeny-Carman model were seen as directional parameters. Following the approach proposed by Koponen et al. [START_REF] Koponen | Permeability of Three-Dimensional Random Fiber Webs[END_REF], the directional values of 𝑐 were identified by an inverse method from permeability calculations performed using numerically generated 3D fibre networks. Finally, the relevance of the modified Kozeny-Caman model was discussed and was also tested for another type of biosourced mat.

2 Materials and methods

Flax fibre mats

The first type of mat were made of 90 wt% of flax fibres combined with 10 wt% of polypropylene fibres. These mats, denoted M1 in the following sections, were fabricated by the Gemtex laboratory using carding, overlapping and needle punching nonwoven technologies [56] [57]. These mats were also consolidated using thermo-linking. During thermo-linking, the polypropylene fibres melted, allowing them to bond flax fibres after cooling. This process is usually used to increase the mechanical strength of mats. Fig. 1 shows microscopic views of the mats before and after thermo-linking. The areal density of these mats was 241 g m -2 . A second type of flax fibre mat, denoted M2 in the following sections, was also used. This mat denoted Feutralin by the supplier Ecotechnilin (Valliquerville, France) had an areal density 𝐺 of 540 g m -2 . This mat was also fabricated using carding, overlapping and needle punching processing techniques and was only made of flax fibres.

In situ compression experiments and 3D image acquisition

A specimen of mat M1 was subjected to out-of-plane compression tests using a micro-press installed on a synchrotron microtomograph (ID19 beamline, ESRF, Grenoble, France) [START_REF] Laurencin | 3D real-time and in situ characterisation of fibre kinematics in dilute non-Newtonian fibre suspensions during confined and lubricated compression flow[END_REF] [58]

[59]. This micro-press was equipped with a load cell with a maximum capacity of 50 N which allowed the compression force 𝐹 to be measured. The X-ray energy and the number of 

(a)

radiographs were set to 20 keV and 2000, respectively. A voxel size of 2.8 3 μm 3 was chosen to obtain accurate representation of the fibrous microstructure of the mats. Then, 3D images were reconstructed using the so-called Paganin procedure, which is based on the use of the phase contrast in the images, required for so low absorbing materials [START_REF] Beltran | 2D and 3D X-ray phase retrieval of multi-material objects using a single defocus distance[END_REF] [START_REF] Paganin | Simultaneous phase and amplitude extraction from a single defocused image of a homogeneous object[END_REF]. The specimen, initially in the form of a cylinder with a diameter of 10 mm, was subjected to a slight precompression of 0.06 N to ensure contact with the platens. The thickness ℎ 0 was about 0.8 mm. Once a complete relaxation was reached, a first scanning experiment (Fig. 2, step A) was performed (scanning time ≈ 1 min). Then, the specimen was sequentially put under compression up to a compression force of 6 N using a low compression velocity (Fig. 2, step B, the image was taken after a 10-min relaxation). The sample was further loaded to a compression force of 15 N (Fig. 2, step C, again the image was taken after a 10-min relaxation time). Finally, a fourth scan was carried out after unloading and relaxation (Fig. 2, step D). Fig.

2 also shows the stress-strain values as well as the 3D images of the specimen microstructure obtained during the compression test. The compression stress 𝜎 𝑧𝑧 was calculated as the ratio |𝐹|/𝑆 0 with 𝑆 0 the initial contact area of the specimen surface with the compression platens.

The compression strain was calculated as 𝜀 𝑧𝑧 = |ln (ℎ/ℎ 0 )| with ℎ the sample thickness measured on the 3D images. during the in situ compression test. The curve shows the compression response of another specimen of mat M1 obtained using the micro-press at low compression velocity.

Image analysis and morphological characterization

Thanks to the good contrast between the three imaged phases, i.e. the flax fibres, the polypropylene and pore phases, the 3D reconstructed images could be easily segmented. This operation was done manually using the threshold function implemented in Fiji Software [START_REF] Schneider | NIH Image to ImageJ: 25 years of image analysis[END_REF].

The relevance of the thresholding operation will be discussed in section 3.1. Fig. 3 shows the segmented X-ray microtomography images of mat M1. Fig. 3d shows the evolution of the volume fraction of pores 𝜙 ̅ 𝑝 as a function of the in-plane dimensions of the region of interest (ROI) chosen in the 3D images. This figure reveals that 𝜙 ̅ 𝑝 was poorly affected by the size of the ROI for 𝑙 > 1000 µm. This tends to show that above this size, the ROI's can be considered to be Representative Elementary Volume (REV) [START_REF] Du Roscoat | Estimation of microstructural properties from synchrotron X-ray microtomography and determination of the REV in paper materials[END_REF] [START_REF] Lux | Macroscopic thermal properties of real fibrous materials: Volume averaging method and 3D image analysis[END_REF]. In the following sections, the image analysis operations were performed for ROI's with 𝑙 = 3080 µm as shown in Figs. 2A-D. 

Volume fraction of pores

The local volume fraction of pores 𝜙 𝑝 was calculated on each horizontal cross-section of the different 3D images obtained during compression (Figs. 2A-D) by dividing the number of voxels of this phase by the total number of voxels of the treated image. Similarly, the volume fraction of pores 𝜙 ̅ 𝑝 was calculated on the different 3D images obtained during compression (Figs. 2A-D) from the number of voxels of this phase divided by the total number of voxels of the treated image. In order to check the relevance of the thresholding operation, 𝜙 ̅ 𝑝 was also estimated theoretically from Eq. ( 2):

𝜙 ̅ 𝑝 = 1 -𝜒 𝑓 𝜌 𝑚𝑎𝑡 𝜌 𝑓 -𝜒 𝑝𝑝 𝜌 𝑚𝑎𝑡 𝜌 𝑝𝑝 (2) 
where 𝜌 𝑚𝑎𝑡 = 𝐺/ℎ, 𝜌 𝑓 = 1380 kg m -3 and 𝜌 𝑝𝑝 = 910 kg m -3 [START_REF] Gurunathan | A review of the recent developments in biocomposites based on natural fibres and their application perspectives[END_REF] are the densities of the fibrous mat, flax fibres and polypropylene, respectively. The parameters 𝜒 𝑓 = 90% and 𝜒 𝑝𝑝 = 10% are the mass ratios of flax fibres and polypropylene in the studied material, respectively.

Volumetric size distributions

The volumetric size distributions of the diameters 𝑑 of flax fibres, solid phase (flax fibres plus melted polypropylene fibres) and pore sizes were estimated using the function 3D

granulometry [START_REF] Serra | Image analysis and mathematical morphology[END_REF] [66] [START_REF] Lux | 3D CHARACTERIZATION OF WOOD BASED FIBROUS MATERIALS: AN APPLICATION[END_REF] [67] implemented in the plugin Analysis 3D in Fiji [START_REF] Boulos | Investigating performance variations of an optimized GPU-ported granulometry algorithm[END_REF]. These measurements were performed using octahedron structural elements [START_REF] Martoïa | Crumpled paper sheets: Low-cost biobased cellular materials for structural applications[END_REF].

Specific surface area 𝑺 𝒗

A stereological technique [START_REF] Underwood | Stereology, or the quantitative evaluation of microstructures[END_REF] [65] based on the use of intercept lines was used to estimate the specific surface area 𝑆 𝑣 of the solid phase, i.e. flax fibre phase plus the polypropylene phase.

The specific surface density was calculated as follows [START_REF] Saltykov | Stereometric metallography[END_REF]:

𝑆 𝑣 = 2𝑃 𝐿 ̅̅̅ (3) 
where 𝑃 𝐿 ̅̅̅ is the mean number of intercepts per unit of intercept lines. 𝑃 𝐿 ̅̅̅ was calculated from the measurements of the number of intersection with the solid phase of 500 intercept lines the directions of which were randomly distributed in the orientation space and crossing at the center of the samples. For this number of intercept lines, the values of 𝑆 𝑣 was stabilized.

Directional tortuosities 𝝉 𝒊𝒊

The directional tortuosities 𝜏 𝑥𝑥 , 𝜏 𝑦𝑦 and 𝜏 𝑧𝑧 of the pore phases of the studied mats were calculated along the directions 𝒆 𝑥 , 𝒆 𝑦 and 𝒆 𝑧 of the 3D images, using the plugin Tortuosity [START_REF] Roque | A plugin for computing the pore/grain network tortuosity of a porous medium from 2D/3D MicroCT image[END_REF] implemented in Fiji software. More details are given in ref. [START_REF] Saltykov | Stereometric metallography[END_REF].

Permeability estimation using 3D images and CFD simulation

The components of the permeability tensor 𝐾 of the mats M1 and M2 and the virtual fibrous mats that were numerically generated were calculated numerically using the CFD module FlowDict of the Finite Volume software GeoDict and the Explicit Jump-Stokes (EJ-Stokes) solver.

Within this numerical package, the localization Stokes flow problems, deduced from the homogenization method with multiple scale asymptotic expansions [START_REF] Auriault | Heterogeneous medium. Is an equivalent macroscopic description possible?[END_REF] [73] [START_REF] Idris | Microstructural effects on the flow law of power-law fluids through fibrous media[END_REF], were solved within the pore phase of the 3D X-ray microtomography binarized images of the different fibrous materials (Fig. 2). The local velocity field as well as the first-order pressure fluctuation field were considered as in-plane periodic and the macroscale pressure-gradient was imposed [START_REF] Caglar | Permeability of textile fabrics with spherical inclusions[END_REF] [75] [START_REF] Chalencon | Homogeneous and heterogeneous rheology and flow-induced microstructures of a fresh fiber-reinforced mortar[END_REF]. More details about the numerical procedure are reported by Chalencon et al. [START_REF] Chalencon | Homogeneous and heterogeneous rheology and flow-induced microstructures of a fresh fiber-reinforced mortar[END_REF]. For illustration purpose, Fig. 9a shows the norm of the stationary velocity field obtained by numerical simulation for a fluid flow along 𝒆 𝑧 direction through the mat M1 in its initial state.

Using such approach, it can be inferred from the statistical analysis by Jeulin [START_REF] Jeulin | Morphology and effective properties of multi-scale random sets: a review[END_REF] that the relative error for the predicted components of the dimensionless permeability tensor (Tab. 1) is about 10% to 15%. The analysis by Jeulin relates the relative error of a property (e.g. the components of the permeability tensor) to the size of the volume used to calculate the property, the number of calculations and the evolution of the variance of the property with the size of the calculation volume. Decain [START_REF] Decain | Contribution à l'étude des relations microstructures: propriétés thermiques et d'écoulement pour les matériaux fibreux cellulosiques[END_REF] and Marulier [START_REF] Marulier | Etudes multi-échelles des couplages entre les propriétés hygroélastiques des papiers et leur microstructure[END_REF] used a similar approach for the predictions of the thermal and mechanical properties of cellule-based fibrous materials and confirmed the relevancy of this approach to estimate the relative error.

3 Results

Analysis of the microstructure of mat M1 under compression

Evolution of the pore volume fraction Fig. 4a shows the variation of the local volume fraction of pores 𝜙 𝑝 along the thickness of the sample for the different stages of compression shown in Fig. 2. This figure shows that the volume fraction of pores decreases with the increase in the compression loading and increases after unloading. However, in the initial state and during the deformation of the sample, the volume fraction of pores varies slightly along the thickness. After unloading, the volume fraction of pores is different from that in the initial state. This type of evolution of the microstructure has already been observed for other types of fibre reinforcements [80] [81]. Fig. 4b shows that the mean value of the volume fraction of pores 𝜙 ̅ 𝑝 calculated from the data shown in Fig. 4a decreases with the increase in the compression strain 𝜀 𝑧𝑧 . These results also show a good agreement with the predictions of Eq. ( 2). This tends to show that the thresholding of the 3D images was accurate as well as the estimate of the pore volume fractions. 

Evolution of the volumetric distributions of pore, fibre and solid phases

The evolution of the volumetric pore distributions reveals a decrease in the pore sizes and a decrease in the width of the distributions with the increase in the compressive strain 𝜀 𝑧𝑧 . (Fig. 5a). This is further confirmed by the evolution of the mean value of the pore sizes, as shown in Fig. 5d. This shows the densification of the mat M1 with the compression loading. In addition, the volumetric pore size distribution after unloading (stage D) do not superimpose to that of the initial state (stage A). This phenomenon has to be related to the aforementioned evolution of the porosity and is certainly due to rearrangements in the fibre network of mat M1. This is confirmed by the results shown in Figs. 5b and5d which reveal that both the volumetric fibre diameter distribution and the mean fibre diameter remain almost unchanged during compression. This tends to show that the fibre cross sections did not collapse during compression. Note also the mean value of flax fibre diameter 𝑑 ̅ 𝑓 was around 28 µm, which is accordance with the observations made from SEM images (Fig. 1). This value is also in agreement with those reported by several authors for elementary flax fibres [82][83]. Similarly, the volumetric distributions that were measured on the solid phase did not vary significantly during the compression test (Fig. 5c). As expected, the mean thickness of the solid phase (flax fibres plus melted polypropylene fibres) 𝑑 ̅ 𝑠 was higher than 𝑑 ̅ 𝑓 , i.e. close to 40 µm. Specific surface area 𝑺 𝒗 Fig. 6 shows that the specific surface area 𝑆 𝑣 increases non-linearly with the increase in the solid phase volume fraction 𝜙 ̅ 𝑠 . The values for 𝑆 𝑣 are close to those reported for others types of fibrous materials with similar solid volume fractions 𝜙 ̅ 𝑠 such as wood fibre mats [31] [45] or papers [START_REF] Du Roscoat | Estimation of microstructural properties from synchrotron X-ray microtomography and determination of the REV in paper materials[END_REF]. The increase of 𝑆 𝑣 can be explained by the compaction of the sample of mat M1

with the compression loading. The compaction induces a decrease in the thickness ℎ and in the volume of the sample, which results in a higher specific surface area. The compaction effect can be counterbalanced by the creation of new contacts between the fibres of the mat, thus decreasing the overall surface area of the solid phase. These two opposite effects could be at the origin of the slightly non-linear evolution of 𝑆 𝑣 with the volume fraction of the solid phase 𝜙 ̅ 𝑠 . The effects of possible rearrangement mechanisms is also visible in Fig. 6 as the value of 𝑆 𝑣 after unloading (stage D) do not superimpose to that of the initial state (stage A). Directional tortuosities 𝜏 𝑥𝑥 , 𝜏 𝑦𝑦 and 𝜏 𝑧𝑧 Fig. 7 shows that the directional tortuosities 𝜏 𝑥𝑥 , 𝜏 𝑦𝑦 and 𝜏 𝑧𝑧 increase with increasing the volume fraction of the solid phase 𝜙 𝑠 , i.e. the paths followed by a particle in the pore phase from one side to the opposite side of the sample would become longer with the increase in the compaction. In addition, the out-of-plane tortuosity 𝜏 𝑧𝑧 is higher than the in-plane tortuosities 𝜏 𝑥𝑥 and 𝜏 𝑦𝑦 that have similar values and follow the same evolution with 𝜙 𝑠 . This reveals the transverse isotropy of mat M1 for this property. Note that the orders of magnitude of the tortuosities 𝜏 𝑥𝑥 , 𝜏 𝑦𝑦 and 𝜏 𝑧𝑧 are in accordance with those reported by Peyrega and Jeulin [START_REF] Peyrega | Estimation of tortuosity and reconstruction of geodesic paths in 3D[END_REF] for similar fibrous materials with in-plane fibre orientation. This tends to show that mat M1 initially exhibits transverse isotopy for the permeability and that the directions 𝒆 𝑥 , 𝒆 𝑦 and 𝒆 𝑧 (Fig. 2) are the principal directions of the permeability tensor.

Note that the permeability components show a decrease with increasing the compression and that they tend to reach the same values for the highest compression level. In this case the permeability tensor is almost isotropic. 4 Discussion

Proposition of an anisotropic Kozeny-Carman permeability model

Based on the previous studies devoted to the prediction of the permeability properties of fibrous materials with disordered fibrous architectures such as papers [START_REF] Koponen | Permeability of Three-Dimensional Random Fiber Webs[END_REF], boards or reinforcement for composites made of discontinuous fibres [START_REF] Delisée | 3D Morphology and Permeability of Highly Porous Cellulosic Fibrous Material[END_REF] [45] [START_REF] Soltani | Tomography-based determination of transverse permeability in fibrous porous media[END_REF] [49] [START_REF] Soltani | Prediction of permeability of realistic and virtual layered nonwovens using combined application of X-ray μCT and computer simulation[END_REF], we propose the following adaptation of the Kozeny-Carman (KC) model for anisotropic porous materials where the principal components of the dimensionless permeability tensor 𝐾 𝑖 * are written as follows:

𝐾 𝑖 * = (1 -𝜙 ̅ 𝑠 ) 3 2𝑐 𝑖 𝑆 𝑣 2 𝜏 𝑖 2 1 𝑟̅ 𝑠 2 (4)
with 𝑖 = 𝐼, 𝐼𝐼, 𝐼𝐼𝐼 (no summation on 𝑖). In this expression, the terms 𝑐 𝑖 represent directional equivalent terms to the scalar parameter 𝑐 of the classical KC model (cf. Eq. 1).

Following the approach proposed by Koponen et al. [START_REF] Koponen | Permeability of Three-Dimensional Random Fiber Webs[END_REF], we propose to identify the components 𝑐 𝑖 using for that an inverse calculation method. This method consists in (i) generating a set of Representative Elementary Volumes (REV) of fibrous media with random inplane fibre orientations and various fibre volume fractions 5% < 𝜙 ̅ 𝑠 < 60%, (ii) calculating the principal components of the permeability tensor 𝐾 𝑖 * of these REV's as well as (iii) the directional tortuosities 𝜏 𝑖 in the anisotropy directions of the permeability tensor, i.e. along 𝒆 𝑥 , 𝒆 𝑦 , 𝒆 𝑧 the principal orientation directions of the generated fibrous media (Fig. 8a), and the specific surface area 𝑆 𝑣 , adopting the same approach to that used for the mat M1. Finally, the directional components 𝑐 𝑖 were identified as a function of 𝜙 𝑠 .

Figs. 8a,b show that the specific surface area 𝑆 𝑣 and directional tortuosities 𝜏 𝑖 of the numerically generated idealized fibrous mats well correspond to those measured for the mat M1. The origin of the slight differences observed can be due to the presence of the melted PP phase within the mat M1 that slightly modifies the fibrous and porous architectures. However, the dimensionless permeability components 𝐾 𝑖 * (Fig. 8c) are in the same order of magnitude as those of the mat M1 (Tab. 1). These results tend to show that the generated REV's represent quite well the real microstructures of the flax fibre mats. Finally, using the data obtained for the numerically generated REV's, it was possible to identify the evolution of the in-plane and out-of-plane values 𝑐 𝑖 as a function of 𝜙 ̅ 𝑠 (Fig. 8d). The following empirical functions were determined by the least squares method to fit the values obtained for these components:

𝑐 𝐼 (𝜙 ̅ 𝑠 ) = 𝑐 𝐼𝐼 (𝜙 ̅ 𝑠 ) = -10 (1 -𝑒 -𝜙 ̅ 𝑠 0.07 ) + 11.55 𝑐 𝐼𝐼𝐼 (𝜙 ̅ 𝑠 ) = -11 (1 -𝑒 -𝜙 ̅ 𝑠 0.07 ) + 12.9

The values of 𝑐 𝐼𝐼𝐼 that were calculated are close to that obtained by numerical simulation by Koponen et al. [START_REF] Koponen | Permeability of Three-Dimensional Random Fiber Webs[END_REF] for generated paper networks with a fibre volume fraction 𝜙 ̅ 𝑠 that ranges between 0.2 and 0.5 (𝑐 𝐼𝐼𝐼 ≈ 2.8). The slight difference is presumably due to the rectangular geometry of the cross section of the fibres of the networks considered by Koponen et al. [START_REF] Koponen | Permeability of Three-Dimensional Random Fiber Webs[END_REF].

Note also that these authors did not correct the values of 𝑐 𝐼𝐼𝐼 by accounting for the out-ofplane tortuosity 𝜏 𝐼𝐼𝐼 of the networks. Note that the REV's were generated numerically using the microstructure generator FiberGeo of software GeoDict which is based on a softcore approach. The calculations of the permeability components were performed using the module FlowDict of this software (as explained in section 2). For comparison purpose, the colored symbols correspond to the values obtained for the mat M1. 

Conclusion

In situ out-of-plane compression tests were performed on a thermolinked flax fibre mat, using a micro-press installed on a synchrotron microtomography beamline. This technique allowed us to show that (i) the porous phase evolved significantly as shown by the measurements of the mean porosity, pore size distribution, and components of the directional tortuosities (ii) the cross sections of the flax fibres remained almost unchanged, (iii) and the specific surface area increased with increasing the compaction. The changes of the porous phase are not totally reversible as shown by the analysis of the unloading stage. The 3D images were also used as input data to numerically calculate the principal components of the permeability tensor of the studied fibrous mats and their evolution during compression. The simulation results showed that the permeability is transversely isotropic with principal axes that did not evolve during compression.

In parallel, a modified Kozeny-Carman model taking into account the transverse anisotropy of the permeability tensor was proposed. This model accounts for parameters such as the fibre volume fraction, specific surface area, directional tortuosities and several directional terms 𝑐 𝑖 that are related to the heterogeneity and the variations in the porous anisotropic structure that induce fluid flow perturbation. All parameters of this model could be identified from the analysis of 3D images, except the in-plane and out-of-plane values 𝑐 𝑖 . To identify them a set of fibrous mats were numerically generated for a wide range of fibre volume fractions 𝜙 ̅ 𝑠 .

Expressions of the in-plane and out-of-plane values 𝑐 𝑖 were proposed as a function of the fibre volume fraction 𝜙 ̅ 𝑠 . The permeability values obtained by this model were consistent with those obtained by numerical simulation for all the investigated compression state of the thermolinked flax fibre mat. This model also allowed a good prediction of the permeability of another type of mat with a different fibrous architecture and only composed of flax fibres using 3D images acquired at lower spatial resolution.

This study shows that using 3D X-ray microtomography images, it is possible to identify nearly all the parameters of a Kozeny-Carman-like permeability model well adapted for materials that exhibit disordered fibrous microstructure with varying size and shape of the fibre elements and consequently a complex porous architecture for which microstructure models for, e.g. the surface specific area do not exist. It would be interesting to test this model for a larger set of fibrous mats subjected to various deformation modes such as those encountered in composite forming processes.

Fig. 1 .

 1 Fig. 1. SEM micrographs of the mat M1 (a) before thermolinking and (b) after thermolinking.

Fig. 2 .

 2 Fig. 2. A-D: 3D cropped views of the fibrous microstructure of mat M1 during in situ compression. The sizes of the 3D images A, B, C and D are 3.1 x 3.1 x 0.8, 3.1 x 3.1 x 0.5, 3.1 x 3.1 x 0.4 and 3.1 x 3.1 x 0.6 mm 3 , respectively. Graph: symbols A, B, C and D correspond to the recorded stress-strain values

Fig. 3 .

 3 Fig. 3. (a) Segmented X-ray microtomography image of mat M1 after pre-compression showing in grey levels both the flax fibre phase and the polypropylene phase (size of the 3D images: 3.1 × 3.1 × 0.8 mm 3 ). (b-c) Same images for the flax fibre and the polypropylene phases only. (d) Evolution of the mean pore volume fraction 𝜙 ̅ 𝑝 as a function of the size of the in-plane length 𝑙 of the ROI.

Fig. 4 .

 4 Fig. 4. Mat M1 -(a) Variation of the local volume fraction of pores 𝜙 𝑝 along the normalised thickness. (b) Evolution of the mean volume fraction of pores 𝜙 ̅ 𝑝 as a function of the compressive strain 𝜀 𝑧𝑧 .

Fig. 5 .

 5 Fig. 5. Mat 1 -Volumetric distributions of (a) the sizes of the pores 𝑑 𝑝 , (b) the diameters of flax fibres 𝑑 𝑓 and (c) the thicknesses of the solid phase (flax fibres plus melted polypropylene fibres) 𝑑 𝑠 . (d) Evolution of the mean size of pores 𝑑 ̅ 𝑝 , mean diameter of flax fibres 𝑑 ̅ 𝑓 and mean thickness of the

Fig. 6 .

 6 Fig. 6. Evolution of the specific surface area of mat M1 as a function of the mean volume fraction of the solid phase 𝜙 ̅ 𝑠 .

Fig. 7 .

 7 Fig. 7. Evolution of the directional tortuosities 𝜏 𝑥𝑥 , 𝜏 𝑦𝑦 and 𝜏 𝑧𝑧 of mat M1 as a function of the solid volume fraction 𝜙 ̅ 𝑠 .

Fig. 8 .

 8 Fig. 8. (a) Dimensionless specific surface area 𝑆 𝑣 * = 𝑆 𝑣 𝑟̅ 𝑠 , (b) directional tortuosities 𝜏 𝑖 ,(c) dimensionless permeability components 𝐾 𝑖* and (d) directional values 𝑐 𝑖 as a function of the solid volume fraction 𝜙 ̅ 𝑠 obtained for the numerically generated REV's of fibrous media. Note that the REV's were generated numerically using the microstructure generator FiberGeo of software GeoDict which is based on a softcore approach. The calculations of the permeability components were performed using the module FlowDict of this software (as explained in section 2). For comparison purpose, the colored symbols correspond to the values obtained for the mat M1.

Fig. 9 (

 9 Fig. 9 (a) Norm of the velocity field corresponding to a transverse fluid flow through the fibrous mat M1 in its initial state. (b) Dimensionless permeability components: modified KC model and Geodict numerical simulation results. (c) Relative error between the numerical and theoretically estimated permeability components. (d) 3D microtomography images showing the fibrous microstructure of the mat M2.

Table 1 .

 1 Components of the dimensionless permeability tensor 𝑲 * = 𝑲 obtained for the mat M1 for the different compression stages in the (𝒆 𝑥 , 𝒆 𝑦 , 𝒆 𝑧 ) frame shown in Fig.2.
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Model predictions and validation

The principal components of the permeability tensors were estimated for the mat M1 using the modified KC model and the expressions of 𝑐 𝑖 obtained for the numerically generated REV's, whereas the specific surface area, directional tortuosities and the fibre volume fraction were obtained from the analysis carried out in Section 3. Fig. 9b shows the principal components of the dimensionless permeability tensor obtained by the numerical simulation and the prediction of the modified KC model. The relative errors between the numerical values and the KC predictions are below approximately 18% for all the components 𝐾 𝐼 * , 𝐾 𝐼𝐼 * and 𝐾 𝐼𝐼𝐼 * , (Fig. 9c), which is fairly reasonable. Thus, both sets of values are in accordance regardless of the fibre volume fractions reached during the compression experiments.

Furthermore, the prediction of the modified KZ model was tested for the mat M2 (Figs. 9b,c).

This mat is only composed of flax fibres and is not thermolinked (Fig. 9d). Using again 3D X-ray microtomography images (resolution: 6.