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We report narrowband orthogonally polarized optical RF single sideband generators as well as dual-channel RF equalization, both based on high-Q integrated ring resonators. The devices operate in the optical telecommunications C-band and enable RF operation over a range of either fixed or thermally tunable frequencies. They operate via TE/TM mode birefringence in the resonator. We achieve a very large dynamic tuning range of over 55 dB for both the optical carrier-to-sideband ratio and the dual-channel RF equalization for both the fixed and tunable devices.

I. INTRODUCTION

Photonic microwave and radio frequency (RF) signal processing [START_REF] Capmany | Microwave photonics combines two worlds[END_REF][START_REF] Yao | Microwave Photonics[END_REF][START_REF] Xu | Microwave photonics: radio-over-fiber links, systems, and applications[END_REF][START_REF] Gliese | Chromatic dispersion in fiber-optic microwave and millimeter-wave links[END_REF] has attracted substantial attention for a wide range of applications because of the broad RF bandwidths that it can achieve, its high overall performance, its intrinsically lower loss, its very high reconfigurability and versatility, and finally its extremely high level of insensitivity to electro-magnetic interference. Its main applications lie in the areas of radar, communications and sensing. Many different capabilities have been achieved, such as advanced encoding format modulators [START_REF] Zhang | Optical Single Sideband Modulation With Tunable Optical Carrier-to-Sideband Ratio[END_REF][START_REF] Blais | Optical single sideband modulation using an ultranarrow dual-transmission-band fiber Bragg grating[END_REF][START_REF] Feng | Optical single sideband modulation based on a high-order birefringent filter using cascaded Solc-Sagnac and Lyot-Sagnac loops[END_REF][START_REF] Shen | Optical single sideband modulation of 11-GHz RoF system using stimulated Brillouin scattering[END_REF][START_REF] Hraimel | Optical Single-Sideband Modulation With Tunable Optical Carrier to Sideband Ratio in Radio Over Fiber Systems[END_REF][START_REF] Xue | Optical Single-Sideband Modulation Based on a Dual-Drive MZM and a 120 degrees Hybrid Coupler[END_REF], devices for RF beam shaping [START_REF] Xu | Photonic microwave true time delays for phased array antennas using a 49GHz FSR integrated optical micro-comb source[END_REF], RF signal processors based on transverse filtering [START_REF] Xue | Programmable Single-Bandpass Photonic RF Filter Based on Kerr Comb from a Microring[END_REF][START_REF] Xu | Advanced RF and microwave functions based on an integrated optical frequency comb source[END_REF][START_REF] Nguyen | Integrated frequency comb source based Hilbert transformer for wideband microwave photonic phase analysis[END_REF], RF channelizers [START_REF] Xu | Broadband RF Channelizer based on an Integrated Optical Frequency Kerr Comb Source[END_REF] and spectrum analysis [START_REF] Ferrera | CMOS compatible integrated all-optical radio frequency spectrum analyzer[END_REF][START_REF] Corcoran | Silicon nanowire based radio-frequency spectrum analyzer[END_REF][START_REF] Pelusi | Photonic-chip-based radio-frequency spectrum analyser with terahertz bandwidth[END_REF], and much more [START_REF] Xu | Orthogonally polarized RF optical single sideband generation and dual-channel equalization based on an integrated micro-ring resonator[END_REF][START_REF] Xu | Continuously tunable orthogonally polarized optical RF single sideband generator and equalizer based on an integrated micro-ring resonator[END_REF][START_REF] Tan | Microwave and RF photonic fractional Hilbert transformer based on a 50GHz Kerr micro-comb[END_REF][START_REF] Xu | Advanced Adaptive Photonic RF Filters with 80 Taps based on an Integrated Optical Micro-Comb Source[END_REF][START_REF] Xu | High performance RF filters via bandwidth scaling with Kerr micro-combs[END_REF][START_REF] Xu | Microcomb-based photonic RF signal processing[END_REF][START_REF] Xu | Photonic RF phase-encoded signal generation with a microcomb source[END_REF][START_REF] Xu | Broadband microwave frequency conversion based on an integrated optical micro-comb source[END_REF][START_REF] Tan | Broadband microwave and RF fractional differentiator using photonics[END_REF][START_REF] Tan | Photonic Radio Frequency Channelizers based on Kerr Optical Micro-combs[END_REF][START_REF] Tan | Photonic RF and microwave filters based on 49GHz and 200GHz Kerr microcombs[END_REF][START_REF] Xu | Photonic RF and microwave integrator with soliton crystal microcombs[END_REF][START_REF] Xu | Broadband photonic radio frequency channelizer with 90 channels based on a soliton crystal microcomb[END_REF][START_REF] Tan | Photonic RF arbitrary waveform generator based on a soliton crystal micro-comb source[END_REF][START_REF] Corcoran | Ultra-dense optical data transmission over standard fiber with a single chip source[END_REF][START_REF] Xu | Photonic perceptron based on a Kerr microcomb for scalable high speed optical neural networks[END_REF][START_REF] Wu | RF Photonics: An Optical Microcombs' Perspective[END_REF][START_REF] Xu | Reconfigurable broadband microwave photonic intensity differentiator based on an integrated optical frequency comb source[END_REF][START_REF] Tan | RF and microwave high bandwidth signal processing based on Kerr Micro-combs[END_REF][START_REF] Xu | 11 TOPs photonic convolutional accelerator for optical neural networks[END_REF].

For RF photonic based systems, the optical RF signal modulation format directly impacts its transmission capacity as well as its spectral efficiency. Hence. This is a key factor in the design of state-of-the-art photonic RF transmitters [START_REF] Pan | Tunable and wideband microwave photonic phase shifter based on a single-sideband polarization modulator and a polarizer[END_REF]. One advanced modulation format, optical single sideband (OSSB) modulation, has attracted significant attention because of its high spectral efficiency as well as its immunity to distortion induced by dispersion. Recently, a variation on this, termed orthogonally polarized OSSB modulation, has been proposed to increase the system flexibility as well as spectral efficiency. In this approach, the optical sideband and the carrier are polarized in orthogonal directions. Another big advantage of orthogonally polarized OSSB modulation is that it allows the individual control of both the optical sideband and the carrier by using polarization selective components. Hence, it has been employed in many applications from photonic microwave signal processing to antenna beamforming systems [39 -43]. Many methods have been proposed to realize orthogonally polarized OSSB modulation, such as a differential group delay module [START_REF] Li | Linear photonic radio frequency phase shifter using a differential-group-delay element and an optical phase modulator[END_REF], acousto-optic modulation [START_REF] Vidal | Optical beamforming network based on fiber-optical delay lines and spatial light modulators for large antenna arrays[END_REF], modulators based on Sagnac-loops [START_REF] Zheng | Orthogonal Single-Sideband Signal Generation Using Improved Sagnac-Loop-Based Modulator[END_REF], quadrature phase shift keying dualpolarization modulation [START_REF] Wang | Phase-coherent orthogonally polarized optical single sideband modulation with arbitrarily tunable optical carrier-to-sideband ratio[END_REF], and polarization-based modulation [START_REF] Zhang | Optical single sideband polarization modulation for radio-over-fiber system and microwave photonic signal processing[END_REF][START_REF] Campillo | Orthogonally polarized single sideband modulator[END_REF]. Stimulated Brillouin scattering in optical fibers has been reported, in order to control the optical signal polarization [START_REF] Sagues | Orthogonally polarized optical single sideband modulation for microwave photonics processing using stimulated Brillouin scattering[END_REF][START_REF] Li | Perfectly Orthogonal Optical Single-Sideband Signal Generation Based on Stimulated Brillouin Scattering[END_REF]. Many of these methods, however, are limited in some respect. RF hybrid couplers create a bottleneck in system bandwidth, while fiber devices are bulky and limited in size reduction and stability for practical real-world applications.

Other key components for RF systems are RF equalizers, which compensate any imbalance in passive component frequency responses or variations in the gain profile of RF amplifiers [START_REF] Nebuloni | Microwave power module for space applications[END_REF][START_REF] Wang | A broadband microwave gain equalizer[END_REF]. Significant work has been done on photonic based RF equalizers including devices based on substrate-integrated waveguides [START_REF] Wang | Design of Tunable Equalizers Using Multilayered Half Mode Substrate Integrated Waveguide Structures Added Absorbing Pillars[END_REF][START_REF] Zhang | A Gain Equalizer Based on Dual-Mode Circular Substrate Integrated Waveguide Resonators[END_REF]. However, these methods have some limitations including, again, a limited electronic bandwidth, and equalization resolution (minimum equalizing RF bandwidth), lack of RF frequency tunability, and limited transmission spectrum dynamic range. Thus, for advanced RF systems that need high-resolution, wideband RF equalization, and a large dynamic-range, more work is needed. A promising technique that can address these challenges is through the use of integrated microwave photonics [START_REF] Marpaung | Integrated microwave photonics[END_REF]. Our approach also offers all of the attractions of photonic integrated devices, that include a very small size, mass producibility, low power consumption, and high reliability [START_REF] Liu | A fully reconfigurable photonic integrated signal processor[END_REF].

Here, we present our recent work on orthogonally polarized OSSB generation and a dual-channel RF equalizer achieved through the use of integrated dual-polarization micro-ring resonators (DP-MRR). This work involves both fixed [START_REF] Xu | Orthogonally polarized RF optical single sideband generation and dual-channel equalization based on an integrated micro-ring resonator[END_REF] RF frequency and tuneable RF frequency devices [START_REF] Xu | Continuously tunable orthogonally polarized optical RF single sideband generator and equalizer based on an integrated micro-ring resonator[END_REF]. For fixed devices, a spectral interval of ~16.6 GHz and ~32.2 GHz between the TE and TM polarized resonances of the DP-MRR is achieved. Lithographic control of the DP-MRR orthogonally polarized resonant mode refractive indices can realize waveguides that have a virtually symmetric cross section, supporting both TM and TE polarizations, yet at the same time displaying quite wide TE to TM polarized spectral intervals of ~16.6 GHz or ~32.2 GHz in the C-band. Hence, the optical sideband and carrier can be separated by looking at the drop-port, of the orthogonally polarized resonances, which achieves orthogonally polarized OSSB modulation. Further, we convert the signal automatically from phase modulation to intensity modulation by using the notches at the resonator through-port to suppress one of the sidebands, thus enabling dual-channel RF filtering and equalization. Finally, a large dynamic tuning range of over 55 dB for both the optical carrier-to-sideband ratio of the OSSB signal can be achieved by controlling the polarization angle and extinction ratio of the dual-channel RF equalizer. Subsequently, [START_REF] Xu | Continuously tunable orthogonally polarized optical RF single sideband generator and equalizer based on an integrated micro-ring resonator[END_REF] a continuously RF frequency tunable OP-OSSB generator was reported, based on two different cascaded dual integrated MRRs. The operation RF frequency of the tuneable OP-OSSB generator was determined by the TE to TM resonance spectral interval, which could be tuned dynamically using individually controlled thermo-optical elements for each of the MRRs. This, resulted in an operation bandwidth with a very wide RF tuning range. Further, by controlling the input light polarization angle, we achieve a large a large optical carrier-to-sideband ratio (OCSR) dynamic tuning range of 57.3 dB. These results emphasize the attractiveness of using polarization selective integrated micro-ring resonators to realise orthogonally polarized optical single sideband modulators for RF signals at frequencies as high as 100GHz.

II. INTEGRATED MICRORING RESONATORS

The integrated micro-ring resonators (Figure 1) that formed the core components of the system were based on Hydex glass, a high-index doped silica platform that features CMOS compatible processes [56 -73]. First, a high refractive index (n = ~1.70 at 1550 nm) Hydex core was grown via PECVD (plasma enhanced chemical vapour deposition), followed by patterning via UV stepper mask aligner based lithographically. Waveguides were then formed by dry etching (RIE -reactive ion etching) that achieved very low surface roughness. Finally, an upper cladding consisting of silica glass (n = ~1.44 at 1550 nm) was grown. The radius of the ring with the lower FSR of 49GHz (or 0.4nm), used for the fixed RF frequency device, was 592 μm,. The insertion loss of the through-port was 1.5 dB, via butt coupling with fibre pigtails and on-chip mode converters. The waveguide was almost symmetric in cross-section (1.5 μm × 2 μm) so that the MRRs could exhibit TM and TE polarization modes. The theoretical TM and TE modes (Figs. 1(b) and(c)) had effective indices neff_TM = 1.624 and neff_TE = 1.627, which produced marginally different FSRs for the two polarizations, and with a comparatively wide TE/TM offset of TE//TM = ~16.6 GHz (Fig. 2) at 1550nm. The two polarizations had comparable linewidths of ~ 140 MHz, or Q factors of about 1.2 million [62 -66], and with a -20 dB bandwidth of ~ 1 GHz (Fig. 2(b)). This narrow optical linewidth resulted in a very narrowband RF operation and provided a very sharp optical filtering slope. This enabled operation as low as 500MHz, with a suppression of better than -20 dB for unwanted sidebands. The RF frequency can be varied by changing the TE/TM mode separation during fabrication by lithographic design of the waveguide ring radius and cross-section. Hence, the frequency that was demonstrated here at 16.6-GHz is not a limitation of the orthogonally polarized OSSB generator or of the RF equalizer as well. Moreover, by using the complementary resonance, a second frequency of operation at 32.4 GHz (= FSR -TE//TM) can also be realized. In general, ring resonators having FSRs of 200 GHz or even larger [START_REF] Levy | CMOS-compatible multiplewavelength oscillator for on-chip optical interconnects[END_REF] can be achieved, thus yielding operation at even higher RF frequency.

The ring resonators can be tuned thermally to match any optical carrier wavelength, to a resolution of less than 0.01 °C, equivalent to megahertz level resolution, and with a response time on the order of milliseconds [START_REF] Xue | Thermal tuning of Kerr frequency combs in silicon nitride microring resonators[END_REF]. The DP-MRR transmission spectra were measured as a function of temperature to illustrate the ability to achieve thermal tunability. The transmission spectra are shown in Figures 3(a the TE/TM mode offset, or birefringence, TE//TM varies with temperature slightly. Figure 3(d) shows the TE/TM mode splitting ( "TE", "TM1" and "TM2") versus temperature, revealing that the ~90 MHz/°C rate is much smaller than the -20 dB bandwidth of the MRR (~1 GHz), but regardless can be compensated for by appropriate design of the waveguides (dispersion engineering).

For the orthogonally polarized OSSB system that was continuously tunable [START_REF] Xu | Continuously tunable orthogonally polarized optical RF single sideband generator and equalizer based on an integrated micro-ring resonator[END_REF], we fabricated both 49GHz FSR and 200GHz FSR integrated MRRs such that each ring exhibited both TM and TE polarizations. We used TM polarization for the first ring that had the low FSR (49GHz), and TE polarization for the 2 nd ring with the large FSR of 200GHz. As before, both waveguides were nearly symmetric (49GHz FSR at 1. 

III. ORTHOGONALLY POLARIZED OPTICAL SINGLE SIDEBAND GENERATOR

The architecture of the orthogonally polarized OSSB generator is shown in Figure 5. As discussed, the rings were designed to support both polarizations, and yet still with a significant mode refractive index difference between them. We modulated a tunable CW laser to produce double sidebands (DSB). The signal was then coupled into the DP-MRR with a polarization angle of 45° to the TE-axis (Fig. 5(i)). When wavelength of the pump and the RF frequency of the signal were each equal to one of the two orthogonally polarized DP-MRR resonances, one generated DSB sideband together with the optical carrier signal were dropped by the TE / TM resonances, thus producing orthogonally polarized OSSB modulated signals (Fig. 5(ii)). Further, we controlled the relative fraction of TE versus TM light for the orthogonally polarized OSSB signal by passing the signal through a polarizer and adjusting the polarization angle. This had the effect of tuning the optical carrier to sideband ratio (OCSR) for the single polarization OSSB modulated signal.

The effective index difference between the polarizations yielded a strong dependence on polarization in the DP-MRR transmission spectrum. We employed the Jones matrix approach, where the eigenmodes of the DP-MRR are the polarization states that provide a natural basis. Hence, the drop-port transmission of the DP-MRR becomes 0 0
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where DTM and DTE and are the drop-port transfer functions of the TM and TE modes given by where k and t are the cross-coupling and transmission coefficients between the micro-ring and bus waveguide (t 2 + k 2 = 1 for zero loss coupling), a is the transmission for a round-trip, ϕTM=2πL × neff_TM / λ and ϕTE = 2πL × neff_TE / λ are phase shifts for a singlepass of the TM and TE modes, respectively, and L is the length of the round-trip, and neff_TM and neff_TE are the effective indices for the TM and TE modes. The polarizer Jones matrix is 
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where the input φTM and φTE are the complex phase angles of DTM.and DTE.

Hence, the dropped optical output power or induced loss due to polarization conversion by the TM and TE resonances is ~ cos 2 θ or sin 2 θ, respectively. Specifically, when θ = 45°, the polarization conversion induced loss is 3 dB for both polarizations. The OCSR (with carrier using the TM resonance and upper sideband the TE resonance) is

2 OCSR( ) cot    (3.6)
which can be tuned continuously by varying θ. Further, since cot 2 θ can be adjusted arbitrarily close to 0 or 1 as θ approaches π/2 or 0, an very high OCSR dynamic tuning range is obtained.

For the experiments, we tuned the laser to the 1550.47 nm TE resonance and modulated it in intensity at frequencies of 16.6 GHz or 32.4 GHz with an RF signal generator, so that both the lower and upper sidebands could be filtered out by the adjacent TM resonance on the carrier's long (red) or short (blue) wavelength sides. The orthogonally polarized carrier and the sidebands were both obtained from the drop-port of the DP-MRR, with the optical power of the discarded sideband being attenuated by > 35 dB in comparison with the signal sideband (Fig. 6). Next, we converted the orthogonally polarized OSSB signal to a single polarized OSSB signal via a polarizer, and by adjusting the polarizer angle we were able to vary the OCSR. The transmission spectra of the OSSB generator with tunable OCSR is shown in Fig. 7. As θ was tuned from 2° to 92°, the TE and TM extinction ratio varied from 30 dB to -29 dB, yielding a tuning range for the OCSR of 59.3 dB. The extinction ratios (Figs. 7(d) -(f)) clearly show that an RF operation frequency as high as 32.4 GHz was achieved. Shows. The resulting extinction ratios and transmission spectra (Fig. 8) for RF operation at 16.6 GHz and 32.4GHz, show that with a polarization angle varied from 2° to 92°, good agreement was achieved with theory. From Fig. 8(b), a large dynamic range of 80 dB is anticipated and this can be accomplished by varying θ with a much more fine resolution.

The generated 16.6 GHz and 32.4 GHz single-polarization OSSB optical spectra signals (Fig. 9) show that a continuously tunable OCSR is achieved, with a range of -22.7 to 41.4 dB and -27.1 to 52.2 dB. This illustrates the high performance and practicality of the OSSB generator that features a tunable OCSR. Finally, carrier to sideband shifts of greater than one FSR can result in een larger RF frequencies with the same device, which in our case correspond to 65.6 GHz = 16.6 GHz + FSR and 81.4 GHz = 32.4 GHz + FSR, and so on for higher frequencies.

The fact that the ring resonators had quite a high Q of over a million meant that the device achieved a high RF selectivity for the OSSB generation. In principle this could yield a self-oscillating source at high frequency that operates through optoelectronic oscillation, which is a powerful approach to obtain a very low phase noise. This is important for many applications, such as delivery of RF standards over long-distances. In this regard, the OSSB modulation format excels since it is immune to RF power fading arising from all dispersion effects. Hence our device can be applied to a very wide range of technical fields including even telescope arrays for radio astronomy.

IV. RF EQUALIZER

Here we turn to the RF photonic equalizer that was also based on the DP-MRRs (Fig. 10). For this device, an RF signal was used to phase modulate a CW tunable laser, which produced dual sidebands that had opposite phases, and with an angle of θ between the TE-axis and polarization direction (Fig. 10(i)). Next, the TE and TM phase-modulated signal components were filtered out by the two orthogonally polarized ring resonances (notches) (Fig. 10(ii)), where the imbalance between the two oppositely phased sidebands was produced in order to convert from phase to intensity modulation. Following this, the filtered orthogonally polarized optical signals were converted to RF signals and then combined after photodetection. Effectively, therefore, the high-Q orthogonally polarized optical resonances were translated into the RF domain (Fig. 10(iii)), which resulted in a high RF frequency selective filter with dual passbands and with a bandwidth determined by the Q factor of the DP-MRR. The centre frequencies were given by the relative spacing of the optical carrier to the adjacent resonance. By varying the polarization angle θ, the fraction of TM to TE light was varied continuously, with an extinction ratio between the dual RF passbands able to be tuned to perform RF equalization after mapping optical signal to the RF domain [START_REF] Wu | Passive silicon photonic devices for microwave photonic signal processing[END_REF]. where TTE and TTM are the through-port transfer functions of the DP-MRR given by The same as for the tunable OCSR for OSSB generation, the ER(θ) can be continuously varied by adjusting θ, and since cot 2 θ can get arbitrarily close to 1 or 0 as θ nears 0 or π/2 (limited only by the polarizer performance), a large extinction ratio tuning range results, reflecting a very large RF equalization dynamic range.

The experiments first investigated the tunability and resolution of a single RF passband by setting the input optical signal to TM-polarized (θ = 90º). The RF transmission spectra is shown in Fig. 11, measured with a vector network analyser. The 3dBbandwidth of the passband is 137.1 MHz, which defines the resolution of the RF equalizer. The of the passband's centre frequency tunability was accomplished via adjusting the carrier wavelength (Figs. 12(a) -(b)), the DP-MRR chip temperature (Figs. 12(c) -(d)), and optical power (Figs. 12(e) -(f)). As seen, all these methods of tuning can readily shift the RF passband central frequency (3dB-bandwidth of ~140MHz), thus achieving tunability of the RF high-resolution equalizer.

We varied the operation frequency of the RF equalizer by tuning the carrier wavelength (Figs. 13(a) -(b)) as well as the temperature of the ring (Figs. 13(c) -(d)). This yielded a continuous frequency range coverage of more than 14.6 GHz. The TM and TE resonances supported the extracted RF passband centre frequencies (the TM and TE centre frequencies in Figs. 13(b) and (d)) show the effectiveness of each approach to tuning . Tuning the RF TE to TM passband extinction ratios was accomplished by adjusting the angle of the polarized light θ (Fig. 10). The measured optical drop-port and through-port transmission spectra of the DP-MRR are shown versus θ in Fig. 14(a). Due to a limited resolution for the tuning angle, the TM and TE through-port transmission notches could not be properly resolved, and so we also measured the drop-port transmission. We achieved an extinction ratio between the two RF dual-channel equalizer passbands with a wide tuning range (Fig. 14(b)) of -27.4 dB to 28.2 dB, equivalent to a dynamic range > 55 dB. This demonstrates the very high performance capability of our device.

The work that we present here focused on narrowband signals for optical single sideband generation as well as RF equalisation with a high-resolution. However, in many cases signals that have a broad RF bandwidth need to be processed, and in this case either lower Q factor MRRs [START_REF] Pasquazi | All-optical wavelength conversion in an integrated ring resonator[END_REF] or higher order filters [77 -82] could be used instead of the high Q rings. The first method can achieve a 3dB bandwidth of 2 to 12 GHz, equating to Q factors of 60,000 to 10,000, while higher order filters have easily achieved bandwidths greater than 100GHz. Finally, recently [START_REF] Xu | Continuously tunable orthogonally polarized optical RF single sideband generator and equalizer based on an integrated micro-ring resonator[END_REF] a device with dynamic RF tunability has been reported that used cascaded MRRs supporting both polarizations and with a temperature tunable relative TE/TM spectral shift. We turn to this work next. 

V. CONTINUOUSLY TUNEABLE RF SIDEBAND GENERATOR

In this section we present our work based on a wideband tunable OP-OSSB generator [START_REF] Xu | Continuously tunable orthogonally polarized optical RF single sideband generator and equalizer based on an integrated micro-ring resonator[END_REF]. Figure 15 shows the principle of operation of the device. A tunable CW laser is intensity modulated by an RF signal to produce a double sideband signal with a polarization angle θ relative to the TE-axis (Fig. 15(i)). This is then coupled into two cascaded MRRs that both support both polarizations. When the RF frequency and optical carrier wavelength both match the orthogonally polarized MRRs resonance frequency difference, the optical carrier as well as one sideband of the double sideband signal are dropped (Fig. 15(ii)). Next, the dropped optical carrier and sideband are combined by connecting the second resonator (200GHz, TE pol.) drop-port to the addport of the first ring (49GHz, TM) (Fig. 15(iii)), thus generating OP-OSSB modulation.

We use the Jones matrix formalism to analyze our device polarization states rather than other methods, such as the and Stokes parameters or Poincaré sphere [START_REF] Cui | Two-parameter-SOP and three-parameter-RSOP fiber channels: problem and solution for polarization demultiplexing using Stokes space[END_REF], for simplicity since the MRR polarization eigenmodes serve as a natural basis. The dual MRRs transmission can be written as From this equation, the optical power of the spectral components dropped by the 49GHz (TE) MRR and 200GHz (TM) MRR are proportional to cos 2 θ and sin 2 θ, respectively. Thus, the OCSR (with the 49GHz MRR for the carrier and the 200GHz MRR for the sideband) is given by 2 OCSR( ) cot   (5.5) which can be continuously tuned by adjusting θ. Since cot 2 θ can get arbitrarily close to 1 or 0 as θ approaches 0 or π/2, a large OCSR tuning range can be achieved. Moreover, the generated OP-OSSB signal can be converted back into an RF signal by passing it through an optical polarizer (Fig. 15(iv)). The RF frequency of the OP-OSSB generator is given by the spectral gap between adjacent resonances of the 49GHz and 200GHz MRR. Thus, by separately controlling the MRRs, a tunable OP-OSSB generation can be realized over a large RF tuning range.

The two ring resonators were connected via polarization maintaining fiber pigtails, with the 49GHz MRR through-port connected to the 200GHz MRR input. Both ring's drop-ports were then combined by connecting the 200GHz (TE) MRR dropport to the 49GHz (TM) MRR add-port. Figure 16 shows the experimental transmission spectra of the dual MRRs. As reflected by the dual resonances, both MRRs supported two polarizations. The 49 GHz spaced ring (first) and the 200GHz FSR ring (second) acted as TM and TE filters for the OP-OSSB generation, respectively. The RF operation frequency was determined by the spectral interval between orthogonally polarized adjacent resonances (Fig. 16(b)). The 49GHz MRR had a high Q, with a 1.04 GHz bandwidth at -20dB (Fig. 16(b)) for the OP-OSSB generator, reflecting a very high optical carrier rejection ratio and lower accessible RF frequency down below a Gigahertz.

For this device the carrier wavelength was tuned to one of the TE 200GHz MRR resonances at ~1549.78 nm, and then the RF signal was used to drive the intensity modulator so that the adjacent TM resonance of the 49GHz MRR dropped the lower sideband. The orthogonally polarized carrier and lower sideband were extracted at the output of the dual MRRs, where the upper sideband optical power was suppressed by > 35 dB in comparison with the lower sideband (Fig. 17).

The orthogonally polarized optical carrier to lower sideband ratio could be adjusted by varying the polarization input angle (θ in Fig. 15). shows The measured dual MRR transmission (Fig. 18(a)) versus polarization angle θ shows that the TE to TM extinction ratio varied from 20.5 dB to -31.1 dB, equating to a dynamic OSCR tuning range of 51.1 dB. The generated OP-OSSB signal optical spectra with at RF frequencies of 19.7 GHz and 26.6 GHz is shown in Figures 18(b)-(c). An OCSR that is continuously variable from -21.1 to 36.2 dB and -18.1 to 38.9 dB was obtained, respectively, for the 19.7 GHz and 26.6 GHz RF inputs, yielding a large OCSR tuning range of 57.3 dB. The cascaded MRR orthogonal polarization modes could also potentially offer an extra control mechanism for optical logic gates as an innovative approach to optical computing [START_REF] Xu | All-optical logic based on silicon micro-ring resonators[END_REF][START_REF] Godbole | All Optical Scalable Logic Gates Using Si3N4 Microring Resonators[END_REF].

To achieve wide RF tunability, the frequency difference between the TM 49GHz ring resonances and the TE 200GHz MRR resonances were tuned via separate thermal control [START_REF] Xue | Thermal tuning of Kerr frequency combs in silicon nitride microring resonators[END_REF]. The 200GHz (TE) MRR temperature was kept constant at 25 ºC while the 49GHz (TM) MRR temperature was varied from 20 ºC to 36 ºC. Figure 19(a) shows the measured transmission spectra of the dual MRRs as a function of temperature, where the 49GHz MRR TM polarized resonance was thermally tuned over a range of 0.2 nm while the 200GHz MRR TE-polarized resonance was fixed, thus leading to a RF tuning range of > 20 GHz for the OP-OSSB generator. To reflect the wide RF operation range achievable with our approach, the OP-OSSB signal was converted into a single polarization with a polarizer and then detected. The RF system transmission response was characterized with a vector network analyzer. Wideband RF operation up to 23.14 GHz was achieved (Fig. 19(b)). The optical spectra of the OP-OSSB signals are shown in Fig. 20(a) for tuneable RF operation. As the TM 49GHz MRR temperature was increased from 22 ºC to 35 ºC, the RF frequency of the OP-OSSB generator varied from 1.81 GHz to 23.27 GHz with a -1.66 GHz / ºC slope (Fig. 20(b)), thus illustrating the wide tuning range of our device. The OP-OSSB generator's RF bandwidth was limited by the temperature controller's tuning range of only 15 ºC. Covering the entire TM-MRR FSR bandwidth of 49 GHz would require a temperature range of only 29.5 ºC which is easily achievable [START_REF] Xue | Thermal tuning of Kerr frequency combs in silicon nitride microring resonators[END_REF]. Small changes in the FSR with temperature can easily be calibrated for. Finally, by using multiply spaced TM resonances of greater than an FSR, the RF tuning range can be increased arbitrarily, even into the THz regime, which is well beyond the capacity of electronics [START_REF] Gerislioglu | VO2-Based Reconfigurable Antenna Platform with Addressable Microheater Matrix[END_REF].

Because the cascaded micro-ring resonators are passive, they did not have any impact on the system performance regarding coherence or dephasing time. The generated signal dephasing time was mainly determined by the coherence length of our laser Lcoh, which is given by [START_REF] Akcay | Estimation of longitudinal resolution in optical coherence imaging[END_REF].

2 2ln 2 coh L n     (6.1)
where λ is the source wavelength (~1550 nm), n is the fiber refractive index (~1.45), and Δλ is the FWHM of the source spectral width. Our laser had a 400 kHz FWHM spectral width, yielding a coherence length of ~414 m. For this tuneable OP-OSSB generator, the ring resonators that we used had quite high Q factors, suitable for generating relatively narrow band (albeit high frequency) RF signals. For applications to RF broadband signals, one can either use lower Q factor ring resonators [START_REF] Pasquazi | All-optical wavelength conversion in an integrated ring resonator[END_REF] or use higher order filters [START_REF] Little | Microring resonator channel dropping filters[END_REF][START_REF] Wu | Advanced photonic filters based on cascaded Sagnac loop reflector resonators in silicon-on-insulator nanowires[END_REF][START_REF] Wu | Micro-ring resonator quality factor enhancement via an integrated Fabry-Perot cavity[END_REF][START_REF] Wu | Compact on-chip 1 × 2 wavelength selective switch based on silicon microring resonator with nested pairs of subrings[END_REF] instead of the high-Q resonators used here. The first approach can produced a 3dB bandwidth of anywhere from 2 to 12 GHz for ring resonator Q factors ranging from 60,000 to 10,000, while the latter can achieve a 3dB bandwidth > 100 GHz. Finally, the two MRRs can be easily be integrated onto the same chip, with the frequency difference tuned by separate on-chip thermal micro-heater controls [START_REF] Dutt | On-chip dual-comb source for spectroscopy[END_REF]. This work demonstrates that passive microring resonators offer a powerful addition to Kerr optical parametric oscillators [START_REF] Xu | Orthogonally polarized RF optical single sideband generation and dual-channel equalization based on an integrated micro-ring resonator[END_REF][START_REF] Xu | Continuously tunable orthogonally polarized optical RF single sideband generator and equalizer based on an integrated micro-ring resonator[END_REF][START_REF] Tan | Microwave and RF photonic fractional Hilbert transformer based on a 50GHz Kerr micro-comb[END_REF][START_REF] Xu | Advanced Adaptive Photonic RF Filters with 80 Taps based on an Integrated Optical Micro-Comb Source[END_REF][START_REF] Xu | High performance RF filters via bandwidth scaling with Kerr micro-combs[END_REF][START_REF] Xu | Microcomb-based photonic RF signal processing[END_REF][START_REF] Xu | Photonic RF phase-encoded signal generation with a microcomb source[END_REF][START_REF] Xu | Broadband microwave frequency conversion based on an integrated optical micro-comb source[END_REF][START_REF] Tan | Broadband microwave and RF fractional differentiator using photonics[END_REF][START_REF] Tan | Photonic Radio Frequency Channelizers based on Kerr Optical Micro-combs[END_REF][START_REF] Tan | Photonic RF and microwave filters based on 49GHz and 200GHz Kerr microcombs[END_REF][START_REF] Xu | Photonic RF and microwave integrator with soliton crystal microcombs[END_REF][START_REF] Xu | Broadband photonic radio frequency channelizer with 90 channels based on a soliton crystal microcomb[END_REF][START_REF] Tan | Photonic RF arbitrary waveform generator based on a soliton crystal micro-comb source[END_REF][START_REF] Corcoran | Ultra-dense optical data transmission over standard fiber with a single chip source[END_REF][START_REF] Xu | Photonic perceptron based on a Kerr microcomb for scalable high speed optical neural networks[END_REF][START_REF] Wu | RF Photonics: An Optical Microcombs' Perspective[END_REF][START_REF] Xu | Reconfigurable broadband microwave photonic intensity differentiator based on an integrated optical frequency comb source[END_REF][START_REF] Tan | RF and microwave high bandwidth signal processing based on Kerr Micro-combs[END_REF][START_REF] Xu | 11 TOPs photonic convolutional accelerator for optical neural networks[END_REF] for microwave signal generation and processing. These devices will benefit from higher levels of integration, potentially using novel 2D materials [START_REF] Zhang | Enhanced nonlinear optical figure-of-merit at 1550nm for silicon nanowires integrated with graphene oxide layered films[END_REF][START_REF] Zhang | Design and optimization of four-wave mixing in microring resonators integrated with 2D graphene oxide films[END_REF][START_REF] Wu | Nested configuration of silicon microring resonator with multiple coupling regimes[END_REF][START_REF] Wu | Advanced photonic filters based on cascaded Sagnac loop reflector resonators in silicon-on-insulator nanowires[END_REF][START_REF] Wu | Micro-ring resonator quality factor enhancement via an integrated Fabry-Perot cavity[END_REF][START_REF] Arianfard | Advanced Multi-Functional Integrated Photonic Filters Based on Coupled Sagnac Loop Reflectors[END_REF][START_REF] Arianfard | Spectral Shaping Based on Integrated Coupled Sagnac Loop Reflectors Formed by a Self-Coupled Wire Waveguide[END_REF][START_REF] Arianfard | Three Waveguide Coupled Sagnac Loop Reflectors for Advanced Spectral Engineering[END_REF][START_REF] Zhang | Optimizing the Kerr nonlinear optical performance of silicon waveguides integrated with 2D graphene oxide films[END_REF][START_REF] Roztocki | Arbitrary phase access for stable fiber interferometers[END_REF][START_REF] Qu | Analysis of four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Wu | Graphene oxide: versatile films for flat optics to nonlinear photonic chips[END_REF][START_REF] Arianfard | Advanced Multi-Functional Integrated Photonic Filters based on Coupled Sagnac Loop Reflectors[END_REF][START_REF] Qu | Enhanced nonlinear four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF], with applications extending beyond the telecommunications band to the mid infrared [START_REF] Sinobad | Mid-infrared supercontinuum generation in silicon-germanium all-normal dispersion waveguides[END_REF][START_REF] Della Torre | Mid-infrared supercontinuum generation in a low-loss germanium-on-silicon waveguide[END_REF][START_REF] Sinobad | High coherence at f and 2f of a mid-infrared supercontinuum in a silicon germanium waveguide[END_REF][START_REF] Sinobad | Dispersion trimming for mid-infrared supercontinuum generation in a hybrid chalcogenide Si-Ge waveguide[END_REF][START_REF] Sinobad | High brightness mid-infrared octave spanning supercontinuum generation to 8.5μm in chip-based Si-Ge waveguides[END_REF][140][START_REF] Carletti | Nonlinear optical properties of Si-Ge waveguides in the mid-infrared[END_REF] 

VI. CONCLUSION

We report fixed and tunable orthogonally polarized optical single sideband (OSSB) generators as well as a dual-channel RF equalizer, both based on integrated dual polarization micro-ring resonators. By controlling the fabrication of the micro-rings the refractive index of the ring resonator TE and TM polarized modes were engineered to produce a spacing of 16.6 GHz in the Cband. At the drop-port, the optical carrier and sideband were separated by the orthogonally polarized resonances to achieve orthogonally-polarized OSSB modulation. At the through-port, on the other hand, the transmission notches allowed dual-channel RF filtering via phase-to-intensity modulation conversion for equalization. We achieved a large dynamic tuning range of the optical carrier-to-sideband ratio of the OSSB signal and the dual-channel RF equalization by controlling the polarization angle. Our method represents a novel way of achieving OSSB generation as well as photonic RF equalization, while offering a compact footprint and high performance. This approach is promising for radar and communications systems RF photonic signal processing. 

  Fig. 1. (a) Schematic illustration of the DP-MRR. (b) TE and (c) TM mode profiles of the DP-MRR.

  5 μm × 2 μm and 200GHz FSR 1.45 μm × 1.5 μm), enabling both MRRs to support both polarizations. The difference between the effective indices between polarizations (49GHz MRR: TE: neff =1.627 TE mode and TM: neff = 1.624, 200GHz: TE: neff = 1.643 and TM neff =1.642) produced only a very small difference in FSRs between the polarizations, while still showing a comparatively large TE/TM separation in absolute frequency in the C-band of ~16.8 GHz for the 49GHz FSR ring and ~41.2 GHz for the 200GHz MRR.. The 49GHz ring radius was ~592 μm as before, with Q = 1.5×10 6 , while the radius of the 200GHz MRR was ~135 μm, with Q = 1.2×10 6 . This reduced the leakage of the undesired sideband from the 200GHz MRR's unused resonances. The measured transmission spectra are shown in Fig. 4 for both MRRs in which the FSRs and RF frequencies are clearly illustrated.

Fig. 2 .

 2 Fig. 2. Experimental transmission spectra for the 49GHz FSR MRR. (a) Through-port (cyan, yellow) and drop-port (blue, red) transmission spectra of TE and TM polarizations. (b) Drop-port transmission showing the FWHM resonances of 140 MHz, with Q > 1.2×10 6 .

Fig. 3 .

 3 Fig. 3. (a)-(b) OSSB generator transmission spectra for temperatures from 23 °C to 30 °C. Relation between chip temperature and (c) resonance central wavelengths, (d) TE to TM resonance spacing.

Figure 4 .

 4 Figure 4. Measured transmission spectra of the (49GHz FSR MRR) and 200GHz FSR MRR.

Figure 5 .

 5 Figure 5. Principle of operation of the orthogonally polarized optical single sideband (OSSB) generator. EOM: electro-optical modulator. OSA: optical spectrum analyzer. PC: polarization controller. POL: optical polarizer. LD: laser diode.. DSB: double sideband. DP-MRR: dual-polarization-mode micro-ring resonator. OCSR: optical carrier to sideband ratio. (i) The 45 o polarized carrier is modulated with dual side-bands. (ii) The carrier is transmitted by the DP-MRR TM resonance and the upper sideband is passed by the DP-MRR TE resonance while the lower sideband is rejected by the DP-MRR. (iii) A polarizer extracts the 45 o components of both upper sideband and carrier, projecting the SSB signal onto a single polarization.

Figure 6 .

 6 Figure 6. Optical spectra of the generated orthogonally polarized OSSB signal.

Figure 7 .

 7 Figure 7. Transmission spectra of the OSSB generator with (a) θ = 2°, (b) θ = 42°, (c) θ = 92°, where θ denotes the polarization angle as shown in Figure 4. (d)-(f) are zoom-in views of the shaded areas in (a)-(c), respectively.

Figure 8 .

 8 Figure 8. (a) OSSB generator transmission spectra for θ from 2° to 92°, and (b) TE to TM resonance extinction ratio labeled "TE", "TM1" and "TM2" in Fig. 7(a), corresponding to 16.6 GHz and 32.4 GHz RF operation, respectively.
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Figure 9 .

 9 Figure 9. OSSB generated signal optical spectra with a continuously tuneable optical carrier-to-sideband ratio (OCSR) driven by RF signals at (a) 16.6 GHz and (b) 32.4 GHz. The 16.6 GHz and 32.4 GHz RF sidebands were dropped via the "TM2" and "TM1" resonances, while the optical carrier was dropped by the "TE" resonance, as marked.
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 42 modulated optical signal E 0 [ cosθ sinθ ], the DP-MRR output fields are This equation shows that the RF passband center frequencies supported by the TE / TM resonances are determined by the relative frequency gap between the MRR resonances and the optical carrier, thus yielding tunable operation regions for the RF equalizer. Moreover, the TE and TM polarized optical signal power is ~ cos 2 θ or sin 2 θ, respectively. Hence, after being detected the RF passband extinction ratio (corresponding to the DP-MRR's TE-and TM-polarized resonances) is given by

Figure 10 .

 10 Figure 10. Principle of operation of the RF photonic equalizer using dualpolarization-mode ring resonators. PD: photo-detector. PM: phase modulator. PC: polarization controller. DP-MRR: LD: laser diode. dualpolarization-mode micro-ring resonator. VNA: vector network analyzer.Figure 11. RF transmission of a single passband with TM-polarized optical input.

Figure 11 .

 11 Figure 10. Principle of operation of the RF photonic equalizer using dualpolarization-mode ring resonators. PD: photo-detector. PM: phase modulator. PC: polarization controller. DP-MRR: LD: laser diode. dualpolarization-mode micro-ring resonator. VNA: vector network analyzer.Figure 11. RF transmission of a single passband with TM-polarized optical input.

Figure 12 .

 12 Figure 12. RF transmission of the single passband with varying (a) carrier wavelength, (b) chip temperature, and (c) input optical power. (d-f) Extracted centre frequency and 3dB bandwidth.

Figure 14 .

 14 Figure 14. (a) Transmission spectra of the optical through-port and drop-port of the DP-MRR and (b) RF transmission of the equalizer with extinction ratio between TM and TE passbands as the input light polarization angle θ changes from 0º to 90º. fTM-fTE denotes the spacing between the TM-passband and TEpassband, which is wideband tuneable (Fig. 12) and in this plot is 4.8 GHz
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 13 where DTE and DTM are the drop-port transfer functions of the 49GHz (TE) MRR and 200GHz (TM) MRR given by where tTE, tTM, kTE and kTM are the field transmission and cross-coupling coefficients between the bus waveguide and the ring (t 2 + k 2 = 1 for lossless coupling), aTE and aTM represent the round-trip transmission factors, ϕTE = 2πLTE×neff_TE/λ and ϕTM=2πLTM×neff_TM/λ are the single-pass phase shifts of the TE-MRR and TM-MRR, respectively, with LTE and LTM denoting the round-trip length, neff_TE and neff_TM representing the effective indices, with λ the wavelength.For a general optical input field E 0 [

Figure 15 .

 15 Figure 15. OP-OSSB (orthogonally polarized optical single sideband) generator schematic. LD: laser diode. OSA: optical spectrum analyzer. EOM: electro-optical modulator. VNA: vector network analyzer. DSB: double sideband PC: polarization controller.. OPM: optical power meter. 45º POL: optical polarizer with the polarization direction having an angle of 45º to the TM axis. PD: photodetector. RFG: RF generator.

Figure 16 .

 16 Figure 16. Measured (a) transmission spectra of the 49GHz (TM) MRR, 200GHz FSR (TE) MRR, and the combined OP-OSSB generator. (b) Zoom-in spectra of (a) with one TE polarized resonance and one TM polarized resonance. (c) Transmission spectra around one TM-polarized resonance of the 49GHz FSR MRR.

Figure 17 .

 17 Figure 17. Optical spectra of the generated orthogonally polarized OSSB signal.

Figure 18 .

 18 Figure 18. Measured (a) transmission spectra of the dual MRRs and (b-c) optical spectra of the generated orthogonally polarized OSSB signal with continuously tunable OCSR.

Figure 19 .

 19 Figure 19. Measured (a) optical transmission spectra, and (b) RF transmission response of the OP-OSSB generator with thermo-optical control.

Figure 20 .

 20 Figure 20. (a) Optical spectra and (b) extracted operation RF frequency of the generated OP-OSSB signals with thermal tuning.

  being the angle between the TM axis and the direction of the polarize. For a general input field E 0 [
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