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Introduction

A heat transfer fluid is a fluid medium used in a system for adding to or removing from the system an amount of heat at an adequate rate to ensure the functionality and reliability of the system. For that reason, new nanotechnology is used to enhance and improve the heat transfer in these systems such as Electronic cooling systems, Heat pipes, Nuclear reactors, and so on [1][2][START_REF] Rafati | Application of nanofluids in computer cooling systems (Heat transfer performance of nanofluids)[END_REF][START_REF] Jafarmadar | Thermal analysis and entropy generation of pulsating heat pipes using nanofluids[END_REF].

This nanotechnology is known as Nanofluids where nanoparticles, in nano sizes, are suspended in base fluids (water, minerals oil, binary mixtures) [START_REF] Choi | Enhancing thermal conductivity of fluids with nanoparticles[END_REF][START_REF] Akbar | Copper oxide nanoparticles analysis with water as base fluid for peristaltic flow in permeable tube with heat transfer[END_REF][START_REF] Beck | The thermal conductivity of alumina nanoparticles dispersed in ethylene glycol[END_REF]. These nanoparticles have the advantage of improving the heat transfer by absorbing rapidly the excess heat and transmit it outside the system. This improvement is due to their thermophysical properties that showed special advantages, such as better stability, greater thermal conductivity, and lower pressure drop [START_REF] Simpson | Nanofluid thermal Conductivity and Effect Parameters[END_REF][START_REF] Karimzadehkhouei | The effect of nanoparticles type and nanoparticle mass fraction on heat transfer enhancement in pool boiling[END_REF][START_REF] Xuan | Heat transfer enhancement of nanofluids[END_REF][START_REF] Dongliang | Thermal Conductivity Enhancement of Clathrate Hydrate with Nanoparticles[END_REF]. However, the use of nanofluids substantially depends not only on thermal conductivity but also on their viscosity. Viscosity indeed has a negative effect on the enhancement of heat transfer. [START_REF] Abu-Nada | Effects of variable viscosity and thermal conductivity of Al2O3-water nanofluid on heat transfer enhancement in natural convection[END_REF][START_REF] Ghanbarpour | Thermal properties and rheological behavior of water based Al2O3 nanofluid as a heat transfer fluid[END_REF] Many studies were done to analyze the effect of different types of nanoparticles, such as copper oxide, graphene oxide, and carbon nanotubes on the efficiency of heat transfer [START_REF] Ding | Heat transfer of aqueous suspensions of carbon nanotubes (CNT nanofluids)[END_REF][START_REF] Sandeep | Enhanced heat transfer in liquid thin film flow of non-Newtonian nanofluids embedded with graphene nanoparticles[END_REF][START_REF] Manimaran | Preparation and characterization of copper oxide nanofluid for heat transfer applications[END_REF]. Also, the effect of nanoparticle sizes (in nanoscale) on heat transfer with different average diameters (1 nm to 100nm) [START_REF] Warrier | Effect of particle size on the thermal conductivity of nanofluids containing metallic nanoparticles[END_REF]. Some studies show the enhancement in the coefficient of heat transfer by 25% as we increase the size of nanoparticles whereas others showed the inverse [START_REF] Bhuiyan | Effect of nanoparticles concentration and their size on surface tension of nanofluids[END_REF][START_REF] Yao | Effects of nanoparticles types and size on boiling feat transfer performance under different pressures[END_REF]. So, this variation is due to the type of nanoparticles used. Moreover, the influence of nanoparticle coating and their chemical preparation have also its effect on the performances of heat transfer. These chemical preparation presented by coating the nanoparticles with surfactant is used to stabilize the nanoparticles inside the fluids and to avoid the agglomeration or sedimentation in the system.

Nanofluid droplet evaporation has gained many audience nowadays due to its very important phenomenon and wide applications in fuel and sprays cooling [START_REF] Tanvir | Evaporation Characteristics of Ethanol Droplets Containing Graphite Nanoparticles Under Infrared Radiation[END_REF][START_REF] Grich | Experimental study of the effect of water spray in the air on thermal transfer along a plate of an exchanger[END_REF]. Many researchers work on the drying progress and deposition formation from the evaporative sessile droplets with the suspended insoluble solutes, especially nanoparticles [START_REF] Kim | Evaporation of nanofluid droplet on heated surface[END_REF][START_REF] Sefiane | Nanofluids droplets evaporation kinetics and wetting dynamics on rough heated substrate[END_REF][START_REF] Cieslinski | Sessile droplet contact angle of water-Al2O3, water-TiO2 and water-Cu nanofluids[END_REF][START_REF] Zhong | Sessile nanofluid droplet drying[END_REF]. The main content covers the evaporation fundamental, the particle self-assembly, and kinetic deposition of nanoparticles in a sessile nanofluid droplet. The effects of the surfactant and size of nanoparticles on the evaporative dynamics are elucidated at first and the deposition process which is introduced afterward. Droplet shape, spreading dynamics, evaporation rate, and evaporation regimes are the factors affected by the addition of particles.

Droplets evaporate on surfaces and measured using digital image technique (Kruss System) and with this technique we are able to measure the droplet profile, volume, contact angle, base diameter, and droplet height in time-dependent [START_REF] Chen | Evaporation behavior of PEGylated graphene oxide nanofluid droplets on heated substrate[END_REF][START_REF] Zaaroura | Evaporation of nanofluid sessile drops: Infrared and acoustic methods to track the dynamic deposition of copper oxide nanoparticles[END_REF]. So, with this method, we are able to select directly the better nanoparticles to use later in heat exchanger systems. Many factors play an important role in the enhancement of nanofluids droplet evaporation such as Marangoni convection cells and their stability with the base fluid. Nanoparticles have an effect on Marangoni flow, which causes a capillary flow outward from the center of the drop brings suspended particles to the drop edge as the evaporation process. Hu et al. [START_REF] Hu | Marangoni effect reverses coffee-ring depositions[END_REF] showed that Marangoni flow reversed the coffee-ring phenomenon and produces deposition at the droplet center rather than the edge. Also, in his other research work [START_REF] Hu | Analysis of the effects of Marangoni stresses on the microflow in an evaporating sessile droplet[END_REF] Hu et al. explained the effects of Marangoni on the evaporating sessile droplet.

Thus, the edge or droplet contact line has the highest evaporation as it's a weak zone. [START_REF] Benselama | Thermocapillary effects on steadily evaporating contact line: A perturbative local analysis[END_REF] Nanoparticles deposition has a direct effect on heat and mass transfer since the deposition of nanoparticles loses their effectiveness inside the fluid by absorbing the excess heat and transfer it outside and this led to increasing in the system thermal resistance. So, it is very important to takes into account all the conditions for a better thermal system.

In this study, experiments on the evaporation of nanofluids sessile droplets on heated hydrophobic surfaces are conducted using optical and infrared measurements. The objective of this work is to:

• Study the effect of gold nanoparticle with very interesting small sizes (2.2, 5 and 10 nm).

• The effect of surfactant represented by citrate coating and PBS as reactant free on the droplet evaporation rate of heat transfer.

• Introducing a new method illustrated by acoustic high-frequency waves to give more important details at the solid/liquid interface.

Experimental setup

In this work, the studied nanofluid consists of gold (Au) nanoparticles (Sigma Aldrich, Molecular weight = 196.97 g/mol with a volume concentration of 1% Cv) dissolved in distilled water (as a base fluid) and stabilized through ultrasonication (Elma, S 10/H) for at least 30 min before use. Three sizes of gold nanoparticles particle were used at 2.2, 5, and 10 nm for the citrate-capped PBS solution while 5 and 10 nm for the 0.1mM PBS, reactant free, Table . 1. PBS reactant free solution is used to stabilize the nanoparticle and to prevent any change in the PH of the gold nanofluid solution presented in volume concentration (See Fig. 1). To analyze the droplet evaporation process, two different methods are used, one using optical and infrared thermography measurements and the other one using acoustic reflection coefficient measurements at room temperature.

Nanofluids droplets are deposited, in both methods, on a silicon substrate modified with a perfluorodecyltrichlorosilane (PFTS) layer to achieve hydrophobic surfaces [START_REF] Breisch | Selective Chemical Surface Modification of Fluidic Microsystems and Characterization Studies[END_REF]. So, in that case, both methods have the same substrate characteristics. The optical measurements were achieved by increasing the temperature substrate from ambient to 77 °C. The calibration for the silicon substrate emissivity calibration was done using the emissivity calculator by the infrared camera.

The technique is to measure the surface temperature of a known emissivity material such as a black object attached to the silicon substrate. Form the known real temperature of the black object we can find the emissivity of the silicon substrate. This technique is suitable to find out the wanted substrate surface temperature. Finally, the water droplet analysis will be extracted with its known emissivity (≈0.97).

Infrared and optical measurements

This experimental setup allows us to calculate the evaporation rate of nanofluids droplets for each particle size and to visualize the convection cells caused due to Marangoni effect at high temperatures.

The substrate is heated using a joule effect by a resistance wire connected to the voltage supplier to control the temperature, 

Acoustic measurements

Measurements are made under a controlled atmosphere using an air-conditioning system. A Cascade PM8 prober system is used to control the position of the S/G (signal/ground) probe at the microscale level on a piezoelectric transducer as small as 250 μm in diameter to achieve electrical measurements, Fig. 3. The specificity of the probe is the possibility to achieve an electrical contact at the backside of the wafer on which the piezoelectric transducer was fabricated [START_REF] Li | High Frequency Acoustic on-Chip Integration for Particle Characterization and Manipulation in Microfluidics[END_REF]. These probes are connected to a Rhode & Schwarz ZVA8 Vector Network Analyzer from which the modulus of the longitudinal reflection coefficient is deduced. The droplet is deposited on the top side of the silicon substrate via a microfluidic device, then a highfrequency (1 GHz) longitudinal wave is generated by ZnO piezoelectric transducers fabricated on the backside of the classical (100) crystal orientation of the silicon substrate on which the solid-liquid interface is characterized. The diameter of the ZnO transducers is about 250 μm.

During the droplet evaporation, the modulus of the longitudinal reflection coefficient is modified as the particles settle. This method allows a highly sensitive analysis of what occurs at the liquidsolid interface. The study and analysis mechanism is similar to our work in Zaaroura et al. [START_REF] Zaaroura | Evaporation of nanofluid sessile drops: Infrared and acoustic methods to track the dynamic deposition of copper oxide nanoparticles[END_REF]. 

Experimental Results

Infrared and optical investigations

The optical and infrared techniques are applied to investigate the dynamic evaporation of droplets of gold nanofluid. The CCD camera records the evaporation process and then the software Kruss Drop Shape Analyzer analyzes the profile of droplets and the evolution of droplets, contact angle, volume, and diameter, are accessible. Moreover, the infrared camera records the evaporation process at the top view and provides the gradient temperature distribution on the surface of the droplets.

Au nanofluid (1% Cv; 0.1mM PBS, reactant free) -Water Mixture, Particle Size Effects

For the water-Au mixture of different particle sizes (5, 10 nm), the result was compared to that of pure water on the / plot. Fig. 4 shows the evolution of / for droplets of pure water and 1% Cv Au-water mixture of different particle sizes at different surface temperatures. While the measured contact angle with the silicon substrate showed the same starting value for all the mixtures, Fig. 5. The results showed that at ambient temperature, the evaporation of pure water droplets was faster than the gold nanofluids of the two different sizes. Since reducing the contact angle increase the contact area between the droplet and solid surface and also reduces droplet thickness [START_REF] Chandra | Effect of Liquid-Solid Angle on Droplet Evaporation[END_REF]. As the liquid layer becomes thinner, heat transfer from the solid to the liquid-vapor interface is enhanced. Both effects increases the droplet evaporation rate. The measured contact angle of pure water showed a decrease in its values more than that of droplet gold nanofluid and this validates the enhancement in its droplet evaporation.

When the surface temperature increased to 55 °C, the evaporation process showed a higher evaporation rate of the 5 nm Gold-water mixture with 17% while 3% for the 10 nm Gold-water mixture.

Similarly, at a surface temperature of 77 °C, the evaporation process showed a higher evaporation rate of the 5 nm Gold-water mixture with 35% whereas 2% for the 10 nm Goldwater mixture. Thus, the evaporation rate is found to depend on the size of the nanoparticles, which showed that the smallest particle size (5nm) has the greatest effect on increasing the evaporation proceeds during the droplet lifetime than the 10 nm.

This difference can be linked to different reasons, the effective surface area of 5 nm Au-water mixture is greater than the 10 nm Au-water by a factor 2 and this means a greater amount of water molecules can come into contact with a larger surface surrounding the 5nm nanoparticles, thus affecting reactivity). Furthermore, Infrared Camera images made it possible to detect the convection cells, Fig. 6, due to the Marangoni effect that appeared on the surface of droplets.

These convection cells have the ability to increase the vapor mass transfer at the liquid-air interfaces and to induce a faster evaporation rate [START_REF] Chen | Marangoni Flow Induced Evaporation Enhancement on Binary Sessile Drops[END_REF]. The convection cells created by the thermal Marangoni can be observed on the surface of the droplets when the substrate is heated to high temperatures. The convection cells of the gold nanofluids appeared and remained longer than those of pure water and this is due to the Brownian motion of nanoparticles inside the droplet. The absorption by solid particles of gold and their flow has the ability to stay longer and to accelerate the convection liquid/vapor coefficient. These convection cells improve the evaporation process by inducing the thermal Marangoni number.

For this reason, Table. 2 represent the lifetime of these cells during the evaporation process of the pure and gold-water mixture (5 and 10 nm) at 77 °C surface temperature.

The table has shown that the higher evaporation rate has a higher convection cell life and these results validate the increase in the evaporation rate of the 5nm Gold-water droplet. The same measurements were made for the water-Au mixture of the same particle sizes (2.2, 5, 10 nm-Citrate-Capped-PBS solution) but with synthesis of the surface of gold nanoparticles with citrate in order to study the effect of citrate capping on enhancing the evaporation process. The result was compared to that of pure water on the / plot. Fig. 7 shows the evolution of / for droplets of pure water and 1% Cv Au-water mixture of different particle sizes at different surface temperatures. The results showed that at ambient temperature, the evaporation of pure water droplet was a little faster than the gold nanofluids of the three different sizes, with 2% more. When the surface temperature increased to 33 °C, the evaporation process showed a higher evaporation rate of the 10nm Gold-water mixture with 11% while 5% and 4% for the 2.2 and 5nm Gold-water mixtures respectively.

Similarly, at a surface temperature of 55 °C, the evaporation process showed a higher evaporation rate of the 10nm Gold-water mixture with 10% whereas 8% and 2% for the 2.2 and 5nm Gold-water mixtures respectively. Finally, the 10nm Gold-water mixture showed the highest evaporation rate at the surface temperature of 77 °C with 15% more while 1% and 2% for the 2.2 and 5nm Gold-water mixtures respectively.

Thus, the evaporation rate, Fig. 8, was found to depend on the size of the nanoparticles, which showed that the largest particle size (10nm) has the greatest effect on increasing the evaporation proceeds during the droplet lifetime. In Fig. 10, the kinetics of the longitudinal reflection coefficient modulus for the different preparations, different sizes (2.2, 5 and 10 nm) and types of gold nanofluids (Citrate-capping PBS and PBS-reactant free), during the evaporation of a 4% Cv Gold-water mixture drop, are presented. One can notice a clear difference between the particles with and without citrate capping. Indeed, the reflection coefficient of the gold-water mixture drops with citrate capping (for all nanoparticle sizes) begins to decrease almost instantaneously until the end of the evaporation process. Whereas, for drops of the gold-water mixture without citrate (for all sizes of nanoparticles) the reflection coefficient showed a constant value and began to decrease at the end of the process. As discussed in [START_REF] Zaaroura | Evaporation of nanofluid sessile drops: Infrared and acoustic methods to track the dynamic deposition of copper oxide nanoparticles[END_REF], the variation of the reflection coefficient ascribed to a change of the physical properties of the material interacting with the ultrasounds at the interface.

So, the change in the reflection coefficient is due to the gold nanoparticles deposition on the silicon substrate above the transducer.

Moreover, in the previous study [START_REF] Zaaroura | Evaporation of nanofluid sessile drops: Infrared and acoustic methods to track the dynamic deposition of copper oxide nanoparticles[END_REF], we have also shown that the sedimentation of the nanoparticle is correlated to the lifetime of Marangoni cells. Here, the Marangoni cells observed by an infrared camera, (section 3.1), showed no convection cells for the coated gold nanoparticles, with citrate, during the evaporation process, this would, therefore, mean that the particles settle The acoustic method corroborates the link between dynamic deposition of nanoparticles and its effect on the lifetime of convection cells.

Fig. 11, present the final shape pattern of the evaporated Au-water droplets with and without citrate capping for all sizes, 2.2, 5 and 10 nm at ambient temperature. The change in the shape of the dried gold nanoparticles between citrate coated and non-coated nanoparticles are clearly observed. For the non-coated gold nanoparticles (with PBS), a normal and uniform coverage pattern can be observed whereas a viscoelastic pattern is observed for the citrate nanoparticles.

(a)

(b) (c) (d) (e) (f) 
In Fig. 12, a profilometer is used to measure the thickness of the deposited nanoparticles on the silicon substrate. This can be explained, in addition to the thermal Marangoni effect, the importance of the stability of the nanoparticles inside the droplet has an important factor during its evaporation.

Since the nanoparticles begin to settle early during evaporation process, this means that they will lose their effectiveness by absorbing the heat flux and to transporting it to the liquid-air interface.

Conclusion

The evaporation rate of gold Au-water nanofluid sessile droplets of 1% Cv has been measured in a controlled room temperature air (H=50%, Tatm=23 °C) using a Drop Shape Analyzer. The size effect of gold nanoparticle (2.2, 5 and 10 nm) was studied as well as different buffer solvents (Citrate-Capping PBS and no citrate-PBS) on the evaporation characteristics of droplets. The analysis was performed using two different methods, these methods have the ability to give a very important information on the fundamentals of droplet evaporation. An optical analysis, using Kruss system, was used to calculate the droplet evaporation rate of Au-water mixture at h different surface temperatures. While, an acoustic method represented by coefficient reflection waves has shown the ability to understand the deposition phenomenon of nanofluid at the solid/liquid interface. The main conclusion of this work are:

The gold nanofluids droplets, for both solutions, evaporate more rapidly as the surface temperature increases in comparison to the evaporation of distilled water droplets.

The uncapped gold nanofluids with PBS solution showed that the smallest nanoparticle size (5 nm) has the greatest impact on the evaporation rate (+35% more) than the larger nanoparticle, 10nm.

The citrate-capped gold nanofluid showed opposite results, the larger nanoparticle (10nm) has the greatest improvement on evaporation rate (+15%) but still less than the solution with PBS only.

The origin of the different behavior for the gold nanofluid compared to the pure water comes mainly from the thermophysical properties represented by thermal conductivity.

The thermal Marangoni plays an important role on enhancing droplet evaporation. It showed that the convection cells were observed clearly and stayed longer for the 5nm uncapped gold nanoparticle (68%) compared to the 10nm (43%) from total evaporation time.

No convection cells were observed for the citrate-capped gold nanofluid due to nanoparticles deposition. This behavior was proved using the high-frequency waves to the interface.

This stability showed an important factor on droplet evaporation process. 2-2 nm Citrate-PBS gold nanofluid.

14.

The repeatability of the contact angle and base diameter variations of 2nm citrate-PBS gold/ water droplet at 77 °C surface temperature.

3-5 nm Citrate-PBS gold nanofluid. 

Fig 2 .

 2 The substrate is placed above a semiconductor material to homogenize the heating medium. Calibration was performed after adjusting the voltage setting for each surface temperature. The evaporation process of droplets is observed and recorded using high-speed camera from the side view (CCD camera, Allied Vision Technologies, 780 x 580 pixels) which connected to backlight lighting. Then a Kruss Drop Shape analyzer is used to measure the droplets profile (Contact Angle, Volume, Base diameter, etc...). At the same time, an infrared camera (FLIR, X6580SC, 640 x512 Pixels, 15 um detector pitch) is installed on the top for the infrared thermal mapping and visualization of thermal instabilities on the surface of the droplets through a sapphire window. The evaporation process was carried out under the same conditions (Initial volume droplet Vi =1.5 µL, Substrate surface temperature: Amb to 77 °C) inside a controlled chamber (H=50%, Tatm=23°C).

Figure 2 .

 2 Figure 2. Schema of the experimental setup

Figure 1 .Figure 4 .

 14 Figure 1. Schema of the experimental setup of acoustic measurements

Figure 5 .

 5 Figure 5. Normalized contact angle for water and gold nanofluids during evaporation, with different sizes (5 and 10 nm), at ambient temperature.

Figure 6 .

 6 Figure 6. Snapshots from an infrared video of the evaporation process of (a) pure water (b) 5 nm Au-water and (c) 10 nm Au-water nanofluids at 50 % relative humidity and 77 °C surface temperature, 1%Cv.

Figure 7 .

 7 Figure 7. Evolutions of the volume for water and gold nanofluid (Citrate capping-PBS), with different particle sizes (2.2, 5 and 10 nm) under substrate temperatures (a) at ambient, (b) 55 °C and (c) 77 °C, versus time.

Figure 8 .Figure 9 .

 89 Figure 8. Evaporation rate of the citrated gold nanoparticle sizes at different surface temperatures

Figure 2 .

 2 Figure 2. Reflection coefficient evolution of pure droplet (black), Au-PBS and Au-Citrate-PBS during evaporation process at 23°C.

Fig. 10 .Figure 3 .Figure 12 .

 10312 Figure 3. Gold Nanofluid Droplet deposited on silicon substrate and above the transducer (a) At starting point (b) Au-10nm-PBS (c) Au-5nm-PBS (d) Au-2.2nm-Citrate PBS (e) Au-5nm-Citrate PBS (f) Au-10nm-Citrate PBS (Nano particles Final shape pattern on the 250 µm transducer diameter)

Annex A 1 -Figure 13 .

 113 Figure 13. The repeatability of the Contact angle and base diameter variations of pure water droplet at 77 °C surface temperature.

Figure 15 .

 15 Figure 15. The repeatability of the contact angle and base diameter variations of 5nm citrate-PBS gold/ water droplet at 77 °C surface temperature. 4-10 nm Citrate-PBS gold nanofluid.

Figure 16 .

 16 Figure 16. The repeatability of the contact angle and base diameter variations of 10nm citrate-PBS gold/ water droplet at 77 °C surface temperature.

  

  

Figure 1. Gold

  nanofluids of different particle sizes and surfactants coating (PBS and PBScitrate)

	Nanoparticle, 1% Cv Size (nm)	Buffer solutions	
	Gold, Au	2.2	citrate-capped-PBS solution	-
	Gold, Au	5	citrate-capped-PBS solution 0.1mM PBS, reactant free
	Gold, Au	10	citrate-capped-PBS solution 0.1mM PBS,

reactant free Table 1. Properties of prepared nanofluids

  

Table 2 .

 2 Lifetime of the convection cells at 77 °C substrate temperature of pure water, 5 nm Auwater and 10 nm Au-water nanofluids.

	Fluids/medium	Convection cells lifetime (%)
	Water	5 %
	5 nm Au-water,1% Cv	68 %
	10 nm Au-water, 1% Cv	43 %

3.1.2. Au nanofluid (1% Cv; Citrate-Capped-PBS solution) -Water Mixture, Citrate Effects.
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