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The well-known mechanisms of interaction between precipitates and dislocations are shearing (for shearable precipitates) and bypassing mechanisms (for nonshearable precipitates). The transition from shearable to nonshearable precipitates in precipitation hardening alloys leads to changes of dislocation motion mode and dislocation multiplication behavior, which inevitably causes different PLC behaviors.

In this study, we systematically investigate the influence of shearable and nonshearable Al3(Sc, Zr) precipitates on PLC behaviors by experimental characterization for precipitation hardening AlMgScZr alloys. We analyze the onset strain, critical strain-rate range, serration amplitude, and propagation behavior of PLC bands in detail for AlMgScZr alloys with shearable and nonshearable precipitates, respectively. We find that the transition from shearable to nonshearable precipitates changes the PLC band propagation behavior, decreases the magnitude of serration amplitude, expands the strain-rate range as well as decreases the critical strain rate between normal behavior (the critical strain increases with the increase of strain rate) and inverse behavior (the critical strain decreases with the increase of strain rate) regimes due to the different dislocation-precipitate interactions. Besides, the transition from shearable to nonshearable precipitates increases the onset strain at normal behavior while decreases the onset strain at inverse behavior depending on the different roles of precipitates in the solute-dislocation interaction. Finally, we reveal the nature of influence of different dislocation-precipitate interactions on PLC behavior considering different strengthening mechanisms based on quantitative characterization on precipitates and dislocation density.

Introduction

Portevin-Le Chatelier (PLC) is a kind of dynamic strain ageing (DSA) phenomenon due to the interaction between diffusing solute atoms and mobile dislocations, which has been found in many alloy systems, particularly in AlMg alloys [McCormick, 1972a;[START_REF] Van Den Beukel | Theory of the effect of dynamic strain aging on mechanical properties[END_REF][START_REF] Estrin | Collective dislocation behaviour in dilute alloys and the Portevin-Le Châtelier effect[END_REF][START_REF] Kubin | Evolution of dislocation densities and the critical conditions for the Portevin-Le Châtelier effect[END_REF][START_REF] Robinson | Serrated flow in aluminium base alloys[END_REF][START_REF] Hähner | On the critical conditions of the Portevin-Le Châtelier effect[END_REF][START_REF] Lebyodkin | Spatio-temporal dynamics of the Portevin-Le Chatelier effect: Experiment and modelling[END_REF][START_REF] Picu | A mechanism for the negative strain-rate sensitivity of dilute solid solutions[END_REF][START_REF] Fressengeas | Dynamic strain aging: A coupled dislocation-Solute dynamic model[END_REF][START_REF] Antolovich | Plastic strain localization in metals: origins and consequences[END_REF][START_REF] Aboulfadl | Dynamic strain aging studied at the atomic scale[END_REF][START_REF] Swaminathan | Investigation using digital image correlation of Portevin-Le Chatelier effect in Hastelloy X under thermo-mechanical loading[END_REF][START_REF] Zhang | Serration and noise behaviors in materials[END_REF][START_REF] Tsai | Portevin-Le Chatelier mechanism in face-centered-cubic metallic alloys from low to high entropy[END_REF]. On the atomic level, the PLC phenomenon is caused by the diffusion of solute atoms [START_REF] Cottrell | Dislocation theory of yielding and strain ageing of iron[END_REF]Yoshinaga andMorozumi, 1971a, 1971b;[START_REF] Aifantis | The physics of plastic deformation[END_REF][START_REF] Estrin | Collective dislocation behaviour in dilute alloys and the Portevin-Le Châtelier effect[END_REF][START_REF] Picu | A mechanism for the negative strain-rate sensitivity of dilute solid solutions[END_REF][START_REF] Curtin | A predictive mechanism for dynamic strain ageing in aluminium-magnesium alloys[END_REF]Soare andCurtin, 2008a, 2008b;[START_REF] Aboulfadl | Dynamic strain aging studied at the atomic scale[END_REF]. The dislocations are efficiently pinned by solutes in direct relation with the solute which has segregated to its core. The longer the waiting time (i.e. the lower the imposed strain rate) of a dislocation between two jumps, the higher the solute concentration at dislocation core and therefore the higher the resulting flow stress [McCormick, 1972a;[START_REF] Estrin | Collective dislocation behaviour in dilute alloys and the Portevin-Le Châtelier effect[END_REF][START_REF] Estrin | Plastic instabilities: phenomenology and theory[END_REF], 1995;Kubin andEstrin, 1985, 1990;[START_REF] Curtin | A predictive mechanism for dynamic strain ageing in aluminium-magnesium alloys[END_REF]. The interaction between dislocations and solute atoms can result in a decrease of the flow stress associated to an increase of the imposed strain rate and thus to a negative strain rate sensitivity (SRS) [ [START_REF] Van Den Beukel | Theory of the effect of dynamic strain aging on mechanical properties[END_REF][START_REF] Mulford | New observations on the mechanisms of dynamic strain aging and of jerky flow[END_REF][START_REF] Louat | On the theory of the Portevin-Le Chatelier effect[END_REF][START_REF] Kubin | The rate dependence of the Portevin-Le Chatelier effect[END_REF]Estrin andKubin, 1990, 1995;[START_REF] Kubin | Evolution of dislocation densities and the critical conditions for the Portevin-Le Châtelier effect[END_REF][START_REF] Picu | A mechanism for the negative strain-rate sensitivity of dilute solid solutions[END_REF][START_REF] Curtin | A predictive mechanism for dynamic strain ageing in aluminium-magnesium alloys[END_REF]. On a macroscopic scale, the PLC phenomenon is generally manifested by sudden localizations of the plastic strain in transient deformation bands, leading to jerky flow features on the stress strain curves [START_REF] Zhang | The morphology of Portevin-Le Chatelier bands: Finite element simulation for Al-Mg-Si[END_REF][START_REF] Kok | Spatial coupling in jerky flow using polycrystal plasticity[END_REF][START_REF] Zhang | On the propagation and pulsation of Portevin-Le Chatelier deformation bands: an experimental study with digital speckle pattern metrology[END_REF][START_REF] Benallal | An experimental and numerical investigation of the behaviour of AA5083 aluminium alloy in presence of the Portevin-Le Chatelier effect[END_REF][START_REF] Zavattieri | Spatio-temporal characteristics of the Portevin-Le Châtelier effect in austenitic steel with twinning induced plasticity[END_REF][START_REF] Manach | Kinematics of Portevin-Le Chatelier bands in simple shear[END_REF][START_REF] Klusemann | Thermomechanical characterization of Portevin-le châtelier bands in AlMg3 (AA5754) and modeling based on a modified Estrin-McCormick approach[END_REF][START_REF] Shibkov | Intermittent plasticity associated with the spatio-temporal dynamics of deformation bands during creep tests in an AlMg polycrystal[END_REF][START_REF] Yuzbekova | Effect of microstructure on continuous propagation of the Portevin-Le Chatelier deformation bands[END_REF][START_REF] Yang | On the characteristics of Portevin-Le Chatelier bands in cold-rolled 7Mn steel showing transformation-induced plasticity[END_REF][START_REF] Zhemchuzhnikova | Interrelation between the Portevin-Le Chatelier effect and necking in AlMg alloys[END_REF][START_REF] Ren | Effect of Lüders and Portevin-Le Chatelier localization bands on plasticity and fracture of notched steel specimens studied by DIC and FE simulations[END_REF]. When PLC occurs, each serration of the deformation curve corresponds to the development of localized deformation bands [START_REF] Klusemann | Thermomechanical characterization of Portevin-le châtelier bands in AlMg3 (AA5754) and modeling based on a modified Estrin-McCormick approach[END_REF][START_REF] Yuzbekova | Effect of microstructure on continuous propagation of the Portevin-Le Chatelier deformation bands[END_REF][START_REF] Zhemchuzhnikova | Interrelation between the Portevin-Le Chatelier effect and necking in AlMg alloys[END_REF]. The nucleation and propagation of deformation bands have been proved to have a close relation to jerky flow for many materials with PLC behavior, especially in AlMg alloys [START_REF] Zhang | The morphology of Portevin-Le Chatelier bands: Finite element simulation for Al-Mg-Si[END_REF]Ait-Amokhtar et al., 2006a, 2006b;[START_REF] Zavattieri | Spatio-temporal characteristics of the Portevin-Le Châtelier effect in austenitic steel with twinning induced plasticity[END_REF][START_REF] Manach | Kinematics of Portevin-Le Chatelier bands in simple shear[END_REF][START_REF] Klusemann | Thermomechanical characterization of Portevin-le châtelier bands in AlMg3 (AA5754) and modeling based on a modified Estrin-McCormick approach[END_REF][START_REF] Yang | On the characteristics of Portevin-Le Chatelier bands in cold-rolled 7Mn steel showing transformation-induced plasticity[END_REF]. Three major types of PLC bands, namely continuous propagating type A, hopping type B and non-propagating type C bands are defined based on the serrated curves [START_REF] Pink | Serrated flow in a ferritic stainless steel[END_REF][START_REF] Robinson | Microstructural and mechanical influences on dynamic strain aging phenomena[END_REF][START_REF] Jiang | Three types of Portevin-Le Chatelier effects: Experiment and modelling[END_REF][START_REF] Yilmaz | The Portevin-Le Chatelier effect: a review of experimental findings[END_REF][START_REF] Hu | Thermal analyses and simulations of the type A and type B Portevin-Le Chatelier effects in an Al-Mg alloy[END_REF][START_REF] Zhang | Serration and noise behaviors in materials[END_REF].

The PLC bands generated during deformation leave undesirable traces on the surface of sheet products during deep drawing restricting the commercial application of some alloys [START_REF] Dierke | Portevin-Le Chatelier effect in Al-Mg alloys: Influence of obstacles -experiments and modelling[END_REF][START_REF] Böhlke | Geometrically non-linear modeling of the Portevin-Le Chatelier effect[END_REF][START_REF] Yilmaz | The Portevin-Le Chatelier effect: a review of experimental findings[END_REF][START_REF] Duan | The influence of nanosized precipitates on Portevin-Le Chatelier bands and surface roughness in AlMgScZr alloy[END_REF]. Moreover, the ductility will be decreased due to the appearance of PLC [START_REF] Kang | On the sequence of inhomogeneous deformation processes occurring during tensile deformation of strip cast AA5754[END_REF][START_REF] Aretz | Numerical analysis of diffuse and localized necking in orthotropic sheet metals[END_REF][START_REF] Halim | The Portevin-Le Chatelier (PLC) effect and shear band formation in an AA5754 alloy[END_REF][START_REF] Zhang | The influence of serrated flow on necking in tensile specimens[END_REF][START_REF] Alinaghian | Effect of pre-strain and work hardening rate on void growth and coalescence in AA5052[END_REF][START_REF] Keralavarma | Quantum-to-continuum prediction of ductility loss in aluminium-magnesium alloys due to dynamic strain aging[END_REF][START_REF] Rousselier | Combining porous plasticity with Coulomb and Portevin-Le Chatelier models for ductile fracture analyses[END_REF]. Undoubtedly, the PLC effect is expected to be diminished by designing specific alloy compositions or by controlling processing conditions. Nanostructured precipitates are beneficial to eliminate the PLC effect, which already has been reported previously [START_REF] Riley | The effect of precipitation hardening on the Portevin-Le Chatelier effect in an Al-Mg-Si alloy[END_REF]Hayes andHayes, 1982, 1984;[START_REF] Wert | Correlation between S' precipitation and the Portevin-Le Chatelier effect in an Al-Li-Cu-Mg-Zr alloy[END_REF][START_REF] Pink | The effect of precipitates on characteristics of serrated flow in AlZn5Mg1[END_REF][START_REF] Kumar | Serrated yielding in Ai-Li alloys[END_REF][START_REF] Kumar | Mechanism of serrated flow in binary Al-Li alloys[END_REF][START_REF] Thevenet | The effect of precipitation on the Portevin-Le Chatelier effect in an Al-Zn-Mg-Cu alloy[END_REF][START_REF] Nalawade | The influence of aging on the serrated yielding phenomena in a nickel-base superalloy[END_REF][START_REF] Wang | The dependence of Portevin-Le Châtelier effect on the γ′ precipitates in a wrought Ni-base superalloy[END_REF][START_REF] Cai | Influence of γ' precipitates on the critical strain and localized deformation of serrated flow in Ni-based superalloys[END_REF]. Pink and Thevenet et al. [Pink, 1989;[START_REF] Thevenet | The effect of precipitation on the Portevin-Le Chatelier effect in an Al-Zn-Mg-Cu alloy[END_REF] proved that the jerky flow in AlZnMg alloy would be restrained by precipitates, especially the appearance of GP-zones could increase the onset strain of PLC significantly. [START_REF] Kumar | Serrated yielding in Ai-Li alloys[END_REF] stated that the transformation of metastable precipitates (from coherent to incoherent state) in the process of ageing can lead to the disappearance of PLC in AlLi alloys. However, some scholars underlined that solute concentration in the matrix decreased due to precipitation, which suppressed PLC [START_REF] Riley | The effect of precipitation hardening on the Portevin-Le Chatelier effect in an Al-Mg-Si alloy[END_REF][START_REF] Wert | Correlation between S' precipitation and the Portevin-Le Chatelier effect in an Al-Li-Cu-Mg-Zr alloy[END_REF][START_REF] Nalawade | The influence of aging on the serrated yielding phenomena in a nickel-base superalloy[END_REF]. There are others who emphasized that dislocations shearing of coherent precipitates directly resulted in serrations on the flow stress curve of AlLi alloys [START_REF] Kumar | Inverse behaviour of the onset strain of serrated flow[END_REF]Pink, 1994, 1997;[START_REF] Kumar | Inverse behaviour of the onset strain of serrated flow[END_REF][START_REF] Pink | Serrated flow of aluminium alloys influenced by precipitates[END_REF]. While some people demonstrated that dislocations shearing precipitates would not lead to jerky flow in the AlLi or in the Ni-based superalloy [START_REF] Chmelík | Mechanisms of serrated flow in aluminium alloys with precipitates investigated by acoustic emission[END_REF][START_REF] Wang | The dependence of Portevin-Le Châtelier effect on the γ′ precipitates in a wrought Ni-base superalloy[END_REF]. In the mentioned studies [START_REF] Riley | The effect of precipitation hardening on the Portevin-Le Chatelier effect in an Al-Mg-Si alloy[END_REF]Hayes andHayes, 1982, 1984;[START_REF] Wert | Correlation between S' precipitation and the Portevin-Le Chatelier effect in an Al-Li-Cu-Mg-Zr alloy[END_REF][START_REF] Pink | The effect of precipitates on characteristics of serrated flow in AlZn5Mg1[END_REF][START_REF] Kumar | Serrated yielding in Ai-Li alloys[END_REF][START_REF] Kumar | Effect of δ' precipitates on serrated flow[END_REF][START_REF] Kumar | Inverse behaviour of the onset strain of serrated flow[END_REF][START_REF] Kumar | Mechanism of serrated flow in binary Al-Li alloys[END_REF][START_REF] Chmelík | Mechanisms of serrated flow in aluminium alloys with precipitates investigated by acoustic emission[END_REF][START_REF] Thevenet | The effect of precipitation on the Portevin-Le Chatelier effect in an Al-Zn-Mg-Cu alloy[END_REF][START_REF] Nalawade | The influence of aging on the serrated yielding phenomena in a nickel-base superalloy[END_REF][START_REF] Wang | The dependence of Portevin-Le Châtelier effect on the γ′ precipitates in a wrought Ni-base superalloy[END_REF][START_REF] Cai | Influence of γ' precipitates on the critical strain and localized deformation of serrated flow in Ni-based superalloys[END_REF], the solute concentration in the matrix decreases when the precipitates appear, so it is difficult to distinguish whether the change of PLC behavior is caused by precipitates or solute concentration variations. Although the aforementioned works have focused on the effect of nanosized precipitates on the PLC behavior, they do not focus on the influence of precipitates on the propagation behavior of PLC bands. Only recently, Cai et al. and Wang et al. indicated that type A bands can turn into type B, and finally became type C with increasing precipitate volume fraction in Ni-based alloys [START_REF] Cai | Influence of γ′ precipitates on Portevin-Le Châtelier effect of Ni-based superalloys[END_REF][START_REF] Cai | Influence of γ' precipitates on the critical strain and localized deformation of serrated flow in Ni-based superalloys[END_REF][START_REF] Wang | On the γ′ precipitates of the normal and inverse Portevin-Le Châtelier effect in a wrought Ni-base superalloy[END_REF]. Cai et al. explained that these changes were due to a change in the plastic deformation mechanism, which turned from dislocation slip to stacking fault generation [START_REF] Cai | Influence of γ' precipitates on the critical strain and localized deformation of serrated flow in Ni-based superalloys[END_REF]. Obviously, this mechanism cannot be applied in the AlMg system of the present study. On the other hand, to the authors' knowledge, no attention is paid on the influence of precipitate size (i.e. the effect of different precipitate-dislocation interactions) on PLC behavior without considering the variation of solute concentration. This impedes drawing clear conclusions about the influence of precipitates on the PLC behavior.

The well-known mechanisms between precipitates and dislocations are shearing (for shearable precipitates) and bypassing mechanisms (for nonshearable precipitates) [START_REF] Ardell | Precipitation hardening[END_REF][START_REF] Gladman | Precipitation hardening in metals[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Knipling | Ambient-and high-temperature mechanical properties of isochronally aged Al-0.06Sc, Al-0.06Zr and Al-0.06Sc-0.06Zr (at.%) alloys[END_REF][START_REF] Hull | Introduction to dislocations[END_REF][START_REF] Fan | Origin of double-peak precipitation hardening in metallic alloys[END_REF][START_REF] Ming | Realizing strength-ductility combination of coarse-grained Al0.2Co1.5CrFeNi1.5Ti0.3 alloy via nano-sized, coherent precipitates[END_REF][START_REF] Barnett | An Orowan precipitate strengthening equation for mechanical twinning in Mg[END_REF][START_REF] Xu | Nanoscale precipitation and its influence on strengthening mechanisms in an ultra-high strength low-carbon steel[END_REF][START_REF] Chen | Experimental and modelling assessment of ductility in a precipitation hardening AlMgScZr alloy[END_REF]. The influence of precipitates on the PLC behavior lies in revealing the mechanisms of appearance of precipitates on existing dislocation-dislocation and dislocation-solute interactions. In view of current problems, we design the AlMgScZr alloy system with the Al3(Sc, Zr) precipitates on AlMg matrix to quantitatively study the effects of shearable and nonshearable precipitates on PLC behavior with the aid of experimental characterization in this study. The advantage of this alloy is that the solute Mg concentration keeps unchanged when Al3(Sc, Zr) precipitates occur, which avoids the influence of solute concentration variation on PLC (It is because the interaction of Mg atoms and dislocations is the one which leads to PLC phenomenon).

The shearable and nonshearable Al3(Sc, Zr) precipitates can be obtained through controlling heat treatment, and their quantitative characterization can be easily obtained by transmission electron microscopy (TEM) and small angle neutron scattering (SANS) techniques due to its good uniform dispersion, spherical shape and thermal stability [START_REF] Fuller | Mechanical properties of Al(Sc, Zr) alloys at ambient and elevated temperatures[END_REF][START_REF] Clouet | Complex precipitation pathways in multicomponent alloys[END_REF][START_REF] Voorhees | Alloys: Scandium overtakes zirconium[END_REF][START_REF] Deschamps | In situ small-angle scattering study of the precipitation kinetics in an Al-Zr-Sc alloy[END_REF][START_REF] Deschamps | On the validity of simple precipitate size measurements by small-angle scattering in metallic systems[END_REF][START_REF] Chen | Experimental and modelling assessment of ductility in a precipitation hardening AlMgScZr alloy[END_REF]. In this study, we focus our attention on effects of different dislocation-precipitate interactions (shearing and bypassing mechanisms) on PLC behavior including propagation behavior of PLC band without considering the variation of solute concentration, which has not been reported to our knowledge. We will demonstrate the reason of the influence of dislocation-precipitate interaction on PLC behavior with considering different strengthening mechanisms based on the quantitative characterization on dislocation density measured by synchrotron radiation X-ray diffraction.

Materials and methods

Two cast AlMg and AlMgScZr alloys were used. The chemical compositions in wt.% of AlMg and AlMgScZr are Al-5.7%Mg and Al-5.4%Mg-0.2%Sc-0.15%Zr, respectively. The AlMg alloy was first homogenized at 813 K for 24 h and then extruded at 623 K with a ratio of 10:1. It is known that Al3(Sc, Zr) precipitates nucleate at aging temperatures higher than 598 K [START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Knipling | Ambient-and high-temperature mechanical properties of isochronally aged Al-0.06Sc, Al-0.06Zr and Al-0.06Sc-0.06Zr (at.%) alloys[END_REF], for which reason the cast AlMgScZr alloys were first aged at 623 K, 773 K for 3h and at 813 K for 24h correspondingly, with the purpose of obtaining shearable and nonshearable Al3(Sc, Zr) precipitates. After aging, the AlMgScZr alloys were also extruded at 623 K with an extrusion ratio of 10:1. TEM samples were extracted from the AlMg and AlMgScZr extrusion specimens, which were polished mechanically, followed by electrochemical polishing by using a twin-jet polishing unit with a mixed solution of 1/3 methanol and 2/3 nitric acid. TEM experiments were carried out using a high-resolution Cs-corrected FEI Themis microscope operating at 300 kV and a JOEM-2100F operating at 200 kV. The quantitative characterization on precipitates is necessary in the discussion of different dislocation-precipitate interactions on PLC behaviors, which was obtained by SANS.

The SANS experiment was performed on the SANS instrument at China Spallation Neutron Source (CSNS) [START_REF] Ke | The time-of-flight small-angle neutron spectrometer at China spallation neutron source[END_REF]. The detailed information about SANS and data fitting process can be found in reference [START_REF] Chen | Experimental and modelling assessment of ductility in a precipitation hardening AlMgScZr alloy[END_REF].

The tensile deformation of heat-treated AlMg and AlMgScZr alloys was carried out at room temperature (298 K) using strain rates between 5×10 -1 -1.0×10 -6 s -1 . The gauge section of tensile specimens with dog-bone shape was 15×3×2 mm 3 . The dislocation densities of extruded AlMg and AlMgScZr alloys were determined by high resolution X-ray diffraction line profile analysis (XLPA), which were measured by synchrotron radiation X-ray diffraction (SRXRD) conducted at BL14B1 beamline in Shanghai Synchrotron Radiation Facility (SSRF). The average dislocation density was determined from the asymptotic behavior of the second and fourth-order restricted moments [Borb é ly and Groma, 2001] of the intensity distribution corresponding to the 200, 220 and 311 diffraction peaks of the samples. the dislocation density in this study is determined by variance method. The asymptotic behavior of the variance in our method does not depend on dislocation arrangement [START_REF] Kalácska | Comparison of the dislocation density obtained by HR-EBSD and X-ray profile analysis[END_REF]. This is because the asymptotic behavior is only influenced by the strain field in the vicinity of dislocations and not by the dislocation arrangement (dislocations far away). This is a well-known property of the Fourier transform linking small distances in the real space (close to dislocations) to large distances in the wave vector space (the tails of the diffraction peak). Therefore, the determined total dislocation density by SRXRD is reliable, although the distribution of dislocation is non-uniform in AlMgScZr-623K/3h alloy (seen discussion section). The detailed information about variance method is shown in supplementary materials.

Results and analysis

Quantitative characterization of Al3(Sc, Zr) precipitates

Fig. 1 shows dark-field TEM images of Al3(Sc, Zr) precipitates and the corresponding selected area electron diffraction (SAED) patterns for AlMgScZr-623K/3h, AlMgScZr-773K/3h and AlMgScZr-813K/24h alloys. The precipitates have a spherical shape and are distributed relatively uniformly in the aluminum matrix (Fig. 1). Fig. 2 shows the curves of scattering intensity I versus scattering vector q captured by SANS and the corresponding raw two-dimensional scattering data for these three kinds of AlMgScZr alloys. The mean radius, volume fraction and precipitate inter-distance obtained from SANS are shown in Table 1. The results in Table 1 reveal that precipitate size increases with increasing aging temperature and mean radius is about 2.5, 10.2 and 22.6 nm for AlMgScZr-623K/3h, AlMgScZr-773K/3h, AlMgScZr-813K/24h alloys. The corresponding volume fraction of these three samples is about 0.46%, 0.42% and 0.40%, which remains practically unchanged considering the error of the evaluation of about 10%. The results also show that the increase of precipitate size leads to an increase of inter-precipitate distance (Table 1) [START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Knipling | Ambient-and high-temperature mechanical properties of isochronally aged Al-0.06Sc, Al-0.06Zr and Al-0.06Sc-0.06Zr (at.%) alloys[END_REF]. The quantitative information on Al3(Sc, Zr) (average radius and volume fraction) obtained by TEM and SANS is close to the previous results for the Al-Sc-Zr systems [START_REF] Seidman | Precipitation strengthening at ambient and elevated temperatures of heat-treatable Al(Sc) alloys[END_REF][START_REF] Fuller | Mechanical properties of Al(Sc, Zr) alloys at ambient and elevated temperatures[END_REF][START_REF] Clouet | Precipitation kinetics of Al3Zr and Al3Sc in aluminum alloys modeled with cluster dynamics[END_REF][START_REF] Marquis | Coarsening kinetics of nanoscale Al3Sc precipitates in an Al-Mg-Sc alloy[END_REF][START_REF] Deschamps | In situ small-angle scattering study of the precipitation kinetics in an Al-Zr-Sc alloy[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Taendl | Influence of the degree of scandium supersaturation on the precipitation kinetics of rapidly solidified Al-Mg-Sc-Zr alloys[END_REF]. It can be seen from Table 1 that the precipitate radius for AlMgScZr-623K/3h alloy is smaller than 3 nm (the critical radius between shearable and nonshearable precipitates is about 3-4 nm [START_REF] Fazeli | Modeling the effect of Al3Sc precipitates on the yield stress and work hardening of an Al-Mg-Sc alloy[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Lai | Precipitation strengthening of Al-B4C metal matrix composites alloyed with Sc and Zr[END_REF][START_REF] Okle | Effect of micro-additions of Ge, In or Sn on precipitation in dilute Al-Sc-Zr alloys[END_REF][START_REF] Chen | Experimental and modelling assessment of ductility in a precipitation hardening AlMgScZr alloy[END_REF], thus the precipitates in this alloy are defined as shearable precipitates. Analogously, the precipitates in AlMgScZr-773K/3h and AlMgScZr-813K/24h alloys are defined as nonshearable precipitates. In order to verify that the above definition on precipitates in the three AlMgScZr alloys are reasonable, their strengthening effect are quantified by comparing model prediction and experimental results, as discussed in 4.1 section.

The model prediction and experimental results are in good agreement within experimental accuracy, further demonstrating the precipitates in AlMgScZr-623K/3h alloy are shearable as well as in AlMgScZr-773K/3h and AlMgScZr-813K/3h alloys are nonshearable. Table 1 Quantitative information on precipitates provided by SANS and precipitate attribute. The critical precipitate size between shearable and nonshearable precipitates is about 3-4 nm. When the radius of precipitates is smaller than 3 nm, the precipitates are defined shearable precipitates. When the radius of precipitates is higher than 4 nm, the precipitates are defined as nonshearable precipitates. (e-f)), manifesting that the precipitates are coherent with aluminum matrix. However, lots of interfacial dislocations are observed for the nonshearable precipitates of AlMgScZr-813K/24 alloy (Figs. 3(h-i)) demonstrating that the precipitates are semi-coherent with aluminum matrix. According to previous literature [START_REF] Iwamura | Loss in coherency and coarsening behavior of Al3Sc precipitates[END_REF], the driving force required for the formation of interfacial dislocations mainly results from the elastic energy caused by the lattice misfit. Hence, the appearance of interfacial dislocations indicates loss of coherency [START_REF] Marquis | Nanoscale structural evolution of Al3Sc precipitates in Al(Sc) alloys[END_REF]. It has been shown for the case of Al-Sc alloys that precipitates are coherent with the aluminum matrix when their average radius rave<15 nm, and become semi-coherent when rave>40 nm [START_REF] Iwamura | Loss in coherency and coarsening behavior of Al3Sc precipitates[END_REF]]. In the intermediate stage (15<rave<40 nm), there are coexisting coherent and semi-coherent precipitates1 [START_REF] Iwamura | Loss in coherency and coarsening behavior of Al3Sc precipitates[END_REF]. Therefore, in this study, precipitates are found to be coherent completely with matrix for AlMgScZr-623K/3h and AlMgScZr-773K/3h alloys, but the coherent and semi-coherent precipitates coexist for AlMgScZr-813K/24h alloy.

Samples

Deformation curves of AlMg and AlMgScZr alloys

Fig. 4 shows the engineering stress strain curves of the AlMg and three kinds of AlMgScZr alloys deformed at different strain rates. For the AlMg alloy, the PLC phenomenon occurs in a large interval of strain rate spanning from 1.0×10 -1 s -1 to 1.0×10 -6 s -1 (Fig. 4 The corresponding strain-rate ranges for the occurrence of PLC phenomenon are 1.0×10 -1 -2.5×10 -4 s -1 , 1.0×10 -1 -1.0×10 -5 s -1 and 1.0×10 -1 -1.0×10 -6 s -1 . Fig. 5 shows the magnified figures of serrated flow of AlMg and three AlMgScZr alloys.

From Fig. 5, the PLC phenomenon is manifested by approximately upward stress steps, followed by a stress plateau when strain rate is higher than 1.0×10 -2 s -1 , which is similar to the previous studies [START_REF] Böhlke | Geometrically non-linear modeling of the Portevin-Le Chatelier effect[END_REF][START_REF] Duan | The influence of nanosized precipitates on Portevin-Le Chatelier bands and surface roughness in AlMgScZr alloy[END_REF]. When strain rate is less than 1.0×10 -2 s -1 , the PLC appears like saw-like serrations. Type A, B and C PLC bands are identified from the stress strain curves, and they appear at high, middle and low strain rates respectively (the mixed type A+B is also observed) both

for AlMg and three AlMgScZr alloys. Upward steps, locking serrations and unlocking serrations are visible in magnified regions of the deformation curves (Fig. 5).

Figs. 6(a-d) show the variation of critical strain versus strain rate for AlMg and three AlMgScZr alloys. It can be seen that the relation between the critical strain for the onset of PLC and strain rate is non-monotonic for AlMg and three AlMgScZr alloys. Both the "normal" behavior (the critical strain for the occurrence of PLC increases with the increase in strain rate) and "inverse" behavior (the critical strain for the onset of PLC decreases with the increase in strain rate) are observed for these four materials. Moreover, the type A and A+B/B bands belongs to normal behavior, while the type C band belongs to inverse behavior (Figs. 6(a-d)). The critical strain rate for normal and inverse behaviors, the propagation behaviors of PLC bands as well as the serration amplitude all change with the shearable precipitates becoming nonshearable precipitates, which will be analyzed in details in the following section. AlMgScZr-623K/3h (shearable precipitates), (c) AlMgScZr-773K/3h (nonshearable precipitates), (d) AlMgScZr-813K/24h (nonshearable precipitates). For a better view, all curves are vertically displaced by 30-50 MPa and the end of the curves is cut. The upper critical strain rate for the occurrence of PLC is 1.0×10 -1 s -1 for AlMg and three AlMgScZr alloys. The lower critical strain rates for the occurrence of PLC are 2.5×10 -4 s -1 , 1.0×10 -5 s -1 for AlMgScZr-623K/3h, AlMgScZr-773K/3h alloys. The lower critical strain rate for the occurrence of PLC is smaller than 1.0×10 -6 s -1 for AlMg and AlMgScZr-813K/24 alloys (Due to the limited tensile condition, we cannot determine the detailed lower values of strain rate for the occurrence of PLC for these two alloys). AlMgScZr-813K/24h alloy. For every column, type A (upward steps) first turns to type A+B, then to type B and final to type C (unlocking serrations) with the decrease of strain rate (from top to bottom). The "Δσ" in the (f) denotes the serration amplitude, which is described in 3.3.3 section.

PLC behavior of AlMg and AlMgScZr alloys

Influence of the precipitates on onset strain and strain-rate range of PLC

The variations of critical strain and critical strain-rate range of PLC in AlMg and three AlMgScZr alloys is illustrated in Fig. 6 and Table 2. For the AlMg alloy, the strain rate dependence of critical strain exhibits normal behavior in the 5.0×10 -4 -1.0×10 -1 s -1 range and an inverse behavior in the 1.0×10 -6 -5.0×10 -4 s -1 range, as shown in Fig. 6(a) and Table 2. This non-monotonous behavior is also observed for AlMgScZr alloy with precipitates, but the onset strain and strain-rate ranges of PLC change due to the presence of precipitates , (e-l) and Table 2). In the normal behavior, shearable precipitates decrease the onset strain of PLC obviously, but this onset strain increases again with the shearable precipitates being replaced by nonshearable precipitates (Figs. 6(e-h)). However, the precipitates have an opposite effect on the onset strain in the inverse behavior regime. That is the shearable precipitates first increase the onset strain significantly, then the onset strain decreases when shearable precipitates become nonshearable precipitates (Figs. 6(i-l)). (e-h) comparison of critical strain for above alloys at different strain rates for normal behavior: (e) 1.0×10 -1 s -1 , (f) 5.0×10 -2 s -1 , (g) 1.0×10 -2 s -1 , (h) 5.0×10 -3 s -1 ; (i-l) comparison of critical strain for above alloys at different strain rates for inverse behavior: (i) 5.0×10 -4 s -1 , (j) 2.5×10 -4 s -1 , (k) 1.0×10 -4 s -1 (PLC disappears for AlMgScZr-623K/3h alloy), (l) 7.5×10 -5 s -1 (PLC disappears for AlMgScZr-623K/3h alloy). Critical strain rate (s -1 ) AlMg (without precipitates) 5.0×10 -4 -1.0×10 -1 1.0×10 -6 -5.0×10 -4 5.0×10 -4

AlMgScZr-623K/3h (shearable precipitates) 2.5×10 -3 -1.0×10 -1 2.5×10 -4 -2.5×10 -3 2.5×10 -3

AlMgScZr-773K/3h (nonshearable precipitates)

1.0×10 -3 -1.0×10 -1 1.0×10 -5 -1.0×10 -3 1.0×10 -3 AlMgScZr-813K/24h (nonshearable precipitates) 7.5×10 -4 -1.0×10 -1 1.0×10 -6 -7.5×10 -4 7.5×10 -4
The critical strain rate for which one observes a transition between normal and inverse behaviors increases evidently when shearable precipitates are introduced.

With increasing the precipitate size (from shearable to nonshearable), this critical strain rate decreases continuously and comes back to almost the value observed in the AlMg alloy when the size of nonshearable precipitate is very large (Table 2). On the other hand, by comparing AlMg and AlMgScZr-623K/3h alloys, the strain-rate range reduces from 1.0×10 -1 -1.0×10 -6 s -1 to 1.0×10 -1 -2.5×10 -4 s -1 with the introduction of shearable precipitates (Table 2). However, the strain-rate range expands when shearable precipitates are replaced by nonshearable precipitates. Finally this strain-rate range becomes similar to that of the AlMg alloy when the nonshearable precipitate size is very large (for AlMgScZr-813K/24h alloy). It can be seen that the influence of precipitates on strain-rate range is mainly focused on the lower critical strain rate (the lowest strain rate for the appearance of PLC). That is the first increase and then decrease of lower critical strain rate lead to narrowing and expansion of strain-rate range with the introduction of shearable precipitates and subsequent growing into nonshearable precipitates. Therefore, it is concluded that shearable precipitates inhibit the PLC phenomenon at lower strain rate, but this inhibition effect is eliminated gradually when shearable precipitates become nonshearable by coarsening.

Influence of the precipitates on the propagation behavior of PLC bands

It is generally accepted that with the decrease in strain rate type A bands turn into type B and finally form type C bands [START_REF] Mogucheva | Effect of grain refinement on jerky flow in an Al-Mg-Sc alloy[END_REF][START_REF] Zhang | Serration and noise behaviors in materials[END_REF].

The corresponding serrations or steps of type A are periodic, and the serrations are usually locking serrations [START_REF] Jiang | Three types of Portevin-Le Chatelier effects: Experiment and modelling[END_REF][START_REF] Hu | Thermal analyses and simulations of the type A and type B Portevin-Le Chatelier effects in an Al-Mg alloy[END_REF][START_REF] Zhemchuzhnikova | Unusual behavior of the Portevin-Le Chatelier effect in an AlMg alloy containing precipitates[END_REF][START_REF] Zhang | Serration and noise behaviors in materials[END_REF] (Figs. 5(a), (g), (m) and (s)). The locking serrations are characterized by an abrupt rise, followed by a drop to the general level of the deformation curve. Type B bands propagate over short distances discontinuously along the gauge direction and then disappear [START_REF] Jiang | Three types of Portevin-Le Chatelier effects: Experiment and modelling[END_REF][START_REF] Hu | Thermal analyses and simulations of the type A and type B Portevin-Le Chatelier effects in an Al-Mg alloy[END_REF][START_REF] Zhemchuzhnikova | Unusual behavior of the Portevin-Le Chatelier effect in an AlMg alloy containing precipitates[END_REF]. The corresponding serrations are locking and oscillating, as shown in Figs. 5(e), (k), (q) and (w). The serrations corresponding to type C bands are drops in the stress that occur below the general level of the stress strain curve and therefore are considered to be caused by dislocation unlocking [START_REF] Mccormick | The form and initiation of serrated yielding in an Al-Mg2Si alloy[END_REF][McCormick et al., , 1972b;;[START_REF] Jiang | Three types of Portevin-Le Chatelier effects: Experiment and modelling[END_REF][START_REF] Fu | Two mechanisms for the normal and inverse behaviors of the critical strain for the Portevin-Le Chatelier effect[END_REF][START_REF] Zhemchuzhnikova | Unusual behavior of the Portevin-Le Chatelier effect in an AlMg alloy containing precipitates[END_REF] only the strain-rate ranges for the appearance of PLC bands, which is depicted in Figs.

6(a-d).

It can be seen from Fig. 6(a-d) that the type B bands of AlMg sample (in 5.0×10 -4 -2.5×10 -3 s -1 strain-rate range) turn to type C band when shearable precipitates are introduced, and the type B bands of AlMg sample (in 2.5×10 -3 -1.0×10 -2 s -1 strain-rate range) remain. It is demonstrated that the shearable precipitates increase the lower strain rate for the appearance of type C band. With shearable precipitates being replaced by nonshearable precipitates, the lower strain rate for the occurrence of type C band decreases, gradually approaching to that of the AlMg alloy when precipitate size is very large (for AlMgScZr-813K/24h alloy).

Influence of the precipitates on serration amplitude

The serration amplitude is defined as the height of stress drop, corresponding to the vertical distance between a given local maximum and the latter local minimum on the deformation curve [START_REF] Pink | Serrated flow in a ferritic stainless steel[END_REF][START_REF] Klose | Analysis of Portevin-Le Chatelier serrations of type B in Al-Mg[END_REF][START_REF] Zhang | Serration and noise behaviors in materials[END_REF], as shown in Fig. 5(f). Fig. 7 shows the variation of the serration amplitude versus strain at normal behavior (at higher strain rate). It is found that the serration amplitude largely increases in case of shearable precipitates and decreases with shearable precipitates becoming nonshearable precipitates (Fig. 7). As the strain range for the appearance PLC is narrow for both AlMg and three AlMgScZr alloys (especially for AlMgScZr-623K/3h, Figs. 4 and6) in inverse behavior, we do not establish the dependence of serration amplitude versus strain like Fig. 7. We only compare the serration amplitudes of four alloys at a fixed strain, as shown in Fig. 8. It can be seen that the serration amplitude increases with the presence of shearable precipitates, while it decreases when shearable precipitates become nonshearable precipitates. The variation of serration amplitude with the presence of shearable precipitates and subsequent growing into nonshearable at inverse behavior is similar to that at normal behavior.

No matter for normal behavior or inverse behavior, the magnitude of the serration amplitude manifests a measure for the strength of solutes locking the dislocations [START_REF] Zhang | Serration and noise behaviors in materials[END_REF]. Longer dislocation waiting times are associated with lower nominal strain rates, which allow for more solute diffusion [McCormick, 1972a;[START_REF] Zhang | Serration and noise behaviors in materials[END_REF]. Therefore, the waiting time of mobile dislocations influences the serration amplitude. Concerning the above mechanism, it is reasonable to link the different precipitate-dislocation interaction mechanisms to the serration amplitude, which will be discussed in the following. 

Discussion

Strengthening effect induced by Al3(Sc, Zr) precipitates

It has been reported that the interaction between dislocation and precipitate changes from the shearing mechanism to the Oworan bypassing mechanism with the increase of precipitate size [START_REF] Ardell | Precipitation hardening[END_REF][START_REF] Gladman | Precipitation hardening in metals[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Ma | Mechanical behavior and strengthening mechanisms in ultrafine grain precipitation-strengthened aluminum alloy[END_REF][START_REF] Ming | Realizing strength-ductility combination of coarse-grained Al0.2Co1.5CrFeNi1.5Ti0.3 alloy via nano-sized, coherent precipitates[END_REF]. When precipitate size is small, the dislocations can shear the precipitate, thus the dominant strengthening mechanism is the shearing mechanism. In general, the shearing mechanisms mainly include modulus strengthening, coherent strengthening and order strengthening [START_REF] Ardell | Precipitation hardening[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Ma | Mechanical behavior and strengthening mechanisms in ultrafine grain precipitation-strengthened aluminum alloy[END_REF].

Firstly, the modulus strengthening, mod σ , due to the difference of shear modulus between precipitate and aluminum matrix, is given by [START_REF] Ardell | Precipitation hardening[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Ma | Mechanical behavior and strengthening mechanisms in ultrafine grain precipitation-strengthened aluminum alloy[END_REF][START_REF] Luca | Effects of Mo and Mn microadditions on strengthening and over-aging resistance of nanoprecipitation-strengthened Al-Zr-Sc-Er-Si alloys[END_REF]:

3/2 1/2 3 /2 1 mod 0.0055( ) ( / ) ( / ) m M G T b R b σ φ - = ⋅ ∆ ⋅ ( 1 
)
where M is Taylor factor, and M = 3.06 for face-centered cubic (FCC) polycrystal materials; ∆G is difference on shear modulus between precipitates Gp (Gp=78 GPa for Al3Sc precipitate) and aluminium matrix Gm (Gm = 26.2 GPa for aluminium matrix), thus one has ∆G = 41.8 GPa in this study; ϕ and R are the volume fraction and average radius of precipitates, which can be seen in Table 1; b is the Burgers vector, and b = 0.286 nm for aluminum; T is the line tension of dislocation, and T = 0.5Gb 2 = 1.072×10 -9 N; m is a constant, and m = 0.85.

Secondly, the coherent strengthening, coh σ , due to the elastic strain field interactions between coherent precipitates and dislocations, is given by [START_REF] Ardell | Precipitation hardening[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Ma | Mechanical behavior and strengthening mechanisms in ultrafine grain precipitation-strengthened aluminum alloy[END_REF][START_REF] Luca | Effects of Mo and Mn microadditions on strengthening and over-aging resistance of nanoprecipitation-strengthened Al-Zr-Sc-Er-Si alloys[END_REF]:

3/2 1/2 coh ( ) ( / ) m M G R b T σ χ ξ φ = ⋅ ⋅ ( 2 
)
where χ is a constant, and 2.6 χ = ; ξ is a misfit parameter, which describes the misfit degree between precipitate and dislocation, and 0.0179 ξ = .

Thirdly, the order strengthening, ord σ , resulting from the formation of antiphase boundaries (APBs), occurs when the mobile dislocations shear the ordered precipitate, which is shown as [START_REF] Ardell | Precipitation hardening[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Ma | Mechanical behavior and strengthening mechanisms in ultrafine grain precipitation-strengthened aluminum alloy[END_REF][START_REF] Luca | Effects of Mo and Mn microadditions on strengthening and over-aging resistance of nanoprecipitation-strengthened Al-Zr-Sc-Er-Si alloys[END_REF] 1.

For Al-Sc-Zr based alloy systems, the dominant precipitation strengthening mechanism depends on the average radius of precipitate [START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Lai | Precipitation strengthening of Al-B4C metal matrix composites alloyed with Sc and Zr[END_REF][START_REF] Luca | Effects of Mo and Mn microadditions on strengthening and over-aging resistance of nanoprecipitation-strengthened Al-Zr-Sc-Er-Si alloys[END_REF][START_REF] Okle | Effect of micro-additions of Ge, In or Sn on precipitation in dilute Al-Sc-Zr alloys[END_REF]. For smaller precipitates

( 1 R R < )
modulus plus coherency effects are dominant, while above R1 and below R2, order strengthening becomes important. If the precipitate size overcomes a certain limit

( 2 R R > )
, order strengthening is replaced by the strengthening effect associated with the Orowan bypassing mechanism. The increase in strength as a function of precipitate size can thus be summarized as follows:

1 1 2 2 2 2 mod coh ord oro < < < > , , , R R R R R R R σ σ σ σ σ  +   ∆ =     . ( 5 
)
Here R1 is the critical radius between combined modulus-coherent strengthening and order strengthening; R2 is the critical radius between order strengthening (or shearing mechanism) and Orowan strengthening. According to previous studies [START_REF] Fazeli | Modeling the effect of Al3Sc precipitates on the yield stress and work hardening of an Al-Mg-Sc alloy[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Okle | Effect of micro-additions of Ge, In or Sn on precipitation in dilute Al-Sc-Zr alloys[END_REF][START_REF] Chen | Experimental and modelling assessment of ductility in a precipitation hardening AlMgScZr alloy[END_REF], R1≈1.2 nm and R2≈3-4 nm for Al-Sc-Zr alloy [START_REF] Fazeli | Modeling the effect of Al3Sc precipitates on the yield stress and work hardening of an Al-Mg-Sc alloy[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Knipling | Ambient-and high-temperature mechanical properties of isochronally aged Al-0.06Sc, Al-0.06Zr and Al-0.06Sc-0.06Zr (at.%) alloys[END_REF][START_REF] Lai | Precipitation strengthening of Al-B4C metal matrix composites alloyed with Sc and Zr[END_REF][START_REF] Luca | Effects of Mo and Mn microadditions on strengthening and over-aging resistance of nanoprecipitation-strengthened Al-Zr-Sc-Er-Si alloys[END_REF][START_REF] Okle | Effect of micro-additions of Ge, In or Sn on precipitation in dilute Al-Sc-Zr alloys[END_REF]. Besides, we calculate the critical radius Rc, for the transition between the shearing and bypassing mechanisms, which according to reference [START_REF] Bréchet | Precipitation hardening and strain localization: instabilities induced by geometrical shearing or by chemical reversion[END_REF]]:
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where Г is the line tension of dislocation; γ is the interface energy. It can be seen that Rc not only depends on the alloy system (Г) and precipitate type ( γ ), but also depends on the volume fraction of precipitates. Generally, the value of ϕ is much smaller than π for Al-Sc or Al-Sc-Zr alloys, thus Rc mainly depends on Г and γ .

According to Eq. ( 6), the calculated Rc = 2.8 nm for Al3Sc precipitate (for (111) plane, are close to those given by references [START_REF] Fazeli | Modeling the effect of Al3Sc precipitates on the yield stress and work hardening of an Al-Mg-Sc alloy[END_REF][START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF][START_REF] Lai | Precipitation strengthening of Al-B4C metal matrix composites alloyed with Sc and Zr[END_REF][START_REF] Okle | Effect of micro-additions of Ge, In or Sn on precipitation in dilute Al-Sc-Zr alloys[END_REF], further supporting that the 3 nm is a reasonable value for the critical size between shearing and bypassing mechanisms for Al-Sc-Zr alloy.

According to Eq. ( 5), the dominant strengthening mechanism in AlMgScZr-623K/3h alloy is order strengthening, since the average size is 2.5 nm and belongs to (R1, R2) range. Similarly, the dominant strengthening mechanisms in AlMgScZr-773K/3h and AlMgScZr-813K/24h alloys are Orowan bypassing mechanisms, since their average radius sizes (10.2 and 22.6 nm) are larger than R2.

In order to verify that the determined strengthening mechanisms are reliable, the results between experiments and strengthening model prediction are compared. Table 3 shows the yield stress of AlMg and three AlMgScZr alloys at different strain rates.

The estimated yield stress increment as a function of precipitate size is shown in Fig. 9 together with the experimental values obtained in this work. For AlMgScZr-623K/3h sample (Fig. 9(a)), the predicted values by combined modulus-coherent strengthening, order strengthening and Orowan strengthening are 210, 159, 190 MPa, respectively. The experimental value is about 140 MPa, which is close to the prediction of order strengthening. Thus, it is further verify that the dominant strengthening mechanism in AlMgScZr-623K/3h alloy is the order strengthening. The experimental value is slightly smaller than the prediction of order strengthening, which is due to the overestimated APBs energy of Al3Sc precipitate.

Our results are similar to that of Knipling et al. who reported that the calculated value is higher than the experimental one due to the slightly overestimated APBs energy [START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF]. For AlMgScZr-773K/3h and AlMgScZr-813K/24h samples (Figs. 9(b) and (c)), the predicted values by combined modulus-coherent strengthening and order strengthening are much higher than experimental values.

While the predicted values by Orowan strengthening are very close to the experimental values. Thus, it is further proved that the dominant strengthening mechanisms are Orowan strengthening for these two samples.

In general, it can be confirmed that the interaction mechanisms between precipitate and dislocation for three AlMgScZr alloys, providing the theoretical basis for analyzing the influence of precipitates on dislocation motion, distribution and multiplication, and finally providing a good theoretical support for studying the influence of precipitates on the PLC behavior. σ , and oro σ as the true strengthening increment according to the previous study [START_REF] Knipling | Precipitation evolution in Al-0.1Sc, Al-0.1Zr and Al-0.1Sc-0.1Zr (at.%) alloys during isochronal aging[END_REF]. The solid symbols in (a-c) represent the yield stress increment obtained from tensile tests. The empty symbols in (a-c) refer to predictions for a certain precipitate radius and volume fraction obtained from SANS:

(a) R = 2.5 nm, ϕ=0.46%; (b) R = 10.2 nm, ϕ=0.42%; (c) R = 22.6 nm, ϕ=0.40%.

Effects of precipitates on dislocation motion, distribution and multiplication

The strengthening induced by Al3(Sc, Zr) precipitates is quantified in the 4.1 section, proving the different precipitate-dislocation mechanisms for different AlMgScZr samples in this study. According to Fig. 9, order strengthening dominates in the AlMgScZr-623K/3h alloy demonstrating that matrix dislocations shear ordered precipitates and create antiphase boundaries (APBs) on the slip plane in the precipitate. Moreover, Fig. 10 shows the precipitate structure of AlMgScZr-623K/3h alloy after a certain degree of tensile strain (5%). It can be evidently seen that the precipitates are sheared by dislocations in Fig. 10. The APBs energy per unit area can also be interpreted as the force per unit length opposing the dislocation motion when it penetrates the precipitate. During this process, dislocations travel in pairs (so called "superdislocations"), the second dislocation removes the APBs left by the first one [START_REF] Ardell | Precipitation hardening[END_REF]. Recent work of [START_REF] Lefebvre | Tracking the path of dislocations across ordered Al3Zr nano-precipitates in three dimensions[END_REF] precipitates [START_REF] Poole | The shearable-non-shearable transition in Al-Mg-Si-Cu precipitation hardening alloys: implications on the distribution of slip, work hardening and fracture[END_REF][START_REF] Xiao | Shearing of γ″ precipitates and formation of planar slip bands in Inconel 718 during cyclic deformation[END_REF][START_REF] Sharma | Studies on the work-hardening behavior of AA2219 under different aging treatments[END_REF][START_REF] Tayon | In-situ study of planar slip in a commercial aluminum-lithium alloy using high energy X-ray diffraction microscopy[END_REF][START_REF] Jaladurgam | Microstructure-dependent deformation behaviour of a low γ′ volume fraction Ni-base superalloy studied by in-situ neutron diffraction[END_REF][START_REF] Chen | Experimental and modelling assessment of ductility in a precipitation hardening AlMgScZr alloy[END_REF], which makes the distribution of dislocations extremely non-uniform. Due to the formation of slip bands, the strain is distributed in a limited volume for the AlMgScZr-623K/3h alloy with shearable precipitates. As a result, the local strain rate and the resultant local strain in the AlMgScZr-623K/3h alloy is higher than the macroscopic equivalent strain. Therefore, although single shearable precipitate cannot accumulate dislocations directly, the shearing process of such precipitates can store a large number of dislocations by the formation of slip bands.

With the shearable precipitates becoming nonshearable precipitates, the dislocation shearing mechanism is replaced by dislocation bypassing mechanism (for AlMgScZr-773K/3h and AlMgScZr-813K/24h samples). This process leaves Orowan loops around the nonshearable precipitates. The dislocations are distributed relative homogeneously during tensile deformation, which is different from that of AlMgScZr-623K/3h alloy with shearable precipitates, as shown in Figs. 12(b) and (c).

It should be noted that the dislocations are also distributed uniformly for the AlMg sample without precipitates (Fig. 12(a)). Our results are similar to Poole et al. who reported that the shearable and nonshearable precipitates had distinct effects on dislocation distribution through different precipitate-dislocation interactions [START_REF] Poole | The shearable-non-shearable transition in Al-Mg-Si-Cu precipitation hardening alloys: implications on the distribution of slip, work hardening and fracture[END_REF].

In order to quantitatively evaluate the dislocation density caused by precipitates, the dislocation densities of AlMg, AlMgScZr-623K/3h, AlMgScZr-773K/3h and AlMgScZr-813K/24h were evaluated by XLPA (the detailed evaluation procedure can be found in reference [START_REF] Borbély | Variance method for the evaluation of particle size and dislocation density from x-ray Bragg peaks[END_REF]). The corresponding (200) peak profiles (as an example) and variations of dislocation densities versus tensile strain are shown in Fig. 13. The dislocation density of the AlMgScZr-623K/3h sample is larger by one order of magnitude compared with that of the AlMg alloy. Dislocation density decreases when shearable precipitates become nonshearable precipitates. The results are in very good agreement with the TEM images (Figs. 11 and12). It should be noted that the AlMgScZr-623K/3h alloy has the highest dislocation density in all studied alloys, which is mainly due to its higher initial dislocation density retained during hot extrusion. Although the increment on dislocation density in AlMgScZr-623K/3h alloy at the beginning stage of tensile deformation is higher than the others, the differences on dislocation density increment caused by tensile deformation for these four samples are relatively small. The AlMgScZr-623K/3h alloy with shearable precipitates has a higher dislocation density storage after hot extrusion deformation, which is mainly due to the fact that the shearable precipitates have stronger pinning effect on dislocations [START_REF] Humphreys | Recrystallization and related annealing phenomena[END_REF][START_REF] Fazeli | Modeling the effect of Al3Sc precipitates on the yield stress and work hardening of an Al-Mg-Sc alloy[END_REF]. Thus, more dislocations can be retained during hot extrusion. The dislocations in AlMg alloy without precipitates cannot be arrested and pinned effectively by precipitates, thus the AlMg alloy has the lowest dislocation density storage after hot extrusion. Compared with AlMg alloy, the AlMgScZr-773K/3h and AlMgScZr-813K/24 alloys have a higher density of dislocation storage due to pinning effect by the nonshearable precipitates, but their stored dislocation densities are smaller than that of AlMgScZr-623K/3h alloy, for their pinning effect on dislocations is weaker than that of shearable precipitates [START_REF] Fazeli | Modeling the effect of Al3Sc precipitates on the yield stress and work hardening of an Al-Mg-Sc alloy[END_REF]. (n-s) corresponding dark TEM images of (h-m) with dual beam diffraction (g= 022 ). Here the red full lines in (a-f) refer to the slip bands due to dislocation shearing precipitates. The slip bands labelled by red arrows in the (a-f), (g-l) and (m-s) are the same slip bands.

The cyan dotted lines refer to the parallel dislocation lines, and the dashed white lines denote grain boundaries. The TEM images of all samples after 5% tensile strain are presented to demonstrate the magnitude of dislocation density and dislocation distribution after tensile deformation (Figs. 11 and 12). For AlMgScZr-623K/3h alloy, after tensile deformation, lots of slip bands is observed in microstructure, and dislocations pile up inside these slip bands. It is reasonable to infer that the retained dislocations during hot extrusion can move along a specific direction to form slip bands due to the shearing mechanism between precipitates and dislocations (this process may also contain lots of new dislocations generated during tension). On the other hand, once the dislocations move and form slip bands, these dislocations are difficult to be annihilated during tension. This is because most of these dislocations inside slip bands have the same Burgers vector (most of dislocations lines are parallel, indicating that these dislocations are of same Burgers vector), thus they are difficult to be annihilated through cross-slip [START_REF] Sandström | On recovery of dislocations in subgrains and subgrain coalescence[END_REF][START_REF] Nes | Recovery revisited[END_REF][START_REF] Xiao | Shearing of γ″ precipitates and formation of planar slip bands in Inconel 718 during cyclic deformation[END_REF]. It should be noted that there are still a considerable number of dislocations outside the slip bands in AlMgScZr-623K/3h alloy, although its local density is much lower than that in slip bands. The measured dislocation density by SRXRD is total dislocation density, which contains the dislocations both inside slip bands and outside the slip bands. For

AlMg and other AlMgScZr alloys, the dislocations distribute more uniformly (Fig. 12), these tangled dislocations usually have different Burgers vectors. Dislocation annihilation is easy to occur when dislocation tangles become complicated, which also limits the rapid increase of dislocation density [START_REF] Verdier | Recovery of AlMg alloys: flow stress and strain-hardening properties[END_REF][START_REF] Kocks | Physics and phenomenology of strain hardening: the FCC case[END_REF]. Thus, although alloys with nonshearable precipitates can accumulate lots of Orowan loops during tension, the total density of dislocations for a given microscopic tensile strain is much smaller (Fig. 13(f)) than in the case of shearable precipitates. The AlMgScZr-623K/3h alloy has the higher dislocation density than AlMg and the other AlMgScZr alloys is more related to the formation of slip bands (dislocations can be stored more effectively inside the local slip bands).

The analysis in Figs. 11, 12 and 13 demonstrates that shearable and nonshearable precipitates have different effects on dislocation storage during tensile deformation by changing dislocation motion and distribution. The change of dislocation distribution and density of stored dislocation for a given macroscopic tensile strain will affect the waiting time of dislocation in the localized bands and diffusion of solute atoms during DSA, thus inevitably influencing the propagating behavior, serration amplitude, onset strain and strain-rate range of PLC, which are discussed as follows. 200), ( 220) and (311) peaks. Here the peaks profiles of ( 220) and ( 311) are omitted for simplicity, since they have similar features to the (200) peaks.

Influence of precipitates on the characteristics of PLC bands

The PLC is due to the interaction between solute atoms and dislocations, which is the process dominated by dislocation pinning and unpinning [START_REF] Kubin | The Portevin-Le Chatelier effect in deformation with constant stress rate[END_REF][START_REF] Rizzi | On the Portevin-Le Chatelier effect: theoretical modeling and numerical results[END_REF]. However, the solute-dislocation interaction mechanisms for the appearance of PLC are different in normal and inverse behavior regimes [START_REF] Chaenock | The initiation of serrated yielding at elevated temperatures[END_REF][START_REF] Soler-Gomez | Serrated flow in gold-indium alloys[END_REF][START_REF] Mccormick | The form and initiation of serrated yielding in an Al-Mg2Si alloy[END_REF]McCormick et al., , 1972b;;[START_REF] Fu | Two mechanisms for the normal and inverse behaviors of the critical strain for the Portevin-Le Chatelier effect[END_REF][START_REF] Zhemchuzhnikova | Unusual behavior of the Portevin-Le Chatelier effect in an AlMg alloy containing precipitates[END_REF][START_REF] Zhang | Serration and noise behaviors in materials[END_REF][START_REF] Geng | Zn/Cu regulated critical strain and serrated flow behavior in Al-Mg alloys[END_REF]. In normal behavior regime (at higher strain rate), the mobile dislocations usually have a higher movement velocity and the solute atoms cannot capture the mobile dislocations due to their relatively lower diffusion rate. When the mobile dislocations are arrested by forest dislocations and other obstacles, the solute atoms have the possibility to capture the mobile dislocations. Only when the solute atoms diffuse to the arrested mobile dislocations during the waiting time does PLC occur. Thus, at normal behavior, the PLC appears in the condition of the solute atoms diffusing to the arrested mobile dislocations and pinning these dislocations. The stress strain curves usually exhibit locking serrations or steps (Figs. 5(a), (c)), and the PLC appears in the form of an abrupt rise. The abrupt rise indicates a process that the solute atoms pin the arrested mobile dislocations, also meaning that the solute atoms pinning the mobile dislocations leads to PLC. Therefore, at this time, the physical mechanism for controlling the appearance of PLC is defined as "dislocation pinning mechanism". On the contrary, in inverse behavior regime (at lower strain rate), the mobile dislocations can be pinned by solute atom atmosphere before the tensile plastic deformation due to the very low velocity of mobile dislocations. The critical condition for the appearance of PLC is the breakaway of mobile dislocations from this atmosphere, which is different from that in normal behavior regime [START_REF] Chaenock | The initiation of serrated yielding at elevated temperatures[END_REF][START_REF] Soler-Gomez | Serrated flow in gold-indium alloys[END_REF][START_REF] Mccormick | The form and initiation of serrated yielding in an Al-Mg2Si alloy[END_REF]McCormick et al., , 1972b;;[START_REF] Fu | Two mechanisms for the normal and inverse behaviors of the critical strain for the Portevin-Le Chatelier effect[END_REF][START_REF] Geng | Zn/Cu regulated critical strain and serrated flow behavior in Al-Mg alloys[END_REF]. The stress strain curves usually manifest unlocking serrations (Fig. 5(f)) for inverse behavior, and the PLC appears in the form of a stress drop. The stress drop indicates a process that the mobile dislocations escape from the pinning of solute atmosphere, meaning that the escape of mobile dislocations from the existing atmosphere also leads to the PLC. The physical mechanism controlling the appearance of PLC is thus defined as "dislocation unpinning mechanism".

It is shown that precipitates influence the transition between A+B/B and C type bands: the corresponding strain rate firstly increases from 5.0×10 -4 s -1 to 2.5×10 -3 s -1

for the AlMgScZr-623K/3h alloy with shearable precipitates followed by a decrease from 2.5×10 -3 s -1 to 7.5×10 -4 s -1 when shearable precipitates become nonshearable precipitates ). These results show that precipitates increase the lower strain rate for the occurrence of type C band. Our results are similar to Cai et al. who manifested that precipitates increase the lower strain rate for the appearance of type C band in Ni-based superalloys [START_REF] Cai | Influence of γ′ precipitates on Portevin-Le Châtelier effect of Ni-based superalloys[END_REF][START_REF] Cai | Influence of γ' precipitates on the critical strain and localized deformation of serrated flow in Ni-based superalloys[END_REF]. Regarding as sites where the dislocations pile up (Fig. 11), shearable precipitates increase the internal stress and favor a change from type B band to type C band with the decrease of strain rate (Figs.

6(a-d))

. The shearable precipitates strongly influence the dynamical mechanisms of local strain propagation, through the localization of dislocation glide (Fig. 11) [START_REF] Mogucheva | Effect of grain refinement on jerky flow in an Al-Mg-Sc alloy[END_REF].

The type C bands are a kind of dislocation unlocking serrations due to the unpinning mechanism between mobile dislocation and solute atoms, while type A and B bands are caused by dislocation pinning mechanism. Shearable precipitates increase the lower strain rate for the formation of type C band (Fig. 6(a-d)), meaning that the shearable precipitates increase the critical strain rate between dislocation unpinning and pinning mechanisms. It is because that, at same strain rate, the high local dislocation density in alloy containing shearable precipitates could enhance the diffusion rate of solute atoms (Fig. 13(f)). On one hand, the higher density of dislocation can reduce the diffusion activation energy and thus enhances the diffusion velocity [START_REF] Legros | Observation of giant diffusivity along dislocation cores[END_REF]. On the other hand, the substitutional solute migration is correlated with the vacancy concentration [START_REF] Picu | Atomistic study of pipe diffusion in Al-Mg alloys[END_REF][START_REF] Picu | Vacancy concentration in Al-Mg solid solutions[END_REF][START_REF] Van Der Ven | Vacancy mediated substitutional diffusion in binary crystalline solids[END_REF]. As such systems with larger dislocation content are more likely to exhibit local vacancy supersaturation which will aid diffusion [ [START_REF] Van Der Ven | Vacancy mediated substitutional diffusion in binary crystalline solids[END_REF]. When the diffusion rate of solute atoms increases, it is much easier to meet the condition of dislocation unpinning (i.e. the diffusion rate of solute atoms is much higher than the velocity of mobile dislocations). At this time, there is no need to decrease the movement velocity of mobile dislocation to meet dislocation unpinning via decreasing the strain rate. Therefore, the shearable precipitates increase the critical strain rate between unpinning and pinning mechanisms by increasing local dislocation density for a given microscopic strain. However, these effects (increasing the lower strain rate for the formation of type C band and increasing the critical strain rate between unpinning and pinning mechanisms) weakens due to the decrease of stored dislocation density when shearable precipitates become nonshearable precipitates and Table 2).

As far as the serration amplitude is concerned, the appearance of precipitates increases the magnitude of serration amplitude no matter for normal behavior (Fig. 7)

or inverse behavior (Fig. 8). The serration amplitude σ ∆ can be expressed as [Chen et al., 1996; Zhang et al., 2017]:

2/3 1 (1/ 2 ) (1/ 2 ) 1 exp( / ) β γ γ σ ε ε - + - + -   ∆ ∝ -    n d T Q kT ( 7 
)
where ε is strain rate; ε is strain; d is the grain size; T is temperature; Q is the activation energy for solute diffusion, which is associated with solute-vacancy site exchange; k is the Boltzmann constant. Precipitates enhance the accumulation of dislocation density, which can reduce Q and thus accelerate the diffusion of atoms [START_REF] Legros | Observation of giant diffusivity along dislocation cores[END_REF]. Therefore, it is reasonable to infer that the σ ∆ increases for AlMgScZr alloy with precipitates in contrast to AlMg alloy based on Eq. ( 7). By comparing the samples with shearable and nonshearable precipitates, the shearable precipitates can reduce Q obviously by storing more dislocations, leading to a larger serration amplitude.

Influence of precipitates on normal and inverse behaviors

Since the solute-dislocation interactions for the appearance of PLC at normal and inverse behaviors are related to the dislocation pinning and unpinning mechanisms, respectively [START_REF] Chaenock | The initiation of serrated yielding at elevated temperatures[END_REF][START_REF] Soler-Gomez | Serrated flow in gold-indium alloys[END_REF][START_REF] Mccormick | The form and initiation of serrated yielding in an Al-Mg2Si alloy[END_REF]McCormick et al., , 1972b;;[START_REF] Fu | Two mechanisms for the normal and inverse behaviors of the critical strain for the Portevin-Le Chatelier effect[END_REF][START_REF] Geng | Zn/Cu regulated critical strain and serrated flow behavior in Al-Mg alloys[END_REF]. The introduction of shearable precipitates and nonshearable precipitates have different effects on different solute-dislocation interactions, which are discussed as follows.

Influence of precipitates on normal behavior

At higher strain rates, the locking serration (type A and B bands) or upward step (type A bands) demonstrates that mobile dislocations are not pinned by diffusing solute atoms at the beginning of tensile deformation [START_REF] Chaenock | The initiation of serrated yielding at elevated temperatures[END_REF][START_REF] Soler-Gomez | Serrated flow in gold-indium alloys[END_REF][START_REF] Mccormick | The form and initiation of serrated yielding in an Al-Mg2Si alloy[END_REF]McCormick et al., , 1972b;;[START_REF] Fu | Two mechanisms for the normal and inverse behaviors of the critical strain for the Portevin-Le Chatelier effect[END_REF][START_REF] Geng | Zn/Cu regulated critical strain and serrated flow behavior in Al-Mg alloys[END_REF].

When the mobile dislocations are captured by diffusing solute atoms, the PLC occurs.

For the AlMg alloy mobile dislocations are mainly pinned by forest dislocations, while in AlMgScZr the mobile dislocations are pinned both by forest dislocations and precipitates together. When the shearable precipitates are present, the mobile dislocations will be additionally pinned until they can find a partner dislocation to form the superdislocations and cut through the precipitates. Thus, the pinning effect on mobile dislocations increases evidently when the shearable precipitates appear.

As a consequence, the waiting time w t also increases obviously. When shearable precipitates become nonshearable, the mobile dislocations will be additionally pinned until they pass through the precipitates. Compared with the shearable precipitates, the pinning effect on mobile dislocations provided by nonshearable precipitates weakens (Fig. 9 and Table 3). Thus, the waiting time w t decreases with the shearable precipitates transforming to nonshearable. Here w t refers to the time during which the mobile dislocations are arrested by obstacles, which is given by [START_REF] Bréchet | On the influence of precipitation on the Portevin-Le Chatelier effect[END_REF][START_REF] Curtin | A predictive mechanism for dynamic strain ageing in aluminium-magnesium alloys[END_REF]:

/ / w m t bL ε ρ ε = Ω =   (8)
where Ω is elementary plastic strain [START_REF] Bréchet | On the influence of precipitation on the Portevin-Le Chatelier effect[END_REF]; m ρ is denoted as mobile dislocations; b is Burgers vector; L is the average spacing between obstacles, representing the flight distance of solute atom migration; ε is the strain rate.

Compared to the AlMg alloy, the waiting time w t of mobile dislocations in AlMgScZr alloy with shearable precipitates increases, which indicates that the solute atoms have more time to capture the arrested mobile dislocations. At this time, there is no need to enhance the diffusion velocity of solute atoms by imposing a higher tensile strain, and thus the onset strain of PLC decreases. When the shearable precipitates transform into nonshearable precipitates, the waiting time w t decreases, and the solute atoms need a higher diffusion velocity in order to capture the arrested mobile dislocations. At this time, a relative higher tensile strain is required for generating more vacancies to enhance diffusion velocity of solute atoms, thus the onset strain increases. In summary, the presence of shearable precipitates and their subsequent transforming into nonshearable precipitates make the imposed onset strain to meet the pinning requirement first decreased and then increased at high strain rates, as shown in Figs. 6(e-h).

Influence of precipitates on inverse behavior

At lower strain rates, the unlocking serration (type C band) indicates that mobile dislocations are pinned before tensile plastic deformation. When the mobile dislocations escape from pinning obstacles, the PLC occurs [START_REF] Chaenock | The initiation of serrated yielding at elevated temperatures[END_REF][START_REF] Soler-Gomez | Serrated flow in gold-indium alloys[END_REF][START_REF] Mccormick | The form and initiation of serrated yielding in an Al-Mg2Si alloy[END_REF]McCormick et al., , 1972b;;[START_REF] Fu | Two mechanisms for the normal and inverse behaviors of the critical strain for the Portevin-Le Chatelier effect[END_REF][START_REF] Geng | Zn/Cu regulated critical strain and serrated flow behavior in Al-Mg alloys[END_REF]. Thus the PLC phenomenon will occur after a certain degree of tensile plastic deformation. In the process of mobile dislocations overcoming obstacles, the mobile dislocations need to overcome the energy barrier. It is obvious that the energy barrier will increase due to the introduction of precipitates and the strain rate for the onset of PLC will increase correspondingly. The results in sections 4.1 and 4.2 have proved that the shearable precipitates improve the strength and store a higher density of dislocation density, indicating that the applied stress will be increased if the mobile dislocations expect to overcome the energy barriers. However, the inhibition effects decrease due to the shearable precipitates becoming nonshearable precipitates, and as a result the energy barrier will be decreased due to the weaker precipitate-dislocation interaction (the subsequent decrease of strength and dislocation density can prove it (Figs. 9 and 13)). Hence, the shearable precipitates will make the low critical strain rate for the occurrence of PLC increased evidently, and this low critical strain rate will decrease with the shearable precipitates being replaced by nonshearable precipitates.

This explains that the shearable precipitates firstly narrow the strain-rate ranges for the appearance of PLC and then expands this strain-rate range with the shearable precipitates becoming nonshearable (Fig. 6(a-d) and Table 2). For the onset strain, if the strain rate is same, the first increase and then decrease of energy barriers by introducing shearable precipitates and subsequent growing into nonshearable precipitates result in the corresponding variations of onset strain. It is because dislocations can escape the higher energy barrier only by increasing onset strain to provide a higher stress. Therefore, at inverse behavior regime, the shearable precipitates first enlarge the critical strain for the appearance of PLC and then decreases this strain when shearable precipitates become nonshearable precipitates ).

It should be noted that the process of dislocation shearing small precipitates is influenced by thermal activation for AlMgScZr-623K/3h alloy according to Argon's study [START_REF] Argon | Strengthening mechanisms in crystal plasticity[END_REF]. At higher strain rate, the mobile dislocations have a higher movement velocity, which is easier to cutting the precipitates and overcome the energy barrier, since the mobile dislocations have a higher kinetic energy. Thus, at this time, the dislocations have a higher cutting rate, and the waiting time provided by precipitates will decrease to some extent.

Conclusions

In this study, we systematically investigate the influence of shearable and nonshearable Al3(Sc, Zr) precipitates on PLC behavior for precipitation hardening AlMgScZr alloys. It is shown that the presence of precipitates, as well as the change of the precipitate-dislocation interaction mechanism leads to different PLC behavior.

The main conclusions are the following:

(1) Shearable precipitates promote the formation of slip bands with dislocation pile-ups due to their precipitate-dislocation interaction, while the dislocations distribute relatively uniformly in samples containing nonshearable precipitates.

Compared with the samples with nonshearable precipitates, the higher local strain rate and higher local strain caused by shearable precipitates make more dislocations retained in samples, leading to a higher dislocation storage.

(2) Shearable precipitates increase the lower strain rate for the appearance of type C band, but this effect decreases with the shearable precipitates becoming nonshearable precipitates. Shearable precipitates enhance the serration amplitude largely, but the serration amplitude decreases when shearable precipitates become nonshearable precipitates. Both above phenomena are attributed to the first increase and then decrease of dislocation density controlled by different dislocation-precipitate interactions.

(3) At higher strain rates, the shearable precipitates decrease the onset strain but the onset strain then increases when shearable precipitates become nonshearable precipitates, which is due to the first increase and then decrease of waiting time controlled by different precipitates. At lower strain rates, the shearable precipitates increase the onset strain but the onset strain then decreases with the shearable precipitates being replaced by nonshearable precipitates, which is due to the first increase and then decrease of energy barrier which needs to be overcome.

(4) Shearable precipitates narrow the strain-rate range of PLC, but this strain-rate range expands again when shearable precipitates are replaced by nonshearable precipitates. That is because the lower critical strain rate being dominated by the precipitate-induced energy barrier first increases and then decreases.

(5) At higher strain rates, precipitates act as additional obstacles, along with forest dislocations, to arrest mobile dislocations. Solute atoms thus have more time to diffuse onto arrested mobile dislocations, leading to a decrease of onset strain, i.e., precipitates facilitate dislocation pinning process. At lower strain rate, additional pinning effect provided by precipitates results in a higher required applied stress for arrested mobile dislocations to escape from the pinning of atmosphere, leading to an increase of onset strain, i.e., precipitates prevent dislocation unpinning process. Both of the above effects attenuate with the shearable precipitates becoming nonshearable precipitates.

Fig. 1

 1 Fig. 1 Characterization on Al3(Sc, Zr) precipitates by dark-field TEM. The dark-field TEM images of Al3(Sc, Zr) precipitates of (a) AlMgScZr-623K/3h alloy, (b) AlMgScZr-773K/3h alloy and (c) AlMgScZr-813K/24h alloy; (d-f) the corresponding SAED patterns of (a-c). The extracted spots for above dark-field images (a-c) are (100) , (100) and (110) , respectively.

Fig. 2

 2 Fig. 2 Quantitative characterization on precipitates by SANS. (a) Scattering intensity I versus scattering vector q for AlMgScZr-623K/3h [Chen et al., 2021], AlMgScZr-773K/3h [Chen et al., 2021] and AlMgScZr-813K/24h alloys; (b-d) the corresponding raw two-dimensional scattering data for AlMgScZr-623K/3h,

  (a)). The deformation curves of AlMgScZr-623K/3h, AlMgScZr-773K/3h and AlMgScZr-813K/24h alloys are displayed in Figs. 4(b), (c) and (d).

Fig. 4

 4 Fig. 4 Engineering stress-strain curves of: (a) AlMg (without precipitates), (b)

Fig. 5

 5 Fig. 5 Magnified figure of jerky flow for the AlMg and three AlMgScZr alloys. (a-f) AlMg alloy; (g-l) AlMgScZr-623K/3h alloy; (m-r) AlMgScZr-773K/3h alloy; (s-x)

Fig. 6

 6 Fig. 6 (a-d) The variation of critical strain versus strain rate for AlMg (without precipitates), AlMgScZr-623K/3h (shearable precipitates), AlMgScZr-773K/3h (nonshearable precipitates) and AlMgScZr-813K/24h (nonshearable precipitates). The black dashed lines are the boundary lines between type A and type A+B/B bands; the red dashed lines are the boundary lines between type A+B/B and type C bands; the red dashed lines also are the boundary lines between normal and inverse behaviors;

  (Figs. 5(f), (l), (r) and (x)). It should be noted that there is more evident band propagation (smooth intervals) between deep stress drops of type C for AlMgScZr alloys with precipitates[START_REF] Zhemchuzhnikova | Peculiar spatiotemporal behavior of unstable plastic flow in an AlMgMnScZr alloy with coarse and ultrafine grains[END_REF] (Figs. 5(r) and (x)). In this work it is found that type A bands appear in the 1.0×10 -2 -1.0×10 -1 s -1 range for AlMg alloy(Figs. 5(a) and 6(a)). It should be noted that in this alloy the first emerging PLC band is of type A at the beginning of deformation, and evolves into type A+B bands when the accumulated plastic strain is high, as shown in Fig.5(b).When strain rate is decreased, mixed type A+B bands dominate the deformation curves, as show in Figs.5(c) and (d). Type B bands can be superimposed on the type A+B bands and mainly persist at later stages of deformation[Mogucheva et al., 2016] (Figs. 5(d) and (e)). With further decrease of strain rate, type C bands appear for the AlMg sample (Fig.5(f)). Unlocking type C bands do not occur at the beginning of plastic deformation, and they usually occur when plastic strain reaches a certain amount. The introduction of shearable or nonshearable precipitates does not change the habitual sequence of PLC bands, that is, type A bands still transform to type A+B/B band and finally to type C, (m-r) and (s-x)). Precipitation changes

Fig. 7

 7 Fig. 7 Serration amplitude in AlMg, AlMgScZr-623K/3h, AlMgScZr-773K/3h and AlMgScZr-813K/24 alloys versus tensile strain at normal behavior (at higher strain rate): (a) 2.5×10 -3 s -1 ; (b) 5.0×10 -3 s -1 . The serrations being analyzed are of type A+B serration.

  al., 2010]) and 3.1 nm (for the (111) plane, al., 2014]) for Al3Zr precipitate. The calculated values

Fig. 9

 9 Fig. 9 Yield stress increment versus mean precipitate radius for (a) AlMgScZr-623K/3h [Chen et al., 2021], (b) AlMgScZr-773K/3h [Chen et al., 2021] and (c) AlMgScZr-813K/24h. The full curves in (a-c) represent calculated predictions of minimum of

  revealed that the APBs in Al3Zr can be the consequence of successive shearing of [110] / 2 Burgers vector dislocations gliding on distinct (111) planes. Under this circumstance, when the ahead dislocations pass through the precipitate, the subsequent dislocations are prone to move along the specific shear planes owing to its reduced motion resistance, leading to the formation of slip bands (Fig.11). It can be seen from Fig.11that the slip bands with high density of dislocations form. It is clearly shown that lots of dislocation lines parallel with each other in the slip bands, indicating that dislocation pile-ups in slip bands are the results of dislocation motion along above specific shear planes. Although it is difficult to observe the Al3(Sc, Zr) precipitate inside the slip bands, the corresponding SAED of slip bands can confirm the existence of precipitates (Fig. 11(g)). Moreover, we observe the slip bands with relatively low dislocation density with the aid of scanning transmission electron microscope (STEM), as shown in Fig. A1 (supplementary materials). It observes lots of precipitates inside slip bands in the high magnification STEM images. Previous studies also have shown that the slip bands form due to dislocations shearing

Fig. 10

 10 Fig. 10 Dark-field TEM showing the Al3(Sc, Zr) precipitates for AlMgScZr-623K/3h alloy after 5% tensile strain. The zone axis is [011]. The dashed red circles clearly show that the precipitates are sheared by dislocations.

Fig. 11

 11 Fig.11TEM images of dislocation structure for AlMgScZr-623K/3h alloy with shearable precipitates after 5% tensile strain: (a-f) bright TEM images of slip bands with [011] zone axis; (g) is the corresponding SAED of (a-f); (h-m) bright TEM images of slip bands with dual beam diffraction (g= 022 ); (n-s) corresponding dark TEM images of (h-m) with dual beam diffraction (g= 022 ). Here the red full lines in (a-f) refer to

Fig. 12

 12 Fig. 12 Bright TEM images of dislocation structure for (a) AlMg (without precipitates), (b) AlMgScZr-773K/3h (with nonshearable precipitates) and (c) AlMgScZr-813K/24h (with nonshearable precipitates) alloys after 5% tensile strain. The TEM images of these three alloys are acquired with the [011] zone axis. The dislocations of above three alloys distribute relative uniformly compared with AlMgScZr-623K/3h alloy.

Fig. 13

 13 Fig. 13 Peaks profiles of AlMg and three AlMgScZr alloys as well as the quantitative measurement of dislocation density: (200) peaks profiles of (a) AlMg, (b) AlMgScZr-623K/3h, (c) AlMgScZr-773K/3h, and (d) AlMgScZr-813K/24h after different tensile strains; (e) (200) peaks profiles of AlMg and three AlMgScZr alloys after 2% tensile strain; (f) variations of dislocation density versus tensile strain for

  

Table 2

 2 Strain-rate ranges for normal and inverse behaviors, as well as the critical strain rate between normal and inverse behaviors for AlMg, AlMgScZr-623K/3h, AlMgScZr-773K/3h and AlMgScZr-813K/24h alloys.

	Samples	Normal behavior range (s -1 )	Inverse behavior range (s -1 )

Table 3

 3 Experimentally determined yield stress of AlMg (σs1), AlMgScZr-623K/3h (σs2), AlMgScZr-773K/3h (σs3) and AlMgScZr-813K/24h (σs4) alloys.

	Strain rate (s -1 )	1×10 -2	5×10 -3	1×10 -3	5×10 -4	1×10 -4
	σs1 (MPa)	168.4±4.8	162.3±1.9	170.7±4.9	173.6±2.9	173.2±4.0
	σs2 (MPa)	301.0±4.0	302.0±5.9	305.4±2.5	311.6±16.4	306.0±4.2
	σs3 (MPa)	233.8±5.5	235.8±5.5	242.6±19.1	237.2±2.1	235.6±5.1
	σs4 (MPa)	216.6±5.5	212.9±10.1	214.8±6.1	221.7±4.9	216.2±2.4

Note: For AlMgScZr alloy, the additions of Mg and Zr elements may increase the critical radius between coherent and semi-coherent precipitate due to Mg and Zr elements reducing the lattice mismatch between the matrix and precipitate.
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