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Introduction

The discovery of ferroelectricity and antiferroelectricity in Hf1-xZrxO2 (x=0-1) films, a material fully compatible with CMOS processes, is arising increasing interest for microelectronics in recent years.[ 1 , 2 , 3 , 4 ] The systematical investigation of polycrystalline Hf1-xZrxO2 (x=0-1) films grown by atomic layer deposition (ALD) shows that: i) in pure HfO2 films the paraelectric centrosymmetric monoclinic phase (m-phase, P21/c) stabilizes, ii) in films with x near 0.5 the ferroelectric centrosymmetric orthorhombic phase (o-phase, Pca21) stabilizes and iii) in Zr-rich films tetragonal phase (t-phase, P42/nmc) stabilizes [ 2 , 5 , 6 , 7 , 8 ]. Whereas pure HfO2 films, which are used as an ultrathin gate oxide in metal-oxide-semiconductor field-effect devices [ 9 , 10 ], show very good insulating properties and are paraelectric, the pure ZrO2 films show good piezoelectric and insulating properties and are antiferroelectric [ 11 , 12 ]. In between, Hf0.5Zr0.5O2 films show good ferroelectric properties which are promising for non-volatile memory devices and field effect transistors [ 3 ]. Thus in polycrystalline Hf1-xZrxO2 (x=0-1) films good insulating, ferroelectric and piezoelectric properties do not coexist for any x value. Specific studies on showing that HfO2 films can also display ferroelectricity by annealing encapsulated devices, which requires of top electrode deposition in the amorphous state, as great as 10 C/cm 2 . [ 13 ] This value can be enhanced in reduced films at expenses of leakage increase. [ 14 ] Orthorhombic ferroelectric phase can be also stabilized in ZrO2 films using several growth techniques showing remanent polarization values up to ≈ 50 C/cm 2 , with poor or not reported endurance.[ 11 , 12 , 15 , 16 , 17 , 18 ,2020-Huan] Better endurance is displayed by electrostatically engineered intrinsically antiferroelectric ZrO2 films owing to the achievement of low coercive field. [ 19 ] However, there is a lack of studies focused on stabilized ferroelectric phase in a wider composition range and characterizing in detail phase stability and ferroelectric and piezoelectric properties. Epitaxial ferroelectric Hf0.5Zr0.5O2 films are of great interest to better understand the functional properties of the material, which is a challenge for polycrystalline films. Ferroelectric epitaxial Hf0.5Zr0.5O2 films can be obtained by pulsed laser deposition (PLD). Epitaxial growth by PLD allows a good control of the different stable phases of Hf0.5Zr0.5O2 by modifying the temperature and oxygen pressure control during deposition, film thickness, and by strain engineering [ 20 , 21 , 22 , 23 , 24 , 25 , 26 , 27 , 28 ]. Remarkably, endurance up to 10 11 cycles without dielectric breakdown and retention longer than 10 years have been highlighted in sub-5 nm epitaxial Hf0.5Zr0.5O2 films [ 29 ]. Investigations on epitaxial films with other Zr concentrations were scarcely reported.. Hf1-xZrxO2 films (x=0.5, 0.7 and 0.85) were grown epitaxially on Si(111) and Si(100) substrates, but in this case ferroelectricity was poor (saturation polarization below 2 µC/cm 2 at 10 K in the best sample) [ 27 ]. All in all, the effect of varying Zr concentration on epitaxial Hf1-xZrxO2 films has not been systematically investigated, which is critical for further understanding epitaxial films of HfO2 and ZrO2 system.

Here, we explore ferroelectric, insulating and piezoelectric properties of a series of 10 nm epitaxial films of Hf1-xZrxO2 with different composition (x=0, 0.25, 0.5, 0.75 and 1) on (001)-oriented SrTiO3 (STO) substrates buffered with a La2/3Sr1/3MnO3 (LSMO) electrode. We show that epitaxial growth enhances the stabilization of the ferroelectric orthorhombic phase for a broader compositional range compared with polycrystalline films. Orthorhombic phase is observed to be stable up to very high temperatures, above 1100 K for Hf0.5Zr0.5O2, above to the ferroelectric to paraelectric phase transition in the 650-900 K range reported for other polycrystalline and epitaxial doped HfO2 films.[ 32 , 33 , 34 , 35 , 36 ] Structural characterization indicates that the enhanced ferroelectricity results from the stabilization of orthorhombic phase in all the explored compositions. Therefore, in epitaxial films of larger Zr content ferroelectricity coexists with better piezoelectric and insulating properties than Hf0.5Zr0.5O2 and in epitaxial films of larger Hf content ferroelectricity coexists with better insulating properties than Hf0.5Zr0.5O2 films.

Results and discussions

Figure 1a shows XRD -2 scans for all the films (see Supporting information S2 for wider scans). As shown in Figure 1a, the peaks around 2≈30.1 o , corresponding to orthorhombic (o) (111) reflection [ 20 ], can be clearly observed in all Hf1-xZrxO2 films. XRD 2- frames (Supporting information S2) show intense and narrow o(111) spots in all Hf1-xZrxO2 films, indicative of high texture. Further structural characterization in representative films reveals the existence of four (111)-oriented domains, rotated 90 o with respect to each other (Supporting information S3). Diffraction peaks at ≈28.5 o in Figure 1a signals the presence of monoclinic (m) phase (the peak corresponds to the m(-111) reflection) for x=0 and 0.25 films. When Zr content increases, the m(-111) peak gradually vanishes and only Laue fringes from o(111) peak are observed. Diffraction peaks at ≈34.5 o in the x=0.25, 0.50, 0.75 and 1 films correspond to m/o{002} reflections. It needs to be noticed the possible overlapping of (101) reflection of tetragonal phase at ≈30.1 o and of (002) reflection of tetragonal (t) phase at ≈ 34.5 o with the described orthorhombic and monoclinic reflections, respectively. Previous transmission electron microscopy investigation in films nominally grown in the same conditions showed no presence of tetragonal phase in x=0.5 films, which disregards its significant presence in the studied films, [ 26 ] but not on films with greater Zr content.

The out-of-plane lattice parameter [do(111)] was extracted from the position of the o(111) reflection in the XRD -2 scans (Figure 1a) and it is shown in Figure 1b. The do(111) value gradually decreases (square symbols) from 2.978 Å to 2.959 Å while increasing Zr content, in agreement with results found in polycrystalline films [ 2 ]. The intensity of o(111) peak (Io-HZO(111), round symbols), normalized to that of LSMO(002) peak (ILSMO(002)), reaches a maxima at x=0.5, then gradually decreasing. This indicates that the content of ferroelectric orthorhombic phase is greater in the x=0.5 film. The intensity of o(111) peak is greater for x=1 than for x=0, which indicates that the orthorhombic phase, maybe coexisting with the tetragonal, is more abundant in ZrO2 film. Topographic images of Hf1-xZrxO2 films are shown in Supporting information S4, revealing flat surface of all films with root-means-square (RSM) roughness below 0.4 nm.

Figure 1c shows polarization-voltage (P-V) loops for all films. It can be observed that all the loops show hysteresis with switchable remanent polarization. This is confirmed by the well-visible ferroelectric switching current peaks of intensityvoltage (I-V) loops (Supporting information S5) present in all the films, which univocally demonstrate their ferroelectric character. In figure 1d, it is plotted the dependence of the remanent polarization (Pr) with Zr content using dynamic leakage current compensation (DLCC) and positive up negative down (PUND) techniques for leakage subtraction. It is shown that the remanent polarization gradually increases with Zr content. Pure ZrO2 film shows maximum Pr≈27 µC/cm 2 (Figure 1e), which is significant larger than that of equivalent epitaxial Hf0.5Zr0.5O2 films of similar thickness. Density-functional calculations demonstrated that compressive epitaxial strain might favour the stabilization of ferroelectric o-phase in pure ZrO2 films, rather than antiferroelectric t-phase, in agreement with the X-ray and ferroelectric characterization [ 37 ]. However, the fact that the films are not pure (with coexisting monoclinic or orthorhombic (001) phase as inferred from structural characterization) indicates that hysteresis in P-V loop of ZrO2 results from coexisting switching mechanisms or extrinsic contributions. In fact, two current peaks appear in the I-V loops (Supporting information S5) at 3 and near 6 V. Note that the two peaks are both positive for positive applied voltage and negative for negative applied voltage, thus not related with the potential antiferroelectric character of the film.

Figure 2 summarizes XRD data as a function of increasing temperature for HfO2, Hf0.5Zr0.5O2 and ZrO2 films (Supporting Information S6 includes raw data). In Figure 2a, 2-temperature diffraction map of the HfO2 film is shown. It can be observed that, whereas the diffraction peak appearing at lower angles ascribed to the m(-111) reflection is observed up to 1100 K, the diffraction peak appearing at higher angles ascribed to the o(111) reflection disappears at above 1000 K. The integrated peaks intensity is plotted as a function of temperature in Figure 2b. It can be more clearly inferred that the o(111) intensity is constant up to 600 K when it starts to slightly decrease up to near 1000 K where it drops. Instead, the m(-111) intensity is nearly constant in the explored range. This indicates that monoclinic phase is stable in the whole temperature range and the orthorhombic ferroelectric phase is stable up to near 1000 K. In Figure 2c, 2temperature diffraction map of the Hf0.5Zr0.5O2 film is shown. It can be observed that in this case both o(111) and m(-111) reflections are present in all the explored temperature range. In Figure 2d, it can be observed that o(111) intensity gradually decreases with temperature, but any transition is not observed. The same absence of transition is observed in polycrystalline samples [2012 -Muller -NL]. The jump appearing at 700 K is ascribed to an experimental artifact also observed in the reflection belonging to the substrate. In Figure 2d, 2-temperature diffraction map of the ZrO2 film is shown. Here, the monoclinic reflection is barely observed and the orthorhombic one is well-visible in all the explored temperature range. The integrated peak intensity of the o(111) reflection as a function of temperature is shown in Figure 2f. Again, a gradual decrease with temperature and absence of phase transition is observed.

In Figure 2 a,c,d, the shift towards lower angles of the diffraction peaks with temperature consequence of thermal expansion is also observed. The extracted thermal expansion coefficients (TEC) for the o(111) reflection are (Supporting Information S6) 5.5, 9.2 and 11.4 x10 -6 1/K for HfO2, Hf0.5Zr0.5O2 and ZrO2 films, respectively. The absolute TEC value is largely influenced by the substrate presence, but it is STO(001) in all cases and thus it is worth noting that TEC increases with Zr content.

Figure 3a shows the piezoresponse force microscopy (PFM) loops recorded for x=0.5, 0.75 and 1. It can be observed that whereas ZrO2 film shows sizable response, the Hf0.5Zr0.5O2 film piezoelectric response is negligible under our experimental set-up sensitivity. In between the Hf0.25Zr0.75O2 shows intermediate response with visible hysteresis but small amplitude. The coercive voltage for ZrO2 (≈2V) is near the position of the low voltage ferroelectric switching peak in the I-V loop of Supporting Information S5 (≈3V). The difference between the coercive voltages is ascribed to the difference in the contact resistance using deposited Pt or the microscope conducting tip and the extremely different used frequency (1 Hz for PFM loop and 1 kHz for P-V loop), which can significantly affect the coercive field. [ 38 ] Figure 3b shows the current density versus applied voltage characteristics used to evaluate leakage current shown in Figure 3c. It can be observed that the leakage is the largest for the x=0.5 film. The extreme films, x=1 and x=0, show the lowest leakage current. Thus, ferroelectricity coexists with low leakage in pure ZrO2 and HfO2 samples, being the largest piezoelectric response for ZrO2. The remarkable piezoelectric and low leakage current in ZrO2 results from the enhanced stabilization of the orthorhombic phase in epitaxial films, and it cannot be found in polycrystalline samples in the pristine state. [ 11 , 12 ].

To further clarify the ferroelectric origin of the P-V loop hysteresis in Zr-rich films, PUND measurements were performed for ZrO2 and Hf0.5Zr0.5O2 films. PUND current versus voltage loop (Figure 4a) of Hf0.5Zr0.5O2 film shows clearly distinguishable switching current peaks. The remanent polarization after subtraction is 18.1 C/cm 2 (Supporting information S7) very near to the 19.8 C/cm 2 obtained using DLCC mode (Figure 1c). Thus confirming the ferroelectric nature of the hysteretical polarization loop shown in figure 1c for this sample. PUND current versus voltage loop (Figure 4a) of ZrO2 film shows two switching current peaks for both polarities (signalled by arrows). The integrated polarization is now 27 C/cm 2 (Supporting information S7) also near to the 30.3 C/cm 2 obtained using DLCC mode (Figure 1c). The PUND measurements for other samples are shown in Supporting information S7. These Pr values are near to those observed in sub-7 nm ZrO2 films [2020-Huan]. Thus, two switching contributions appear in DLCC and after PUND subtraction loops and these two switching contributions are reproducible in ZrO2 films (see Supporting Information S8). The described PFM characterization allows us to safely conclude that the first current peak (at 3 V) can be ascribed to ferroelectric switching. The origin of the second current peak is difficult to disclose. Large resistive switching behaviour in ZrO2 film due to ionic motion is known [ 39 ]. In fact, resistive switching characterization (see Supporting Information S9) shows that electroresistance (Figure 4b) in this film is particularly large. Resistive switching due to its frequency dependence and hysteretic character cannot be completely suppressed using PUND and DLCC techniques. Thus although the ferroelectric character of the ZrO2 film is confirmed, quantifying Pr is difficult due to the large electroresistance of this composition that contributes to the P-V loop measurement. For Hf0.25Zr0.75O2 double peak is absent (Figure 4a). The remanent polarization after PUND subtraction is 25.6 C/cm 2 , in this case the evaluated electroresistance is not significantly larger than that shown in Hf0.5Zr0.5O2 film. Thus, important extrinsic contributions can be disregarded indicating that Hf0.25Zr0.75O2 shows large ferroelectric polarization coexisting with sizeable piezoelectric response.

The endurance characterization of epitaxial Hf1-xZrxO2 films is summarized in Figure 5. The memory window (2Pr) of Hf1-xZrxO2 films after different number of cycles (Figure 5a) indicates that there is not wake-up effect, and the pristine films possess the largest memory window, which is in contrast to polycrystalline Hf1-xZrxO2 films [ 6 ]. Similarly for ZrO2 film, there is not wake-up effect, contrary to polycrystalline ZrO2 films [ 11 , 12 ]. For this film, the memory window reduces from 32 µC/cm 2 to 15.2 µC/cm 2 after 10 4 cycles under electric field of 4.5 MV/cm, and capacitor breakdown occurs for further cycling. From I-V curves show in Figure 5b, it can be observed that both ferroelectric switching current peak (signaled by an arrow) are still present after 10 4 cycles. The fast breakdown of ZrO2 films might result from the presence of important ionic conduction origin of the electroresistance already discussed. In addition, the larger piezoelectric response of ZrO2 film can lead to rapid failure due to substrate clamping effect [ 40 ]. Hf0.25Zr0.75O2 film is fatigued under 4.9 MV/cm, but retains 2Pr = 16 µC/cm 2 after 10 6 cycles before hard breakdown. The Hf0.5Zr0.5O2 film shows the best endurance up to 10 9 cycles with cycling field of 4.4 MV/cm [ 21 ]. Hf0.75Zr0.25O2 film and HfO2 film were measured at 4.9 MV/cm and 6 MV/cm, and initial polarization window dropped from 9.2 µC/cm 2 and 7.1 µC/cm 2 to about 2 C/cm 2 after 10 6 cycles, respectively, without hard breakdown. From I-V curves of the HfO2 film show in Figure 5c, it can be observed that the ferroelectric switching current peak is very small after 10 6 cycles, and that the obtained 2 C/cm 2 is overestimated due to residual leakage and series resistance contributions [ 41 ]. Thus, in the HfO2 intrinsic ferroelectric fatigue mechanisms are limiting the device endurance, instead of hard breakdown, due to the lower leakage current in this film.

Conclusions

In conclusion, epitaxial growth enhances the stabilization of the ferroelectric orthorhombic phase in Hf1-xZrxO2 (x=0-1) up to around 1000 K . This leads to coexistence of ferroelectricity with good piezoelectric and insulating properties in epitaxial ZrO2 and HfO2 films, respectively. The absence of hard breakdown in epitaxial pure HfO2 films indicates that further optimization might lead to good endurance. Besides, the complex coexistence between resistive switching, piezoelectricity and ferroelectric in Zr rich film, and their good control owing to epitaxial makes this composition ideal candidate to further investigate the interplay between these different phenomena.

Experimental section

Sample preparation. Hf1-xZrxO2 (x=0-1) films (t≈10 nm, Supporting information S1) and bottom LSMO electrodes (t=25 nm) were grown on STO(001) substrates in a single process by PLD using a KrF excimer laser. Five Hf1-xZrxO2 ceramic bulks with composition of HfO2, Hf0.75Zr0.25O2, Hf0.5Zr0.5O2, Hf0.25Zr0.75O2 and ZrO2 were sintered as targets. Hf1-xZrxO2 films were deposited at substrate temperature (measured using a thermocouple inserted in the heater block) of Ts=800 °C with dynamic oxygen pressure of PO2=0.1 mbar and a laser frequency of 2 Hz. The growth parameters for LSMO electrodes were 5 Hz of laser frequency, Ts=700 °C and PO2=0.1 mbar. After deposition, the films were cooled to room temperature under an oxygen pressure of 0.2 mbar. Circular platinum top electrodes with 20 μm in diameter and 20 nm in thickness, were deposited by sputtering through stencil masks for electrical characterization (see sketch in the inset of Figure 1e). Exact electrodes size were measured after deposition.

Structural characterization. The crystal structure characterization of Hf1-xZrxO2 films was performed by X-ray diffraction (XRD) with Cu K radiation. -2 scans were conducted using a Siemens D5000 diffractometer equipped with point detector, and 2- frames and  scans were recorded by a Bruker D8-Advance diffractometer equipped with 2D detector. ROMAIN: TXRD methods.

Morphological characterization. Surface topography was studied by atomic force microscopy (AFM) in dynamic mode.

Ferroelectric characterization. Ferroelectric polarization loops, current leakage, and endurance were tested at room temperature by connecting LSMO bottom electrode to the ground and biasing the top Pt contact. These were performed using an AixACCT TFAnalyser2000 platform. Ferroelectric polarization loops were obtained in dynamic leakage current compensation (DLCC) mode with a frequency of 1 kHz to reduce the leakage influence [ 42 , 43 ]. Endurance was evaluated using bipolar square pulses at the frequency of 100 kHz, and after cycling, the fatigued memory window was extracted by DLCC. PUND loops were also conducted. In the PUND technique [ 43 , 44 ] five voltage pulses were applied. The first was negative and prepolarized the sample to a negative state. The second and the third pulses were positive; the second (P) polarized the sample and therefore the measured current contained the FE and non-FE contribution, while the current during the third (U) pulse only contained the non-ferroelectric contributions. Therefore, their subtraction allows to obtain, in principle, only the ferroelectric contribution. The same principle applies for the fourth (N) and fifth pulses (D) for the negative state. All the loops were collected at the maximum possible applied voltage before breakdown.

PFM characterization. Piezoresponse force microscopy (PFM) measurements were performed with an MFP-3D ASYLUM RESEARCH microscope (Oxford Instrument Co.), using the AppNano silicon (n-type) cantilevers with Pt coating (ANSCM-PT-50). To achieve better sensitivity, the dual AC resonance tracking (DART) method was employed [ 45 ]. PFM voltage hysteresis loops were always performed at remanence, using a dwell time of 100 ms. Ferroelectric piezoresponse was evaluated by PFM signal = PFM amplitude • sin(PFM phase ). Due to the difficulties quantifying PFM response in DART, piezoelectric coefficient has not been evaluated although all the measurements in all samples are done in the same conditions making them comparable. where Q=4sin()/ is the reciprocal space vector, N the number of unit cells along the out-of-plane direction and c the corresponding lattice parameter. The estimated thickness (black circles) and growth rate (blue squares) is shown in Figure S1-f. Slightly dependence on composition can be observed. 
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  Figure S1(a-e) shows the X-ray diffraction (XRD) -2 scans of the Hf1-xZrxO2 films on STO(001). The o-HZO(111) reflection is simulated (red curves) according to the equation [1]:
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 S1 Figure S1. (a-e) XRD -2 scans and (f) the estimated thickness (black circles) and growth rate (blue squares) of Hf1-xZrxO2 films on LSMO/STO(001). Red curves are simulations of Laue oscillations.
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 2 Figure S2. (a) XRD -2 scans and (b) XRD 2- frames of Hf1-xZrxO2 films. Dashed green line rectangle mark the position of the o-HZO(111) reflection.
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 S6 Figure S6. The XRD 2 data with increasing temperature for (a) HfO2, (c) Hf0.5Zr0.5O2 and (e) ZrO2 films. The extracted relative inter-plannar spacing change with temperature of (d) m(-111) and o(111) plane in HfO2, and o(111) plane in (e) Hf0.5Zr0.5O2 and (f) ZrO2 films
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