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Hemp (Cannabis sativa L.) retting is an essential process for the defibrating process to separate hemp shiv and fibres. The goal of this study is to investigate how retting level affects hemp shiv properties that are useful when such particles are used as a building material for insulation applications. Hemp straw samples were taken on the field at 0, 8, 22, 42 and 62 days of retting. Shiv and fibres were manually separated in order to obtain hemp shiv to be analysed in the laboratory. Different properties of hemp shiv were measured: colour, density of both hemp shiv (envelope density) and hemp shiv powder (particle walls density) and chemical composition (content of ash, lignin, cellulose, hemicellulose and soluble). Colour changes were observed: brightness, greenness and yellowness decreased during retting.

During the first 22 days of retting, greenness and yellowness showed the greatest variations, while brightness decreased after 22 days. Envelope density of hemp shiv significantly increased (over 65%) between 22 and 42 days of retting. Nevertheless, particle walls density only increased ≈6% throughout the whole period of retting. This indicates that the degradation process give access to a part of the closed porosity of unretted hemp shiv. Hemp shiv mass loss during retting achieved ≈26% at 62 days of retting. Soluble and hemicellulose were the

Introduction

In France, most of the plant particles that are used in construction come from plant stems such as hemp, flax, sunflower, rapeseed, maize, cereals, miscanthus, reed, etc. They might be used alone or mixed with a binder (clay, plaster or lime for instance) to make biobased concrete or wattle and daub. They can be employed in different proportion in order to obtain light or heavy materials, depending on the expected performances (thermal, acoustic insulation, mechanical resistance, etc).

Different biobased resources might differ in terms of chemical composition (cellulose, hemicelluloses, pectins and lignins in particular), microstructure and their interactions with water (sorption, absorption). This might affect the biobased concrete making process or in situ performance. Differences might also exist within a given type of plant particle, depending on the variety, the soil type and weather conditions or the followed technical itinerary used.

A source of variability in hemp production is the retting duration. Retting is an operation commonly used for fibred bio-based resources, like flax or hemp, to ease the subsequent defibration process and to improve the fibres quality [START_REF] Réquilé | Exploring the dew retting feasibility of hemp in very contrasting European environments: Influence on the tensile mechanical properties of fibres and composites[END_REF]. In the past, hemp straw was retted in rivers, but this practice was progressively forbidden to preserve adequate water quality. An alternative practice was to use water ponds for the retting operation, ensuring the water was not brought back to a river. Nowadays, in France, hemp is retted directly on the field. Hemp is cut and then left on the ground several weeks, usually 1 to 4 weeks, but it might be up to 10 weeks [START_REF] Ribeiro | Microbial diversity observed during hemp retting[END_REF]. The retting operation is a process involving several microorganisms and activated by the presence of water, due to rain and the day-night cycles and warm conditions. Retting duration is then weather dependant and it cannot be fully controlled by the farmer who has to manage it to achieve a certain retting degree and other needs like, in example, having a relatively dry hemp straw to bale it. As consequence, retting degree depends on the weather (humidity and temperature) and its duration. Consequently, retting is a source of variability on a year per year basis for a farmer, and between farmers situated at different locations.

A direct use of agricultural resources for building construction might requires that construction workers accept a given range of variability in the resources. This is not a novel approach since most of French buildings built before 1850 were done with available local resources without the possibility to carry easily alternative materials. However, to guarantee performances with natural resources is a scientific challenge since it needs to identify the variability nature and extent, as well as their impact on the performances of interest when used as a building material. It is also important to identify if there is a maximum variability level acceptable for the material to be used.

The constraint on the retting duration differs depending on the application. It might be high for high tech applications, where retting duration should be minimized to optimize hemp fibres mechanical resistance [START_REF] Placet | The influence of unintended field retting on the physicochemical and mechanical properties of industrial hemp bast fibres[END_REF]. Nowadays, the main employed criteria to define retting duration is the obtention of high-quality hemp fibres being hemp shiv usually a by-product of this process. However, retting duration can also impact hemp shiv quality and consequently their different applications. Particularly, hemp shiv applications in green buildings insulation such as: a) as a loose fill raw insulation material without any load to sustain where to prevent creep under its own weight and to ensure a good thermal conductivity is essential, b) for floating floor applications where hemp shiv has to prevent large compression deformation to reach high noise impact reduction for insulation between two floors [START_REF] Chiasson-Poirier | Static and long term compression behavior of hemp shiv for floating floor application[END_REF] and c) in bio-based concrete, where shiv can be mixed with clay, gypsum, lime or other mineral binders (Wang et al, 2019;[START_REF] Colinart | Hygrothermal properties of light-earth building materials[END_REF] and soluble compounds that may be lixiviated from hemp shiv to the mixture (mainly pectins, proteins and lipids, Viel et al., 2018).

The main aim of this work is to focus on hemp shiv and evaluate the degree of constraint on its retting duration for the aforementioned green building insulation applications analysing the retting impact on properties variability of hemp shiv. This study does not aim to find the optimal duration of retting which would require the study of hemp fibres. For this purpose, the modifications on hemp shiv during the retting process by means of colour, density, water sorption isotherms and water absorption kinetics at 23ºC and chemical composition were studied in detail and related to possible consequences for building applications.

Materials and Methods

Hemp Shiv

Hemp (Cannabis sativa L.) plants (Fibror variety) were all collected on 19 th August 2019 at Le Grand Champrond farm (48.571909, 0.753359, 61290 Moulicent, France). After harvesting they were placed on UniLaSalle garden (3 rue du Tronquet, 76130 Mont St Aignan, France) during a maximum of 62 days for retting. Hemp samples were taken at 0, 8, 22, 42 and 62 days of retting and shiv and fibres were manually separated to obtain hemp shiv to be analysed in the laboratory. The whole stem of hemp was employed to obtain hemp shiv after manual defibration. A mean of 15 hemp stems were employed for each batch. Once hemp shiv was obtained, samples of each batch were mixed before measuring in order to homogenize them and obtain a bulk of hemp shiv from different plants and parts of the stem.

Only shiv was treated in this study. The fibres obtained from each batch of shiv were however kept for a later study. Ambient conditions (rainfall (www.terre-net.fr), relative humidity and ambient temperature) were recorded (Figure 1). Such an uncontrolled approach ensures the retting process is fully representative of field conditions in terms of weather and microorganisms' activity among others.

Colour

Colour determination of hemp shiv powders was carried out using a spectrophotometer (CM-2300d, Konika Minolta, Japan). Colour was measured by means of CIELab coordinates (ISO 11664-4:2008): L* (whiteness (L*=0) or brightness (L*=100)), a* (redness (a*>0) or greenness (a*<0) and b* (yellowness (b*>0) or blueness (b*<0)). Hemp shiv powders were obtained after milling of hemp shiv (previously drying until constant weight at 40°C) employing a micro impact mill (Culatti, Switzerland). The rotor speed was adjusted to 7 (≈3000 rpm) and a standard sieve of 1 mm of mesh size was employed.

Colour determination was carried out on milled samples due to irregular surface of hemp shiv leaded to shadows which prevented the obtaining of repeatable measurements. Colour determination on powdered samples allowed measurements with better quality allowing a comparison of colour between samples.

Chemical Composition

The chemical composition of samples (content of ash, lignin, cellulose, hemicellulose and soluble) was determined following the Van Soest method (AFNOR, 1997, Viel et al., 2018) employing an adapted machine (FibertcTR 8000, Foss, Denmark). To carry out this measurement all samples were previously dried until constant weight at 40ºC and then milled employing a micro impact mill (Culatti, Switzerland), the rotor speed was adjusted to 7 and a standard sieve of 1 mm of mesh size was employed.

Mass loss during retting was determined throughout the mean value obtained after weighing several particles (60) with similar size (length: 7.6±1.3 mm and width: 2.01±0.4 mm) of each batch of samples, considering that the first batch (0 days of retting) had no mass loss. For those samples showing a mass loss during retting, the chemical composition was pondered taking into account this process (mass loss, solubles, hemicellulose, lignin, ash represent 100 % of the hemp shiv mass). All measurements were carried out at least in triplicate.

Density

Density of both hemp shiv (envelope density) and hemp shiv powder (particle walls density) was calculated after measurement of sample volume by gas displacement using a gas pycnometer (Pycnomatic Evo, ThermoScientific) with argon as employed gas. Gas was introduced into a small vessel (21.42 cm 3 ) at a constant temperature of 23°C. The pressure (P) was set at 1 bar (with highest and lowest limit of 1.5 bar and 0.5 bar, respectively) considering that sample is in equilibrium when ΔP between different measurements is lower than 0.00020 bar and volume standard deviation lower than 0.050%. Envelope density was then calculated by ratio of sample mass and sample volume determined by gas displacement [START_REF] Glé | Densities of hemp shiv for building: From multiscale characterisation to application[END_REF]. Each sample was measured at least in duplicate.

Once both particle walls and envelope density were obtained, closed porosity was calculated as follows [START_REF] Glé | Densities of hemp shiv for building: From multiscale characterisation to application[END_REF], Eq. ( 1):

= 1 - (1)
where θclosed corresponded to closed porosity (-), ρenvelope and ρpwall to envelope and particle walls density (kg/m 3 ) of samples determined as previously explained, respectively.

Scanning electron microscopy (SEM)

Image of samples were taken employing scanning electron microscopy (JSM-IT100 LA, JEOL, Japan) under vacuum conditions (40 Pa) and an accelerating voltage of 15 kV.

Water sorption isotherms

Water sorption isotherms of samples were determined at 23°C using a Dynamic Vapour Sorption machine (DVS, SPS-Sorption Test System, proUmid), employing nitrogen as gas in order to control relative humidity. At least duplicate samples (219±34 mg as average sample weight) were measured. Different equilibrium points were determined corresponding to a fixed relative humidity (φ): 0, 0.05, 0.10, 0.15, 0.20, 0.30, 0.35, 0.50, 0.75, 0.85 and 0.90 for adsorption experiments and 0, 0.15, 0.30, 0.35, 0.50, 0.75, 0.85, 0.90 for desorption experiments. Samples employed for adsorption experiments were previously dried until a constant weight was obtained in an oven at 40°C. Desorption samples were previously exposed to a relative humidity of 90% at 23ºC, using the DVS, for hydration until they reached a constant weight.

Guggenheim-Anderson-de Boer (GAB, van den [START_REF] Van Den Berg | Water activity and its estimation in food systems: theoretical aspects[END_REF]) and BET models [START_REF] Brunauer | Adsorption of gases in multimolecular layers[END_REF] were employed to fit water sorption experimental data (equilibrium moisture content, Xeq, and relative humidity, φ) by Eq. ( 2) and Eq. ( 3) respectively:
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where Xm is the monolayer moisture content (kg water/kg dried solid, d.b.), C (dimensionless, -) and K (dimensionless, -) is a parameter related to the heat of sorption of the multilayer in GAB model. BET was applied in the range of relative humidity from 0.05 to 0.35 in order to determine the specific surface area [START_REF] Collet | Porous structure and water vapour sorption of hemp-based materials[END_REF] of samples assuming that Xm of BET model represents the quantity of water molecules that covers the entire surface as a monolayer and no diffusion of water through the material taken place. Experimental data was modelled using these two methods employing Solver function of Excel software. In the case of BET model, once model parameters were obtained, specific surface area was calculated as follows,

Eq. ( 4):
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where as is the specific surface area of the sample (m 2 /g), L the Avogadro constant (6.023•10 - 23 mol -1 ), am cross sectional area of water molecule (1.08•10 -19 m 2 ) and Mw molecular weight of water molecule (18 g•mol -1 ).

Water absorption kinetics

Water absorption kinetics of different samples were determined at 5, 15, 60, 480, 1440, 2880 min employing a protocol based on the one previously published by [START_REF] Amziane | Bio-aggregates Based Building Materials[END_REF] but with some modifications. Samples (M0 ≈1 g) previously dried at 40ºC until constant weight were put in water bath (water temperature 23.0±0.5ºC) during different periods of time employing a tea strainer ball. Liquid/Solid ratio was higher than 300 assuring conditions of infinite dilution. Once the desired time of immersion was achieved, samples were removed and filtered by vacuum filtration with a büchner funnel using a paper filter, in order to eliminate the excess of water on the surface of the material, and finally weighed to determine the mass of the sample after immersion (Mt, g). Afterwards, samples were dried in an oven at 105ºC until constant weight (M105ºC). Each point of water absorption kinetics was carried out at least in triplicate.

Different parameters to study water absorption kinetics were calculated: water absorption related to initial dry mass (WAM0, kg water/kg initial dry mass, Eq. ( 5)); water absorption related to final dry mass (WAMF, kg water/kg final dry mass, Eq. ( 6)) and solid loss during immersion (SL, kg lost dry solid/kg final dry mass, Eq. ( 7)):
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These parameters were finally modelled employing a function developed by [START_REF] Nagy | Intrayarn Porosity and Pore Size in Polyester Staple Yarns[END_REF] that gives an asymptotically correct approximation of the capillary water uptake process for both t→0 and t→∞, Eq. ( 8):
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where A and B are constant parameters, ∆m∞ is the modelled parameter related to equilibrium (when t→∞) and ∆m(t) is the experimental data of water absorption kinetics (WAM0, WAMF or SL).

Statistical analysis

Experimental data were statistically analysed as mean ± standard deviation. The goodness of the adjustment of each model was determined based on the method of least squares.

Results and Discussion

Figure 1 shows the temperature-moisture cycles and the rainfall during retting. Hemp experienced cycles of temperature between 5 to 45ºC and ranges of relative humidity between 20% to 100 %. Even if the experiment was carried out in late summer, samples experienced at least 2h per day at 100% of relative humidity every day, due to dew during the night. Samples retted more than 42 days experienced cycles with higher relative humidity due to precipitations that occurred during that time of the experiment (month of October).

Location of Figure 1 3 [START_REF] Akin | Color Measurement of Flax Retted by Various Means[END_REF][START_REF] Martin | Influence of the degree of retting of flax fibers on the tensile properties of single fibers and short fiber/polypropylene composites[END_REF][START_REF] Bleuze | Hemp harvest time impacts on the dynamics of microbial colonization and hemp stems degradation during dew retting[END_REF]. Loss of brightness and the darken trend are attributed to the development of microbial communities (fungal and bacteria, [START_REF] Ribeiro | Microbial diversity observed during hemp retting[END_REF].

Moreover, according to [START_REF] Mazian | Influence of field retting duration on the biochemical, microstructural, thermal and mechanical properties of hemp fibres harvested at the beginning of flowering[END_REF] the microbial communities would start to colonize the stems surface after 3 weeks of retting and gradually cover the entire stems at the end of retting. This behaviour is observed on the studied samples, where a significant decrease on brightness (L* parameter) takes place when retting was longer than 22 days (Table 1).

Chemical composition

The chemical composition of samples is shown in Table 1 and Figure 2. Mass loss during retting achieved a maximum of 26% of initial mass at 62 days of retting. During the period between 8 and 22 days, the highest mass loss was observed (≈15%). This is in the same order of magnitude of [START_REF] Delannoy | Aging of hemp shiv used for concrete[END_REF] that reported a mass loss of ≈15% after 3 months using an ageing protocol at a constant temperature of 30°C and humidification and drying cycles with 5 days at 98% of relative humidity and 2 days at 40% of relative humidity. Ashes, hemicellulose and soluble compounds were the components more affected by retting being reduced by ≈54%, ≈44% and ≈42%, respectively. On the other hand, cellulose (≈15%) and lignin (invariable) were less affected. This could be due to the fact that pectins (main component of soluble compounds) and partially hemicellulose are more soluble in water than cellulose [START_REF] Gao | Fast hemicellulose quantification via a simple onestep acid hydrolysis[END_REF][START_REF] Silva | Composition of pectic polysaccharides in a Portuguese apple (Malus domestica Borkh. cv Bravo de Esmolfe)[END_REF]. Soluble compounds significantly decreased during the first 22 days of retting (from 21.1 to 12.9 g/100 g dry solid). Reduction of hemicellulose and ashes was steady during this period. This fact seems to indicate that, at least on the first days of retting, the main compounds that are eliminated from the hemp shiv are those measured as soluble compounds. As consequence mass loss kinetics during retting could be separated during two main phases. A first phase, mainly characterized by the loss on soluble compounds and hemicellulose and a second one which is mainly related to the degradation of the other compounds while soluble compounds remain constant.

Chemical composition of studied samples of hemp shiv were in the range of those previously published in literature [START_REF] Amziane | Bio-aggregates Based Building Materials[END_REF], [START_REF] Chabriac | Agricultural byproducts for building insulation: Acoustical characterization and modelling to predict micro-structural parameters[END_REF][START_REF] Diquélou | Impact of hemp shiv on cement setting and hardening: Influence of the extracted components from the aggregates and study of the interfaces with the inorganic matrix[END_REF], Viel et al., 2018) except in the case of soluble compounds where values were higher for the two first samples (0 and 8 days of retting). They varied between 21.1 and 12.3 g/100 g dry solid which is a higher that the range observed in literature 17-5%. Reported values of hemp shiv soluble compounds on literature usually correspond to retted hemp but often no information about retting duration and conditions are provided. In this sense, literature values may be lower than those reported in this study due to soluble compounds lixiviation during the first days of retting. In this case, the studied samples had different retting durations and mass loss during retting and this has been taken into account in order to calculate the soluble compounds percentage.

Location of Figure 2

Density

Envelope density of hemp shiv significantly increased (over 65%) between 22 and 42 days of retting. No significant difference was observed for a retting duration longer than 42 days in Table 1. Particle walls density of hemp shiv (powdered samples) increased slightly compared to envelope density, a ≈6% increase was observed throughout the whole period of retting (from 1463 up to 1553 kg/m 3 ). These values are similar to those previously reported for the density of cell wall for hemp shiv (1450 kg•m -3 (Picandet, 2017)) or flax and hemp fibres (1480-1500 kg•m -3 (Garcia-Jaldon et al., 1998)). These trends of envelope and particle walls density indicate an evolution of porosities due to the degradation process by microorganisms that takes place during retting. Hemp shiv is a porous material having external and internal pores [START_REF] Chabriac | Agricultural byproducts for building insulation: Acoustical characterization and modelling to predict micro-structural parameters[END_REF]. Some internal pores are not accessible when measuring using the employed technique because they are located inside the material (closed porosity).

However, due to retting these pores became accessible by degradation of the material and, as consequence, they became measurable by the employed technique. Consequently, increasing retting time allowed the measurement of these pores and hence lead to the determination of a lower volume for a similar amount of mass. This behaviour can be clearly observed regarding closed porosity (Eq. ( 1)) parameter, Table 1, which decreases by a half, from ≈0.50 to ≈0.25 between 22 and 42 days of retting with no differences before and after this period of time.

This observed result suggests that the main variations in terms of sample porosity take place in this period which, even if the studied retting in the present study is particular (a specific field, a specific weather, etc), it is in agreement with common period of harvesting employed by farmers [START_REF] Martin | Influence of the degree of retting of flax fibers on the tensile properties of single fibers and short fiber/polypropylene composites[END_REF]. Moreover, relating this behaviour with previous colour trends (mainly a* and b* parameters) both match on the fact that after 42 days and up to 62 days of retting no-significant differences are observed.

Scanning electron microscopy (SEM)

Figure 3 shows SEM images of samples obtained after 22 and 42 days of retting. Hemp shiv come from xylem and phloem, some vascular tissues providing transports of proteins, sugars, minerals. They are composed by cells that are composed by layers of primary wall (thickness 10 nm), second wall and plasma membrane (thickness 250 nm). Cells are linked between them by middle lamella (thickness 10 nm) (Viel et al., 2018). Pectins (one of the main compounds measured as soluble compounds) are mainly present in middle lamella whereas hemicellulose, cellulose and lignin are mainly located in primary and second walls. Changes of chemical compositions observed between 0 and 22 days (reduction of soluble and hemicellulose) did not cause significant structural modification due to low thickness of tissues (middle lamella and primary wall) composed by these macromolecules. On the other hand, once middle lamella and primary wall were degraded during the first 22 days of retting, structural modification has become visible by a degradation of second wall, thicker than middle lamella and primary wall, and involved an increase of density and reduction of closed porosity. Figure 3 illustrates structural modification by showing looseness of walls between samples of 22 days and 42 days of retting. No clear modifications were observed between S42 and S62. This trend has been confirmed by values of closed porosity, Table 1.

Location of Figure 3

Water sorption isotherms

Experimental data of water sorption isotherms at 23ºC showed different behaviours as function of retting time, Figure 4 (a and b). A decrease on equilibrium moisture content at high relative humidity values (>0.90), from 0.55 to 0.22 kg H2O/kg dry solid, was observed between 0 and 22 days of retting, with no great differences between samples retted more than 22 days. On the other hand, at intermediates relative humidity values (0.35-0.70) an increase on equilibrium moisture content was observed for samples retted more than 22 days compared to those less retted. Similar behaviour was previously reported for aging hemp shiv [START_REF] Delannoy | Aging of hemp shiv used for concrete[END_REF] between 0.20 and 0.80 of relative humidity. This behaviour could be related to structural changes on samples leading to new structures that are able to retain more water molecules. As it was aforementioned, the degradation process during retting may cause a pore opening leading to a decrease of closed porosity for the most retted samples. These pores, previously not accessible, became available for water molecules to be adsorbed and hence increasing the equilibrium moisture content of the sample. However, this phenomenon was not observed in the case of high relative humidity values (>0.75) where more retted samples showed lower values of equilibrium moisture content. This result could be explained by the relative amount of hydrophilic compounds (solubles, hemicellulose and cellulose) on each sample and their location. Even if the sum of these hydrophilic compounds always represents ≈88% of sample mass (without considering mass loss), the proportion between the 3 types of compounds is different depending on retting duration. As retting duration increases, the ratio of each hydrophilic compound over the total amount of hydrophilic compounds (g of X compound/100 g total hydrophilic compounds) changes differently. In fact, it was observed that solubles and hemicellulose ratios decrease both from 24 to 19 g/100 g hydrophilic compounds whilst cellulose ratio increases. Tissues are complex matter where macromolecules are tangled. When some pectins (soluble compounds) and hemicellulose are degraded at the beginning of the retting process, the access of cellulose and lignin molecules are improved but limited by the rest of pectin and hemicellulose surrounding them. So the more the sample is retted, the less the quantity of hydrophilic compounds at the vascular surface. Consequently, the capacity of these samples to retain water at higher relative humidity is also reduced.

Experimental water sorption isotherms at 23ºC were satisfactorily modelled employing GAB and BET models (R 2 >0.997), Table 2. GAB model parameters satisfactorily corroborate the trends observed on experimental data related to the increase of equilibrium moisture content with retting time (≤ 22 days) at intermediates relative humidity values and its decrease at higher values (<0.75). In the case of BET model, the use of this model allowed the determination of a specific surface area of samples, as, Table 2. Specific surface area significantly increased from 8 to 22 days and from 22 to 42 days of retting. The significant increase of this parameter could be also related to the pore opening process during retting previously mentioned which makes a higher surface available for water to be adsorbed. In this case, the trend did not exactly correspond to the one observed for particle walls density.

Particle walls density significantly increased only when retting more than 22 days whereas employing this technique an intermediate increase was already observed between 8 and 22 days. This difference may be related to the sensitivity of the methods used suggesting that dynamic water sorption analysis could be more sensitive than densities measurements when determining changes on the internal structures of hemp shiv on the range of application of BET model (0.05-0.35 of relative humidity).

Summarising, effect of retting on water sorption behaviour of hemp shiv could be explained by the combined effect of chemical modification and degradation of microstructure. Chemical modification seems to be responsible of the different equilibrium moisture contents at high relative humidity values (>0.80) whereas porosity changes on hemp shiv may be related to the equilibrium moisture contents at intermediates relative humidity values.

Location of Figure 4a and 4b

Water absorption kinetics

Figure 5a shows the water absorption kinetic of hemp shiv retted 22 days as example. In the case of water uptake, water gain of samples was at least already 50% (dry basis) on the first 15 min of immersion indicating that water absorption mainly occurs at the beginning of the immersion. Solid loss during immersion (SL) takes place also at the first minutes of immersion and after 15 min it is asymptotic up to 48 h. Note here that other authors [START_REF] Glé | Rapport de recherche MABIONAT, Étude de l'influence de la teneur en eau et du vieillissement sur les performances acoustiques et thermiques des matériaux biosourcés[END_REF] previously reported that hemp shiv immersed in water could lose solid matter during at least 100 days. No great difference between water absorption kinetics of different retted samples is observed (Figure 5b) but unretted sample water absorption was always higher, probably due to the chemical composition of samples. As it was previously mentioned in the case of water sorption, retted samples may have lower amounts of hydrophilic compounds due to their loss during retting. The fact that retted samples did not present different WA kinetics may suggest that chemical composition is not the single parameter to manage water absorption kinetics and this process may be influenced by other parameters such as the microstructure of the sample. The values of WA of retted samples were similar of those observed in other studies [START_REF] Delannoy | Aging of hemp shiv used for concrete[END_REF].

Nagy and Vas model satisfactorily fitted experimental data (R 2 >0.970). In the case of WA, experimental values at 48 h were very similar to those obtained for Nagy and Vas model parameter related to equilibrium (WA∞), Table 3, which indicates that 48 h can be a reasonable amount of time for hemp shiv to be considered closed to equilibrium during immersion. Regarding SL, Nagy and Vas model parameter related to equilibrium (SL∞)

showed a 20 to 11% decrease on solid loss with retting. This decrease is in accordance with the trend obtained by Van Soest method for soluble compounds content, which was also lower for those samples retted during a large period. This fact suggests that solid loss may be related mainly to soluble compounds that are eliminated from the samples during immersion, at least at the beginning of the retting. Moreover, the accordance between values of SL∞ (Table 3) and soluble compounds may suggest that water immersion of samples during 48 h and a subsequent drying of samples until constant weight in order to determine solid loss could be a good method to have a rough estimation of the quantity of water-soluble compounds of hemp shiv samples. Even if during Van Soest method different solvents and temperatures are employed to eliminate soluble compounds from the sample.

Location of Figure 5a and 5b

Variability consequence for construction workers

Retting has direct implications on hemp shiv properties. The porous structure is modified together with the chemical composition and the hygroscopic behaviour at high relative humidity values. In addition, a blind manual manipulation by a construction worker used to hemp shiv showed retted hemp shiv seems stiffer and less flexible than unretted shiv. This is in agreement with [START_REF] Chiasson-Poirier | Static and long term compression behavior of hemp shiv for floating floor application[END_REF] who found that retted shiv is more resistant to compression at high stress level (higher than 200 kPa) than unretted hemp shiv. The shiv, even the most retted one studied here, does not disaggregate when manipulated. If this would be the case, the shiv would clearly be inappropriate for building applications.

Taking into account the modifications induced by retting, the question for a green building professional is to define the acceptable range of retting depending on the application. First, for a loose fill raw insulation material without any load to sustain, for instance to insulate ceilings within a wood frame, two parameters are essential: to prevent creep under its own weight and to ensure a good thermal conductivity. Material creep under its own weight was not studied to our knowledge, however, since retting makes the shiv stiffer, it is likely that retting would not induce a worse performance than unretted shiv. Regarding the thermal conductivity, it might vary since retting affects the porous structure. A model proposed by [START_REF] Nguyen | Modeling thermal conductivity of hemp insulation material: A multi-scale homogenization approach[END_REF] indicates that increasing porosity level would decrease the thermal conductivity since the solid matter is more conductive than air. Retting might induce a slightly higher total porous level, but the main effect at the retting level studied is to convert part of closed porosity to open one after more than 22 days in this specific study. The precise effect of retting on the thermal conductivity can be focused in further studies.

Second, for floating floor applications where hemp shiv is compressed, the essential parameter is to ensure hemp shiv maintains sufficient stiffness to prevent from large compression deformation. The study [START_REF] Chiasson-Poirier | Static and long term compression behavior of hemp shiv for floating floor application[END_REF] showed no essential difference on a unretted and a more retted batch of particles at load level representative of floating floor application, even if retted shiv is stiffer at higher loads (higher than 200 kPa) as stated above. Regarding noise impact reduction, [START_REF] Lenormand | Investigation of the acoustical and thermal properties of sunflower particleboards[END_REF] stated that when intraparticle porosity is constituted by almost closed pores (first days of retting in this study), acoustical propagation and dissipation become more difficult to occur. However, interparticle pores are more permeable to sound wave and provide greater sound absorption. Hence, it could be expected that retting may have a positive influence on sound absorption of hemp shiv because when retting process takes place led to a decrease on closed porosity (more than 22 days in this specific study).

Finally, in bio-based concrete, shiv can be mixed with clay, gypsum, lime or other mineral binders. There is no clear change induced by retting on the water absorption kinetic (unless for completely unretted shiv). Thus, the shiv behaviour in the mixer, with water and binder, might not depend much on the retting level. Recent studies have shown that soluble components from plant aggregates could negatively affect the setting time and carbonation of lime-based binders or cement [START_REF] Delannoy | Impact of hemp shiv extractives on hydration of Portland cement[END_REF][START_REF] Diquélou | Impact of hemp shiv on cement setting and hardening: Influence of the extracted components from the aggregates and study of the interfaces with the inorganic matrix[END_REF], Wang et al., 2019). On the other hand, the soluble components might have an interesting impact when clay binder is used, since using water in which bio-based resources where fermented is a common practice by unfired clay professional workers to improve clay plaster resistance. Another interesting result is the reduction of the hygroscopic range for retted shiv, which reduces the amount of water in hemp shiv at high relative humidity level. Since water quantity is a key parameter that drives the degradation kinetic of bio-based resources, using retted shiv might even result in a higher durability than using unretted shiv.

Conclusions

Retting process induces changes in the physicochemical properties of hemp shiv. It reduces brightness, greenness and yellowness colour predominance, closed porosity and mainly the quantity of soluble compounds, hemicellulose and ash. Retting duration decreased the equilibrium moisture content of hemp shiv at high relative humidity atmospheres while on the water absorption kinetics only unretted had a different behaviour of all studied samples, with no differences between retted samples. Consequently, regarding hemp shiv potential applications on green building, the retting level does not significantly affect the applications for loose fill raw insulation and floating floor application. For bio-based concrete with lime or cement, it seems that retted shiv would be preferable to improve the setting or at least not negatively affect it. When clay binder is used, the retting level is not an issue. Indeed, the material reinforcement due to soluble compounds, if any, is not crucial since hemp-clay is considered as a non-bearing material. Eventually, using retted hemp in bio-based concrete might even improve material durability due to the reduction of the hygroscopicity at high humidity level. The 2 months real retting process used in this study was not sufficient to make hemp shiv inappropriate for use in construction. 
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Figure 2 .

 2 Figure 2. Chemical composition of hemp shiv retted during different time periods.

Figure 3 .

 3 Figure 3. SEM images of hemp shiv samples after 22 (A) and 42 (B) days of retting.

Figure 4a .

 4a Figure 4a. Water adsorption isotherms of hemp shiv retted during different time periods.Lines correspond to GAB model, Eq. (2).

Figure 4b .

 4b Figure 4b. Water desorption isotherms of hemp shiv retted during different time periods.Lines correspond to GAB model, Eq. (2).

Figure 5a .

 5a Figure 5a. Water absorption kinetics (WAM0 and WAMF) and solid loss (SL) of hemp shiv retted 22 days. Lines correspond to Nagy and Vas model, Eq. (8).

Figure 5b .

 5b Figure 5b. Water absorption (WAM0) of hemp shiv retted during different time periods.

  

  

  

  

  

  

  .1. Colour Photographs of samples at each retting duration are presented in Figure 1. Colour evolves clearly with the retting duration throughout the 62 days. Initially with a yellow-green

	predominance at "naked eye", the colour darkens as the retting progresses, until it becomes
	almost black. Regarding colour parameter values (Table 1) samples lost brightness, (decrease
	of L* parameter from 85 to 65), greenness (slightly increase of a* parameter from -0.62 to
	1.22) and yellowness (decrease of b* parameter 19.78 to 9.57) with retting time. Bleuze et al.
	(2020) reported a similar behaviour for colour parameters of hemp stem subjected to
	simulated rains and dews to carry out retting under laboratory conditions for 42 days at 15°C.

[START_REF] Mazian | Influence of field retting duration on the biochemical, microstructural, thermal and mechanical properties of hemp fibres harvested at the beginning of flowering[END_REF] 

described a similar trend of colour after a visual analysis of hemp fibres (loss of brightness and appearance of darken (grey) spots) and reported hemp stems to have a similar colour. Colour variations could be related to different chemical modifications on samples (such as the moisture of the sample) and/or colonization of fungi

Table 1 .

 1 True and envelope density, closed porosity (θ closed ), chemical composition and colour parameters of hemp shiv retted during different days. 61±0.63 a 84.08±0.43 a 82.25±0.73 a 71.12±1.08 b 64.47±0.38 a a* -0.62±0.26 a 0.38±0.09 b 1.11±0.15 c 0.50±0.06 b 1.22±0.07 c b* 19.78±0.44 d 16.14±0.46 c 13.61±0.31 b 9.55±0.33 a 9.57±0.22 a *Data are presented as mean ± standard deviation. Data values in a row with different superscript letters are significantly different at the p ≤ 0.05 level.

	Sample	S0	S8	S22	S42	S62
	ρ envelope (kg/m 3 )	739±10 b	673±7 b	700±9 b	1159±63 a	1139±21 a
	ρ pwall (kg/m 3 )	1463±7 b	1479±8 b	1491±7 b	1555±12 a	1553±14 a
	θ closed (-), Eq. (1)	0.49	0.54	0.53	0.25	0.27
	Mass loss (g/ 100 g dry solid)	-	3.1±0.4 a	19.6±0.2 a,b	20.2±0.6 b	26.6±4.0 b
	Soluble (g/ 100 g dry solid)	21.1±0.3 c	17.2±0.3 b	12.9±0.1 a	13.1±0.7 a	12.3±0.3 a
	Hemicellulose (g/ 100 g dry solid)	21.5±0.5 a	22.4±1.3 a	16.8±1.1 b	15.3±1.5 b,c	11.9±2.1 c
	Cellulose (g/ 100 g dry solid)	46.1±0.1 c	46.3±1.1 c	41.3±1.2 b	42.6±1.0 b	39.4±1.7 c
	Lignin (g/ 100 g dry solid)	8.5±0.2 a	8.9±0.3 a	8.6±0.2 a	7.6±0.1 a	7.5±0.2 a
	Ash (g/ 100 g dry solid)	2.8±0.1 d	2.2±0.2 d	1.7±0.1 b	1.2±0.1 a	1.3±0.1 a
	L*	84.				

Table 2 .

 2 GAB (Eq. (2)) and BET (Eq. (3)) parameters and their corresponding statistical coefficients (R 2 , E RMS ) values for water sorption isotherms of hemp shiv retted from 0 to 62 days. 998±0.004 a 0.952±0.005 b 0.854±0.002 c 0.808±0.001 e 0.829±0.003 d 0.994±0.006 a 0.929±0.010 b 0.740±0.001 c 0.629±0.005 d 0.730±0.015 c X m (d.b.) 0.043±0.001 d 0.044±0.001 d 0.059±0.001 c 0.066±0.001 a 0.061±0.001 b 0.044±0.001 d 0.051±0.001 c 0.084±0.001 b 0.108±0.001 a 0.089±0.003 b BET model was applied for experimental data between 0.05 and 0.035 of relative humidity. ** d.b. : kg water/kg dry solid. ***Data are presented as mean ± standard deviation. Data values in a row (adsorption and desorption independently) with different superscript letters are significantly different at the p ≤ 0.05 level.

	Model	Parameters	Adsorption

*1

Table 3 .

 3 Nagy and Vas model, Eq. (8), parameters for water absorption and solid loss kinetics of hemp shiv retted during different time periods.

		Parameters	S0	S8	S22	S42	S62
		WA M0∞ (kg water/ kg dry solid)	4.6	4.0	4.1	3.8	3.9
		A (-)	0.008 0.008 0.008 0.008 0.008
	WA M0	K (-)	0.097 0.117 0.133 0.150 0.126
		R² (-)	0.991 0.993 0.997 0.988 0.992
		E RMS (kg water/ kg dry solid)	0.1	0.1	0.1	0.1	0.1
		WA MF∞ (kg water/ kg dry solid)	3.6	3.3	3.4	3.4	3.4
		A (-)	0.008 0.008 0.008 0.008 0.008
	WA MF	K (-)	0.094 0.110 0.133 0.150 0.127
		R² (-)	0.986 0.989 0.997 0.986 0.991
		E RMS (kg water/ kg dry solid)	0.1	0.1	0.1	0.1	0.1
		SL ∞ (kg lost solid/ kg dry solid)	20.2	15.8	13.6	11.5	10.9
		A (-)	0.289 0.071 0.123 0.014 0.200
	SL	K (-)	0.172 0.110 0.072 0.078 0.060
		R² (-)	0.970 0.992 0.998 0.970 0.997
		E RMS (kg water/ kg dry solid)	1.2	0.5	0.2	0.6	0.2
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