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We have measured sorption isotherms for helium and nitrogen in wide temperature ranges and
for a series of porous silicon samples, both native samples and samples with reduced pore mouth so
that the pores have an ink-bottle shape. Combining volumetric measurements and sensitive optical
techniques, we show that, at high temperature, homogeneous cavitation is the relevant evaporation
mechanism for all samples. At low temperature, the evaporation is controlled by meniscus recession,
the detailed mechanism being dependent on the pore length and on the mouth reduction. Native
samples and samples with ink-bottle pores shorter than one micrometer behave as an array of
independent pores. In contrast, samples with long ink-bottle pores exhibit long-range correlations
between pores. In this latter case, evaporation takes place by a collective percolation process and
not by heterogeneous cavitation as previously proposed. The variety of evaporation mechanisms
points to porous silicon being an anisotropic three dimensional pore network rather than an array
of straight independent pores.

INTRODUCTION

For a porous material where the pore transverse di-
mension is larger than a few tens of nanometers, it is
usually assumed that cavitation in the liquid condensed
in the pores is similar to cavitation in bulk liquid, pro-
vided that the liquid wets the pore walls. Evaporation
by cavitation is expected to occur when the pores have a
so-called ink-bottle shape, that is, if they are connected
to the outer gas reservoir through small enough apertures
[1–3]. Experiments when decreasing the gas pressure in-
deed show that evaporation takes place at a well defined
pressure threshold [4, 5]. For large enough pores [5], this
evaporation pressure is found to be consistent with the
classical nucleation theory (CNT) for bulk liquid [6]. Us-
ing porous alumina as a model system, we have recently
shown that the evaporation threshold is independent of
the pore aperture diameter and consistent with CNT,
providing a direct evidence for homogeneous cavitation
[7].

Similar studies of the evaporation mechanism have
been reported for porous silicon which, like porous alu-
mina, is often described as an array of parallel indepen-
dent pores [8]. As in the case of porous alumina, for small
pore apertures, evaporation of hexane at room tempera-
ture also takes place at a well defined threshold, indepen-
dent of the pore aperture [7]. However, this threshold is
much larger than predicted by CNT. A similar discrep-
ancy has been previously found using nitrogen at 77 K [9].
In both cases, it was argued that this discrepancy could
result from heterogeneous cavitation. However, this hy-
pothesis is contradictory with the fact that both fluids
wet silicon. Moreover, it does not account for the sur-
prising strong dependence of the evaporation threshold

on the pore length and diameter [7, 9].

Another classical explanation for a well defined evapo-
ration threshold is that it follows from a percolation phe-
nomenon in a disordered pore network [10]. This mecha-
nism has been directly checked by optical measurements
in Vycor [11–14]. However, this scenario requires inter-
connected pores. While this hypothesis seemed ruled
out by measurements performed twenty years ago [15],
a growing number of recent experiments (NMR diffu-
sion measurements and Xray tomography [16, 17]) sug-
gest that there is indeed a large density of connections
between neighboring pores. Similarly, while early inves-
tigation of adsorption isotherms [8] favored the picture
of straight pores almost invariant along their axis, re-
cent measurements of NMR diffusion [16, 17], permeabil-
ity [16], and elastic constant anisotropy [18] suggest that
constrictions are present along the pores.

In order to elucidate the true nature of the evapora-
tion mechanism in porous silicon, we study in this pa-
per its dependence on the temperature T and the pore
length l, for both native silicon and silicon ink-bottles.
We find that homogeneous cavitation is always dominant
at high temperature, with a threshold consistent with the
CNT prediction. As the temperature is decreased, an
increasing fraction of the pores empties through menis-
cus recession from the sample’s surface. Pore blocking is
then sensitive to the pore network geometry. For native
samples and short ink-bottles (l . 1µm), the recession
occurs independently in the different pores, as expected
for non-interconnected pores. In contrast, for long ink-
bottle pores (l & 5µm), we observe that evaporation
presents long-range correlations between pores, directly
evidencing the existence of interconnections. The steep
evaporation event is then controlled by vapor percolation



2

in the disordered pore network.

This complex picture was built after systematic ex-
periments. First, we used a sensitive optical method to
measure sorption isotherms of nitrogen at a fixed tem-
perature (77 K) for ink-bottle samples of increasing pore
length l and evidence the role of l. Then, we measured
evaporation isotherms over a broad range of tempera-
tures. While the results in the short pore case pointed to
the conventional picture of independent pores, this was
not true for long pores. In order to elucidate the mech-
anisms of evaporation at play in this case, we combined
the results of several experiments. In a first step, by
comparing the evaporation of nitrogen and helium 4 (a
perfectly wetting fluid), we ruled out the earlier hypoth-
esis of heterogeneous cavitation in long pores. Second,
by studying the temperature dependence of the evapo-
ration pressure, both for native and ink-bottle samples,
we evidenced a crossover between homogeneous cavita-
tion at high temperature and meniscus recession at low
temperature. Third, in the latter case, an optical inter-
ferometric technique [19] allowed us to reveal long-range
spatial correlations between ink-bottle pores, and show
the collective nature of evaporation by meniscus reces-
sion. Finally, putting together the results of these differ-
ent experiments, we could propose a network geometry
for thick porous silicon.

MATERIALS AND METHODS

Porous Silicon Samples. Porous silicon samples are
fabricated using the same procedure as in Ref.8, where
the preparation process, the morphology and the physical
properties of the samples are reported in detail. Samples
are prepared by electro-etching of highly boron-doped
(100) Si single crystal in hydrofluoric acid solution. One
obtains parallel pores, perpendicular to the wafer sur-
face, with a cross-section of polygonal shape. The pore
size distribution is broad and depends on the concentra-
tion of the solution. Native samples used for synthesis
of ink-bottles have two different porosities: for a nomi-
nal porosity of 70%, the pore transverse dimension d is
12 < d < 40 nm, with < d >= 26 nm. For a nominal
porosity of 85%, d is 23 < d < 80 nm, with < d >= 50
nm. In addition, we also studied a 50% porosity native
sample (7 < d < 19 nm, < d >= 13 nm).

We use monolithic samples still attached to the under-
lying wafer. The lateral size is of the order of 1 cm. The
thickness of the porous layer, hence the pore length l, is
proportional to the etching time. In this work, l is varied
from 1 to 40 µm. Note that, in almost all earlier stud-
ies of adsorption in porous silicon, l was larger than 10
µm [8, 15, 20–22]. The list of samples with their main
characteristics is summarized in table I.

Reduction of the pore mouth. In order to observe

cavitation, the pores have to present an ink-bottle geom-
etry. For most samples, the reduction of the pore mouth
at the outer surface of the sample is obtained by multiple
deposition of atomic layers of alumina (Atomic Layer De-
position). We used a ANRIC - AT400 reactor, mostly in
continuous mode. In this case, trimethyl-aluminum and
water exposition time is short so that the alumina layer
is formed only at the pore mouth. Based on isotherms
measurements, we empirically fixed the number of ALD
cycles in such a way that the accessible porous volume is
reduced, but only slightly. Most pores, except the ones
with the smallest apertures, are then still accessible to the
fluid. For the present purpose, we do not need to know
the resulting size distribution of (reduced) pore mouth,
but we stress that it is presumably as broad as the native
distribution. Indeed, ALD is ideally a conformal process,
so that the diameter distribution of apertures is simply
the native one downshifted by twice the (uniform) alu-
mina thickness.

Figure Fluid Porosity l(µm) pore mouth reduction
1 N2 70% 1 20 ALD cycles
1 N2 70% 5 55 ALD cycles

1, 4,6a, 7 N2 70% 20 55 ALD cycles
1 N2 70% 40 55 ALD cycles

2, 3 N2 85% 2 20 ALD cycles
5, 6b He 70% 20 8 Al layers - 2 nm each [7]

8 C6H14 70% 20 8 Al layers - 2 nm each [7]
9 N2 70% 20 none

Sup. Mat. N2 50% 20 none
10 N2 85% 20 60 to 160 ALD cycles

TABLE I. Samples used in the present work. The ”short
pore” behavior is observed for the two samples 70% - 1 µm
and 85% - 2 µm. The reduction of pore mouth is obtained
through ALD deposition as described in the text except for
the 85% - 2 µm. For this particular sample, the exposition
time is of the order of 10 s, much larger than the one for the
continuous mode (smaller than 1 s).

Sorption Isotherms
Nitrogen volumetric isotherms - For samples with long
pores, nitrogen sorption isotherms were performed over
a large range of temperatures, 64 K < T < 116 K. The
isotherms are measured volumetrically using a commer-
cial apparatus (HPVA II Micromeritics) equipped with
1000 Torr and 100 bar pressure transducers. The mani-
fold at room temperature is connected to the cell contain-
ing the sample. The cell is cooled at low temperature by
a homemade cryostat. We measure the admitted quan-
tity as a function of pressure, up to the vapor satura-
tion pressure, both with and without the sample for each
temperature of interest. The difference between the two
measurements yields the adsorbed amount. This proce-
dure is required due to the large dead volume between
the manifold and the cell. The associated uncertainty
prevents us to study temperatures higher than 116 K,
where the amount condensed in the sample is only 3% of



3

the total fluid amount (see typical isotherms in the Sup-
porting Information). In the whole temperature range,
the adsorbed quantity is computed taking into account
the non-ideality of the gas phase through the compress-
ibility factor [23, 24].

Nitrogen optical isotherms - The porous silicon layer
being transparent above a wavelength ' 500 nm, the
condensed mass could be determined using white light in-
terferometry (WLI) [19, 25] rather than volumetric mea-
surements. The key advantage of the method is its better
sensitivity, which enables measurement of thin samples
with very small porous volumes. The porous layer is il-
luminated by a white light beam (500 to 900 nm). The
interference between the beams reflected at both sides of
the porous layer creates fringes in the spectrum of the
reflected light. As the mean distance between pores is
less than 100 nm, the porous layer appears as an homo-
geneous film (provided that the pore liquid content is sta-
tistically uniform), and the Fourier transform of the spec-
trum exhibits a single peak corresponding to the optical
thickness L of the layer. Along the sorption isotherm, the
shift ∆L of this thickness is proportional to the adsorbed
amount within a few percent. Optical sorption isotherms
∆L = f(P/Psat) thus have a shape very similar to that
of ordinary sorption isotherms obtained through volume-
try [19]. This method is extremely sensitive almost up
to the critical bulk point as, in contrast to volumetry,
the interference does not depend on the contents of dead
volumes outside the membrane. In practice, using a spe-
cially designed optical cryostat, it allows us to measure
sorption isotherms for the thinnest porous layers (1 µm)
with a very small porous volume (less than ∼ 10−9 cm3)
up to 124 K and 30 bar.

Helium volumetric isotherms - Helium sorption
isotherms were performed over a large range of tempera-
tures, 2.38 K < T < 4.65 K. The isotherms are obtained
with a homemade setup using a continuous volumetric
technique. The sample is placed in an annular copper
cell inside a modified commercial 4He circulation cryo-
stat. The cell is filled or emptied through a capillary line
connected to a gas-handling manifold at room tempera-
ture. The pressure inside the cell is measured at room
temperature using a separate capillary line, so as to sup-
press, for the used flow rates, the viscous pressure drop
along the capillary. The cell temperature is regulated
with a typical r.m.s. stability of 1 mK and measured us-
ing a Cernox™thermometer calibrated against the satu-
rated vapor pressure of helium. Condensation and evapo-
ration isotherms are respectively obtained by connecting,
through a voltage-controlled precision microvalve (Pfeif-
fer EVR-116), the cell to a reservoir of pressurized gas at
constant pressure or to a pump, and measuring the time
evolution of the cell pressure P (t). The helium mass in-
side the membrane can be retrieved once the total flow
rate through the microvalve and the effective dead vol-

ume are known. In practice, as evaporation inside the
membrane occurs over a narrow pressure range, the evap-
oration pressure is simply determined as the pressure for
which the time derivative |Ṗ (t)| is minimal (see Support-
ing Information).

Determination of the diameters of constrictions
and interconnections. For evaporation by meniscus
recession, the evaporation pressure for nitrogen and he-
lium was converted into an effective pore diameter by
assuming that recession takes place at equilibrium. To
relate the equilibrium pressure to the pore diameter, we
use the model developed by Saam and Cole for a cylin-
drical pore [26], which takes into account the van der
Waals interaction between the fluid and the substrate.
We assume that the interaction between those fluids and
porous silicon is close to that with quartz, computed to

be around 4400 and 1200 K · Å
3

respectively for N2 and
4He [27]. The calculated pore diameters are quite in-
sensitive to the assumed interaction strength. Changing
this interaction strength by a factor of 10 only modifies
the calculated pore diameter by about 1 nm. Note that,
since the pores in porous silicon have a polygonal shape,
the calculated diameters should rather be considered as
a typical transverse dimension (this also holds for the
estimated diameter of connections between pores).

CNT prediction for the cavitation threshold.
From the measured isotherms, we deduce the vapor pres-
sure at which evaporation takes place inside the sample,
and compare this pressure with the Classical Nucleation
Theory (CNT) prediction for bulk cavitation. Here, we
sketch how we evaluate this CNT prediction.

According to CNT [6], the nucleation rate per unit
volume is given by:

J = J0 exp (−Eb/kBT ) (1)

where J0 is a prefactor. The energy barrier Eb for
nucleating the critical bubble is:

Eb =
16π

3

γ3

(PV − PL)2
(2)

where γ is the surface tension, PL the pressure of the
metastable liquid phase, and PV the pressure of the vapor
inside the critical bubble. As the critical bubble is in
(unstable) equilibrium with the surrounding liquid phase,
the chemical potentials µL and µV are equal:

µL(PL) = µV (PV ) (3)

The vapor and liquid chemical potentials are respec-
tively computed from the fugacity of the vapor [23, 24],
and by assuming a constant compressibility of the liquid
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(between saturation and PL). This allows us to compute
Eb as a function of PV , which coincides with the reservoir
pressure, since this reservoir is at phase equilibrium with
the liquid.

The cavitation pressure P cav
V is then deduced from the

value of Eb at cavitation, itself determined by the con-
dition J(P cav

V )V τ ' 1, where V is the volume of liquid
(here the pore volume) and τ the observation time, typ-
ically 100 s for the experiments using nitrogen. P cav

V is
thus set by the implicit equation:

Eb(P
cav
V ) = ln (J0V τ) kBT (4)

The prefactor J0 depends on the dynamics of the
critical bubble [6]. For nitrogen experiments, the
dynamics is controlled by viscous dissipation [6, 28, 29]
and we use the corresponding expression for J0. In the
middle of the experimental temperature range (T = 100
K), J0 ' 1038s−1m−3 and Eb ' 46kBT . For helium
experiments, Eb lies in the range 40-45 kBT , depending
on the estimation of J0 [6, 30]. For both fluids, because
of the logarithmic dependance, the precise values of J0,
τ , and V have a small impact on the predicted value for
P cav
V .

RESULTS

We first report on the experiments in porous silicon
samples with alumina deposition : in the first subsec-
tions, it is implied that all samples have a reduced pore
mouth. Only the last subsection is devoted to native
samples.

Impact of pore length on the shape of the isotherm

We have measured optical isotherms for several pore
lengths and two porosities with N2 at 77 K. Figure 1
shows the measured isotherms for the samples of 70%
porosity with pore lengths of 1, 5, 20 and 40 µm.

For the 1 µm-long pores (blue curve in Fig.1), evapo-
ration takes place in two steps. Starting from the filled
membrane, a progressive emptying is followed by a steep
evaporation step at a pressure Pc ≈ 0.49Psat. This ”short
pore” behaviour is also observed for the 2 µm/85% poros-
ity sample. As shown by the 77.8 K isotherm in Fig. 2, an
evaporation step takes place at the same value of Pc. This
pressure is very close to the value measured by Baidakov
et al. in cavitation experiments on superheated bulk ni-
trogen [29]. This shows that, for short pores terminated
by narrow enough apertures, evaporation takes place by
cavitation. Moreover, for these pores whose mean diame-
ter is a few tens of nanometers, no significant confinement

FIG. 1. Normalized nitrogen optical isotherms at 77.8 K for
three porous silicon samples of 70% porosity. Blue: l = 1µm
- red: l = 5µm - black: l = 20µm - green: l = 40µm (see
Table I for the respective mouth reduction). The inset shows
the secondary evaporation event around 0.48Psat which we
ascribe to homogeneous cavitation.

effect is observable, in agreement with earlier results on
evaporation in cage-like porous silicas with large pores
[5].

This ”short pore” behaviour contrasts with that ob-
served for longer pores in Fig.1 (5 to 40 µm). In this case,
a sharp evaporation event directly occurs at a threshold
Pp > Pc which depends on the pore length. Such a ”long
pore” behaviour is observed in all samples at 77 K, for
pore lengths ranging from 4 to 60 µm and porosities of 70
% and 85%. The general trend is that Pp increases with
the length and mean diameter of the pores. Pp depends
very weakly on the thickness of the alumina deposit –
hence on the reduction of the pore mouth. Below Pp,
the membrane contents slowly decreases down to around
0.48Psat, very close to Pc for short pores. As shown by
the inset of Fig.1, optical isotherms reveal a second evap-
oration event around this pressure, albeit with a much
smaller amplitude than the first event.

Short pores: changing the temperature

Further evidence that evaporation at Pc is due to cavi-
tation can be obtained by studying the temperature evo-
lution of ”short pore” sorption isotherms. In Fig. 2,
we show optical isotherms for a ”short pore” sample (2
µm/85%). The amplitude of the cavitation event, small
at 77 K, increases with the temperature T . The cor-
responding cavitation pressure Pc(T ) is compared to the
CNT prediction in Fig. 3. The agreement is good at high
temperature, confirming the cavitation nature of evapo-
ration. At low temperature, the cavitation threshold is
slightly higher than predicted. This result is in qualita-
tive agreement with earlier measurements of cavitation in
bulk superheated nitrogen [29] as well as in other fluids
far below their critical point (hexane [7], heptane [31],
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ethanol [31, 32], water [33]).

FIG. 2. Normalized nitrogen optical isotherms for a ”short
pore” sample 2 µm thick (85 % porosity, 20 ALD cycles).

FIG. 3. Temperature dependence of the relative cavitation
pressures (Pc/Psat) for a ”short pore” sample (2 µm/85%
porosity/20 ALD cycles). The experimental points are rep-
resented by the crosses. The solid line represent the CNT
predictions for N2, with an energy barrier of 46kBT .

The temperature evolution of the isotherm shape
shown by Fig. 2 is consistent with the large distribu-
tion of pore apertures. At 77 K, most pores have large
enough apertures to empty through meniscus recession
before reaching the metastability limit in the bulk of the
pore, and cavitation only takes place in the narrowest
pores with the narrowest apertures. As the temperature
increases, the cavitation pressure increases faster than
the equilibrium pressure in the apertures, and an increas-
ing number of pores empty by cavitation. This accounts
for the increase in relative height of the cavitation step.
Above 120 K, all pores empty through cavitation.

Long pores: changing the temperature

We now turn to the ”long pore” samples. Here, we have
used volumetric setups in order to measure the temper-
ature dependence of the sorption isotherms.

Nitrogen isotherms are shown in figure 4 for a sample
of porosity 70%, thickness 20 µm, coated with 55 ALD
cycles. At all temperatures, we observe that nitrogen
mostly evaporates at a well defined threshold. Note that
the sensitivity of the commercial apparatus is too low to
detect a possible small secondary cavitation event similar
to that detected at 77 K by WLI (inset of Fig 1).

FIG. 4. Temperature dependence of nitrogen sorption
isotherms for a porous silicon sample of porosity 70%, thick-
ness 20 µm, and 55 ALD cycles. The non-physical shape of
the isotherm at 116 K at low pressure is an artefact due to
the poor sensitivity at high temperature, but it remains easy
to determine the pressure of the evaporation step.

FIG. 5. Helium sorption hysteresis loops for a porous silicon
sample of porosity 70%, thickness 20 µm, with pore mouth
reduced as described in the text. The vertical scale has been
adjusted to be respectively 0 and 1 at the lower and upper
closure points of the hysteresis loop. The two temperatures
lie on both sides of the crossover temperature T ∗. At the
lower temperature, the secondary evaporation event at Pc is
similar to that detected with nitrogen using WLI.

Similar experiments were performed with helium-4 us-
ing a different sample with the same 70% porosity and
thickness 20 µm. This sample had been previously used
for the hexane experiments reported in Ref.7. In this
case, instead of using ALD, the pore mouth was reduced
by evaporating a 2 nm Al layer which is subsequently
oxidized, this procedure being repeated 8 times [7]. As
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illustrated by the hysteresis loops in Fig. 5, evaporation
mostly takes place at a well defined threshold whatever
the temperature (see Supporting Information for details).
However, at low temperature, the continuous volumetric
technique used in this case also reveals a small evapo-
ration event at Pc. As discussed below, this event is
similar to that detected with nitrogen using WLI, and
corresponds to cavitation.

FIG. 6. Temperature dependence of the evaporation pressure
(P/Psat) for N2 (A) and 4He (B) in 70% porosity and 20 µm
thick porous silicon samples with various alumina deposits.
Diamonds correspond to the steep evaporation, while crosses
correspond to the evaporation of a small fraction of the pores
via homogeneous cavitation (the cross in A corresponds to the
event shown in the inset of Fig 1). For both fluids, the solid
lines represent the CNT prediction for a constant energy bar-
rier of 46kBT , and the dashed lines are the theoretical curves
for evaporation through recession of a liquid-vapor meniscus
in a straight cylindrical pore of 9 nm diameter, calculated
from Ref. [26, 27]. T ∗ is the crossover temperature between
the two evaporation processes.

Results for N2 and He are respectively summarized in
Figs. 6 (a) and (b), which show the pressures of the
main evaporation step (black diamonds) and of the sec-
ondary event (crosses). The full lines in Figs. 6(a) and
(b) correspond to the CNT predictions for the cavitation
pressure, using a constant energy barrier of 46kBT , and
the dashed lines to the equilibrium pressure in a straight
cylindrical pore 9-nm in diameter. In a similar way to an
earlier study of evaporation in ordered large-cage meso-
porous silicas [4], comparison of the experimental points
to the theoretical lines demonstrates the existence of a

temperature crossover between two evaporation mecha-
nisms. Above a temperature crossover T ∗, evaporation
mostly takes place at the same pressure Pc as in ”short
pore” samples, consistent with homogeneous cavitation.
Below T ∗, the pressure threshold Pp strongly deviates
from the CNT curve. For both helium and nitrogen, Pp

is found equal to the equilibrium pressure in 9-nm diam-
eter cylindrical pores, suggesting that it is controlled by
meniscus recession in such apertures. Nevertheless, the
pressure of the secondary event is consistent with CNT,
showing that a small fraction of the fluid still evaporates
through cavitation.

A closer look at evaporation in ”long pore” samples

In order to shed light on the evaporation mechanism
at play in ”long pores” samples, we use an original ap-
proach, which consists in monitoring the pressure depen-
dence of the FFT spectrum of the reflected light. An ex-
ample is shown in Fig.7 for a sample with porosity 70%
and thickness 20 µm. On the saturation plateau (point A
in the inset of Fig. 7), and at the end of the evaporation
step (point C in the inset of Fig. 7), the Fourier trans-
form of the reflected intensity versus optical wavelength
shows a single peak at optical thicknesses correspond-
ing respectively to a saturated or a nearly empty porous
layer. If pores would evaporate independently, one would
expect the peak to continuously shift between A and C
on the evaporation branch. Indeed, the distance between
pores being much smaller than the optical wavelength,
the reflected light spectrum measures the average of the
fluid density over many pores, which, since neighboring
pores have uncorrelated diameters, should vary contin-
uously during evaporation. Such a behaviour is indeed
observed for ”long pore” native samples at porosities of
70% and 85% (see Supporting Information). In contrast,
the behaviour for ”long pore” ink-bottles is strikingly dif-
ferent. As shown by Fig.7, the spectrum at point B in the
inset of Fig. 7 is a linear combination of the two peaks
above: during evaporation, the amplitude of the ”sat-
urated” peak (Lf ) decreases while that of the ”empty”
peak (Le) grows. This peak splitting, rather than the
emergence of a single peak corresponding to an interme-
diate fluid content in the porous layer, means that evap-
oration is correlated over distances much larger than the
pore spacing, directly evidencing the collective nature of
evaporation between neighboring pores.

We have confirmed this long range correlation of evap-
oration in ”long pore” samples by direct, high spatial res-
olution, optical imaging. Imaging the evaporation pro-
cess is indeed possible using hexane at room tempera-
ture instead of nitrogen. In this case, a spatial resolution
of 1 µm can be reached because of the smaller distance
between the sample and the imaging lens, compared to
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FIG. 7. Fourier transform of the reflected light spectrum dur-
ing N2 evaporation at 77.8 K for a ”long pore” sample (poros-
ity 70%, thickness 20 µm and 55 ALD layers). A saturated
sample just before evaporation (dashed line), B during evap-
oration (red) and C at the end of evaporation (black solid
line). Inset: corresponding optical isotherm with points A,
B, C.

the low temperature setup, combined with the enhanced
contrast between saturated and empty regions due to the
larger optical index of hexane compared to nitrogen. Fig-
ure 8 shows a series of successive pictures taken during
the main evaporation event for a ”long pore sample”.
Evaporation clearly proceeds from a few spots through
the emptying of large patches of neighbouring pores. The
correlation length of the resulting pattern is of the order
of 10 µm, about 2 orders of magnitude larger than the
mean distance between pores.

Evaporation in native ”long pore” samples

We now turn to native ”long pore” samples, i.e. with-
out pore mouth reduction. For such samples, isotherms
(presented in Supporting Information) show a steep evap-
oration event at high temperature. At low temperature,
desorption is not as steep and we define the evaporation
pressure at mid-height of the evaporation step. The tem-
perature dependence of the normalized evaporation pres-
sure is shown in figure 9 for a 70% porosity sample 20 µm
thick. We find that the behavior of the native sample is
similar to that of the same sample with alumina deposi-
tion (Fig. 6): at high temperature, evaporation occurs
through cavitation while below a crossover temperature
T ∗ ≈ 114 K, evaporation occurs through meniscus reces-
sion in an effective aperture of diameter Deff = 10.9 nm.
This value is significantly larger than deff = 9 nm found
for the sample with alumina deposition.

This difference in effective diameters suggests that,
at low temperature, evaporation by meniscus recession
follows different paths in native samples and ink-bottle

FIG. 8. Successive images of a ”long pore” sample during
the main evaporation event with hexane (same sample as the
one used for 4He experiments, T = 18◦C). Using the small
difference (about 1%) of effective optical indices, hence reflec-
tivities, between the filled and empty porous layer, contrast
enhancing reveals the filled parts of the sample (bright) and
the empty ones (dark). The pressure relative to Psat is 0.58
in the middle of the evaporation step and changes by 7 · 10−4

from one image to the next.

samples. This is directly confirmed by the study of
the reflected light spectrum for the native sample. In
contrast to the ink-bottle samples, the Fourier transform
of this spectrum does not reveal any peak splitting
during evaporation (see Supporting Information). This
means that native samples do not show any long-range
correlation during evaporation.

For native 50% porosity samples, we have also mea-
sured the evaporation pressure as a function of the tem-
perature and we find the same crossover from meniscus
recession at low temperature to cavitation at high tem-
perature (see Supporting Information). For 50% poros-
ity, we find Deff = 6.2 nm and T ∗ = 97 K. For native 85%
porosity samples, we have only measured the evaporation
pressure at 77 K, which gives Deff = 18 nm.

DISCUSSION

For ”short pore” samples, all our observations are con-
sistent with the porous layer behaving as independent
pores. Depending on the diameter of the alumina con-
strictions at the pore mouth, and depending on the tem-
perature, evaporation in a pore may occur either through
the recession of the meniscus or by homogeneous cavita-
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FIG. 9. Temperature dependence of the normalized evapo-
ration pressure for the same PoSi sample as in Fig. 6, but
prior to alumina deposition. Black symbols correspond to the
evaporation pression for the native state and grey ones to the
evaporation pressure for reduced pore mouth. As in Fig. 6,
the solid line is the CNT prediction for an energy barrier of
46 kBT and the dashed line is the equilibrium pressure in an
aperture of diameter 10.9 nm.

tion.

For ”long pore” samples and above a crossover tem-
perature T ∗ which is sample dependent, we also observe
cavitation. This was expected for samples with alumina
deposit: above T ∗, the alumina constrictions at the pore
mouth are narrow enough to block the meniscii and pre-
clude evaporation from the sample surface. Thus, the liq-
uid can reach the metastability limit for bulk cavitation
in the whole volume, independently of the topology of the
pore network. The fact that cavitation is also observed
in native samples is more surprising. The simplest inter-
pretation is that pores are not straight and that native
constrictions in the pores play the same role as alumina
constrictions at the aperture, i.e. control the recession
of the meniscus below T ∗. The existence of constrictions
distributed along the pores is also suggested by NMR
measurements of the diffusion constant along the pore
axis [16, 17], and by permeability measurements [16], the
values of both quantities being much smaller than ex-
pected for straight pores.

In this interpretation, Deff is a typical diameter of
these constrictions. This is supported by the value of the
alumina thickness tob which is required to obstruct the
pores. Assuming that constrictions exist close to the pore
aperture, one expects Deff ∼ 2tob. This relationship is
consistent with our measurements of Deff and estimation
of tob (see Supporting Information). Values of effective
diameters for different porosities are gathered in Table
II.

Turning now to evaporation below T ∗, we find that na-
tive and ink-bottles samples exhibit different evaporation
mechanisms. For native samples, we do not observe long-
range correlation between pores. It is thus likely that
meniscus recession occurs independently in each pore and

is controlled by the disorder induced by the constrictions.
Then, each pore behaves as a one-dimensional disordered
system, as proposed in Refs. [20, 34] to account for
the H2 shape of isotherms. Discussing the shape of the
isotherms and relating precisely the value of Deff to the
pore geometry would require to characterize the disorder
along the pores and to take into account the distribution
of pore diameters. This is well beyond the scope of the
present work.

porosity 〈d〉 (nm) Deff (nm) T ∗ (K) deff (nm)
50 % 13 6.2 97 -
70 % 26 10.9 114 9
85 % 50 18 121 12

TABLE II. Average pore diameter 〈d〉 (after [8]), effective
diameter Deff of constrictions along pores and effective di-
ameter deff for connections between pores for several porosi-
ties, obtained from the evaporation pressure. We also give
the crossover temperature T ∗ between meniscus recession and
cavitation for native samples. For 50% porosity, only native
samples were studied so that deff could not be determined.
For 85% porosity, measurements were only performed at 77 K,
and T ∗ is the estimated intercept of the cavitation curve and
of the equilibrium curve for Deff= 18 nm.

Finally, coming to the evaporation mechanism for
”long pore” ink-bottles below T∗, the very steep evapo-
ration event observed in this case has specific features.
First, the evaporation pressure is almost independent of
the reduction of the pore mouth. This was demonstrated
for hexane at room temperature [7]. We have checked
that this holds for nitrogen at 77 K. As shown in Fig.
10 for a 85% porosity sample, we find that evaporation
occurs at Pp ' 0.8Psat whatever the alumina thickness,
up to a value where the whole porous volume is almost
completely disconnected from the vapor reservoir.
Similar results were previouly interpreted as a proof
for cavitation [7, 9], which could only be heterogeneous
since the homogeneous cavitation would occur close to
0.5Psat, well below Pp. This hypothesis is now ruled
out: despite being a perfectly wetting fluid, helium
indeed behaves as nitrogen, excluding the heterogeneous
cavitation scenario.

The second feature is the long-range correlations be-
tween pores. While the simplest explanation is the ex-
istence of connections between neighbouring pores, an-
other possibility, put forward by Grosman and Ortega
[35], would be an indirect mechanical coupling. How-
ever, in view of our recent experiments on strain- and
stress-induced adsorption [19], this mechanical coupling
is negligible. Moreover, the existence of connections be-
tween pores is also suggested by the moderate anisotropy
of the diffusion constant measured by NMR [16, 17]. All
together, this makes the first explanation the most likely.

The third and last feature is the temperature depen-
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FIG. 10. Effect of successive alumina deposition on nitrogen
isotherms at 77.4 K for a 85% porosity sample (〈d〉 = 50
nm, l = 20µm). Whatever the alumina thickness, hence the
pore aperture reduction, the steep evaporation step occurs at
PV /Psat ' 0.8, corresponding to an effective diameter deff =
12 nm. For 160 ALD cycles, the extent in L of the hysteresis
loop is much reduced, implying that most of the pores are
obstructed.

dence of the evaporation pressure, which is found to
be the same as that for a meniscus receding through
an aperture of effective diameter deff , smaller than the
typical constriction size Deff . As deff is independent on
the fluid and on the thickness of the alumina coating, it
has to be a characteristic dimension of the porous mate-
rial, most probably related to connections between pores.

Bringing all these results together leads to the fol-
lowing scenario for long pores samples of porosities 70%
and 85%. Without alumina deposit, the fluid evaporates
mainly along the pores as the constrictions are, on av-
erage, wider than the connections between pores. The
existence of connections has no impact on the evapo-
ration mechanism. In contrast, when the pore mouths
(or the constrictions close to the mouth) are reduced by
alumina deposition, only the largest pores or defects in
the pore network still present a mouth wider than the
interconnections. It then becomes more favorable for
the meniscii to recede first in these largest pores, then
through interconnections to finally reach the narrower
pores. The observed long-range correlation during evap-
oration shows that this process is a collective one. By
analogy with 3D disordered porous materials, we suggest
that it involves a percolation phenomenon. Assuming
that all constrictions within a pore are wider than the
interconnections, a given pore will totally empty as soon
as one of the neighboring pores to which it is connected
will itself empty. The random nature of interconnections
then gives rise to an invasion percolation phenomenon,
the largest pores acting as germs. Because the underlying
sites are the pores themselves, this percolation is likely
2D rather than 3D. Predicting the corresponding evapo-
ration threshold (that is the value of deff) would require

a detailed knowledge of the network topology, which is
well beyond our current capability. However, we stress
that this scenario provides a natural explanation to the
dependence of deff on the details of the pore geometry, a
feature which was difficult to explain in the hypothesis
of heterogeneous cavitation. For instance, as shown in
Fig. 1, the evaporation pressure increases with the pore
length l. This can be explained by an increase in the
diameter of the interconnections with the etching time,
a reasonable hypothesis in view of an earlier work were
we observed that the isotherms change with the etching
time [19].

In this picture, the observation in the same samples of
a small cavitation event (about 1 % of the total volume
for the 20 µm/70% sample at 77 K) implies that some
pores or some sections of the pores are connected to their
neighbours only through some very narrow constrictions.

To summarize, the features of evaporation from ”long
pores” samples are consistent with porous silicon being
a disordered and interconnected 3D pore network –with
some anisotropy– rather than an array of straight inde-
pendent pores. Actually, very few experiments point to
the opposite conclusion. The crucial one [15], which ini-
tially promoted the model of independent pores, is an
experiment performed using a 1-cm-size sample prepared
in the same way and with a similar geometry as the
present ”long pore” samples (pore length about 20 µm
and porous layer still attached to the underlying wafer).
When the sample was half covered with a thick aluminum
layer – totally blocking the pores below the deposit – and
subsequently exposed to an oxygen atmosphere, oxygen
did not enter the pores below the Al layer , which was
interpreted as a proof that pores are non interconnected.
However, a major difference between this experiment and
ours is the typical length scale at which communication
between pores is tested. In the earlier experiment, no
oxygen was detected in the pores a few mm away from
the Al boundary. In contrast, present optical experi-
ments reveal connections up to the µm scale. A precise
modeling of the oxygen flow at large scale in a realistic
pore network is then necessary to check whether the two
observations may be reconciled or not.

CONCLUSION

We have shown that evaporation in porous silicon
membranes occurs either through homogeneous cavita-
tion or by meniscus recession. In the latter case, pore-
blocking can trigger a local or collective evaporation pro-
cess. This variety of evaporation mechanisms is not con-
sistent with a description of porous silicon as an array
of independent straight pores aligned along the etching
direction. This is in agreeement with recent measure-
ments of diffusion constant, permability, elastic moduli
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as well as images obtained by X-ray tomography. One
of the major outcomes of the present work is a consis-
tent picture, for all samples and all temperatures, of how
the evaporation process is impacted by the defects of the
pore array, these defects being schematically described
as constrictions along the pore axis and interconnections
between pores.

In this picture, the existence of interconnections is re-
sponsible for the spectacular long-range nature of evapo-
ration, consistent with a percolation process, observed at
low temperature for the long pores samples with reduced
pore mouth. Such a behavior, which was previously mis-
interpreted as heterogeneous cavitation, is however re-
stricted to those particular samples. In all other situa-
tions, and particularly for native samples, interconnec-
tions have no impact on the evaporation process, which
occurs either through menicus recession along the pore
direction, or by cavitation. This reflects the fact that, on
average, constrictions are larger than interconnections.
Hence, the resulting structure of porous silicon and the
evaporation process are highly anisotropic (as are elastic
moduli, diffusion constants...).

The second important result is that, for long pore sam-
ples, we always observe a crossover between meniscus re-
cession at low temperature and homogeneous cavitation
at high temperature. The crossover temperature is con-
trolled by the typical diameter of the constrictions for
native samples or by that of the interconnections for sam-
ples with alumina deposition. Such a crossover is similar
to the one observed in ordered cage-like porous silicas [4]
whose behavior is now well understood [36] . For these
systems, constrictions and interconnections are identical
and monodisperse, so that deff=Deff inferred from the
evaporation pressure can be compared to their determi-
nation from structural studies. This contrasts with the
case of Vycor, a prototype of tridimensional disordered
porous material. Although a similar crossover between
percolation and cavitation has been previously demon-
strated for this material [13, 14], a direct comparison be-
tween deff and its complex structure seems out of reach.
In other words, unlike in ordered cage-like porous silica,
T ∗ cannot be precisely predicted from the material struc-
ture. The situation for porous silicon is similar. Never-
theless, we can safely expect that, as long as the pore net-
work does not consist in an array of non-interconnected
straight pores, cavitation should be the dominant evap-
oration process at high enough temperature.

Ultimately, the simplest situation is the one of short
pore samples with alumina deposit, which can be
considered as a array of independent pores. The fraction
of such pores emptying through homogeneous cavitation
depends on the pore aperture distribution and on the
temperature. Since a strong reduction of the pore mouth
allows to observe cavitation in a wide temperature
range, such samples are powerful tools for studying

homogeneous cavitation. Moreover, as a single sample
consists in 1011 independant pores, it is straightforward
to determine the cavitation rate, as demonstrated in
porous alumina [7]. Compared to porous alumina,
porous silicon layers are simpler to synthetize and have
better optical properties as the surfaces have a better
flatness. The wide pore size distribution is not an
obstacle for studying homogeneous cavitation as long as
the diameter of the critical nucleus is much smaller than
the mean transverse pore size, a condition which is met
for 85% porosity sample except in the very close vicinity
of the bulk critical point. Experiments are currently
in progress with the aim to obtain a more precise
understanding why, as seen in Fig. 2, the cavitation
pressure is shifted with respect to the CNT prediction
at low temperature.

SUPPORTING INFORMATION

Calibration of ALD deposition. Additional details on
the determination of optical and volumetric isotherms
for nitrogen and helium. Additionnal experimental data
for native porous silicon samples. Determination of the
helium cavitation pressure from volumetric isotherms.
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