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Introduction

Many gas molecules have strong vibrational absorption in the mid-infrared (mid-IR, 2.5 -15 μm), allowing for air quality and environmental monitoring applications [START_REF] Mashanovich | Germanium mid-infrared photonic devices[END_REF]. However, mid-IR technologies are still limited in their range of applications, primarily due to devices' size and prohibitive costs [START_REF] Marris-Morini | Germanium-based integrated photonics from near-to mid-infrared applications[END_REF]. In this context, we aim to achieve a small footprint low-cost sensing platform with an integrated supercontinuum (SC) source to overcome these limits. Great efforts have been devoted to demonstrating octave-spanning SCs in mid-IR up to 8.5 μm [START_REF] Sinobad | Mid-infrared octave spanning supercontinuum generation to 8.5 μm in silicon-germanium waveguides[END_REF] and recently up to 13 μm [START_REF] Montesinos-Ballester | On-Chip Mid-Infrared Supercontinuum Generation from 3 to 13 μm Wavelength[END_REF] in dispersion engineered SiGe-based waveguides. Furthermore, we performed dispersion trimming, hence altering the SC properties, in a post-fabrication step [START_REF] Sinobad | Dispersion trimming for mid-infrared supercontinuum generation in a hybrid chalcogenide/silicon-germanium waveguide[END_REF], and we reported high coherence of an SC at frequencies separated by an octave [START_REF] Sinobad | High coherence at f and 2f of mid-infrared supercontinuum generation in silicon germanium waveguides[END_REF]. Yet, SC in the all-normal dispersion (ANDi) regime, which offers the capability to maintain a single pulse with high coherence across the entire spectrum, has not been reported in a silicon-based chip in the mid-IR. Following the recent SC generation reports in the ANDi regime in various fiber platforms [START_REF] Nishizawa | Octave spanning high-quality supercontinuum generation in all-fiber system[END_REF][START_REF] Al-Kadry | Broadband supercontinuum generation in all-normal dispersion chalcogenide microwires[END_REF][START_REF] Xing | Linearly chirped mid-infrared supercontinuum in all-normal-dispersion chalcogenide photonic crystal fibers[END_REF], a chalcogenide chip [START_REF] Yu | Experimental demonstration of linearly polarized 2-10 μm supercontinuum generation in a chalcogenide rib waveguide[END_REF], we report here what we think to be the first octave-spanning mid-IR SC in an ANDi waveguide in a silicon-based chip [START_REF] Sinobad | Mid-infrared supercontinuum generation in silicon-germanium all-normal dispersion waveguides[END_REF].

Octave-spanning SC in the ANDi regime

We designed our SiGe (40% Ge in alloy) waveguides, with 5.0 μm ⨯ 2.7 μm cross-section (see Fig. 1a), to operate in the ANDi regime with low group-velocity dispersion (GVD < 100 ps/nm/km) across an octave bandwidth between 3 and 6 μm in both TE and TM polarizations (see Fig. 1b). GVDs reach their peak values of -4 and -15 ps/nm/km, at 4.7 and 4.5 μm wavelengths, for TE and TM polarizations, respectively. We characterized our waveguides using a standard free-space butt-coupling setup. We measured losses using a cutback method and a 7.5 pico-second laser, reaching loss as low as 0.3 dB/cm between 4 and 5 μm in TM polarization [START_REF] Sinobad | Mid-infrared supercontinuum generation in silicon-germanium all-normal dispersion waveguides[END_REF]. We then performed SC spectrum measurements by pumping a 2 cm long waveguide with 205 fs, 63 MHz repetition rate pulses at 4 µm. Fig. 2 shows the measured output spectra, spanning over an octave from 2.9 to 6.0 μm and 2.8 to 5.7 μm, obtained by pumping the waveguide with 40 mW (5.7 kW) coupled average (peak) power in TE and TM polarizations, respectively.

Our simulations are in good agreement with the experimentally generated spectra (see black dash-dotted curve in Fig. 2). We calculated the degree of first-order coherence g12 from 50 independent simulations showing a highdegree of coherence g12 equal to unity over the entire bandwidth (see red curve in Fig. 2). A fully coherent SC from an ANDi waveguide, with a single pulse in time-domain, can be compressed to a fewcycle limit after compensating the second-and third-order dispersion [START_REF] Tsuda | Second-and third-order dispersion compensator using a high-resolution arrayed-waveguide grating[END_REF]. Using simulations, we showed that it is possible, in principle, to exploit our SC to compress the 205 fs pump pulses down to 22 fs [START_REF] Sinobad | Mid-infrared supercontinuum generation in silicon-germanium all-normal dispersion waveguides[END_REF].

Conclusion

In conclusion, we have demonstrated fully coherent octave-spanning SCs in an ANDi SiGe-on-Si waveguide in both orthogonal polarizations of the fundamental mode. We found good agreement between measurements and simulations, allowing us to numerically confirm the full coherence of the generated SCs across their entire (-30 dB) bandwidths. The fully coherent supercontinua achieved in this regime are suitable for efficient on-chip pulse compression schemes.
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 1 Fig. 1. a) schematics of the 5.0 μm ⨯ 2.7 μm cross-section air-clad SiGe-on-Si waveguide, b) calculated group velocity dispersion in TE (red), TM (blue) polarizations. Arrows show the corresponding cutoff wavelengths.

Fig. 2 .

 2 Fig. 2. Measured (solid) and simulated (dash-dotted), low-power (blue) and high-power SC (black) spectra in the a) TE and b) TM polarizations. The top red curve shows the calculated coherence of the SC spectrum. Black arrows show -10dB and -30dB spectral bandwidths.
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