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3 5 [START_REF] Lagacherie | Estimation of soil 671 clay and calcium carbonate using laboratory, field and airborne hyperspectral measurements[END_REF][START_REF] Weber | A new approach for mapping biological soil crusts in semi-desert areas with hyperspectral 717 imagery[END_REF] have provided promising results for characterizing 100 physicochemical properties of soil surface, including crusts [START_REF] De Jong | Physical Characterization and 669 Spectral Response of Mediterranean Soil Surface Crusts[END_REF]. A second 101 improvement relies on incorporating a priori information about H-SSC evolution, where using aerial 102 cameras with few spectral bands is attractive for operational hydrology at the watershed extent. The [START_REF] Andrieux | Predicting infiltration rates by 605 classifying soil surface features in a Mediterranean wine-growing area. Oral communication. 606 International Symposium[END_REF]Marques, 2004;9 Corbane, 2006;Pare et al., 2011). From this knowledge, H-SSC evolution can be derived for a given 211 surface, to predict the set of possible successors PS(ti) at time ti according to: 212 the antecedent H-SSC class C(ti-1) at time ti-1, as obtained from the previous iteration that 213 processed the preceding pair of consecutive H-SSC class maps within the time series (Figure 1), 214 the rainfall amount P i between time ti-1 and time ti, as obtained from ancillary rainfall data such as 215 those provided by usual and easy-to-access meteorological databases, and 216 the soil management practices between time ti-1 and time ti, which has to be detected by the 217 method we proposed here.

218

We discuss hereafter the distinction between natural and anthropogenic evolution rules. As the soil management practice can occur at any time between image acquisitions at time ti-1 248 and ti, a natural evolution can also take place. In accordance to usual soil management practices for 249 Mediterranean vineyards, it is reasonable assuming one practice only can occur within one month, as 250 shown later in Section 4.4. Therefore, any set of possible anthropogenic successors to be considered in 251 the evolution rules combines (i) possible successors resulting from an anthropogenic evolution 252 (Table 3) and (ii) possible successors resulting from a natural evolution (Table 2). 4 for antecedent H-SSC classes of structural crust (STC) 256 and sedimentary crust (SDC). For the STC instance, a mechanical weeding on STC can result in T, TC 257 or STC according to rainfall amount. Similarly, STC can evolve into GC and then, following a 258 chemical weeding, evolve into LC. In its turn, LC evolves into STC or SDC according to rainfall 259 amount (leach effect). For the SDC instance, the chemical weeding is not considered since the change 260 of SDC into GC has not been observed in the field (see natural evolutions in Section 3.1.1).

262

[Table 4 about here] 263 264 Given the number of possible successors for a unique antecedent H-SSC class, expert 265 knowledge is finally used to define the most probable successor, in accordance with field observations 11 (Leonard and Andrieux, 1998[START_REF] Andrieux | Predicting infiltration rates by 605 classifying soil surface features in a Mediterranean wine-growing area. Oral communication. 606 International Symposium[END_REF], Corbane et al., 2008a). For instance, based on the 267 example given in table 4, following a mechanical weeding and rainfall amount of 30 mm, the most 
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The highest percentage value (%max) indicates the dominant evolution at the field extent. However, if 294 %max is lower than a threshold value, i.e., 70%, the system interrupts and indicates an inconsistency.

295

Finally, the identification of the dominant evolution permits the detection of the soil management 296 practice among mechanical and chemical weeding, when occurring. Airborne Vehicle (UAV) called Pixy© [START_REF] Asseline | Note on the design and use of a slow drone for remote 609 sensing[END_REF]. The images were collected on five days 355 in 2004 that corresponded to dry soil conditions (January 04, March 27, May 18, June 15 and July 23).
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The monthly frequency of photo collection was supposed to capture the temporal dynamics of H-SSC.

357

The UAV flew at an altitude of 150 m, yielding a 0.10 m spatial resolution. The digital camera was a 358 Minolta DiMAGE 7Hi, featuring a 2/3 in. type CCD sensor with five megapixels. The airborne nadir 359 viewing images were collected using filters centred on 450 (blue), 550 (green) and 650 (red) nm.

360

Reflectance over these three filters were supposed to provide sufficient information for the mapping of When selecting the monotemporal classification to be used for deriving time series of H-SSC class 376 maps from aerial photos, two approaches devoted to hydrological SSC could be foreseen, as listed in 15 the introduction. We selected the method proposed by Corbane et al. (2008b). First, it allowed a better 378 discrimination of some H-SSC classes as compared to that of [START_REF] Wassenaar | Soil surface infiltration capacity 713 classification based on the bi-directional reflectance distribution function sampled by aerial 714 photographs. The case of vineyards in a Mediterranean area[END_REF]. Second, it was 379 already tested on the considered study area. We give here an overview of the monotemporal The absolute values of the test Z statistic were larger than the critical value of 1.96, which 494 suggested that all the classification results obtained by the multitemporal approach were significantly 495 better than those obtained by the monotemporal classification, at a 95% confidence level. The 496 multitemporal classification outperformed the monotemporal classification for the whole dataset. The 497 higher performance achieved with the multitemporal classification was obtained on Field 2 for the 498 image acquired in March with an overall accuracy of 0.98. On the other hand, the lowest improvement 499 achieved with the multitemporal classification was obtained for the image acquired in May (0.84 500 overall accuracy for monotemporal versus 0.89 overall accuracy for multitemporal). This might be 501 attributed to the relatively good level of accuracy already reached by the monotemporal approach.
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Another evaluation of improvements in classification performances is proposed in Figure 8, 504 where relative values are reported for each H-SSC class. As depicted in this graph, a significant 505 improvement in the identification of class SDC was observed on Field 1 (relative improvement about 506 39% in March, 17% in May and 48% in June) and on Field 2 (21% in June). An important increase in 507 accuracy was also observed for class STC in March (relative improvement about 35% on Field 2; 37% 508 on Field 3 and 20% on Field 4). Similarly, the identification of classes GC, LC and TC from the 509 multitemporal classification over-performed that from the monotemporal classification, mainly in June 510 for classes GC (31% on Field 4) and LC (37% on Field 1) and in July for class TC (18% on Field 3).

511

On the other hand, accuracy result of class T did not vary as much with the multitemporal 512 classification, because this class was already well detected by the monotemporal classification. 

  about the temporal evolution of land surface characteristics has been 106 successfully used for classification purposes. It has taken form of expert knowledge or ancillary 107 databases, where the associated uncertainties required using probabilistic approaches. Matrices of 108 probable state transition were used by[START_REF] Janssen | Knowledge-Based Crop Classification of a Landsat Thematic 665 Mapper Image[END_REF] who designed a knowledge-109 based classifier that integrated crop information for current and past years. Largouet and Cordier 110 (2001) developed a probabilistic classification that relied upon (i) time dependencies of classes 111 derived from a satellite image sequence, (ii) knowledge about the field locations and (iii) expertise on 112 possible land-cover evolutions. Raclot et al. (2005) proposed a per-field land-cover classification, 113 where a rule-based decision system incorporated yearly satellite imagery acquired during the growing 114 period along with ancillary data such as cropping history (inter-annual crop rotations), context 115 (altitude, soil type) and structure (field sizes and shapes). Mota et al. (2007) integrated temporal class 116 dependencies by means of a transition diagram based on fuzzy possibility values, in order to classify 117 land use and land cover. Lucas et al. (2007) implemented temporal decision rules based on fuzzy logic 118 for mapping semi-natural habitats and agricultural land cover during an annual cycle. Overall, these 119 multitemporal methods allowed improving performances as compared to monotemporal methods, 120 although they depended upon complex modelling for handling temporal relationships. 121 122 In order to provide an efficient remote sensing monitoring of H-SSC for the benefit of 123 operational hydrology at the catchment extent, the current study aims to propose and assess a 124 multitemporal image classification that incorporates a priori information about H-SSC temporal 125 evolutions. A priori information consisted in expert knowledge about possible evolutions of H-SSC 126 classes, in relation to environmental conditions (i.e., rainfall regime) and soil management practices. 127 7 Two types of surface crusts are distinguished, structural and sedimentary crust. Soil cover is 155 characterized using vegetation and litter fraction cover, with a thresholding of 50%. 156 157 Hydrological SSC (H-SSC) classes are finally obtained by applying association rules that 158 combine the SSC attributes discussed below. Table 1 displays the involved SSC attributes, the 159 association rules, and the resulting H-SSC classes with their distinct infiltration rates. As compared to 160 the original version of the typology proposed by Andrieux et al. (2001), we removed the class related 161 to stoniness since the latter was a minor attribute within the study area (Section 4.1a new multitemporal classification that aims to provide H-SSC maps as accurate as 168 possible. For this, the proposed method analyses pairs of consecutive H-SSC class maps within a time 169 series by integrating expert knowledge about possible H-SSC evolutions in accordance to ancillary 170 information about daily rainfall. This multitemporal classification is designed for Mediterranean 171 vineyards where H-SSC evolutions are driven by two types of soil management practices (mechanical 172 and chemical weeding) combined with rainfall forcing. Then, the proposed method must be able to 173 detect these management practices that are supposed to impact significantly H-SSC evolutions. 174 Besides, the time delay between two consecutive maps within the time series must hold with the H-175 SSC dynamics, which is presumably close to the monthly timescale. 176 177 The proposed multitemporal classification consists of correcting H-SSC class maps, 178 previously derived from any monotemporal classification, where maps are pixel or image-object 179 based. The flowchart of the multitemporal classification is displayed in Figure 1. The first step is the 180 design of the rule-based system that defines the possible H-SSC successors in accordance with expert 181 knowledge about H-SSC evolutions (Section 3.1). The second step is the comparative analysis of the 182 8 H-SSC successors against the output of the monotemporal classification (Section 3.2). This second 183 step is twofold. By considering the field scale that corresponds to soil management practices 184 (Section 3.3.1); the dominant H-SSC evolution is first identified. The monotemporal classification is 185 next corrected when it is inconsistent with the dominant evolution at the field scale (Section 3.2its capability in generating time series of reliable H-SSC maps, the method we 190 propose here also detects evolution drivers between natural and anthropogenic, including an 191 identification of soil management practices between mechanical and chemical weeding. We detail 192 hereafter each step of the proposed multitemporal classification. is derived from recurrent in-situ observations of similar evolutions for various 197 surface crusts. Figure 2 shows an example of temporal H-SSC class successions when restricting to 198 natural evolutions. According to the H-SSC typology we considered in the current study (Section 2), a 199 recently tilled soil with large clods (class T), evolves progressively into a previously tilled soil with a 200 slightly sealed surface (class TC), then into a structural crust (class STC), before reaching the state of 201 sedimentary crust (class SDC). This evolution is conditioned by rainfall amounts between two 202 successive dates (time ti-1 and time ti). ' soil management practices can occur and modify natural evolutions. 207 Thus, a mechanical weeding / tillage operation just before t3 or t4 on Figure 2 would result in H-SSC 208 class T. Knowledge of temporal evolution of H-SSC may be found in field studies about the 209 monitoring of H-SSC under natural or simulated rainfall

  based rules are compiled in Table2in the case of a natural evolution. This table223presents the set of possible natural successors Snat related to each combination of antecedent H-SSC 224 class C(ti-1) and rainfall amount P i . The natural successors for T, TC, STC and SDC are established 225 according to the evolution scenario for the vineyard soil structure displayed in Figure 2, provided the 226 initial conditions resulted from tillage (class T). These natural successors correspond to different 227 stages in relation to reconsolidation by raindrop impact and redistribution of soil particles by splash 228 and flow (Robinson and Phillips, 2001). 229 230 [

  final set of possible anthropogenic successors Sant induced by a soil 255 management practice is represented in Table

  outlined in the previous section are applied on each H-SSC class C(ti-1) at time ti-275 1, to define the set PS(ti) of possible H-SSC successors at time ti, where the possible successors are 276 natural (Snat inTable 2) or anthropogenic (Sant in Table 4). Next, a comparative analysis is conducted277 between the set of possible successors PS(ti) and the class Cmono(ti) obtained from the monotemporal 278 classification. The comparative analysis consists of checking the presence of Cmono(ti) within the set 279 of possible successors PS(ti), to next identify an evolution scenario among six possible cases of 280 evolutions: natural evolution, mechanical weeding, chemical weeding, combined natural evolution and 281 mechanical weeding, combined natural evolution and chemical weeding, inconsistency (Table 5the six cases are counted at the field extent. For any field, three surface 286 percentages are calculated, in relation to the H-SSC classes that are the most likely to be observed: 287 percentage of Sant-MW as the total surface belonging to cases 2 or 4 (mechanical weeding) 288 divided by the field surface; 289 percentage of Sant-CW as the total surface belonging to cases 3 or 5 (chemical weeding) divided 290 by the field surface; 291 percentage of Snat as the total surface belonging to cases 1 or 4 or 5 (natural evolution) divided by 292 the field surface.

  consists in replacing Cmono(ti) by one element within the set of possible successors 301 PS(ti), when Cmono(ti) is inconsistent with the dominant evolution process at the field extent. In this 302 case Cmono(ti) is replaced by the most probable H-SSC class within PS(ti), as identified from expert 303 knowledge (Section 3.1.2) and given the dominant evolution detected at the field extent. Thus, the 304 rule-based decision system assigns a unique H-SSC class to each pixel or image-object. all the materials involved in the implementation and assessment of the proposed 309 multitemporal classification. We present the study area, the in-situ observations of H-SSC classes to 310 be used for validation, the time series of H-SSC class maps obtained from a monotemporal 311 classification of aerial photos, as well as the dataset of rainfall and soil management practices. Finally 312 are presented the implementation and the assessment of the multitemporal classification. carried out within a vineyard site at Puisserguier (43°22′N-3°2′E), located in 317 Languedoc-Roussillon which is a Southern France region of wine production. The climate is 318 Mediterranean sub humid, with a long dry season. The annual rainfall over the last 20 years is about 319 650 mm. High intensity storms are common in summer. The soil is fairly homogeneous with a sandy 320 loam texture and a dominant brownish yellow colour overlaying sandy clayey molasses. It is neither 13 stony nor cracking. During the experiment, the cropping system included bilateral wire trained Syrah 322 vine stocks covering an area of 8000 m 2 . Spacing between and along rows were 2.5 and 1.0 m. 323 324 This experimental site concentrated the main soil management practices for Mediterranean 325 vineyards (Figure 3): bare soil controlled by chemical weeding (Field 1, 2000 m 2 ), natural grassing 326 controlled by chemical weeding (Field 2, 2100 m 2 ), natural grassing controlled by mechanical weeding 327 (Field 3, 2100 m 2 ), and sowed grass controlled by mow (Field 4, 1800 m 2 ). Among the three different 328 soil management practiced that were encountered on this site (i.e., chemical weeding, mechanical 329 weeding, mow), chemical and mechanical weeding only had a direct impact on H-SSC evolution. Ground-truthing of H-SSC classes for classification training and validation 334 335 A set of ground truth data was acquired on each date included in the time series of H-SSC class maps,336where each date corresponded to an acquisition of remote sensing data (Section 4.3.1). The ground 337 truth data were collected according to a sampling strategy which accounted for the geometrical 338 features of the study site(Corbane et al., 2008a; b). Each of the four fields was sampled by setting 339 around 25 transects with 1.25 m lengths. Each transects included 25 visual observations of SSC 340 attributes with a 5 cm step, and was assigned to an H-SSC class according to (i) the fraction cover of 341 each SSC attribute observed within the transect and (ii) the association rules presented in Table1.342 343The resulting data set included, for each day of remote sensing data acquisition, about 100 344 transects equally distributed over the four fields, where each transect corresponded to a unique H-SSC 345 class. Each daily set of about 100 transects with 1 m² sizes provided a ground truth database that 346 covered between 1 and 2% of the whole study area. This set of ground truth data was randomly split in 347 two equal parts devoted to training classification and to assessing classification accuracy. airborne images was acquired around solar noon using a remotely controlled Unmanned 354
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  SSC classes (Corbane et al., 2008b), whereas using an aerial camera with few spectral bands was 362 attractive for operational hydrology at the watershed extent.363 364Performing H-SSC classification at several dates required normalizing the images collected at 365 different dates. The pre-processing of the raw airborne images included geometric and radiometric 366 corrections, and was completed by spatial and radiometric filtering(Corbane et al. 2008b). Geometric 367 corrections aimed to remove distortions from the camera lens, the camera tilt and the topography 368 effects. Radiometric corrections were twofold. Date-to-date changes in sun illumination were 369 corrected using the method fromRichter and Schlaepfer (2002). Date-to-date changes in instrumental 370 response were corrected using daily linear regressions based on invariants. Finally, vine canopy and 371 shadow were removed using a radiometric thresholding on red reflectance[START_REF] Wassenaar | Soil surface infiltration capacity 713 classification based on the bi-directional reflectance distribution function sampled by aerial 714 photographs. The case of vineyards in a Mediterranean area[END_REF].

  380 classification. Method rationales, implementations and performance analysis are discussed in Corbane 381 et al. (2008b), who also addressed the relevance of the underlying assumptions. 382 383 The monotemporal classification proposed by Corbane et al. (2008b) assumes SSC attributes 384 are more easily identified from remote sensing images than H-SSC classes, because of greater 385 homogeneities. This object-oriented classification is based on a multiscale segmentation that involves 386 two nested spatial scales (Figure 4): a fine scale to isolate SSC attributes, and a coarse scale to identify 387 each H-SSC class that is a combination of several SSC attributes. The multiscale segmentation 388 spectrally outlines homogeneous image-objects at the two spatial scales, and a two scale classification 389 assigns image-objects to SSC attributes at the fine scale and to H-SSC classes at the coarse scale. assigned at the fine spatial scale by using a nearest neighbour classifier in 394 an object-oriented framework along with preselected training sets, which relies on both spectral and 395 spatial behaviours. Assigning objects at the coarser scale to H-SSC classes relies on (i) the image-396 objects identified from the segmentation at both scales, and (ii) the spatial relations between the two 397 scales within the image-objects' hierarchy. The spatial relations are based on a set of decision rules 398 that follow those designed for characterizing ground-based estimates of H-SSC classes (Table 1of H-SSC class maps was obtained by implementing the monotemporal classification 403 described in Section 4.3.2 over the data set of aerial photos described in Section 4.3.1. The 404 classification training was conducted using half of the ground-truth observations described in Section 405 16 4.2. A portion of the obtained time series is displayed in Figure 5. Significant heterogeneities were 406 observed, in time between the five dates and in space between the four fields. performed by Corbane et al. (2008b) using the other half of the 411 ground-truth observations along with confusion matrices. The best classification accuracy was 412 obtained on January image (Overall accuracy = 0.86). For the other dates, classification accuracies 413 decreased: 0.80 in March, 0.84 in May, 0.69 in June and 0.63 in July. characterize possible H-SSC evolutions between two dates of consecutive maps of H-SSC 418 classes, the multitemporal classification required as input ancillary data on cumulative rainfall. The 419 later were derived from measurements collected by a rain gauge located within the site. 420 421 The chronological diagram presented in Figure 6 displays the dates of image acquisitions in 422 addition to the cumulative rainfall. It also includes the calendar of soil management practices 423 throughout the period of experiment, derived from farmer interviews. The soil management practices 424 were significantly different from one field to another. With regards to the H-SSC temporal dynamics 425 induced by rainfall and soil management practices, the monthly time scale was considered as relevant 426 for monitoring H-SSC temporal evolution from aerial photos. This calendar was used for validating 427 the soil management practices detected with the multitemporal classification. was applied on the time series of H-SSC maps derived from the 435 monotemporal classification of monthly aerial photos (Section 4.3). It was initialized with the first 436 map obtained from the January 2004 flight (classification accuracy of 0.86). It was then tested on the 437 four images of March, May, June and July 2004 acquired over the four fields of the vineyard site. 438 439 The performances of the multitemporal classification were assessed in the same way as were 440 those of the monotemporal classification (Section 4.3.3), such as the comparison between both 441 classifications was possible. Accuracies were assessed using half of the ground-based dataset, i.e. the 442 part that was not used for training the monotemporal classification (Section 4.2 and 4.3.3). The 443 pairwise test statistic based on the Kappa coefficients was used to evaluate the significance of 444 differences between the two classification approaches (represented by their respective confusion 445 matrices), as recommended by Cohen (1960the results obtained when analysing the performances of the multitemporal 450 classification. First, we analyse the potential of the multitemporal approach to detect the considered 451 soil management practices (i.e., mechanical and chemical weeding). Next, we compare the 452 performances of the monotemporal and multitemporal classifications, for both each of the four fields 453 and each of the six H-SSC classes. Finally, we discuss the implications of the proposed approach.

  practice calendar (Figure 6) allowed verifying the results 466 obtained with the multitemporal classification. The later correctly identified the two mechanical 467 weeding interventions on Field 3, the first one around mid-May and the second one around mid-June 468 (%antMW = 87 and 72, respectively). In July, a mechanical weeding was also detected on Field 3 469 (%antMW = 92) which actually corresponded to the former soil management practice applied around 470 mid-June over this field. The results of the multitemporal classification also indicated that a chemical 471 weeding had been applied on Field 2 in May and July (%antCW = 74 and 80, respectively). 472 473 Comparing to the actual calendar of soil management practices displayed by Figure 6, the 474 detection of chemical weeding was not straightforward. On the one hand, the first intervention around 475 the end of March was detected lately on the image acquired in May. On the other hand, the second and 476 the third interventions applied around the end of June and at the beginning of July, respectively, were 477successfully identified on the image acquired in July. The differences in the detection timing for 478 mechanical and chemical weeding could be explained by the delay in chemical weeding effect that did 479 not appear immediately after the herbicide application, as compared to the effect of mechanical 480 weeding which was observable right after the passage of the spring-tine rotovator. the performances of the monotemporal and multitemporal classifications.

  Figure 7 485 displays the H-SSC class maps obtained with both classifications in May 2004. For the four dates, 486

  Figure 1: flow-chart of the multitemporal classification at time ti. C(ti-1) is the antecedent H-SSC class obtained from the multitemporal classification at previous time ti-1. "PS(ti)" is the set of Possible Successors at time ti when applying the H-SSC evolution rules to C(ti-1). "Cmono(ti)" is the classification result from the monotemporal method at time ti. Comparative analysis of "Cmono(ti)" and "PS(ti)" provides C(ti) at time ti. The design of the rule-based system for H-SSC evolution is presented in Section 3.1. The comparative analysis between Cmono(ti) and PS(ti) is presented in section 3.2. It includes (i) the detection of the dominant H-SSC evolution at the field scale (Section3.2.1) and (ii) the possible correction of H-SSC assignation when necessary (3.2.2).
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 25 Figure 2: example of a temporal scenario for successive states of soil surface characteristics.

Figure 6 :Figure 8 :

 68 Figure 6: calendar of soil management practices and cumulative rainfall amounts registered between two dates of consecutive image acquisitions.
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Table 6

 6 represents the calculated surface percentages that were assigned to natural evolution (%nat), 458 anthropogenic mechanical weeding (%antMW) and anthropogenic chemical weeding (%antCW), for 459 each date between March and July 2004 on the four fields. For each date, the maximum percentage 460 that all the values of %max were larger than the 70% threshold value.
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	[Table 6 about here]

Table 7

 7 describes the results of classification assessments obtained on individual fields, and the overall
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Table 1 :

 1 the six H-SSC classes we considered in the current study. Each H-SSC class is defined through 782 its constituting SSC attributes. The related infiltration rates measured in situ with a rainfall simulator 783(Léonard and Andrieux, 1998) are also presented. SD stands for standard deviation and N for

	777
	778
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Table 2 :

 2 possible H-SSC successors (Snat) related to natural evolutions.

	790
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Table 3 :

 3 possible H-SSC successors related to soil management practices. In bold: possible successors 795 after mechanical weeding. In italic: possible successors after chemical weeding.
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Table 4 :

 4 examples, for antecedent H-SSC classes C(ti-1) STC and SDC, of sets of possible anthropogenic 801 successors Sant related to soil management practices. These H-SSC successors are obtained by 802 considering possible combinations of natural forcing (Table2) and anthropogenic forcing (Table3). In 803 bold: possible successor(s) Sant-MW for Mechanical Weeding (MW). In italic: possible successor(s) Sant-

	804	
	805	CW for Chemical Weeding (CW).
	806	

Table 5 :

 5 the six possible cases when checking the presence of Cmono(ti) within the set of possible 809 successors PS(ti). Sign reads "is an element of", sign reads "is not an element of", sign reads "and".
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Table 6 :

 6 results from calculations of surface percentages of natural evolution (%nat), anthropogenic 815 mechanical weeding (%antMW) and anthropogenic chemical weeding (%antCW) obtained over the four 816 fields for dates between March and July 2004. Bold numbers correspond to maximum value for a given

	817	
	818	field and a given date.
	819	
	820	

knowledge, H-SSC evolutions, multitemporal classification, aerial photos.

topography of tilled surfaces is determined by considering four classes of soil clod size: (i) lower than

cm, (ii) from 1 to 5 cm, (iii) from 5 to 10 cm, and (iv) larger than 10 cm. A distinction is also 152 conducted between (i) clods of a recently tilled soils that can be clearly individualized, (ii) clods with a

slightly formed thin structural crust and (iii) tilled soil surfaces slightly sealed by raindrop impacts.

4.3. H-SSC maps derived from a monotemporal classification of aerial photos

(%max) that corresponds to the detected dominant evolution process is highlighted in grey. It is shown

accuracy calculated over the whole vineyard site.

multispectral sensor is 1.84 metres with WorldView-2, to be compared with the 2.5 m inter-row 543 spacing of the vineyard we studied here.
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In this case study, the H-SSC evolution rules that were implemented into the multitemporal 574 classification framework were obtained from previous and exploratory field studies. Field research on 575 H-SSC evolutions in relation to rainfall intensity is currently being conducted (Pare et al., 2011). The 576 expert knowledge could then be complemented by obtaining quantitative information on evolutions of 577 H-SSC classes, from the typology of [START_REF] Andrieux | Predicting infiltration rates by 605 classifying soil surface features in a Mediterranean wine-growing area. Oral communication. 606 International Symposium[END_REF], and by implementing this information 825 826
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