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Due to their fuel flexibility and high efficiency solid oxide cells are a promising technology for sustainable energy production and storage. Nickel in combination with yttria-stabilized zirconia (YSZ) or gadolinium-doped ceria (GDC), forming Ni-YSZ or Ni-GDC cermets respectively, are the most widely adopted electrodes in solid oxide fuel cell fabrication. Currently, there is an increasing interest in cermet electrodes for hydrogen generation through high temperature steam electrolysis using solid oxide electrolysis cells (SOECs). However, durability remains a major issue for reliable operation of SOEC systems. A variety of processes accountable for permanent performance degradation of SOECs has been identified based on post-mortem cell analysis.

Besides, transient/reversible degradation processes are typically examined by indirect methods, like impedance spectroscopy. This is because the application of material characterization techniques during SOEC operational conditions is challenging. In this work we provide a direct correlation between Ni-YSZ and Ni-GDC electrodes surface oxidation state and their performance during steam electrolysis using operando experimental evidences provided by near ambient pressure X-ray photoelectron and near edge X-ray absorption fine structure spectroscopies. We 3 show that nickel surface oxidation may induce significant performance degradation over Ni-YSZ cathodes, while on the contrary has only minor effects on Ni-GDC. Remarkably, we found that in case of Ni-GDC electrodes, small modification of GDC oxidation state can have important impact on the electrolysis performance. The results highlight the crucial role of the cathode electrode surface oxidation state on the SOEC function and have potential implications for the design and operation strategies of more efficient and durable SOEC devices.

INTRODUCTION

Economically competitive hydrogen production using renewable and sustainable energy sources has been a long-standing goal in energy research. [START_REF] Abbasi | Renewable' Hydrogen: Prospects and Challenges[END_REF] Among the various hydrogen production technologies, water electrolysis is particularly attractive since it can be used to store surplus renewable electricity created through wind or solar power sources. [START_REF] Chi | Water Electrolysis Based on Renewable Energy for Hydrogen Production[END_REF][START_REF] Wang | The Intensification Technologies to Water Electrolysis for Hydrogen Production -A Review[END_REF] Solid Oxide Electrolysis Cells (SOEC) are high temperature electrochemical devices in which water dissociates to hydrogen and oxygen under an applied potential. [START_REF] Hansen | Solid Oxide Electrolysis -a Key Enabling Technology for Sustainable Energy Scenarios[END_REF] SOEC technology shows great dynamics to become commercially competitive against low temperature electrolysis technologies (e.g. alkaline or polymer membrane electrolysis), due to the fact that by increasing the operating temperature the demand in electrical energy is significantly reduced, allowing high electrical-to-chemical energy conversion efficiencies. [START_REF] Nguyen | Long-Term Tests of a Jülich Planar Short Stack with Reversible Solid Oxide Cells in Both Fuel Cell and Electrolysis Modes[END_REF] Utilization of an efficient cathode material for hydrogen production is recognized as one of the greatest challenges for SOEC technology. Currently, the most commonly used SOEC cathode is nickel mixed with yttria-stabilized zirconia (YSZ) [START_REF] Ebbesen | High Temperature Electrolysis in Alkaline Cells, Solid Proton Conducting Cells, and Solid Oxide Cells[END_REF] due to its low cost, high electron conductivity and thermal compatibility with other cell components. [START_REF] Lay-Grindler | Degradation Study by 3D Reconstruction of a Nickel-Yttria Stabilized Zirconia Cathode after High Temperature Steam Electrolysis Operation[END_REF] The role of Ni is mainly to provide the electrocatalytic sites and electronic conductivity, while YSZ conducts oxygen ions into the electrolyte and secures the mechanical stability of the electrode. [START_REF] Gu | Fundamental Insights into High-Temperature Water Electrolysis Using Ni-Based Electrocatalysts[END_REF] Since YSZ exhibits negligible electrocatalytic activity towards water dissociation, the electrochemical reactions mainly occur in the vicinity of Ni, YSZ and fuel gas (three-phase boundaries, 3PB). [START_REF] Gu | Fundamental Insights into High-Temperature Water Electrolysis Using Ni-Based Electrocatalysts[END_REF] Therefore replacing YSZ with a porous mixed ionic-electronic conductor (MIEC), which can also act as the electrocatalyst, has been considered as a method to increase the reaction sites of the electrodes. Doped ceria (DC) is probably the most suitable MIEC material for this purpose, since it combines good electronic and ionic conductivities with high electrochemical activity. [START_REF] Chueh | High Electrochemical Activity of the Oxide Phase in Model Ceria-Pt and Ceria-Ni Composite Anodes[END_REF] The electrochemical reaction sites over DC are not limited in the 3PB with nickel but are extended to the entire DC surface. [START_REF] Chueh | High Electrochemical Activity of the Oxide Phase in Model Ceria-Pt and Ceria-Ni Composite Anodes[END_REF] A major drawback of SOECs devices is the insufficient long term stability of their performance. [START_REF] Chen | Review-Materials Degradation of Solid Oxide Electrolysis Cells[END_REF] Several processes have been held accountable for SOEC degradation. The best studied are morphological and microstructural modifications of the cathode electrode typically occurring after long-term operation. Characteristic examples are microstructure changes induced by sintering, reaction site blocking by impurities and electrode delamination. This kind of modifications are most of the time irreversible and can be displayed by post mortem microscopy images of the cell. [START_REF] Hoerlein | A Parameter Study of Solid Oxide Electrolysis Cell Degradation: Microstructural Changes of the Fuel Electrode[END_REF][START_REF] Al Daroukh | Post-Test Analysis of Electrode-Supported Solid Oxide Electrolyser Cells[END_REF] In addition, changes at the chemical composition and the oxidation state of the cathode electrode have been also reported to induce deactivation. [START_REF] Schmidt | Three-Phase-Boundary Dynamics at the Ni/ScYSZ Interface[END_REF] Oxidation of nickel to NiO or Ni(OH)2, may occur when the cell is operating under low H2 production and high steam concentration conditions, [START_REF] Futamura | Alternative Ni-Impregnated Mixed Ionic-Electronic Conducting Anode for SOFC Operation at High Fuel Utilization[END_REF] by air leaks in the fuel circulation system or even after long term operation. Extended nickel oxidation or bulk NiO formation, has an evident macroscopic influence on the cell (e.g. micro cracks, coarsening etc.), due to the large Ni-NiO volume change. [START_REF] Pihlatie | Testing and Improving the Redox Stability of Ni-Based Solid Oxide Fuel Cells[END_REF] Moreover, under mild oxidative conditions a NiO layer can be formed on top of Ni phase affecting the cell performance. [START_REF] Schmidt | Three-Phase-Boundary Dynamics at the Ni/ScYSZ Interface[END_REF] This kind of degradation is usually reversible and the performance is improved upon reduction of nickel, challenging its detection by post-mortem cell analysis. [START_REF] Papaefthimiou | Operando Observation of Nickel/Ceria Electrode Surfaces during Intermediate Temperature Steam Electrolysis[END_REF] Much less is known about the ceria chemical state of Ni-GDC electrodes, but since oxygen vacancies are considered as the electrochemically reactive sites, a mixed Ce 3+ /Ce 4+ oxidation state is usually assumed. [START_REF] Shishkin | Direct Modeling of the Electrochemistry in the Three-Phase Boundary of Solid Oxide Fuel Cell Anodes by Density Functional Theory: A Critical Overview[END_REF] The electrochemical methods typically employed for direct analysis of SOECs, for example impedance spectroscopy measurements, cannot provide analytical evidences about the oxidation state of each electrode components, therefore the correlation between the SOEC performance and the electrode chemical state remains highly elusive. [START_REF] Schmidt | Three-Phase-Boundary Dynamics at the Ni/ScYSZ Interface[END_REF][START_REF] Schefold | 23,000 h Steam Electrolysis with an Electrolyte Supported Solid Oxide Cell[END_REF] Recently significant efforts have been put forward to apply material characterization techniques to analyze SOEC electrodes under working conditions [START_REF] Papaefthimiou | Operando Observation of Nickel/Ceria Electrode Surfaces during Intermediate Temperature Steam Electrolysis[END_REF][START_REF] Chen | An Effective Strategy to Enhancing Tolerance to Contaminants Poisoning of Solid Oxide Fuel Cell Cathodes[END_REF][START_REF] Opitz | Surface Chemistry of Perovskite-Type Electrodes During High Temperature CO 2 Electrolysis Investigated by Operando Photoelectron Spectroscopy[END_REF][START_REF] Bozzini | An in Situ Near-Ambient Pressure X-Ray Photoelectron Spectroscopy Study of Mn Polarised Anodically in a Cell with Solid Oxide Electrolyte[END_REF][START_REF] Nakamura | Operando Soft X-Ray Absorption Spectroscopic Study on a Solid Oxide Fuel Cell Cathode during Electrochemical Oxygen Reduction[END_REF][START_REF] Geller | Operando Tracking of Electrochemical Activity in Solid Oxide Electrochemical Cells by Using Near-Infrared Imaging[END_REF][START_REF] Gopal | Origin and Tunability of Unusually Large Surface Capacitance in Doped Cerium Oxide Studied by Ambient-Pressure X-Ray Photoelectron Spectroscopy[END_REF][START_REF] Nurk | Near Ambient Pressure X-Ray Photoelectron -and Impedance Spectroscopy Study of NiO -Ce0.9Gd0.1O2-δ Anode Reduction Using a Novel Dual-Chamber Spectroelectrochemical Cell[END_REF][START_REF] Korjus | Simultaneous Operando Characterization of Crystallographic and Electrochemical Properties of Ni-Ce 0.9 Gd 0.1 O 2δ Solid Oxide Fuel Cell Anode[END_REF][START_REF] Opitz | The Chemical Evolution of the La0.6Sr0.4CoO3-δ Surface Under SOFC Operating Conditions and Its Implications for Electrochemical Oxygen Exchange Activity[END_REF] and ascertain with certainty the degradation paths of their performance. In our previous study of water electrolysis over Ni gadolinium doped ceria (Ni-GDC) it was shown by using operando surface sensitive spectroscopies that maintaining nickel in a partial oxidation state is not always detrimental for steam electrolysis. On the contrary under certain operating conditions a core-shell morphology consisting of a surface Ni-CeO1.5 skin and an interior NiO-CeO2 backbone can be beneficial. [START_REF] Papaefthimiou | Operando Observation of Nickel/Ceria Electrode Surfaces during Intermediate Temperature Steam Electrolysis[END_REF] Reduced ceria, in the form of CeO1.5 was also found to be very active for methane electro-oxidation in case of Ni-GDC in fuel cell operation. [START_REF] Papaefthimiou | On the Active Surface State of Nickel-Ceria Solid Oxide Fuel Cell Anodes during Methane Electrooxidation[END_REF] In the present work we pursuit this effort and investigate SOEC cells with Ni-YSZ and Ni-GDC cathode electrodes using in-situ synchrotron X-ray photoelectron and absorption spectroscopies under near ambient pressure conditions. We explore the influence of the cathode surface oxidation state on the electrochemical properties of the cell during steam electrolysis. Similar nickel surface oxidation is detected for Ni-YSZ and Ni-GDC electrodes in steam electrolysis upon O2 introduction with widely different overpotential changes. On the other hand, we demonstrate that the surface oxidation state of GDC is critical for the SOEC performance, which ultimately can help towards new SOEC electrodes development strategies.

EXPERIMENTAL SECTION

Three-electrode cell preparation and characterization

Two types of electrolyte supported electrochemical cells, with different working, but identical counter and reference electrodes were fabricated for this study. The NiO-YSZ (66:34 wt%) and NiO-GDC (65:35 wt%) working electrodes were applied using the screen printing technique directly on yttria-stabilized zirconia (YSZ) pellets (Kerafol GmbH, 8YSZ) of 150 and 300 µm thickness, respectively. [START_REF] Paloukis | Insights into the Surface Reactivity of Cermet and Perovskite Electrodes in Oxidizing, Reducing, and Humid Environments[END_REF][START_REF] Niakolas | Au-Doped Ni/GDC as a New Anode for SOFCs Operating under Rich CH4 Internal Steam Reforming[END_REF] Subsequently, the NiO-YSZ and NiO-GDC half cells were fired at 1350 and 1150 °C respectively, which lead to porous cermet electrodes with thickness of about 40 μm for both cell types. Platinum was chosen for the reference and counter electrodes due to its known performance stability in oxidizing and reducing environments [START_REF] Kim-Lohsoontorn | Gadolinium Doped Ceria-Impregnated Nickel-Yttria Stabilised Zirconia Cathode for Solid Oxide Electrolysis Cell[END_REF] . The Pt counter electrode was painted using platinum paste (ESL, 542-DG) opposite to Ni-GDC or Ni-YSZ electrodes with similar symmetrical shape and surface area to them. The Pt reference electrode was on the same side as the counter electrode separated by a gap of about 3 mm. The area ratio between counter and reference electrodes was approximately 5 to 1. A reference symmetric cell composed exclusively of Pt electrodes was also fabricated and tested in order to address possible effects of oxygen addition to the reaction kinetics. Electrochemical experiments were also performed on commercial prefabricated NiO-YSZ//YSZ and NiO-GDC//YSZ half cells (Kerafol GmbH, both 150 µm YSZ) in a laboratory reactor [START_REF] Derafa | Synthesis and Characterization of Nickel-Doped Ceria Nanoparticles with Improved Surface Reducibility[END_REF] which could operate at conditions similar to those of the synchrotron experiments. The aim was twofold: first to confirm that the electrochemical response of the cells under the employed reaction conditions is a general characteristic of the cermet electrodes, and in an additional step to perform EIS characterization of the cells without the time restrictions applied in synchrotron-based experiments. These experiments confirmed the reproducibility of the electrochemical performance, while the EIS spectra and the scanning electron microscopy (SEM) micrographs presented in this work were recorded using these cells.

The surface morphology was inspected by SEM using a Zeiss GeminiSEM 500 microscope.

Energy-dispersive X-ray spectroscopy (EDXS) mapping was combined with the SEM images to resolve the different elements on the surface of the electrodes.

Synchrotron based experiments

In situ near ambient pressure X-ray photoelectron and near edge absorption fine structure spectroscopies (NAPXPS and NEXAFS, respectively) were performed at ISISS beamline at BESSY synchrotron radiation facility at the Helmholtz-Zentrum-Berlin. [START_REF] Knop-Gericke | Chapter 4 X-Ray Photoelectron Spectroscopy for Investigation of Heterogeneous Catalytic Processes[END_REF] The cell was mounted between two stainless steel clamps; the one at the top with a 4 mm diameter slit and the other at the bottom was separated in two stainless steel plates for the reference and the counter electrodes respectively. The stainless steel clamps were also used as the current collectors and they were connected through two ball pressed screws with the potentiostat. Heating was performed from the rear side using an IR-laser, while the temperature was monitored at the center of the working electrode by a pyrometer. The measurements were performed in a one atmosphere setup. [START_REF] Schmidt | Three-Phase-Boundary Dynamics at the Ni/ScYSZ Interface[END_REF] The gas flow into the reaction cell was controlled by mass flow controllers while the gas phase was monitored by an online quadrupole mass spectrometer (QMS). Electrical potentials were applied between the working and the counter electrodes and the current flow was measured using a computer controlled VersaSTAT3-200 potentiostat/galvanostat (Princeton Applied Research). The working electrode was grounded and the bias voltage was applied on the counter electrode. Initial annealing of the cells in 0.5 mbar O2 was used prior to spectroscopic measurements to eliminate residual carbon from the surface. After this procedure the C 1s signal was within the noise level during all experiments. Unless otherwise stated, the total pressure during the experiments was kept constant at 0.5 mbar. No significant electrostatic charging was observed under the employed temperature and pressure conditions. The average thickness of the NiO overlayer formed over the metallic nickel particles core was determined by the Ni 2p photoelectron peak intensity using the simplified formula described in reference [START_REF] Powell | Progress in Quantitative Surface Analysis by X-Ray Photoelectron Spectroscopy: Current Status and Perspectives[END_REF].

Description of the in situ electrochemical experiments with O2 introduction in the H2O/H2 feed

The degradation tests in the presence of O2 were performed following a similar experimental routine for both cell types. The electrodes were initially reduced in H2 at 640 °C and then the gas feed switched to 75% H2O/25% H2 and a constant current of -20 mA between the cathode and the anode at 640 °C (electrolysis conditions) was applied, which corresponds to a current density of -100 ±5 mA/cm 2 . Gradually and without changing the operation conditions otherwise, different amounts of O2 (from 3% up to 17%) were introduced in the H2O/H2 mixture keeping the overall pressure constant at 0.5 mbar. The degradation of the cell was evaluated by measuring the potential change between working and reference electrodes. This potential is corrected for the ohmic drop (given by the high frequency cut off in the impedance spectra measured at identical conditions) and is presented as the overpotential. The Electrochemical Impedance Spectra (EIS) were measured in galvanostatic conditions (20 mA) with frequency range from 10 mHZ to 100 KHz (for Ni-GDC electrode) or 500 KHz (for Ni-YSZ electrode) and a signal amplitude of 2 mA. The Nyquist plots were fitted using the ZView2-Software, in order to identify the frequency response of the different involved phenomena. To compare the cells with Ni-YSZ and Ni-GDC electrodes the % increase of the potential as compared to its initial values (before O2 introduction) was calculated. Please note that prior to the introduction of O2 the sample was let to the same conditions for about 1 h in order to stabilize the potential.

RESULTS

The effect of nickel oxidation on the cell performance.

The reduction kinetics of nickel oxide (NiO) in H2 are extremely fast, especially at high temperature, therefore NiO reduces to metal within few seconds in the H2O/H2 mixture. [START_REF] Papaefthimiou | Operando Observation of Nickel/Ceria Electrode Surfaces during Intermediate Temperature Steam Electrolysis[END_REF][START_REF] Paloukis | Insights into the Surface Reactivity of Cermet and Perovskite Electrodes in Oxidizing, Reducing, and Humid Environments[END_REF][START_REF] Maher | Reduction Dynamics of Doped Ceria, Nickel Oxide, and Cermet Composites Probed Using in Situ Raman Spectroscopy[END_REF][START_REF] Hansen | In Situ Surface Reduction of a NiO-YSZ-Alumina Composite Using Scanning Probe Microscopy[END_REF] In order to investigate the effect of nickel oxidation during steam electrolysis, O2 was co-introduced with H2O/H2 at constant current operation conditions. Nickel oxidation is expected to be homogeneous into the whole cermet volume, since at intermediate temperatures (<700 °C) the oxidation process is not limited by the O2 gas diffusion. [START_REF] Laurencin | Ni-8YSZ Cermet Re-Oxidation of Anode Supported Solid Oxide Fuel Cell: From Kinetics Measurements to Mechanical Damage Prediction[END_REF] Accordingly, the NAP-XPS spectra recorded on the surface of the cathode are representative also for the chemical state at the interface with YSZ electrolyte. Below we describe the experiments performed at two cells utilizing Ni-YSZ and Ni-GDC electrodes, respectively.

Ni-YSZ cathode.

Figure 1a shows the evolution of the Ni-YSZ/YSZ/Pt cell overpotential and the QMS signal of m/e 32 (oxygen) as a function of time. A constant current of -100 mA/cm 2 was applied at the Ni-YSZ cathode while the 3/1 H2O/H2 mixture composition and the overall pressure were maintained throughout the experiment. Initially under H2O/H2 flow the overpotential is stabilized at ca. 0.9 V after a short transition period of about 15 min. The introduction of O2 in the H2O/H2 feed induces significant cell deactivation as indicated by the gradual increase of the overpotential. A clear trend between the increase of O2 partial pressure and the overpotential can be established, while the process is reversible and the potential recovers its low value when O2 was switched back to lower pressure (around 210 min in Fig. 1a). Characteristic Ni 2p NAP-XPS spectra collected at various stages of the experiment are shown in figure 1b.

Based on earlier photoemission studies the Ni 2p peak can be deconvoluted into two components; one sharp Ni 2p3/2 peak around 853 eV which corresponds to metallic Ni, and a broader Ni 2p3/2 feature at 856 eV associated to oxidized Ni. [START_REF] Payne | The Study of Polycrystalline Nickel Metal Oxidation by Water Vapour[END_REF][START_REF] Zafeiratos | The Interaction of Oxygen with Ultrathin Ni Deposits on Yttria-Stabilized ZrO2(1 0 0)[END_REF][START_REF] Papaefthimiou | Is Steam an Oxidant or a Reductant for Nickel/Doped-Ceria Cermets?[END_REF] The spectrum recorded in the H2O/H2, is exclusively due to metallic Ni, while upon co-feeding of O2 the characteristic peak of oxidized Ni appears. The contribution of the NiO-related component to the overall Ni 2p spectrum increases with the O2 partial pressure. Please note that the Ni 2p3/2 peak at 853 eV does not exhibit the distinctive shoulder at about 854.5 eV typically observed of stoichiometric NiO. [START_REF] Peck | Comparison of Nanoscaled and Bulk NiO Structural and Environmental Characteristics by XRD, XAFS, and XPS[END_REF] This fact suggests that the structural and electronic properties of oxidized Ni differ from those of bulk NiO material. However, for simplicity we will refer to the oxidized Ni as NiO. In ESI 2 we show that the addition of O2 in the H2O/H2 feed does not have an evident effect on the measured overpotential when a symmetric Pt cell is used, and accordingly its effect on the electrochemical reaction kinetics should be neglected. Therefore, since O2 addition has no measurable effects on the chemical state of Pt counter/reference electrodes and the reaction kinetics, the overpotential increase observed upon introduction of O2 should be correlated to the distinct modifications observed on the cathode chemical state.

The effect of the oxidation state of the ceramic part on the cell performance.

Having shown that the surface oxidation state of nickel has divergent impact on Ni-YSZ and Ni-GDC electrodes, we explore now the effect of the chemical state of the ceramic part. In case of Ni-YSZ, the Zr 3d core level peak (ESI 3) is characteristic of doped YSZ. [START_REF] Paloukis | Insights into the Surface Reactivity of Cermet and Perovskite Electrodes in Oxidizing, Reducing, and Humid Environments[END_REF][START_REF] Paloukis | In Situ X-Ray Photoelectron Spectroscopy Study of Complex Oxides under Gas and Vacuum Environments[END_REF] The spectrum shifts to higher binding energy under polarization as compared to that at open circuit, however the peak shape is not affected by the applied current or the presence of O2. The observed binding energy shift is induced by changes of the overpotential across the Ni/YSZ electrochemical interface as has been demonstrated in previous photoemission studies. [START_REF] Ladas | Origin of Non-Faradaic Electrochemical Modification of Catalytic Activity[END_REF][START_REF] El Gabaly | Measuring Individual Overpotentials in an Operating Solid-Oxide Electrochemical Cell[END_REF] The stable Zr 3d peak shape is in agreement with reports suggesting that the chemical state of YSZ is not influenced by the applied current or the presence of O2. [START_REF] Paloukis | Insights into the Surface Reactivity of Cermet and Perovskite Electrodes in Oxidizing, Reducing, and Humid Environments[END_REF] The high thermal and chemical stability of the YSZ surface support the hypothesis that the performance of the cell with Ni-YSZ cathode, is primarily related to the oxidation state of nickel.

In the case of Ni-GDC electrode the analysis of the Ce 3d spectrum prior to current application shows that GDC contains contributions of both Ce 3+ and Ce 4+ cations (figure 3) in accordance with several previous reports of ceria in H2O/H2 mixture. [START_REF] Papaefthimiou | Operando Observation of Nickel/Ceria Electrode Surfaces during Intermediate Temperature Steam Electrolysis[END_REF][START_REF] Nurk | Near Ambient Pressure X-Ray Photoelectron -and Impedance Spectroscopy Study of NiO -Ce0.9Gd0.1O2-δ Anode Reduction Using a Novel Dual-Chamber Spectroelectrochemical Cell[END_REF][START_REF] Papaefthimiou | Is Steam an Oxidant or a Reductant for Nickel/Doped-Ceria Cermets?[END_REF][START_REF] Zhang | Mechanistic Studies of Water Electrolysis and Hydrogen Electro-Oxidation on High Temperature Ceria-Based Solid Oxide Electrochemical Cells[END_REF][START_REF] Ioannidou | Au-Doped Ni/GDC as an Improved Cathode Electrocatalyst for H 2 O Electrolysis in SOECs[END_REF] The ratio between Ce 3+ and Ce 4+ does not change appreciably with the applied current, yet upon O2 introduction a small, but consistent, increase of the Ce 4+ component of the Ce 3d spectrum is observed in figure 3. This can be also clearly seen in the Ce M-edge NEXAFS spectrum shown in ESI 4. Although ceria oxidation state in the presence of O2 is much less influenced as compared to nickel, the impact on the electrode activity might be considerable as has been suggested previously. [START_REF] Papaefthimiou | On the Active Surface State of Nickel-Ceria Solid Oxide Fuel Cell Anodes during Methane Electrooxidation[END_REF][START_REF] Zhang | Mechanistic Studies of Water Electrolysis and Hydrogen Electro-Oxidation on High Temperature Ceria-Based Solid Oxide Electrochemical Cells[END_REF][START_REF] Zhang | Measuring Fundamental Properties in Operating Solid Oxide Electrochemical Cells by Using in Situ X-Ray Photoelectron Spectroscopy[END_REF] 
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1,49 application of 100 mA/cm 2 and co-feed of O2. Two Ce 3d components were used to fit the spectra corresponding to Ce 3+ (blue) and Ce 4+ (red) oxidation states.

However, given that the introduction of O2 in the H2O/H2 mixture influences the chemical state of both nickel and GDC areas, the impact of the GDC oxidation state cannot be safely evaluated from the above presented results. In order to maintain nickel in a stable oxidation state and only altering this of GDC, we take advantage of the much slower kinetics of ceria reduction in H2O/H2 mixture as compared to nickel oxide. [START_REF] Papaefthimiou | Is Steam an Oxidant or a Reductant for Nickel/Doped-Ceria Cermets?[END_REF] In particular, a pre-oxidized Ni-GDC electrode was exposed to H2O/H2 atmosphere and almost instantly an electrical current of -100 mA/cm 2 was applied while NAP-XPS Ce 3d spectra were collected at short time periods (ca. every 10 min). 4b). This confirms that NiO which is formed during the pre-oxidation step is reduced almost instantly to the metallic state upon introduction of H2O/H2. On the other hand, comparison of the corresponding Ce 3d spectra (figure 4b) shows a small modification of the peak shape, which according to the deconvolution procedure is induced by the relative increase of the Ce 3+ species due to reduction of GDC (for more details please refer to ESI 5). The noticeable agreement between the formation of Ce 3+ and the improvement of the cell performance becomes evident in figure 4a, where the evolution of ceria oxidation state is compared with the cell overpotential. Ce 3d NAP-XPS spectra in H2O/H2 before and after current application. Two Ce 3d components were used to fit the spectra corresponding to Ce 3+ (blue) and Ce 4+ (red) oxidation states of ceria.

Despite the fact that in the above described dynamic experiment the oxidation state of Ni was constant, the Ni2p/Ce3d peak area ratio (ESI 6) was decreasing with time. This indicates losses of nickel surface area [START_REF] Papaefthimiou | Operando Observation of Nickel/Ceria Electrode Surfaces during Intermediate Temperature Steam Electrolysis[END_REF][START_REF] Papaefthimiou | Is Steam an Oxidant or a Reductant for Nickel/Doped-Ceria Cermets?[END_REF] which can potentially influence the Ni-GDC electrode performance. [START_REF] Papaefthimiou | Operando Observation of Nickel/Ceria Electrode Surfaces during Intermediate Temperature Steam Electrolysis[END_REF][START_REF] Papaefthimiou | On the Active Surface State of Nickel-Ceria Solid Oxide Fuel Cell Anodes during Methane Electrooxidation[END_REF] In order to stabilize the electrode morphology the cell was annealed at 810 °C in H2/H2O for about 6 hours. This treatment decreased the Ni/Ce ratio by about 40% (from 5.9 to 3.7) however it stabilizes it for the following tests. High temperature pretreatment in H2/H2O induces also a significant reduction of GDC as evident by the increase of Ce 3+ to Ce 4+ ratio from 0.57 to 1.54. 5). In all cases the cell was measured under identical electrolysis conditions (in H2O/H2 mixture at 100 mA/cm 2 ). In this way we were able to monitor the effect of ceria oxidation state over a morphologically stable Ni-GDC electrode. A monotonic correlation of the ceria oxidation state with the overpotential is observed with a significantly higher Ce 3+ /Ce 4+ ratio (more reduced ceria) to be favorable to lower electrolysis overpotentials. H2O/H2 gas mixture at 640 °C and at constant -100 mA/cm 2 current after cell pre-treatment at the indicated conditions.

Morphology of the tested cells.

The SEM micrographs recorded on the surface of the two electrodes after the oxidation tests are presented in Figure 6. Both electrode types show a typical cermet structure with high porosity and distinctive grains of nickel and ceramic phases, in the size range of 1 to 5 µm. The nickel and ceramic parts of the electrode are distinguished by the EDX analysis and can be seen in the higher magnification images. The nickel particles for both electrodes appear rough and also include some irregular-shaped pores on their surface. Although nickel particles look similar in both electrode types, the morphology of the ceramic parts differs. The YSZ areas (figure 6a) do not contain pores but have clearly distinguished boundaries between the sintered YSZ grains. On the other hand the GDC (Figure 6b) is evidently more porous as compared to YSZ, indicating that GDC areas of the electrode are composed by a network of smaller GDC particles. Therefore one can argue that even if the nickel and ceramic wt% composition is similar in the two electrodes, the surface area of GDC should be considerably higher than that of YSZ due to the porous morphology of the former.

Nevertheless, comparison of the SEM images of Ni-YSZ and Ni-GDC spent electrodes reveal no discernible morphological differences, at least in the nickel areas. Accordingly the differences in the electrochemical response of the two electrodes observed upon nickel oxidation cannot be justified by analogous differences in the surface structure, leaving the changes of the surface oxidation state as the most plausible explanation of the electrochemical performance. are compared in the Nyquist plots given in Figure 7b and c, respectively. The Nyquist plots of both electrodes consists of two main semi circles, in general for low to intermediate temperatures, the depressed high frequencies arc is attributed to the electrolyte corresponding to the YSZ bulk impedance and can be quantified by a simple fit to a resistor in parallel with a constant phase element (CPE), while the low frequency arc corresponds to processes taking part at the electrodes. [START_REF] Opitz | The Chemical Evolution of the La0.6Sr0.4CoO3-δ Surface Under SOFC Operating Conditions and Its Implications for Electrochemical Oxygen Exchange Activity[END_REF] It can be seen that the EIS spectra of Ni-YSZ and Ni-GDC electrode cells in H2O/H2 are different, while they also respond in a different way when 20% of O2 is added to the H2O/H2 flow. In order to get insights into these differences, and mainly in order to determine the frequencies involved in each phenomenon, the Nyquist plots are fitted using convenient equivalent electrical circuits. In particular for the cell with Ni-YSZ electrode, a (RHF//CPEHF)+(RBF//CPEBF) circuit is suitable for good modelling, whereas for cell with Ni-GDC electrode, better fitting was obtained with a (RHF//CPEHF)+(RMF1//CPEMF1)+(RMF2//CPEMF2)+(RBF//CPEBF) circuit (the equivalent circuits used for each cell are shown above the corresponding Nyquist plots in figure 7). It should be noted that the equivalent circuit was not used for an accurate determination of each capacitance or resistance value, but only in the aim to separate the different contributions of the total resistance of the samples (i.e. the different rate-determining steps) and identify them from the associated capacity range. The impedance formula of a Constant Phase Element (CPE) is 1/Q(jω) n , with an associated real capacity value calculated from the formula (RC) n =RQ. [START_REF] Macdonald | Impedance Spectroscopy: Emphasizing Solid Materials and Systems Editors[END_REF] The resistance and capacity values of the corresponding fitting are collected in Table 1. For the four diagrams, the high frequencies semi-circle is associated to a capacity value of 10 -7 F cm -2 , i.e. slightly higher than that is currently observed for pure GDC ou YSZ electrolytes [Lenser, 2019, SSI]. This suggests, in accordance with [Materials 2016, ChemSusChem2017, IJHE 2019, SSI 1999, JECS 1997], that the corresponding phenomena is associated to the bulk impedance of the electrolyte, but also to transfer reactions occurring near the electrode/electrolyte interface. This latter assertions was confirmed by additional measurements done at other temperatures and showing a regular increase of the corresponding resistance when the temperature increases, as it is observed for thermally activated phenomena. The capacity value found for the low frequency semi-circle (CBF) ranges between 1.1 F cm -2 and 5.5 F cm -2 in all cases, implying, that the associated process, is due to mass transfer phenomena occurring at the external side of the electrode. This assertion, in accordance with conclusions established by other authors [START_REF] Harrington | The Rate-Determining Step in Electrochemical Impedance Spectroscopy[END_REF][START_REF] Sun | Study of Oxygen Reduction Mechanism on Ag Modified Sm1.8Ce0.2CuO4 Cathode for Solid Oxide Fuel Cell[END_REF][START_REF] Primdahl | Gas Diffusion Impedance in Characterization of Solid Oxide Fuel Cell Anodes[END_REF] [Materials 2016, Nature comm, Materials, ChemSusChemhem], was confirmed with dependence of this last phenomenon on the oxygen concentration. (Ω cm 2 )

C MF1/S (F cm -2 ) RMF2S (Ω cm 2 ) CMF2/S (F cm -2 ) RBFS (Ω cm 2 ) CBF/S (F cm -2 )
Ni-YSZ 0.9V H2O/H2 In the absence of oxygen, the two RHF values obtained for the Ni-YSZ and Ni-GDC cells are not the same, in agreement with the differences in charge transfer reactions involving GDC and YSZ.

On the contrary the RBF values are identical, suggesting that RBF depends mainly on the reaction (e.g. adsorption of H2O onto Ni sites) and not on the electrode type. The medium frequency features, associated to the RMF1 and RMF2 resistances, and appearing only in the case of the Ni-GDC electrode, are assigned to polarization processes specific of the porous GDC electrode and its ability to compensate change in oxygen stoechiometry, as described in . [START_REF] Rojek-Wöckner | A Novel Ni/Ceria-Based Anode for Metal-Supported Solid Oxide Fuel Cells[END_REF] , Kusnezoff, Materials 2016 .

It can be seen that when 20% of O2 is added to the H2O/H2 flow, the RHF increases by 0.8 and 0.6

Ω cm 2 for Ni-YSZ and Ni-GDC electrodes respectively. This confirms that this resistance is not only due to YSZ or GDC conductivity, which should not be affected by Ni oxidation, but also contains the charge transfer contribution through the Ni areas. In addition, introduction of O2 This observation is consistent with previous H2 electroxidation studies which demonstrated that the reaction is predominately taking place at the ceria/gas two phase boundaries and in a much lesser extent on the oxide/metal/gas triple-phase boundaries. [START_REF] Chueh | High Electrochemical Activity of the Oxide Phase in Model Ceria-Pt and Ceria-Ni Composite Anodes[END_REF] GDC, as a MIEC material, can provide electrocatalytic active sites that allow transfer of both oxygen ions and electrons. However, as mentioned above, the performance of the cell is not only a factor of the electrocatalytic activity, but also of the electrical losses of the cell, which are reflected to the electrical conductance. Here we provide direct evidence that a few nm thick layer of NiO over metallic Ni particles of the Ni-GDC cermet, has a small, but not negligible, effect on the electrical performance. This is consistent with the higher electronic conductivity of metallic nickel as compared to ceria, which is suppressed upon nickel oxidation influencing the cathode conductance. The key processes taking place during steam electrolysis over the two cermet electrodes are schematically illustrated in figure 8, under reduced and partially oxidized conditions. A remarkable result of this study is that small changes of ceria surface oxidation state in the GDC parts of the cermet, can have notable influences on the overpotential. Although, previous studies have shown that ceria is maintained in a mixed Ce 3+ /Ce 4+ state during electrolysis conditions, [START_REF] Papaefthimiou | Operando Observation of Nickel/Ceria Electrode Surfaces during Intermediate Temperature Steam Electrolysis[END_REF][START_REF] Zhang | Measuring Fundamental Properties in Operating Solid Oxide Electrochemical Cells by Using in Situ X-Ray Photoelectron Spectroscopy[END_REF] this is the first time that the cerium valence state is directly correlated to the electrolysis performance of Ni-GDC. In particular, we found that high relative populations of reduced surface Ce 3+ states are beneficial for the cell performance. This result is not yet fully understood but it is most probably related to the increase of the concentration of oxygen vacancies and polarons (Ce 3+ ) accompanying the reduction of GDC, which act as new electrochemical reaction sites promoting the activity of the electrode, [START_REF] Graves | Kinetics of CO/CO 2 and H 2 /H 2 O Reactions at Ni-Based and Ceria-Based Solid-Oxide-Cell Electrodes[END_REF] balancing the negative effect of the Ni oxidation The positive effect of Ce 3+ can be also anticipated based on our previous findings on methane electroxidation over Ni-GDC, [START_REF] Papaefthimiou | On the Active Surface State of Nickel-Ceria Solid Oxide Fuel Cell Anodes during Methane Electrooxidation[END_REF] which demonstrated that reduced surface ceria sites (Ce 3+ ) are optimal for high fuel cell currents. Therefore, it seems likely that reduction of GDC is a critical characteristic related with the performance of GDC electrodes in general. Of course, one has to keep in mind that the valence state is determined by the reaction conditions (mixture composition, temperature and cell current), [START_REF] Zhang | Measuring Fundamental Properties in Operating Solid Oxide Electrochemical Cells by Using in Situ X-Ray Photoelectron Spectroscopy[END_REF][START_REF] Papaefthimiou | Is Steam an Oxidant or a Reductant for Nickel/Doped-Ceria Cermets?[END_REF] which will define the oxidation state of GDC under reaction equilibrium. However, our results propose that the enhancement of the GDC reducibility, e.g. by nanostructuring or by increasing the number of grain boundaries, might be an efficient strategy to improve the performance of Ni-GDC based SOEC cells.

CONCLUSIONS

The relationship between the cell performance and the cathode surface oxidation state for Ni-YSZ and Ni-GDC cermet electrodes during steam electrolysis was analyzed. A few nm thick NiO layer on Ni-YSZ electrode was found to increase significantly the overpotential for electrolysis reaction, but in case of Ni-GDC its effect was minor. The surface of YSZ at the Ni-YSZ cermet was chemically stable under all conditions, whereas that of GDC was modified both by the pretreatment and by the electrochemical operation itself. Strong evidences are provided about the influence of the GDC surface oxidation state to the cathode overpotential during electrolysis and in particular improvement of the performance with the degree of GDC surface reduction. Overall, throughout this study we demonstrated that small, reversible modifications on the outer few nm of the cathode electrodes might have a major influence on the cell electrochemical performance during steam electrolysis.
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 1 Figure 1. a) Time evolution of the Ni-YSZ cathode overpotential (black line) and the on line mass spectrometer signal of oxygen (pink line) measured at constant current of 100 mA/cm 2 while

Figure 2 .

 2 Figure 2. a) Time evolution of the Ni-GDC cathode overpotential (black line) and the on line mass spectrometer signal of oxygen (pink line) measured at constant current of 100 mA/cm 2 while
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 13 Stability of Pt electrodes. In order to ensure the chemical stability of Pt electrodes in the presence of O2, in a separate experiment the Pt 4f spectra of the counter electrode under similar conditions were measured by NAP-XPS (seeESI 1). These experiments show that Pt is metallic under all tested conditions and its oxidation state is not affected by the applied current or by gas phase O2. Apart from the chemical stability of Pt we also tested the influence of O2 addition on the kinetics, taking into account that O2 is the product of water oxidation at the anode and by introducing it in the feed we change the reaction equilibrium. For this purpose we prepared symmetric electrochemical cells where Ni-YSZ was replaced by a Pt electrode. Since as shown in ESI 1 the Pt oxidation state is not influenced by the introduction of O2 in the feed, this experiment can indicate a possible influence of the reaction kinetics on the overpotential on chemically stable electrodes.

Figure 3 .

 3 Figure 3. The NAP-XPS Ce 3d spectra measured on the Ni-GDC cathode electrode in 0.5 mbar H2O/H2 at 640 °C (from bottom to the top) at open circuit, application of 100 mA/cm 2 and

Figure 4a presents the

  Figure 4a presents the evolution of the overpotential as a function of time recorded in this

Figure 4 .

 4 Figure 4. Reduction of Ni-GDC electrode a) Time evolution of the Ni-GDC/YSZ/Pt cell overpotential (solid black line), and the evolution of Ce 3+ /Ce 4+ components ratio (blue points) as
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 5 Figure 5 correlates the ceria oxidation state and the cell overpotential for practically stable

Figure 5 .

 5 Figure 5. Correlation of GDC oxidation state as expressed by the Ce 3+ /Ce 4+ ratio and the

Figure 6 .

 6 Figure 6. Characteristic SEM micrographs of the surface of a) Ni-YSZ and b) Ni-GDC cathode

  results suggest that the electrochemical cell performance during steam electrolysis is significantly influenced by the cathode surface chemical state. Although nickel oxidation is a known cause of cell deactivation, due to the lower NiO electrical conductivity and mechanical problems caused by volume expansion, the effect of surface oxidation of Ni-based cermet electrodes was never systematically studied. Figures1 and 2showed clearly that Ni-YSZ and Ni-GDC electrodes respond differently to surface NiO formation. The effect of nickel oxidation on the cathode overpotential can be directly compared for the two electrodes in Figure7a. This figure depicts the % increase of the overpotential as a function of the nickel oxidation state and the corresponding average NiO film thickness. The latter were obtained from the analysis of several Ni 2p spectra recorded in the course of the experiment. A monotonic increase of the overpotential with nickel oxidation is observed for both electrodes, but in case of Ni-YSZ the overpotential increase is considerably higher. This is a quite substantial difference which indicates that the role of nickel during water electrolysis might vary in the two cermet electrodes.

Figure 7 .

 7 Figure 7. a) Comparison of the % overpotential increase of cells with Ni-YSZ and Ni-GDC

Figure 8 .

 8 Figure 8. Simplified schematic illustration of steam electrolysis pathways over Ni/YSZ and
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	XPS Intensity /a.u.	100 mA/O.C.				1,18 1,52
		H 2 O/H 2			
		920	910	900	890	880
			Binding energy / eV

Table 1 .

 1 Comparison of resistance and capacity values determined from the fit of impedance diagrams of Figures1 and 2. The range values within the difference between the simulated and experimental resistance values are also given.

	RHFS	CHF/S	R MF1S
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  increases the RBF of Ni-YSZ by 1.1 Ω cm 2 , whereas for Ni-GDC the (RMF1+RMF2+RBF) remains practically stable, suggesting that for the Ni-GDC electrode surface NiO formation does not hinder the external adsorption phenomena. Nevertheless, other processes are involved, linked to RMF1 and RMF2 resistances, are slightly affected, probably due to Ce 4+ formation, confirmed by the Ce 3d spectra analysis in Figure3. This result signifies that in the case of GDC, contrary to what was observed for YSZ, surface NiO formation does not influence the global mass transfer reaction kinetics which remains the rate-limiting process. Since apart of the cathode electrode, both cells have the same configuration, it is reasonable to assume that the surface oxidation state of nickel affects the electrical conduction of both cermet electrodes, but is not a crucial factor of the electrocatalytic activity of Ni-GDC, probably due to a compensation brought by the charge change in the Ce 4+ /Ce 3+ couple.

Supporting Information. NAP-XPS spectra of the Pt working electrode under H2, polarization in H2O/H2 mixture and O2, Investigation of the effect of O2 addition in H2O/H2 mixture, to the overpotential using symmetric Pt/YSZ/Pt cells, Zr 3d NAP-XPS spectra of the Ni-YSZ cathode electrode under various conditions, Analysis of the Ce M-edge NEXAFS spectrum of Ni-GDC electrode subtracting the two spectra after proper intensity normalization, Comparison of the Ce 3d and Ni 2p NAP-XPS spectra recorded in H2O/H2 before the current application (O.C.) and after 95 min in electrolysis conditions. The evolution of the Ni2p/Ce 3d peak areas ratio as a function of time for Ni-GDC under steam electrolysis conditions.
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