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Laser-induced structuring of nanoporous glass composites is promising for numerous emerging applications in photonics, plasmonics, and medicine. In these laser interactions, an interplay of photo-thermo-chemical mechanisms is commonly activated and is extremely difficult to control. The choice of optimum laser parameters to tune the resulted optical properties remains extremely challenging. In this paper, we analyze the mechanisms involved and propose a way to control not only structures formed by laser inside nanoporous glass composites doped by metallic ions and nanoparticles, but also their plasmonic properties. For this, both experimental and numerical approaches are combined. The transmitted and reflected laser powers are used to analyze the modification process. Spectral microanalysis provides plasmonic properties. Numerical effective medium modeling connects the measured data to the estimated size, concentration, and chemical composition of the second phase across the initial sample.

INTRODUCTION

Nanocomposite materials based on dielectric and semiconductor matrices, e.g. SiO2 and TiO2, with plasmonic nanoparticles have found numerous applications in optics, sensing, photocatalysis, in the development of solar cells, and image recording for security [START_REF] Kahnert | Numerical methods in electromagnetic scattering theory[END_REF] . Laser is an efficient tool allowing promising possibilities of the synthesis of such materials. However, both the fabrication of optical nanocomposites and an efficient control over their optical properties remain challenging.

Optical properties of nanocomposite materials rely on the plasmonic properties of metallic nanoparticles, which depend on the shape, size, and dispersion of nanoparticles, as well as on the optical properties of the surrounding media [START_REF] Trügler | Optical properties of metallic nanoparticles[END_REF][START_REF] Lee | Gold and silver nanoparticles in sensing and imaging: sensitivity of plasmon response to size, shape, and metal composition[END_REF] . Herein, effective medium approach in various approximations [START_REF] Kasap | Springer handbook of electronic and photonic materials[END_REF][START_REF] Sancho-Parramon | Effective medium models for metal-dielectric composites: an analysis based on the spectral density theory[END_REF] is used to simulate and predict the main optical characteristics of such materials. In the approximations, the volume fraction of the metal phase is used, however, the experimental determination of this parameter remains difficult, and the calculation methods are not fully described in the literature.

In this paper, we couple the effective medium theory in the Bruggeman-Bergman approximation for the calculations of the spectral characteristics of composite materials based on solid-state thin film with spherical silver nanoparticles. The volume fraction of the metal phase for determining the spectral characteristics are calculated taking into account the size dispersion of nanoparticles. We considered all the metallic inclusions to be conventionally divided into three ensembles: nanoclusters (atomic radius smaller than 1 nm), seeds (from 1 to 3 nm), and nanoparticles (from 3 to 50 nm). The effect of nanoparticles dispersion and the radius on volume fraction of the metal phase and spectral characteristics are demonstrated. The simulation results are compared with experimental data of nanoparticles size distribution in TiO2 and SiO2 films containing silver nanoparticles and irradiated by UV laser. The obtained results, if combined with the measurements of the reflected and transmitted laser power, are suitable for the real-time control over the fabricated nanocompostes.
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Laser-assisted nanocomposite synthesis and characterization

For the experiment, mesoporous thin films are firstly preparation by using either sol-gel or a complex and multistage procedure, and the obtained films are impregnated with silver ions by soaking in salts as described elsewere [START_REF] Sergeev | Real-Time Analysis of Laser-Induced Plasmon Tuning in Nanoporous Glass Composite[END_REF][START_REF] Andreeva | Fabrication and Optical Properties of Plasmonic Nanocomposite Structures[END_REF] . As a result, SiO2 and TiO2 matrices with embedded small (around 3 nm) Ag nanoclusters were obtained. Several additional samples, such as porous glasses without dopants, fully sintered glasses, and fused silica, are applied as the reference samples for the simulations. Sample transmittance and reflectance are measured in the range from 0.3 to 1.1 μm by a spectrophotometer (MSFU-K Yu-30.54.072, LOMO, St. Petersburg, Russia), where the minimum registration region is equal to 2 µm. The transmittance Tmeas and reflectance Rmeas of all the samples are measured at normal incidence of light. Spectral curves for the initial porous glass are similar to these of fused silica, except for the UV absorption range. Introducing halides in the porous results in a significant absorption in the range from 0.45 to 0.7 µm. The preliminary spectral samples characterization helps us to choose the correct laser source wavelength for processing inside the sample.

In one part of the experiments, CW fiber laser source is chosen to induce both silica matrix and salt mixture modification triggering local optical changes inside GC. The wavelength (λ = 1064 nm) differs from the maximum absorption of samples and enables gentle processing. In the other part, shorter wavelength, λ = 405 nm, is applied and is in resonance with silver plasmonic nanoparticle absorption. TiO2 and SiO2-based nanocomposite films with silver nanoparticles were synthesized. The transmittance Tmeas and reflectance Rmeas of all the samples are registered during laser irradiation. SEM microscopy is used to analyze the obtained modifications, nanoparticle mean size and size distributions.

Effective-medium-based model

The spectral parameters of our samples are characterized by the dielectric function. In the case of a composite material with spherical nanoparticles, the model of effective media in the Bruggeman-Bergman approximation is used as follows where g(u,vnp) is spectral density function, uR/L(νnp) is right and left parts of the volume fraction, εmat(λ) is the permittivity of the surrounding medium, εmat(λ) is the permittivity of the nanoparticles, εb(λ) is the permittivity of the bulk metal, ħωp = 9.2 eV is the plasma frequency, Γb = 3.464•1013 s -1 is the electron scattering rate. Γ is a coefficient, υF is a Fermi velocity, and R is an average radius of spherical nanoparticles. To determine the volume fraction of the metal phase, νnp, the initial distribution of all metallic inclusions was separated into three groups: nanoclusters (rat is smaller than 1 nm), nucleuses (from 1 to 3 nm), and nanoparticles (from 3 to 50 nm). We considered only nanoparticles to influence the spectral characteristics of the nanocomposite. Thus, the volume fraction is calculated as follows Please verify that (1) all pages are present, (2) all figures are correct, (3) all fonts and special characters are correct, and (4) all text and figures fit within the red margin lines shown on this review document. Complete formatting information is available at http://SPIE.org/manuscripts Return to the Manage Active Submissions page at http://spie.org/submissions/tasks.aspx and approve or disapprove this submission. Your manuscript will not be published without this approval. Please contact authorhelp@spie.org with any questions or concerns. where rat is an atomic radius of metal, Ca is the atoms size distribution, Cp is the initial nanoparticles size distribution, and Kc is the normalizing constant. Equations ( 4) - (6) show that the initial size distribution of nanoparticles, Cp, affects the volume fraction of the metal phase. The distribution of nanoparticles is determined by the nanoparticles dispersion and the nanoparticles mean radius. The increase of these parameters leads to the growth of the volume fraction of the metal phase. Such changes modify spectral characteristics and shift the reflection maximum and amplitude.

The calculated spectral characteristics depending on the initial size distribution of nanoparticles were compared with experimental measurements performed for the TiO2 and SiO2-based nanocomposite films. The parameters of the nanoparticles size and distributions were controlled by the scanning speed and laser power. According to SEM measurements and experimentally obtained reflection spectra, with the increase of the nanoparticles size, the reflection maximum is redshifted. On the other hand, the broadening of nanoparticles distribution lead to a slight shift of spectral maxima. These experimental observations are agree with our theoretical conclusions.

SUMMARY

As a result of the performed experiments and modeling, several results have been obtained leading us to the following conclusions

• Depending on the experimental conditions, random or periodic 2D, or even 3D, periodic nanocomposite structures with unique optical properties can be formed.

• Optical properties are strongly related to the nanoparticle size and distribution. They can be controlled by laser processing parameters and are fairly well reproduced if the effective medium model is used for absorption since collective absorption and scattering on an ensemble of NPs play a major role.

• Absorption and scattering by a set of NPs within the laser spot mainly determine nanoparticle growth and affect nanoparticle self-organization.
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