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Shock wave refraction theory and high-resolution numerical simulations were employed to predict the refraction pattern under super-knock relevant conditions at slow-fast gas-gas interfaces which are characterized by a higher acoustic impedance in the incident phase than in the transmitted phase. First, our theoretical and computational methodologies were validated against results from the literature for planar shock-planar oblique interface interactions. Second, our framework was applied to planar shock-/cylindrical shock-cylindrical interface interactions. The theoretical regime diagram agrees well with the numerical predictions for the former configuration whereas significant discrepancies were observed for the latter. Numerical results show the formation of temperature and pressure peaks as the refraction structure transits from a Free Precursor Refraction to a Twin von Neumann Refraction. This change in thermodynamic state can induce a significant reduction in ignition delaytime, potentially leading to detonation onset.

Symbols

I. INTRODUCTION

One of the most promising strategies to improve the efficiency of spark ignition internal combustion engines (SI-ICE) is to increase the power density through high boosting of downsized engines [START_REF] Wang | A generalized kinetic model with variable octane number for engine knock prediction[END_REF][START_REF] Qi | Effects of thermodynamic conditions on the end gas combustion mode associated with engine knock[END_REF][START_REF] Wang | Knocking combustion in spark-ignition engines[END_REF] . In practice, this is achieved by a compression ratio increase in the engine's cylinder [START_REF] Netzer | Threedimensional computational fluid dynamics engine knock prediction and evaluation based on detailed chemistry and detonation theory[END_REF] . However, under such conditions, super-knock is likely to occur 1 .

Super-knock corresponds to the initiation of a detonation in the engine's cylinder and is a major obstacle for the development of next generation SI-ICE. Super-knock events are characterized by high-frequency/large-amplitude pressure oscillations, i.e., several MPa.

Due to these extreme pressure peaks and oscillation amplitudes, a single super-knock event can result in irreversible damage to the engine. Super-knock is typically observed in the low-speed, high-load regime and includes three phases: (i) pre-ignition; (ii) auto-ignition in the end-gas; and (iii) detonation initiation and propagation. Pre-ignition is a random event and is related to the formation of a hot spot from a lubricating oil droplet or from a carbon deposit [START_REF] Wang | Knocking combustion in spark-ignition engines[END_REF] . Auto-ignition in the end-gas is due to the high temperature and pressure attained in this region. A local explosion in the compressed fresh mixture is observed and the rapid expansion of the burning gas induces the formation of a shock wave [START_REF] Wang | Knocking combustion in spark-ignition engines[END_REF][START_REF] Wang | Analysis of pre-ignition to superknock: Hotspot-induced deflagration to detonation[END_REF][START_REF] Wang | Shock wave reflection induced detonation (SWRID) under high pressure and temperature condition in closed cylinder[END_REF][START_REF] Wang | Shock wave and flame front induced detonation in rapid compression machine[END_REF] . Detonation initiation, or super-knock onset, results from the shock wave initiated by the end-gas local explosion upon interaction with the engine's confinement, the pre-ignition flame, or another shock wave created at a different location within the end-gas [START_REF] Wang | Knocking combustion in spark-ignition engines[END_REF][START_REF] Wang | Analysis of pre-ignition to superknock: Hotspot-induced deflagration to detonation[END_REF][START_REF] Wang | Shock wave reflection induced detonation (SWRID) under high pressure and temperature condition in closed cylinder[END_REF][START_REF] Wang | Shock wave and flame front induced detonation in rapid compression machine[END_REF] .

Experiments performed in a rapid compression machine (RCM) have enabled the identification of three modes, or mechanisms, of super-knock initiation based on the dynamics of the shock wave generated by the local explosion in the end-gas. The energy density of the reactive mixture was found to be the dominant parameter determining which mode of super-knock onset is taking place [START_REF] Qi | Effects of thermodynamic conditions on the end gas combustion mode associated with engine knock[END_REF][START_REF] Wang | Shock wave reflection induced detonation (SWRID) under high pressure and temperature condition in closed cylinder[END_REF][START_REF] Wang | Shock wave and flame front induced detonation in rapid compression machine[END_REF] . The first mode is referred to as Shock Wave Reflection Induced Detonation (SWRID). It is characterized by the formation of a Mach reflection as the shock wave formed by the local end-gas explosion propagates along the RCM wall. The high temperature and pressure behind the Mach stem initiates a detonation that propagates within the compressed end-gas and generates pressure oscillations [START_REF] Wang | Shock wave reflection induced detonation (SWRID) under high pressure and temperature condition in closed cylinder[END_REF] . The second mode is referred to as Shock Wave and Flame front Induced Detonation (SWFID). It is characterized by the formation of a shock wave refraction which creates a region of high pressure and temperature which enables flame front acceleration and subsequent detonation onset [START_REF] Wang | Shock wave and flame front induced detonation in rapid compression machine[END_REF] .

The third mode is referred to as Shock Wave Focusing Induced Detonation (SWFoID).

Under certain circumstances, two (or more) local explosions in the end-gas can take place simultaneously or with a slight offset. The shock waves induced by these explosions can subsequently interact with each other, creating regions of high temperature and pressure by shock focusing; detonation initiation is thus likely to occur as a result of these interactions.

The present paper focuses on the second mode of super-knock initiation during which shock wave refraction takes place and results in detonation onset. Wang et al. [START_REF] Wang | Shock wave and flame front induced detonation in rapid compression machine[END_REF] showed by combining high-speed experimental imaging and numerical simulation that the interplay between the shock wave generated by the end-gas auto-ignition and the spherical flame results in thermodynamic conditions that are prone to flame acceleration and detonation onset. However, the high computational cost of the reactive simulation performed by Wang et al. [START_REF] Wang | Shock wave and flame front induced detonation in rapid compression machine[END_REF] prevented the use of adequate resolution to resolve the structure of the refraction pattern. Shock wave refraction is a complex interaction between a shock wave and an interface (gas-gas or gas-liquid) [START_REF] Nourgaliev | Shock wave refraction patterns at interfaces[END_REF] . In the context of super-knock, only the slow-fast gas-gas interfaces are of interest, where slow/fast refer to a low/high sound speed, and are thus characterized by a higher acoustic impedance in the incident phase than in the transmitted phase. Planar shock wave refraction at non-reactive slow-fast gas-gas interface has been extensively studied experimentally, numerically, and theoretically by Henderson's group [START_REF] Abd-El-Fattah | Precursor shock waves at a slow-fast gas interface[END_REF][START_REF] Abd-El-Fattah | Shock waves at a slow-fast gas interface[END_REF][START_REF] Henderson | On the refraction of shock waves[END_REF][START_REF] Henderson | The refraction of a plane shock wave at a gas interface[END_REF][14] and a theoretical regime diagram was established [START_REF] Abd-El-Fattah | Shock waves at a slow-fast gas interface[END_REF] . Several other studies have been performed on planar shock wave refraction over linear, square, triangular, cylindrical, spherical, elliptic, V-shaped, non-reactive gas-gas interfaces [15][16][17][18][19][20][21][22][23][24] . Refraction in non-reactive mixtures were also studied for converging cylindrical shock interacting with a straight interface 25 .

Concerning reactive mixtures, two situations can be distinguished: (i) ignition during planar shock wave refraction at an interface between two cold gases, and (ii) ignition after planar shock refraction has taken place at an interface between a cold gas and a flame. concluding remarks are included in section VII.

II. REGULAR AND IRREGULAR REFRACTION PATTERNS

Using shock polars, a shock refraction regime diagram like the one shown in Figure 1 can be constructed in the ω i -χ space, where ω i is the angle between the interface and the trajectory of the end point of the incident shock, and χ = p 0 /p 1 is the inverse shock strength, where subscripts 0 and 1 denote the pressure ahead and behind the incident shock. For a fixed χ and increasing ω i one can traverse all the possible refraction patterns and identify their transition limits. The shock wave patterns observed at a slow-fast interface are divided into regular and irregular refraction patterns. For each pattern, a polar diagram can be drawn, similar to those routinely used to study shock reflections 32 . Next, we provide a detailed description of the patterns observed using schematics.
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A. Regular refraction patterns

Regular refraction patterns correspond to patterns for which the incident, transmitted and reflected waves meet at a point located on the gas-gas interface (i.e., the triple point) 10 .

The possible regular refraction patterns are shown in Figure 2. Three patterns can be distinguished: (i) the Regular Refraction with a reflected Expansion (RRE) -see Figure 2 a); (ii) the transition from reflected expansion to reflected shock -see Figure 2 b); and (iii)

the Regular Refraction with a Reflected shock (RRR) -see Figure 2 c). In Figure 2, the angle α corresponds to the angle between the incident shock and the interface. The role of the reflected wave is to equalize the pressure on either side of the disturbed interface and to deflect the flows so that they are parallel to each other and to the disturbed interface.

Depending on the pressure difference behind the incident and the transmitted wave, either an expansion wave or a compression wave is required to satisfy p 3 = p 4 , see Figure 2 a). At the transition, the pressure difference behind the incident and the transmitted wave is equal to zero, so that the reflected wave is a Mach wave (i.e., a zero-strength wave whose pressure ratio is unity). At slow-fast interfaces, regular refraction structures usually occur at small angles of incidence, ω i , although the strength of the shock can influence the nature of the reflected shock [START_REF] Abd-El-Fattah | Precursor shock waves at a slow-fast gas interface[END_REF][START_REF] Abd-El-Fattah | Shock waves at a slow-fast gas interface[END_REF]33 . See RRR and RRE limits in Figure 1. This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. PLEASE CITE THIS ARTICLE AS DOI: 10.1063/5.0066345

Neumann Refraction (TNR); and (v) the Lambda Shock Refraction (LSR). The BPR pattern corresponds to the transition between regular and irregular refraction. The structure of the BPR is close to that of a RRR but with a curved transmitted wave that propagates ahead of the incident wave but at nearly the same speed [START_REF] Han | Shock Dynamics[END_REF] . For free precursor patterns, i.e., FNR, FPR, TNR, LSR, the transmitted shock is faster than the incident shock and new shocks form, labeled j, k, and n in Figure 3 b)-e), connecting the transmitted wave to the incident and reflected shocks. The structures of the free precursor refraction are much more complex than those of regular patterns. The FNR and FPR patterns are quite similar except that, in the FNR case, the k-shock undergoes a Mach reflection at the interface whereas in the FPR case it remains undisturbed 9 . At larger angles of incidence, ω i , the interaction of j-shock and the incident wave leads to the formation of the TNR pattern which is characterized by two triple points and two slip lines [START_REF] Han | Shock Dynamics[END_REF] . A further increase in ω i , results in the reflected shock becoming a Mach wave as the flow behind the incident shock approaches sonic conditions and the LSR structure is formed 9 . 9 This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. 
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∂Q ∂t + ∂F ∂x + ∂G ∂y = 0 ( 1 
)
where Q is the vector of conserved variables, and F and G are the convective fluxes in xand y-direction, respectively

Q =        ρ ρu ρv ρE        F =        ρu ρu 2 + p ρuv ρEu + pu        G =        ρv ρuv ρv 2 + p ρEv + pv        (2) 
in Q, F and G, ρ is the density, p is the pressure, (u, v) are the horizontal and vertical velocity components, and E the total energy which is the sum of the internal energy and kinetic energy, E = e int + e kin with e kin = (u 2 + v 2 )/2. Both gases are calorically perfect:

e int = p/(γ -1)ρ with γ denoting the ratio of specific heats.

Special attention is paid to the interface between the two gases. It is captured using a level-set approach avoiding, to the extent possible, numerical diffusion and defined by the zero-level of the level-set function ψ (i.e., ψ = 0). Because the interface is advected at the local flow velocity, an additional transport equation needs being solved:

∂ψ ∂t + u ∂ψ ∂x + v ∂ψ ∂y = 0 (3)
Equation ( 3) is recast in conservation form and solved for ρψ with x-and y-fluxes given by ρuψ and ρvψ, and integrated along with system (1). Classically, ψ is chosen as a signeddistance function to the interface that is prescribed at the beginning of the computation.

However, since the distance property (|∇ψ| = 1) cannot be enforced in our particular case, we reinitialize the level-set at every iteration using the constrained re-initialization technique to avoid any order of accuracy and robustness issues 34 .

B. Numerical techniques

The system of equations ( 1) was discretized using a finite volume technique and solved in a fixed Cartesian grid. Convective fluxes on cell edges are estimated using a HLLC Riemann solver 35 , and primitive variables reconstructed at the interface using a fifth-order WENO scheme 36 . Time integration is performed using a Total Variation Diminishing (TVD) thirdorder explicit Runge-Kutta method 37 . All the computations below were run using a CFL number of 0.6.

Numerical treatment of the Euler equations at the interface between fluids having dissimilar properties or equations of state requires special care. It is well known that numerical solutions of such multi-medium flows are likely to show spurious oscillations in pressure and temperature at the interface. To effectively suppress them, we use the Ghost Fluid Method for the Poor (GFMP) technique 38 where two numerical fluxes are computed at the material interface using the corresponding thermodynamic parameters of the fluids on either side of it. Note that while these two fluxes are identical for a cell interface separating two cell centers in the same material, they will differ across a material discontinuity. The resulting scheme is therefore locally non-conservative but conservation errors are known to decrease as the resolution increases 38 .

C. Domain, initial and boundary conditions

Two configurations were examined in the present study: (i) planar shock-oblique interface interactions, and (ii) planar/cylindrical shock-curved interface interactions (i.e., a bubblelike interface).

Planar oblique interfaces

To enable a direct comparison with the theoretical predictions, we considered a planar oblique interface between carbon dioxide (CO 2 ) and methane (CH 4 ) as this is a simple case for validation purposes. The configuration is sketched in Fig. 4. The interface is defined as an oblique line at an angle 90 • -α, located 10 mm from the left boundary. The numerical domain is a square region of size L x = L y = 20 mm filled with gas at rest, (u 0 , v 0 ) = 0, at ambient pressure and temperature (p 0 = 0.1 MPa and T 0 = 300 K). These conditions 12 This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. The post-shock conditions for the planar incident shock wave (initially located 5 mm from the left boundary) were obtained using normal shock relationships for two incoming Mach numbers, M , and subsequently changing the frame of reference to the laboratory frame.
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Table III C 1 lists the post-shock conditions denoted by subscript 1; the inverse incident shock strength, χ = p 0 /p 1 , is also shown.

TABLE I.

Post-shock conditions for planar shock-planar oblique interface interaction (CO 2 -CH 4 ).

M χ = p 0 /p 1 p 1 (MPa) u 1 (m/s) T 1 (K)
1.12 0.767 0.1303 53.7 313

1.37 0.494 0.2026 152.7 353

As mentioned above, thermodynamic properties were assumed as constant for each gas.

The ratio of specific heats, γ, the heat capacity at constant volume, C v , and molar mass, 

M are γ CO2 = 1.288, C v,CO2 = 656 J/kg K, M CO2 = 44.1 g/mol, γ CH4 = 1.303, C v,CH4 = 1711 J/kg K, M CH4 =

Curved interfaces

To address a situation that is more relevant to super-knock conditions in SI-ICE, we consider a hemi-cylindrical bubble of radius R = 12.5 mm filled with hot, burnt gas placed in a fresh iso-octane (C 8 H 18 )-air mixture and make it interact with planar or cylindrical incident shocks; see Fig. The conditions in the burnt mixture were computed assuming that (i) the burnt mixture is in chemical equilibrium at constant pressure, (ii) complete conversion of the reactants to water vapor and carbon dioxide is achieved, and (iii) nitrogen is an inert chemical species.

The table also shows the thermodynamic properties γ and C v .

TABLE II. Initial conditions for planar/curved shock-curved interface interactions.

Fresh mixture Burnt mixture p 0 (MPa) 7.5 7.5

T 0 (K) 820 2500 X CO2 - 0.12500 X H2O - 0.14063 X N2 0.77686 0.73437 X O2 0.20661 - X C8H18 0.01653 - γ 1.279 1.246 C v (J/kgK) 985 1185
Three incident shock Mach numbers were considered. The post-shock fresh mixture properties are presented in Tab III. For the planar shock configuration, the same methodology as that described in section III C 1 was used. For the hemi-cylindrical shock case, the initial pressure and density inside the hot spot were adjusted to obtain comparable conditions as in the planar case, at the time when the cylindrical shock meets the symmetry axis (y = 0) of the bubble filled with burnt gas. This allows for a more meaningful comparison between the planar and cylindrical shock cases. The domain, initial and boundary conditions chosen correspond to those used in the super-knock experiments performed by Wang et al. [START_REF] Wang | Analysis of pre-ignition to superknock: Hotspot-induced deflagration to detonation[END_REF][START_REF] Wang | Shock wave reflection induced detonation (SWRID) under high pressure and temperature condition in closed cylinder[END_REF][START_REF] Wang | Shock wave and flame front induced detonation in rapid compression machine[END_REF] . Further discussion is provided in 15 This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. PLEASE CITE THIS ARTICLE AS DOI: 10.1063/5.0066345 section VI A.

M χ = p 0 /p 1 p 1 (MPa) u 1 (m/s) T 1 (K)

Mesh and boundary conditions

All simulations presented use a spatial resolution of ∆ = 10 µm, which is the same as in the shock wave refraction study performed by Nourgaliev et al. [START_REF] Nourgaliev | Shock wave refraction patterns at interfaces[END_REF] . Halving or doubling the resolution did not result in appreciable changes on the refraction patterns obtained close to boundaries; a sample result in shown is Figure 6 for a nascent TNR structure.

The total number of cells within the numerical domains were 10 × 10 6 and 15.9 × 10 6 for planar and curved shock-interface interactions. As for boundary conditions, on the left, a supersonic inlet and zeroth order extrapolation were used for planar shocks and curved shocks, respectively. On the bottom, symmetry for all cases, and the right/top boundaries are updated by extrapolating from the interior solution assuming continuity at the boundary.

Our code is fully parallelized (MPI) and shows linear scaling up to 1,000 cores. The cost per simulation was 3072 CPU hours (i.e., 6 hours on 512 cores). 

A. Oblique shock equations

In Figure 8 a schematic for a typical RRE refraction structure in which the pre-/postshock states, flow directions and corresponding deflections, δ, as the flow crosses over the incident, transmitted shocks and the reflected expansion are shown. For a calorically perfect gas (i.e., constant γ) the pressure, specific volume (v = 1/ρ), and temperature ratios across an oblique shock wave are given by

ξ = 1/χ = p 1 p 0 = 1 -γ + 2γM 2 0,n γ + 1 ; v 1 v 0 = (γ + 1) M 2 0,n 2 + (γ -1) M 2 0,n ; T 1 T 0 = p 1 p 0 v 1 v 0 . (4) 
In Equation 4 through

M 0,n = M 0 sin (ω i ) , (5) 
The normal flow Mach number behind the oblique shock (M 1,n ) is

M 2 1,n = 1 + M 2 0,n (γ -1)/2 γM 2 0,n -(γ -1)/2 , (6) 
and can be related to M 1 by

M 1,n = M 1 sin (ω i -δ) , ( 7 
)
where δ is the flow deflection angle across the oblique shock and is related to

ω i by tan (δ) = 2 cot (ω i ) M 2 0,n -1 M 2 0,n (γ + cos (2ω i )) + 2 . (8) 

B. Piston theory

The velocity of a piston moving in a shock tube, V p , and the velocity of the shock created by the piston compressing the gas, V w , can be related by

V p = 2 γ + 1 V 2 w -a 2 0 V w , (9) 
where a 0 is the speed of sound in the gas ahead of the incident shock wave.

Abd-El-Fattah et al. [START_REF] Abd-El-Fattah | Precursor shock waves at a slow-fast gas interface[END_REF] experimentally observed that, irrespective of the refraction pattern, the incident shock and the transmitted shock can be approximated with the same piston velocity, V p , leading to the following equality

V p = 2 γ I + 1 V 2 i -a 2 0 V i = 2 γ II + 1 V 2 t -a 2 5 V t , (10) 
where V i and V t are the normal velocities of the incident and transmitted shocks, I and II refer to the slow and fast phases, respectively; subscripts 0 and 5 refer to the state ahead the incident and transmitted shock, see Figure 2 a).

Using Equation 10, a relationship can be established between V t and V i as

V t = 1 2 c + c 2 + 4a 2 5
where c = γ II + 1 γ I + 1

V 2 i -a 2 1 V i . (11) 

V. SHOCK REFRACTION REGIME DIAGRAM

A. Conditions at the pattern boundaries

RRE-RRR/BPR boundary

The determination of the boundary between RRE and RRR/BPR patterns in χ-ω i space relies on the method of shock polars. By definition, a RRE is established when the pressure behind the incident shock is higher than behind the transmitted shock. As a consequence, the reflected wave has to be an expansion wave to decrease the pressure of the gas behind the incident shock and equalize it with the pressure behind the transmitted shock; this case is shown in Figure 9 a). At the limit between RRE and RRR/BPR, the incident and transmitted polars intersect each other at a value of δ corresponding to the actual deflection through the incident and transmitted shocks, see Figure 9 b).

The limit between the RRE and RRR/BPR patterns is obtained as follows: for χ ∈ [0;

1], determine by dichotomy the highest ω i for which the transmitted shock polar intersects the reflected expansion polar. If there is no intersection point between the transmitted and reflected shock polars, the reflected wave is a shock (RRR) or the refraction pattern is irregular (BPR).
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RRR-BPR boundary

The determination of the boundary between the RRR and BPR patterns also relies on the method of shock polar. By definition, the RRR pattern is established when the pressure behind the incident shock is lower than the pressure behind the transmitted shock. As a consequence, the reflected wave has to be a shock wave to increase the pressure of the gas behind the incident shock and equalize it with that behind the transmitted shock; this case is depicted in Figure 10 a). As seen in Figure 10 b), at the limit between RRR and BPR, the reflected shock polar becomes tangent to the transmitted shock polar.

At the boundary between the RRR and BPR patterns, a tangency condition is reached between the transmitted and the reflected shock polar, so that the limit can be obtained 

BPR-FNR boundary

The determination of the boundary between BPR and FNR patterns relies on Snell's law and the piston theory. For a BPR structure, the incident and transmitted shock waves propagate at the same velocity (V ) which is related to their normal velocities (V i and V t ) by

V = V i ω i = V t ω t , (12) 
where ω t is the angle between the transmitted shock and the interface. At the transition between BPR and FNR structures, ω t = 90 • , which enables to obtain the limit as follows:
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for χ ∈ [0; 1], determine the only ω i such that ω i = arcsin(V i /V t ), where the ratio V i /V t is determined using Equation 10.

FPR-TNR boundary

The determination of the boundary between FPR and TNR patterns relies on shock polars and piston theory. From the FPR structure shown in Figure 3 c), it is seen that the gas in phase I successively passes either through the incident and reflected shocks or through the j-and k-waves. A slip line is formed between the fluid elements traveling through these two paths. The conditions behind the incident shock and the j-shock are two distinct points on the same shock polar. These two points correspond to the initial conditions to calculate the reflected wave and k-shock polars, respectively. At the limit, the k-shock and the reflected wave polars are tangent to each other; this is illustrated in Figure 11.

-20 0 20 δ (deg) 
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The limit is obtained as follows: for χ ∈ [0; 1], determine by dichotomy the highest ω i for which an intersection point exists between the k-shock and the reflected wave polars.

The piston theory enables to calculate the V t /V i ratio.

TNR-LSR boundary

At the transition between TNR and LSR the flow behind the incident shock wave is sonic.

The boundary is obtained as follows: for χ ∈ [0; 1], determine the lowest ω i for which the flow Mach number behind the incident shock, M 1 , becomes less than unity.

B. Validation of the regime diagram calculation

To validate our approach to calculate the shock refraction regime diagram at a slow-fast gas-gas interface, we used the diagram provided by Abd-El-Fattah and Henderson 11 for a CO 2 -CH 4 interface. The comparison of their theoretical calculations with ours is shown in Figure 12. With the exception of the FPR-TNR boundary, all the limits computed match closely the results of Abd-El-Fattah and Henderson [START_REF] Abd-El-Fattah | Shock waves at a slow-fast gas interface[END_REF] . As an attempt to reconcile the discrepancy observed for the FPR-TNR boundary, we used the V t /V i experimental data provided by Abd-El-Fattah and Henderson 11 shown in Figure 13. While at low shock strength the experimental V t /V i ratio is essentially constant with ω i , this is not the case for stronger shocks for which V t /V i decreases with increasing ω i . To improve the prediction of the FPR-TNR limit, we corrected the V t /V i ratio applying a standard non-linear least squares method to find the best fit to the experimental results. The result is shown as a solid line in Figure 13. The limits obtained using the optimized V t /V i are displayed in Figure 14; an overall improvement of the predicted boundary was observed despite of larger discrepancies generated in some regions of the χ-ω i space. Since the change of the V t /V i ratio with ω i depends on the strength of the shock, a large experimental data set would be required to further improve the V t /V i = f (ω i ) dependence. For our purposes (i.e., super-knock conditions) we deemed the initial discrepancies using the unmodified piston theory reasonable, and did not pursue extra improvements to the prediction of the FPR-TNR boundary.

Additional validation was carried out by comparing our results with the refraction struc-
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VI. RESULTS AND DISCUSSION

A. Refraction structure under super-knock conditions

The theoretical and numerical approaches described above were used to determine the refraction patterns under super-knock relevant conditions for a stoichiometric C 8 H 18 -air mixture at T 0 = 820 K and p 0 = 7.5 MPa. These conditions were chosen based on the rapid compression machine study of Wang et al. 7 in which super-knock initiation was observed through the SWFID mechanism. The initial conditions are specified in Table III C 2).
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Three shock Mach numbers were examined for both the planar and cylindrical shock waves, M = 1.1, 1.5 and 2.0 and correspond to realistic values under super-knock conditions; note that the measurement of experimental shock velocities upon end-gas auto-ignition is not straightforward owing to the three-dimensional nature of the phenomenon.

Figure 17 shows the theoretical refraction regime diagram calculated for a fresh-burnt C 8 H 18 -air interface at super-knock relevant conditions. The simulation results obtained for the interaction of a planar shock and a cylindrical pocket of burnt gas are also shown in the figure. Overall, the theoretical results satisfactorily agree with the simulations results

with discrepancies in ω i on the order of 10 • . Some exceptions should be pointed out: (i) the For all shock propagation speeds, regular patterns are observed at low angles of incidence, the FPR pattern appears over a restricted range of angle of incidence (55

ω i < 40 • . An
< ω i < 60 • ).
For

ω i > 60 •
, TNR patterns were observed as shown in Figure 18 e), f), h), and i).

Similar to Figure 17, Figure 19 shows the theoretical refraction regime diagram calculated for a fresh-burnt C 8 H 18 -air interface at super-knock relevant conditions. However, 28 This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. PLEASE CITE THIS ARTICLE AS DOI: 10.1063/5.0066345 the simulation results were obtained by considering a cylindrical shock interacting with a cylindrical pocket of burnt gas. Comparable discrepancies to those obtained for the planar shock cases can be observed between the theoretical and numerical results. For regular patterns, the RRE domain is well predicted except that the RRR patterns position differs between the theory and the simulations. For BPR patterns, discrepancies of up to 15 in a lower post-shock pressure and induces an unsteady expansion of the flow behind the shock 39,40 , potentially influencing the refraction patterns boundaries. These aspects could partly explain the discrepancies observed, however, further experimental and numerical work is needed to reconcile the differences. We speculate that shock curvature and associated pressure changes behind the incident shock may be the major contributors to the observed discrepancies. Finally, note that given the continuous change of the incident shock local curvature, shock velocity, and the unsteadiness behind the decaying cylindrical shock, a given refraction pattern might not have enough time to establish itself and stabilize before the flow conditions impose a drastic change of structure. This could be assessed by systematically varying the curvature of the incident shock but this was not pursued in the present work.

M = 1.1 M = 1.5 M = 2 (a) RRE, α = ω i = 27.4 • (d) BPR, α = ω i = 40.4 • (g) BPR, α = ω i = 49.6 • (b) FPR, α = 60.9 • , ω i = 59.

B. Thermodynamic conditions in the refraction pattern

The structures formed and the evolution of the thermodynamic conditions within the refraction patterns were also examined. Figure 20 shows numerical schlieren, temperature and pressure fields for M = 1.5 (χ = 0.416) during the interaction of a cylindrical shock with a bubble of burnt gas. Regions of high pressure and temperature systematically form as a result of shock refraction, particularly in the FPR → TNR transition. This is further supported by the maximum temperature (T max ) and pressure (p max ) attained within the computational domain containing unburnt mixture for various angles of incidence, α, dis- ignition delay-time, τ ind /τ ind,0 , at the maximum temperature and pressure obtained for each value of α; τ ind,0 is the delay time for a C 8 H 18 -air mixture at p 0 = 7.5 MPa and T 0 = 820 K.

The reaction model used is that of Ra and Reitz 41 , it includes 47 species and 142 reactions.

For a "weak shock" (M = 1.1), a reduction of a factor of two is induced during the refraction process. As the Mach number is increased to M = 1.5 and 2.0, a reduction on the order of 100 times and 10,000 times is observed during the refraction process, respectively.

The formation of a hot spot with significantly higher temperature and pressure than the bulk C 8 H 18 -air mixture seems consistent with a local ignition in the vicinity of the shocked gas-burnt gas interface that can potentially lead to the onset of a detonation. While our simple adiabatic constant volume explosion modeling seems to yield reasonable results, we recognize that there are temporal thermodynamic and composition changes as fluid parcels travel through the refraction patterns that may favor shorter/longer ignition delay times.
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Reactive simulations may help shed some light on the actual refraction structures that may be more prone to detonation onset. In spite of this, our results support the importance of the refraction structure, particularly the FPR → TNR transition, in the ignition delay reduction.

32

This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. 

PLEASE CITE THIS ARTICLE AS

VII. CONCLUSION

The refraction patterns at a slow-fast gas-gas interface were theoretically and numerically investigated considering conditions relevant to super-knock in SI-ICE. Our theoretical and numerical approaches were first validated using previous work Henderson (1978) -Digitized

V t /V i V t /V i Optimized V t /V i Theory Abd-el-Fattah &

  The first situation has been studied experimentally byHaehn et al. 26 and numerically by Diegelmann et al.[27][28][29] , but for a fast-slow interface. The second situation has been studied experimentally for example byThomas et al. 30 , and numerically byBakalis et al. 31 . Under such a configuration, ignition, and possibly detonation onset, is attributed to the acceleration of the flame by the turbulence induced by Richtmyer-Meshkov instabilities. Note thatBakalis et al. 31 indicated that "a single weak shock-flame interaction is insufficient to cause a prompt DDT" which is in contradiction with the SWFID mechanism. From our literature review, it seems that only planar shock waves have been considered previously and that studies on refraction in reactive mixtures are scarce. A better understanding of super-knock initiation by shock wave refraction thus requires a detailed knowledge of the structure and dynamics of the refracting shock wave. The goals of the present study are (i) to assess the capabilities of the existing theory in predicting the refraction structure under super-knock relevant conditions, and (ii) to identify through high-resolution numerical simulations which refraction pattern is the most likely to favor ignition.The manuscript is organized as follows: section II provides a detailed description of the possible regular and irregular refraction structures; section III and IV present the computational and theoretical methodologies; section V provides a thorough description of the framework to compute a theoretical shock refraction regime diagram at a slow-fast interface, and validation with previous experimental results and simulations; section VI includes results and discussion for shock wave refraction patterns at super-knock relevant conditions;

FIG. 1 .

 1 FIG. 1. Theoretical regime diagram for shock refraction patterns at a slow-fast interface. χ = p 0 /p 1 is the inverse pressure ratio, and ω i is angle between the interface and the the trajectory of the end point of the incident shock. RRE: Regular Refraction with reflected Expansion. RRR: Regular Refraction with reflected Shock. BPR: Bound Precursor Refraction. FPR: Free Precursor Refraction. TNR: Twin von Neumann Refraction. LSR: Lambda Shock Refraction.

FIG. 2 .

 2 FIG. 2. Schematic of the possible regular refraction patterns: (a) Regular Refraction with reflected Expansion (RRE); (b) regular transition pattern (RRE → RRR); and (c) Regular Refraction with Reflected shock (RRR). Propagation from left to right. i: incident wave; t: transmitted wave; r: reflected wave; m: interface; I and II: phases I and II. 0: initial state in phase I. 5: initial state in phase II. 1: state behind the incident shock in phase I. 3: state behind the reflected wave in phase I. 4: state behind the transmitted shock in phase II. The dashed blue line is a visual aid showing the initial position of the interface before interaction with the incident shock wave (i).

FIG. 3 .

 3 FIG. 3. Schematic of the possible irregular refraction patterns: (a) Bound Precursor Refraction (BPR); (b) Free von Neumann Refraction (FNR); (c) Free Precursor Refraction (FPR); (d) Twin

  FIG. 4. Schematic of the numerical domain for planar shock-planar oblique interface interaction.

  FIG. 5. Schematic for curved interface interactions with (a) a planar shock, and (b) a cylindrical shock. R = 12.5 mm and r 0 = 3.75 mm.

  5 a) and b). The main motivation to study this configuration is to evaluate the role of the shock and interface curvature on the structure of the refraction pattern. For the planar case the bubble center is located 20 mm away from the left boundary, whereas the hemi-cylindrical shock was generated from a high pressure/temperature region (i.e., a hot spot) of initial radius r 0 = 3.75 mm) located 2R = 25 mm away from the burnt gas bubble. The above mentioned structures are specified within a rectangular domain of size L x = 40 mm × L y = 25 mm and L x = 53 mm × L y = 30 mm for planar-and curved-shocks, respectively. Initial conditions and compositions of the fresh and burnt mixtures are listed in Tab. III C 2.

FIG. 6 .

 6 FIG. 6. Effect of grid resolution ∆ (20 µm (a); 10 µm (b) ; 5 µm (c)) on the temperature field of a nascent TNR structure. Simulation results obtained for a cylindrical interface and a cylindrical shock wave propagating at M =1.5 α = 74.7 • ; ω i = 71.2 • .

FIG. 8 .

 8 FIG.8. Sample schematic showing the interaction of a planar shock wave with an oblique interface (RRE case). Note that the frame of reference is rotated and aligned with the interface; the arrows indicate the flow direction and corresponding deflections, δ, as the flow crosses over the incident and transmitted shocks as well as over the reflected expansion.

FIG. 9 .

 9 FIG. 9. Shock polar diagrams for a regular refraction with reflected expansion (RRE) structure. The plots in (a) and (b) respectively correspond to the polar diagrams away and at the limit between the RRE and RRR/BPR patterns. Conditions: γ CO2 = 1.288; γ CH4 = 1.303; M CO2 = 44.01 g/mol;

  FIG. 10. Shock polar diagram for a regular refraction with reflected shock wave (RRR) structure. The plots in (a) and (b) respectively correspond to the polar diagrams away and at the limit between the RRR and BPR patterns. Conditions: γ CO2 = 1.288; γ CH4 = 1.303; M CO2 = 44.01 g/mol; M CH4 = 16.04 g/mol; ξ = 1/χ = 1.282.

  FIG. 11. Shock polar diagram for a free precursor refraction (FPR) structure. The plots in (a) and (b) respectively correspond to the polar diagrams away and at the limit between the FPR and TNR patterns. Conditions: γ CO2 = 1.288; γ CH4 = 1.303; M CO2 = 44.01 g/mol; M CH4 = 16.04 g/mol; ξ = 1/χ = 1.282.

  FIG.14. Theoretical FPR-TNR limits at a slow-fast CO 2 -CH 4 interface obtained for (i) a constant

  FIG. 15. Schlieren fields of simulated RRE (a) and FPR (b) refraction patterns for a very weak shock interacting with a slow-fast CO 2 -CH 4 interface. Conditions: M = 1.12 (χ = 0.78); T 0 = 300 K; p 0 = 101 kPa.

  example of RRE pattern is shown in Figure 18 a). The weakly irregular BPR patterns are typically observed in the range ω i = 40 • -45 • . Figure 18 d) and g) show examples of BPR structures. At low Mach number, M = 1.1, only FPR patterns were captured for ω i > 45 • , as seen in Figure 18 b) and c); no TNR nor LSR patterns were observed at this Mach number. As M is increased to 1.5 (χ = 0.416) and 2.0 (χ = 0.228),

7 •

 7 FIG. 18. Schlieren fields showing refraction patterns at super-knock relevant conditions. Fresh mixture: stoichiometric C 8 H 18 -air mixture at T 0 = 820 K and p 0 = 7.5 MPa; complete initial conditions are included in Table III C 2. Simulation results obtained for a cylindrical interface and planar shock waves propagating at M = 1.1 in (a), (b), and (c), at M = 1.5 in (d), (e), and (f), and at M = 2.0 in (g), (h), and (i). The inverse shock strength corresponding to M = 1.1, 1.5, and 2 are χ = 0.809, 0.416 and 0.228, respectively.

  FIG. 19. Refraction regime diagram for a C 8 H 18 -air fresh-burnt interface at super-knock relevant conditions. Fresh mixture: stoichiometric C 8 H 18 -air mixture at T 0 = 820 K and p 0 = 7.5 MPa; complete conditions are included inTable III C 2. Simulation results obtained for a cylindrical

  FIG. 20. Numerical schlieren, temperature and pressure fields for refraction patterns at superknock relevant conditions. Fresh mixture: stoichiometric C 8 H 18 -air mixture at T 0 = 820 K and p 0 = 7.5 MPa; complete conditions given in Table III C 2. Simulation results obtained for a cylindrical interface and a cylindrical shock wave propagating at M = 1.5 (χ = 0.416).

Figure 1 : 1 Figure 4 :Figure 4 :Figure 7 :IIFigure 5 Figure 7 :Figure 4 :Figure 1 :

 114475741 Figure 1: Wave pattern for Regular Refraction with a Reflected shock (RRR).

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

TABLE III

 III 

. Post-shock conditions for planar/curved shock-curved interface interactions.
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		Theoretical limits Vt/Vi Optimized
		Abd-el-Fattah & Henderson (1978) Vt/Vi Theory
		Nourgaliev et al. (2005): TRR → TNR; 1.6 Present CFD: RRE; RRR; BPR; FPR; TNR; LSR Abd-el-Fattah & Henderson (1978) -Digitized
		RRE → Intromission → RRR → Shock critical→ BPR → FPR;
		RRE → BPR → TMR 1.5
				1.4	
		i		
		V t /V	1.3	
				1.2	
				1.1	
				1.0	20	40	60	80
						ω i (deg)
	ω i = 32 •	and ω i = 34.5 •	, respectively. The refraction structures obtained by Nourgaliev
	et al. at ω i = 27, 33.3, 38 and 46 •	were respectively RRE, RRR, BPR, and FPR. These
	results are in quantitative agreement with our theoretical predictions and numerical results;
	Figure 15 shows two examples of refraction structures obtained in the "very weak" shock
	group. For a case located in the "weak shock" group, i.e. χ = 0.53, Nourgaliev et al. ob-
	tained FNR and TNR refraction patterns at ω i = 48 •	and ω i = 52 •	, respectively. Again,
	this is consistent with our theoretical predictions and numerical results;	Figure 16 shows
	two examples of refraction structures we obtained in the "weak shock" group. Finally, for
	a case located in the "strong shock" group, i.e. χ = 0.18, Nourgaliev et al. observed the
						24

FIG. 12. Refraction regime diagram for the interaction of a planar shock and a planar oblique CO 2 -CH 4 interface. Initial conditions: p 0 = 0.1 MPa and T 0 = 300 K. tures simulated by Nourgaliev et al. 8 . Their numerical data were included in Figure 12 as square symbols. For a case located in the "very weak" shock group, i.e. χ = 0.78, Nourgaliev et al. predict the transitions RRE → RRR and RRR → BPR to occur at approximately FIG. 13. Experimental and theoretical V t /V i ratio as a function of angle of incidence for a weak shock (χ = p 0 /p 1 = 0.53) at a slow-fast CO 2 -CH 4 interface. Reproduced from Abd-El-Fattah and Henderson 11 .

CITE THIS ARTICLE AS DOI: 10.1063/5.0066345 consistent

  This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset.PLEASE with the theoretical limits. It is important to emphasize that the theoretical results were obtained using planar shock-planar oblique interface interactions, and that in the case at hand (cylindrical shock-cylindrical interface) extracting the angles of incidence is not straightforward; the values reported have an uncertainty of ±0.2 • . Since some of the refraction patterns exhibit similar features, it is quite difficult to clearly establish the boundaries. Moreover, the cylindrical shock slows down as it propagates which results

	• can
	be observed at low Mach numbers (i.e., high χ). The FPR and TNR patterns are somewhat
	29

Table III C

 III 

2. Simulation results obtained for planar/cylindrical shock-curved interface interactions.

  8,11 for a planar shock-planar oblique CO 2 -CH 4 interface interactions. Our methodology was then applied to a C 8 H 18 -air fresh-burnt mixture interface at super-knock relevant conditions. While the theoretical re-
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