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Humanity is using mineral resources at an unprecedented level and demand will 1 continue to grow over the next few decades before stabilizing by the end of the century, due to 2 the economic development of populated countries and the energy and digital transitions. The 3 demand for raw materials must be estimated with a bottom-up and regionalized approach, and 4 the supply capacity with approaches coupling long-term prices with energy and production costs 5 controlled by the quality of the resource and the rate of technological improvement that depends on 6 thermodynamic limits. Such modelling provides arguments in favour of two classically opposed 7 visions of the future of mineral resources: an unaffordable increase in costs and prices following the 8 depletion of high quality deposits or, on the contrary, a favourable compensation by technological 9 improvements. Both views are true, but not at the same time. After a period of energy and 10 production cost gains, we now appear to be entering a pivotal period of long-term production 11 cost increases as we approach the minimum practical energy and thermodynamic limits for many 12 metals.

Introduction

The per-capita consumption of global resource has doubled between 1950 and 16 2010 [START_REF] Schaffartzik | The global 438 metabolic transition: Regional patterns and trends of global material flows, 1950-2010[END_REF] and the consumption of raw materials and mineral resources (gravel and sand, 17 cement, ores, industrial minerals) used to build the urban, energy, and transportation 18 infrastructure and consumer goods of modern societies has increased at an average rate 19 of 2-5%/year over the past century. Humanity is now using mineral resources at an 20 unprecedented level, with 70 billion tons of material extracted from the ground per year 21 [START_REF] Graedel | Metal spectra as indicators of development[END_REF][START_REF] Graedel | On the future availability of the energy metals[END_REF][START_REF] Wiedmann | The 445 material footprint of nations[END_REF][START_REF] Elshkaki | Resource Demand Scenarios for the Major 448 Metals[END_REF][START_REF] Elshkaki | energy, water, and emissions nexus impacts on the future contribution 450 of PV solar technologies to global energy scenarios[END_REF]. This acceleration naturally raises the question of supply sustainability, which has 22 been discussed repeatedly since the 1950s [7][START_REF] Bardi | A Simple Interpretation of Hubbert's Model of Resource Exploitation[END_REF][9][START_REF] Meadows | The Limits to Growth: A report 459 for the Club of Rome's Project on the Predicament of Mankind[END_REF][START_REF] Sverdrup | Natural Resources in a Planetary Perspective[END_REF][START_REF] Kerr | The Coming Copper Peak[END_REF][START_REF] Northey | Modelling future copper ore grade de-466 cline based on a detailed assessment of copper resources and mining[END_REF][START_REF] Bardi | Energy Prices and Resource Depletion: Lessons from the Case of Whaling in the 469 Nineteenth Century[END_REF][START_REF] Bardi | EROEI and Net Energy in the Exploitation of Natural 472 Resources. A Study based on the Lotka-Volterra Model[END_REF][START_REF] Laherrére | Copper peak. The Oil Drum[END_REF]. Repeated predictions of short-term 23 depletion of fossil resources have so far not been verified by actual shortages. On the 24 contrary, and despite the exponential growth in consumption observed for more than 25 a century, metal reserves have never been higher than they are today. The increase in 26 reserves, despite the strong growth in consumption, can be explained by technological 27 progress, which makes it possible to exploit new fossil resources of lower quality at the 28 same cost. Unconventional hydrocarbons, which were undevelopable at a competitive 29 cost a few decades ago, are now a major source and most metal deposits developed 30 today are less concentrated than those developed in the past [START_REF] Mudd | The sustainability of mining in Australia: key production trends and environmental 475 implications[END_REF]. Because the amount of 31 low-grade deposits is much greater than concentrated deposits, reserves have increased 32 with technological improvements. This trend gives the misleading impression that 33 perpetual growth is possible in a finite world, the Earth. Misleading because there is materials demanding infrastructures of heavy industry, housing, transport, commu-90 nications and energy. This phase of development mainly consumes "structural" raw 91 materials produced in present global quantities of more than one million tons per year 92 (Mt/yr), such as sand and aggregates, concrete, steel and iron, aluminium, copper, 93 manganese, zinc, chromium, lead, titanium and nickel. Then, the annual consumption 94 of structural raw materials levels off when the gross domestic product (GDP) per capita 95 reaches about 15,000 US$/cap (maturing stage) and eventually declines as the in-use 96 stock reaches its saturation limit (saturation stage) [START_REF] Bleischwitz | Extrapolation or saturation 590 -Revisiting growth patterns, development stages and decoupling[END_REF][START_REF] Bleischwitz | Saturation and Growth Over Time: When Demand for Minerals 593 Peaks[END_REF]. When saturation level of 97 in-use stocks is reached, the size of the infrastructure becomes mainly controlled by 98 the evolution of population and the material content of technologies. The number of 99 technological units per capita (number of cars, trucks, planes, ships, m 2 building, etc) as 100 a function of GDP/capita thus follows the sigmoidal pattern of a logistic function, whose 101 parameters can be constrained by fitting the historical evolution of each technology 102 by countries (e.g. [START_REF] Cao | A Probabilistic Dynamic Material Flow 556 Analysis Model for Chinese Urban Housing Stock: A Probabilistic Dynamic MFA Model[END_REF][START_REF] Huo | Modeling future vehicle sales and stock in China[END_REF][START_REF] Shi | Toward a Low 604 Carbon-Dematerialization Society: Measuring the Materials Demand and CO2 Emissions of 605 Building and Transport Infrastructure Construction in China[END_REF]). These parameters depend on the geography, population 103 density and lifestyle of the countries, with average values in the order of 0.7 LDV/cap, 104 7•10 -5 locomotive/cap, 1.5•10 -5 aircraft/cap and 90 m 2 /cap. From these figures, the 105 future evolution of infrastructure can be estimated for given future GDP and popula-106 tion evolutions. This is illustrated in Figure 1, which shows the number of observed The annual consumptions are then obtained by deriving the stocks over time and the 124 annual flows of primary, recycled and lost materials are calculated for imposed lifetimes 125 of goods, collection and recycling rates (Figure 3). This full bottom-up approach starting 126 from regional GDP and population evolutions makes it possible to link the global raw the log-Gaussian ore-tonnage (OT) versus ore grade (OG) relationship of ore deposits 237 [START_REF] Gerst | Revisiting the Cumulative Grade-Tonnage Relationship for Major Copper Ore 625 Types[END_REF][START_REF] Singer | The lognormal distribution of metal resources in mineral deposits[END_REF]:

238 OT = A OG • σ • √ 2π • exp ( -log(OG) -µ 2 2 • σ 2 ) ( 1 
)
where µ is the central tendency, σ the dispersion and A the scaling factor that 239 determines the function amplitude. The additional amount of metal M OG that can be 240 extracted with varying OG reads:

241 M OG = OT • OG 100 (2) 
M OG is the amount of additional available metal deduced from its geological distribution [START_REF] Vidal | Prey-Predator Long-Term Modeling of 629 Copper Reserves, Production, Recycling, Price, and Cost of Production[END_REF], one centred at the average grade of copper in the crust (OG ≈ 30 ppm 254 [START_REF] Rudnick | Composition of the Continental Crust[END_REF]) and another corresponding to the peak OT of ore deposits centred at OG ≈ 0.3% 255 [START_REF] Gerst | Revisiting the Cumulative Grade-Tonnage Relationship for Major Copper Ore 625 Types[END_REF]. However, the bimodal OT vs OG distribution is questionable [START_REF] Arndt | 632 Future Global Mineral Resources[END_REF], and if a unimodal 256 distribution centred at the average crustal concentration is assumed, future reserves 257 could be at least an order of magnitude higher. Estimates of future reserves and resource 258 availability from geologic criteria and OT vs. OG distributions are thus quite uncertain.

259

The question of availability is above all a question of price and environmental impacts 260 we will be willing to pay. Historical data show that so far, technological improvements 287 2005) γ (

E(2005) = η(2005) • (-∆G • f i + Es i + a i C(2005) ) (4 
P(t) = 26 • 2 C(2005) 0.2 • E(t) 1.1 • ( PE(t) PE(
with γ the elasticity of metals prices variations relative to the variation of energy 2), these figures explain why both the produced quantities of metals and their reserves 305 have grown exponentially since 1900. However, this trend is not sustainable on the long 306 term because there is a thermodynamic limit (ETL) to the extraction of metals, which is 307 given by Equation 4with η = 1. This physical limit cannot be overstepped, whatever and it has been halved between the 1950s and 2000 [START_REF] Yellishetty | Iron ore and steel production trends and 660 material flows in the world: Is this really sustainable? Resources[END_REF]. It will most likely not be halved 310 again by 2050 to reach the thermodynamic limit equal to about 10 MJ/kg for iron oxide 311 ore 3 (-∆G • f =7 MJ/kg of hematite), as the investment required to gain a few MJ when 312 approaching this limit becomes prohibitive. More worrying, the thermodynamic limit of 313 3 For metals at high concentration in ore deposits such as iron (C = 30-50%) or aluminium (15-30%), the energy demand of crushing and grinding ore (

a i C
) is negligible compared to the energy of metallurgy (-∆G • f ) in Equation 4. metals at C < 1% is expected to increase exponentially with falling ore grade due to the 314 term a i C . In practice, this limit cannot be reached because industrial processes cannot be 315 100% efficient, and the minimum value of η in Equation 4 is unlikely to be lower than 1.5
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(PME = 1.5•ETL). In the case of copper, η decreased at an annual rate of -1.5%/yr from 317 about 10 in 1930 to 2 in 2000 (dashed line in Figure 5b). It will not be possible to continue 318 on this trend because the minimum value of η = 1.5 will be reached before the end of 319 the century (continuous line in Figure 5c). For an average ore grade of copper deposits 

Discussion

327

The above overview of some parameters controlling the demand and primary 328 production provides arguments for two classically opposed views of the future of 329 mineral resources: an unaffordable increase in costs and prices following the depletion 330 of high quality deposits or, on the contrary, a favourable compensation by technological 331 improvements. Both visions are true, but not at the same time. After a period of gains in energy and production costs, it seems that we are now entering a pivotal period of 333 long-term increasing production costs as we approach the practical minimum energy 334 and thermodynamic limits for several metals. To reduce this increase of price, unknown should also meet the demand until the end of the century. The situation is much less 410 clear for rare metals, as historical data on reserves and production are missing, imprecise 411 or cover too short a time period to be used as reliable constraints for the models.

412

In addition to the reserves, price and energy production issues, the environmental 413 impacts of raw materials and energy production must also be integrated in the models.

414

These impacts might become a limiting factor to production in the future. An emblematic 415 example is given by El Salvador that made history as first nation to impose blanket 416 ban on metal mining in response to diminishing water sources from polluting mining 417 projects 4 . The huge expected increase in mineral resources consumption and primary 418 production will increase conflicts and social opposition. The surface occupied by mines 419 and quarries at the world level has been estimated to be about 400,000 km 2 [START_REF] Hooke | Land transformation by humans: A review[END_REF], it 

  107 and estimated light vehicles, locomotives, airplanes and the surface of buildings in 108 the USA and China from 1950 until 2100. The results were obtained with the model 109 DyMEMDS (dynamic modelling of energy and matter demand and supply) available 110 online. DyMEMDS is a stock and flow model that links the energy consumption, GDP, 111 population with the raw materials consumption, greenhouse gases emissions, global 112 warming and additional environmental impacts such as the consumption of water and 113 used land for mining. It includes about fifty technologies of transportation, construction 114 and energy, ten metals, cement and gravel, and nine geographical regions covering the 115 world. From the evolution of infrastructure calculated for imposed future GDP and 116 population evolutions (Figure 1), the stocks of materials by technologies are estimated 117 using dynamic raw materials intensities in kg of material per technological unit.

Figure 1 .

 1 Figure 1. Evolution of the demand in infrastructure per capita in function of GDP/cap or time in China (grey lines and open circles) and USA (black line and black circles).The same material intensities were used for all countries expect for the building
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  127 material consumptions with the economic development, population and technological 128 evolutions of each geographical region. It reproduces the step increase of demand for 129 base metals, cement and gravels observed since World War II. The period 1950-1970 was 130 marked by a strong increase in global consumption driven by the construction of the 131 infrastructure of currently developed countries. Consumption growth declined during 132 the 1970-2000 period, as saturation thresholds were approached in rich countries and 133 no poor country was economically emerging. Then the rapid economic emergence of 134 China in the late 1990s led to a second period of increase in global consumption (Figure 135 3). China's consumption is expected to level off over the next decade, and then decline 136 between 2030 and 2050. After 2050, the need for new infrastructure in this country is 137 no longer controlled by the evolution of GDP/capita because the saturation thresholds 138 are reached. Moreover, the amount of recyclable material that was negligible before 139 2030 increases after 2030 as fast as the increase of consumption observed between 2000 140 and 2025. The amount of steel available for recycling between 2050 and 2075 is even 141 higher than the apparent consumption. A peak in steel consumption was also observed 142 in the US in the 1970's, although less pronounced than in China in 2030, because previ-143 ous growth was slower. Since then, the US steel consumption has remained relatively 144 constant, which is a common observation made for all rich countries, as well as in China after 2050. A step evolution of demand is also observed for Ni, Cr and Mn, which are 146 mainly used as alloying elements of steel. The step evolution is less clear for other 147 base metals such as copper and aluminium involved in a variety of new applications 148 with lower lifetimes than steel since the fifties. The decrease of Chinese consumption in 149 2030-2050 is likely to be compensated by the increase due to the economic emergence 150 Indian and African countries. Assuming that these countries will achieve their economic 151 development within the century, the Indian peak of cement and steel consumption might 152 occur in 2050 and 2100, and those of copper and aluminium one or two decades latter. 153 The African consumption peaks are expected to occur fifteen years latter. In this scenario, 154 the yearly global demand in steel and cement in 2100 is fourfold the present value, and 155 six fold the present consumption for aluminium and copper.
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  of streaming video. This ICT sector is a large consumer of rare and high-purity substances 166 (Cu, In, Ga, Sb, Ge, Co, Li, Ge, Ta, Nb, Au, Ag, rare earths, etc.) with dispersive uses 167 resulting from high dilution in many short-lived devices, which limits the potential 168 for recycling on the order of one percent. While the base metal consumption since 169 1990 has increased by 2-5%/year, the annual growth of rare metals production is about 170 10%/year. These huge growth rates and possible supply problems have attracted most 171 the attention over the last decade. However, assessing the future of high-technology 172 metals demand is difficult, because it depends on rapid technical innovation and the 173 use of high technologies is much less dependent on GDP/cap than base metals. New 174 technologies also concern the energy sector, which is evolving to reduce our GHG 175 emissions and comply with the Paris agreements. These agreements of COP21 aim at 176 achieving the "carbon neutrality" in the second half of the 21st century, which implies a 177 deep review of the existing fossil-based energy system. Unfortunately, solar and wind 178 infrastructures require more raw materials per installed capacity and energy supplied 179 than fossil fuel-based facilities [34,37,66-68]. The same observation is made for the 180 storage of energy, its transport and use at the end of the energy chain. It follows that 181 large amounts of structural and high-tech mineral commodities will be consumed for 182 the energy transition.
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Figure 2 .

 2 Figure2. Concrete and steel consumption by geographical regions based on a logistic growth of regional infrastructures calculated for logistic GDP and population growths (Figure1).

Figure 3 .

 3 Figure 3. Raw material demand by sectors (Mt/year) calculated from the evolution of infrastructure (Figure 1) for the China (Left panel) and USA (Right panel). The white and dashed black lines show, respectively, the input and theoretical recycled flows (assuming no export or import of scrap). The dots show the historical data (USGS).

Figures 2 and 3 Figure 4 ,

 34 Figures 2 and 3 have been calculated under the assumption that the penetration of

Figure 4 .

 4 Figure 4. Annual demand for Cu, Li, Ni and Co calculated for the evolution of infrastructure in the reference technology (RTS) (Top panel) and the "Beyond 2°C" scenario (B2DS) (Bottom panel) of the International Energy Agency.Even though it will depend on the rate of economical development, energy and
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 3 Can future production meet the demand?220 Several studies suggest that the future supply of raw materials will not be able to 221 keep pace with demand, because the stock of exploitable fossil resources is declining 222 over time and the production of several metals has already peaked or will peak in the 223 near future[START_REF] Bardi | A Simple Interpretation of Hubbert's Model of Resource Exploitation[END_REF][START_REF] Meadows | The Limits to Growth: A report 459 for the Club of Rome's Project on the Predicament of Mankind[END_REF][START_REF] Sverdrup | Natural Resources in a Planetary Perspective[END_REF][START_REF] Kerr | The Coming Copper Peak[END_REF][START_REF] Northey | Modelling future copper ore grade de-466 cline based on a detailed assessment of copper resources and mining[END_REF][START_REF] Laherrére | Copper peak. The Oil Drum[END_REF][START_REF] Laherrére | Peak Gold, Easier to Model than Peak Oil?[END_REF][START_REF] Sverdrup | Peak metals, minerals, energy, wealth, food and 622 population: urgent policy considerations for a sustainable society[END_REF]. Although it was initially developed for the oil production, application of the Hubbert's theory to mineral resources led Sverdrup et al.[START_REF] Sverdrup | Peak metals, minerals, energy, wealth, food and 622 population: urgent policy considerations for a sustainable society[END_REF] to the conclusion that the production of gold, silver, copper, nickel, zinc, molybdenum, iron, 226 platinum and indium should peak at or before 2050. The same authors described a similar 227 situation for conventional fossils energy resources, and a peak of non-conventional oil 228 by 2075. However, a major flaw of the Hubbert's approach lies in the assumption 229 that production is limited by the sole availability of resources at continuously growing 230 demand. According to this logic, the observed decline in the growth rate of steel 231 production between 1970 and 2000 (Figure 2) could have been misinterpreted as a sign 232 of resource depletion, while it was actually resulting from temporarily declining growth 233 of demand. Another pitfall is the assumption that the "ultimate recoverable resource" 234 (URR) is finite and quantifiable. Metals and minerals are currently exploited from a small 235 fraction of the continental crust. The maximum value of reserves can be estimated from 236
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 575 distribution in the crust, whatever the cost of its extraction. The integral of M OG gives 243 the evolution of reserves plus cumulative production, which increases exponentially as 244 long as the average OG remains below the value of the peak of OT vs OG (Equation2451). By combining equations 1 and 2 with the expected evolution of demand (Section 246 2), it is possible to estimate the required evolution of average OG and thus OT and 247 metal reserves. Based on the historical evolution of copper reserves, production, ore 248 tonnage and OG with time, Vidal et al.[START_REF] Vidal | Prey-Predator Long-Term Modeling of 629 Copper Reserves, Production, Recycling, Price, and Cost of Production[END_REF] have estimated an URR of copper between Gt in 2100 for a copper price ranging between 10 and 15 thousands US$1998/t.250Although these estimated reserves are within the range of those made by[START_REF] Arndt | 632 Future Global Mineral Resources[END_REF][START_REF] Johnson | Estimate of Undiscovered Copper 635 Resources of the World[END_REF][START_REF] Henckens | Mineral resources: Geological 637 scarcity, market price trends, and future generations[END_REF][START_REF] Singer | Future copper resources[END_REF], the 251 approach is fraught with large uncertainties arising from equally large uncertainties in 252 the distribution of metals in the earth's crust. Vidal et al.'s estimates assumed a bimodal 253
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  have made it possible to mine less and less concentrated and accessible ores (deeper, 262 offshore) without unaffordable increases in production costs and metal prices. Is this 263 trend sustainable in the future? To answer the question, we must now understand the 264 links between energy and production costs, between metal prices and OG, and between 265 technological improvements and thermodynamic limits.

266 3 . 1 .

 31 Energy of metal primary production, prices and reserves 267 Currently, about 12% of global energy consumption and about 35% of the energy 268 consumed by the industry worldwide is used for the production of iron and steel, cement, 269 aluminium and non-ferrous metals[START_REF]IEA Sankey Diagram[END_REF]. The production of mineral resources is therefore 270 very energy-intensive. Several studies have shown that the average price of metals is proportional to the energy of their production, which varies as a power law of dilution 272 (inverse of ore grade)[START_REF] Vidal | Modeling the Long-Term Evolution of Primary Production Energy and Metal Prices[END_REF][START_REF] Vidal | Global Trends in Metal Consumption and 617 Supply: The Raw Material-Energy Nexus[END_REF][START_REF] Phillips | Metal prices as a function of ore grade[END_REF][START_REF] Johnson | Dining at the Periodic Table: Metals 647 Concentrations as They Relate to Recycling[END_REF][START_REF] Gutowski | The energy required to 650 produce materials: constraints on energy-intensity improvements, parameters of demand[END_REF]. A plot of the production energies E(2005) of twenty 273 metals diluted from 1.9 (iron) to 2•10 5 (gold, platinum) as a function of their price in 2005 274 (P(2005)) confirms this proportionality. The following relationships are derived between 275 E(2005) and P(2005) [84]: 276 P(2005) = 26 • α • E(2005)

  ) with η(2005) the inverse of energy efficiency compared to the thermodynamic 278 minimum (η=1 at the thermodynamic minimum, an average value η(2005)= 3 is obtained 279 for 20 metals), -∆G • f i the Gibb's free energy of formation of the ore mineral from its 280 constituents (minimum energy of metallurgy), Es i the mixing entropy of an ideal mixture 281 of two components with no interaction (minimum energy to separate the metal-bearing 282 minerals the from the disaggregated ore), a i = 0.2 and C the mass concentration of metal 283 in kg metal /kg ore . The evolution of production energy with time can be estimated with 284 Equation 4 by replacing the 2005 values of η(2005) and C(2005) by the values at year t. 285 In order to account for the variations of energy price, Equation 3 must be corrected by 286 the price of energy at time t (PE(t)) relative to 2005 (PE(2005)):

288price.

  Using the price of crude oil as a proxy of energy price, γ = 0.7 for copper and γ = 289 0.1 for aluminum. 290 At C < 1%, the metallurgy and separation energies are negligible compared to the 291 term a i C that represents the comminution energy. It means that at constant technology 292 and price of energy, the energy of primary production of precious metals, copper or 293 nickel are expected to increase exponentially with the decrease in ore grade observed 294 over the last century [17,85]. Proponents of a looming shortage of metals often use this 295 argument to claim that production will become prohibitively expensive in the future. 296 However, long-term historical data do not support this figure and the inflation-adjusted 297 commodity prices have actually been falling between 1900 and 2000 [86]. This fall, 298 also observed for copper or nickel, indicates that the expected increase in production 299 energy due to falling ore grades has actually been offset by the improvements of energy 300 efficiency and productivity at constant ore grade (EC in the Figure 5a). The improvement 301 of energy efficiency was 1-2%/year between 1900 and 2000 [83,84,87] and until 2000, the 302 energy gains of all metals production have more than compensated the decrease of ore 303 quality. Since the regeneration of reserves increases with falling grade (Equations 1 and 304
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  the technological improvement. Steel production consumed about 50 MJ/kg in the 1950 309

320 decreasing at 1 .Figure 5 .

 15 Figure 5. a) Calculated and observed (numbers) energies of copper production: the heavy black line shows the energy of copper production with varying ore grade and technology E(t), the thin black dashed line show the energy at constant ore grade with varying technology (EC), and the red dashed and continuous lines show the practical minimum energy (PME) and thermodynamic limit (ETL), respectively. The observed data are plotted at the time of publication and reported ore grades: 1) Rötzer and Schmidt[88]; 2) Rosenkranz[89]; 3) Gaines[90]; 4) Kellogg[91]; 5) Page and Creasy[92] ; 6) Norgate and Jahanshahi[85]; 7) Marsden[93] ; 8) Office of Energy Efficiency & Renewable Energy[94] ; 9) Rankin[95] ; 10) Chapman[96]. b) Observed copper price (grey line) and calculated price (black line). The future price is calculated at constant future price of energy (=PE2015, continuous line) or at 2%/yr increasing price of energy after 2015 (dashed line). c) η(t) (black continuous line, left scale) and ore grade (gray line, right scale) used to compute a) and b). The black dashed line in c) shows η(t) calculated from η(2005) and a -1.5%yr of change.
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  could be double by 2050 and quadruple by 2100. The embodied water consumption and 421 other environmental impacts are expected to follow the same trends. These figures are 422 naturally concerning, especially in arid production areas. To our knowledge, no model 423 currently exists that describes the local societal response to water and land use and more 424 broadly to environmental impacts, even though this is a major constraint on the future 425 production of resources. This response is expected to depend on the level of GDP/capita 426 and population density, the industrial typology, the level of agricultural production 427 and geographical characteristics of the producing countries, such as the availability of 428 water. Modelling the feedback of resource consumption and environmental changes 429 on social opposition is a very important research topic to address the issue of future 430 mineral resource availability in a world of increasing environmental constraints, and 431 increasingly compromised access to water and arable land.
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  .2. The new applications and high-tech metals

	157	
	158	In parallel or after building its basic infrastructure, countries' economies are moving
	159	towards advanced technologies, which use many properties resulting from the electronic
	160	structure, catalytic, quantum or semiconductor properties specific to almost all the
	161	elements of the periodic table. Rapid changes in the use of metals have emerged during
	162	the last decades in the Information and Communication Technology (ICT) sector: in
	163	2019, there were approximately 13 billion mobile phones and tablets [65] and 2 billion
	164	computers (1 billion in 2008) in use, Facebook had more than 1 billion users and global
		data centre traffic was estimated at 4.8 zettabytes, representing more than 26,000 centuries

  This approach is also empirical, but it allows one to combine physical units (tons) with monetary units without requiring a 387 detailed and comprehensive description of all economic sectors. It analyses the evolution 388 of industrial capital (the predator, in monetary units) and the metal reserves (the prey, in In contrast, a scenario no longer based on a steady growing demand but on the need for a 401 population stabilizing at 11 billion inhabitants in 2100 and an average GDP per capita of 402 10,000$ provides more optimistic results. A peak of primary production is still observed, 403 but it is a peak of demand. A decrease of primary production occurs in the second 404 half of the century, when the saturation of infrastructures is approached and recycled 405 copper becomes the major source. Here again, this example shows that the future of 406 natural resources cannot be dissociated from a scenario of demand, which is another 407 illustration of the limit of Hubbert-like approaches. The prey-predator model applied to 408 other metals suggests that the supply of most base and precious metals (except gold)

	335 389	
	336 390	breakthrough but affordable grinding technologies based on non-mechanical processes tonnes) with two coupled differential equations involving four parameters controlling to
	337 391	will have to be found. Another possibility is to reduce the price of energy. Renewable the yearly regeneration of reserves, metal production, regeneration and erosion of capital.
	338 392	energies are virtually unlimited and once the infrastructure of production is built, they Interestingly, the cost (price) of metal production is given by the ratio of two of them,
	339 393	are cheap. If we could use renewable energy sources at a low and stable price in the corresponding to the capital growth to metal production. Applying the model to the
	340 394	future, the increasing weight of energy intensity in the cost of production would no case of copper, we showed that the expected price evolution is similar to the production
	341 395	longer be an issue. This is illustrated by Iceland, which became in 2016 the world's ninth energy-based independent estimate reported in Figure 5. Independently of any eco-
	342 396	largest producer of aluminium from imported bauxite thanks to cheap geothermal and nomic consideration, the long-term price of metals derived from the production energy
	343 397	hydroelectric power, even though it has no ore and most of its production is destined calculated with the simple thermodynamic formalism proposed in Equations 3 to 5 thus
	344 398	to foreign markets. If the use of renewable energy sources were to become significant provides first order constrains on the future evolution of metals production. In the case
	345 399	enough to cover the needs of the raw material production sector, it would become of copper, Vidal et al.[74] predicted a peak in primary production by 2050, followed by a
	346	possible to exploit low-grade resources that cannot be exploited at an affordable cost rapid collapse if the future demand is assumed to follow the historical trends (+3%/year).
	347	today. However, energy transition scenarios present another constrain: in order to cope
	348	with the targeted decrease of CO 2 emissions, they generally assume a strong reduction
	349	in energy consumption. For example, the amount of energy available for the industrial
	350	sector in the scenario B2DS already used in Figure 2 is 65% that of RTS, while the energy
	351	consumed for the production of raw materials is similar. The future share of industrial
	352	energy consumed to produce the raw materials is thus higher in B2DS than RTS and
	353	the remaining energy available for the other industrial sectors is lower. These figures
	354	will impact the intensive industries and in particular the raw material production sector,
	355 409	which will already face the problem of declining resource quality. It thus seems extremely
	356	difficult to switch to renewable energies while reducing global energy demand. Neither
	357	the developed countries, which are expected to replace their fossil fuel-based energy
	358	infrastructure in two nor three decades, nor the developing countries that produce
	359	raw materials to build their basic infrastructure will spontaneously follow this path.
	360	Until 2050, the demand for energy will thus continue to grow on a global scale. On
	361	the longer term, the energy demand for the production of raw materials is expected
	362	to decrease after 2050 in both scenarios B2DS and RTS. This is due to the combined
	363	effects of: i) approaching the saturation levels of infrastructure at the global scale, which
	364	entails a reduction of the annual demand in raw materials, ii) completing the energy
	365	transition, and iii) increasing rapidly the share of less energy-intensive recycled metals
	366	at the saturation levels and unaffordable prices of primary metals.
	367	The above overview of the parameters controlling the demand and primary produc-
	368	tion also indicates that the question of the future of mineral resources cannot be based
	369	solely on knowledge of current geological availability for a constant rate of growth in
	370	demand and technology. It must be studied using dynamic models that integrate the
	371	value chain from primary production to recycling, coupling energy requirements and
	372	thermodynamic limits, geological, environmental, technological, social, economic and
	373	and geopolitical dimensions. Such models are intrinsically complex, but it is illusory
	374	to address complex issues with empirical and deterministic models such as Hubbert's
	375	model, or any model neglecting the role of technological improvement, change in re-
	376	source quality and variations of energy prices with time. Coupling material flows with
	377	GDP and population evolution is quite straightforward using sigmoid evolutions of
	378	the infrastructure/cap with GDP/cap, and assumptions on the materials contents. The
	379	consumed energy can also be estimated for assumed intensities of use and energy ef-
	380	ficiencies. In contrast, coupling the materials and energy flows with economic models
		is more difficult, because economic models lack physical basis and constrains and are

381

derived from observations made in growing economies. Since the industrial activities 382 and consuming sectors are strongly coupled, it is difficult to analyse one sector of metal 383 production isolated from the whole economic system. To circumvent the problem, a pos-384 sible approach based on a prey-predator dynamics has been proposed by Vidal et al.

[START_REF] Vidal | Prey-Predator Long-Term Modeling of 629 Copper Reserves, Production, Recycling, Price, and Cost of Production[END_REF]

,

385 in line of previous study by

Bardi and Lavacchi[8]
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