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INTRODUCTION

The etching of deep structures with a high aspect ratio is a critical technological step in the realisation of MEMS. The dry etching of titanium (Ti), amongst other unconventional materials, requires the development of specific and yet incompletely understood etching processes. Fluorinated, but especially chlorinated chemistries appear in the literature reporting deep plasma etching of Ti ? ? . In 2004, Aimi et al. developed the MARIO (Metal Anisotropic Reactive Ion etching with Oxidation) process ? which consists in alternating short Cl 2 /Ar etching plasmas with short pure O 2 plasmas in an Inductively Coupled Plasma -Reactive Ion Etching (ICP-RIE) system. The oxygen plasma steps allow the sidewalls of the etched titanium structures to be oxidised and thus limit lateral etching, which leads to anisotropic profiles with scalloping. A year later, Parker et al. developed and patented a second technique for the deep etching of titanium, called Titanium ICP Deep Etch process (TIDE) ? ? ? , which uses only a continuous Cl 2 /Ar plasma. The etch rate is much higher than that of the previous method, 2.2µm.min -1 instead of 0.5µm.min -1 , and the process allows vertical sidewalls to be obtained without scalloping. Furthermore, the Alternated Process for the deep Etching of Titanium (APETi) developed at the GREMI laboratory in 2013 by Tillocher et al.on an ICP reactor, alternating a Cl 2 /Ar plasma and an SF 6 plasma, has shown its ability to deep etch titanium effectively by reducing the roughness at the etch front as well as improving the reproducibility ? ? . A plasma combining both chlorine and fluorine chemistries has been reported in the literature to efficiently etch titanium ? . When those two chemistries are used separately, it is shown that the first chlorination is endothermic for one case and the fluorinated etch product has a low volatility in the second case, which limits titanium etching. However, if they are combined, they act in synergy to etch efficiently titanium by producing an fluoro-chloride intermediate product which skips the first endothermic chlorination and leads to a volatile chlorine containing etch product. More specifically, the benefit of combining chlorine plasmas with sulphur hexafluoride (SF 6 ) on titanium etching was confirmed by Laudrel et al. ? . Although it has been shown that high etching rates have been reached with very good profiles in chlorine and mixed chemistries, the analysis of remaining species on the surface after etching is not yet well documented. However, it is crucial to study the surface composition after the plasma process to better understand the etching mechanisms and analyse the residual by-products remaining at the surface after etching. This is all the more important as the previously mentioned etching processes enable the fabrication of titanium-based microsystems for biomedical applications such as vascular stents ? ? , micro-needles for drug delivery ? ? ? or biosensors ? . It is therefore necessary to characterise the contamination at each step of the microfabrication process, including after etching, to keep the device biocompatible and the contaminants below the tolerated levels. For instance, pure grade 1 titanium must contain the lowest levels of oxygen (O ≤ 0.18 % by weight), hydrogen (H ≤ 0.015 wt.%) and iron (Fe ≤ 0.25 wt.%), producing the most ductile of the four commercially pure grades ? . Surface investigation can be achieved by selecting the appropriate diagnostic techniques. On the one hand, Scanning Electron Microscopy (SEM) combined with Energy-Dispersive X-ray Spectroscopy (EDS) microanalysis was proven as an efficient routine method for determining surface chemistry and how this chemistry changes at the surface and in the surroundings of the etched patterns. On the other hand, space resolved X-ray Photoelectron Spectroscopy (XPS) has evolved into a versatile analytical tool extremely useful, suitable for the complete and quantitative characterisation of the elemental composition and the state of the chemical bonds on the surface of materials. Our work below shows how a multi-technique approach, using SEM/EDS analysis, XPS combined with imaging and optical microscopy, provides quantitative elementary and chemical information with extremely high surface specificity on residual species on the mask and etched titanium patterns. 

FIGURE 1

Drawing of a single cell pattern repeated 22 times on the 4" photomask A commercially pure grade 1 titanium wafer, with a 4-inch diameter and a thickness of 300µm, was used to prepare the samples. First, the substrate was patterned by standard photolithography process and a 3 µm-thick nickel hard mask was electroplated. Then, 13×16.5mm 2 samples, each containing 25 to 100µm wide and 5mm long trenches were cut with a wire saw (Fig. 1). The samples were glued with vacuum grease to a 4" titanium wafer completely covered with electroplated nickel, so that no additional material was introduced into the reactor chamber. After a 45 minutes long Cl 2 /SF 6 /O 2 etching process in the ICP reactor, the samples were first characterised using optical microscopy (OM). They were transported in air to the digital microscope, which is located in the same clean room as the etching reactor. The image assemblies of the different trenches on the etched sample took approximately 15 minutes. The sample was then introduced into the SEM chamber (at a pressure of approximately 10 -6 mbar) and a first chemical analysis of the surface was performed by SEM/EDS-mapping images which took approximately 45 minutes. Finally, to prevent any further contamination by air exposure, the samples were placed under vacuum and transported to the XPS chamber where they were analysed within five days.

Instrumentation

Scanning electron microscopy with energy dispersive spectroscopy

The investigations were conducted with a Zeiss SUPRA 40 field emission scanning electron microscope operated at 10 keV accelerating voltage and a working distance of 9 mm employing a secondary electron (SE2; Everhart-Thornley) detector. The elemental composition was obtained using a Bruker Quantax EDS detector. Samples were mounted on SEM stubs secured by conductive clips, which eliminates contamination issues due to adhesives or glues.

X-ray photoelectron spectroscopy

XPS measurements were performed using a Kratos Axis Nova X-ray photoelectron spectrometer with a monochromatic Al Kα X-ray source operated at 15 kV and 20 mA. No charge neutralisation has been used during data acquisition. The spectra were collected using the combination of electrostatic and magnetic lenses for large area acquisition (700 µm × 300 µm). Survey and high-resolution scans were acquired at pass energies of 80 and 40 eV, corresponding to an all over Fermi edge resolution of 0.95 and 0.55 eV with 0.5 and 0.1 eV step intervals, respectively. The samples were exposed to X-rays for approximately 12 hours. In the case of patterned samples, these were oriented in azimuth so that the trenches are parallel to the projection of the X-ray beam on the surface. Thus, the X-rays could irradiate the trench down to its bottom. Indeed, in reason of the trench geometry (depth 80 µm, width 100 µm) and the value of the attenuation length in Ti for 1487 eV X-rays ? , any other orientation would not allow to observe the trench bottom. Photoelectron images of 256 × 256 pixels were acquired using the pass energy of 40 eV and a Ag 3d5/2 resolution of 1 eV over the field of view of 450 µm by 450 µm. All data analyses were carried out using CasaXPS software ? . Whenever spectra treatment was achieved, we used a Tougaard U2 background and LF spectral shapes. The first observations after etching revealed the presence of residues as well as a coloration of the mask around the trenches. Three clearly identifiable zones can be observed: a first grey area (designated by the letter A in Fig. 3), with a pale blue contour, can be discerned at the periphery of the trenches whatever the widths; an intermediate zone (designated by the letter B) of a few tens of microns, without spots, which seems to closely match the shape of the first one; and a large area (designated by the letter C) of the mask covered with grey spots that seem to have different diameters. Furthermore, the electrons penetrate from the surface to an estimated depth of 1 µm into the sample ? , which explains why no titanium lines appear in the spectrum corresponding to the mask which initially had a thickness of 3 µm. The total map acquisition time was approximately 15 minutes. It appears that the concentration of oxygen is higher at the extreme periphery of the trench than on the rest of the mask.

Furthermore, the distribution of chlorine seems to be complementary to that of oxygen, since its concentration is lower at the edge of the trench. The other elements exhibit no particular behaviour. As expected, titanium is located inside the trench and nickel outside. Both C and F are present everywhere at the sample surface. The survey XPS spectrum of the Ni surface after etching, displayed in Fig. 10a, confirms the existence of Ni, O, C, F and Cl elements at the mask surface after etching, which is consistent with the EDS mapping result shown previously. However, Fig. 10b shows that the metallic Ni peak disappears after etching. The main peak at 856.0 eV is compatible with a mixture of Ni(OH) 2 (856.1 eV) and NiCl 2 (855.8 eV) groups. However, the former appears to be more probable when considering the overall shape of the spectrum and reference data for Ni(OH) 2 and NiCl 2 ? . In agreement, the O 1s spectrum shows an intense contribution at that can be related to (H)O-Ni species, and presents O(C)s and OH features as well (Fig. 10c).

The other features in the Ni 2p spectrum at 861.7 and 866.8 eV correspond well to the satellites in Ni(OH) 2 . The Cl 2p spectrum shows a unique doublet, which attribution is difficult (Fig. 10d) but XPS imaging (Section 3.4) will provide additional insight. The F 1s spectrum (not shown) does not show particular features, its position at 684.7 eV can correspond to F -Ni groups; these, expected at 858 eV ? are not distinguished on the Ni spectrum. As for the C is spectrum (not shown), it presents only surface contamination related contributions. The overall quantification (Table 2) does not bring any conclusive information about the nature of the Cl and F related species. Ti etched pattern (Ni mask is present) 24 2 24 43 3 5

Component analysis of a Ti etched pattern

The survey XPS spectrum of the sample surface containing a Ti etched trench is displayed in Fig. 11a. It shows Ti, Ni, O, C, F and Cl elements. It is worth noting that, despite the 100 µm × 5 mm (width x length) area of the trench, the data collected by the detector (700 µm × 300 µm analysed area) do not only correspond to the bottom of the trench but also to the surface of the surrounding mask. This explains the high intensity of nickel compared to titanium in Fig. 11. For O, C, F and Cl. The spectrum observed is thus the combination of that coming from the Ti trench, that from the Ni mask "far from the trench", as in the previous case, and that from the Ni mask "close to the trench". The latter two could present different chemical composition as suggested by the differences observed in EDS (Fig. 7) and optical (Fig. 3) imaging. This is put forward as the most probable reason for the change observed in the O 1s and Cl 2p spectra (Fig. 11b and Fig. 11c). In addition, it also appears that the F 1s and C 1s spectra (not shown) present a different shape suggesting changes in the C and F chemical environment.

The Ti 2p spectrum (Fig. 11d) does not show any contribution from metallic Ti (Ti 0 ). The Ti 2p3/2 is located at 458.7 eV, which is in good agreement with the TiO 2 contribution observed before etching. The spectroscopy analysis and interpretation of core-level spectra could not offer the possibility to analyse the selectively trench bottom as well as the mask at the vicinity of the trench opening. Therefore, clarify the spatial distribution of the detected elements and their respective chemical environment, and to further develop the analyses previously carried out by EDS mapping, it is necessary to proceed with analyses by XPS imaging. XPS imaging analysis can help to determine the chemical composition and distribution of the various chemical compounds on the surface of the mask, and thus extend previous EDS studies. This analytical technique is very powerful and offers the possibility of correlating chemistry on a microscopic scale with imaging. For this purpose, we acquired spectral image data sets on the sample, where each pixel of an image contains a spectrum. Therefore, to analyse such a large amount of data, it is necessary to use multivariate analysis techniques to reduce the dimensionality of the data, as there are too many spectra to interrogate individually. Photoelectron images of 256 × 256 pixels were acquired using the pass energy of 40 eV over the field of view of 450 µm by 450 µm, with a spatial resolution lower than 8 µm. First, the image size was reduced to 128 × 128 pixels, by summing the neighbouring pixels, in order to improve the signal-to-noise ratio by a factor of two. Amongst the multivariate analysis techniques, one of the most popular, is the Principal Component Analysis (PCA) which expresses the data using linearly uncorrelated orthogonal variables called principal components ? ? ? . This technique reduces the dimensionality of a large data set by projecting it into a lower-dimensional orthogonal basis.

Subsequently, data reconstruction based on these components alone results in a significant improvement in signal-to-noise ratio. Images were converted to spectra at each pixel. Linear backgrounds were then subtracted from each spectrum. The next step used in the XPS quantification The data were then quantified using Scofield cross-sections ? and effective attenuation length ? , resulting in chemical-state maps that reveal the spatial location of elements. There was no need for transmission function correction using this measurement mode. These quantitative region maps confirm the EDS results and give more precision about element chemical states. Figure 13 shows the Ti 2p map with a homogeneous distribution of titanium along the trench bottom, and the complementary Ni 2p map. The C 1s, O 1s, F 1s, Cl 2p and N 1s region maps all provide interesting information on the spatial distribution of the elements. For instance, there is a similarity in distribution between the Cl 2p and C 1s elements, and their presence is complementary to that of O 1s. In addition, the regions A and B of the mask at the periphery of the trench, as defined previously in the digital microscopy images (Fig. 3), are easily identified, which was not the case in the EDS cartography. We also notice spots with a high concentration of Cl, C and N. However, fluorine seems to be more present at the edge of the trench and a little bit at its bottom, probably due to redeposition of the etching products. precisely, Figure 15a corresponds to O 1s region with an atomic concentration of less than 34.8%, Figure 15b to the region between 34.81% and 36.64%, Figure 15c to the region between 36.65% and 38.47%, Figure 15d to the region between 38.48% and 40.77%, Figure 15e to the region between 40.78% and 46.88%, and Figure 15f to the region of more than 46.89%. This approach provides the opportunity to perform appropriate quantification at each pixel of the image and thus obtain quantifiable results related to the spatial dimensions of the pixels in the image, for the features appeared following the etching.

The raw spectra at the pixels were summed to produce as many spectra of an image data set as there were false colours in the mask image.

The procedure of summing spectra from similar pixels provides an independent approach for generating spectra from the raw data in image data sets with an acceptable signal-to-noise ratio for peak-fitting and quantification. Subsequently, six spectra were generated by summing the pixels corresponding to each of the false colours in the mask image (Fig. 16).

The processed spectra clearly show the shapes of three underlying peaks for O 1s. The presence of the O 1s at higher binding energies, 531.6eV, suggests the presence of hydroxyl (-OH) groups on the surface of the mask (contribution of Ni -OH bonds) ? . The presence of the peak at 533 eV 

FIGURE 17

Quantitative map with O 1s fit after peak-fitting spectra at each pixel using the model shown in Figure 14 The resulting chemical state maps (Fig. 17 the redeposition of etching products on the surface and in the surroundings of the trench, and which are visually recognisable by spots distributed on the mask. Furthermore, the oxidation of the mask and the titanium at the bottom of the trench is confirmed, which may indicate the passivating effect of oxygen in the Cl 2 /SF 6 /O 2 mixture. In some cases, the redeposition of etchants on the substrate is necessary so that the passivation layer that prevents lateral etching can form. However, this can also have detrimental effects, such as slowing down the etching rate or changing the shape of the etched profiles if the redeposition rate is too high or too low. Furthermore, in contrast to XPS imaging, EDS analyses did not allow the identification of the N lines, as these are almost overlapping with the Ti lines, another advantage of combining several analysis techniques.

CONCLUSIONS

The aim of this work was to explore the innovative potential of the combined use of SEM+EDS and space resolved XPS techniques in surface analysis after plasma etching, as well as the emerging possibilities of imaging techniques. The results give a good overview of the contamination layers highlighting oxidation phenomena of both the mask and the titanium substrate, leading to the formation of a complex microchemical structure.

From an analytical point of view, the results show that XPS imaging combined with optical microscopy can provide detailed information on the oxidation as well as the chemical nature of the surface. These results are consistent with the EDS chemical mapping performed after etching, which shows the presence of different O, C and Cl rich zones on the mask surface. XPS imaging on the same sample reveals three main oxygen environments. Thus, the ability of XPS imaging to map the chemical states of the elements provides greater accuracy in identifying the surface homogeneities of the sample. Furthermore, the results provide clear evidence of the interaction between inorganic constituents such as fluorine and chlorine in contact with the wafer during etching. An interesting insight towards these residues could be to identify the conditions and process parameters which are at the origin of these redeposits, or even to provide cleaning solutions compatible with the microfabrication process.

FIGURE 2 FIGURE 3

 23 FIGURE 2 Top view images of the wafer surface showing trenches of different widths before etching: 100 µm (left), 50 µm (middle) and 25 µm (right) wide trenches

3 . 2

 32 Structure, morphology and EDS microanalysis of the materials deposited on the mask surfaceThe surface of the samples was characterised by SEM/EDS before and after plasma etching. The composition of the surface in a non-etched reference sample was determined using EDS analysis, both on the Ni mask (Fig.4ain blue) and in the trench (Fig.4bin green). The EDS spectrum before etching, displayed in Fig.4a, shows that, in addition to Ni and O due to spontaneous oxidation with ambient air in clean room, an additional peak of C is present. Similarly, as shown in Fig.4b, peaks of Ti, O and C are detected along the trench. It should be noted that this analytical technique allows the determination of the elemental composition at a point, along a line, or in a defined area with a high degree of precision.

FIGURE 4

 4 FIGURE 4 SEM images of a 100 µm wide trench before etching and EDS spectrum of (a) the electroplated Ni mask and (b) titanium

FIGURE 6

 6 FIGURE 6 EDS spectrum of the titanium trench after etching

Figure 7

 7 Figure 7 displays the EDS cartography of the sample. More precisely, Fig. 7a is the corresponding SEM image and Figs. 7b-7f display the mapping of Ti, Ni, F, C, O, and Cl elements, respectively. These mappings show the spatial distribution of the elements on the surface.

FIGURE 7

 7 FIGURE 7 EDS cartography showing a mapping of Ti, Ni, F, C, O, and Cl elements on the etched sample

FIGURE 8 FIGURE 9

 89 FIGURE 8 XPS spectra of the nickel hard mask before etching: (a) survey scan, (b) Ni 2p, (c) O 1s, and (d) C 1s

  FIGURE 11 (a) Survey XPS spectrum of the titanium surface contamination after etching, (b) O 1s, (c) Cl 2p and (d) Ti 2p high-resolution XPS spectra after etching

FIGURE 12

 12 FIGURE 12 Intensity maps corresponding respectively to Ni 2p, Ti 2p, C 1s, O 1s, F 1s, Cl 2p and N 1s regions

FIGURE 13

 13 FIGURE 13 Quantitative regions maps corresponding to Ni 2p, Ti 2p, C 1s, O 1s, F 1s, Cl 2p and N 1s for etched samples

FIGURE 14

 14 FIGURE 14 False colour scale highlighting the regions of interest

  .

FIGURE 15 FIGURE 16

 1516 FIGURE 15 Set of images created by accumulating counts into pixels based on a false-colour-scale consisting of six colours corresponding to O 1s region between the atomic concentration interval values (a) 29.7% and 34.8%, (b) 34.81% and 36.64%, (c) 36.65% and 38.47%, (d) 38.48% and 40.77%, (e) 40.78% and 46.88%, and (f) 46.89% and 50.53%

  ), which when overlaid, support the spectral information in each pixel by reproducing images consistent with the expected result seen in Fig.15.

( a )

 a Top view image of the 100 µm wide trench (b) Binding Energy = 533.4 eV Binding Energy = 532.3 eV Binding Energy = 530.7 eV

  ) revealed the spatial location of three different oxide species. The experimental variable for each of the images is the binding energy at which the image was acquired. The first image thus shows the organic C-O component, which can be corroborated by the C 1s map shown earlier; the second image corresponds to the hydroxyl compound and the hydroxidation of the mask on the surface. Finally, the last image confirms the oxidation of the titanium at the bottom of the trench. These latest findings show the importance of XPS imaging, combined with optical microscopy and EDS mapping, in the interpretation of the results. When etching titanium in a Cl 2 /SF 6 /O 2 mixture, and using a Ni mask, heavy contamination occurs on the mask surface. A low concentration of the elements F 1s and Cl 2p is identified, which suggests

TABLE 1 The

 1 

	Element	Ni (%)	Ti (%)	C (%)	O (%)	F (%)	Cl (%)
	Wt. (%)	1.01	86.77	3.88	4.30	1.28	0.02
	At. (%)	0.68	72.15	12.86	10.69	2.68	0.02

concentration of major elements in weight percentage (Wt.%) and atomic percentage (At.%) Error (%) ±0.15 ±2.92 ±0.45 ±0.50 ±0.18 ±0.00

  Component analysis of the Ni mask and Ti surface before etchingFigure8ashows a wide XPS scan of the surface of the Ni mask. The analysis before etching was performed on a sample from the same wafer, which was not exposed to plasma. The results before etching are in good agreement with EDS data. Initially, the electroplated mask was found to contain Ni, signature for carbon and oxygen as surface contamination are also observed. Figures8b and 8cshow the Ni 2p and O 1s spectra collected for the electrodeposited Ni surface. The Ni 2p spectrum presents the contributions from metallic Ni and Ni(OH) 2 (Ni 2p3/2 at 852.4 eV with a FWHM of 0.88 eV and 856.1 eV a FWHM of 2.61 eV respectively) and from the plasmon loss and shake up satellites, while the analysis of the O 1s spectrum shows an O 2-contribution from the Ni -O at 529.5 eV with a FWHM of 0.96 eV. Therefore, a NiO component must also be considered; however, its position at 853.7 eV ? makes it difficult to locate. The main O 1s structure can be fitted with four components, (H)O -Ni at 531.6 eV with a FWHM of 1.50 eV, and surface contamination species due to exposure to the ambient air is responsible for the other O 1s components: OH (adsorbed water and carbonyl) at 533.4 eV with a FWHM of 1.50 eV, O -C at 532.5 eV with a FWHM of 1.38 eV and O = C at 530.9 eV with a FWHM of 1.38 eV. Accordingly, the C 1s species shown in Fig. 8d correspond to C -C, C -H (285.0 eV, FWHM of 1.35 eV), C -O (286.4 eV, FWHM of 1.73 eV), C = O (287.4 eV, FWHM of 1.73 eV) and COOH (288.7 eV, FWHM of 1.54 eV).

	3.3	X-Ray Photoelectron Spectroscopy analysis
	3.3.1	

TABLE 2

 2 Quantification of the survey scan in atomic percentage (At.%)

	Element	Ni (%) Ti (%) C (%) O (%) F (%) Cl (%)
	Ni hard mask before etching	28	-	36	36	-	-
	Ti substrate before etching	-	26	21	53	-	-
	Ni mask after etching	26	-	23	39	5	7
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