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  Abstract- Controlling the lifetime of insulating materials is 

required to insure reliability of insulation systems for Medium 

Voltage (MV) and High Voltage (HV) cables. The aging behavior 

of Low Density (LDPE) and Cross-Linked Polyethylene (XLPE) 

under MV-AC thermo-electric stress is studied in the sphere-

plane geometry in air to identify degradation mechanisms 

associated to Corona Discharges (CDs) and their impact on 

insulation lifetime. Time-to-breakdown values are measured 

under different applied electric fields. Additionally, XLPE 

samples are aged to different ageing steps. Then, the samples are 

analyzed by scanning electron microscopy and infrared 

spectroscopy to monitor progressive damage during ageing.  
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I. INTRODUCTION

Electrical aging and breakdown of polymeric insulators have 

been studied for over thirty years [1]. In particular the 

respective roles of bulk damaging of the polymeric material 

and of Partial Discharges (PDs) within microscopic cavities, 

have been increasingly studied. PD inception and induced 

ageing scenarios have been depicted in the literature [2-6]. A 

generally accepted scenario is that continuous bombardment 

of the dielectric surface by active species from the discharge 

results in progressive erosion of the surface, followed by 

localized chemical modification and field enhancement, which 

causes pit formation. These microstructural changes 

eventually lead to treeing and insulation failure [7]. 

Gamez-Garcia et al. have studied chemical reactions at XLPE 

surfaces subjected to discharges in controlled atmospheres [8] 

and also studied the impact of temperature up to 160°C [9]. 

More recently, Leon-Garzon et al. have studied the effects of 

corona discharges over polymeric slabs and characterized the 

modifications of the surfaces [10]. These studies show that 

chemical reactions occurring in solid dielectrics submitted to 

PDs produce gaseous, liquid and solid by-products, which 

concentration and nature depend on the ageing conditions. 

Yet, the effect of PDs on the insulator lifetime and their role 

on the acceleration of ageing still need to be elucidated. In this 

work, Polyethylene (PE) based materials are aged under MV-

AC (50 Hz) stresses using a sphere-plane electrode in air, in 

order to trigger Corona Discharges. Time-to-breakdown 

values are recorded on different samples and at different 

voltages. The correlation between discharge-induced failure 

mechanisms and morphological changes occurring at different 

steps of the polymer lifetime is discussed. 

II. EXPERIMENTAL PROCEDURE 

A. Materials and Sample Preparation

Polymer films are prepared from LDPE pellets by

compression molding. XLPE samples are cross-linked with

Tert-Butyl Cumyl peroxide (TBCP). An anti-oxidant (Irganox

1035) is added to all grades The formulations are described in

Table I. The films are 100 ± 10 µm thick as controlled with a

scotch tape with standard thickness during compression

molding. Samples for endurance tests are disks of 30 mm in

diameter punched from polymer films.

TABLE I.

COMPOSITION OF THE PREPARED POLYMER FILMS

Components 
Samples 

LDPE XLPE A XLPE B XLPE C 

Anti-oxidant 0.3 phra 0.3 phra 0.3 phra 0.3 phra 

TBCP None 0.5 phra 1.0 phra 1.5 phra 
aPer hundred rubber (1 phr is 1 g for 100 g of LPDE)

B. Experimental setup

The experimental setup for ageing tests consists of a set of

sphere-plane electrodes as described in Fig. 1. High-voltage

electrodes are stainless-steel rods with a sphere tip 4 mm in

diameter which are mirror-polished to ensure clean contact.

The tip is placed in contact with samples surface. The ground

electrode is made of a stainless-steel plate covered by

aluminum foil. A temperature probe is used to control the

testing temperature at the surface of the ground electrode.

C. Ageing Conditions

In a specially designed cell, ten electrodes deliver up to 9.9

kV AC (50 Hz) on ten test samples. The same voltage is

applied to the ten samples and is maintained constant until

breakdown of all samples. Time-to-breakdown values as a

function of applied stress are recorded independently for the

ten samples. The whole system is placed in an oven at the

testing temperature 90°C. Accelerated endurance tests are

performed under stresses between 15 and 60 kV/mm. This



corresponds to stresses 6 to 12 times higher than those used in 

medium voltage cables [11].  

 

 
Fig. 1. Experimental setup for endurance tests under MVAC voltage. 

 

Subsequently to breakdown tests, XLPE C samples are being 

aged at 90°C under 28 kV/mm for durations corresponding to 

different fractions of the breakdown time, in order to follow 

the evolution of the insulator properties at different stages of 

their lifetime. 

 

D.    Characterization Methods 

XLPE C samples are characterized at different ageing steps 

to monitor progressive degradation along the lifetime. Optical 

(OM) and Scanning Electron Microscopy (SEM) are used to 

investigate microstructural changes, while Fourier Transform 

Infrared Spectroscopy (FTIR) is used to investigate chemical 

modifications. 

 

E.    Statistical Analysis 

Time-to-breakdown data are fitted using a two-parameter 

cumulative Weibull function of the time-to-breakdown (t) 

defined by Equation (1): 

 

 𝐹(𝑡; α, β) = 1 − 𝑒𝑥𝑝{−(𝑡 α⁄ )β} (1) 

 

The scale parameter α is the time after which 63.2 % of the 

samples failed, and is identified to the characteristic insulation 

lifetime τc (in minutes) of the sample population at the given 

applied stress (voltage), while the shape parameter β refers to 

the data dispersion. For practical reasons, ten samples only are 

used for the Weibull distribution, which is lower than the 20 

samples usually recommended [ ]. The obtained data are fitted 

using an Inverse Power Law [1] as defined by Equation (2): 

 

 τ𝑐 = 𝐴 × 𝑉−𝑛 (2) 

 

where V is the applied AC stress, and A and n are constants. 

The parameter n is known as the voltage endurance coefficient 

(VEC) [13], and describes the decrease of the insulation 

lifetime as the electrical stress increases. 
 

III.   RESULTS AND DISCUSSION 

 

A.    Endurance Tests of PE based samples 

Table II shows the Weibull parameters of endurance tests 

performed on the four PE based materials under three different 

voltages. Fig. 2 shows the characteristic lifetimes of the 

different materials as a function of the applied voltage. The 

VEC values obtained by fitting the data of Fig. 2 are also 

reported in Table II. 

  The trends of insulation lifetime are similar to literature data 

[13, 14]. Under a given applied voltage, the lifetime increases 

when increasing the peroxide amount. Cross-linking thus 

increases the endurance of polyethylene at medium electrical 

stresses. A possible reason is that cross-linking prevents 

polyethylene from creeping, which would increase the 

macroscopic electrical stress during ageing at 90°C. 

The shape parameter β seems to be independent of the 

applied voltage or peroxide amount. 

The fitted VEC values are close to n = 2 in all materials. This 

is in the range of values reported for PD breakdown on 

polymeric films (2-5) [14], supporting the hypothesis of 

discharge-associated mechanisms on the surface of samples in 

this sphere-plane electrode geometry.  

Preliminary tests at lower stress fields resulted in larger n 

values, suggesting a different failure mechanism which may 

not be associated to surface discharges.  

 
TABLE II. 

WEIBULL AND LIFETIME PARAMETERS OF ENDURANCE TESTS 

 

 LDPE  XLPE A 

Voltage 

(VMax) 

α 

(min) 
β VEC 

Voltage 

(VMax) 

α 

(min) 
β VEC 

1414 4270 5.58 

1.89 

1414 4825 8.52 

1.84 2828 1431 4.22 2828 1736 4.88 

4243 533 5.67 4243 635 3.07 

 XLPE B  XLPE C 

Voltage 
(VMax) 

α 
(min) 

β VEC 
Voltage 
(VMax) 

α 
(min) 

β VEC 

1414 6252 6.87 

1.95 

1697 5733 4.29 

2.11 2828 1666 4.91 2828 1674 3.70 

4385 653 8.04 4385 803 13.4 

 

 
Fig. 2.  Characteristic lifetime of PE-based insulators under 50 Hz AC voltage 

as a function of the applied voltage at 90°C. 
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B.    Ageing of XLPE samples 

XLPE C samples were then aged at 2.3 kV (~28 kV/mm) and 

90°C for ageing times 30, 120, 360, 900, 1440, 2220, and 

2880 minutes, corresponding roughly to 1, 4, 12.5, 31, 50, 77 

and 99% of the expected lifetime, which is about 2900 

minutes at this voltage.  

The microstructure evolution of aged XLPE samples was 

characterized by OM and SEM. Fig. 3 shows the of XLPE C 

surface after breakdown at 4.4 kV. A grey disk surrounded by 

a ring pattern, centered on the contact point of the spherical 

electrode visible near the center of the image, is observed. 

This disk corresponds to the aged region, while the unaged 

region is the surrounding transparent material. 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

Fig. 3. Image of XLPE C surface after breakdown at 1.7 kV.  

Optical Microscopy (bright-field) (8X). 

 

SEM characterization of the aged surface confirms the 

presence of a microstructure with a gradient along the radius 

of the ageing pattern. Fig. 4 shows the surface microstructure 

of an aged sample after 2880 minutes under 2.3 kV at the 

frontier between the unaged (left) and aged regions (right), 2.5 

mm away from the contact point. Pits and craters are observed 

in the aged region, forming channels about 1 µm wide. They 

fade away in the unaged region.  

Similar microstructures are observed in other aged samples at 

the frontier between aged and unaged regions. Closer to the 

center, the microstructure evolves with ageing time. Fig. 5 

shows SEM images of samples aged for 120, 360, 1440 and 

2880 minutes, 1 mm away from the contact point. Pits and 

craters are observed after 120 minutes (5.A), similar to those 

observed at the periphery of the aged region. On increasing the 

ageing time (360 minutes, 5.B), the surface roughness 

increases, channels erode progressively, the number of pits 

decreases and granular-like solid by-products appear. Liquid 

and solid byproducts have been reported on XLPE and epoxy 

surfaces subject to discharges [5]. It is generally admitted that 

pits are indicative of discharge-induced degradation as they 

are due to continuous bombardment of the surface by active 

species, that they correspond to an advanced stage of ageing 

and lead to treeing and final breakdown. This mechanism may 

describe ageing in the vicinity of cavities embedded in cable 

insulators, or near a metallic protrusion in the presence of air. 

 

 
Fig. 4.  SEM images of XLPE C surface aged at 90°C and at 2.3 kV for 2880 

minutes. Observed microstructure at the frontier between unaged (left) and 
aged region (right), 2.5mm away from the center of the degraded surface. 

 

 
Fig. 5.  SEM images of XLPE C surface aged at 90°C and at 2.3 kV for 120 

(A), 360 (B), 1440 (C) and 2880 minutes (D). Observed microstructure 1 mm 

away from the center of the degraded surface. 

 

 The samples were characterized by FTIR to correlate this 

microstructure evolution with chemical ageing. Fig. 6 shows 

FTIR spectra of XLPE samples at different ageing time, in the 

range 1850 to 1600 cm-1. The spectra were normalized with 

respect to a reference absorption peak near 2019 cm-1 

commonly used in the literature, associated to polyethylene 

and proportional to the film thickness [15, 16]. 

Two peaks associated to carbonyl groups are observed in the 

1850-1600 cm-1 range [17], a broad one at 1736 cm-1 (esters or 

aldehydes), one at 1714 cm-1 (ketones). These compounds are 

already present in the unaged XLPE, due to the presence of 

residual cross-linking by-products. Additional XLPE C 

samples were thermally aged (at 90°C without voltage) to 

discriminate chemical changes associated to thermo-electrical 

ageing and thermal ageing only. 

Fig. 7 shows the evolution of the maxima of the two peaks 

associated to carbonyl groups. The absorbance of these 

carbonyl groups increases with ageing time under electrical 

stress and thermal ageing. The increase is larger for the films 

submitted to electrical stress. Similar results have been 

reported in PE and XLPE submitted to corona discharges in 

air [8-10] and artificial weathering [17]. This result is thus the 

signature of discharged-induced ageing at the polymer surface. 
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Fig. 6. Normalized FTIR spectra XLPE samples aged at 90°C and under 2.3 

kV for increasing ageing time. Zoom on 1850-1600 cm-1 region. 

Fig. 7. Evolution of the maxima of carbonyl peaks in aged XLPE spectra as a 
function of ageing time, in electrically and thermally aged samples.  

 

IV.   CONCLUSION AND PERSPECTIVES 

 

From the present experimental results the following 

conclusions can be drawn: 

− Endurance tests performed on LDPE and XLPE samples 

under a sphere-plane electrode in air show that increasing 

the peroxide amount increases the lifetime performance of 

the materials. Fitted VEC values support a breakdown 

mechanism associated to discharges in air. 

− As shown by FTIR the concentration of carbonyl groups 

increases with ageing time.  

− The ageing pattern on the aged XLPE surface can be 

divided in different sub regions. Granular-like by-

products are found near the electrode-polymer contact, 

while pitting is observed away from the contact. As the 

number of pits decreases with time and give way to bigger 

gaps, the surface roughness of the sample increases and 

final breakdown of the XLPE samples is thought to occur 

due to treeing. 

  At the time of writing this paper, current-voltage 

characteristics are measured on aged XLPE samples to assess 

the effect of ageing on charge injection and conduction. 

Luminescence measurements are planned to monitor the 

impact of ageing on the electronic states of the polymer.  
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