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The nanometer-scale (nano-scale) microstructural evolution in an additively manufactured Refree Ni-based superalloy, with single crystal compositions, is investigated through field emission scanning electron microscopy, transmission electron microscopy, and atom probe tomography. We find that nano-scale primary  precipitation occurs in the fine as-built microstructure, leading to an exceptional microhardness of 480.0 ± 6.7 HV at room temperature.

Presence of ultra-fine  precipitates, ~ 20 nm in size, is observed in the bottom few layers of the as-built samples, which is hitherto undocumented and contrary to the widespread consensus regarding hierarchical  phase evolution in additively manufactured Ni-based superalloys.

Moreover, considerable precipitation of tantalum-rich C14 Laves phase at the grain boundaries and interdendritic regions in the as-built samples emphasizes the need for additive manufacturing specific alloy design.

process inherently introduces ultrahigh unidirectional thermal gradients (~10 6 K/m) which assist in the strengthening of <001> crystallographic texture with build height [8]. Due to these unique characteristics, SEBM has recently emerged as 'the metal AM process' for fabricating Ni-based superalloy single crystals (SXs) [START_REF] Ramsperger | Superalloys 2016 Proc. 13th Int. Symp. Superalloys[END_REF][START_REF] Ramsperger | [END_REF][7]. A favourable addition to the SEBM's capability of printing bulk SXs is the significantly reduced time for homogenisation heat treatmentdue to the as-built dendritic microstructure that is orders of magnitude finer than their conventional counterparts [START_REF] Ramsperger | [END_REF]9].

The current research on SEBM fabrication of Ni-based superalloy SXs is promising, given the comparable creep properties of SEBMed Ni-based SX superalloy -CMSX4, with that of its conventional counterpart [10]. While this raises hopes that SEBM can potentially replace conventional manufacturing methods in critical applications, some microstructural aspects need further scrutiny. For instance, hierarchical and heterogeneous distribution of  phase [START_REF] Ramsperger | [END_REF]10] an inherent property of layer-wise fabrication, has been identified to affect the creep properties of boththe as-built and heat-treated SEBM-built parts [10]. Moreover, Ni-based superalloys containing a high amount of refractory elements exhibit a strong tendency to form topologically close-packed (TCP) phases, such as , , , P, R, Laves phases when exposed to elevated temperatures [11][12][13]. Given the elemental segregation and the inherent annealing effect of SEBM process (e.g. build temperatures of 900 -1100 o C), it is likely that TCP phases, which are particularly detrimental to the creep properties of Ni-based superalloys [11,14,15], may also precipitate in SEBM-built Ni-based SX superalloy partsas observed in SEBMfabricated Inconel 718 [16]. However, to our bewilderment, precipitation of such phases during SEBM fabrication of Ni-based superalloys with SX compositions has hardly been acknowledged in the literature [17]. Since addressing these issues will lead to a better understanding of processing-microstructure-property relationships in them, we conducted a thorough nano-scale microstructural and compositional investigation of the / and TCP phases in one such SEBM-built Ni-based superalloy with SX compositions.

The spherical pre-alloyed powder material (D50 diameter of ~ 30 µm) of a Ni-based superalloy with first-generation SX Re-free compositions of Ni-5.5Al-7.4Ta-4.4W-7.1Co-7.5Cr-1.2Ti-2.0Mo (wt.%) [18][19] was used to fabricate bulk samples (30  30  5 mm 3 ) based on a conventional stainless steel substrate with the commercial Arcam A2XX SEBM system. An average build temperature of ~1000 ˚C was employed for the fabrication, and the detailed process parameters for the fabrication process can be found elsewhere [19]. The design of experiment (DOE) approach was used to optimize the SEBM process parameters that can produce the samples with the highest relative density and flat top surfaces. Given its nonweldable nature, this alloy was prone to cracking during SEBM fabrication. It is noteworthy that the bulk samples used for this study were not completely crack-free, while remaining some minor intergranular cracks particularly at the upper sections. A detailed investigation of the cracking phenomenon and a cracking criterion that incrorporates the material properties, microstructural and solidification parameters has been presented in a separate article [19]. The as-built fine microstructure was examined using JEOL JMS-7600F field emission scanning electron microscope (FESEM). Compositional analyses of the specimens were performed using the Oxford Instruments' energy dispersive spectroscopy (EDS) equipped with the FESEM. Bulk phase analysis of the as-built specimens was investigated by x-ray diffraction (XRD) using a PANalytical Empyrean system. JEOL's JEM-2010 transmission electron microscope (TEM) was employed for the nano-scale compositional analyses of the TCP phases.

Atom probe tomography (APT) specimens prepared by the focused ion beam (FIB) technique from specific regions of interest (ROIs) were examined by the local-electrode atom probe (LEAP) 3000X HR at 70 K and a gauge pressure <2.0e -11 Torr under the voltage mode. Data analysis was performed using IVAS 3.8.2 software, and compositional analysis was carried out by using both the proximity histogram (proxigram) and one-dimensional (1D) concentration profile methods. Vickers micro-hardness (HV) tests were performed on the XY cross-sections of the as-built samples, perpendicular to the build direction, using the Future-Tech's FM-300e with a load of 300 g and dwell time of 15 s. To extrapolate the microstructural observation results from the current small builds to that of large scale, we performed post aging heat treatment for the as-built bulk samples at 900 o C for 24 hours that can simulate the long-time, in-situ high-temperature SEBM process.

Figure 1 presents the FESEM observations and the bulk phase analysis of the as-built microstructure. Figure 1 (a) shows the back-scattered electron (BSE) image of the equiaxedto-columnar transition region taken along the longitudinal direction. The primarily equaixed microstructure in the bottom few layers of the SEBM-built parts results from the explosive nucleation due to a large degree of undercooling given the region's vicinity to the substrate plate [START_REF] Seetharaman | Fundamentals of Metallurgy[END_REF][START_REF] Tan | [END_REF][22]. As seen in Figure 1 (a) a large number of secondary phase precipitates (bright particles) are present in the equiaxed grain region close to the substrate plate. Moreover, visual inspection reveals a decreasing population density of these precipitates along the build direction. in Ta, W, and Mo and limited to the grain boundaries (GBs) and interdendritic regions (also known as sub-GBs). We note that all these precipitates are nano-scale particles. In terms of the TEM-EDS analysis, we know that the precipitates are remarkably enriched in Ta (~ 50 at.%). Moreover, peaks belonging to the secondary phase precipitates shown in Figure 1 (c) -at 2θ (d) values of 48.07˚ (1.892 Å) and 49.05 ˚ (1.857 Å), correspond to that of (202) and (104) planes for a C14 Laves phase with lattice parameters of a = 0.4916 nm and c = 0.8303 nm. Moreover, the determined lattice parameters match well with the theoretically calculated values of 0.4914 and 0.8004, respectively, for the C14 TaCr2 Laves phase [23]. Hence, it is suggested to be the MgZn2 prototype of C14 Laves phase with a stoichiometric formula of TaCr2. We understand that the presence of C14 Laves based TCP phase precipitates in our specimens is the outcome of the inherent nature of rapid solidification in AM. It facilitates the micro-segregation of heavy elements such as Ta, Mo, and W, which, in turn, favour the formation of Laves based TCP phase precipitates in the Ni-based superalloy considered in the present study [24]. A higher volume fraction of TCP phase precipitates are observed at the bottom of the build (Figure 1 (a)) as the region close to the substrate plate was exposed to higher temperatures for longer periods than that of the layers deposited over them. The process of reheating is also responsible for the formation of symmetric and regular shaped precipitates To quantitatively analyse the composition of the nano-scale / dual-phase microstructure, and that of the TCP phase precipitates observed in abundance in Figure 1, APT was utilised. Figure proxigrams for RV-2, respectively. It is evident from RV-1 and RV-2 that the microstructure is composed of nano-scale  embedded in the  matrix. It is noteworthy that, besides W, the partitioning behaviours of the constituent elements in the / phase is similar to that observed in the solution heat-treated counterpart that resembles the compositions [18]. Ni, Al, Ti, and Ta partition strongly to the  phase, while Cr, Mo, and Co act as  phase strengtheners. W, on the other hand, deviates from its natural behaviour of partitioning to the  phase in multicomponent alloys [28] and distributes uniformly across the two phases. Micro-hardness measurements in the XY-plane of as-built samples from the columnar region yield a hardness value of 480.0 ± 6.7 HV or 4.7 ± 0.1 GPa, which is superior to ~ 450 HV reported in an earlier work of SEBM-built Ni-based SX superalloy -CMSX4 [START_REF] Ramsperger | Superalloys 2016 Proc. 13th Int. Symp. Superalloys[END_REF]. We believe that this improvement can be attributed to both the fine nano-scale microstructure and the strengthening of the  phase by W in our SEBM-built Ni-based superalloy samples.

Straight away, it is evident from Figure 4 that there is a pronounced difference between the / dual-phase microstructure obtained in ROI-1 and -2. These observations conform to an earlier work where Tan et al. [18] determined that employing a high cooling rate (~ 1273 K/s) during solution heat-treatment of Ni-based AM1 SX superalloy, from 1300 ˚C, resulted in precipitation of 30 -50 nm-sized, spherical  precipitates with diffuse / interfaces. On the contrary, solutionised alloy subjected to a lower cooling rate (~ 274.25 K/s) contained 70-100 nm-sized  precipitates with well-defined / interfaces. These inferences can be applied to understand the differences in precipitation behaviour observed in RV-1 and RV-2 as the thermal history of deposited layers in AM closely resemble that of a solution heat-treated superalloy. Since the  precipitates in RV-2 are much smaller than that in RV-1, it can be asserted that ROI-2 was subjected to a higher cooling rate (> 1273 K/s) than ROI-1 during the SEBM process. Even though the bottom layers of a SEBM-built part are subjected to longer reheating times due to remelting of consecutive layers, the initially deposited layers of the build (ROI-2) is different since it is the fusion zone between stainless steel substrate plate and deposited superalloy. The large volume of the substrate plate causes better dissipation of heat from the first layer in comparison to the consecutive layers. Hence, a higher cooling rate in the equiaxed region during solidification and post-heating leads to the formation of ~20 nm-sized  precipitates observed in Figure 4 (c). This observation is unique to our work, and it contradicts the general trend of  phase evolution as reported in earlier works [START_REF] Ramsperger | Superalloys 2016 Proc. 13th Int. Symp. Superalloys[END_REF][START_REF] Ramsperger | [END_REF] where a linear reduction in the  precipitate sizes were observed with build height.

We suspect that a higher cooling rate in ROI-2 is also the reason behind severe TCP phase precipitation in the region as seen in RV-3. As seen in Table 1, the partitioning behaviours of the constituent elements of the SEBM-built Ni-based AM1 superalloy in the / dual-phase microstructure obtained for RV-1 resembles closely to that of a heat-treated as-cast AM1 superalloy for LC [18]. The deviation in the partitioning of W is evident as its partitioning ratio Kγ′/γ comes out to be ~ 1.2, providing an evidence of the departure from equilibrium solidification [START_REF] Stefanescu | Sci. Eng. Cast. Solidif[END_REF]. The same for solution heat-treated as cast AM1 superalloy can be determined from Table as ~ 0.6 under LC post-homogenisation [18]. The abnormal partitioning behaviour of W may be of particular interest to further understand the nano-scale  precipitation and its effects on mechanical properties, which will be left for detailed investigations in the future.

Table 1 Chemical compositions (at.%) of the γ/γ′ dual-phase microstructure measured by APT in the SEBM-built superalloy (RV-1) along with its comparison with the chemical composition of the γ/γ′ dual-phase microstructure observed in solutionised AM1 superalloy subjected to low cooling (LC) post-homogenisation [18]. RV-1 γ 51.25±0.26 26.54±0.23 16.52±0.19 2.69±0.06 1.38±0.07 0.14±0.03 1.4±0.08 0.06±0.03 γ՛ 69.82±0.35 2.64±0.10 4.14±0.18 0.87±0.05 1.73±0.10 2.25±0.10 15.06±0.28 3.28±0.13 LC [18] γ 50.86±0.55 26.84±0.69 14.91±0.20 2.94±0.19 1.69±0.11 0.07±0.02 2.23±0.02 0.46±0.01 γ՛ 70.37±0.10 1.89±0.07 3.97±0.07 0.74±0.01 1.04±0.05 1.89±0.04 16.18±0.07 3.92±0.07

Ni

The compositional analysis of RV-3, reveals that it is rich in Ta (13.99 at.%), Mo (9.73 at.%) and W (6.28 at.%). This confirms the hypothesis made from Figure 1 that the segregation of these 3 heavy elements during solidification, and the subsequent reheating, indeed results in the formation of Ta-rich C14 Laves based TCP phase precipitates in our SEBM-built Ni-based superalloy samples.

We understand that it is a typical first-generation, thermally stable Ni-based SX superalloy under the directional solidification and even long-term aging conditions. However, it is found that the massive precipitation of nano-scale  and TCP phases in microstructure is a universial phenomenon for this Ni-based superalloy regardless of the varying process parameters applied in the previous trial-and-error fabrications. Furthermore, the post heat treatment results (see Supplementary Material) show that the nano-scale precipitation phenomenon is still dominant and the nano-sized  precipitates in the as-built sample are thermally stable. More importantly, there was a significant increase in the TCP precipitates in the regions that were primarily TCPfree in the as-built conditions. Therefore, the alloy redesign for additive manufacturing is necessary for fabricating high-performance, TCP-free superalloy SXs.

Overall, we determined that the microstructure of a SEBM-built Ni-based superalloy with firstgeneration SX Re-free compositions consists of nano-scale primary  phase embedded in the  matrix. Along with it, numerous precipitation of TCP C14 Laves phases, ~ 200 -400 nm in size, occurred both at GBs and interdendritic regions. Even though the rapid solidification associated with the SEBM process did not affect the partitioning behaviours of the constituent elements with the exception of W, the enrichment of GBs with heavy elements such as Ta, Mo and W drives the TCP phase precipitation under the influence of the in-situ annealing effect of SEBM. Observation of ultra-fine  precipitates in the bottom equiaxed zone, ~ 20 nm in size, shows a promise of achieving a superior nano-scale microstructure through SEBM process.

The uniform partitioning of W across the / phase in the nano-scale microstructure of multicomponent Ni-based superalloy is unique to this work and requires further investigations to quantify its effect on the high-temperature mechanical properties of the SEBM-built parts.

  Figure 1 (b) and (c) show the XRD profiles obtained in the cross sections of columnar and equiaxed-to-columnar transition regions, respectively. The profile shown in Figure 1 (c) 4 contains a few peaks (labelled with 'red cross') absent in Figure 1 (b) which likely correspond to the secondary phase precipitates abundant in the equiaxed and equiaxed-to-columnar transition regions. Figure 1 (d) displays the compositional analysis performed on the longitudinal section from the columnar grain region with the primary dendrite arm spacing of ~ 4 μm. The correlative EDS mapping (Figure 1 (e)) reveals many precipitates that were rich

Figure 1 (

 1 Figure 1 (a) Backscattered electron (BSE) micrograph of the longitudinal section of the equiaxed-tocolumnar transition region in SEBM-built superalloy sample. (b) XRD profile recorded in the columnar grain region. (c) XRD profile in the equiaxed-to-columnar transition region. (d) SEM micrograph of an

  Figure 2 (a) shows that the nano-scale precipitates labelled as 1, 2, and 3 cluster together. The corresponding SAED pattern was indexed along the [111] // [ ]C14 zone axis. Figure 2 (b) is a magnified image of the precipitate 1 labelled in Figure 2 (a) with its corresponding SAED pattern indexed along the [211] // [ ]C14 zone axis. Likewise, Figure 2 (c) is a TEM brightfield image of another ~ 400 nm-sized cuboidal precipitate with its corresponding SAED pattern along the [ ]C14 zone axis. Based on massive TEM observations, it can be inferred that the secondary phase precipitated at columnar GBs is the C14 Laves phase with a hexagonal close-packed (hcp) structure.

Figure 2

 2 Figure 2 Bright-field TEM images showing the nano-scale microstructural features in as-built samples. (a) Agglomeration of 3 irregular C14 Laves TCP phase precipitates observed along [111]γ zone axis. (b) A magnified view of precipitate 1 from (a) as seen along [211]γ zone axis. (c) A cuboidal shaped C14 Laves TCP phase precipitate as seen along [5 ̅ 504] 𝐶14 zone axis. (d) Bright-field TEM image showing  precipitation through the spinodal decomposition as observed along [111]/ zone axis. The corresponding SAED pattern shows satellite reflections associated with the spinodal decomposition.

(see Figure 2 (

 2 Figure 2 (d). Presence of satellite reflections in the SAED pattern (green arrows) suggests that the precipitation of ordered  precipitates from supersaturated  solid solution[18] occurred via the spinodal decomposition mechanism[25][26][27]. These  precipitates are nearly spherical with an average size of ~ 100 nm.
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  Figure 2 (d).
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 3104 Figure 3 APT of SEBM-built Ni-based superalloy. (a) Micrograph indicating the two regions of interest (ROIs) chosen for APT analyses. (b) APT reconstructed volume showing the  precipitation in the equiaxed-to-columnar transition region in pure SEBM-built superalloy. (c) APT reconstructed volume showing the  precipitation in the equiaxed zone (initially deposited layers). (d) APT reconstructed volume of the bright intermetallic phase observed in abundance at the GBs in the equiaxed grain microstructure.

Figure 4 (

 4 Figure 4 (a) and (c) display the APT images of RV-1with 15 at. % Cr isoconcentration surfaces (isosurfaces), and RV-2with 10 at.% Cr isosurfaces, respectively. Figure 4 (b) and (d) present the 1D concentration profiles plotted along the ROI cylinder of RV-1, and
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