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Introduction

The quantification of historical earthquakes is a key element in seismic hazard assessment. Over the last decades approaches such as historical seismology, archaeoseismology and paleoseismology have been developped chasing alternative sources of information. Among them, historical buildings recorded in their walls disorders induced by ancient earthquakes as «stone seismometers» and might be used to infer key ground motion characteristics.

An innovative method is developped by connecting building archaeology, seismology and earthquake engineering through the case study of the medieval church of Sant'Agata del Mugello (Central Apennines, Italy) for which many historical sources described the damage induced by past earthquakes, and their post seismic repair.

The evolution of the building history is first described combining historical information and a stratigraphic analysis. A linear finite element model of the church is then updated based on its constructive history and a structural identification in its current state. A continuum model is used to identify the limit of the linear domain. This limit allows to discriminate the non-damaging round motion from the potentially damaging ones 
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Characterizing ground motion of historical earthquakes The case of Sant'Agata del Mugello

  events from the ITACA database • 236 selected ground motions (Mw > 5, PGA in [0.001g, 0.86g]) Conclusion References • Historical documents allowed to quantify some damages and repairs related with past earthquakes; • The stratigraphical analysis confirmed historical sources data bringing more quantitative information. It also allowed to identify repairs and damages which were not described in historical sources (collapse of the lateral apses, overturning of the facade); • Stratigraphical analysis and scanner data are used to design a CAD-based model; • 2 Ambient vibration Testings surveys (in the bell tower and in the nave) provide 8 vibration modes; • A vibration based-model updating using measured vibration modes and exhaustive information from the constructive history of the church provides a reliable linear model of the building in its current state; • A continuum damage model is used to evaluate the limit of the linear model of the church at strategic locations; • 236 ground motions are selected from the ITACA database; • Linear dynamic computations allow to discriminate ground motion keeping the church's model in its linear regime and potentially damaging signals. [1] Bonini, M., Corti, G., Donne, D. D., Sani, F., Piccardi, L., Vannucci, G., Genco, R., Martelli, L., and Ripepe, M. (2016). Seismic sources and stress transfer interaction among axial normal faults and external thrust fronts in the northern apennines (italy): A working hypothesis based on the 1916-1920 time-space cluster of earthquakes. Tectonophysics, 680:67-89. [2] Montabert A., Dessales H., Arrighetti A., Clément J., Lancieri M., Lyon-Caen H. (2020). Tracing the seismic history of Sant'Agata del Mugello (Italy, Tuscunay) through a cross disciplinary approach. JASR. Outlook • An in-depth study of the results for other control points/IMs/pushover direction/IMs conbination/... • The use of simplified model for the previous state of the church (before 1542); • Characterizing ground motion is sensitive to the modeling strategy. Howerver, non linear dynamic computation can be highly time-consuming. In order to find a compromise other modeling strategies will be implemented (simplified approach, 2D, 3D models; etc); • The work based on a single test site is not sufficient to constrain the source of the earthquakes, neither the impact of the alluvial basin properties on the ground motion. The ACROSS project proposes to extent this approach to five bell towers disseminated in and around the Mugello basin. [3] Montabert A., Mercerat D., Clément J., Langlaude P., Lyon-Caen H., Lancieri M. (being revised for Engineering Structures). High resolution operational modal analysis of Sant'Agata del Mugello in the light of its building history, [4] Montabert A., Characterizing ground motion of historical earthquakes. Study of Sant'Agata del Mugello combining building archaeology, earthquake engineering and seismology. PhD thesis, Paris Sciences et Lettres University, 2021. [5] Limoge-Shraen C., Méthode de diagnostic à grande échelle de la vulnérabilité des Monuments Historiques : Chapelles et églises baroques des hautes vallées de Savoie.