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Design optimization is crucial as offshore structures are exposed to deeper and harsher marine conditions. The structure behaviour is dependent on several joint environmental parameters (wind, wave, currents, etc.). Environmental contours are useful representations to provide multivariate design conditions. However, these contours may lead to different design points depending on the method used to compute them, and thus may be misleading to structural engineer.

In this work, we propose to use a response meta-model for the inter-comparison of some state-of-the-art methods available for modelling multivariate extremes, in order to provide a straightforward methodology, focusing on the derivation of three-dimensional contours. The considered case study focuses on the tension in a mooring line of a semi-submersible platform. In a first step, the key met-ocean parameters and the associated load model of the tension in the mooring line are set-up. Several multivariate extreme analysis methods are then applied to derive the environmental contours. These methods are chosen in order to cover all the possible dependence cases, from extremal dependence to extremal independence. Conditional Extreme and several extreme value dependence function models are investigated. The physical-space Huseby contouring method is used to derive environmental surface. A comparison with the extreme load extrapolated from the meta-model is provided to assess the performance of each method.

Introduction

The emergence of floating wind turbines requires an updated design methodology for assessing the environmental conditions. These devices are exposed to the joint loads of wind, wave and currents. Not only their intensities but their direction and also the wave frequency influence the design of floating structures. The calculation of the met-ocean extreme values should take into account the dependency between atmospheric and oceanic processes. By studying examples of existing offshore structure in harsh environments, our final goal is to refine extreme multivari- * Corresponding author ate analysis in order to reduce the costs and increase the reliability of the floating structures.

The MulanR (Multivariate Analysis Methodology in function of the Response) project (see [START_REF] Pineau | Multivariate extreme analysis methodology in function of structural response[END_REF] for more details) was launched to get more insight into the state-of-the-art methods available for modelling multivariate extremes, in the aim of better identifying which combinations of environmental variables raises extreme responses.

Many approaches exist to estimate the extreme environment and the related structure response design point.

A procedure, called response based is based on a numerical model of a structure and may be difficult to apply to complex structures whom behaviour relies complex inter-actions with the sea-state. The alternative response independent approach is based on constructing the centennial sea-state for the parameters, which is the hyper-surface of equal probability of being exceeded on average once every one hundred years. Then the maximum of the response of the structure is computed on this hyper-surface by the use of a response meta-model. See e.g. [START_REF] Huseby | Alternative environmental contours for structural reliability analysis[END_REF] for a definition of such curves and [START_REF] Ewans | Evaluating environmental joint extremes for the offshore industry using the conditional extremes model[END_REF] for more precise thoughts about response based and response independent methods.

The main objective of this study is to inter-compare, by the mean of a response meta-model, the techniques to derive 3-D environmental contours. Since most of structure numerical models computation are time consuming, alternative meta-models should be simple and fast-running formula linking the met-ocean variables to the response. The met-ocean parameters to be considered in offshore design include wind speed (W s ), current speed (C s ), significant wave height (H s ) and peak period (T p ) of one or more wave systems, as well as the directions of all these components (see Table 1 for a description of the environmental variables considered in this study).

The building of an environmental joint contour consists in two steps: (i) the statistical dependence modelling and (ii) the contouring method.

Among the dependence modelling, a perfect dependence hypothesis is compared to several investigated conditional models: the Gaussian Copula (a.k.a. Nataf method), families of extreme value dependence functions (copula), including logistic model (Gumbel copula) and the Conditional Extreme model of Heffernan and Tawn [START_REF] Heffernan | A conditional approach for multivariate extreme values[END_REF].

Then, we applied the Huseby [START_REF] Huseby | Alternative environmental contours for structural reliability analysis[END_REF] contouring methods which calculates directly the contour in the physical space from Monte Carlo simulations. The work of Huseby has been here extended to 3-D, but extension to higher dimensions is straightforward.

The maximum tension in a mooring line of a semisubmersible in North Sea is considered as an applica-tion case for the comparisons of the joint extreme approaches.The introduction of statistical models of structures provides a novel approach to compare extreme values of responses, which are not easily accessible. Related work on the construction of contours taking into account the directionality in the 2D case can be found in [START_REF] Pineau | Multivariate extreme analysis methodology in function of structural response[END_REF], along with comparison if the Huseby method to the more classical I-FORM ( [START_REF] Winterstein | Environmental parameters for extreme response: Inverse form with omission factors[END_REF]).

The first section of this article presents the building of the tension meta-model. Then, the met-ocean components of the extreme environment at site are described.

A methodology part reviews the extreme value modelling techniques -both univariate and multivariate -considered in this study and the contouring procedure. The obtained numerical results are presented and inter-compared and some key findings are highlighted. 

Meta-model for the mooring line tension

The Gjøa semi-submersible is operating on Gjøa field, an oil and gas field, located 40km West offshore Norway, 100km North of Bergen. The field lies in water depths ranging from 360 to 380 m. The semi-submersible design is a ring pontoon type of structure with four columns (Figure 1). The mooring system features 16 mooring lines arranged in clusters of 4. The tension considered by the meta-model is the maximum tension in one of the mooring lines during a 20-min sea-state.

Mooring line tension

The total tension in a mooring line comes from four different contributions: a static pretension, a quasi-static tension, a low-frequency dynamic tension and a high frequency dynamic tension. The decomposition is illustrated on Figure 2 (on the top 12 hours, on the bottom a zoom on 10 minutes of the LF and HF dynamic tensions).

• The pretension is the tension in the mooring which exists in the line when the structure is at rest, with no waves, wind and current. The pretension is supposed constant during all the 28 storms (∼2000 kN).

• The quasi-static tension (up to 1000 kN) is due to drift forces due to second order wave loads, and to wind and current (orange line in Figure 2). It depends on the H s , W s and C s and the corresponding directions and in a certain way on the mean wave frequency.

• The low-frequency dynamic tension (up to 500 kN) is induced by the low frequency horizontal movements of the structure (∼145 sec), mainly surge and sway, themselves generated by second order low frequency wave loads (purple lines in Figure 2). It depends on H s , not really on the wave direction as sway and surge behaviour are very similar (the structure is more or less symmetrical), and depends on mean wave frequency and on frequency bandwidth.

• The high-frequency dynamic tension (up to 800 kN) is due to the pitch, roll and heave movements of the platform, linear platform responses to the wave kinematics (green lines in Figure 2). It depends on H s , not really on the wave direction as the structure is more or less symmetrical, and depends on mean wave frequency.

As the frequency information of waves is not available to the project, the meta-model is constructed considering only H s , W s and C s and the corresponding directions.

Estimation of the meta-model parameters

On each 20-min sea-state, we first calculate H s , wind and current mean speeds, and the corresponding mean directions. Then a Fourier band-pass filtering separates the tension components. Then the mean quasi-static tension, standard deviation and maximum of LF and HF tensions are calculated. The parameters of the following models are estimated by a least square method. 

Quasi-static tension

In one part the drift forces are proportional to the square of the amplitude of the environmental loadings and in another part the structure is approximately symmetrical in the direction of the mooring line considered which is 225 • , then the model for the quasi-static tension is taken as:

T qs = α H H 2 s (cos(D m ) + sin(D m )) + α W W 2 s (cos(W dir ) + sin(W dir )) + α C C 2 s (cos(C dir ) + sin(C dir )) (1) 

LF dynamic tension

As a second order effect, the standard deviation of the LF tension is related to the square of the H s , and as told previously independent of the wave direction. As the behaviour of the mooring line is modified by the quasi-static tension, this tension has also been introduced in the metamodel. The model for σ LF , the standard deviation of the LF tension is then:

σ LF = a LF H 2 s + b LF T qs |T qs | (2)

HF dynamic tension

The standard deviation of the HF tension is mainly proportional to H s , and as told previously independent of the wave direction. As the behaviour of the mooring line is modified by the quasi-static and LF dynamic tensions, these tensions have also been introduced in the meta-model. The model for σ HF , the standard deviation of the HF tension is then:

σ HF = a HF H s + b HF H 3 s + c HF T qs |T qs | + d HF σ 2 LF (3)

Relation between standard deviation and 20-min maximum

The statistical distribution of the maximum value of a random process on a duration D tends (when D is large)

under some restrictive hypotheses to a GEV (Generalized Extreme Value) distribution (see [START_REF] Coles | An Introduction to Statistical Modeling of Extreme Values[END_REF]). A particular case of this distribution is the Gumbel distribution. We have fitted this distribution on the empirical distributions of the normalized 20-min maxima of LF and HF dynamic tensions. For example, for the HF tension the distribution has the form:

P (T max HF /σ HF ≤ r) = exp -exp - r -µ HF β HF (4)
where T max HF is the 20-min maximum HF tension, σ HF the standard deviation of the HF dynamic tension, µ HF and β HF respectively the mode and the scale parameter of the Gumbel distribution. The fittings were very good as shown in Figure 3 for the LF tension. The quality is the same for HF tension. The value of the maximum that we will consider could be the most probable value or a higher quantile. For a good fit with the measurements we have chosen r 75% HF the quantile 75%, defined by Eq. ( 4) and 

P T max HF /σ HF ≤ r 75% HF = 0.75 (5) 

Meta-model

The meta-model for the maximum tension is constructed from Eqs (1-5), with T pre the pretension.

T max = T pre + T qs + r 75% LF σ LF + r 75% HF σ HF (6)
The appropriateness of the model to the measurements is shown in Figure 4, which compares the total maximum tension measured in the mooring line to the value given by the meta-model Eq. ( 6). clearly sees the impact of wind and waves, and that the effect of the current is less important. This plot also points out that the marginal distribution of the tension has heavier tail that any of the other environmental parameters.

Data analysis

Before going into the core of the methodology, a more precise insight into the data is provided in Figure 6. This precisely. This will be the point of the following section.

Methodology

Extreme values modelling 4.1.1. Univariate modelling

As stated in the description of the data, since we deal with time-series with a time step small compared to the usual duration of storms, we need to retain only the maximal value within each storm before fitting an extreme model. This is done with the run-length method (see [START_REF] Ferro | Inference for clusters of extreme values[END_REF]), in which we define a cluster as the consecutive values exceeding a storm threshold, u s , and allowing the process to be under this threshold for some time d s . If two clusters are separated from less that d s time steps, they are considered as only one cluster. Then, one takes the maximum value within each cluster. We thus obtain a sample of cluster maxima X = (X 1 , ...X ns ), where n s is the number of clusters, or storms. This method is called the runlength approach, see [START_REF] Coles | An Introduction to Statistical Modeling of Extreme Values[END_REF]. Following classical arguments, see e.g. [START_REF] Coles | An Introduction to Statistical Modeling of Extreme Values[END_REF], one can assume, that for a given sufficiently high threshold u GPD , the distribution of X i conditionally on being above the threshold u GPD follows a Generalized Pareto Distribution (GPD) with parameters σ > 0 and ξ ∈ R, best described by its cumulative distribution function (cdf) :

P(X < x|X > u GPD ) = 1 -1 + ξ x -u s σ -1/ξ + , with (z 
) + = max(z, 0).

We have chosen to estimate the parameters of the GPD through a maximum likelihood method. Results are shown in Table 2. We have two parameters to fix here, u s and u GPD . They are respectively fixed as the 97.5% quantile and the 99% quantile of the original dataset. Only the second one is reported since it impacts the estimated parameters. The duration d s separating two clusters has been fixed to 48 hours. We also checked (not shown here) that these values correspond to sensible choices by using the classical tools, such as residual life plot, the stability of estimates above the threshold, and the validity of the It can be seen from this table that the estimated shape parameter is positive only for the tension in the mooring lines, which is in accordance with the discussion of Fig- In Figure 7, we show the return level plots for each variable. Each plot contains both the data (blue dots), the fitted models (solid black lines) and the corresponding confidence intervals computed using the delta method (dotted lines). It can be seen that the adjustment is very good for every variable and that the threshold used to fit the models is rather good.

The 100-year return level reported in 

Joint extreme values modelling

As stated in Section 2, the structure is sensitive to three intensity variables, meaning that the joint extremal structure of the environmental variables is needed in order to be able to compute extreme responses of the structure. Indeed, it is quite straightforward to guess that taking the three 100-year return levels simultaneously in the metamodel (called perfect dependence in the following) would lead to over-estimating the centennial return level for the tension, which is confirmed by the corresponding row in Table 3. Hence, the need for joint modelling of extreme is crucial, and some different models will be studied here.

In the 2D case, the standards and guidelines written by In the sequel, we will focus on classical models that are able to deal with arbitrary dimensions. More precisely, let assume that our observations are the sample of cluster maxima, for which at least one component is extreme :

X = (X 1 , . . . , X d ), a vector of R d with GPD margins F i ,
where F i is a GPD distribution with parameters (σ i , ξ i ).

Then, the methods studied are the following :

• Independence : the components of X are assumed to be independent, hence its p.d.f is just the product of the F i , which is a non-conservative approach ;

• Perfect dependence : in this case, it is assumed that each return level occurs simultaneously, which is obviously conservative. In practice, it is usual to use for example the 100-year return level for waves and wind, coupled with the 20-year return level for current, without theoretical justification ;

• Modified Nataf transform : the vector X is transformed to standard normally distributed marginals, and then one assumes that this vector is a Gaussian vector. The correlation matrix of the Gaussian vector is chosen such that the such that the correlation matrix of the data X is respected. This approach is usual in structural safety, see e.g. [START_REF] Renard | Use of a Gaussian copula for multivariate extreme value analysis : some case studies in hydrology To cite this version : HAL Id : hal-00453788[END_REF] for more details.

In this study we modified the standard method to take better into account the tail of the joint distributions. The Gaussian correlation matrix is estimated such that the correlations between the components of the Gaussian vector above the threshold u GPD equals the correlations between the components of the data above the same quantile ratio ;

• Logistic dependence function : X is transformed to a Frećhet scale vector Z = (Z 1 , . . . , Z d ) with

Z i = 1 log F i (X i ) . Its d-dimensional distribution function is taken to be G(z 1 , . . . , z n ) = exp[-V (z 1 , . . . , z n )] where V (z 1 , z 2 ) = (z -1/α 1 + z -1/α 2 ) α , α ∈ (0, 1]
. This functional form is called Logistic dependence, and can be extended to allowing asymmetry between the variables. The estimation has been carried out using a censored likelihood approach (see e.g. [START_REF] Raillard | Modeling extreme values of processes observed at irregular time steps: Application to significant wave height[END_REF] for more details) ;

• Conditional extremes : this approach, also referred to as Heffernan & Tawn model, is a rather new and flexible semi-parametric approach to extremal dependence modelling. More precisely, a non-linear regression model fitted on each marginal of Z and assuming :

Z -i |Z i = a -i|i Z i +Z b -i|i i ϵ -i|i , for Z i > ν and Z i > Z -i ,
where Z -i if the vector of all variables, excluding Z i ; a -i|i ∈ [0, 1] and b -i|i ∈ (-∞, 1) are parameters of the fitted regression model ; ν is a dependence thresh-old above which the model is fitted and ϵ -i|i are i.i.d with normal distribution N (µ -i|i , σ -i|i ), with the latter parameters µ -i|i , σ -i|i estimated from using Maximum Likelihood. For more details, one can refer to [START_REF] Heffernan | A conditional approach for multivariate extreme values[END_REF].

It could have been interesting to study other dependence structure, especially non-symmetric dependence functions.

However, such a systematic study was beyond the scope of this project, which was to propose a clear methodology for extreme value modelling in a multivariate context.

In addition, the study here covers all the possible dependence cases, from extremal dependence to extremal independence.

Environmental contours

Here, we aim at comparing the «response based» and «response independent» approaches, based on the simplified meta-model presented in Section 2. More precisely, we use the Huseby approach extended in 3D (as in [START_REF] Vanem | 3-Dimensional Environmental Contours Based on a Direct Sampling Method for Structural Reliability Analysis of Ships and Offshore Structures[END_REF]) to compute the environmental contours, and then the metamodel to calculate the response of the structure on this contour.

As explained before, the meta-model depends on three intensity parameters, (significant wave height, wind and current speeds) and the response was computed on the whole environmental data set, with these three parameters. Next, we computed the contours for low levels (up to the 98% quantile) using the Huseby method, extended here to the 3-D case. The method used is similar to the one developed in [START_REF] Vanem | 3-Dimensional Environmental Contours Based on a Direct Sampling Method for Structural Reliability Analysis of Ships and Offshore Structures[END_REF], although the authors were not aware of the method proposed by Vanem when starting the project.

It can be seen from Figure 8 that this method provides good estimates of the true response quantiles : the green curve, corresponding to the response estimated from the environmental contours, lies inside the 95% confidence interval of the response quantiles estimated from the whole time series of responses. In the bottom plot of Figure 8, the relative error in estimating the response from the environmental contour is presented. It can be seen from this plot that the error in estimating high quantiles of the response from environmental contours increases as the quantile increases, which is quite sensible because of the paucity of data in the tail This plot emphasizes the need for modelling the tail of the joint distribution of environmental variables in order to obtain accurate estimations of high quantiles of responses.

An example of a 3D contour is given in Figure 9. This plot shows each combination of H s , W s and C s that is exceeded with a probability of 0.3. This empirical surface is here rather smooth, although such a surface could not be easily obtained for higher quantiles, due the the paucity of data in the distribution tails.

Once the environmental contour is defined, the tension is computed on the whole surface, and its maximum value is retained. This value is considered to be the 100-year return level, and the point at wich this value is maximal is called the Design point. Compared to computing the response over the whole space, the model needs only to be computed on a hyper-surface of the environmental parameters space.

Comparison of results on extreme tensions in mooring lines

In this section, we want to compare the aforementioned methods to compute extreme tensions in the mooring lines, namely the 100 years return level. The results are shown in Table 3 for the estimation of the 100 year return level of the Tension, and in Table 4 for associated design points.

Our reference is the return level computed from the meta-model, which is first line in the table. As is can be seen, the perfect dependence, which is value obtained by assuming that the three 100-year values occur at the same time, greatly overestimates the tension: the value of 4273 kN corresponds to the 300-year return level of the tension.

In comparison, the two newly introduced methods provide values in accordance with the extreme tension com- blue dots. The red dots correspond to the design points, i.e. the point of the surface for which the response computed with the meta-model is the highest. In each plot is also represented the perfectly dependant case, with a grey dot.

The differences in the dependence structure are stringent in this figure, since in the margins are the same for each case. Here, the conditional extreme model seems to be left-cut, which is caused by the modelling procedure: this model tackles the case where at least one component is extreme, while the others consider that all the components are above the threshold. This figure also emphasizes the dependence of the structure on the H s parameter, since the design points are all located along this direction.

It can be noticed from this plot that the Logistic copula leads to a dependence structure that is close to perfect dependence, which would be a straight line connecting the origin to the grey dot. This might be due to the symmetry imposed by the model, since all the variables are exchangeable in the model, while the semi-parametric model of Hef- fernan & Tawn suggests that the dependence is stronger between H s and W s than the others. Extensions of the Logistic copula exist, but become rapidly intractable as the dimension grows. The use of parametric models taking into account asymmetry in the variables is left for future work, and one can conclude that the conditional extreme model is able to give very accurate prediction of the extreme level in the case considered here.

Conclusion

This paper presented some work achieved during the CITEPH project MulanR, whose objective was to explore new methodologies to ease the design phase of offshore structure. First, by constructing a meta-model of the structure, we were able to obtain a time-series of synthetic, yet realistic, response of the structure, and by then, an estimation of the centennial response. This value was then considered as a reference, in a «response based» approach.

Then, we compared different classical and new methods to derive environmental contours, in a «response independent» approach, which leads in turns to an estimation of the centennial response of the structure, which can be compared to the reference obtained previously.

The key finding in this paper is the versatility of the Heffernan & Tawn model, also referred to as conditional extreme model, which was found to be efficient in modelling 3-D extremes along with the use of Huseby's contouring approach. This approach was also found to be efficient for 2-D extremes, although it was not shown here, an interesting application can be found in [START_REF] Gouldby | Multivariate extreme value modelling of sea conditions around the coast of England[END_REF]. This result is shown for our case study and further investigations are needed for other extremal dependences, although the adopted methodology is general enough to be adapted to other structures and locations (see [START_REF] Pineau | Multivariate extreme analysis methodology in function of structural response[END_REF] for examples e.g. including directionality as a discrete covariable). However, this finding is important because it allows to extend the computation of design points above 2D, which is usually the case as far as offshore structure are concerned. However, attention should be paid on the difficulties associated with the threshold choice for this conditional extreme value model, but this question is left for future studies.

The good performance of the Modified Nataf model (Gaussian copula) can also be pointed out, given that this model is not an extreme value copula, and the question whether to consider it or not is left for future study.
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 1 Figure 1: Gjøa semi-submersible platform (Photo: Øyvind Nesvåg, source: www.energy-pedia.com)
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 2 Figure 2: Decomposition of the tension in components -Total tension (blue), Pretension (red), Quasi-static (orange), Low-frequency (purple), High-frequency (green)
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 3 Figure 3: Fitting of a Gumbel distribution on the density of the LF tension maxima
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 4 Figure 4: Comparison maximum tension meta-model vs measurements

  figure presents an extract of the full dataset during January 2003, where two important events of tension in the mooring lines can be observed. First in the upper-left corner, one can see the time series of the tension in a mooring line, and the corresponding environmental forcings in the other plots : H s in the upper left, W s in the bottom left and C s in the bottom right plot. Two vertical lines are superimposed on the plot, corresponding to extreme tensions. The left one, in yellow, corresponds to an extreme in the tension caused by conjunction of high wave heightand strong wind, none of them being at its maximum as it can be seen from the plot : the H s is still increasing while the wind is decreasing. The right line, in green, corresponds to an extreme in the tension caused by a strong current, associated with strong wind, while the significant wave height is not so important (about 6 m).The plot emphasizes the need for a joint modelling of the simultaneous distribution of the environmental parameters, because the joint occurrences of the different conditions leading to extreme response need to be quantified
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 5 Figure 5: Descriptive statistics of sea-state parameters and model response
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 5 and corresponds to a larger tail than the ones of the environmental variables.
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 6 Figure 6: Example of synthetic response (upper left corner) and associated environmental conditions. See section 3.2 for details.
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 7 Figure 7: Return level plot of the fitted POT models

Figure 8 :

 8 Figure 8: True response quantiles (blue dots) and 95% confidence intervals (blue dashed lines), and quantiles estimated from the environmental contours (green dot-dashed line).

Figure 9 :

 9 Figure 9: Environmental contour corresponding to a probability of exceeding of 0.3, computed on the environmental database.

Table 1 :

 1 

	Name	Symbol Unit
	Significant wave height	H s	meter
	Peak wave period	T p	second
	Peak wave direction	D p	degree
	Mean wave direction	D m	degree
	Wind speed	W s	meter per second
	Wind direction	W dir	degree
	Current speed	C s	meter per second
	Current direction	C dir	degree

Parameters describing the sea-state, symbol used and corresponding units.

Table 2

 2 

	for the

Table 2 :

 2 Parameters of the fitted GPD and associated return levels

Table 3 :

 3 Comparison of the methods for the estimation of the 100year return level.

	Independence	13.10	25.55	1.09
	Perfect dependence	13.35	33.69	1.55
	Nataf transform	13.16	31.37	1.20
	Logistic model	13.09	32.43	1.50
	Conditional extremes	11.92	31.97	1.40

Method

H s (m) W s (m/s) C s (m/s)

Table 4 :

 4 Comparison of the design points.
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