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Glass Transition Study on Pure Glycerol Using Havriliak Negami Model from Temperature Dependent Photo Pyroelectric Signal Determination of Glass Transition Temperature Using Temperature Dependent Signal from a Cryogenic Photopyroelectric Instrument
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A photopyroelectric device for 90 K to ambient thermal studies was constructed. Temperature controlled LED was used to heat the sensor/sample interface. The thermal diffusion equations for FPPE configuration were solved. Sensor used was LiTaO 3 with an ITO layer on one side and gold on other. The glass transition temperature was obtained directly from the effusivity.

INTRODUCTION

Understanding the glass transition phenomenon is one of the most challenging problems in the field of materials science in the 21st century. Various techiniques have been used to study the glass transition phenomenon, for instance, dielectric measurements [START_REF] Pronin | Nonlocal dielectric relaxation in glycerol[END_REF], nuclear magnetic resonance (NMR) technique [START_REF] Stefan | Molecular motions in bisphenol a polycarbonates as measured by pulsed NMR techniques. I. Homopolymers and copolymers[END_REF], Differential Scanning Calorimetry (DSC) and modulated DSC [START_REF] Gill | Modulated differential scanning calorimetry[END_REF][START_REF] Reading | Modulated differential scanning calorimetry[END_REF], Adiabatic Scanning Calorimeter (ASC) [START_REF] Pittois | Static and dynamic thermal quantities near the consolute point of the binary liquid mixture aniline-cyclohexane studied with a photopyroelectric technique and adiabatic scanning calorimetry[END_REF], photothermal studies [START_REF] Dadarlat | A new photopyroelectric cell for thermal characterization of foodstuffs; Application to sugar systems[END_REF][START_REF] Mura | Piezo-and pyroelectric photothermal characterization of polymers as a function of temperature[END_REF][START_REF] Bentefour | Broadband photopyroelectric thermal spectroscopy of a supercooled liquid near the glass transition[END_REF], viscosity studies [START_REF] Parks | Studies on glass. IV. Some viscosity data on liquid glucose and glucose-glycerol solutions[END_REF][START_REF] Brawer | Theory of relaxation in viscous liquids and glasses[END_REF], etc. A glassy state is associated with a structural relaxation time (τ ) of 100 s [START_REF] Sjögren | Alpha relaxation near the glass transition[END_REF] or a viscosity (η) of 10 12 Pa s or 10 13 P. The time scale of τ increases drastically on rapid cooling, same happens for the viscosity. The dependence of τ on temperature can be defined using different theoretical models like Vogel Fulcher Tammann (VFT) [START_REF] Stickel | Dynamics of glass-forming liquids. I. Temperature-derivative analysis of dielectric relaxation data[END_REF][START_REF] Böhmer | Nonexponential relaxations in strong and fragile glass formers[END_REF], Bässler-Avramov (BA) [START_REF] Bässler | Viscous flow in supercooled liquids analyzed in terms of transport theory for random media with energetic disorder[END_REF][START_REF] Avramov | Viscosity in disordered media[END_REF], Waterton-Mauro (WM or MYEGA) [START_REF] Mauro | Viscosity of glass-forming liquids[END_REF][START_REF] Mauro | Through a glass, darkly: Dispelling three common misconceptions in glass science[END_REF], Critical-like (Crit) [START_REF] Drozd-Rzoska | Universal critical-like scaling of dynamic properties in symmetry-selected glass formers[END_REF][START_REF] Drozd-Rzoska | Evidence for critical-like behavior in ultraslowing glass-forming systems[END_REF] etc.

Photothermal techniques have been used for decades for the non destructive analysis of materials. Photo pyroelectric (PPE) technique is a very powerful and simple photothermal technique to study the thermal properties of materials. One of the main advantage of PPE over other methods is that it can study all the thermal properties. As the relaxation time is temperature dependent, it is interesting to study the thermal properties such as thermal effusivity, thermal diffusivity, thermal conductivity and specific heat capacity. Hot wire, the laser flash and the photothermal methods are used for the determination of thermal properties in liquids [START_REF] López-Muñoz | Photothermal characterization of citrus essential oils and their derivatives[END_REF]. Among the photothermal techniques, the photopyroelectric (PPE) methodology is the most appropriate for a complete thermal characterization of liquid and pasty samples [START_REF] Guimarães | Investigating thermal properties of biodiesel / diesel mixtures using photopyroelectric technique[END_REF]. The major advantages of the photopyroelectric method are its simplicity, high sensitivity, non-destructive character and its easy adaptation to the experimental restrictions imposed by the theoretical requirements [START_REF] Strzalkowski | On the optimization of experimental parameters in photopyroelectric investigation of thermal diffusivity of solids[END_REF]. The high signal to noise ratio of PPE for a wide range of frequency (10 mHz -100 kHz) [START_REF] Bentefour | Broadband photopyroelectric thermal spectroscopy of a supercooled liquid near the glass transition[END_REF] enables the detection of smaller temperature variation, thereby increasing its application in the study of phase transition. R. Ivanov et al. studied thermal effusivity using electropyroelectric technique.

For phase transition study using PPE technique, we study thermal effusivity Relaxation study can be performed using PPE technique from thermal effusivity [START_REF] Bentefour | Thermal relaxation of glycerol and propylene glycol studied by photothermal spectroscopy[END_REF] which is expressed in unit, W s 1/2 m -2 K -1 and is given by:

e = ρ c k (1)
where ρ is the density, c is the heat capacity and k is the thermal conductivity. From thermal effusivity measurement, information about the frequency dependence of heat capacity (c) can be retrieved. In the particular case of liquids, the photopyroelectric technique in the front detection configuration has been emerged as one of the most useful methods for measurement of effusivity [START_REF] Ivanov | Self-normalized front photopyroelectric technique for thermal effusivity measurements in liquids[END_REF]. Surprisingly, no study was reported concerning the determination of glass transition temperature directly from the temperature dependent effusivity using PPE.

In PPE technique, a frequency dependent temperature response is obtained from the pyroelectric material when a modulated heat is supplied. The frequency dependence behave in a similar way as classical relaxing susceptibilities like elastic modulus and dielectric permitivity. Generally, this frequency dependent response at the vicinity of relaxation is studied using the Havriliak Negami (HN) model. Contrarly, here we analyse the temperature dependent signal directly using HN model to investigate the glass transition in glycerol. For that, the relaxation peaks observed in the temperature evolution of thermal effusivity is analysed using HN model.

The objective of the study is to extend the PPE Calorimetry to the low temperature range (90K to ambient) in order to determine the glass transition temperature from the temperature relaxation of effusivity. To do that, we built a cryogenic PPE instrument. To compare with literature, we selected a well-known glass-former, glycerol. It is used as cryoprotectants (CPAs) in different cryopreservation processes. CPAs are the necessary essential ingredients to protect the cells from freezing damage.The colligative property of glycerol [START_REF] Zachariassen | The mechanism of the cryoprotective effect of glycerol in beetles tolerant to freezing[END_REF] helps to bind with water, leading to an increased viscosity of the body fluids and thus reducing the availability of nucleating sites. By varying the concentration and cooling rate of the glycerol-cell mixture, it is possible to obtain a wholly amorphous state [START_REF] Boutron | Stability of the amorphous state in the system waterglycerol-dimethylsulfoxide[END_REF] which is essential for cell survival. Studying a well known sample like glycerol helped to calibrate the newly constructed PPE instrument.

MATHEMATICAL MODELING OF A PPE SIGNAL

PPE signal

The pyroelectric materials have the ability to generate a temporary voltage due to the change in the electric polarization because of the changing heat flux. This property is called pyroelectric effect. In a PPE setup, the changing heat flux is realised obtained using a modulated light. For the measurements of the thermal effusivity (e) of glycerol, we used the front detection photo pyroelectric technique (FPPE) [START_REF] Ivanov | Self-normalized front photopyroelectric technique for thermal effusivity measurements in liquids[END_REF][START_REF] Chirtoc | Development of the frontdetection photopyroelectric (FPPE) configuration for thermophysical study of glassforming liquids[END_REF][START_REF] Ivanov | Self-normalized inverse photopyroelectric technique with viscous front window for thermal effusivity measurements in liquids[END_REF] with a semi transparent pyroelectric sensor [START_REF] Dadarlat | New photopyroelectric scheme suitable for phase-transition investigations: The front configuration with semitransparent sensor[END_REF][START_REF] Dadarlat | An improved inverse photopyroelectric cell for measurement of thermal effusivity : application to fatty acids and triglycerides[END_REF] as shown in figure 1. The normalized expression for voltage generated across pyro sensor for this configuration is given by [START_REF] Bentefour | Thermal relaxation of glycerol and propylene glycol studied by photothermal spectroscopy[END_REF]:

V (f, T ) = 1 -e -2σp lp (1 + b sp )[1 + R sp e -2σp lp ] ( 2 
)
where σ is the complex wave number given by σ = (1 + i) 1 µ , where µ is the thermal diffusion length (normally expressed in µm) and is given by: µ = α π f [START_REF] Jeon | The measurement of thermal diffusivities for semi-infinite solids using the photothermal displacement method[END_REF], where α is the thermal diffusivity and f is the modulation frequency. R ij represents the reflection coefficient of the thermal waves between two media i and j (where i, j can be any layer: sample(s) or pyro(p) or gas(g)): [START_REF] Sahraoui | The application of the photopyroelectric method for measuring the thermal parameters of pyroelectric materials[END_REF] which gives b sp = es ep [START_REF] Sahraoui | The application of the photopyroelectric method for measuring the thermal parameters of pyroelectric materials[END_REF] and R sp = bsp-1 bsp+1 [START_REF] Sahraoui | The application of the photopyroelectric method for measuring the thermal parameters of pyroelectric materials[END_REF], where e s , e p are the effusivities of sample and pyro sensor respectively. l p is the thickness of pyro sensor.

R ij = b ij -1 b ij +1 where b ij = e i e j
For a thermally thick pyro sensor (µ p < l p ) and sample (µ s < l s ), the normalized expression for V is given by [START_REF] Bentefour | Thermal relaxation of glycerol and propylene glycol studied by photothermal spectroscopy[END_REF]:

V (f, T ) = 1 1 + b sp = 1 1 + es ep (3)
To verify that LiTaO 3 is thermally thick, we calculated the thermal diffusion length taking into account the temperature evolution of diffusivity of LiTaO 3 from the literature [START_REF] Oleaga | Transport thermal properties of LiTaO3 pyroelectric sensor from 15 K to 400 K and its application to the study of critical behavior in EuCo2As2[END_REF] and we found that sensor was thermally thick in our working frequency and temperature range.

Thermal effusivity is given by the equation 1. The quantity in which relaxation occurs is the dynamic heat capacity (c). It has been reported in literature that frequency dependence of the thermal conductivity (k) is negligible in comparison with that of heat capacity [START_REF] Bentefour | Broadband photopyroelectric thermal spectroscopy of a supercooled liquid near the glass transition[END_REF][START_REF] Birge | Specific Heat Spectroscopy of glycerol and propylene glycol near glass transition[END_REF]. The frequency dependence of heat capacity of glass formers is complex. This can be described by the Havriliak-Negami (HN) empirical model [START_REF] Havriliak | A complex plane representation of dielectric and mechanical relaxation processes in some polymers[END_REF] and is given by the expression:

c(ω, T ) = c ∞ + c 0 -c ∞ 1 + (i ω τ ) α β ( 4 
)
Where ω is the angular frequency and is given by ω = 2 π ν, where ν is the frequency. c 0 and c ∞ are constants. α and β are always in the range 0 ≥ α ≥ 1 and 0 ≥ β ≥ 1 respectively.

Simulation of temperature evolution of amplitude and phase of the PPE signal using the equation 3 for pure glycerol at different modulation frequencies has been performed. Here VFT model is used to define the temperature dependence of τ . The simulated normalized PPE signal during a temperature scan is shown in figure 2.

From the amplitude and phase of the PPE signal we can calculate the effusivity (e s ) of the sample by using the equation 3, provided we must know the effusivity of the pyroelectric sensor (e p ) (LiTaO 3 in our case). The dependence of effusivity on temperature for LiTaO 3 was reported by Oleaga et al [START_REF] Oleaga | Transport thermal properties of LiTaO3 pyroelectric sensor from 15 K to 400 K and its application to the study of critical behavior in EuCo2As2[END_REF]. From equation 1, it is evident that the dynamic heat capacity can be studied directly from the squared effusivity. Therefore, the equation 4 can be rewritten as 

Figure 3 shows a simulation of the temperature evolution of real and imaginary parts of squared effusivity for different modulating frequencies derived from the PPE signal shown in the figure 2.

Generally, the HN equation is used in frequency domain to study the relaxation mechanism, as in the case of dielectric spectroscopy [START_REF] Dixon | Scaling of the relaxation of supercooled liquids[END_REF] which has been used to study glass transition phenomenon. In our case, HN equation ( 5) has been adopted in temperature domain to study the relaxation mechanism. Here τ is the only temperature dependent parameter. ω is fixed because a temperature scan is performed at fixed frequency and τ varies with temperature. For glycerol, the behavior of τ as function of temperature is given by the VFT model [START_REF] Puzenko | Relaxation dynamics in glycerol-water mixtures: I. Glycerol-rich mixtures[END_REF][START_REF] Cutroni | Fragility, stretching parameters and decoupling effect on some supercooled liquids[END_REF]:

τ (T ) = τ ∞ exp D T 0 T -T 0 where D = B/T 0 (6) 
By incorporating equation ( 6) into HN equation, it is possible to solve all the seven parameters, α, β, e s 2 0 , e s 2 ∞ , B, T 0 and τ ∞ , at a time using a "7-parameter fit", which will be explained in the coming section. Once the VFT parameters are known, T g can be determined by using the glass transition convention, T=T g when τ =100 s [START_REF] Sjögren | Alpha relaxation near the glass transition[END_REF]. 

EXPERIMENT

To measure the thermal effusivity of glycerol we built a low temperature PPE instrument. The whole setup can be described in three parts: PPE cell, Illumination and temperature controller and Data acquisition.

PPE cell

Cell Design

A cell was designed to study precisely the thermal effusivity of liquid samples as function of temperature. Liquid nitrogen was used for cooling the cell till -180 • C. The pyroelectric materials that we used were piezoelectric also The pyroelectric materials that we used were also piezoelectric [START_REF] Salazar | On the piezoelectric contribution to the photopyroelectric signal[END_REF]. Therefore, in addition to the pyroelectric signal, they generate a piezoelectric signal as a response to mechanical stress. The piezoelectric effect dominates due to the mechanical stress generated by the flow of liquid nitrogen when it comes in direct contact with pyroelectric sensor. Therefore, it was very necessary to isolate the sensor from the nitrogen flow. Basically the cell was made in aluminum with two chambers, A and B, shown in figure 4.

Chamber A hold the pyroelectric sensor and the sample while chamber B was used for the circulation of liquid nitrogen. Inlet and outlet valves for liquid nitrogen were connected to chamber B. The chamber A was fixed inside the chamber B. The chamber A offered complete isolation of the sensor and sample from liquid nitrogen flow inorder in order to avoid the afore- The chamber A was adapted for both PPE configurations. We used a structure made from polytetrafluoroethylene (PTFE), commonly known as Teflon T M , to hold the sample in contact with the pyroelectric sensor. The sample was placed above the sensor as shown in figure 4 so that the sample could maintain a better contact with the sensor throughout the low temperature experiments. The structure allowed to add samples without displacing the sensor. This was because each measurement was a set of two experiments, first without sample and the second with sample. A normalization was done with signal measured with sample to the one without sample thereby nullifying the dependence of the electronic and illumination contributions. Maintaining atmospheric pressure inside the chamber A was very important and this was done by introducing an opening to the surroundings without affecting the nitrogen flow.

The illumination was given from bottom of the cell, because when the sample became opaque during freezing, the radiation couldn't reach the pyro sensor. Glass windows were used for the light entrance. The glass was fixed with PTFE O-rings between aluminum. The whole cell was isolated from the surroundings by keeping it in vacuum. Cold leaks were detected by checking the vacuum level. Cryogenic vacuum grease was used at all the contacts to avoid cold leaks.

Pyroelectric Sensors Used for Measurement

A square shaped LiTaO 3 sensor (OPTON LASER INTERNATIONAL) with a thickness of 300 µm and 30x30 mm 2 surface area with gold coated on both sides was used for the effusivity measurements at the beginning. Here air-sensor interface was illuminated. The thickness of the sensor limited our working frequency range because the heat wave has to traverse the whole thickness of the pyro sensor to reach the sample which is on the other side. To overcome this limitation, we used the semi transparent pyro sensor where the sample-sensor interface was illuminated. A pyro sensor with both sides coated with opaque electrode limits the modulation frequency because the heat wave has to penetrate the whole thickness of pyro to reach the sample. Therefore, the modulation frequency must be carefully chosen to satisfy this condition. Semi transparent pyro sensor helps to extend the range of modulation frequency. While using a semi transparent pyro, the light is incident at the pyro-sensor interface and the problem of limiting the modulation frequency is solved. A semi-transparent LiTaO 3 with one side coated with indium tin oxide (ITO) and other side with gold was used for low temperature measurements. The ITO was deposited by SOLEMS (ITO sol 30) on a LiTaO 3 from OPTON LASER INTER-NATIONAL. The LiTaO 3 dimensions were 500 µm in thickness and 30x30 mm 2 surface area.

Copper wires used for connections were fixed using silver paint (Agar scientific).

Temperature Measurements

Temperature measurements were done using Pt1000 sensors in four wire connection using two multimeters: Keithley 3706 and Keithley 2700. Four wire connection offers better reliability and accuracy. For low temperature measurements, Pt1000 (Class Y) sensors were used. Multimeter K2700 was dedicated for the temperature measurements inside chamber A. All other temperatures were measured using K3706. The reason for a dedicated multimeter for measurements inside the chamber A was due to the generation of noise in the LOCK-IN amplifier signal because of the near proximity of pyro sensor with the Pt1000 sensor. The signal from the LOCK-IN amplifier was disturbed when all Pt1000 sensors were triggered using the multimeter K3706. So the temperature inside the chamber A was measured using the K2700 multimeter after the acquisition of the PPE signal by the LOCK-IN.

It was always a problem to measure the sample temperature accurately because the sensor could not be in contact with the sample as this induced noise. The sensor dedicated to the measurement of the sample temperature was freely suspended in air (T1) in close proximity to the sample-sensor combination. To reduce the error, for each unknown sample, first we made an experiment with another sensor (T2) put inside the cup filled with the same quantity of sample which would be used for the effusivity measurements. There was a difference between these two temperatures while heating and is given by ∆T = T 1 -T 2. Therefore, the temperature of the sample was corrected using ∆T and is given by T 2 = T 1 -∆T .

Temperature of the chamber A was maintained by using a heating coil wrapped around it and controlled by a PID. Power delivered to the PID was always the same AC line voltage (220-240V). This PID setup consisted of a step down transformer (220 230 (AC) V to 32 24 (DC) V) to power a MODBUS communication interface and a solid state relay. Sensors were fixed on the outer surface of the chamber A. During this process, LABVIEW program was controlling the solid state relay via MODBUS communication and delivering the line voltage to the heating ring around the cell. The heating ring has a resistance of 220 ohms and a power rating of 220 W. The temperature of the cell (T) was controlled with a precision of ± 0.01 • C.

Illumination and Temperature Controller

A periodic heating is necessary for the pyroelectric sensor to generate a signal. It was done using an LED, very cost efficient compared to a laser. To power the LED, a driving circuit was used which took input from a power supply and the LOCK-IN amplifier provided the reference frequency for a periodic illumination. We have observed that the heat generated in the transistor in the driving circuit resulted in a change in the phase of the signal from the pyro sensor. To avoid this, a PID was used to regulate the temperature of the transistor. A peltier was used and its one side was fixed to the transistor, which should be controlled at a fixed temperature and the other side to a heat sink. The peltier was powered by a TTi CPX200D power supply. LXi interfacing was used between the TTi power supply and computer. Controlling and interfacing were done with LABVIEW program. The best possible Ziegler Nichols parameters were found to set the PID with a precision of ± 0.01 • C.

The main disadvantage of LED was the influence of its junction temperature on the intensity of the light. The amplitude of the signal kept decreasing as the junction temperature increased. The solution to this problem was to control the junction temperature perfectly. Many attempts were tried and finally a perfect heat sink was attached to the cathode terminal of the LED, and the temperature was controlled using a PID just like the same mentioned earlier. This was also set to a precision of ± 0.01 • C.

Data Acquisition

The pyroelectric signal was measured by the LOCK-IN amplifier from Signal Recovery (model 7124). The measurements were performed in current mode with manual settings for sensitivity, AC gain and time constant. The data was sent to a computer and all interfacing were done using LABVIEW programming. The length of the BNC cables and connectors were optimized to avoid noise and protected from electromagnetic interference using faraday protection.

Low Temperature Experiments

For low temperature experiments, we chose the FPPE configuration with a semitransparent LiTaO 3 , coated with ITO on one face, and gold on other was in contact with the sample. The light entered through the transparent ITO and heated the sensor-sample interface. The system was cooled from ambient temperature to -196 • C at a rate of 6 • C min -1 by circulating liquid nitrogen and hold at this temperature for 10 min to avoid any temperature gradient in the sample. The flow was stopped and the cell was allowed to heat to ambient temperature at a rate around 1 • C min -1 . Data acquisition was done from -180 • C to 20 • C at every second while heating. Fast cooling of LiTaO 3 results in building up of surface charges on it and one should be careful when establishing a connection to the LOCK-IN amplifier. A shorting BNC has been used to discharge the connection leads before connecting to the LOCK-IN amplifier.

Temperature scans were performed at fixed frequencies. For normalization, it was important to perform an experiment without sample and this must be performed prior to the one with sample so that sample could be added without displacing the sensor. It was possible to observe the temperature range where the heat capacity undergoes a relaxation. This relaxation has been seen as a drop in the amplitude and a maximum in the phase of the signal. As observed by other researchers [START_REF] Birge | Specific Heat Spectroscopy of glycerol and propylene glycol near glass transition[END_REF] we have also observed that the temperature range, where the relaxation happened, was shifting to higher values when the modulation frequency was increased. Our frequency range was from 22 Hz to 1 kHz. The reason for the low frequency limit was to follow the thermally thick condition. High frequency was limited to 1.1 kHz to avoid noise. This noise can be from the quality of the ITO layer.

Sample Used

Before using, glycerol from ALPHA AESAR, Spectrophotometric grade, 99+%, was kept for 15 hours in an oven at 40 • C. The percentage of relative humidity in this oven was always below 15% which lead to a water content in glycerol less than 5 wt% [START_REF] Producers | Association. Physical properties of glycerine and its solutions[END_REF]. Silica gel was put all around the sample (see figure 4) to decrease the atmospheric water content in the chamber A. At the beginning of the experiment the cell was flushed with gaseous nitrogen from the liquid nitrogen tank. During cooling, the temperature of the sample was always above the temperature of the cell air and the temperature of the aluminum was the lowest. The surfaces acted like a cold finger where residual water condensed first and then solidified below 0 • C. When the temperature of the sample reached 0 • C, the cell air temperature was around -40 • C and the temperature of the cell surface was -60 • C. It means that during the experiment, the percentage of relative humidity in the surroundings of the glycerol was very low and clearly below 10%. Therefore, it was assumed that the water content in the sample during the measurements was below 5 wt%.

RESULTS

Squared Effusivity from PPE

The normalized amplitude and phase of pure glycerol at 22 Hz is shown in figure 5.

The relaxation was observed on both amplitude and phase of the signal as explained earlier. The amplitude suffered a drop and phase attained a peak and relaxed during the α relaxation. The temperature at the point of inflection in the amplitude and maximum of the phase corresponded. However, Figure 2 shows that the normalized amplitude cannot increase with increase in temperature and that the normalized phase should tend to zero far from the relaxation. In the Figure 5 we can see a slight deviation from this trend. Such deviation can appear in the signal but is not a problem if it is outside the relaxation region. So the results were used in the narrow temperature range 202 -216 K which was the alpha relaxation region.

Using equation 3, the squared effusivity of pure glycerol as a function of temperature was calculated. The temperature evolution of its real and imaginary parts is shown in figure 6. The relaxation of heat capacity can be observed in this graph in both real and imaginary parts. A discrepancy is visible between the simulation (figure 3) and the squared effusivity plot (figure 6). This is due to the above mentioned deviation in the experimental data (figure 5).

4.1 Fit Procedure

Determination of Tg

The temperature dependence of τ for glycerol is given by VFT model. Therefore, τ in the HN equation was replaced by VFT equation and then we fitted the temperature evolution of real and imaginary parts of e For the fit, only the α relaxation region was considered and this was a narrow temperature range. Figure 7 shows the best fitted real and imaginary parts of e 2 s . The circular legend represents the experimental data and the smooth one represents the best fitted curve.

The same procedure was applied for the experimental data from other frequencies. In a similar fashion, temperature scans at different fixed frequencies, say, 120 Hz and 1100Hz were performed.

The normalized amplitude and phase of temperature scans at different frequencies (22Hz, 120Hz, 1100Hz) performed are shown in figure 8. Considering the easiness of representation, all normalized amplitude curves are moved to 1 and all normalized phase curves are moved to 0 at 235 K. The relaxation can be observed in the amplitude and phase from each frequency scan. It is evident that the peak in the phase moves to higher temperature as the scanning frequency is increased, as observed by other researchers [START_REF] Birge | Specific Heat Spectroscopy of glycerol and propylene glycol near glass transition[END_REF] and in the simulation shown in figure 2.

The fit has been performed on each frequency raw data and the best fitted parameters are given in table 1.

Once the VFT parameters were known, using the glass transition convention [START_REF] Sjögren | Alpha relaxation near the glass transition[END_REF] (τ =100s at T g ), Tg of pure glycerol was determined from each frequency and the mean value is reported in table 2. Obtained result is found to be in good agreement with literatures. The error range +/-6 K, can be due to the experimental uncertainty and the water content in glycerol. Table 2: T g of pure glycerol and their comparison with literature data, a [START_REF] Böhmer | Nonexponential relaxations in strong and fragile glass formers[END_REF], b [START_REF] Martinez-Garcia | Divergent dynamics and the Kauzmann temperature in glass forming systems[END_REF], c [START_REF] Cutroni | Fragility, stretching parameters and decoupling effect on some supercooled liquids[END_REF].

CONCLUSION

A low temperature PPE instrumentation setup has been constructed and was used to study the glassy state determine the glass transition temperature of pure glycerol. PPE signal was analysed using Havriliak Negami function. VFT model was used for the temperature dependence of relaxation time (τ ). A fit was performed on the temperature evolution of PPE signal to determine all the seven parameters. Once the VFT parameters were determined, the glass transition temperature (T g ) of pure glycerol has been determined successfully by using the glass transition convention (relaxation time of 100s). Obtained results were This temperature was compared with literature and found to be in good agreement.
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 1 Figure 1: FPPE configuration with semi transparent sensor. Heat is produced at the sample/pyro interface and flows to both pyro sensor and sample. l s and l p are the thickness of sample and pyroelectric sensor respectively.

Figure 2 :+ e s 2 0 -e s 2 ∞ 1 +

 2221 Figure 2: Simulation of temperature evolution of amplitude and phase of the PPE signal using the equation 3 for pure glycerol at different modulating frequencies. Here VFT model is used to define the temperature dependence of τ .
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 3 Figure 3: Simulation of temperature evolution of real and imaginary parts of squared effusivity for pure glycerol at different modulating frequencies.
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 4 Figure 4: Schematic representation of the PPE cell.
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 5 Figure 5: Normalized amplitude and phase of pure glycerol during a temperature scan at a fixed frequency of 22 Hz using a 500 µm LiTaO 3 as sensor.
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 222 using equation 5 for determining all 7 parameters (4 HN: α, β, e s and 3 VFT: B, T 0 and τ ∞ ).
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 6 Figure 6: Real and imaginary parts of squared effusivity versus temperature for pure glycerol at a fixed frequency of 22 Hz.

Figure 7 :

 7 Figure 7: Fitting done on the real and imaginary parts of squared effusivity versus temperature for pure glycerol using Havriliak-Negami model and 7-parameter fit.

Figure 8 :

 8 Figure 8: Normalized amplitude and phase of pure glycerol during a temperature scan at different frequencies using a 500 µm LiTaO 3 as sensor.

Table 1 :

 1 sm -4 K -2 ) (W 2 sm -4 K -2 ) (K) (K) -12.6735 10 -12.67 120 1.00 0.27 242098 295508 1855 151 10 -15.3081 10 -15.30 1100 0.96 0.29 245387 326958 1205 169 10 -13.5382 10 -13.53 Best fitted HN and VFT parameters using 7-parameter fit from PPE experiments at different frequencies. T g (K) mean (PPE) T g (K) (literature) 195 ± 6 190 a , 191 b , 183.4 c

	f	α	β	e s	2 ∞	∆e 2 s =e s	2 0 -e s	2 ∞	B	T 0	τ ∞	τ ∞
	(Hz)			(W 2 (s)	(s)
	22	0.98 0.52	212178	153545		1457 151 10		
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