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Introduction

Scientific and commercial interests for electrically conductive polymer nanocomposites have rapidly grown in the past decade [START_REF] Snook | Conducting-polymer-based supercapacitor devices and electrodes[END_REF][START_REF] Bagotia | A review on the mechanical, electrical and EMI shielding properties of carbon nanotubes and graphene reinforced polycarbonate nanocomposites[END_REF][START_REF] Avilés | Piezoresistivity, Strain, and Damage Self-Sensing of Polymer Composites Filled with Carbon Nanostructures[END_REF]. This popularity originates from their lightweight, low cost, ease of processing, acceptable corrosion resistance, as well as unique mechanical and electrical properties. Thin polymer nanocomposite films, especially those reinforced by carbon nanotubes (CNT), have brought interesting opportunities to produce multifunctional materials [START_REF] Pandey | Carbon Nanotube-Based Multifunctional Polymer Nanocomposites[END_REF][START_REF] Wu | Multifunctional Polymer Nanocomposites Reinforced by Aligned Carbon Nanomaterials[END_REF]. In particular, the development of CNT/polymer nanocomposites led to a wide range of applications, including electromagnetic interference shielding, highly sensitive strain sensors, photovoltaic cells, etc. [START_REF] Avilés | Piezoresistivity, Strain, and Damage Self-Sensing of Polymer Composites Filled with Carbon Nanostructures[END_REF][START_REF] Yang | Carbon Nanotube Photoelectronic and Photovoltaic Devices and their Applications in Infrared Detection[END_REF].

Several investigations took advantage of numerical simulations to predict the bulk electrical properties and better understand the underlying mechanism of electrical conduction in CNT/polymer composites [START_REF] Li | Dominant role of tunneling resistance in the electrical conductivity of carbon nanotube-based composites[END_REF][START_REF] Bao | Tunneling resistance and its effect on the electrical conductivity of carbon nanotube nanocomposites[END_REF][START_REF] Lee | Carbon nanotube thin film strain sensor models assembled using nano-and micro-scale imaging[END_REF][START_REF] Khromov | Multiscale modeling of electrical conductivity of carbon nanotubes based polymer nanocomposites[END_REF][START_REF] Gbaguidi | Stochastic percolation model for the effect of nanotube agglomeration on the conductivity and piezoresistivity of hybrid nanocomposites[END_REF][START_REF] Wang | Electrical percolation of nanoparticle-polymer composites[END_REF]. In general, three types of resistances are defined in such systems: 1) the intrinsic resistance of conducting fillers, 2) the direct contact resistance between fillers, and 3) the tunneling resistance of adjacent fillers [START_REF] Bao | Tunneling resistance and its effect on the electrical conductivity of carbon nanotube nanocomposites[END_REF]. Previous results have shown that the tunneling resistance plays a dominant role in the electrical properties of CNT-based composites, especially around the percolation threshold [START_REF] Li | Dominant role of tunneling resistance in the electrical conductivity of carbon nanotube-based composites[END_REF][START_REF] Gau | Electron tunneling in carbon nanotube composites[END_REF][START_REF] Yu | Determinant role of tunneling resistance in electrical conductivity of polymer composites reinforced by well dispersed carbon nanotubes[END_REF]. For instance, Ounaies et al. [START_REF] Ounaies | Electrical properties of single wall carbon nanotube reinforced polyimide composites[END_REF] reported a nonlinear behavior of the current-voltage (I-V) curve for single-walled carbon nanotube (SWCNT)/polyimide composites. They suggested that this behavior is a clear indication of quantum tunneling conduction. Hu et al. [START_REF] Hu | Semiconductor behaviors of low loading multiwall carbon nanotube/poly(dimethylsiloxane) composites[END_REF] also reported the same I-V trends for a 0.35 wt.% SWCNT/polydimethylsiloxane composite, while this nonlinearity vanished for the sample at 5 wt.% SWNCT. Recently, Alizadeh Sahraei et al. [START_REF] Sahraei | AC and DC electrical behavior of MWCNT/epoxy nanocomposite near percolation threshold: Equivalent circuits and percolation limits[END_REF] extracted I-V curves for different CNT weight fractions in epoxy nanocomposites and reported their respective equivalent circuits. The results revealed that the characteristic I-V curve of 0.2 wt.% CNT/epoxy was nonlinear, while the curves were linear for higher CNT content.

Despite the importance of the tunneling phenomena in the electrical properties of CNT/polymer composites, the majority of published papers did not include the tunneling effect in their numerical simulations, but they still found good agreement with experimental results. Our observations revealed two main reasons for this agreement. Firstly, most of these investigations modeled the electrical properties of composites far from the percolation threshold. Higher deviations from experimental results have been observed for the samples near percolation. The second reason is that most of these investigations reported equivalent electrical conductivity (or resistance) of CNT/polymer composites in a single point, and no characteristic I-V curves had been reported/modeled in their simulations. For example, Hu et al. [START_REF] Ning | The electrical properties of polymer nanocomposites with carbon nanotube fillers[END_REF] investigated the electrical behavior of CNT/polymer nanocomposites close to and above the percolation threshold, without considering the tunneling effect and contact resistance. The effect of CNT aspect ratio and curvature was nevertheless included. Lee and Loh [START_REF] Lee | A 2D percolation-based model for characterizing the piezoresistivity of carbon nanotube-based films[END_REF] implemented a 2D percolation-based model to investigate the piezoresistivity of CNT/polymer nanocomposites. They applied constant values as the Ohmic and junction resistances, but again the tunneling effect was not considered in the simulation. They modeled the piezoresistive response far above percolation and validated their numerical results with experiments. They also followed a similar modeling approach in other investigations [START_REF] Lee | Carbon nanotube thin film strain sensor models assembled using nano-and micro-scale imaging[END_REF][START_REF] Mi | Carbon nanotube thin film strain sensors: comparison between experimental tests and numerical simulations[END_REF].

Taking into account the contact and tunneling resistances adds some complexities to numerical modeling, but more accurate simulation results are expected [START_REF] Li | Dominant role of tunneling resistance in the electrical conductivity of carbon nanotube-based composites[END_REF][START_REF] Bao | Tunneling resistance and its effect on the electrical conductivity of carbon nanotube nanocomposites[END_REF][START_REF] Gbaguidi | Stochastic percolation model for the effect of nanotube agglomeration on the conductivity and piezoresistivity of hybrid nanocomposites[END_REF][START_REF] Yu | Determinant role of tunneling resistance in electrical conductivity of polymer composites reinforced by well dispersed carbon nanotubes[END_REF][START_REF] Hu | Tunneling effect in a polymer/carbon nanotube nanocomposite strain sensor[END_REF][START_REF] Rubaiya | Effects of inter-tube distance and alignment on tunnelling resistance and strain sensitivity of nanotube/polymer composite films[END_REF]. Hu et al. [START_REF] Hu | Tunneling effect in a polymer/carbon nanotube nanocomposite strain sensor[END_REF] modeled the piezoresistivity of CNT/epoxy composite by considering the effect of tunneling resistance. The results showed a nonlinear piezoresistive response at low CNT loading and at strains higher than 0.2%, an indication that the tunneling effect was prevailing under these conditions. Rahman and Servati [START_REF] Rubaiya | Effects of inter-tube distance and alignment on tunnelling resistance and strain sensitivity of nanotube/polymer composite films[END_REF] proposed a numerical model to investigate the effect of inter-tube tunneling and other CNT physical properties such as concentration and type of polymer matrix. The numerical results showed that higher composite conductivity is obtained by considering the tunneling effect, especially close to percolation. By using Simmons' formula to model the tunneling resistance [START_REF] Simmons | Generalized Formula for the Electric Tunnel Effect between Similar Electrodes Separated by a Thin Insulating Film[END_REF][START_REF] Simmons | Conduction in thin dielectric films[END_REF], Li et al. [START_REF] Li | Dominant role of tunneling resistance in the electrical conductivity of carbon nanotube-based composites[END_REF] predicted the conductivity of CNT/epoxy nanocomposites as a function of contact resistance. From their simulation results, it was concluded that the critical tunneling distance (CTD) in CNT/polymer composites is 1.8 nm. They also reported that contact resistance plays a dominant role in the electrical properties of such composites. Using the Landauer-Buttiker (L-B) formula, Bao et al. [START_REF] Bao | Tunneling resistance and its effect on the electrical conductivity of carbon nanotube nanocomposites[END_REF] proposed a model to predict the electrical conductivity of CNT/polymer nanocomposites. They showed that the direct contact resistance between every pair of crossing CNT is the result of electron ballistic tunneling between them. Based on the L-B formula, the minimum direct contact resistance is equal to the value of the tunneling resistance occurring at the smallest CNT separation, which is the van der Waals separation distance. Despite all these investigations, there are still some open questions concerning the effect of each parameter on the macroscopic properties of CNT based nanocomposites. For example, can the existing models capture the nonlinear and noisy behavior of the I-V characteristic curve in CNT/polymer nanocomposite? What is the main reason for this nonlinearity in the I-V curves near the percolation threshold? How does accounting for the tunneling resistance leads to nonlinear behavior of the I-V curve and better prediction of the electrical properties near percolation? Based on Simmons' formula [START_REF] Simmons | Generalized Formula for the Electric Tunnel Effect between Similar Electrodes Separated by a Thin Insulating Film[END_REF], the tunneling resistance is a function of the voltage across the thin insulating film between two electrodes. However, to the best of the authors' knowledge, there is no investigation including the voltage dependency of the tunneling resistance to predict the I-V characteristics curve of CNT/polymer composites. Here, a new recursive procedure is introduced to model the I-V characteristic curves and electrical properties of CNT/polymer nanocomposites by a combination of the statistical Monte Carlo method, Simmons' formula, and modified nodal analysis. The obtained numerical results were also compared with the I-V curves of our previous work on multiwalled carbon nanotube (MWCNT)/epoxy composites [START_REF] Sahraei | AC and DC electrical behavior of MWCNT/epoxy nanocomposite near percolation threshold: Equivalent circuits and percolation limits[END_REF]. We believe that our simulation procedure and results provide a deeper understanding of the tunneling resistance and electrical properties in CNT/polymer nanocomposites.

Modeling and Simulation Procedure

As an effort to elucidate the electrical properties and especially the nonlinear behavior of the I-V curves of CNT/polymer films, a modified 2D soft-core percolation-based model was used. Based on the literature, the soft-core model seems to contradict the fact that CNT cannot penetrate each other. So, it is assumed here that the CNT can overlap at contact points [START_REF] Li | Dominant role of tunneling resistance in the electrical conductivity of carbon nanotube-based composites[END_REF][START_REF] Yu | Determinant role of tunneling resistance in electrical conductivity of polymer composites reinforced by well dispersed carbon nanotubes[END_REF][START_REF] Balberg | Cluster structure and conductivity of three-dimensional continuum systems[END_REF]. This assumption not only substantially decreases the computational cost, but can also produce a very reliable prediction for electrical properties.

To build a 2D resistor network model (Fig. 1a), each CNT is assumed to be straight and randomly distributed in a 2D square representative volume element (RVE). The RVE area was fixed at 100×100 µm 2 . As shown in Fig. 1a, each CNT was defined by a line segment. The first end-point of the i th CNT, P1i = (x1i, y1i), was described by:

= * , = * , ( 1 
)
where Lbox is the RVE size in the x-and y-directions, while rand is a uniformly distributed random number in the [0, 1] interval (the rand function in MATLAB). The end-point of the i th CNT, P2i = (x2i, y2i), was identified as:

= + cos , = + sin . (2) 
Here, LCNT represents the CNT length, and θ denotes a randomly generated CNT orientation in the [0, 2π] domain. This procedure was performed for CNT addition until the prescribed number of CNT was inserted into the RVE. To ensure the existence of a predetermined number of CNT in the RVE, the fragments of CNTs that were outside the boundaries were cut and then moved back into RVE through the opposite face [START_REF] Yu | Determinant role of tunneling resistance in electrical conductivity of polymer composites reinforced by well dispersed carbon nanotubes[END_REF][START_REF] Hu | Investigation on sensitivity of a polymer/carbon nanotube composite strain sensor[END_REF].

After generating the CNTs, the shortest distance between each pair of CNT was calculated to find the percolation path in the x-direction. In this study, we considered the tunneling effect between adjacent CNTs. Therefore, two types of intersections were defined: direct physical contact when the distance between CNT pairs is zero or less than "D" and tunneling contact when the distance is less than "D + CTD," where D is the CNT diameter, and CTD is the critical tunneling distance [START_REF] Li | Dominant role of tunneling resistance in the electrical conductivity of carbon nanotube-based composites[END_REF][START_REF] Bao | Tunneling resistance and its effect on the electrical conductivity of carbon nanotube nanocomposites[END_REF]. Since the CNTs are straight, junction locations are simply identified by solving sets of linear equations corresponding to each CNT pairs. All the junction locations are numbered and stored in a junction matrix. After reaching percolation, the CNTs not included in a percolation cluster are neglected, because they do not contribute to the current flow as the main conduction path is through the percolation network.

Three types of resistances are present in the system: the intrinsic CNT resistance, contact resistance, and tunneling resistance (Fig. 1b). The intrinsic CNT resistance is defined along one CNT between two nearest junctions (RCNT in Fig. 1b) and can be evaluated as [START_REF] Bao | Tunneling resistance and its effect on the electrical conductivity of carbon nanotube nanocomposites[END_REF]:
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where lCNT is the CNT length between two nearest nodes in the neighboring CNT, and gCNT is the homogenized intrinsic CNT electrical conductivity.

The contact and tunneling resistances are evaluated by Simmons's formula [START_REF] Simmons | Generalized Formula for the Electric Tunnel Effect between Similar Electrodes Separated by a Thin Insulating Film[END_REF][START_REF] Simmons | Electric Tunnel Effect between Dissimilar Electrodes Separated by a Thin Insulating Film[END_REF]. Based on the generalized Simmons's equations for similar electrodes [START_REF] Simmons | Generalized Formula for the Electric Tunnel Effect between Similar Electrodes Separated by a Thin Insulating Film[END_REF], the tunneling resistance depends on different factors such as the insulating layer thickness and type of material, the electrodes work function, the voltage between electrodes, etc. Here, before applying Simmons's formula, a modification on the direct contact nodes is made. Based on the Pauli exclusion principle, the equilibrium distance between two carbon atomic structures cannot be less than the van der Waals separation distance (dvdw), which is around 0.34 nm [START_REF] Hu | Investigation on sensitivity of a polymer/carbon nanotube composite strain sensor[END_REF][START_REF] Hertel | Deformation of carbon nanotubes by surface van der Waals forces[END_REF][START_REF] Girifalco | Carbon nanotubes, buckyballs, ropes, and a universal graphitic potential[END_REF]. On the other hand, the diameter of different polymer molecules is greater than 0.4 nm, which is the diameter of polyethylene oligomers [START_REF] Roy | Atomistic modeling of fracture properties in nano-particle reinforced polymers[END_REF][START_REF] Darrell | Nanometre diameter fibres of polymer, produced by electrospinning[END_REF]. Therefore, if two CNT are in direct contact, we manually separate them to avoid penetration (dseparation), then replace the junction node with two detached nodes, and finally add a contact resistance (Rcontact) between them (Fig. 1c). Additionally, if the closest distance between two CNT is in the [D + dseparation, D + CTD] range, a tunneling resistance (Rtunneling) between them is added (Fig. 1d). The junction matrix and number of junctions are updated in this step. Assuming uniform thickness for the insulating film in the contact area and neglecting the variation of barrier height along the thickness (i.e., the distance between two electrodes (CNT here) is homogeneously filled by the polymer matrix), a rectangular barrier with imaged force was included to determine the contact and tunneling resistances [START_REF] Simmons | Generalized Formula for the Electric Tunnel Effect between Similar Electrodes Separated by a Thin Insulating Film[END_REF]. Based on the applied voltage across the thin film (U), two cases can be studied.

For # ≈ 0 [START_REF] Simmons | Generalized Formula for the Electric Tunnel Effect between Similar Electrodes Separated by a Thin Insulating Film[END_REF]:
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where J is the current density penetrating through the insulating film (A/cm 2 ), Δs (= s2 -s1) is the difference of limits of the barrier at Fermi level, φ0 is the height of the rectangular barrier (V), K is the dielectric constant of the insulating film material, and s is the thickness of the insulating layer (Å).

For other U values [START_REF] Simmons | Generalized Formula for the Electric Tunnel Effect between Similar Electrodes Separated by a Thin Insulating Film[END_REF]:
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The tunneling resistance is then evaluated by:
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where Ac is the contact area at the overlapping position. For simplicity, by neglecting the relative orientation between each pair of CNT, Ac is approximated by Ac = D 2 . It is important to note that both contact and tunneling resistances are calculated by Eq. (4-11), with the difference that for contact resistance, the thickness of the insulating layer (s) is assumed to be constant (equal to dseparation), while for the tunneling resistance, s can take different values in the [D + dseparation, D + CTD] range.

From Simmons's formula (Eq. 4-11), the tunneling resistance is a function of the voltage across the insulating layer. Therefore, it is essential to obtain the voltages for all junction nodes in the system. To do so, a modified nodal analysis is applied to the network resistance with an independent voltage source (Fig. 1a) [START_REF] Lee | Carbon nanotube thin film strain sensor models assembled using nano-and micro-scale imaging[END_REF][START_REF] Lee | A 2D percolation-based model for characterizing the piezoresistivity of carbon nanotube-based films[END_REF][START_REF] Decarlo | Linear Circuit Analysis: Time Domain, Phasor, and Laplace Transform Approaches[END_REF]. The voltage of all nodes and current through the voltage source was obtained using Kirchhoff's current law and the conductance version of Ohm's law as:

RST{U} = {V} (12) 
where [G] is the conductance matrix, {I} is the equivalent current vector, and {v} is the unknown nodal voltage vector.

[G] is a symmetric square matrix of order n, where n is the total number of junctions minus the reference node. The positive diagonal components, Gkk, is the sum of the conductance values directly connected to node k, while the negative off-diagonal components, Gkj, is the negative of the equivalent conductance directly connecting node k to node j. It is assumed that electrode1 and electrode2 are the source and drain electrodes with potential V and 0, respectively (Fig. 1a).

Then, a recursive calculation to find the current values across the voltage source is performed.

Potential differences between 0 and 6 V, with 0.1 V steps, are applied across the electrodes to excite the system. To build the conductance matrix, the values of all resistances in the resistor network for each voltage must be known. Since the nodal voltages in the first step are not available before solving Eq. ( 12), a constant voltage (U) across all tunneling resistances is assumed. With this initial guess, the nodal voltages (vi) and the equivalent current matrix {I} of the network are evaluated. In the next step, the contact and tunneling resistances are calculated based on the obtained nodal voltages (vi), and Eq. ( 12) is solved again to obtain the updated nodal voltages (vi+1) and equivalent current. This iterative procedure is repeated until a stopping criterion is reached. The stopping criterion is based on the following error function:

0 W = X;{U D } -{U }< (13) 
where vi+1 and vi are the vectors of nodal voltages at two successive steps. At each voltage, the calculation continues until the stop criterion is met (error of 10 -20 here). A flowchart of the computational procedure is illustrated in Fig. 2.

Fig. 2:

The computational procedure suggested for extracting the I-V curve.

Results and Discussion

Numerical evaluation of tunneling resistivity

Fig. 3 presents the tunneling resistance as a function of the voltage across a junction using Eq.

(4-11). Whenever needed, the dielectric constant of epoxy (K = 3.98) and the work function of CNT (φ0 = 5 eV) were used in the calculations [START_REF] Shiraishi | Work function of carbon nanotubes[END_REF]. Also, the CNT diameter and tunneling distance were taken as 50 nm and 1 nm, respectively. As seen in Fig. 3a, increasing the insulating film thickness substantially increases the tunneling resistance. In fact, for the given values of D and φ0, the electrons cannot flow through the insulating layer when the tunneling distance is greater than 2 nm. Therefore, the critical tunneling distance was assumed to be 2 nm for the electric tunneling effect in the calculations.

The tunneling resistance varies moderately with increasing CNT diameter (Fig. 3b). For instance, the tunneling resistance at low voltages decreases by only two orders of magnitude (from 10 10 to 10 8 Ω) by increasing the CNT diameter from 10 to 80 nm. The insulating material is another important parameter affecting the tunneling resistance (Fig. 3c) so that increasing the dielectric constant (K) leads to higher tunneling resistance values. The difference between the Rtunneling-Voltage curves becomes less with increasing K. The work function of the electrodes also has a significant effect on the tunneling resistance of a junction (Fig. 3d). Based on Eq. ( 3) and Fig. 3d, it can be concluded that different fillers play at least two roles in the equivalent resistance of such composites: one by their intrinsic resistances and the other by influencing contact resistance or more generally the tunneling resistance.

Effect of different parameters on the electrical behavior of CNT/polymer nanocomposites

In the current 2D model, the percolation probability test was performed to understand the percolation behavior of the CNT/polymer nanocomposites [START_REF] Zeng | Characteristics of the Electrical Percolation in Carbon Nanotubes/Polymer Nanocomposites[END_REF]. The percolation probability (P) can be calculated as:

Y = Z K ( 14 
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where nt is the total number of simulations, and np is the number of simulations in which the model showed at least one conductive path in the x-direction. To extract the percolation probability graph, 100 simulations were conducted for each CNT density (i.e., number of CNT or N) at different lengths. Fig. 4 presents the percolation probability plot as a function of CNT length. The CNT diameter was assumed to be 50 nm in all samples. These results give valuable insight into regions close to and far from percolation. Based on the definition, the percolation threshold is obtained as the CNT density giving a 50% probability [START_REF] Lee | A 2D percolation-based model for characterizing the piezoresistivity of carbon nanotube-based films[END_REF][START_REF] Zeng | Characteristics of the Electrical Percolation in Carbon Nanotubes/Polymer Nanocomposites[END_REF]. As expected, fewer CNT was required for longer nanotubes to percolate the system.

Defining an equivalent filler length as the product between the CNT number and length (N×LCNT), which serves as an indirect representation of the volume fraction, it can be concluded that longer CNTs percolate at lower volume fractions. When the percolation probability is 100%, this means that the system is percolated for any random configurations. For example, the number of CNT corresponding to a 100% percolation probability increases from 200 to 450 by decreasing the CNT length from 20 μm to 12.5 μm. Based on the results of Hu et al. [START_REF] Hu | Investigation on sensitivity of a polymer/carbon nanotube composite strain sensor[END_REF] for the CNT/epoxy system, the separation distance at junctions (dseparation) was chosen to be 0.47 nm. The experimental results revealed that the intrinsic MWCNT conductivity (gCNT) ranges from 5×10 3 to 5×10 6 S/m [START_REF] Wa | Aligned Carbon Nanotube Films: Production and Optical and Electronic Properties[END_REF][START_REF] Rei | Electronic Transport in Multiwalled Carbon Nanotubes Contacted with Patterned Electrodes[END_REF]. So, an intermediate value was selected: gCNT = 1×10 5 S/m. Since the stimulated voltage is also important to calculate the contact and tunneling resistances, a voltage of 3 V was used to extract the electrical resistance values. The other parameters were chosen as: D = 50 nm, CTD = 2 nm, K = 3.98 and φ0 = 5 eV. The average value of 50 simulations for each case is reported in Fig. 5. It can be seen that increasing the CNT concentration leads to a plateau for the composite resistance because the number of electrical paths is saturated at higher CNT concentration. Moreover, the longer the CNT (or the aspect ratio), the lower is the nanocomposites electrical resistivity. This behavior stems from the fact that longer CNTs create more intersections with each other, leading to a higher number of conductive pathways and lower electrical resistivity. Again, the difference between the bulk resistance values becomes smaller with increasing CNT concentrations. As seen in Fig. 6a, incorporation of CNT with larger diameter leads to higher conductivity of the CNT/polymer composites. This is expected since increasing the CNT diameter leads to two favorable effects: decreasing the CNT intrinsic resistance (Eq. 3), and decreasing the tunneling resistance (Fig. 3b). CNT with a larger diameter is more conductive and also show lower Rtunneling at the direct and tunneling junctions. The electrical resistance of CNT based composites strongly depends on the contact resistance of intersected CNT (Fig. 6b). Increasing the insulating layer thickness from 0.35 to 0.75 nm substantially increases Rtunneling by four orders of magnitude at low voltages (Eq. [START_REF] Pandey | Carbon Nanotube-Based Multifunctional Polymer Nanocomposites[END_REF][START_REF] Wu | Multifunctional Polymer Nanocomposites Reinforced by Aligned Carbon Nanomaterials[END_REF][START_REF] Yang | Carbon Nanotube Photoelectronic and Photovoltaic Devices and their Applications in Infrared Detection[END_REF][START_REF] Li | Dominant role of tunneling resistance in the electrical conductivity of carbon nanotube-based composites[END_REF][START_REF] Bao | Tunneling resistance and its effect on the electrical conductivity of carbon nanotube nanocomposites[END_REF][START_REF] Lee | Carbon nanotube thin film strain sensor models assembled using nano-and micro-scale imaging[END_REF][START_REF] Khromov | Multiscale modeling of electrical conductivity of carbon nanotubes based polymer nanocomposites[END_REF][START_REF] Gbaguidi | Stochastic percolation model for the effect of nanotube agglomeration on the conductivity and piezoresistivity of hybrid nanocomposites[END_REF]. As seen in Fig. 6b, the slope of the I-V curves is lower with increasing dseparation, showing the opposite relationship between dseparation and bulk conductivity. For instance, at a voltage of 6 V, increasing dseparation from 0.35 to 0.75 nm increases the composite bulk resistance from 5.2×10 5 to 2.2×10 7 Ω.

The effect of gCNT (or RCNT) on the I-V curves is shown in Fig. 6c. When gCNT is in the order of 10 3 to 10 4 S/m, then the bulk conductivity shows a weak dependence on the RCNT value, while for higher gCNT values, the composite conductivity substantially increases by decreasing RCNT. The matrix material (i.e., K) also has a small effect on the I-V curves of CNT/polymer nanocomposites, as shown in Fig. 6d. The contribution of the matrix material to the electrical behavior arises from the tunneling effect in this model. If the tunneling effect is not accounted for, then the composite conductivity would only depend on the CNT distribution quality and intrinsic properties. However, the use of different polymers as the matrix changes the bulk electrical behavior of CNT/polymer nanocomposites. The results of Fig. 6d confirm the effect of the matrix materials on the electrical behavior of CNT/polymer nanocomposites.

To elucidate the effect of the CNT length on the I-V characteristic curves, a series of simulations on the CNT/epoxy nanocomposites were performed on different composite configurations with different CNT lengths, but the equivalent CNT length (i.e., the relative volume fraction) was maintained constant in all the samples. An equivalent CNT length of 5000 μm was fixed resulting into N = 500, 400, 333, 286, and 250 nanotubes for LCNT = 10, 12.5, 15, 17.5 and 20 μm, respectively. The simulation results in Fig. 7 show that the incorporation of longer CNT at constant volume fraction leads to improved electrical conductivity. A clear difference between the I-V curves of the composites with LCNT = 10 μm and other samples is also observed in Fig. 7.

The difference can be roughly explained by the results of the percolation probability (Fig. 4).

The results in Fig. 4 show that for N = 500 and LCNT = 10 μm, the sample is close to the percolation region, while the other samples are far above the percolation threshold. Therefore, due to a larger number of conductive pathways, better electrical conductivity is observed for samples far above the percolation threshold. To further investigate the reasons for the linear and nonlinear behavior of I-V curves, some characteristic parameters for the nanocomposites in Fig. 7 are summarized in Table 1.

Table 1: Results for the composites presented in Fig. 7. Note that Npercolation is the number of CNT in the percolation cluster, Ntotal is the total number of CNT in the composite, LCNT_Percolation is the equivalent CNT length in the conduction path, LCNT_total is the total equivalent CNT length in the composite (5000 μm for all composites), and Njunctions is the number of CNT junctions in the composite. 
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, is introduced to better analyze the results. The To better understand the electrical behavior and conduction mechanism in CNT/polymer nanocomposites, the microstructures and the respective I-V curves of two nanocomposites with different numbers of nanotubes (N = 500 and 650) of 10 μm length are presented in Fig. 8. The nonlinear relation between the voltage and the current is clearly seen in Fig. 8b for the sample with 500 nanotubes. As mentioned before, this nanocomposite is close to percolation with N = 500 nanotubes of LCNT = 10 μm. In this case, the CNT distribution in the RVE (Fig. 8a) shows that less than half of the CNT is in the percolation path, while for the sample with 650 nanotubes of the same length, almost all of the CNT contributed in electron conduction (Fig. 8c). In the latter case, there is a linear relationship between current and voltage, as shown in Fig. 8d. It is important to note that after reaching percolation, two mechanisms still contribute to the nanocomposite electrical conduction: one is the conduction through CNTs, and the other is the conduction through tunneling junctions. Thus, the equivalent resistance network in CNT/polymer nanocomposites contains two types of resistance: 1) linear (RCNT), and 2) nonlinear (Rcontact and Rtunneling). The nonlinear resistances are a function of potential differences between two junction end nodes, as described by Simmons' formula. Therefore, a variation of the stimulating voltage modifies the junction resistances values, and thus the equivalent resistance network between two source and drain electrodes. The nonlinear behavior of the I-V curve originates from the dominant role of the nonlinear tunneling resistances at junctions near the percolation state. In fact, the voltage-dependent nature of the tunneling resistance is the main reason for the observed nonlinear I-V curve near percolation. 

Model validation

In our previous work [START_REF] Sahraei | AC and DC electrical behavior of MWCNT/epoxy nanocomposite near percolation threshold: Equivalent circuits and percolation limits[END_REF], the electrical behavior of MWCNT/epoxy nanocomposites was investigated using MWCNT with a diameter of about 50 nm and a length of 20 μm. Different MWCNT weight fractions (0.2, 0.3, and 0.5 wt. %) were used to prepare the nanocomposites with a combination of ultrasonic and shear mixing methods. For direct conductivity (DC) mode, the continuous response of voltage and current were measured for all the samples.

Based on the MWCNT length, the numerical simulations were performed using a unit cell with dimensions of 100×100 μm 2 . The RVE size should be at least four or five times larger than the longest dimension of fillers to achieve reliable results [START_REF] Hu | Investigation on sensitivity of a polymer/carbon nanotube composite strain sensor[END_REF]. To compare our numerical and experimental results, the following parameters were chosen in our simulations: D = 50 nm, LCNT = 20 μm, K = 3.98, φ0 = 5 eV and, gCNT = 10 5 S/m. The dseparation of 0.47 nm was also used based on the suggestion of Hu et al. [START_REF] Hu | Investigation on sensitivity of a polymer/carbon nanotube composite strain sensor[END_REF] for the MWCNT/epoxy system. By fitting the experimental data, CNT densities of N = 125, 400, and 800 nanotubes were chosen as equivalent concentrations for 0.2, 0.3, and 0.5 wt.% MWCNT in the epoxy nanocomposites, respectively.

Both the numerical prediction and experimental results are plotted in Fig. 9 and10.

Close to the percolation threshold, the bulk I-V response of the system strongly depends on the CNT dispersion quality (i.e., different equivalent length and number of junctions). Depending on the configuration of CNTs, different relations between voltage and current can be obtained. For The average I-V curve obtained from 20 simulations was compared with the results of the 0.3 wt.% (N= 400) and 0.5 wt. % (N= 800) MWCNT/epoxy nanocomposite. For these concentrations, the samples are far above percolation, and their respective I-V curves are linear (Fig. 10). In this case, for all the CNT configurations, the predicted I-V curves were linear, and no difference in the conductive behavior of the different microstructures is observed (deviation of less than 0.5% for each level of voltage). This is because far above percolation, the It can be seen in Fig. 9 and Fig. 10 that the numerical predictions are in very good agreement with the experimental results. It should be noted that the present model can evaluate the I-V curve of the CNT/polymer composites without prior knowledge of the percolation threshold.

Conclusions

In this study, Simmons' formula was used to consider the tunneling effect on the characteristic I-V curves of carbon nanotube (CNT)/polymer nanocomposites. Based on this approach, a voltage-dependent tunneling resistance was defined at each CNT-CNT junction. A recursive procedure was introduced to evaluate the voltage across each junction, and subsequently, the bulk I-V characteristic curves of the nanocomposites. Our observations showed that the proposed model can successfully capture the nonlinear and noisy behavior of the I-V curve, which is

Fig. 1 :

 1 Fig. 1: Schematic representation of: a) the resistor model with a random CNT distribution (red lines are CNTs in the percolation cluster), b) three different types of resistances in the percolating network, c) modification on direct contact nodes, and d) a CNT pair with a tunneling gap and resistance.

Fig. 3 :

 3 Fig. 3: Theoretical Rtunneling-Voltage characteristic curves of tunnel junctions as a function of: a) tunneling distance (s), b) CNT diameter (D), c) dielectric constant of the insulating polymer (K), and d) height of rectangular barrier (φ0) using the following parameters as a base of comparison: D = 50 nm, s = 1 nm, K = 3.98, and φ0 = 5 eV.

Fig. 4 :

 4 Fig. 4: Percolation probability of CNT-based nanocomposites as a function of CNT length. The RVE size and CNT diameter were assumed to be 100×100 μm 2 and 50 nm, respectively.

Fig. 5

 5 Fig. 5 presents the effect of CNT length and concentration on the bulk electrical resistance of CNT/polymer nanocomposites. In this part, three CNT lengths (LCNT = 15, 17.5, and 20 μm) were used because smaller CNTs have a very limited probability of creating a percolation path when N = 225 or less.

Fig. 5 :

 5 Fig. 5: Variation of the electrical resistivity of the bulk nanocomposites as a function of CNT length and concentration at V = 3 V. The following parameters were used for the simulations: RVE size = 100×100 μm 2 , D = 50 nm, dseparation= 0.47 nm, gCNT =10 5 S/m, K = 3.98 and φ0 = 5 eV.

Fig. 6

 6 Fig. 6 summarizes the contribution of the different parameters on the I-V curves of the CNT based nanocomposites. For reliable comparisons, the parameter study was applied on a random constant structure with N = 150 nanotubes of 20 μm in length inside a square RVE of 100×100 μm 2 . Whenever needed, the following parameters were used in the calculations: D = 50 nm, K = 3.98, φ0 = 5 eV, dseparation = 0.47 nm and gCNT = 10 5 S/m.

Fig. 6 :

 6 Fig. 6: Comparison of I-V curves for a composite with N = 150 nanotubes with different: a) CNT diameter (D), b) thickness of the insulating film at junctions (dseparation), c) intrinsic electrical conductivity of CNT (gCNT), and d) dielectric constant of the matrix material (K). For the calculations, LCNT = 20 μm, D = 50 nm, dseparation= 0.47 nm, gCNT = 10 5 S/m, K = 3.98 and φ0 = 5 eV when needed. The RVE size was 100×100 μm 2 .

Fig. 7 :

 7 Fig. 7: Effect of CNT length on the characteristic I-V curves for nanocomposites at a constant equivalent filler length of 5000 μm. The RVE size is 100×100 μm 2 . The following parameters were used: D = 50 nm, dseparation = 0.47 nm, gCNT = 10 5 S/m, K = 3.98 and φ0 = 5 eV.

/

  'ƒ" … † ‡ˆ‰Š‹OE•‰Ž ••ŽˆOE•‰Ž' ratio indicates the average RCNT length per junction. With increasing the / 'ƒ" … † ‡ˆ‰Š‹OE•‰Ž ••ŽˆOE•‰Ž' ratio, the dominant conduction mechanism changes from tunneling conductance to intrinsic filler conductance. In other words, increasing the CNT length (and subsequently the / 'ƒ" … † ‡ˆ‰Š‹OE•‰Ž ••ŽˆOE•‰Ž' ratio) leads to the domination of linear resistance elements (RCNT) over nonlinear resistance elements (Rcontacts), which itself determines the overall behavior of I-V curves in CNT/polymer nanocomposites.

Fig. 8 :

 8 Fig. 8: Representation of CNT distribution with LCNT = 10 μm and: a) N = 500, and c) N = 650 nanotubes. The corresponding I-V curves of these two microstructures are shown in b) and d), respectively. The RVE size was 100×100 μm 2 . The following parameters were used: D = 50 nm, dseparation= 0.47 nm, gCNT = 10 5 S/m, K = 3.98 and φ0 = 5 eV. In Fig. 8a and c, the percolated clusters are shown in red.

  instance, Fig.9apresents the I-V curves of four randomly generated configurations of CNTs in the simulation box, per N= 125 and LCNT = 20 μm. Based on Fig.4, for N= 125 and LCNT = 20 μm, the composite is close to the percolation threshold. In this case, as it is obvious in Fig.9a, the I-V response of the model can be linear, nonlinear, or noisy for the sample with N= 125 CNT of LCNT = 20 μm. Moreover, different conductive behaviors can be found for different configurations of CNTs. The respective numerical I-V curve is compared with the 0.2 wt. % MWCNT/epoxy nanocomposite[START_REF] Sahraei | AC and DC electrical behavior of MWCNT/epoxy nanocomposite near percolation threshold: Equivalent circuits and percolation limits[END_REF] (Fig.9b). As shown in Fig.9b, some fluctuations in the experimental results at 0.2 wt.% MWCNT can be seen, which are well captured by the present model using N= 125 CNT of LCNT = 20 μm. It is worth mentioning that since we are looking for I-V characteristic curve near percolation, the averaging technique over high numbers of run is not a good idea. This is because we have completely different behaviors per different configurations.

Fig. 9 :

 9 Fig. 9: a) Different behaviors of I-V curve per different configurations of CNTs in the simulation box for N=125, and b) Comparison between the numerical and experimental results [17] for 0.2 wt. % MWCNT/epoxy nanocomposites. The simulation constants are assumed to be: RVE= 100×100 μm 2 , D = 50 nm, LCNT = 20 μm, dseparation = 0.47 nm, gCNT = 105 S/m, K = 3.98 and φ0 = 5 eV.

/

  'ƒ" … † ‡ˆ‰Š‹OE•‰Ž ••ŽˆOE•‰Ž'ratio is almost constant for all the CNT configurations at a fixed CNT content.

Fig. 10 :

 10 Fig. 10: Comparison between the numerical and experimental results [17] for MWCNT/epoxy nanocomposites with a) N = 400 and 0.3 wt.% of MWCNT, and b) N = 800 and 0.5 wt.% of MWCNT. In the simulations, the RVE size is 100×100 μm 2 . The other parameters are: D = 50 nm, LCNT = 20 μm, dseparation = 0.47 nm, gCNT = 105 S/m, K = 3.98 and φ0 = 5 eV.

present for CNT loadings near the percolation threshold, which was also validated by experimental results taken from our previous work. The voltage-dependent nature of the contact resistance was found to be the main reason for this nonlinear and noisy behavior. For more quantitative analysis, a new parameter, namely (

), was proposed to determine the effect of the CNT average length of the linear resistance (i.e., intrinsic nanotubes resistance) per a junction. By increasing the

ratio, the I-V curves become less nonlinear and the nanocomposites showed a more conductive behavior. Through Monte Carlo simulations, the I-V curves of CNT/polymer nanocomposites were numerically calculated as a function of CNT diameter, length, and intrinsic conductance, as well as the tunneling gap at the junctions (dseparation), and the matrix dielectric constant. Based on the results obtained, it was found that dseparation and intrinsic CNT conductance (gCNT) are the most important parameters controlling the overall bulk conductivity of CNT/polymer nanocomposites. It is believed that the simulation procedure presented in this work and the way we incorporated the tunneling resistance can provide highly accurate electrical properties predictions for CNT/polymer nanocomposites in 3D mode, especially near the percolation threshold without prior knowledge of its value.
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