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Bioactivity of the surface of the Ti-6Al-4V implant model manufactured by additive manufacturing with selective laser melting is investigated. The shape of the implant model is quadratic beam and a model has three types of surface; (a) top surface, (b) side surface and (c) polished surface. Each asperity of the surfaces is different respectively and an implant model into each femur of 5-week-old IGS rats. 2 weeks after the implantation, the influence of the asperity on the bioactivity is evaluated by bone-implant contact area ratio (RB-I). The RB-I is evaluated on each surface which is contact with cortical bone and bone marrow, respectively. As the results, it is found that osteoinductivity appears on the surface created with AM in diaphysis of the femur in short term after the implantation. The RB-I of the surfaces is almost same, when they contact with bone marrow. When the surfaces contact with cortical bone, the bioactivity of side surface is larger than that of top surface.

Introduction

Additive manufacturing (AM) technology is effective in making products with complex shapes which cannot be obtained by means of machining and deformation processing. Thereby 3D printers are used for manufacturing of medical devices, especially custom-made implant such as artificial hip joint and artificial tooth root. In the case of the implants that used in the bone, the formation of new bone on the surface of the implants is required to fix implants to bone in a short time.

Products made with additive manufacturing process have the surface that is rougher than that created with machining. Sometimes this rough surface asperity becomes a problem, and the surface is milled and polished in finishing processes. However, the bioactivity depends on the combination of the surface asperity and chemical surface coating. The influence of surface roughness and method of TiO2 coating for Ti rod on bioactivity was investigated by an in-vivo animal experiment [1]. In addition, they researched about the effect of surface roughness distribution and TiO2 coating on bioactivity of bone screw [2]. In these researches, it was found that the combination of surface roughness affected bioactivity on the surface of metallic implant. As the results, it is thought we can control the bioactivity with surface asperity which is created with AM.

In the case of implant surface made with AM with electron beam melting (EBM), the created surface roughness was compared with that is manufactured with machining and there was no significant difference. On the other hand, there was a difference of bioactivity in in-vivo experiment performed with rabbit femur [3]. The surface asperity created in selective laser melting (SLM) and EBM are different, because powder range and heat process are different depending on the AM methods.

In this study, we have two aims in investigations of (1) the surface asperity on the surface of small quadratic beam made by AM with SLM and of (2) the influence of the asperity on its osteoinductivity and osteoconductivity by in-vivo experiment. In the former, it is thought the surface asperity changes depending on the lamination conditions and the direction of the surface; top surface and side surface [4]. In the latter, we performed an animal test by using femur of IGS rats. Some quadratic beam implant models were manufactured by AM with SLM and they had three kinds of surface asperity on (a) top surface, (b) side surface and (3) polished surface. The beams were implanted into femurs of the rats and observed for 2 weeks. The influence of the surface asperity on osteoinductivity was investigated by X-ray CT and the osteoconductivity was evaluated by bone-implant contact area ratio RB-I.

Experimental methods

Lamination condition of quadratic beam for implantation test

Quadratic beam implant models were laminated as in-vivo test pieces which is implanted in femur of rat. The test pieces were manufactured by using a SLM hybrid manufacturing machine LUMEX Avance-25 made by Matsuura Machinery Corporation. This machine has powder bed fusion system with Yb fiber laser. The material of the powder was Ti-6Al-4V with a particle size of less than 45 µm. The particle size in the case of SLM is usually smaller than the particle size in the case EBM. The chemical composition of the powder is shown in Table 1. The lamination condition is shown in Table 2. The spot diameter was small because the length of cross section was small.

The shape of the test pieces was column and shown in Fig. 1. The cross-sectional shape was □ 0.6 mm and their length were 40 mm in design value. The actual cross-sectional shape was □ 0.83 mm. Seven quadratic beams were manufactured on a base plate of 10 mm in thickness and □ 64 mm in argon atmosphere. The four of them were used for the implantation test. The lamination thickness was 2.6 mm and the scanning direction of the laser was parallel to the longitudinal direction of the beams. The implant models were separated from the base plate with wire electric discharger machine. The bottom surfaces during lamination were polished by emery papers to flatten the surface and relieve deterioration layer.

Observation of surface asperity of implant model made by AM with SLM

In this study, we focused on the difference in the surface asperity depending on the direction of AM surface. A quadratic beam implant model has 3 types of surface asperity, top surface, side surface and bottom (polished) surface during lamination (Fig. 2). We focused on the difference of the typical surface asperity of additive manufacturing. Each surface in the central part in the lengthwise direction was observed over □ 645 µm by a laser microscope OLS4100 (OLYMPUS) with a lens magnifying 20 diameters before implantation test. Surface roughness was evaluated by the maximum height of surface profile Rz and the average interval Rsm were measured in parallel and perpendicular to the scanning direction by the laser microscope. We measured these surface profiles of a quadratic beam by three times and calculated the average Rz and Rsm in each surface.

Implantation test

The quadratic beam implant models were implanted into each femur of 5-week-old rat. 1The implantation condition is shown in Table 3. All of the implants were sterilized by autoclaving. Fig. 3 shows the surgical procedure of the implantation. First of all, the subject rat had been anesthetized and the skin and muscle of a leg were cut open. Then a 1.2 mm diameter hole was drilled in the medullary cavity of a rat femur in the longitudinal direction by an injection needle from the hip joint to the knee joint of the femur. When the injection needle was pulled out, an implant model was inserted into the hole from the knee joint, and after that, the edge of the implant model projected from the bone head of the femur was cut and the skin and the muscle were sutured. The implant model was introduced into the right and the left leg of a rat. A rat dead immediately after the implantation operation, and three rats had been grown for 2 weeks with the Ti-6Al-4V quadratic beam implant models. 

Bioactivity evaluation

After 2 weeks from the implantation, in order to investigate mineralization, the femurs with the implanted Ti-6Al-4V implant model were observed using X-ray computerized tomography (CT) ZEISS METROTOM1500.

After the observation, the implanted beams and the surrounding bone tissue were sliced around the far site epiphysis in perpendicular to the longitudinal direction of the femur and it was reduced to 20 µm in thickness by polishing using emery paper. The sliced samples were stained with toluidine blue. The sliced samples were observed with an optical microscope (Fig. 4).

The bone structure consists of cortical bone tissue and cancellous bone tissue. The cortical bone is consisted of hard tissue on the surface of a bone and carries the mechanical load. In this study, we evaluated the bioactivity between the surfaces of the quadratic beam implant and hard tissue of the femur of the rat in the case of cortical bone side and medullary cavity side. The bioactivity was estimated by a bone-implant contact ratio (RB-I) that defined by the next equation.

(1)

The RB-I was estimated in each surface and used as bioactivity. The contact length of hard tissue was measured from the pictures of sliced samples with image analysis. implantation. The top surface has convex shapes of beads in parallel to the laser scanning direction and deep grooves between the beads. The side surface has fine irregular shape of powders. In the side surface of the implant model, the powders looked sintered rather than molten. The small unevenness was observed because the particle size of the powder was small. The bottom surface has some grooves, but most of the surface was very smooth because of polishing. Fig. 6 shows the surface roughness on an implant model. In the case of the top surface of the implant, there is anisotropy in the maximum height of surface profile Rz. In the case of the perpendicular line to the scanning direction, Rz is higher than the parallel line, because there are grooves between the scanning lines. In the case of the side and the polished surface, there is no significant difference in the measurement direction. Rz of the side surface is the highest and uneven surface from powder is observed. Rz of the polished surface is the lowest expect for deep grooves. However, there is no significant difference in the average interval Rsm. 

Results and discussion

Surface asperity of implant model

Influence of surface asperity on osteoinductivity inside medullary cavity

One of the rats died just after the implantation of an implant model. The observation result of this rat is called 0-week in this paper and compared with the result of 2-week-raised rat. There was generally no sign of inflammation.

The CT appearance of cross-sectional view of the rat femur diaphysis with laminated Ti-6Al-4V quadratic beams is shown Fig. 7. There is an implant model in the central area, it looks white, and there is cortical bone, it looks gray ring image. In the case of 0-week rat, there is no hard tissue inside the cortical bone and around the implant model. However, in the case of 2week-raised rats, the hard tissue formed around the surface of the implant. There is no difference in mineralization among three rats in short-term behavior. 

Influence of surface asperity on osteoconductivity

Fig. 8 shows a sliced sample of metaphyseal part of femur with the implanted Ti-6Al-4V quadratic beam implant model in the case of a 2-week-raised rat from the implantation. The white area shows hard tissue and black area shows the implant model. New bone hard tissue formation occurred around the model. This shows that the surface created with AM is acceptable in bone tissue and it has osteoinductivity.

Fig. 9 shows sliced samples of femur of three 2-week-raised rats. In the boundary between the quadratic beam implant and hard tissue, hard tissue of bone is directly conducted on the polished surface of the implant. In the medullary cavity of the femur of the rat, although hard tissue exists, the hard tissue isn't conducted on the surface of the implant. Fig. 10 shows the relationship between bone-implant contact ratio RB-I and each surface of the quadratic beam implant model. In the cortical bone, RB-I of the top surface was the lowest and that of the polished surface was the highest. In short-term after the implantation, the polished surface of the quadratic beam implant has osteoconductivity in the cortical bone of the femur of the rat. And hard tissue conducted on some grooves of the side surface. However, in the case of medullary cavity side, there was no significant difference between the surface of the implant model. 

Conclusion

The Ti-6Al-4V quadratic beams implant model was manufactured by using additive manufacturing (AM) with selective laser melting. The implant model has three types of surface; top surface, side surface during manufacturing and polished bottom surface. After the surface roughness of each surface was measured, the implant model was implanted into femur of rats and the influence of the surface asperity on bioactivities were evaluated after 2 weeks from the implantation. The results are concluded as follows,  The Ti-6Al-4V quadratic beam implant models made by additive manufacturing with selective laser melting was receipted in femurs of rats.  In short-term behavior, the Ti-6Al-4V quadratic beam implant models had osteoinductivity in diaphysis.  New bone has the most contact on the polished surface of the quadratic beam implant models.  In the case of AM surface, new bone touched the small grooves of the side surface made with SLM.
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Table 1 .

 1 Chemical composition of Ti-6Al-4V powder (wt%).

	Al	V	Fe	C	N	H	O	Ti
	5.5-6.75	3.5-4.5	0.40	0.08	0.05	0.015	0.25	Bal.

Table 2 .

 2 Lamination condition of implant models.

Currently, authors have studied the bioactivities after 8 weeks from the implantation.