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Introduction

Metrological assessment of the neutron emission rates (number of neutrons emitted into 4π sr solid angle per unit time, usually per second) is a key step for characterizing (α, n) sources, especially for applications involving high intensity sources (10 7 -3×10 8 s -1 ). An accurate determination of the neutron emission rate is crucial for ensuring a correct manufacturing process of fresh neutron sources. Regarding neutron sources previously irradiated in reactor, the knowledge of the neutron emission rate is also essential for the validation process of simulation codes, like DARWIN developed by CEA [START_REF] Tsilanizara | DARWIN: an evolution code system for a large range of applications[END_REF]. This characterization process is quite complex because of radiation protection issues (presence of activation and fission products generating a significant gamma dose rate for irradiated sources) and specific instrumentation constraints (management of high gamma and neutron counting rates).

Two main goals have motivated this work. The first one concerns the assessment of the neutron emission rate of several (α, n) sources with global relative uncertainties less than 5 % (k=1) in order to provide reference data. The second goal concerns the characterization of gamma-ray emitters in irradiated neutron sources. Because of radiation protection constraints and source condition storage, this non-destructive characterization should be done underwater in a specific pool which requires a full remote control during these experiments. For addressing these purposes, we designed and developed two measurement cells for the deployment of three different non-destructive techniques. The first system enables to carry out global neutron counting and neutron activation measurements with gold dosimeters. The second one is based on gamma-ray spectrometry using a high-purity germanium (HPGe) detector. The initial approach only considered a single measurement cell. However, specific constraints intrinsic to the different techniques (acquisition of several hours for activation analysis, HPGe degradation due to neutron irradiation) motivated the development of two distinct measurement cells. We will see in the present study that the redundancy and diversification thus introduced will be a great metrological asset.

In this article, we will first remind the main characteristics of the neutron sources taken into account in this study. Then, the design step of both measurement cells will be presented. We will focus on their main features, specific characterization made in laboratory environment as well as benefits and main limitations of the three deployed non-destructive techniques. Finally, experimental results and associated analysis resulting from the final in situ measurement campaign will be discussed.

Main characteristics of the neutron sources

Neutron sources considered in this study are of XBe type. For this family of sources, the neutron emission is mainly due to the (α, n) process and obtained by mixing alpha emitter radionuclides with beryllium. Our characterization was focused on 244 CmBe and 238 PuBe sources. We also considered 241 AmBe sources for calibration purposes. These sources produce an intense neutron emission, with rates ranging from ~1×10 7 s -1 to ~3×10 8 s -1 . They are made of several capsules (from one to six). Table 1 summarizes the main characteristics of the different neutron sources considered in this study. The global neutron emission rate is obtained by directly summing the neutron emission rate of each capsule, neglecting a potential multiplication effect caused by the simultaneous presence of several capsules in a source. The status of the source is also indicated: "new" meaning that the source was recently produced but not yet irradiated; "old" meaning that the source had already been irradiated in a reactor.

Source ID

Nature

Number of capsules Status

Neutron emission rate (s -1 ) A_01 As neutron energy spectra will be a key point during our analysis, a specific attention was paid to this parameter. PuBe and CmBe neutron energy spectra were measured by another CEA team in the frame of an internal measurement campaign [START_REF] Crovisier | Caractérisation de sources neutroniques 241 Am-Be, 238 Pu-Be et 244 Cm-Be dans l'installation ATALANTE[END_REF], using a ROSPEC system [START_REF]ROSPEC data sheet[END_REF] and Bonner spheres. Compared to the calculated spectra provided by the reference SOURCES-4C code [START_REF] Wilson | SOURCES 4C : a code for calculating (α, n), spontaneous fission, and delayed neutron sources and spectra[END_REF], lower average neutron energy spectra were obtained after measurement on a single PuBe or CmBe capsule: 3.66 MeV instead of 4.96 MeV for PuBe sources, 3.44 MeV instead of 5.00 MeV for CmBe sources. These experimental values are assumed as the most representative of those of the sources taken into account in our study. This experimental data set will therefore be implemented in our further Monte Carlo simulations.

In the frame of the measurements, the A_01 source will be considered as a standard and will be used for providing the calibration coefficients of the three non-destructive techniques. As indicated in Table 1, this source is made of a single capsule previously characterized by the Laboratoire National Henri Becquerel (LNHB, France). The emission rate provided by this capsule was assessed using the primary standardization technique based on the manganese bath method [START_REF] Ogheard | Monte-Carlo simulations of the new LNHB manganese bath facility[END_REF][START_REF] Cassette | Étalonnage du débit d'émission de sources neutrons par le bain de manganèse, utilisant une nouvelle méthode de mesure en ligne d'activité de 56 Mn par coïncidence Cherenkov-gamma[END_REF]. It was initially evaluated to 1.57×10 7 s -1 at the calibration date (March 31 th 2016) with a relative combined standard uncertainty of 1.75 % (k=1). The A_01 value given in Table 1 integrates the slight decay impact at the beginning of the measurement campaign (April 6 th 2018). The uncertainty value corresponds to a threshold in the global uncertainty budget, which could not be overcome.

Design, development and laboratory validation of two measurement cells

In this section, we will present methodologies, measurement principles and main characteristics of the two measurement cells used for deploying three different non-destructive techniques. The system dedicated to gamma-ray spectrometry will be called SCAN GAMMA and the one dedicated to global neutron counting and neutron activation measurement SCAN NEUTRON.

SCAN GAMMA

Methodology, benefits and associated limits

Gamma-ray spectrometry based on the use of an HPGe detector is the key feature of SCAN GAMMA. Two main purposes are devoted to this system. The first one concerns the determination of fission product activities present in old neutron sources. The second one aims at evaluating the neutron emission rate of the different neutron sources. In that case, the analysis was focused on the gamma-ray produced by (α, n) reactions and emitted at 4439 keV in coincidence with neutrons. This methodology, initially proposed by [START_REF] Croft | The use of neutron intensity calibrated 9 Be (α, n) sources as 4438 keV gamma-ray reference standards[END_REF] as a solution for calibrating AmBe sources, can be generalized to all XBe sources. This approach only enables to quantify the (α, n) contribution and does not provide any information on neutrons emitted by spontaneous fission (SF) or by additional process ((n, 2n) in beryllium for instance). However, based on [START_REF] Knoll | Radiation Detection and Measurement. Chapter 1 Radiation Sources[END_REF], it is important to notice that the SF contribution is completely negligible for PuBe sources (~10 -4 of the global neutron emission) and is only equal to 3.6 % of the global neutron emission for CmBe sources. The relationship between the net peak area at 4439 keV and the (α, n) neutron emission rate can be expressed as follows:

𝑆 4439 = 𝐸 (α,n) × 𝑃 4439 × 𝜀 4439 × 𝑇 m with: S4439, net peak area at 4439 keV (counts), E(α, n), (α, n) neutron emission rate (s -1 ), P4439, gamma-ray emission probability at 4439 keV, ε4439, absolute gamma-ray efficiency at 4439 keV, Tm, live time (s) of the measurement. Contrary to neutron measurements, gammaray spectrometry does not require any information on PuBe or CmBe neutron energy spectra, which will be useful for determining the neutron emission rate. However, measuring intense neutron sources with SCAN GAMMA present several constraints. The first one is related to the use of an HPGe detector close to an intense neutron source (~10 8 s -1 in 4π sr solid angle) and to its potential rapid degradation due to Ge crystal defects caused by fast neutrons. For this reason, the acquisition time needs to be minimized and the SCAN GAMMA design has to meet this requirement. Counting electronics and dead-time issues could be also a limiting factor in case of high activities due to activation or fission products.

SCAN GAMMA main characteristics

SCAN GAMMA is built around a MIRION Technologies CPS HPGe n-type detector, GR3019 model (relative efficiency equal to 30 %), equipped with a transistor reset preamplifier. Figure 1 illustrates this HPGe detector and its radiography, used to check the dimensions of the germanium crystal and to define the prior geometry for the simulation model. This HPGe model is a trade-off between the efficiency required for fission product and 4439 keV gamma-ray detection and the resistance to neutron irradiation. Because of underwater deployment conditions, HPGe electrical cooling was required. Two different digital gamma-ray spectrometers were alternatively used during these experiments: a LYNX provided by MIRION Technologies and associated with the GENIE 2000 software; a DSPECPro provided by AMETEK used in Zero Dead Time mode and associated with the MAESTRO software [START_REF] Blaauw | Digital signal processing and zero dead time counting[END_REF][START_REF] Pommé | Experimental test of the « zero dead time » count loss correction method on a digital gamma ray spectrometer[END_REF]. As the LYNX was the main module integrated in SCAN GAMMA, a laboratory characterization step was carried out in order to evaluate its quantitative performances for high Input Count Rates (ICR>10 5 counts.s -1 ). The dual source method was used considering a reference 60 Co source and monitoring the 1173.2 keV peak count rate with the presence of interfering gamma sources ( 241 Am, 133 Ba, 137 Cs) at different positions. Experimental results coming from these tests are presented in Figure 2 and show satisfying performances for the LYNX (relative difference less than 3 % for ICR up to 5.10 5 counts.s -1 ). Before its further integration in SCAN GAMMA, an efficiency calibration of the HPGe detector was made and these experimental results were compared to simulated values obtained with the MCNP code (MCNPX version) [START_REF] Pelowitz | MCNPX Users Manual Version 2[END_REF]. We used a point 152 Eu source (activity of 1.01 MBq, relative uncertainty of 0.3 % for k=1) located at 1 m from the detector. Efficiencies between 121.7 keV and 1408.0 keV were assessed. Figure 3 shows the comparison between experimental and simulated values. An average bias of 7 % was observed on this energy range which can be considered as a satisfying performance regarding previous similar studies reported in the literature [START_REF] Karamanis | Experimental and simulated efficiency of a HPGe detector with pointlike and extended sources[END_REF]. In order to minimize damages due to the fast neutron flux, a fixed 194 mm thick polyethylene shielding was inserted in front of the HPGe detector during acquisitions. A lead shielding of 5 mm was also integrated. Additionally to these first protections, three types of shielding were designed and integrated in a rotating barrel in order to be alternatively positioned in front of the HPGe detector. The motorized rotating barrel was remotely controlled. This choice was motivated to take into account the different characteristics of the neutron sources in terms of gamma and neutron emission. Each shielding has a diameter of 160 mm. The first one is made of polyethylene, 50 mm thick. The second one is half lead, half polyethylene, 25 mm thick for each material. The last one is made of lead, 50 mm thick, and dedicated to the measurement of the most intense sources in terms of gamma emission. Figure 4 shows a view of the SCAN GAMMA MCNP scheme (lateral view), as well as the inner part of the real measurement cell. 

SCAN NEUTRON

Methodology, benefits and associated limits

SCAN NEUTRON combines two distinct methodologies for measuring the emission rate of the different neutron sources. The first one is based on global counting, which enables to take all neutron contributions into account: (α, n) reactions which are the main contribution for XBe sources, spontaneous fission and (n,2n) reactions in beryllium. The relationship between the global counting rate and the global neutron emission rate can be expressed as follows:

𝐶 n = 𝐸 n × 𝜀 n with: Cn, global counting rate (counts.s -1 ), En, global neutron emission rate (s -1 ), εn, absolute neutron efficiency.

The second methodology is based on neutron activation using specific dosimeters which is a well-known approach, especially for measuring neutron flux in nuclear power plants. In this case, a three-step protocol is adopted: the first step is an irradiation period of a few hours enabling to induce activity in a material inserted at a given position of the measurement cell; the second step is a cooling period which is required to remove the dosimeter from the measurement cell and to position it in front of a detector; the last step is a counting period for measuring induced activities using reference peaks. Relationships between the net peak area resulting from the activation process, the dosimeter activity at the end of the irradiation period and the global neutron emission rate can be expressed as follows:

𝑆 𝛾 = 𝐴 × 𝑃 𝛾 × 𝜀 𝛾 × 𝑒 -λ𝑇 𝑐𝑜𝑜𝑙 × (1-𝑒 -λ𝑇 𝑐𝑜𝑢𝑛𝑡 ), 𝐴 = 𝐸 𝑛 × 𝑇 (𝑛,𝛾) × (1-𝑒 -λ𝑇 𝑖𝑟𝑟 ), 𝑇 (𝑛,𝛾) = 𝑚 𝑁 𝐴 𝑀 ∫ 𝜑(𝐸). 𝜎(𝐸) 𝐸𝑚𝑎𝑥 𝐸𝑚𝑖𝑛 𝑑𝐸,
with: Sγ, net peak area at Eγ (counts), A, dosimeter activity at the end of the irradiation period (Bq), Pγ, gamma-ray emission probability at Eγ, εγ, absolute gamma-ray efficiency at Eγ, λ, decay constant (s -1 ), Tcool, cooling time (s), Tcount, counting time (s), En, global neutron emission rate (s -1 ), Tirr, irradiation time (s), m, dosimeter mass (g), M, atomic mass of the activated material (g.mol -1 ), NA, Avogadro's number (6.02×10 23 atoms.mol -1 ), Emin, minimal neutron energy (MeV), Emax, maximal neutron energy (MeV), φ(E), neutron flux (cm -2 ), σ(E), cross-section of the (n, γ) reaction (cm 2 ).

Considering the expected neutron emission rates, statistical uncertainty intrinsic to the global counting approach can be neglected (<<1 %), as soon as the acquisition duration exceeds a few seconds which is well adapted to in situ constraints. On the other side, dosimeter activation requires longer irradiation durations (~hours) in our experimental configuration for creating a detectable induced activity. For both techniques, the knowledge of the neutron energy spectrum is a key point and the main limitation of our approach as it will directly impact the accuracy of the calibration coefficient.

SCAN NEUTRON main characteristics

SCAN NEUTRON mainly corresponds to a polyethylene cylinder drilled by several channels for positioning the neutron source and associated instrumentation. Regarding the global counting approach, we used 3 He proportional counters which are the reference technology for these measurements. Three 24NH15 detectors (active length of 150 mm, active diameter equal to 25 mm, 3 He gas pressure of 4.10 5 Pa) are located around the neutron source at a distance of 340 mm and disposed with an angle of 90 degrees between each other as indicated in Figure 5. Polyethylene slows down fast neutrons emitted by the source in order to improve the efficiency of 3 He detectors. It also acts as a shielding against gamma-rays emitted by neutron sources, especially the old ones, minimizing the dose rate received by 3 He detectors and avoiding any overcounting. We used current preamplifier and high voltage (HV) modules provided by Mirion Technologies (7820/7821 models). Measurements were carried out using a standard counting scale (CTR-15 model from Access I/O Products, Inc).

Concerning the neutron activation measurements, after testing several materials (manganese, indium, gold) in laboratory conditions, gold dosimeters are selected as the best trade-off in terms of measurable induced activity, minimization of the cooling time impact and knowledge of reference decay data (half-life, gamma-ray emission probability). The activation reaction of interest is 197 Au(n, γ) 198 Au with a gamma-ray emission at 411.8 keV (Pγ=95.62 %) [START_REF]LARA database[END_REF]. Dosimeters were inserted at fixed positions in a specific casket which enables an excellent repeatability between two experiments. Dosimeter activities coming from the same irradiation step were measured in two different facilities: LNHB located in CEA Saclay and MADERE facility located in CEA Cadarache. Cooling times were quite reduced (a few hours) in MADERE compared to LNHB measurements (approximately 24 hours) because of its geographical proximity with the irradiation location. For this reason, the counting step was slightly different between both facilities: each dosimeter was measured individually in MADERE and in a grouped position in LNHB. Gold dosimeters are specific to each facility and have the following characteristics: 10 mm in diameter and 100 µm thick for MADERE, 10 mm in diameter and 50 µm thick for LNHB. In each casket space, we alternatively positioned two LNHB dosimeters or a single MADERE dosimeter. For this reason, the selfshielding effect (impact of the dosimeter thickness on the neutron flux resulting in a reduced activation level compared to the theoretical value) was similar in all cases. As slight variations can be observed between theoretical dosimeter masses (75.8 mg for LNHB, 151.6 mg for MADERE) and real ones, each dosimeter was weighted before measurements with a relative uncertainty less than 0.15 %. A correction factor was applied to take into account the mass difference between the calibration step and the rest of the measurements.

Figure 5 provides two illustrations of the MCNP scheme used for simulating the global neutron counting rate and the irradiation step of neutron activation measurements (reaction rate calculation). Figure 6 shows the real SCAN NEUTRON measurement cell and the casket made for dosimeter acquisitions. 

In situ measurements and experimental results

Definition of in situ measurement methodology

In this section, the main steps of the methodology used for determining the emission rate of the different neutron sources are detailed. Gamma-ray spectrometry, global neutron counting and neutron activation measurements are calibrated according to a single PuBe source, called A_01. For each measurement technique, this reference source will enable to experimentally obtain:  The counting rate for each 3 He counter, considering a given electronic threshold (global neutron counting)  The counting rate in the peak at 411.7 keV, coming from the 198 Au decay (neutron activation measurement).  The counting rate in the peak at 4439 keV for the three shieldings of interest (full polyethylene, lead/polyethylene, full lead -Gamma-ray spectrometry). Each calibration coefficient will have its intrinsic uncertainty, related to the acquisition procedure and integrating counting statistics uncertainty as well as the uncertainty on the A_01 neutron emission rate. The accuracy of the three Monte Carlo models will be evaluated by comparing experimental and simulated results for this reference A_01 configuration. More precisely:

 For SCAN NEUTRON ( 3 He), the difference between simulated and experimental results will enable to determine electronic losses which cannot be directly evaluated by MCNP.  For SCAN NEUTRON (gold dosimeters), every physical process can be simulated using the MCNP model and a perfect agreement could be theoretically obtained between experiment and simulation.  For SCAN GAMMA, a perfect agreement could be also expected, even if the latter will be more complex to obtain than for dosimeter measurements, due to uncertainties on 4.4 MeV gamma-ray production rate and absolute efficiency at this energy. It is interesting to emphasize that the simulation model accuracy could be different, according to physical processes involved for the three measurement techniques. SCAN NEUTRON simulations will be sensitive to hydrogen contained in polyethylene or in water and also to the presence of potential neutron absorbers like chlorine or boron. Considering SCAN GAMMA, the latter will be mainly impacted by heavy elements (steel, lead shielding). This complementarity is of great interest in the frame of this study.

As reference calibration coefficients will be experimentally obtained using the A_01 source, we insist on the fact that Monte Carlo simulations will be only used in a relative way for simulating gamma or neutron efficiency variations between two neutron sources (the impact of the number of capsules and of their elevations) and also for taking into account the nature of the neutron energy spectra (CmBe, PuBe).

SCAN GAMMA: main experimental results and associated analysis

Figure 7 and 8 illustrate gamma-ray spectra obtained respectively for non-irradiated and irradiated CmBe sources. Both of these spectra are really different from each other. On the first one, the specific energy region of XBe sources at 4.4 MeV can be observed. Energy resolution of these peaks are significantly degraded by Doppler effect. Peak at 2.2 MeV resulting from the hydrogen activation 1 H(n,γ) contained in polyethylene can be also identified. On the second one, the presence of 60 Co resulting from the activation 59 Co(n, γ) of the source steel shielding is clearly visible and degrades the spectrum quality. Pile-up contribution has especially a strong impact on the region of interest at 4.4 MeV. Fission product signatures are quite weak and partially masked by the 60 Co Compton continuum. Main detectable gamma-rays are coming from 137 Cs at 661.7 keV and 154 Eu at 1274.4 keV. The deviation observed for the polyethylene shielding is almost the same as those obtained for the simulation of the HPGe detector in a laboratory environment (see paragraph 3.1.2). It means that the SCAN GAMMA model does not introduce any additional deviations compared to the MCNP HPGe model. Considering uncertainties associated to the simulation step, the agreement is also really satisfying for the mixed shielding and slightly degraded for the lead shielding. In this last case, the deviation could be due to elements which have not been taken into account in the simulation model (non-simulated mechanical parts located out of the HPGe axis).

Table 4 summarizes the results obtained in terms of neutron emission rates according to the measurement configuration. Each configuration was repeated three times and the average 4.4 MeV counting rate is given. The uncertainty related to the 4.4 MeV gamma-ray emission probability (P4439) is not mentioned in the reference [START_REF] Croft | The use of neutron intensity calibrated 9 Be (α, n) sources as 4438 keV gamma-ray reference standards[END_REF] for CmBe or PuBe sources. In this case, this parameter was only assessed by calculation. For this reason, the relative uncertainty was arbitrarily fixed at 2.6 % (k=1) in this study, corresponding to the experimental value obtained by Croft for an AmBe source. It is important to highlight that the nature of the source (PuBe or CmBe) has a slight impact on this parameter. Comparing LYNX and DSPECPro performances, a correction factor was also applied for compensating DSPECPro overcounting for CmBe sources: the latter is equal to 1.03 for ICR close to 8.5×10 4 counts.s -1 (lead shielding) and to 1.04 for ICR close to 1.65×10 5 kcounts.s -1 (lead/polyethylene shielding). Neutron emission rates were not measured for irradiated sources due to fitting issues of the 4.4 MeV region. This limitation could be overcome in a near future by increasing the cooling time for minimizing the 60 Co pile-up impact. 4: Emission rates (s -1 in 4π sr) obtained for the different neutron sources according to the type of shielding. Overcounting correction factor equal to 1.04 for Lead/Polyethylene shielding (1) and to 1.03 for lead shielding (2) .

Source

The quite satisfying agreement between our results and expected values confirms the interest of gamma-ray spectrometry for determining the emission rates of neutron sources other than AmBe. It also illustrates that P4439 factors calculated in [START_REF] Croft | The use of neutron intensity calibrated 9 Be (α, n) sources as 4438 keV gamma-ray reference standards[END_REF] are sufficiently reliable for carrying out this type of analysis. Relative uncertainties on neutron emission rates are more important for CmBe sources and lead shielding because of higher simulation uncertainties. The deviation observed for the PuBe A_02 source will be explained in the next section and is due to the calibration procedure applied on each individual capsule.

SCAN NEUTRON (global neutron counting): main experimental results and associated analysis

The second part of this measurement campaign was based on the global neutron counting approach using 3 He detectors. Figure 10 illustrates the excellent linearity of the total number of counts according to the acquisition duration. Considering the short acquisition duration (between 30 s and 2 min), several measurements (between 4 and 14) have been carried out for a given experimental configuration. For each 3 He detector, three different electronic thresholds are considered (400 mV, 600 mV, 800 mV) which corresponds to nine experimental configurations for each source. As an example, Table 5 summarizes the counting rates according to the different electronic settings for a given 3 He detector. Based on these measurements, the main uncertainty components associated to the neutron emission rate were identified. The first one corresponds to the calibration coefficient obtained with the A_01 reference source. It is evaluated to 1.8 % and is mainly due to the calibration step with the manganese bath method. The second one is due to counting statistics and is less than 0.2 %, as it can be seen in Table 5. The third one includes the impact of high voltage (HV) and electronic threshold fluctuations, as well as a potential gamma dose rate impact for irradiated sources. It corresponds to the standard deviation based on the nine experimental configurations and is less than 1.2 % for all sources. The fourth one reveals the accuracy of the simulation model and its ability to predict the calibration coefficient variations according to the measurement elevation. Based on previous laboratory calibration step, it is evaluated to 3.0 % which is the average difference observed during the SCAN NEUTRON elevation calibration in LNHB with a point AmBe source. The fifth one takes into account the impact of the neutron energy spectrum between the A_01 reference source (PuBe) and the CmBe neutron sources. This uncertainty does not exist for the A_02 neutron source. For determining this uncertainty, we evaluated for a fixed setting the deviation between simulated and experimental counting rates for three different configurations: point AmBe source and A_01 capsule measured in laboratory conditions, A_01 source measured during in situ acquisitions. Observed deviations are respectively equal to 1.456 (1.07 %), 1.478 (1.07 %) and 1.475 (1.79 %), mainly reflecting non-simulated electronic losses. These values are very close which demonstrates the good knowledge of neutron energy spectra used for all calculations. For this last uncertainty component, a value of 1.5 % is considered, corresponding to the gap between AmBe and A_01 measurements in laboratory conditions. For the different sources, The assessed neutron emission rates are close from the expected values and gamma-ray spectrometry results, which validate the feasibility of the second methodology. Similar emission rates are observed between irradiated (A_05 and A_06) CmBe sources which were not evaluated by gamma-ray spectrometry. Finally, an important point concerns the relative combined standard uncertainty estimated to less than 4.1 % (k=1) for all the investigated sources which enables to reach one of the main goals of this measurement campaign.

Source

SCAN NEUTRON (dosimeter measurement): main experimental results and associated analysis

The last step of this experimental campaign is related to the activation measurements with gold dosimeters carried out in parallel of 3 He acquisitions. For the A_01 reference source, Table 7 compares simulation values with the experimental results obtained at LNHB and at MADERE. Dosimeter activity at the end of the irradiation period, simulated MCNP reaction rate and deviation between experimental and simulated results are respectively indicated as well as associated relative uncertainties (k=1). For this specific comparison, dosimeters were stacked in both facilities during the measurement step (eight dosimeters at LNHB, four at MADERE). Two main remarks can be made from these results. The first one concerns the significant deviation of approximately 35 % observed between simulated and experimental values which is not clearly explained at that time. The main assumption concerns the presence of nonsimulated absorbing neutron elements, like boron or chlorine, potentially present in steel of the measurement cell or in water circulating close to the dosimeter casket. The second remark concerns the excellent agreement between results provided by MADERE and LNHB and which are affected by a similar deviation. This deviation will be considered as a correction factor for processing the rest of the dosimeter data.

Regarding the dosimeter measurement, we identified the main uncertainty components associated to the neutron emission rate. The first one corresponds to the calibration coefficient obtained with the A_01 reference source. Values are reminded in Table 7 (LNHB results, analysis of stacked dosimeters) and Table 8 (MADERE results, analysis of individual dosimeters) and are close to 2.5 %. The second one is counting statistics and is contained between 1 and 2 % for MADERE and LNHB measurements. The third one is specific to MADERE and corresponds to the standard deviation based on experimental results obtained for the four dosimeter positions. The latter is quite low, contained between 0.5 % and 1.7 % for all sources. The fourth one corresponds to the accuracy of the simulation model according to the measurement elevation and the fifth one to the impact of neutron energy spectra. Same values are considered as for 3 He measurements, respectively equal to 3.0 % and 1.5 %.

The different neutron emission rates coming from gold dosimeter analysis are listed in Table 9 and compared with 3 He measurements. Combined standard uncertainties including the different components previously mentioned are also indicated. This analysis confirms the very good agreement between MADERE and LNHB results as well the global consistency with experimental results provided by 3 He measurements.

A_02 A_03 A_04 A_05 A_06

En (s -1 ) -LNHB 3.04×10 7 2.80×10 8 

Conclusions and future developments

In this article, we present the design and development of two distinct systems, enabling to deploy three different non-destructive techniques for the underwater characterization of highly intense PuBe and CmBe (α, n) neutron sources. Main characteristics, benefits and drawbacks of these techniques have been successively discussed as well as the analysis methodology. Experimental results obtained during the final in situ measurement campaign enable to draw several conclusions. First of all, we demonstrate the possibility of determining the neutron emission rate in harsh environmental conditions with a relative combined standard uncertainty lower than 5 % (k=1): ~4 % for 3 He measurements, in the range of 4.5 and 5.5 % for gold dosimeter measurements. For a given neutron source, a very good agreement has been shown between the neutron emission rate values provided by the three different non-destructive techniques. To our knowledge, this multi-technique characterization was carried out for the first time with such experimental constraints and requirements in terms of uncertainty.

Based on this experimental feedback, several potential improvements were identified. The first one would be related to the upgrade of electronics for gamma-ray spectrometry, especially for the characterization of irradiated neutron sources. The second one would require a metrological evaluation of the P4439 parameter for CmBe and PuBe sources, with a similar study to those carried out by Croft for AmBe [START_REF] Croft | The use of neutron intensity calibrated 9 Be (α, n) sources as 4438 keV gamma-ray reference standards[END_REF]. A third improvement would be related to a new evaluation of PuBe and CmBe energy spectra using advanced neutron spectrometers [START_REF] Sauzet | Fast neutron spectroscopy from 1 MeV up to 15 MeV with Mimac-FastN, a mobile and directional fast neutron spectrometer[END_REF].

Figure 1 :

 1 Figure 1: On the left : external view of the HPGe detector (GR3019 model). On the right: radiography showing the Ge crystal dimensions.

Figure 2 :

 2 Figure 2: Ratio of net peak areas at 1173.2 keV with and without the presence of interfering gamma sources ( 241 Am, 133 Ba, 137 Cs). The dotted line indicates the ideal case (no impact of the interfering gamma sources). Errors at k=1 only taking counting statistics into account.

Figure 3 :

 3 Figure 3: Ratio between simulated and experimental efficiencies of the GR3019 HPGe detector. The 152 Eu source was positioned at 1 m. Statistical uncertainties are indicated at k=1.

Figure 4 :

 4 Figure 4: On the left: lateral view of SCAN GAMMA (MCNP scheme). On the right: inner view of the real measurement cell.

Figure 5 :Figure 6 :

 56 Figure 5: On the left: SCAN NEUTRON, lateral view, illustrating the position of the neutron source, 3 He detector and the dosimeter casket. On the right : top view of SCAN NEUTRON illustrating the position of the different instrumentation channels.

Figure 7 :

 7 Figure 7: Gamma-ray spectrum obtained for non-irradiated CmBe sources. Energy range is between 0 and 10 MeV.

Figure 8 :

 8 Figure 8: Gamma-ray spectrum obtained for irradiated CmBe sources. Energy range is between 0 and 10 MeV.

Figure 9

 9 Figure9illustrates the energy region at 4.4 MeV for non-irradiated PuBe and CmBe neutron sources. Three main features can be observed, corresponding from the right to the left to the full-energy peak and peaks due to single and double escape of annihilation photons. It is important to notice that the shape of this region of interest is exactly the same and does not depend on the nature of the source but only to germanium geometry.

Figure 9 :

 9 Figure 9: Comparison of the energy range of interest at 4.4 MeV for CmBe (black solid line) and PuBe (grey dotted line) sources.

Figure 10 : 3

 103 Figure 10: 3 He measurements (A_03 source): total number of counts versus acquisition duration.

Table 1 : Main characteristics of the investigated neutron sources (nature, number of capsules, status of the source and global neutron emission rate). The neutron emission rate is given at the measurement date (April 6 th 2018).

 1 

		PuBe	1	New	1.55×10 7
	A_02	PuBe	2	New	3.36×10 7
	A_03	CmBe	6	New	2.68×10 8
	A_04	CmBe	6	New	2.68×10 8
	A_05	CmBe	5	Old	Unknown
	A_06	CmBe	5	Old	Unknown

Table 2

 2 

		Lead/Polyethylene shielding	Lead shielding
	Source/ROI	2.2 MeV (s -1 )	4.4 MeV (s -1 )	2.2 MeV (s -1 )	4.4 MeV (s -1 )
	A_03	1812.7 (0.1 %) 914.2 (1.0 %)	572.9 (0.2 %)	301.3 (1.0 %)
	A_04	1807.9 (0.1 %) 913.4 (1.0 %)	569.6 (0.2 %)	303.7 (1.0 %)
	A_03/A_04	1.003	1.001	1.006	0.992

compares counting rates obtained at 2.2 MeV and 4.4 MeV for two non-irradiated CmBe sources. Uncertainties take only counting statistics (k=1) into account and an arbitrary value of 1.0 % is given at 4.4 MeV, because of specific fitting applied to this region of interest. An excellent agreement is reached between experimental data obtained for both of these sources which is perfectly consistent with expected neutron emission rates.

Table 2 : Comparison of counting rates (s -1 ) at 2.2 MeV and 4.4 MeV for two non- irradiated CmBe sources (A_03 and A_04) and two different shieldings.

 2 For the three shieldings, Table3compares experimental and simulated counting rates obtained at 4.4 MeV with the reference A_01 source. Each experimental configuration was repeated three times and the average 4.4 MeV counting rate is given.

	Shielding	4.4 MeV (s -1 ) -Experiment	4.4 MeV (s -1 ) -Simulation	Simu./Exp.
	Polyethylene	174.3 (1.0 %)	184.9 (3.4 %)	1.06
	Lead/ Polyethylene	58.7 (1.0 %)	60.6 (4.4 %)	1.03
	Lead	20.5 (1.0 %)	18.8 (4.3 %)	0.92

Table 3 : Comparison between experimental and simulated counting rates (s -1 ) obtained at 4.4 MeV for the three shieldings with the reference A_01 source.

 3 

Table 5 : Counting rates (counts.s -1 ) obtained for the different electronic settings (400 mV, 600 mV, 800 mV). Relative uncertainties (k=1) are given on the average values (IRaverage) and take into account the number of measurements.

 5 

		A_02	A_03	A_04	A_05	A_01	A_06
	400 mV	1253.48	10304.11	10468.53	3539.36	796.36	3579.03
	IRaverage	0.17 %	0.09 %	0.05 %	0.14 %	0.16 %	0.12 %
	600 mV	1095.22	9109.26	9229.97	3085.97	694.17	3140.56
	IRaverage	0.18 %	0.10 %	0.05 %	0.15 %	0.17 %	0.13 %
	800 mV	950.36	7781.52	7891.98	2594.55	592.05	2696.43
	IRaverage	0.19 %	0.10 %	0.05 %	0.16 %	0.19 %	0.14 %

Table 6 : Emission rates (s -1 in 4π sr) and associated relative combined standard uncertainties (k=1) for the different neutron sources. Deviation according to expected values are also indicated.

 6 Table 6 summarizes the neutron emission rate, the associated combined standard uncertainty and the deviation according to expected values.

	Source	A_02	A_03	A_04	A_05	A_06
	En (s -1 )	3.07×10 7	2.69×10 8	2.70×10 8	8.57×10 7	8.74×10 7
	Relative					
	combined standard	3.7 %	4.0 %	4.0 %	4.1 %	3.9 %
	uncertainty					
	Deviation vs specifications	1.095	0.997	0.993	-	-

Table 8

 8 shows a similar analysis based on MADERE results but obtained for individual dosimeters positioned at different elevations in the casket.

		MADERE	LNHB
	Activity (Bq)	27.8	31.6
	Relative uncertainty -Activity	1.5 %	1.5 %
	Simulated reaction rate 197 Au (n, γ) 198 Au	1.20×10 -6 1.22×10 -6
	Relative uncertainty -(n, γ) reaction rate	1.3 %	1.4 %
	Simu./Exp.	1.365	1.381
	Relative uncertainty -Simu./Exp.	2.7 %	2.6 %

Table 7 : Gold dosimeter activities assessed at LNHB and at MADERE, simulated reaction rates and comparison between simulated and experimental data. Relative uncertainties are given for each specific parameter (k=1).

 7 

	Dosimeter position	3	5	7	9
	Activity (Bq)	5.41	7.43	8.29	7.15
	Relative uncertainty -Activity	1.7 %	1.5 %	1.7 %	1.6 %
	Simulated reaction rate 197 Au (n, γ) 198 Au	9.13×10 -7 1.26×10 -6 1.41×10 -6 1.23×10 -6
	Relative uncertainty -(n, γ) reaction rate	0.7 %	0.7 %	0.6 %	0.7 %
	Simu./Exp.	1.337	1.334	1.345	1.344
	Relative uncertainty -Simu./Exp.	2.5 %	2.4 %	2.5 %	2.4 %

Table 8 : Gold dosimeter activities for different measurement positions (MADERE results), simulated reaction rates and comparison between simulated and experimental data. Relative uncertainties are given for each specific parameter (k=1).

 8 

Table 9 : Neutron emission rates (s -1 in 4π sr) and associated relative combined standard uncertainties based on LNHB and MADERE analysis. A comparison between gold dosimeter and 3 He measurements is also provided.

 9 2.89×10 8 8.87×107 9.09×107 

	Relative					
	combined					
	standard	4.9 %	5.9 %	5.9 %	5.5 %	5.5 %
	uncertainty (%)					
	-LNHB					
	En (s -1 ) -MADERE	3.01×10 7 2.75×10 8 2.79×10 8 8.72×10 7 8.94×10 7
	Relative					
	combined					
	standard	4.5 %	4.8 %	4.8 %	4.7 %	4.7 %
	uncertainty (%)					
	-MADERE					
	MADERE/LNHB	0.99	0.98	0.97	0.98	0.98
	MADERE/ 3 He	0.98	1.03	1.04	1.02	1.02
	LNHB/ 3 He	0.99	1.04	1.07	1.04	1.04