Alexandre Van Assche 
  
Catherine Especel 
  
Anthony Le Valant 
  
Florence Epron 
  
Effect of potassium and platinum contents on catalytic performance of Pt/Al2O3 monometallic catalysts for propane dehydrogenation

Keywords: light alkane dehydrogenation, highly dispersed platinum, potassium, platinum catalyst, characterization of the acidity

published or not. The documents may come    

Effect of potassium and platinum contents on catalytic performance of Pt/Al2O3 monometallic catalysts for propane dehydrogenation

Introduction

Propylene is one of the most important building blocks for the production of a wide array of specialty chemicals such as polymers, resins, surfactants, dyes, and pharmaceuticals [1][2][3][4][5][6][7][8]. The supply of propylene has been reduced because of the recent shift in feedstock for steam crackers from naphtha to light alkanes, due to the scarceness of fossil fuels, the emergence of shale gas and the increasing availability of natural gas [1,9]. In this context, the direct propane dehydrogenation (PDH) is becoming a promising way to meet the increasing demand of propylene. The advantage of this process is the very high selectivity to propylene instead of a mixture of products compared to Fisher-Tropsch-to-olefins method for instance [6,10,11]. Nevertheless it is extremely energy intensive due to a high positive enthalpy of the reaction (ΔrH 298K °°= 124 kJ mol -1 ), necessitating high reaction temperatures (~ 550-700 °C) to achieve significant propane conversion. To date, two main technologies are used in industry i.e. Catofin ® (Lummus, CrOx-based catalysts) and Oleflex ® (UOP, Pt-Sn bimetallic supported catalysts) [1]. Modified high surface area γ-Al2O3 is the classical support chosen for Pt-Sn dehydrogenation catalysts of the Oleflex ® process, due to its high thermal stability, mechanical strength, low price, and ability of maintaining the Pt nanoparticles dispersion. Due to their high ability to activate paraffinic C-H bonds and their low activity to C-C cleavage avoiding side reactions, Pt-Sn on modified gamma alumina represents the most extensively studied system for non-oxidative dehydrogenation reaction [1,12,13]. On these catalysts, three types of side reactions can occur: (i) hydrogenolysis, catalysed by platinum sites leading to the formation of smaller alkanes; (ii) cracking resulting also in the cleavage of C-C bond but with no hydrogen required, involving generally Brønsted and Lewis acid sites of the alumina support; and (iii) isomerisation corresponding to a rearrangement of atoms and taking place mainly via a carbocation intermediate formed on a Brønsted acid sites [1].

High olefin yields can be obtained by carefully controlling the catalysts design and then the balance between dehydrogenation and side reactions, with the aim also of limiting the formation of coke favoured under the high temperatures required in the process that leads to deactivation with time-onstream.

In the literature, many efforts have been made to improve the activity and stability of Pt-Sn/γ-Al2O3 catalysts by loading them onto other porous supports, i.e. others types of Al2O3 (, mesoporous, 2D) [4,12,14,15], MgAl2O4 [16][17][18], SiO2-SBA15 [12,19,20]. Various promoters such as B, Ga, Zn or Ce, for example, were also added to the alumina support in order to promote the catalytic activity and stability of supported Pt catalysts [1,21,22]. In order to decrease the acidity of the γ-Al2O3, which can lead to deep dehydrogenation, cracking and coke formation, an alkaline metal, such as Na or K, or alkaline-earth such as Mg, is often added to poison the acid sites [23,24]. In the literature, the effect of potassium content on the properties of Pt/Al2O3 catalysts has been only studied for oxidation reactions [25][26][27][28][29], and only one of them studied the modification of the acidity as a function of K content [29].

The acidity was determined from NH3-TPD profiles, which do not allow to discriminate Brønsted from Lewis acid sites. It was demonstrated that K decreases the density of acidic sites, and that this decrease is more important for the largest amount of K [29]. However, to the best of our knowledge, the effect of these additives on the characteristics of alumina and on the catalytic properties for propane dehydrogenation remains few discussed in the literature where various additive loadings are found without real justification [30,31]. Furthermore, the catalytic performances (activity, selectivity, stability) of the Pt-Sn on modified γ-Al2O3 or other supports are explained in a general way on the basis of several properties linked to their preparation method, such as the metallic dispersion, the metal interaction, the presence of Pt-Sn alloys, tin reducibility and so on. In most cases, the platinum contents are mainly comprised between 0.5 [5,32,33] and 3 wt.% [7,34,35]. Surprisingly, due to their lower performances for propane dehydrogenation compared to Pt-Sn catalysts, the catalytic performances of monometallic Pt catalysts are the must often described for highlighting the better properties of the bimetallic systems [36,37]. Only few papers have been devoted to an in depth study of monometallic catalysts, and they were focused on the effect of Pt particle size on the catalytic performance. Even if the dehydrogenation reaction of light alkanes is admitted to be insensitive to the structure of the Pt particles [1], so independent of the Pt particle size, it was reported that small particles deposited on Mg(Al)O hydrotalcite or SBA-15 are more active and less selective to propylene than the largest ones due to a higher activity to cracking products and coke formation leading to their deactivation [38,39].

More recently, an effect of particle size and metal loading was demonstrated on propane dehydrogenation reaction for Pt/Al2O3 catalysts, the lowest loading associated with the lowest Pt particle size leading to the most active catalysts, associated with a structure sensitivity [40]. All these studies were performed at platinum loadings of 1 wt.% or higher, and particle size ranges from 1 nm to more than 20 nm [38][39][40]. Nevertheless, the limited resource of Pt imposes to decrease as far as possible the metallic loading of the catalyst formulations, and Pt loadings of 0.3 wt.% or lower are used in the Oleflex ® process. For these reasons, recent studies reported in the literature are increasingly focusing on low platinum contents [41][42][43].

In this context, the present paper is devoted to the study of Pt-based catalysts supported on γ-Al2O3 modified or not by addition of K (0.5 and 4 wt.%), containing a low metallic loading (from 0.3 to 0.1 wt.%), with the aim of understanding the effect of the K modifier and Pt content on their catalytic performances during propane dehydrogenation.

Experimental

Catalysts preparation

Supports

The support was a γ-alumina support (GOD200, Axens), with a surface area of 200 m 2 g -1 , crushed and sieved in order to obtain a granulometry between 250 and 100 m. In order to modulate its acidity 5 g of support was impregnated using 20 mL of an aqueous solution of potassium precursor (CH3COOK, Sigma-Aldrich) in order to obtain 0.5 and 4 wt.% of K at the alumina surface. After impregnation, excess of water was evaporated and the support was dried at 110 °C overnight. Thereafter, the alumina support, alone (Al2O3) or modified by potassium (Al2O3-xK, where x is the nominal K content in wt.%), was calcined at 450 °C under air (60 mL min -1 ) for 4 h (ramp of 10 °C min -1 for Al2O3 and 5 °C min -1 for Al2O3-K).

Catalysts

Pt/Al2O3 and Pt/Al2O3-K catalysts were prepared via the strong electrostatic adsorption (SEA) method [44].The support was put in contact with diammineplatinum (II) nitrite (Pt(NH3)2(NO2)2, 1.7 wt.% of Pt, Alfa Aesar) in 12 mL of aqueous solution at the initial pH of 11. The concentration of the platinum salt was adjusted in order to obtain catalysts with a nominal Pt content of 0.1, 0.2, and 0.3 wt.%. In the following, catalysts will be named yPt/Al2O3(-xK) where y is the nominal Pt content in wt.%. The slurry was shaken for one night and the sample was then filtrated, washed 3 times with 12 mL of aqueous solution at pH of 11. After drying at 100 °C for 1 night, the catalyst was calcined in air (60 mL min -1 ) for 3 h at 450 °C, and reduced under hydrogen (60 mL min -1 ) at 650 °C during 1 h. This reduction temperature was chosen to be slightly higher than the catalytic test temperature. Thus, the characteristics of the activated catalysts are representative of those of the catalysts at the beginning of the catalytic test. The final powder was sieved between 250 and 100 m.

Characterization

BET surface area

The BET surface area was determined by N2 adsorption using a Micromeritics Tristar II PLUS.

Nitrogen adsorption experiments were performed at -196 °C. The specific surface area of the various catalysts was determined from the Brunauer-Emmet-Teller (BET) equation.

X-Ray diffraction

Powder X-Ray diffraction (XRD) patterns were recorded on a PANalytical EMPYREAN apparatus with a Cu K radiation (1=1.5406 Å) and an X'Celerator detector. Data were collected over a range of 15°-110° with 0.1° steps and a dwell time of 900 s. Crystalline phases present in the samples were identified by comparison with standards of the JCPDS database.

Determination of the metal content

Inductively coupled plasma optical emission spectroscopy (ICP-OES) was used for the determination of metal content of each sample. The measurements were performed with a Perkin Elmer Optima 2000DV spectrometer. The samples were previously digested in an acidic mixture of HNO3 and HCl under microwave heating.

Transmission electron microscopy

Transmission electron microscopy (TEM) was performed with a JEOL 2100 UHR microscope equipped with an energy dispersive X-ray (EDX). The reduced catalysts were ultrasonically dispersed in ethanol and the suspension was brought onto a copper grid with carbon film. The metal particles were counted for each catalyst using the free software ImageJ®.

Determination of the carbon content by elemental analysis

The amount of carbon deposited, after the catalytic test, was determined by elemental analysis (Flash EA 1112, Thermoelectron).

Thermogravimetric analysis

Thermogravimetric (TG) and derivative thermogravimetric (DTG) analyses were used to characterize the bare alumina support as well as catalysts after catalytic test, using a Q600TA Instrument apparatus, under dry air, with a heating rate of 5 °C min -1 from room temperature to 900 °C.

Characterization of the acid sites

The Lewis acidity was evaluated using pyridine adsorption and desorption at 150, 250 and 350 °C followed by infrared spectrometry in a Thermo Nicolet Nexus equipment. The sample was pressed in order to obtain a self-supported wafer of 20-25 mg with a diameter of 16 mm. The sample was then introduced in an in situ cell and pretreated at 500 °C in vacuum (10 -6 bar) one night. Then the temperature was decreased at 150 °C and the reference spectrum was measured. This reference spectrum was analysed in the OH region. Then, the pyridine was introduced in the cell for 5 min. Then, the cell was evacuated to 10 -6 bar. After 1 h in vacuum, the spectrum was recorded at 150 °C to determine the total number of acid sites. Then, the temperature was increased and spectra were recorded at 250 and 350 °C after evacuation for 1 h at each temperature. All the spectra were compared at a normalized sample weight of 20 mg. The amount of Lewis acid sites was determined from the integrated area using the value of the molar extinction coefficient (1.28 cm μmol -1 ) of the band at 1455 cm -1 determined by Guisnet et al. [45], in the same conditions. The spectrum obtained at 150 °C was used to calculate the total amount of Lewis acid sites (LAS). The distribution of weak acid sites was calculated by difference between the surface area at 150 and 250 °C, the medium acid sites between 250 and 350 °C, while the amount of strong acid sites was directly determined from the spectrum at 350 °C.

The model reaction of 3,3-dimethylbut-1-ene (33DMB1) isomerization was used to characterize the weak Brønsted acid sites since the Lewis centres of alumina are not involved in this reaction [46,47].

Catalyst samples (0.1 g) were treated in flowing air (60 mL min -1 ) at 450 °C, then in flowing hydrogen (60 mL min -1 ) at 650 °C during 1 h and then purged under nitrogen. These reaction conditions were chosen in order to be similar to the ones used for the catalyst pretreatment before propane dehydrogenation test. The 33DMB1 isomerization reaction was carried out at 275 °C under a constant flow of 30 mL min -1 of N2 saturated with 33DMB1. Isomerization products, 2,3-dimethyl-2-butene and 2,3-dimethyl-1-butene, as well as 33DMB1, were analysed by on-line gas chromatography. As this reaction was used to qualitatively evaluate the modifications induced by the deposition of potassium, ammonia and platinum on the Brønsted acidity of alumina, the catalysts and supports were compared in terms of relative activity as the following:

a rel.isom (%) = a isom (x) a isom (Al 2 O 3 ) × 100 (Eq. 1)
where a rel.isom (%) is the relative activity in % of sample x, a isom (x) and a isom (Al 2 O 3 ) are the initial activity of x and Al2O3 samples (in mmol h -1 g -1 ), respectively.

Catalytic test

Propane dehydrogenation reaction was carried out in a conventional fixed-bed reactor. The sample (usually 100 mg), mixed with carborundum (SiC, 1.5 g, granulometry 210 m) was in situ prereduced under 60 mL min -1 of H2 at 650 °C for 1 h. After reduction, the reaction gas mixture was introduced at 575 °C at a flowrate of 100 mL min -1 . The gas mixture was composed of 50% C3H8, 45% N2 and 5% H2 corresponding to a molar ratio of 10:9:1. In these conditions, the maximum conversion calculated at the thermodynamic equilibrium is 46%. It was checked that experiments were performed in a kinetic regime. The weight hourly space velocity (gpropane (gcat h) -1 ) was equal to 55 h -1 . These reaction conditions, especially the high C3H8/H2 ratio, were chosen in order to favour the deactivation process and thus better see the effect of the addition of K. The flowrate at the outlet was measured on line using a Ritter Gas Meter. The outlet gas composition was analysed by an online Agilent 7820A gas chromatography equipped with an FID and HP-Al2O3/KCl capillary column. Propane conversion (X), activity (a), yield to each product CxHy (Y) and selectivity to propene (S) were calculated as follows:

X (%) = 𝐹 𝐶 3 𝐻 8 𝑖𝑛 -𝐹 𝐶 3 𝐻 8 𝑜𝑢𝑡 𝐹 𝐶 3 𝐻 8 𝑖𝑛 × 100 (Eq. 2)
a(mol h -1 gPt -1 ) = where 𝐹 𝐶 3 𝐻 8 corresponds to the molar flowrate of propane (mol h -1 ), and 𝐹 𝐶 𝑥 𝐻 𝑦 refers to the molar flow rate of each product identified at the outlet (C3H6, C2H6, C2H4 and CH4); in and out the molar flowrate at the inlet and at the outlet, respectively; x and y the number of carbon and hydrogen atoms in the molecule, respectively; m the mass of catalyst and %Pt the percentage of platinum in wt.% in the catalyst. The yield in carbon YC was calculated by difference between propane conversion and the sum of the yields of the gaseous products. The percentage of propene in gas phase was calculated by dividing the yield in propene by the sum of the yields of all the products identified in gas phase.

The deactivation parameter ΔX was calculated by difference between the initial and final conversion as the following:

ΔX (%) = X i -X f (Eq. 6)
where i and f stand for initial and final.

Results

Physical and chemical properties of the supports and catalysts

The main characteristics of the supports are given in Table 1. While the actual K content is in agreement with the nominal one, the Pt content is inferior to the nominal value due to the deposition method. The BET surface area of all samples is of 200 ± 10 m 2 g -1 whatever the sample, showing that the deposition of K and Pt has no effect on the textural properties of the alumina support. The XRD patterns of the Al2O3 and Al2O3-K supports (Fig. 1) are typical of γ-Al2O3 with no diffraction line corresponding to potassium oxide demonstrating that, whatever the potassium loading, potassium does not modify the alumina structure and is probably well dispersed on the alumina support. The FTIR reference spectra of the supports in the ν(OH) region (3600-3800 cm -1 range), are displayed in Fig. 2a. The spectrum of Al2O3 is typical of transitional gamma alumina, with 5 bands at 3790, 3760, 3755, 3730 and 3690 cm -1 attributable to the stretching of OH groups coordinated to Al ions [48,49],

either linearly or bridged to two or three Al ions. All bands, except the one at 3690 cm -1 , are attributable to OH terminal species with some acidic character [49]. The band generally identified in the 3760-3775 cm -1 range is ascribable to the most reactive and highly labile OH species at the alumina surface and is very sensitive to the doping by K [49][50][51]. When small amount of potassium is added to Al2O3, the spectrum is modified, with the appearance of a new band at 3740 cm -1 and the disappearance of the band at 3760 cm -1 . The same trend was obtained by Montanari et al. [52], but contrary to their results no band attributable to OH stretching of KOH species, which should appear in the 3720-3712 cm -1 range, is observed. This difference could be explained by the lower potassium loading, 5.4 wt.% in [52], and 0.59 wt.% in the present study. Consequently, a small amount of K is sufficient to suppress the band ascribed to the most reactive OH species without creating new bands due to the presence of KOH. When Pt is added on the supports (Fig. 2b), its effect depends on the presence or not of K. There is only a minor modification of the spectrum of the bare Al2O3 support, with a slight decrease of the total surface area. On the Al2O3-0.5K support, the addition of Pt does not modify the surface area of the bands at 3790 cm -1 and 3740 cm -1 , while the surface area of the band at 3730 cm -1 is strongly enhanced and the one at 3690 cm -1 slightly decreases. The increase of the band at 3730 cm -1 could explained by the loss of a part of K due to the deposition of Pt in solution in exchange conditions and then filtration. As a result, the initial K loading, 0.59 wt.% in Al2O3-0.5K, falls to 0.39 wt.% in Pt/Al2O3-0.5K, which represents a loss of more than 40% of K. As this band is attributable to acidic OH species, an increase of the Brønsted acidity is probable.

The surface acidity of the supports and catalysts was determined by FTIR of adsorbed pyridine. Spectra obtained after pyridine adsorption and thermodesorption at 150 °C and subtraction of the reference spectrum are presented in Fig. 3. Whatever the sample, two bands are visible in the ν8a region, at ca. 1624 and 1617 cm -1 , ascribed to strong tetrahedral coordinatively unsaturated (cus) Al 3+ LAS and medium octahedral cus Al 3+ LAS, respectively [53,54]. It is interesting to note that the band at 1624 cm -1 is predominant on the Al2O3 and 0.3Pt/Al2O3 samples, while on the two Al2O3-0.5K samples the contrary is observed, indicating that acid sites are stronger on Al2O3 and 0.3Pt/Al2O3 than on Al2O3-0.5K and 0.3Pt/Al2O3-0.5K. It is also important to note that, even if the band at 1617 cm -1 becomes more pronounced, both bands are decreased when K is added to Al2O3, indicating that K is deposited on both types of LAS sites but preferentially on the tetrahedral Al 3+ ones in accordance with the results of de Miguel et al. [55]. The ν19b vibration band at ca. 1455 cm -1 , also attributable to LAS, allows their quantification. Results reported in Table 1 show the number of LAS decreases in the following order: Al2O3 > 0.3Pt/Al2O3 > Al2O3-0.5K > 0.3Pt/Al2O3-0.5K and their distribution confirms the trend observed from the ν8a band, with a higher proportion of strong LAS on the not modified Al2O3 samples than on the Al2O3-0.5K samples, which contain a higher proportion of weak and medium LAS. Another band at 1576 cm -1 is attributable to LAS, while no band at 1640 or 1545 cm -1 is visible, indicating that whatever the sample, there are no Brønsted acid sites (BAS) strong enough to protonate the adsorbed pyridine. Finally, the band at 1494 cm -1 , which is usually attributed to BAS and LAS, corresponds to LAS in the present case.

As the weak BAS cannot be characterized on the based-alumina samples by pyridine adsorption, 33DMB1 isomerization was used to qualitatively evaluate them. Results of Table 1 show that 0.59 wt.% of K (Al2O3-0.5K sample) are sufficient to virtually suppress the isomerization activity, which is less than 1% of the activity of the bare alumina support and not so different from the value determined for Al2O3-4K. This result is in accordance with the FTIR spectra relative to the OH range where it was shown that a low amount of K is sufficient to suppress the most active OH species. When

Pt is added on bare alumina, a decrease of the isomerization activity is observed, from 100% to 69% while on the Al2O3-0.5K support, there is a slight increase, which could be due to a loss of potassium and also to the deposition of platinum since this increase is all the more important as the Pt content increases. This result is in accordance with the evolution of the OH band at 3730 cm -1 observed between the FTIR spectra of the Pt/Al2O3-0.5K and Al2O3-0.5K samples. The a rel.isom value increases linearly from 1.2 to 2.3% when the Pt content varies from 0.1 to 0.3 wt.%, and an extrapolation to 0 wt.% of Pt gives a virtual a rel.isom value of 0.66%, similar to the measured value of 0.7% for Al2O3-0.5K. Consequently, the increase in the Brønsted acidity is due to the presence of Pt and not to the loss of K. An increase in 33DMB1 isomerization activity, due to the presence of oxidized Pt species at the metal-support interface, was observed by Martin and Duprez [47] but after a calcination and not after a reductive pretreatment as in the present case. Consequently, it can be inferred that, in the present study, a part of Pt is only partially reduced during the pretreatment, indicating a strong metal-support interaction with electron deficient species at the metal support interface and probably a high dispersion of Pt species.

In order to characterize platinum dispersion, H2 chemisorption was performed and very high values (H/Pt>1.5) were obtained. As similar results were obtained by performing H2 chemisorption at low temperature (-77 °C) and CO chemisorption, hydrogen spillover phenomenon from Pt towards the alumina support cannot explain these high H/Pt values. Freel [56] obtained a value of H/Pt = 1.35 for 2 wt.%Pt/SiO2, and more recently we reported a value of H/Pt = 1.49 for 1 wt.%Pt/Al2O3 [52]. A H/Pt value of 1.85 was obtained by calculation based on a geometrical approach considering perfect cuboctahedron Pt clusters. This high value corresponded to the smallest crystallite of 13 atoms, with a dispersion value of 0.92 since only 12 atoms are accessible [58]. It was demonstrated by in situ X-ray absorption spectroscopy, STEM analyses and DFT calculation [59] that Pt single atoms observed after oxidation of just impregnated 0.3 wt.%Pt/Al2O3 sample are very mobile when heated under H2 atmosphere and aggregate to form subnanometric clusters. This mobility is explained by the disconnection of Pt atoms from the support due to the presence of interfacial hydrogen between the metal cluster and the support when a dimer of Pt is formed, leading to a Pt2H6 species with H/Pt = 3.

is only converted into propene and dihydrogen. The evolution of the conversion and the percentage of propene in gas phase as a function of time are displayed in Fig. 5.

Table 2. Performance of the catalysts for propane dehydrogenation (T = 575 °C, 50% C3H8, 5% H2, For the same metal loading, 0.3 wt.%, Pt/Al2O3 catalyst exhibits an initial activity in propane conversion slightly higher to that of Pt/Al2O3-0.5K, and in line with that of 1 wt.%Pt/Al2O3 with also a very high dispersion (H/Pt = 1.44) [40]. As the value of H/Pt, reflecting metal accessibility, is very high, an apparent TOF value was calculated considering that all the Pt atoms are accessible to the reactants (100% dispersion). It appears that the TOF values can be considered similar for both 0.3wt.%Pt samples given the standard deviation. Since the presence of K does not modify the activity of Pt sites for propane conversion, it can be inferred that there is no interaction between Pt and K. This result is different from that obtained by Cortright and Dumesic [60] comparing Pt/SiO2 and Pt/K/SiO2 for isobutane dehydrogenation, but in their case K was impregnated onto the Pt/SiO2 sample. The same trend was observed with boron or sodium as promoters for Pt/Al2O3 [23,61]. A decrease in activity for propane dehydrogenation was observed when boron was introduced after Pt while there is no change in TOF value when boron is deposited on alumina before Pt [61], which can be explained by a geometric effect of B deposited onto Pt nanoparticles. It can be concluded that the order of introduction of K on the catalyst before or after Pt deposition plays an important role on the activity for propane dehydrogenation. Furthermore, the K-modified sample displays a higher selectivity to propene, which is due not only to the decrease of the yields in methane, ethane and ethylene, but more importantly to the decrease of the yield in carbon and percentage of coke deposited (Table 2). As a consequence, the deactivation is by far less important for 0.3Pt/Al2O3-0.5K than for 0.3 Pt/Al2O3 as illustrated by the decrease of the deactivation parameter X (Table 2). The deactivation phenomenon occurs mainly at the beginning of the catalytic test for both 0.3Pt catalysts (Fig. 5a). It is accompanied by an increase in the amount of propene in gas phase as the conversion decreases (Fig. 5b). Consequently, the change in propene selectivity between 0.3Pt/Al2O3-0.5K and 0.3 Pt/Al2O3 could be due to the change in conversion, and it is not possible to conclude at this stage on a beneficial effect or not on the selectivity of carbon deposition and of the presence or not of K on the support.

45% N2) Catalyst Xi (a) (%) Xf (a) (%) ΔX (%) Coke content (wt.%) ai (mol h -1 gPt -1 ) TOFi (b) (s -1 ) Yi (c) (%) C3H6i in gas phase (c) (%) Si C3H6 (c) (%) CH4 C2H6 C2H4 C3H6 C 0.3Pt/
On the Al2O3-0.5K support, when the actual Pt content decreases from 0.22 to 0.1 wt.%, the conversion and the yield in the various products obviously decrease in the same way. Taking into account the Pt loading, the apparent TOF values reported in Table 2 would seem to indicate that the activity of Pt sites slightly increases when the Pt content decreases. As this result could be due to the increase in the standard deviation as the Pt content decreases, catalytic tests were performed with the 0.1Pt/Al2O3-0.5K and 0.2Pt/Al2O3-0.5K samples by increasing the catalyst loading in order to have the same amount of active phase in the reactor as for the 0.3Pt/Al2O3-0.5K sample, while adjusting the amount of carborundum to maintain constant the height of the catalytic bed. In this case, the TOF values are equal to 4.0  0.7 s -1 for 0.1Pt/Al2O3-0.5K and 4.3  0.7 s -1 for 0.2Pt/Al2O3-0.5K, similar to that of 0.3Pt/Al2O3-0.5K, showing no effect of the metal content, which is an expected result since all the catalysts are composed of ultradispersed Pt species. Thus, for highly dispersed diluted Pt atoms, it can be supposed that all the exposed Pt sites present similar activities, in accordance with the results of concerned, the increase of the percentage of propene in gas phase is once again linked to the fall of the conversion whatever the Pt content (Fig. 5b). Thus it is not possible to conclude on a beneficial effect on the selectivity of the addition of K and decrease in Pt content from the results presented in Table 2.

To clarify this point, the evolution of the percentage of propene in gas phase during time-on-stream is reported as a function of the conversion for all the catalysts in 6.

Fig. 6 clearly highlights that the percentage of propene in gas phase is linked to the value of the conversion and not to the catalyst composition, since it decreases when the conversion increases in the same manner whatever the nature of the catalyst.

Regarding the effect of the Pt content on the stability of the catalysts supported on Al2O3-0.5K, it can be seen that the drop in conversion is similar whatever the Pt content (Fig. 5), which is confirmed by the similar deactivation parameter and amount of carbon deposited (Table 2). Thus, it can be concluded that there is no apparent link between conversion and deactivation, contrary to what was observed for propene production.

Fig. 6. Evolution of the percentage of propene in gas phase as a function of the propane conversion during time-on-stream over 0.3Pt/Al2O3 (○), 0.3Pt/Al2O3-0.5K (•), 0.2Pt/Al2O3-0.5K (■), 0.1Pt/Al2O3-0.5K () (T = 575 °C, 50% C3H8, 5% H2, 45% N2, time-on-stream = 70 min).

Coke deposition occurs whatever the catalyst, with more carbon on 0.3Pt/Al2O3 (1.01 wt.%) than on the 0.1-0.3Pt series supported on modified alumina (0.4-0.65 wt.%), and is probably responsible in part for the deactivation. In order to determine the temperature of coke combustion, indicative of the kind of carbon species deposited on the catalysts, the samples were also analyzed by TG/DTG after reaction. An example of a TG/DTG analysis profile, corresponding to 0.3Pt/Al2O3 after catalytic test, is presented in Fig. 7a. It can be seen from the TG curve that there is a continuous decrease of weight from RT up to 900 °C, with major weight losses, identified from DTG curve, at ca. 100 °C, corresponding probably to the removal of water and at ca. 400 °C, which could be ascribed to carbon species, as confirmed by the formation of CO2 identified by mass spectrometry (results not shown).

Given the temperature of oxidation, these coke species are probably at the Pt-Al2O3 boundary [61,63].

It is also important to outline that a continuous formation of CO2 is observed from RT to ca. 550 °C.

The analysis by mass spectrometry also confirmed that water is mostly formed around 100 °C but also continuously at higher temperature with another important formation around 400 °C when CO2 is formed. Thus, the continuous loss of weight observed on the TG profile is in part due to the dehydroxylation of alumina which occurs in parallel to carbon oxidation, which is confirmed by the TG/DTG profile of the bare Al2O3 support (Fig. 7b) and in accordance with [64]. This important dehydroxylation is due to the high surface area of the Al2O3 chosen for this study. As the amount of hydroxyl groups is in the range 12-16 OH per nm 2 on γ-Al2O3 after outgassing at 100 C and is inferior to 3 OH per nm 2 after outgassing at 700 C [65], ca. 9 OH per nm 2 should be lost between 100 and 700 °C, which corresponds to a loss of weight of roughly 5 wt.%, i.e. 0.3 mol.% for an Al2O3 of 200 m 2 g -1 as the one chosen for the present study. Consequently, on bare alumina the major losses are observed at roughly the same temperatures as those for the used Pt/Al2O3 sample, making it impossible to discriminate coke combustion from dehydroxylation phenomenon from the TG/DTG profiles.

Finally, during the catalytic test, a sintering of metal particles also occurs, as illustrated by TEM image in Fig. 8, a majority of particles being of 1.0 nm instead of 0.8 nm for the fresh 0.3Pt/Al2O3 catalyst (Fig. 8a) and some particles with diameters between 0.8 and 1.2 nm for 0.3Pt/Al2O3-0.5K while they

were not visible on the fresh 0.3Pt/Al2O3-0.5K sample. Coke is also clearly seen in the images, on the support or in the vicinity of a metal nanoparticle. The sintering is also responsible, as carbon deposit, of the deactivation phenomenon whatever the catalyst. characterized with the aim of better understanding the effect of platinum and potassium on the catalytic performances in propane dehydrogenation. It was shown that, whatever the K content, K deposition has no effect on the textural properties of the alumina support at the surface of which it is well dispersed modifying the nature of its hydroxyl groups and consequently decreasing its Brønsted acidity. The presence of K also decreases the Lewis acid sites number as well as their distribution due to the loss of strong Lewis acid sites. Thus, in accordance with the literature, it was confirmed that the addition of K decreases the acidity of the alumina support. As a consequence, 0.3Pt/Al2O3-0.5K is more stable during propane dehydrogenation than its not modified counterpart, 0.3Pt/Al2O3. On the Al2O3-0.5K support, the decrease in Pt content does not modify the activity nor the deactivation process. This study also allows us to conclude that low amounts of K are sufficient to suppress the acidity of the alumina detrimental to the stability. For Pt monometallic catalysts, the presence of K and the Pt content have no apparent effect on the selectivity to propene, which depends strongly on the conversion. Then, the challenge consists in increasing propane conversion while maintaining high propene selectivity. The improvements of the catalytic formulations by addition of promoters to limit deactivation and increase propene selectivity should start from Pt/Al2O3-0.5K with low Pt contents while high Pt and K contents are the most usually described in the literature.

  (a) Standard deviation: ± 10% (b) Characteristic of the Brønsted acidity and corresponding to the activity of the sample divided by the one of Al2O3 in 33DMB1 isomerization(c) Calculated from the results of pyridine FTIR from the surface area of the peak at 1455 cm -1 (d) Calculated from the results of pyridine FTIR by difference of the spectrum measured after thermodesorption at 150, 250 and 350 °C (e) n.d.: not determined

Fig. 1 .

 1 Fig. 1. XRD patterns of Al2O3, Al2O3-0.5K, Al2O3-4K, and γ-Al2O3 reference.

Fig. 2 .

 2 Fig.2. FTIR spectra in the OH stretching region after pretreatment under vacuum at 500 °C of (a)

Fig. 3 .

 3 Fig. 3. FTIR spectra after pyridine desorption at 150 °C for Al2O3, Al2O3-0.5K, 0.3Pt/Al2O3 and

  (a) Standard deviation:  3 (b) TOF: Turnover frequency value calculated from the initial activity ai considering 100% of Pt sites accessible. (c) Values of initial yields, initial percentage in propene in gas phase and initial selectivity, obtained at the beginning of the reaction.

Fig. 5 .

 5 Fig. 5. (a) Evolution of propane conversion and (b) percentage of propene in gas phase as a function

Fig. 7 .

 7 Fig. 7. TG/DTG profiles after propane dehydrogenation reaction of 0.3Pt/Al2O3 (a) and bare Al2O3

Fig. 8 :

 8 Fig. 8: TEM image and distribution of particle size (inserted figure) for 0.3Pt/Al2O3 (a) and

  

Table 1 .

 1 Characteristics of the Al2O3, modified Al2O3 and supported Pt catalysts

	Sample	K content (a)	K content (a)	BET Surface	Pt content	a rel.isom (%) (b)	Concentration of LAS	LAS distribution (d) Weak Medium Strong
		(wt.%)	(mol.%)	area	(wt.%) (a)		(μmol g -1 ) (c)	sites	sites	sites
				(m 2 g -1 )				(%)	(%)	(%)
	Al2O3	-	-	206	-	100.0	333	50	27	23
	Al2O3-0.5K	0.59	0.41	202	-	0.7	247	58	31	11
	Al2O3-4K	3.17	2.21	192	-	0.2	n.d. (e)	n.d.	n.d.	n.d.
	0.3Pt/Al2O3	-	-	191	0.22	69.0	275	59	19	22
	0.3Pt/Al2O3-0.5K	0.39	0.27	199	0.22	2.3	221	62	27	11
	0.2Pt/Al2O3-0.5K	0.39	0.27	195	0.15	1.8	n.d.	n.d.	n.d.	n.d.
	0.1Pt/Al2O3-0.5K	0.44	0.30	187	0.10	1.2	n.d.	n.d.	n.d.	n.d.
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Except this maximum value, the H/Pt ratio increases from 2 for Pt1 to 2.5 for Pt13 cluster. Thus, the very high H/Pt values obtained in the present study could be attributed to highly dispersed Pt atoms.

To check this point, TEM images of 0.3Pt/Al2O3 are presented in Fig. 4. It is important to specify that only few particles were visible and their diameter was in the 0.4-1.6 nm range, with a maximum of particles with a diameter of 0.8 nm, confirming the high dispersion of Pt, while the non-visible Pt species are highly dispersed. Similar results were obtained by Zhang et al. [42] for 0.1 and 0.3 wt.%Pt supported on hierarchically structured nanoalumina, while only 16% of Pt dispersion was observed on 0.3 wt.%Pt/Al2O3 by Yu et al. [21]. On the other samples, no Pt particles were seen on the alumina support confirming the very high dispersion of Pt on Al2O3-K samples. 

Propane dehydrogenation

Results obtained in propane dehydrogenation in the presence of the various catalysts are reported in Table 2. It should be noted that the supports alone, Al2O3 and Al2O3-0.5K, are not able to convert propane. In addition, the calculation at the thermodynamic equilibrium allows determining that the maximum propane conversion in the experimental conditions is 46% when considering that propane