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Evolution of the 3D Microstructure of a Si-Based Electrode for Li-Ion Batteries Investigated by FIB/SEM Tomography

The evolution with cycling of the three-dimensional (3D) microstructure of a silicon/carbon/carboxymethylcellulose (Si/C/CMC) electrode for Li-ion batteries is investigated by combined focused ion beam (FIB) / scanning electron microscopy (SEM) tomography. Using appropriate image processing methods, a volume of 20 x 8 x 11 µm 3 is reconstructed in which the Si and pore phases are clearly identified. Their respective morphological characteristics (volume fraction, spatial distribution, size, connectivity, and tortuosity) are determined before and after 1, 10 and 100 cycles. The Si particles (37 vol.%, median size = 0.37 µm ) and pores (57 vol.%, median size = 0.40 µm) are homogeneously distributed and fully connected in the pristine electrode. Major changes in the electrode morphology occur upon cycling due to electrode cracking and the growth of the solid electrolyte interface (SEI) layer. It also appears that the size and shape of the Si particles change upon cycling. They display a non-spherical, stringy morphology after 100 cycles with a median size of 0.14 µm.

Introduction

Silicon is an attractive candidate to replace graphite as the active material in Li-ion battery anodes due to its ten times higher theoretical specific capacity (3578 mAh g -1 for Li15Si4 compared to 372 mAh g -1 for LiC6). However, the huge volume variation of the Si material (up to ~300%) with cycling induces a loss of electronic connectivity within the composite electrode in addition to being unfavorable to the formation of a stable solid electrolyte interface (SEI). Much research effort has been spent during the last decade to improve the cycle life of Si-based electrodes through various strategies as reviewed in references 1-4. However, there are still several hurdles that must be overcome to obtain Sibased anodes with acceptable coulombic efficiency and relevant areal, gravimetric and volumetric capacities for use in commercial Li-ion batteries. In this context, it is essential to better characterize the morphological evolution of the Si-based electrodes depending on their formulation, fabrication method, electrolyte composition and cycling conditions. This is challenging considering the complex three-dimensional structure of such composite electrodes.

Recently, three-dimensional (3D) morphologies of various anodes and cathodes for Li-ion batteries have been successfully characterized by focused ion beam/scanning electron microscopy (FIB/SEM) 5-12 and X-ray computed tomography (XRCT) [13][14][15][16][17][18][19][20][21][22][23][24][25][26][27][28][29][30] . 3D imaging software allows automatic processing and quantitative measurements of various morphological parameters (connectivity, tortuosity …) by finite element calculations or other numerical models. XRCT is non-destructive but conventional lab systems are limited to micrometer spatial resolution. Top end synchrotrons can provide tens of nm resolution with the correct setups. It is however non-trivial to design these setups for electrochemistry experiments. On the other hand, FIB/SEM tomography is destructive but has the ability to perform 3D imaging at high spatial resolution (typically, a few tens of nm), inaccessible with laboratory X-ray tomography. 29 To date, FIB/SEM tomography of battery materials has mostly been restricted to the characterization of pristine electrodes. [5][6][7][8][9][10][11] Recently, nanostructural changes in Li-ion battery cathodes during cycling have been revealed by exsitu FIB-SEM tomography. 12 Particle cracking and delamination of Si-based anodes during their first lithiation have been recently investigated by X-ray tomography 21, 30 but the degradation after prolonged cycling of a realistic Si-based electrode has not been evaluated at the composite electrode microstructure scale.

In the present study, for the first time, a 3D morphological analysis of a Si-based electrode is performed by means of FIB/SEM tomography with a resolution of 25 nm. The evolution of the electrode morphology is investigated by ex-situ analyses after increasing numbers of charge/discharge cycles (0, 1, 10 and 100 cycles).

Experimental

Electrode preparation.-Pure Si (99.999%, 20 mesh) ball-milled for 20 h with a ball-to-powder mass ratio of 5:1 using a SPEX 8000 mixer was used as active material.

Details on the morphological, structural and chemical characteristics of the ball-milled Si powder are presented elsewhere. 31 . Super P carbon black (CB) was used as the conductive agent and carboxymethyl cellulose (CMC) as the binder. 200 mg of (Si + CB + CMC) in a weight ratio of 80:12:8 was mixed in 0.5 mL of a pH 3 buffer solution (0.173 M citric acid + 0.074 M KOH) for 1 h at 500 rpm using a Fritsch Pulverisette 7 mixer. The pH 3 buffering of the slurry was used for promoting covalent bonding (esterification) between -OH groups present on the surface of the Si particles and -COOH groups of CMC, resulting in an improvement of the electrode cycle life. 32 The slurry was tape cast using a doctor blade without calender pressure onto a 25 µm thick copper foil and dried for 12 h in air at room temperature and then 2 h at 100°C under vacuum. Citric acid (16.62 mg) and KOH (2.08 mg) salts from the buffer solution contribute to the mass of the electrode, leading to a Si/C/CMC/(citric acid + KOH) wt% composition of 73.1/11.0/7.3/(7.6+1.0). The electrode loading was typically around 0.8-1 mg Si cm -2 .

Electrochemical cycling was performed at room temperature using two-electrode Swagelok®-type cells. Cells were assembled in an argon-filled glove box and comprise:

(i) a 1 cm . diam. disc of the composite working electrode; (ii) a Whatman GF/D borosilicate glass-fibre separator soaked with electrolyte made of 1 M LiPF6 in 1:1 ethylene carbonate/dimethyl carbonate (LP30 electrolyte), and (iii) a 1 cm diam. Li metal disc as the counter and reference electrode. Electrodes were cycled using an Arbin BT2000 cycler at full capacity between 1 and 0.005 V vs. Li/Li + at a current density of 475 mA g -1 of Si for the electrodes cycled for 1 and 10 cycles and of 600 mA g -1 of Si for the electrode cycled for 100 cycles. After cycling, the Si-based electrodes in full charged (delithiated) state were extracted from the cell and gently rinsed with dimethyl carbonate (DMC) solvent in an Ar glove box to remove residual electrolyte. The samples were stored in ambient air during one week prior to the FIB-SEM measurements. During this storage period, the SEI products accumulated in the cycled electrodes react with air. This is highlighted in the Supplementary Figure S1, which displays the evolution of the electrode mass gain as a function of the storage time in ambient air for an electrode cycled 50 times. The initial mass gain of 130% related to the accumulation of SEI products upon cycling increases to 190% after 5 h in contact with ambient air. No significant mass increase is observed over this storage period.

FIB-SEM -Serial FIB/SEM imaging was performed using an FIB/SEM workstation (NVision 40; Carl Zeiss Microscopy GmbH, Oberkochen, Germany) combining a SIINT zeta FIB column (Seiko Instruments Inc. NanoTechnology, Japan) with a Gemini I SEM column. The NVision 40 platform is also equipped with a multi-nozzle SIINT gas injection system (GIS). The angle between the FIB and SEM columns was 54°. A carbon layer (25x25x1µm 3 ) was deposited on the top of the sample by in-situ ion beam induced deposition (IBID) to protect the surface during slicing in order to achieve sharp upper edges and minimize curtaining artefacts. Three reference lines were imprinted into the carbon layer using the ion beam for post-stack alignment purposes. SEM imaging was done in both secondary electron (SE) and backscattered electron (BSE) modes with an accelerating voltage of 1.5 keV. Prior to serial sectioning, a trench was milled to a depth of 20 µm.

This step was performed with a coarse ion beam current of 27 nA with an accelerating voltage of 30 keV. Then, serial FIB sectioning was performed with a current of 3 nA at 30 keV and an incremental step of 25 nm (z-spacing). 3D reconstruction of the four composite electrodes (before cycling and after 1, 10 and 100 cycles) was performed with a voxel size FIB/SEM study of several volume would have been preferable to analyze the representative volume sizes. The limited accessibility to the equipment however does not allow repeating the measurement necessary for this analysis.

After acquisition, the image processing and analysis were performed with Fiji software. 33 In a first step, the images were aligned based on the reference lines to correct small x-y drifts. The image contrast was then adjusted to correct its evolution upon ablation (z direction) and the shade effect (y direction) associated with the acquisition geometry.

Finally, vertical stripes (curtaining effect) on the SEM images, associated with the FIB ablation, were removed using a variational algorithm Fiji plug-in. 34 Image segmentation.-A key step in any sequence of image processing is the segmentation step which aims at differentiating each constitutive element of the composite electrode. SEM images obtained by FIB/SEM tomography are not straightforward to segment due to the presence of the pores. This is due to the so-called "shine through artefacts" induced by the fact that in SEM the solid phase located below the observed plane is visible through the porosity. This prevents efficient image segmentation based on a classical grey value threshold. Thus, a Fiji software macro has been developed based on the segmentation method described in ref. 35, and implemented in order to precisely identify the pores and the solid phase. The segmentation method consists in several steps.

Several features, which indicate the presence of solid phase, artefacts or void phase are firstly identified. The solid phase and the void are approximately extracted by thresholding the SE images and the "shine through artefacts" are identified as a rise in the grey value profile along the electron beam direction. Using the extracted features, preliminary segmentation is achieved and is refined with a constrained watershed transformation. 35 Supplementary Figure S3 shows the resulting segmentation outline, drawn in red on a SEM image (SE mode) of a slice of the pristine anode. The quality of the segmentation is demonstrated by this figure. Some accuracy of material segmentation may however remain and the error rate were estimated around 12%, which is well below standard methods, in Ref. [35].

In a second step, for the cycled electrodes, the Si particles can be distinguished from the other solid phase components (CB, CMC, buffer salts and SEI products) by thresholding of the BSE images, as shown in Supplementary Figure S4. Unfortunately, CB, CMC, buffer salts and SEI products cannot be differentiated because they exhibit similar grey values due to insufficient differences in their atomic Z-contrast. This composite phase is labelled ''Si-free solid phase'' in the present text. Finally, in order to identify precisely the silicon phase for the pristine electrode, a complementary method was used. It consists in filling the electrode pores with epoxy resin. As a result, due to the absence of void phase, Si particles can be directly distinguished by thresholding of the BSE grey level images (see Supplementary Figure S5). The volumetric distribution of the pores and Si particles in the electrode have been calculated in slices perpendicular to the x,y and z directions and then plotted as volume fraction profiles along these axes, as shown in Figure S6 for the pristine electrode. The voxel number of the identified phases is counted in each slice and divided by the slice voxel number. Their average volume fractions and relative standard deviations (RSD) are then calculated.

The Si and pore sizes (diameter) have to be measured using a dedicated mathematical morphology operation. This process consists in a combination, with successive structural elements of size n, of image erosion followed by dilation. The difference between the dilated and the initial image allows retrieving the fraction of elements of thickness 2n in the image. 36,37 In the present study, the structural element used for the Si and pore phases is a sphere.

The connectivity of an identified phase can be determined by a counting procedure detecting the 3D independent objects. 36,37 Each object, defined as a cluster of connected voxels, can then be labelled by a different grey level on resulting tomographic slices. The connectivity of the Si and pore phases is calculated in this work as the ratio of the volume of the largest cluster divided by the volume of all the clusters in the electrode.

The geometrical tortuosity of an identified phase is determined from labelled trajectories followed through the network, starting from an initial seed plane, as described elsewhere. 38 In the present case, the initial seed plane was placed near the current collector and the tortuosity is calculated through the electrode thickness. First, the voxels in the initial seed plane are labelled with distance of unity. By a recurrent process, the neighbouring voxels are then progressively labelled with their effective distance. The resulting voxel value is finally divided by the straight distance (i.e., y-position). The geometrical tortuosity has been calculated as the average of the tortuosity value along the electrode thickness (y-direction). The efficiency of this method and the influence of the calculation parameters have been recently investigated for evaluating the pore tortuosity of a LiCoO2 cathode. 39 It has been shown that this geometrical method produces results similar to the diffusion method when the total tortuosity is defined as the average of the tortuosities of each plane. In addition, the definition of the neighbouring voxel distance strongly affects the tortuosity calculation. For our analysis, the results from quasi-Euclidean and city-block as the neighbouring definition have been averaged for each voxel to estimate the tortuosity of the Si and pore phases. Note that comparison of the tortuosity values in literature shows a large dispersion, even for a same electrode material. It appears that the method used to quantify the tortuosity has a major influence on the results. Higher tortuosity values, typically between 2 and 8, are usually obtained by direct measurements such as computational fluid dynamics simulation, porosimetry measurements or electrochemical analysis (polarization-interrupt curve). Lower values, generally between 1 and 2, are determined by direct geometrical calculations (used in this paper) or finite element modelling.

Results and discussion

Electrochemical performance.-The cycling performance of the Si-based electrode is shown in Figure 1. The initial discharge capacity is 3306 mAh g -1 Si, which is close to the theoretical value (3578 mAh g -1 for Li15Si4) suggesting that nearly all the Si particles are electrochemically accessible in the composite electrode. A large capacity decay is observed during the first cycle with a 1 st charge capacity of 2645 mAh g -1 , leading to a coulombic efficiency (CE) of 80%. During the subsequent cycles, the capacity decay rate is lower and the CE tends to stabilize around 98% from the 5 th cycle. The results suggest that electrical disconnection of the Si particles related to the electrode volume change and resulting cracking is more intensive during the first charge than for the subsequent cycles. The accumulation of SEI products (e.g. Li2CO3) at the surface of the Si particles also participates in the capacity decay by obstructing the Li ions in accessing to the Si particles. 40,41 SEM-EDX analyses.-Figure 2 shows surface SEM micrographs of Si-based electrodes before cycling and after 1, 10 and 100 cycles. The pristine electrode does not display any cracks. After one cycle, many large cracks (up to 7 µm in width) are observed, resulting in the formation of separated islands of irregular shapes (20-50 µm in size). This is in accordance with our previous studies on micrometric Si/CMC/C electrodes showing that film cracking occurs during the first discharge due to its volume expansion and the cracks enlarge during the first charge due to its volume contraction. 42, 43 After 10 cycles, the surface electrode morphology has not significantly changed, confirming that its cracking mainly occurs during the first cycle. After 100 cycles, cracks are less discernible but a thick film, which could be associated with the accumulation of SEI products in the porosity of the electrode and partially filling the cracks. 40 This is confirmed by EDX mapping analyses performed on FIB ablated cross-sections of the pristine, 1 st cycle and 100 th cycle electrodes (see Figure 3). The Si particles become less discernible as the cycle number increases and are embedded in a growing film where carbon, oxygen and fluorine are detected. These elements are in agreement with the possible electrolyte degradation products such as Li2CO3, (CH2OCO2Li)2, and LiF. 44 Note that the composition and thickness of this film are affected by the storage period of the electrodes in ambient air (see Experimental section and Figure S1).

FIB/SEM analyses.-In order to characterize the microstructural evolution in the bulk of the electrodes, FIB/SEM tomography analyses have been performed on a volume of 20x8x11 µm 3 for the pristine and cycled electrodes. For the cycled electrodes, these analyses have been focused in separated islands resulting from the film cracking and thus, the large cracks observed in Figure 2 are not quantified in the present study. The acquired volume represents a tiny part of the whole electrode volume (~1mm 3 ). The volume fractions of the different phases nevertheless appear homogenous in the electrode along the three Cartesian directions and thus, the data presented hereafter are not affected by the volume size. Considering their typical sizes and the studied volume size, the Si and pores morphological parameters can be considered as statistically relevant. The pore parameters after 100 cycles however have to be considered with caution due to large typical dimensions, compared to the acquired volume.

3D views of the Si-based electrodes before cycling and after 1, 10 and 100 cycles are shown in Figure 4, where the white, grey, and transparent phases correspond to the Si particles, Si-free solid phases (i.e., CB, CMC, buffer salts and SEI products) and pores, respectively. Important changes in the electrode morphology can be observed upon cycling.

A major increase of the volume fraction of the grey phase is observed. Major changes in the volume fraction, particle size and shape of the Si phase are also observed. In order to confirm these qualitative visualizations, quantitative analyses of the main morphological characteristics of these electrodes have been performed as described below.

Si phase distribution.-The mean volume fraction of Si particles for the pristine anode is 37% (Table 1). It does not vary much along the three spatial directions (not shown see Supplementary Figure S6C), with relative standard deviations RSDx=8%, RSDy = RSDz = 5%. The Si particles are thus homogeneously distributed in the composite electrode. This can be attributed to the extended conformation of the CMC chains in the slurry that favors a homogeneous dispersion of the Si particles. 32 The Si volume fraction strongly decreases upon cycling to reach only 3% after 100 cycles (Table 1). This can be mainly explained by the continuous growth of the SEI layer upon cycling, inducing an important irreversible volume expansion of the electrode. 40 The SEI growth will be discussed in more detail below. However, due to the reaction of the SEI layer with ambient air as previously highlighted (see Figure S1), the volume fraction of Si in cycled electrodes is probably underestimated. The presence of large cracks in the analysed volume of the 100 th cycle electrode (see below) can also explain the low Si volume fraction measured for this electrode. Lastly, it is possible that some pulverized Si particles might be smaller than the FIM/SEM resolution limit (25 nm), resulting in an underestimation of the Si content at 100 cycles. We believe however that this effect is small and that we capture most of the Si particles.

The silicon-silicon connectivity (i.e. direct contact between Si particles) of the Si particles (Table 2) is 100% for the pristine electrode and is still high after the first cycle (~97%) despite the huge volume variation of the Si particles occurring during the lithiation/delithiation process. However, the present 3D analyses on cycled electrodes have been focused on separated islands resulting from the film cracking and thus, the Si-Si disconnections related to the formation of these macrocracks during the 1 st cycle (Figure 2b) are not quantified. The Si particles in the islands become almost completely separated after the 10 th and 100 th cycles with a Si-Si connectivity as low as 1% and 7%, respectively.

Note that a major decrease in the Si-Si connectivity does not mean a major loss in electrical connectivity with the carbon additive and current collector since the electrode capacity is still high at the 10 th cycle (2300 mAh g -1 , Figure 1).

The average Si phase geometrical tortuosity is estimated to be ∼1.2 for the pristine anode and increases to ∼1.4 after the first cycle (Table 2). 3D views of the Si phase tortuosity show a higher heterogeneity in the geometrical tortuosity after the first cycle (Figure 5b) compared to the pristine anode (Figure 5a), highlighting the rupture of the boundaries of some Si particles. The Si phase tortuosity was not determined for the electrodes cycled 10 and 100 times since almost all Si particles are not directly connected in these electrodes.

Si particle size (diameter)

Figure 6 shows the Si particle size distribution (PSD) curves (a) and 3D views (b) before cycling and after the 1 st , 10 th and 100 th cycle. The Si particle size in the pristine electrode typically varies from a few tens of nm to about 1.5 µm with a median size of 0.34 µm (Table 2). This result significantly differs from the PSD of the as-milled Si powder determined by a laser scattering method, which shows a particle size range between 0.1 and 100 µm with a median size of 5.6 µm (see Supplementary Figure S7). This suggests that the as-milled Si powder made of cold-welded submicrometric particles 31 are fractured during the slurry preparation. This assumption is confirmed by the laser scattering PSD analysis of the milled Si powder submitted to a subsequent milling for 1 h at 500 rpm using a Fritsch mixer as done for the slurry mixing (see Experimental section). It results in a median particle size of 0.2 µm (see Supplementary Figure S7), which is not very far from the PSD data obtained from the present 3D reconstruction analysis of the pristine electrode.

The specific surface area (SSA) of the Si phase (Table 2) is estimated to be 13.8 µm -1 (Si) which corresponds to 5.9 m 2 g -1 (Si).

As shown in Figure 6 and Table 2, a progressive decrease of the Si particle size occurs upon cycling to reach a median size of 0.14 µm after 100 cycles. This value is in agreement with the critical particle size below which cracking does not occur. 45 The progressive decrease of the Si particle size upon cycling is, however, in contradiction with acoustic emission measurements, which suggest that the Si particle cracking occurs mostly during the first cycle. 42, 46 It must however be noted that it is difficile to discriminate between intra and inter particle cracking by acoustic emission. The fact that the initial particle cracking is not discernible from the present FIB/SEM tomography analyses may also be due to the small size of the intra particle cracks. The progressive decrease of the Si particle size observed in Figure 6 may thus reflect the progressive enlargement of the particle cracks due to the growth of the SEI layer inside these cracks upon cycling. It must also be noted that the shape of the Si particles also changes with prolonged cycling. They display a nonspherical "stringy" morphology after 100 cycles, characterized for the 100 biggest particles by an axial ratio of 4.6 compared to 2.5 after 10 cycles. The particle cracking and change in shape induce a progressive increase of the SSA of the silicon phase that reaches 24.4 µm -1 (Si) after 100 cycles (Table 2). This increase should have a deleterious effect on the electrode cycle life by exacerbating SEI reactions. SEI growth.-As previously shown from cross-section SEM images and corresponding EDX mappings (Figure 3) the cycled electrodes, the electrode is progressively filled with SEI products upon cycling. This process was also confirmed from ex-situ measurements of the weight and thickness of cycled Si-based electrodes. 40 Indeed, a significant increase of the electrode weight was observed with cycling (up to 300% after 200 cycles), which is attributed to the continuous accumulation of insoluble electrolyte degradation products in the Si electrode. It is accentuated in the absence of additives in the electrolyte such as FEC or VC, which are well known to favor the formation of a more stable SEI. 40,44,47 As previously explained, the image segmentation procedure does not permit to differentiate the SEI products from the CB, CMC and salt buffer components. However, considering that the amount of CB, CMC and salt buffer is low in the pristine electrode (6 vol%) and should not vary with cycling, the major increase of the Si-free solid phase observed with cycling can be attributed to the SEI growth. This growth is however overestimated due to the contact of the samples with ambient air as previously shown (see Figure S1). As summarized in Table 1, the Si-free solid phase occupies 5460% of the electrode volume after the 1 st cycle by filling the electrode pore network. Indeed, this latter decreases to 5 vol.% compared to 57 vol.% in the pristine electrode, while the Si volume fraction is almost unchanged. The SEI volume fraction of the Si-free solid phase increases to 769% after 10 cycles, inducing an irreversible increase of the electrode volume since the Si volume fraction decreases to 17%. After 100 cycles, its volume fraction is 61%. This decrease can be explained by the accentuation of the electrode cracking, as confirmed by the increase of the pore volume fraction (36% at the 100 th cycle vs. 4% at the 10 th cycle).

Figure 7 shows the evolution upon cycling of the thickness of the Si-free solid phase around the Si particles. Assuming that the Si-free solid phase is mainly constituted of SEI products (90, 96 and +99 vol.% after 1, 10 and 100 cycles, respectively as calculated from data in Table 1), Figure 7 can be considered in first approximation as the evolution of the SEI layer thickness around the Si particles. Its thickness after the 1 st cycle varies from about 50 to 800 nm with a mean value of 250 nm. As expected, the SEI layer becomes thicker as the cycle number increases to reach a mean thickness of 450 and 850 nm after 10 and 100 cycles, respectively. For comparison, a 250 nm thick SEI layer was observed from exsitu SEM measurements of Si microwires cycled in LP30 electrolyte, but no SEI thickening was highlighted after the first 3 cycles. 48 A 200 nm thick surface film was also observed on Si nanowires after 30 cycles in LP30 electrolyte. 49 The larger thickness of the SEI layer observed here may originate from the reaction of the SEI products with ambient air prior to the FIB-SEM measurements. However, our results confirm that a major increase of the SEI layer occurs upon cycling.

Pore phase.-An accurate characterization of the pore phase is highly relevant for optimizing electrode performance. Indeed, the morphological characteristics of the pore phase affects lithium ion transport in the electrodes, which can have a significant impact on its power capability. It was also demonstrated that progressive clogging of the pores by the SEI layer growth upon cycling inhibits lithium diffusion through the Si composite electrode, which is the main cause of the capacity fade. 41 The electrode porosity is also likely to limit the electrode expansion by partially buffering the Si swelling associated with its lithiation. 43,50 Figure 8 shows the distribution curves (a) and color-scale 3D views (b) of the pore size for the electrodes before cycling and after the 1 st , 10 th and 100 th cycles. The pore volume fraction in the electrodes is presented in Table 1 and the main morphological characteristics of the pore phase are summarized in Table 3. The pore volume fraction of the pristine anode is estimated at 57% and is similar along the three spatial directions (not shown see Supplementary Figure S6D), with relative standard deviations RSDx = RSDy = RSDz = 4%. For comparison, graphite anodes in commercial Li-ion batteries have typically a porosity of 20-30%. However, they are calendered, in contrast to the present Si-based electrode. The pore size in the pristine electrode ranges from ca. 0.1 to 1.5 µm with a median size of 0.4 µm (Figure 8a). The pore size appears homogeneously distributed in the composite electrode (Figure 8b). In addition, all the pores are connected (Table 3).

From the 1 st cycle, drastic decreases in the pore volume fraction, size and connectivity are observed, reflecting the nearly complete filling of the electrode pore network by the SEI products. However, it must be exaggerated in the present case due to the reaction of the SEI products with air before the FIB-SEM analyses as previously discussed. Additionally, it must be reminded that the FIB/SEM analyses have been performed on separated islands resulting from the film cracking. As observed on the SEM images (Figure 2), these large cracks appear empty and can insure an important part of the ion transport in the electrode.

At the 100 th cycle, large pores are observed (Figure 8) with a median size of 1.75 µm, a connectivity of 65% (Table 3) and a pore volume fraction of 36% (Table 1). This can be explained by the cracking of the film islands resulting from their repeated volume expansion/contraction upon prolonged cycling likely to induce major stress in the electrode film.

Figure 9 shows, for the electrodes before cycling and after 100 cycles, colour-scale 3D and 2D views of the geometrical tortuosity through the electrode thickness, starting near the current collector towards the electrode surface. For the pristine electrode, the average tortuosity is estimated at 1.1 and is similar in the three spatial directions (not shown). However, as highlighted in 2D view (Figure 9b), higher tortuosity values (see redto-green zones) are observed behind the larger Si particles (see black zones) since they act as an obstacle, increasing the distance through the porous network. After 100 cycles, the average pore tortuosity is still low (1.0) despite the significant decrease in the pore volume fraction and connectivity (Tables 1 and3), resulting in a connected pore volume fraction of 23% compared to 57% for the pristine electrode. This can be explained by the formation of very large cracks in the film islands after 100 cycles as previously discussed. However, as shown in Figures 9c-d, local heterogeneities of the pore tortuosity are observed in pore regions (see white-to-green zones) surrounded by a large amount of SEI products (see black zones).

Conclusions

This study demonstrates that the 3D morphology of a composite Si-based anode can be described in detail by means of FIB/SEM tomography using appropriate image processing and analysing methods. As a result, key morphological parameters (volume fraction, spatial distribution, size, specific surface area, connectivity, and tortuosity) of the Si particles and pores can be determined in the three spatial directions of the electrode and their evolution with cycling can be evaluated. For the pristine electrode, it is shown that the Si and pore phases are homogeneously distributed, well connected and present a low tortuosity. The cracking of the composite film and Si particles upon cycling is highlighted. This study also confirms that it is essential to develop a more efficient electrolyte formulation than the conventional LP30 electrolyte to prevent excessive SEI formation and thus to obtain viable Si-based electrodes. Si powder (i.e., milled for 20 h using a Spex mixer) and (b) after a subsequent milling for 1 h using a Fritsch mixer as done for the electrode slurry preparation. The particle size distribution was determined in aqueous media by laser scattering method using a Mastersizer 2000 Malvern analyser.

of 25 nm 3

 3 from stacks of 440 images, corresponding to a volume of 20 x 8 x 11 µm 3 = 1760 µm 3 for all electrodes. SEM image of a FIB-sectioned electrode (uncycled) is shown in the Supplementary Figure S2. The duration for sample preparation and image acquisition was about 20 h per sample. The four electrodes were analyzed during successive days.

  3D quantitative analysis.-The spatial distribution, volume fraction, size, shape, specific surface area, connectivity, and tortuosity of the pores and solid phase components are key morphological parameters, affecting the electrode performance. Various methods, previously described in ref. 36-38, have been used in this paper to quantify these different characteristics for the Si particles and pores.

Figure captions Figure 1 .

 captions1 Figure captions

Figure 2 .

 2 Figure 2. Surface SEM images of the Si-based electrodes (a) before cycling, (b) after 1

Figure 3 .

 3 Figure 3. EDX maps of Si, C, O and F elements on FIB ablated cross-sections of the

Figure 4 .

 4 Figure 4. 3D views (volume of 20×8×11 µm 3 ) of the Si-based electrodes (a) before cycling,

Figure 5 .

 5 Figure 5. 3D views of the Si phase tortuosity for the Si-based electrode (a) before cycling

Figure 6 .

 6 Figure 6. (a) Distribution curves and (b) 3D views of the Si particle size for the electrodes

Figure 7 .

 7 Figure 7. Distribution curves of the SEI layer thickness on the Si particles after 1, 10 and

Figure 8 .

 8 Figure 8. (a) Pore size distribution curves and (b) pore size 3D views of the electrodes

Figure 9 .

 9 Figure 9. Color-scale 3D and 2D views of the pore tortuosity for the pristine electrode (a,

Fig. S5 .Fig. S6 .

 S5S6 Figure 2

Table captions Table 1 .

 captions1 Volume fractions of the different phases in the Si-based electrodes determined from 3D reconstruction of the pristine and cycled Si-based electrodes

Table 2 .

 2 Main morphological characteristics of the Si phase determined from 3D reconstruction of the pristine and cycled Si-based electrodes

Table 3 .

 3 Main morphological characteristics of the pore phase determined from 3D reconstruction of the pristine and cycled Si-based electrodes

Table 1

 1 pristine 1 st cycle 10 th cycle 100 th cycle

	Si phase	37%	35%	17%	3%
	Si-free solid phase	6%	60%	79%	61%
	Pore phase	57%	5%	4%	36%

Table 2 pristine 1

 21 

	st cycle	10 th cycle	100 th cycle

Acknowledgements

The authors thank the Natural Sciences and Engineering Research Council of Canada (NSERC) for financial support of this work. We also thank the CLYM (Centre Lyonnais de Microscopie: www.clym.fr) supported by the CNRS, the "GrandLyon" and the Rhône-Alpes Region for use of the Zeiss NVision40 FIB/SEM.

Supplementary Information