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In the frame of fusion research, the interaction of helium with various materials has been widely studied. For instance, it has been proved that He implantation in tungsten at high substrate temperature and low ion kinetic energy leads to the formation of fiber-form nanostructures, called "fuzz" [1]. It has been observed that this nanostructure is formed at a kinetic energy below the atomic displacement threshold and exhibits high porosity (90 %), which could be of great interest for various applications (light absorption, catalysis etc.). Further investigations have evidenced the formation of various porous structures on molybdenum, nickel, iron or aluminum surfaces [2]. The underlying formation mechanism seems to be related to the very particular behavior of He inside metal lattices [3]. 
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Nanofibers & nanoparticles Highly porous

For Γ He > 93 %, He ions start contributing significantly to the sputtering of Al.

High energy backscattered He atoms

The plasma regime is modified for Γ He > 93 %, influencing film morphology.

For Γ He = 100 %, He is no more efficiently inserted or it is desorbed during growth.

Proton elastic backscattering Spectrometry (PEBS)

For Γ He = 95 %, the film is rich in He.

Molecular dynamics simulations
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Al dimers and trimers are formed in the gas phase. The film is crystalline and porous. He is trapped into the pores.

Pure He plasma

Grazing incidence X-ray diffraction (GIXRD)

Al fcc crystal structure
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