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A photocatalytically active layer composed of TiO2 (Evonik P25) was successfully deposited on the macroporous (3 µm pore size) permeate side of an asymmetric porous alumina membrane with the aid of a smectite (a synthetic hectorite, Sumecton SWF) by dipping the membranes into an aqueous suspension containing P25 and the smectite. After the heat treatment at 400 C, the coated hybrid was adhered on the macroporous support enough to be applied for the photocatalytic decomposition of organics (methylene blue and phenol as model molecules) in water. The water permeance of the membranes after the coating with the P25-smectite hybrid was reduced by only 24% compared with that of the pristine membrane, showing that the advantages of the present method for the preparation of the photocatalyst layer on the surface of the macroporous alumina without significant infiltration of the suspension into the support pores. The amount of MB and phenol degraded using the P25-SWF hybrid was equal to 0.007 and 0.023 mmol.L -1 , respectively, when the reaction was carried out using the four single-channel tubular membrane reactor at transmembrane pressures of 250 mbar. The implemented photocatalytic membrane reactor can easily be up-scaled by increase the size of the membrane module, with more tubes and longer tubes (lengths up to 1 m are commercially available), paving the way to potential technological applications for the continuous treatment of polluted waters.

Introduction

The deposition of semiconductor photocatalysts on solid supports has been extensively investigated to solve environmental problems (air and water contamination) by the photocatalytic decomposition of organic compounds in gas phase thanks to the unique characteristics of photocatalytic activity and superhydrophilicity induced by UV light irradiation [START_REF] Wood | An overview of photocatalyst immobilization methods for air pollution remediation[END_REF][START_REF] Wang | Light-induced amphiphilic surfaces[END_REF][START_REF] Choi | Nanostructured titanium oxide film-and membrane-based photocatalysis for water treatment, Nanotechnology applications for clean water[END_REF] and that in aqueous solutions [START_REF] Shan | Immobilization of titanium dioxide onto supporting materials in heterogeneous photocatalysis: a review[END_REF][START_REF] Sheikh | Application of ZnO nanostructures in ceramic and polymeric membranes for water and wastewater technologies: a review[END_REF]. Various wet (e.g. dip and spin coating from slurry and suspension) and dry processes (e.g. chemical vapor deposition and sputtering) have been employed to deposit semiconductor photocatalysts on supports [START_REF] Balasubramanian | Evaluating the activities of immobilized TiO2 powder films for the photocatalytic degradation of organic contaminants in water[END_REF][START_REF] Shang | Structure and photocatalytic characteristics of TiO2 film photocatalyst coated on stainless steel webnet[END_REF][START_REF] Yu | The effect of calcination temperature on the surface microstructure and photocatalytic activity of TiO2 thin films prepared by liquid phase deposition[END_REF][START_REF] Mills | Novel TiO2 CVD films for semiconductor photocatalysis[END_REF][START_REF] Lim | Effects of substrate temperature on the microstructure and photoluminescence properties of ZnO thin films prepared by atomic layer deposition[END_REF][START_REF] Lehraki | ZnO thin films deposition by spray pyrolysis: Influence of precursor solution properties[END_REF]. Homogeneous coating of semiconductor photocatalysts has been obtained on flat and smooth surface of supports [START_REF] González | Photoactive self-cleaning polymer coatings by TiO2 nanoparticle Pickering miniemulsion polymerization[END_REF][START_REF] Cordero-Arias | Electrophoretic deposition of nanostructured-TiO2/chitosan composite coatings on stainless steel[END_REF][START_REF] Kamegawa | Superhydrophobic surfaces with photocatalytic self-cleaning properties by nanocomposite coating of TiO2 and polytetrafluoroethylene[END_REF].

Photocatalytic membrane reactor is a hybrid process coupling the separation by membrane and the degradation by heterogeneous photocatalysis supported on the membrane. Ceramic membranes are advantageously used compared with organic polymer membranes considering the degradation of the polymers under UV exposure [START_REF] Kim | Design of TiO2 nanoparticle self-assembled aromatic polyamide thin-film-composite (TFC) membrane as an approach to solve biofouling problem[END_REF][START_REF] Song | Natural organic matter removal and flux decline with PEG-TiO2-doped PVDF membranes by integration of ultrafiltration with photocatalysis[END_REF]. Ceramic separation membranes usually possess asymmetric structures with thin separative layer and macroporous support providing the required mechanical resistance. Depending on the membrane type, one or several intermediate layers are required between the separative layer and the macroporous support.

Semiconductor photocatalysts have been deposited as the separative layer or on the separative layer of alumina membranes with the average pore size in the range from 0.2 to 0.005 µm, corresponding to microfiltration or ultrafiltration membranes [START_REF] Zhang | Fabrication and characterization of silica/titania nanotubes composite membrane with photocatalytic capability[END_REF][START_REF] Choi | Sol-gel preparation of mesoporous photocatalytic TiO2 films and TiO2/Al2O3 composite membranes for environmental applications[END_REF][START_REF] Bosc | Mesoporous anatase coatings for coupling membrane separation and photocatalyzed reactions[END_REF][START_REF] Athanasekou | Very efficient composite titania membranes in hybrid ultrafiltration/photocatalysis water treatment processes[END_REF]. Both photocatalyst depositions on the macroporous support and the separative layer have also been reported [START_REF] Romanos | Double-side active TiO2-modified nanofiltration membranes in continuous flow photocatalytic reactors for effective water purification[END_REF][START_REF] Romanos | Hybrid ultrafiltration/photocatalytic membranes for efficient water treatment[END_REF][START_REF] Moustakas | Visible light active TiO2 photocatalytic filtration membranes with improved permeability and low energy consumption[END_REF].

Those membranes were used in applications of fouling prevention [START_REF] Li | Systematic evaluation of TiO2-GO-modified ceramic membranes for water treatment: Retention properties and fouling mechanisms[END_REF][START_REF] Zhang | High-performance multifunctional TiO2 nanowire ultrafiltration membrane with a hierarchical layer structure for water treatment[END_REF]. TiO2 was selected as a semiconductor photocatalyst due to potential to be used to construct photocatalytic membranes in water treatments [START_REF] Song | TiO2 nanofiltration membranes prepared by molecular layer deposition for water purification[END_REF][START_REF]Ceramic membranes photocatalytically functionalized on the permeate side and their application to water treatment[END_REF][START_REF] Choi | Nanocrystalline TiO2 photocatalytic membranes with a hierarchical mesoporous multilayer structure: synthesis, characterization, and multifunction[END_REF][START_REF] Starr | Coating porous membranes with a photocatalyst: Comparison of LbL self-assembly and plasma-enhanced CVD techniques[END_REF][START_REF] Ahmad | Well-organized, mesoporous nanocrystalline TiO2 on alumina membranes with hierarchical architecture: Antifouling and photocatalytic activities[END_REF][START_REF] Bayati | Preparation of crack-free nanocomposite ceramic membrane intermediate layers on α-alumina tubular supports[END_REF]. Another option of photocatalytic membrane is to deposit photocatalysts on a macroporous support in contact with the permeate side, which is illuminated by UV light. An additional advantage of this configuration is to post-functionalize an existing membrane as photocatalyst contactor, without modifying its separative layer, and consequently its retention performance. Few studies have focused on the deposition of TiO2 on macroporous alumina membrane supports (average pore size >3 µm) [START_REF] Zhou | New photocatalytic contactors obtained by PECVD deposition of TiO2 thin layers on the surface of macroporous supports[END_REF][START_REF] Athanasekou | Prototype composite membranes of partially reduced graphene oxide/TiO2 for photocatalytic ultrafiltration water treatment under visible light[END_REF][START_REF] Luster | N-doped TiO2-coated ceramic membrane for carbamazepine degradation in different water qualities[END_REF] because the deposition of photocatalytic layer homogeneously is difficult and infiltration of the photocatalysts inside the macropores occurs. These may cause an important loss of permeability.

Here, a new method is proposed to deposit semiconductor photocatalysts on porous supports, which is based on the simple addition of smectites in the suspension of TiO2 particles and subsequent drying of the suspension on the porous support. Smectite (a group of clay minerals) is used as the additive in the present study, which acts as a rheology controlling agent to disperse TiO2 in water and also acts as a binder upon solvent evaporation. Smectite has been used as an additive in paints due to its swelling properties by the expansion of the interlayer space in solvents (water and organic) [START_REF] Bergaya | Handbook of Clay Science[END_REF]. The hybridization of TiO2 with smectite for photocatalysts application has been reported to modify the reactions and processes [START_REF] Deepracha | Complexation of TiO2 with clays and clay minerals for hierarchically designed functional hybrids, Advanced Supramolecular Nanoarchitectonics[END_REF][START_REF] Ruiz-Hitzky | Photoactive nanoarchitectures based on clays incorporating TiO2 and ZnO nanoparticles[END_REF]. Among available smectites, a synthetic hectorite (Sumecton SWF) was used because it is relatively pure for both phase and element (chemical formula; Na0.3(Mg,Li)3Si4O10(OH)2) compared with natural smectites. The purity and finite particle size (less than 100 nm) of hectorite are important for the present study in order to minimize light scattering resulted from the particles and no un-wanted absorption of light by the impurities. Herein, the hectorite (Sumecton SWF) was chosen as the additive by taking advantages of the rheological and structural characteristics in order to deposit semiconductor photocatalysts (TiO2 particles) on macroporous support for the construction of photocatalytic membranes.

The deposition of the photocatalyst layer was done by dipping flat or tubular macroporous alumina membranes into the aqueous suspension containing TiO2 and the hectorite. The permeate flow measurements were performed for measuring the water permeability change of the membranes after their functionalization. The TiO2-hectorite hybrid coated on the alumina support was applied as the photocatalytic membrane to assess the decomposition of organics (e.g. dye and phenol) in contaminated water.

Experimental

Materials

TiO2 (Evonik P25) with the average primary particle size of 21 nm and the specific surface area (BET) of 50 ± 15 m 2 /g was purchased from Aerosil Co., Ltd. A synthetic hectorite (Sumecton SWF) was kindly donated from Kunimine Industrial Co., Ltd. The cation exchange capacity of the hectorite is 70 mequiv/100 g of clay. Methylene blue and phenol were purchased from Aldrich Co., Ltd. All the chemicals were used without further purification.

The used alumina microfiltration membranes were supplied by Fraunhofer Institute for Ceramic Technologies and Systems (IKTS), Germany. They exhibited an asymmetric structure consisting of the macroporous support with the average pore size of 3 µm, the intermediate layer with the average pore size of 0.8 µm and the separative layer with the average pore size of 0.2 µm.

Two types of membranes were used; (1) alumina disk with the diameter of 4.7 cm and the overall thickness of 1 mm and (2) alumina tube with the length of 20 cm, inner diameter of 0.7 cm and outer diameter of 1 cm, the separative layer being local in the internal side of the tube. Here, microfiltration membranes were selected because of their higher permeability compared with that of ultrafiltration or nanofiltration membranes with the same macroporous support while accompanying more intermediate layers and a mesoporous or microporous separative layer. Thus, the expected change of the water permeance before and after the coating is more important for microfiltration membranes.

Preparation and characterization of photocatalytic membrane

The photocatalytic membranes were prepared by dipping the alumina support into the aqueous suspension containing P25 and the hectorite (SWF) at 1 to 10 of SWF to P25 mass ratio with fixing the withdrawal rate of 1 cm.min -1 . In the case of the flat membrane, the side corresponding to the separative layer was temporary protected by a sticky film for avoiding any deposition or infiltration from that side during the dip-coating stage. For the tubular membranes, the tube ends were temporary closed for the same reason. After deposition, the functionalized membranes were dried at room temperature for one day and then thermally treated up to 400°C for one hour for mechanically stabilizing the deposit. Scanning electron microscope (SEM, S-4800 Hitachi) was used to observe the morphology of the deposited layer of hybrid on the alumina support. For some structural characterization, analogous powder sample was prepared by pouring a hybrid suspension with the volume fraction of P25 in the suspension of 0.35 % in a beaker.

Resulting powder after drying and heating at 400 °C was characterized by nitrogen adsorptiondesorption at 77 K using an ASAP 2020 apparatus (Micromeritics). The sample was degassed at 250 °C under vacuum before the adsorption-desorption measurements. The mesopore size distribution was determined by the BJH method from the absorption isotherm. The mercury porosimetry (a model of Micromeritics' AutoPore IV 9500 Series) was also used to complete the porosity analysis of the hybrid powder.

Evaluation of the photocatalytic activity with the membrane reactors

The procedure to evaluate the performance of the photocatalytic membrane was previously developed where the photocatalytic performance was determined as the specific degradation rate, δ, corresponding to the number of mole of compound degraded by unit of membrane area and unit of time (mol.m -2 s -1 ) [START_REF] Athanasekou | Very efficient composite titania membranes in hybrid ultrafiltration/photocatalysis water treatment processes[END_REF][START_REF] Ahmad | Well-organized, mesoporous nanocrystalline TiO2 on alumina membranes with hierarchical architecture: Antifouling and photocatalytic activities[END_REF]. Briefly, the experiment was done by using the diffusion cell reactor (Figure 1), where the feed side was filled with the aqueous MB solution (concentration = 10 -4 M), while the reception side was filled with pure water. The methylene blue (MB), used as a model molecule, was diffused from the feed side through the membrane (flat membrane coated on the permeate side with P25-SWF) and degraded at the permeate side, where the UV light was irradiated. The measured irradiance from the UV lamp on the functionalized side of the membrane was of 35 W.m -2 . The MB concentration in the reception tank was measured by colorimetry at wavelength = 664 nm.

The up-scalable membrane reactor (Figure 2) has specifically been developed in the present study for evaluating the reaction efficiency of the tubular membranes in the operation from the expectation to utilize in practical applications for wastewater treatment after up-scaling. The schematic diagram and the photographs of the designed membrane reactor are shown in Figure 2. where J is permeate flux, is dynamic viscosity of water, D is the intrinsic permeability of the porous membrane, L is the membrane thickness, ΔP is transmembrane pressure, and Pe is the water permeance.

The amount of MB degraded can be estimated from the specific degradation rate of MB determined in the diffusion cell reactor and the permeate flux at an applied transmembrane as following equation;

Equation (2) ∶ 𝑀𝐵 𝑑𝑒𝑔𝑟𝑎𝑑𝑒𝑑 = δ 𝑃𝑒𝑟𝑚𝑒𝑎𝑡𝑒 𝑓𝑙𝑢𝑥

Results and discussion

Functionalization of the alumina membranes

TiO2 (P25, Evonik) was used as the photocatalyst for the construction of photocatalytic membrane due to its high efficiency for the photocatalytic decomposition of organics [START_REF] Gaya | Heterogeneous photocatalytic degradation of organic contaminants over titanium dioxide: a review of fundamentals, progress and problems[END_REF]. Without additive, the presence of P25 particles on the top surface of macroporous alumina support was observed after dipping the support into the P25 suspension (Figure 3a). On the other hand, when a smectite (synthetic hectorite; Sumecton SWF, hereafter abbreviated as SWF) was added into the P25 suspension, the homogeneously continuous layer of P25-SWF hybrid film was obtained on the macroporous alumina support (Figure 3b). When SWF was added into the P25 suspension, the viscosity of the suspension increased because of the swelling of SWF. Thanks to the suspension stability, homogenous films of smectite with various thicknesses have been prepared by drying the aqueous suspension of smectite on supports [START_REF] Kotov | Mechanism of and defect formation in the self-assembly of polymeric polycation-montmorillonite ultrathin films[END_REF][START_REF] Ogawa | Oriented microporous film of tetramethylammonium pillared saponite[END_REF] as well as by other sophisticated methods including Langmuir-Blodgett [START_REF] Inukai | Preparation of the Langmuir-Blodgett film of a clay-alkylammonium adduct and its use as a barrier for interlayer photoinduced electron transfer[END_REF] and layer-by-layer deposition techniques [START_REF] Zhou | Layer-by-layer assembly of ultrathin films of hemoglobin and clay nanoparticles with electrochemical and catalytic activity[END_REF][START_REF] Zhou | Preparation and functionality of clay-containing films[END_REF]. It is thought that the probability of the viscous suspension containing P25 and SWF to be infiltrated into the pores of the membrane support was lower than that of the P25 suspension without the addition of SWF, leading the homogeneous coating of the hybrid layer on the macroporous alumina support after the drying.

The mass ratio of SWF to P25 was fixed at 1 (SWF) : 10 (P25) based on the previous studies on the hybridization of TiO2 and smectite film [START_REF] Deepracha | Synergy effects of the complexation of a titania and a smectite on the film formation and its photocatalyst'performance[END_REF][START_REF] Goto | Visible-light-responsive photocatalytic flow reactor composed of titania film photosensitized by metal complex-clay hybrid[END_REF], in which the optimum amount of smectite in the hybrid was shown to depend on the particle size of TiO2. Accordingly, the increase of the SWF content was not examined further to control the viscosity of the suspension in the present study. The volume fraction of P25 in the suspension varied to control the thickness of the coating. The correlation between the thicknesses of P25-SWF hybrid coated on the porous alumina support and the volume fraction of P25 in the suspension is shown in Figure 4. The thickness of P25-SWF hybrid increased from 4 µm to 23 µm with increasing the volume fraction of P25 in the suspension from 0.35 to 1.5 %. However, cracking at the surface was found for the coating from 0.75 % and 1.5 % of the volume fraction of P25 in the suspension giving rise to the thicker layers. This phenomenon is due to the development of mechanical stresses across thick porous layers during their drying [START_REF] Brinker | Sol-gel science: the physics and chemistry of sol-gel processing[END_REF].

The volume fraction of solids in the suspension (more than 40%) is required to achieve high viscosity based on the theoretical prediction from a viscosity-concentration behavior [START_REF] Farris | Prediction of the viscosity of multimodal suspensions from unimodal viscosity data[END_REF].

Thanks to the smectite, the smaller amount of TiO2 (0.35% of volume fraction of P25 in the suspension) was enough to obtain the TiO2 precursor for coating. The present methodology provides an option to control viscosity of the suspension for coating the continuous layer of semiconductor nanoparticles on the macroporous support thanks to the rheological characteristics (swelling properties in water) of smectites. In addition, the eco-friendly materials/method (nontoxic of smectite and no organic solvents for the preparation), as well as the thermal/chemical/mechanical resistances from the robustness of the inorganic-inorganic hybrids, are beneficial aspects for practical uses.

Based on the homogeneity with very limited cracking at the coating surface, the hybrid layer with thickness of 4 µm on the macroporous alumina, prepared at the volume fraction of P25 in the suspension of 0.35 %, was selected to examine the further experiment for evaluation of the photocatalytic efficiency in the membrane reactors. The equivalent powder was used for characterizing the pore size of this hybrid material. Broad pore size distribution in the range of few nm to a hundred nm with the maximum pore diameter of 70 nm was shown by the nitrogen adsorption-desorption isotherms. (The isotherms are shown in Figure S2.) The existence of such mesopores with the range of size distribution as well as the absence of the additional pores with larger size was confirmed by mercury porosimetry (Figure S3). The selection of microfiltration membranes was made to better estimate the change of permeability after coating. However, in order to avoid any damageable internal fouling of the membrane in operation, ultrafiltration and nanofiltration membranes (with an average pore size less than that of the photocatalytic layer, i.e. 70 nm) should be preferred. Such membranes exhibit much lower permeability thus limiting the contribution of the added active layer to the overall drop pressure across the membrane. Moreover, the developed method should easily be adapted for microfiltration membranes by adding poreforming agents in the hybrid suspension in order to generate larger and interconnected pores in the deposited photocatalytic coating. 

Assessment of the photocatalytic efficiency of the functionalized membranes

The efficiency of the layer of P25-SWF hybrid with thickness of 4 µm on a flat membrane was examined using the diffusion cell reactor, cyclic irradiation periods and by measuring the evolution of the MB concentration in the reception tank (Figure 5). The procedure to evaluate the efficiency of photocatalytic membrane was developed by conducting the degradation reaction of organic dissolved in water (methylene blue, MB commonly used as a model organic molecule) in the diffusion cell with two compartments separated by the membrane [START_REF] Athanasekou | Very efficient composite titania membranes in hybrid ultrafiltration/photocatalysis water treatment processes[END_REF][START_REF] Ahmad | Well-organized, mesoporous nanocrystalline TiO2 on alumina membranes with hierarchical architecture: Antifouling and photocatalytic activities[END_REF]. The amount of a model organic (MB) degraded per unit area of photoactive surface and per unit time is defined as the specific degradation rate (δ). The evaluated specific degradation rate, δ, can be used in order to estimate the size and working conditions for further development on implementation of photocatalytic membranes in an up-scalable membrane reactor for practical application in wastewater purification.

The UV light was irradiated at the permeate side, where the layered hybrid of P25-SWF was coated on the alumina support. The specific degradation rate (δ) of MB using the P25-SWF hybrid was calculated to 2×10 -8 mol.s -1 .m -2 . Despite the presence of photocatalytically inactive component (SWF), this value is comparable with the specific degradation rate of MB that was previously reported for other photocatalytic membranes (Table S1) [START_REF] Song | TiO2 nanofiltration membranes prepared by molecular layer deposition for water purification[END_REF][START_REF] Naszályi | Sol-gel-derived mesoporous SiO2/ZnO active coating and development of multifunctional ceramic membranes[END_REF][START_REF] Djafer | Robust synthesis and performance of a titania-based ultrafiltration membrane with photocatalytic properties[END_REF][START_REF] Bosc | A simple route for low-temperature synthesis of mesoporous and nanocrystalline anatase thin films[END_REF]. A decreased efficiency of the photocatalytic decomposition of stearic acid was observed when the SiO2 was used as the binder to deposit TiO2 on the support [START_REF] Bosc | Mixed TiO2-SiO2 mesostructured thin films[END_REF]. The pH of MB solution after the reaction was around 5, which indicated that the adsorption of MB on P25 and the alumina was not plausible because the surface of P25 and alumina are positively charged under the examined conditions. The decomposition of MB could be affected by the adsorption of MB on the smectite (SWF) because the enhanced decomposition of MB by the hybridization of smectite with TiO2 as the hybrid film was previously reported [START_REF] Deepracha | Synergy effects of the complexation of a titania and a smectite on the film formation and its photocatalyst'performance[END_REF], where the observed efficient decomposition was explained by the attractions between MB and P25. 

Implementation of the up-scalable photocatalytic membrane reactor with four singlechannel tubular membranes for wastewater purification

The suspension containing P25-SWF hybrid at 1 to 10 of SWF to P25 mass ratio was used to be coated on the permeate side of four tubular membranes. These membranes were placed in the membrane reactor in order to examine the decomposition of MB and phenol. The liquid velocity inside the loops being fixed at 1 m.s -1 , a turbulent flow was expected in the tubes from the estimation of Reynolds number (ca. 8000). The heat treatment of the pristine membranes under the identical conditions for the membranes coated with the hybrid was done to remove contaminants before measuring the permeate flux. The measured permeate flux of water for the membranes coated with the P25-SWF hybrid decreased if compared with that before the coating as shown in Figure 6a (red square). The water permeances were 182 and 138 L.m -2 .h -1 .bar -1 for the membranes before and after the coating with the hybrid, respectively, as determined from the slope of the linear correlation. The intrinsic membrane permeability D for the membranes before and after the coating with the hybrid was determined to 1.52×10 -15 and 1.16×10 -15 m 2 , respectively, using the Darcy's equation (equation 1).

The viscosity of the water flowed inside the tubular membrane is one of the parameters to affect the permeate flux. Viscosity of water strongly depends on temperature. The temperature of water at the permeate and retentate sides was measured during the operation, before and after UV irradiation in order to observe the change of permeate flux along the operation time (Figure 6b).

The temperature of pure water at the retentate side (water flowing inside the tubular membrane) changed from 25 to 30 o C with longer operation time until 240 min. However, the permeate flux (slope of amount of water at permeate side versus time) was slightly changed from 22 to 24 L . m - Table 1 shows the reported water permeance using various TiO2 based membranes. The significant decrease of the water permeance after the coating of TiO2 on the separative layer (pore size < 0.2 µm) of the alumina membranes was observed [START_REF] Djafer | Robust synthesis and performance of a titania-based ultrafiltration membrane with photocatalytic properties[END_REF][START_REF] Grilli | Surface characterisation and photocatalytic performance of N-doped TiO2 thin films deposited onto 200 nm pore size alumina membranes by sol-gel methods[END_REF][START_REF] Choi | Photocatalytic TiO2 films and membranes for the development of efficient wastewater treatment and reuse systems[END_REF][START_REF] Ma | Integration of separation and photocatalysis using an inorganic membrane modified with Si-doped TiO2 for water purification[END_REF][START_REF] Zhang | Grafted multifunctional titanium dioxide nanotube membrane: separation and photodegradation of aquatic pollutant[END_REF]. Permeability of membrane depends on the porosity of membrane. A significant loss of the permeability (40-80%) was previously observed, which was explained by the reduction of the porosity from plugging of TiO2 into the pore of the alumina membranes. In contrast, a lower loss of water permeance (24%) was here observed for the hybrid coated on the macroporous alumina membrane. This indicates the advantage of the present method to coat TiO2-based layer on the macroporous alumina support without important penalizing effects in terms of permeate flow decrease by minimizing the change of membrane porosity from the infiltration of the TiO2 suspension into the pore of alumina. In addition, the role of the separative layer acting as the separation unit was not disturbed. Such a limited change of the permeability after the coating is beneficial in terms of process operation to reach the targeted permeate flux at low transmembrane pressure. Table 1. Comparison of measured water permeance using different TiO2 membranes.

Sample

Water permeance / L.m -2 .h -1 .bar -1

Loss of water permeance (%)

Ref.

Before coating After coating TiO2 film on alumina membrane (pore size = 0.2 µm) from commercial hydrosol S5-300B 1800 150 92 [START_REF] Djafer | Robust synthesis and performance of a titania-based ultrafiltration membrane with photocatalytic properties[END_REF] N doped TiO2 film on alumina membrane (pore size = 0.2 µm) 3800 1600 58 [START_REF] Grilli | Surface characterisation and photocatalytic performance of N-doped TiO2 thin films deposited onto 200 nm pore size alumina membranes by sol-gel methods[END_REF] TiO2 film on alumina membrane (pore size = 0.1 µm) 11 6.71 39 [START_REF] Choi | Photocatalytic TiO2 films and membranes for the development of efficient wastewater treatment and reuse systems[END_REF] Si doped TiO2 film on alumina membrane (pore size = 0. Based on the previously estimated specific degradation rate of MB (δ = 2×10 -8 mol.s -1 .m - 2 ) using the P25-SWF hybrid in the diffusion cell reactor, the degraded amount of MB could be equal to 0.7 ppm (2.1×10 -6 mol.L -1 ) from the calculation using the equation ( 2) for an applied transmembrane of 250 mbar with the permeate flux of 34.5 L.m -2 .h -1 (determined by the slope of the alumina coated with the hybrid in Figure 6a).

As shown in Figure 7a, the decrease of MB concentration at the feed tank from 9 ppm to 8 ppm at permeate before turning on the UV light may be explained by the adsorption of MB (positively charged dye) on the SWF (negatively charged layer). The decrease of MB concentration after turning on UV light in a cycle for 1 h from 8 to 6 ppm indicated that the MB was decomposed by the active species generated on P25 under the UV light irradiation. The degraded amount of MB after the UV irradiation for 1 h was equal to 2.1 ppm (6.4×10 -6 mol.L -1 ) when the reaction was conducted at transmembrane pressures of 250 mbar. The amount of MB degraded in the up-scalable membrane reactor is thus higher than the expected amount of MB degraded from the estimation of the result in diffusion cell reactor (2.1×10 -6 mol.L -1 ). Efforts to use the similar emission spectra of the UV lamps (315-400 nm) in both diffusion cell and upscalable membrane reactors have been made in order to minimize the effects of the different absorption of UV light by the P25 from the different wavelength. However, other factors such as irradiance and reaction conditions in both reactors were not identical to unable a direct comparison of the photocatalytic performance.

The linear relationship between the amount of MB degraded versus the permeate flux (Figure 7b) indicated that the MB decomposition depends on the probability of contact between MB molecule and active species created at the surface of the P25 nanoparticles. From the permeate flux of 34.5 L.m -2 .h -1 at the applied transmembrane pressure of 250 mbar and the thickness of the photocatalytic layer of 4 µm, the residence time of the MB molecules in this layer was calculated to be only 0.42 second. It must be added that only a few micrometers of the titania-based films, in depth from the UV-irradiated surface, are expected to be photocatalytically active [START_REF] Chen | Effect of mass transfer and catalyst layer thickness on photocatalytic reaction[END_REF]. Finally, the estimated size of the MB molecules (less than 2 nm) is very small in comparison with the pore size of the active layers (70 nm). All these factors can explain that only some part of the MB molecules crossing the membrane were photodegraded.

The photocatalytic reaction occurred without any loss the efficiency from leaching of the P25 particles from the alumina support, which referred to the adhesion of the continuous layer of P25-SWF hybrid with the alumina support was strongly enough for the reaction under operating conditions (applying transmembrane pressure). It is confirmed by the presence of similar thickness of layer of hybrid (4 µm) on the macroporous alumina support after use for two months in the membrane reactor, which is seen in the SEM images (Figure 7c). Phenol was selected as another model organic molecule in contaminated water. The degraded amount of phenol after UV irradiation for 1 h was equal to 2.4 ppm, when the reaction was conducted at the transmembrane pressures of 250 mbar (Figure 8a). Based on the previous studies [START_REF] Djafer | Robust synthesis and performance of a titania-based ultrafiltration membrane with photocatalytic properties[END_REF], the specific degradation rate using the diffusion reactor for MB and phenol was estimated at the similar value. The estimated value of specific degradation rate of phenol is assumed to be 2.1×10 -6 mol.L -1 (0.2 ppm), which is very close to the degraded amount of phenol (2.4 ppm) observed at the transmembrane pressures of 250 mbar in the present study. Any organic by-products after the photodegradation of phenol using the P25-SWF hybrid were not detected in the permeate by GC-MS (Figure 8b). Phenol has been detected in groundwater (the range of 1 to 10 ppb), in rain (0.075-1.2 ppb), industrial rivers in the United States (5 ppb) [START_REF] Crawford | Toxicological Profile for Phenol[END_REF], and in drinking water (0.5 ppb) according to EU directive [START_REF] Kochana | A critical view on the phenol index as a measure of phenol compounds content in waters. Application of a biosensor[END_REF]. The amount of phenol degraded at varied initial concentration of phenol in the feed was examined (Figure 8c). The experiment at very low concentration of phenol in ppb could not be done at present due to the detection limit (around 100 ppb) of the liquid chromatography. However, the mineralization of phenol contaminated in natural water may be possible because the higher percentage of phenol removal at lower initial concentration of phenol was observed (Figure 8d). Furthermore, the implemented photocatalytic membrane reactor can be easily up-scaled by increase the size of the membrane module, with more tubes and longer tubes (lengths up to 1 m are commercially available), paving the way to potential technological applications for the continuous treatment of polluted waters.

Conclusions

The method to deposit a photocatalyst layer on a macroporous material with the aid of a smectite, was developed. By taking advantage of swelling properties of the smectite in water, the deposition of P25 and SWF hybrid was successfully achieved on the macroporous alumina support (3 µm pore size) without significant infiltration by dipping the alumina into the aqueous suspension containing P25 and SWF. The hybrid film (4 µm of thickness) coated on the porous alumina was used as the photocatalytic membrane to examine the decomposition of organics (e.g. dye and phenol) contaminated water using the membrane reactors. The amount of phenol degraded using the P25-SWF hybrid was equal to 0.023 mmol.L -1 , when the reaction was carried out using an easily up-scalable photocatalytic membrane reactor with four single-channel tubular membranes at transmembrane pressures of 250 mbar. The present method is applicable for the construction of photocatalytic ultrafiltration and nanofiltration ceramic membranes to be used for water polishing with in an up-scalable continuous flow membrane reactor. 
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 8 Figure 8. (a) Phenol concentration in the permeate with the photocatalytic membrane reactor

  the highest efficiency of phenol degradation is observed in the present study using the P25-SWF hybrid. It can be due to the homogenous deposited film formed with P25 titania nanoparticles known as a very efficient catalyst.

Table 2

 2 

shows the reported efficiency of the photocatalytic phenol degradation using the different types of photocatalysts deposited on membranes as supports. If compared with the

Table 2 .

 2 Photocatalytic degradation of phenol using the different photocatalysts deposited on supports as the photocatalytic membrane.

	Sample	Preparation	Permeance	Amount of phenol	Ref.
			(L.m -2 .h -1 .bar -1 )	decomposed in an	
				hour (mmol.L -1 )	
	TiO2 film on alumina	Dipping the	150	0.0008	[49]
	membrane from	membrane into the			
	commercial hydrosol S5-	aqueous suspension			
	300B				
	Carbon nitrile on	Drying the solution	264	0.006	[59]
	polyethersulfone	containing carbon			
	membrane	nitrile and polymer to			
		produce flat sheet			
		membrane			
	TiO2 deposited on	Immerging	-	0.005	[60]
	polypropylene membrane	polypropylene into			
		the dispersion of TiO2			
	Carbon nitrile on	Drying the solution	22	0.006	[61]
	hydrophilic surface	containing carbon			
	modified	nitrile and polymer to			
	polyethersulfone	produce flat sheet			
	membrane	membrane			
	P25-SWF hybrid coated	Dipping the	138	0.023	This
	on alumina membrane	membrane into the			work
		aqueous suspension			
	CRediT				
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h -1 . So, the change of the permeate flux in longer operation time was not concerned.
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Appendix A. Supplementary data N2 adsorption-desorption isotherms and BJH pore size distribution of the equivalent powder of hybrid. The pore size distribution of the equivalent powder of hybrid observed by mercury porosimetry.