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The influence of the gasification temperature and Equivalence Ratio (ER) on the behavior of an industrial low-grade Solid Recovered Fuel (SRF) was investigated in an air bubbling fluidized bed. The studied SRF exhibits an intermediate composition between biomass-rich SRF and plastic-rich SRF. Its Lower Heating Value (14 MJ/kg) is low since its ash content is very high (35 wt.%). But surprisingly, the Cold Gas Efficiency and the Carbon Conversion were relatively high with this type of low-grade SRF. As a result, the syngas produced is quite rich (LHV > 8 MJ/m 3 STP) and it may be valorized in gas engines. H2S, HCl, HCN and NH3 in the syngas were analyzed. These results confirm that inorganic gases are an important issue for the valorization of SRF as fuel in gasification processes, even if significant parts of S, N and Cl are not converted into inorganic gases.

Introduction

The worldwide production of Municipal Solid Waste (MSW) is estimated around 2.01 billion tons per year, and around 70% of waste is disposed in landfill sites or openly dumped in natural sites [START_REF] Kaza | What a waste 2.0: A global Snapshot of Solid Waste Management to 2050[END_REF]. This alarming situation creates catastrophic issues of air, soil, and water pollution affecting human health as well as flora and fauna life [START_REF] Kang | Characterizing the implications of waste dumping surrounding the Yangtze River economic belt in China[END_REF][START_REF] Hafeez | Waste dumping sites as a potential source of POPs and associated health risks in perspective of current waste management practices in Lahore city, Pakistan[END_REF]. It must prompt the society, starting with the scientific community, to react in order to improve and promote the collection, the recycling and the valorization of wastes [START_REF] Rego | Diarrhoea and garbage disposal in Salvador, Brazil[END_REF][START_REF] Kupchik | Solid Waste, Air Pollution and Health[END_REF][START_REF] Triassi | Environmental Pollution from Illegal Waste Disposal and Health Effects: A Review on the "Triangle of Death[END_REF][START_REF] Plaza | How are garbage dumps impacting vertebrate demography, health, and conservation?[END_REF][START_REF] Schweitzer | Chapter 3.6 -Water Contamination and Pollution[END_REF][START_REF] Lebreton | Evidence that the Great Pacific Garbage Patch is rapidly accumulating plastic[END_REF][START_REF] Haward | Plastic pollution of the world's seas and oceans as a contemporary challenge in ocean governance[END_REF]. While the most efficient solution would consist in the reduction of waste generation, this latter is unfortunately expected to increase to reach 3.4 billion tons per year by 2050 [START_REF]Solid Waste Management[END_REF]. Therefore, new efficient valorization routes must be developed.

Solid recovered fuels (SRFs) can be produced by sorting different waste streams and appear as one of the promising solutions to improve waste management [START_REF] Martignon | Trends on use of solid recovered fuels[END_REF]. SRFs consist of a mixture of different non-hazardous and non-recyclable solid waste fractions, such as plastics, textiles, tires, paper and carton, biomass waste, or sludge [START_REF] Vonk | Analysis of pollutants in the product gas of a pilot scale downdraft gasifier fed with wood, or mixtures of wood and waste materials[END_REF]. Consequently, SRFs are very complex and heterogeneous materials, and the proportion of each fraction can vary significantly depending on the waste origin, the season, the waste sorting plant, and the SRF production technique. SRFs represent a significant fuel resource, with a potential estimated at 70 million tons per year in Europe [START_REF]Combustibles solides de récupération (CSR) -Caractérisation et évaluation de leurs performances en combustion[END_REF]. This resource represents 25-35 Mtep of primary energy, i.e. approximately 2 % of the consumption in Europe [START_REF]Consommation d'énergie primaire -Eurostat[END_REF]. SRFs are complex heterogeneous fuels. Therefore, a rigorous definition of SRF characteristics is difficult to provide, which hinders the development of suitable valorization processes. Currently, SRFs are mainly used as a fuel in cement kiln, but other energetic valorizations are expected to be developed.

Thermochemical processes, such as incineration and gasification, are efficient ways for the management of municipal wastes [START_REF] Brunner | VI.3 -Thermal waste treatment -a necessary element for sustainable waste management[END_REF][START_REF] Porteous | Why energy from waste incineration is an essential component of environmentally responsible waste management[END_REF], as they allow the decomposition of contaminants and the concentration of some inorganic species in the ashes [START_REF] Arena | Process and technological aspects of municipal solid waste gasification. A review[END_REF]. In the gasification process, the solid fuel is partially oxidized at high temperature (800-1000 °C) using a gasifying agent (air, steam, O2 or CO2). This process results in the production of syngas, composed of a mixture of H2, CO, CO2, CH4, and CnHm having high calorific value. One of the most important advantage of gasification over combustion is the different applications existing for the syngas.

Depending on its purity, syngas can be used as a fuel in different power generator systems (gas engine, gas turbine, fuel cell), or as a precursor for gaseous fuels (H2, CH4) or liquid fuels synthesis [START_REF]Enerkem produces renewable alternative solution to diesel fuel[END_REF][START_REF] Barba | Europe move towards industrialization of 2G biomethane from biomass gasification and methanation[END_REF]. Different gasification technologies have been developed. Among them, fluidized bed reactor is the most adapted for waste valorization at medium-scale (1 to 100 MW), due to the efficient flow mixing between reactants, the carefully controlled temperature, the high heat transfer performance, and the large operating flexibility. Indeed, fluidized bed reactor can be operated for the gasification of fuel having different properties [START_REF] Ramos | Co-gasification and recent developments on waste-to-energy conversion: A review[END_REF][START_REF] Sansaniwal | Recent advances in the development of biomass gasification technology: A comprehensive review[END_REF], such as meat waste and wastewater treatment sludge [START_REF] Campoy | Gasification of wastes in a pilot fluidized bed gasifier[END_REF], tires [START_REF] Karatas | Experimental results of gasification of waste tire with air in a bubbling fluidized bed gasifier[END_REF][START_REF] Xiao | Low-temperature gasification of waste tire in a fluidized bed[END_REF], poultry fuel [START_REF] Gregorio | The effect of ash composition on gasification of poultry wastes in a fluidized bed reactor[END_REF], plastic wastes [START_REF] Mastellone | Co-gasification of coal, plastic waste and wood in a bubbling fluidized bed reactor[END_REF][START_REF] Arena | Energy generation by air gasification of two industrial plastic wastes in a pilot scale fluidized bed reactor[END_REF][START_REF] Wilk | Co-gasification of Plastics and Biomass in a Dual Fluidized-Bed Steam Gasifier: Possible Interactions of Fuels[END_REF] etc. For this reason, fluidized bed gasifiers have been used in the past ten years for the gasification of SRFs [START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF], these materials being very heterogeneous in terms of composition. The LHV of SRF can significantly vary depending on the waste origin and the SRF production method. The valorization of low-grade SRF by gasification process can be impeded if the syngas LHV is too low to be valorized in a gas engine. The presence of pollutants in the syngas (tar, inorganic gases, and particulate matter) also jeopardizes its valorization since it increases the syngas purification cost [START_REF] Milne | Biomass Gasifier Tars: Their Nature, Formation and Conversion[END_REF].

The pollutants content in syngas strongly depends on the gasification conditions and on the initial fuel composition [START_REF] Vonk | Comparative analysis of wood and solid recovered fuels gasification in a downdraft fixed bed reactor[END_REF]. For waste gasification, the tar content was proved to be slightly higher than for biomass gasification [START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Arena | Gasification of a solid recovered fuel in a pilot scale fluidized bed reactor[END_REF][START_REF] Recari Ansa | Gasification of biomass and solid recovered fuels (SRFs) for the synthesis of liquid fuels[END_REF][START_REF] Lardier | Gas and Bed Axial Composition in a Bubbling Fluidized Bed Gasifier: Results with Miscanthus and Olivine[END_REF][START_REF] Horvat | Tars from Fluidized Bed Gasification of Raw and Torrefied Miscanthus x giganteus[END_REF][START_REF] Valin | Fluidized bed air gasification of solid recovered fuel and woody biomass: Influence of experimental conditions on product gas and pollutant release[END_REF]. For this reason, tar removal processes are required before valorizing syngas in gas engines. During waste gasification, the inorganic gases concentration can be significantly higher than that obtained in syngas from biomass due to the high contents in nitrogen, chlorine, and sulphur species initially contained in the waste. Inorganic gases could lead to corrosion and clogging problems in the gasification process, to the poisoning of the catalysts used for syngas cleaning and upgrading, to acid rains [START_REF] Woolcock | A review of cleaning technologies for biomass-derived syngas[END_REF][START_REF] Torres | Hot Gas Removal of Tars, Ammonia, and Hydrogen Sulfide from Biomass Gasification Gas[END_REF][START_REF] Asadullah | Biomass gasification gas cleaning for downstream applications: A comparative critical review[END_REF],

and also to combustion issue if syngas is burnt in a gas engine [START_REF] Jenbacher | Fuel gas quality[END_REF]. The main inorganic gases contained in syngas are H2S (100-30000 ppm), HCl (1-500 ppm), NH3 (500-14000 ppm) and HCN [START_REF] Milne | Biomass Gasifier Tars: Their Nature, Formation and Conversion[END_REF][START_REF] Gupta | Desulfurization of syngas in a transport reactor[END_REF][START_REF] Lee | A thermodynamic study of the removal of HCl and H2S from syngas[END_REF][START_REF] Tijmensen | Exploration of the possibilities for production of Fischer Tropsch liquids and power via biomass gasification[END_REF][START_REF] Chiche | Synthesis Gas Purification[END_REF][START_REF] Kaufman Rechulski | Sulfur containing organic compounds in the raw producer gas of wood and grass gasification[END_REF]. Their content must be drastically reduced to reach the standards required for syngas valorization. For this reason, the measurement of the inorganic gases concentration in syngas from SRF must be accurately carried out.

In the literature, different methods have been explored to analyze inorganic gases in syngas.

Most of them consists in the absorption of inorganic gases in impingers filled with different solutions which are then analyzed. The composition of the absorbing solutions as well as the analytical tools are different in the studies reported in the literature [START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF][START_REF] Arena | Fluidized bed gasification of industrial solid recovered fuels[END_REF][START_REF] Wilk | Conversion of fuel nitrogen in a dual fluidized bed steam gasifier[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Berrueco | Pressurized gasification of torrefied woody biomass in a lab scale fluidized bed[END_REF]. Indeed, H2S, NH3, HCN and HCl after absorption and under ionic state can be analyzed by ion chromatography, potentiometry, iodometry, ion electrophoresis, or indophenols blue absorption spectrophotometry [START_REF]Gas analysis in gasification of biomass and waste -Guideline report Document 1[END_REF]. Syngas can be analyzed on-line (by IR based spectroscopy) but these methods are hardly quantitative due to important artefacts coming from H2O and CO2.

Sulphur gases can also be directly analyzed by gas chromatography equipped with a PoraPLOT U column and Thermal Conductivity Detector (TCD), but this technique suffers from relatively high detection limit (around 1 ppm) [START_REF]Gas analysis in gasification of biomass and waste -Guideline report Document 1[END_REF][START_REF] Aljbour | Bench-scale gasification of cedar wood -Part II: Effect of Operational conditions on contaminant release[END_REF] which is typically too high to analyze the syngas purity after the syngas cleaning operations. Pulse Flame Photometer Detector (PFPD) are efficient detectors to analyze inorganic gases, but hydrocarbon species in syngas must be quenched prior to analysis [START_REF]Gas analysis in gasification of biomass and waste -Guideline report Document 1[END_REF]. Recently, new techniques have been developed to analyze S species in syngas of biogas, such as Optical Feedback Cavity-Enhanced Absorption Spectroscopy (OF-CEAS), or ion-molecule reactions-mass spectrometry (IMR-MS) [START_REF]Gas analysis in gasification of biomass and waste -Guideline report Document 1[END_REF].

While the decrease in tar concentration with increasing Equivalence Ratio (ER) and gasification temperature was unanimously reported [START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF][START_REF] Arena | Fluidized bed gasification of waste-derived fuels[END_REF], the evolution of inorganic gases with operating conditions in bubbling fluidized bed is currently discussed in the literature.

First, concerning the effect of reactor temperature, a temperature rise was proved to increase the release of HCN, while NH3 decreased [START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF]. The nature of the solid N-compounds strongly influences the release of nitrogenous species. In carbonaceous materials, different nitrogen groups can be present: pyrrole, pyridine, pyridinium, pyridine oxide, amine, nitro, nitroso, and cyano compounds [START_REF] Pels | Evolution of nitrogen functionalities in carbonaceous materials during pyrolysis[END_REF]. NH3 results from the decomposition of amino-groups, whereas HCN mainly originates from the decomposition of pyrrolic and pyridinic nitrogen [START_REF] Leppälahti | Nitrogen evolution from coal, peat and wood during gasification: Literature review[END_REF][START_REF] Leppälahti | Behaviour of nitrogen compounds and tars in fluidized bed air gasification of peat[END_REF][START_REF] Hansson | Formation of HNCO, HCN, and NH3 from the pyrolysis of bark and nitrogen-containing model compounds[END_REF][START_REF] Kelemen | Thermal Transformations of Nitrogen and Sulfur Forms in Peat Related to Coalification[END_REF]. As SRFs may be rich in plastics, the gasification performed at relatively high heating rate was proved to promote the release of HCN [START_REF] Leichtnam | The behaviour of fuel-nitrogen during fast pyrolysis of polyamide at high temperature[END_REF]. While part of the nitrogenous compounds can be in the form of tar [START_REF] Scott | The continuous flash pyrolysis of biomass[END_REF] and char [START_REF] Scott | Flash pyrolysis of peat in a fluidized bed[END_REF] after pyrolysis, secondary reactions can transform these nitrogenous compounds into HCN during gasification [START_REF] Tian | Conversion of Fuel-N into HCN and NH3 During the Pyrolysis and Gasification in Steam: A Comparative Study of Coal and Biomass[END_REF]. In addition, the drop of NH3 release with increasing temperature can be attributed to the thermal decomposition of NH3 into N2 [START_REF] Kurkela | Pressurized Fluidized-bed Gasification Experiments with Wood, Peat and Coal at VTT in 1991-1992[END_REF]. This reaction can be catalyzed by the presence of calcium, potassium and iron in the SRF ashes [START_REF] Glarborg | Fuel nitrogen conversion in solid fuel fired systems[END_REF]. The HCl content drastically drops with rising temperature [START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF]. Chlorine in SRF could originate from both organic (PVC) and inorganic (salts) sources [START_REF] Ma | Chlorine characterization and thermal behavior in MSW and RDF[END_REF] which are partially decomposed in the form of HCl during gasification. The decrease of HCl in the gas phase with rising temperature is explained by the presence of alkali metals (especially K). Indeed, at low temperature (<700 °C), alkali species are mainly in the form of alkaline carboxylates. These structures decompose at higher temperature, and alkali metals are then available to react with HCl, which decreases the HCl content in gas phase [START_REF] Bläsing | Influence of Feedstock on the Release of Potassium, Sodium, Chlorine, Sulfur, and Phosphorus Species during Gasification of Wood and Biomass Shells[END_REF][START_REF] Corella | Performance of CaO and MgO for the hot gas clean up in gasification of a chlorine-containing (RDF) feedstock[END_REF][START_REF] Lu | Co-firing high-sulfur coals with refuse-derived fuel[END_REF]. However, the presence of silica and sulfur in the fuel was proved to increase the HCl formation [START_REF] Ma | Chlorine characterization and thermal behavior in MSW and RDF[END_REF].

Sulfur contained in SRF originates from organic and inorganic sources, and elastomers (such as rubber) represent an important input [START_REF]Combustibles solides de récupération (CSR) -Caractérisation et évaluation de leurs performances en combustion[END_REF]. H2S is the main S-containing gas released during gasification [START_REF] Kaufman Rechulski | Sulfur containing organic compounds in the raw producer gas of wood and grass gasification[END_REF][START_REF] Jazbec | Kinetic and thermodynamic analysis of the fate of sulphur compounds in gasification products[END_REF]. A temperature rise was proved to increase the release of H2S [START_REF] Valin | Fluidized bed air gasification of solid recovered fuel and woody biomass: Influence of experimental conditions on product gas and pollutant release[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF].

While organic sulfur is decomposed at low temperature (around 500°C) [START_REF] Tchapda | A Review of Thermal Co-Conversion of Coal and Biomass/Waste[END_REF], inorganic sulfates in the chars have higher binding energy and are decomposed at higher temperature [START_REF] Knudsen | Sulfur Transformations during Thermal Conversion of Herbaceous Biomass[END_REF]. Thus, when the temperature increases, higher amount of H2S is released. Besides, some inorganic species (such as Ca, K or Fe) can react with H2S to form sulfides and immobilized sulfur in the solid phase, thus decreasing the H2S release [START_REF] Knudsen | Sulfur Transformations during Thermal Conversion of Herbaceous Biomass[END_REF][START_REF] Hervy | H2S removal from syngas using wastes pyrolysis chars[END_REF]. Nevertheless, Pinto et al. observed no effect of temperature on the release of H2S during the gasification of SRF [START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF].

Second, the influence of the ER on the release of inorganic gases in allothermal gasification reactors is a controversial topic in the literature. The release of inorganic gases could be expected to increase as ER rises, since the secondary reactions (char gasification, tar reforming) could be promoted by oxidation reactions thus favoring the release of Cl, N or S. Pinto et al.

showed that the ratio of sulphur converted into H2S to the amount of S in the feedstock increased with increasing ER [START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF]. It has been reported that the NH3 concentration increases with rising ER [START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF][START_REF] Wilk | Conversion of fuel nitrogen in a dual fluidized bed steam gasifier[END_REF]. However, several studies showed that the concentration of inorganic gases (H2S, HCl, HCN, NH3) in the syngas decreases with rising ER [START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF][START_REF] Broer | The role of char and tar in determining the gas-phase partitioning of nitrogen during biomass gasification[END_REF]. This trend can be explained by the promotion of char gasification reactions which promote the contact and reactions between inorganic gases and the mineral species of the ash (Fe, Ca, K, Na) resulting in the immobilization of Cl, N or S atoms in the ashes. This decrease can also be attributed to oxidation reactions promoting the formation of SOx and NOx [START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF]. In addition, the decrease in inorganic gases concentration can result from a dilution effect due to the ER increase. Indeed, when the ER is increased in an air fluidized bed process, the syngas produced is diluted in a larger amount by nitrogen, thus decreasing the inorganic gases concentration.

Rigorous measurements must be performed to better understand the distribution of S, Cl, and N.

These apparent discrepancies in literature results could be attributed both to the composition of the SRFs studied and to the nature of the bed material. Indeed, the nature of the bed material plays a significant role in the release of inorganic gases. Pinto et al. showed that dolomite, lime and olivine allowed to decrease the H2S content in the syngas [START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF]. The more reactive materials were dolomite, lime, and finally olivine. This reactivity was attributed to the formation of sulfides by reactions between H2S and Ca (in dolomite and lime), and to the presence of Fe in olivine. Contradictory results were reported in the literature on the effect of natural minerals on the NH3 release. Some study highlighted the reduction of NH3 release with natural minerals [START_REF] Pinto | Effect of catalysts in the quality of syngas and by-products obtained by co-gasification of coal and wastes. 1. Tars and nitrogen compounds abatement[END_REF], while other showed that it increased as these materials catalyzed the char gasification reactions thus promoting the release of heteroatoms [START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF]. The type of reactor wall, as well as the sampling and analyzing methods were also proved to influence the measurement of inorganic gases [START_REF] De Almeida | On the Measurement of the Main Inorganic Contaminants Derived from Cl, S and N in Simulated Waste-Derived Syngas[END_REF].

Despite all these previous studies, the effect of temperature and ER on the fate of S, Cl, and N species remains unclear.

For this reason, the present study investigates the air gasification of an industrial SRF in a fluidized bed. Olivine was used as a common and cheap bed material. At industrial scale, the gasifiers are autothermal, while the reactor walls have to be heated at lab-scale to balance heat losses. Thus, it has been possible to study the respective effects of temperature and ER on the gasification efficiency by varying these two parameters independently. Gasification efficiency was evaluated based on four indicators: cold gas efficiency (CGE), carbon conversion (CC), syngas lower heating value (LHVsyngas), and the syngas yield (ηsyngas). A previous article has presented the effect of gasification conditions on these 4 indicators for two SRFs (one rich in biomass and glass, and a second richer in plastics) [START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF]. The present article supplements this previous study with another SRF which exhibits an interesting composition between biomassrich SRF and plastic-rich SRF. Therefore, this SRF presents a complex gasification behavior of high interest for the waste management community. In order to better characterize its 187 gasification behavior, the analysis of the inorganic gases is reported in this study.

Materials and methods

Characterization of the Solid Recovered Fuel and Fly Ashes

The SRF studied was provided by a French company of waste management and valorization.

It was selected as its composition was intermediate between biomass-rich SRF and plastic-rich SRF. The same characterization methods were used for this SRF and for the Fly ashes revovered in the cyclone after the experiments. The elemental composition was measured according to the standard NF EN 15407. The ash content was measured at 550°C according to the standard NF EN 15403. The composition of the resulting ashes was measured by X-Ray Fluorescence Spectroscopy. Inductively Coupled Plasma -Atomic Emission Spectroscopy (ICP-AES) was also used to characterize the mineral composition of the ashes after ash melting (NF-M03-042). The SRF sample was calcined at 815°C, and the remaining ashes were melted with Li2B4O7 at 1000°C, before being dissolved in hydrochloric acid solution and detected by AES detector. Finally, ionic chromatography was used to analyze the halogen compounds (NF EN 1548 and NF EN ISO 10304-1).

The Lower Heating Value (LHV) of the SRF was measured with a calorimetric bomb (NF EN 15400). The proportion and composition of biomass, non-biomass, and inert materials were determined according to the standard NF EN 15440 that is based on manual sorting.

Gasification reactor and analysis of gas

Gasification tests were performed in a bubbling fluidized-bed constructed at CNRS Nancy and made of stainless steel 310 (Figure 1) [START_REF] Lardier | Gas and Bed Axial Composition in a Bubbling Fluidized Bed Gasifier: Results with Miscanthus and Olivine[END_REF][START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF]. Briefly the gasifier is divided into three zones: the plenum (d=100 mm, H=300 mm), the bed zone (d=100 mm, H=800 mm), and the freeboard zone (d=140 mm, H=800 mm). The gasifying agent was air whose flow rate was controlled by a mass flow controller (Brooks 5850S). At the bottom of the gasifier, a 3mm thick inox grid was used as distributor plate to homogenize the air flow and insure an efficient fluidization.

The gasifier is heated by eight electrical heater shells at a maximum temperature of 1000 °C. SRF were fed at the top of the reactor with a sloping screw. Around 3 kg of olivine was placed in the gasifier. At 800°C, the minimum fluidization velocity (Umf) was 0.15 m/s as measured in this reactor by progressively increasing the air flowrate while measuring the pressure drop in the gasifier (without SRF injection). This Umf is in agreement with Cluet et al. [START_REF] Cluet | Segregation of wood particles in a bubbling fluidized bed[END_REF]. At the gasifier outlet, the syngas flowed through a cyclone to remove particles, before to be cooled with two air heat exchangers. A water Venturi scrubber was also used to remove the tars and the inorganic gases before flaring the syngas. The gasifier is equipped with 19 lateral tubes allowing to insert thermocouples which locally measure the bed and freeboard temperatures.

Pressure was continuously measured below the grid and at the top of the freeboard zone.

The syngas was sampled before the Venturi scrubber and analyzed on-line by a µ-GC (Varian micro-GC 490, 4 modules) every 3 minutes. N2, CO, CO2, H2, CH4, C2H2, C2H4, C2H6, C3H4, C3H6, and C6H6 were quantified with this technique. To quantify the inorganic gases (H2S, HCN, HCl and NH3) present in syngas, the sampling procedure has been adapted from previous articles [START_REF] Berrueco | Pressurized gasification of torrefied woody biomass in a lab scale fluidized bed[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF]. The analysis of the solutions was performed according to French and ISO standards. 10 L of syngas was sampled in a Tedlar bag at the exit of the first heat exchanger.

Then, the syngas sampled in Tedlar bag was sequentially flowed at a constant flowrate (400 mL/min) during 5 minutes in impingers filled with 200 mL of specific solutions (Table S.1 in Supplementary Material). The targeted ions S 2-(representing H2S), Cl -(representing HCl), and NH4 + (representing NH3) were analyzed by spectrophotometry, while the ion CN -(representing HCN) was quantified by ionic chromatography (Table S.1 in Supplementary Material).

Gasification experimental protocol & performance indicators

Before starting the gasification tests, the system was preheated at the desired temperature (750-900 °C) under air. When the temperature was at the target value, the air flowrate was set at the desired value. For all experiments, the air velocity was set at 4 times the minimum fluidization velocity (thus 0.6 m/s), corresponding to an air flow rate of 4.5 m 3 /h (STP). Once the temperatures were stable along the gasifier, the feeding of the SRF was started at a controlled flowrate to reach the targeted equivalence ratio (ER). When the gasification conditions were stable (gasifier temperature, and syngas composition analyzed by µ-GC), the steady-state regime was maintained at least 40 minutes (Figure S.1 in supplementary material).

The ER is defined as the operating air flow rate divided by the air flow rate required for the stoichiometric oxidation of SRF. In this study, the ER was varied between 0.18 and 0.27. The effect of the ER on the gasification efficiency was studied at 800 °C (controlled by electrical heater shells). To do so, the SRF flowrate was adjusted (between 4.67 to 6.95 kg/h) while the air flow rate and the bed temperature were kept constant. In these conditions, the gas velocity and residence time were similar for the different gasifying conditions. The SRF flow rate was found to fluctuate by +/-10% over time. For this reason, the ER range for each experimental condition is presented in the results section. The SRF tank was continuously flushed with 10 L/min (STP) of pure N2 to avoid the conversion of the fuel in the feeding screw. This flow rate was taken into consideration for the results analysis since N2 is used as a tracer for the calculation of the syngas flowrate.

Four indicators of the gasification performance were used, namely: lower heating value of the dry syngas (LHVsyngas), syngas yield (ηsyngas), carbon conversion (CC), Cold Gas Efficiency (CGE). Their determination based on experimental analysis was presented in a previous article [START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF]. In these calculations, all the light hydrocarbon species (including benzene) were considered as syngas components since their presence is not an issue for syngas valorization in gas engine.

The lower heating value of the dry syngas (LHVsyngas), expressed in MJ/m 3 (STP) of syngas (including N2), is calculated according to Eq.1:

LHV syngas = ∑ (x i LHV i ) 𝑖 V m Eq.(1)
Where Vm is the molar volume of ideal gas at STP (22.4 L/mol), and xi the molar fraction of the gas species i.

The syngas yield (ηsyngas) is calculated as the volume of dry syngas produced (including N2) by kg of SRF (on dry ash free basis):

η syngas = Qv syngas Qm SRF Eq.( 2 
)
Where Qvsyngas is the volumetric syngas flowrate including N2 (m 3 /h STP) which is calculated using N2 as a tracer, and QmSRF the mass flowrate of SRF (kgdaf/h).

The carbon conversion (CC) corresponds to the percentage of carbon transferred from SRF to syngas:

𝐶𝐶 = Qm 𝑠𝑦𝑛𝑔𝑎𝑠 𝑀 𝐶 ∑ ( 𝜔 𝑖 𝑀 𝑖 𝑛 𝑖 𝐶 ) 𝑖 𝑄𝑚 𝑆𝑅𝐹 𝑋 𝐶 𝑆𝑅𝐹 × 100 Eq.( 3 
)
Where Qmsyngas is the mass flowrate of syngas (kg/h), MC is the molecular weight of carbon, In addition, the distribution of H atoms and C atoms in the gaseous products was calculated, according to Eq.( 5) and ( 6):

𝑛
S 𝐻 𝑖 = 𝑛 𝐻 𝑖 𝐹 𝑖 ∑ (𝑛 𝐻 𝑘 𝐹 𝑘 ) 𝑘
Eq.( 5)

S 𝐶 𝑖 = 𝑛 𝐶 𝑖 𝐹 𝑖 ∑ (𝑛 𝐶 𝑘 𝐹 𝑘 ) 𝑘 Eq.( 6 
)
Where S 𝐻 𝑖 and S 𝐶 𝑖 are the molar selectivity representing the molar flow rate of H (resp. C) atoms present in a given molecule divided by the total flow rate of H (resp. C) atoms present in all syngas molecules. F i is the molar flowrate of a given molecule i.

Results and discussion

Physico-chemical properties of the SRF

The elemental composition of SRF is presented in The ash composition of the SRF is presented in Table 2. The main inorganic species are Si, Ca, and Al. Alkaline and alkaline earth metals (AAEM, such as Mg, Na, K) are also present in the ash composition. Some differences appear between ICP and XRF analysis. The SiO2, Fe2O3, and MnO contents are higher with ICP-AES measurement, while the CaO, TiO2, and Na2O3 contents were higher with XRF analysis. ICP and XRF give similar values for Al2O3, MgO, SO3, P2O5. These results suggest that the characterization of complex wastes such as SRF must be carefully performed and slight differences can be measured despite a rigorous sampling methodology. Regarding the potential inorganic gases release, it can be noted that the nitrogen and chlorine contents are lower than that of other SRFs studied in the literature (0.2-1.3 wt.% for N, and 0.7-1.1 wt.% for Cl) [START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF], whereas the sulphur content is slightly higher than the values reported in the literature (0-0.6 wt.%) [START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF][START_REF] Arena | Gasification of a solid recovered fuel in a pilot scale fluidized bed reactor[END_REF][START_REF] Arena | Fluidized bed gasification of industrial solid recovered fuels[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF][START_REF] Arena | Fluidized bed gasification of waste-derived fuels[END_REF]. Figure 2 shows the proportion and composition of biomass, non-biomass, and inert fractions composing the SRF. Our previous article presented the effect of operating conditions on gasification efficiency for two SRFs (one rich in biomass and glass, and a second richer in plastics) [START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF]. Herein we complete our previous study with another SRF which exhibits an interesting composition between biomass-rich SRF and plastic-rich SRF. Indeed, this sample is composed of non-biomass (59.0 wt.%), biomass (38.6 wt.%), and inert (2.4 wt.%) fractions.

The non-biomass fraction is rich in plastics, while the biomass fraction is mainly composed of paper/carton. Significant parts of these fractions are composed of fines for which the origin has not been identified and that may contain ash-rich materials. This would explain the high ash content of this SRF (35.1 wt.%), whereas the inert fraction is low (2.4 wt.%). This inert fraction is only composed of rocks (not glass). It must be noted that the SRF composition strongly depends on the origin of the collected wastes and on the sorting methods used by the waste treatment plant. 

Influence of the temperature

The values of the cold gas efficiency (CGE), the carbon conversion (CC), the syngas yield (ηsyngas) and the lower heating value of the syngas (LHVsyngas) obtained during the gasification tests are presented in Table 3. It can be noted that the temperature increase from 750 to 800 °C does not significantly modify the gasification results. However, at 900 °C, all the gasification indicators are strongly improved. The combined increase in LHVsyngas (+4.5%) and ηsyngas (+10%) result in an overall gain of 13% for the CGE (from 74.5 to 84.3 %). The temperature increase also promotes the carbon conversion (+6%). Some explanations are given thereafter. In the literature, similar trends were reported, where rising gasification temperature at constant ER promoted the syngas yield and carbon conversion [START_REF] Valin | Fluidized bed air gasification of solid recovered fuel and woody biomass: Influence of experimental conditions on product gas and pollutant release[END_REF]. However, a significant discrepancy was reported in the literature for the evolution of CGE and LHVsyngas, since they were reported to decrease with increasing temperature [START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF]. It has to be stressed out that, at industrial scale, such a temperature rise in the gasifier is obtained by increasing the ER resulting in higher syngas oxidation. In our case, ER is varied by maintaining a constant temperature thanks to the heating of the reactor walls.

The evolution of the syngas composition (Table 3) explains the increase in calorific value with rising temperature. Indeed, H2, CO, CH4, C2H2, and C6H6 contents significantly increase at 900 °C, while CO2 is substantially reduced. High temperature is known to promote char gasification reaction leading to the production of H2 and CO [START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF]. H2 and CO formation at elevated temperature can also result from tar decomposition by cracking, as well as steam and dry reforming [START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF]. Dry reforming reaction can contribute to the decrease of CO2 with increasing temperature. This set of reactions is responsible for the evolution of syngas composition and gasification efficiency with rising temperature.

It can be highlighted that, despite the high ash content, no melting phenomenon leading to bed defluidization and agglomeration were observed under these operating conditions. Compared with syngas produced by miscanthus air gasification in the same reactor under similar operating conditions [START_REF] Lardier | Gas and Bed Axial Composition in a Bubbling Fluidized Bed Gasifier: Results with Miscanthus and Olivine[END_REF], the syngas produced in this study has lower content of H2 and CO, while the content in CH4 and small hydrocarbon compounds (especially C2H4) is significantly higher.

This high content in hydrocarbon compounds is explained by the presence of plastics which are known to produce high content in CH4 and C2-C3 compounds during gasification [START_REF] Arena | Fluidized bed gasification of industrial solid recovered fuels[END_REF][START_REF] Arena | Fluidized bed gasification of waste-derived fuels[END_REF][START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF]. The influence of the temperature on the distribution of hydrogen and carbon atoms in the gaseous products is presented in Figure 3-A andB, respectively. The main H-containing species is CH4 (Figure 3-A), resulting from the decomposition of tar compounds [START_REF] Morin | Interactions between char and tar during the steam gasification in a fluidized bed reactor[END_REF][START_REF] Dufour | Evolution of Aromatic Tar Composition in Relation to Methane and Ethylene from Biomass Pyrolysis-Gasification[END_REF][START_REF] Dufour | Synthesis gas production by biomass pyrolysis: Effect of reactor temperature on product distribution[END_REF].

Rising temperature increases the selectivity in H2, especially at temperature higher than 800 °C. At the same time, the selectivity in light hydrocarbons (C2H4, C2H6, C3H6, and C3H4) remarkably decreases. C2H2 increases mainly from other C2 conversion [START_REF] Dufour | Mechanisms and Kinetics of Methane Thermal Conversion in a Syngas[END_REF]. These results confirm that light hydrocarbons are considerably reformed to H2 and CO in the gasification process when the temperature increases.

The carbon atoms distribution shows that the most important species are:

CO2>CO>C2H4>CH4>C6H6 (Figure 3-B). C6H6 is a stable tertiary product not converted in our conditions [START_REF] Dufour | Synthesis gas production by biomass pyrolysis: Effect of reactor temperature on product distribution[END_REF][START_REF] Jess | Mechanisms and kinetics of thermal reactions of aromatic hydrocarbons from pyrolysis of solid fuels[END_REF]. A decrease in CO2 is observed at 900°C, together with an increase in CO, C6H6, and CH4. These evolutions suggest that dry reforming reactions are promoted at high 
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temperature [START_REF] Phan | Hydroxyapatite supported bimetallic cobalt and nickel catalysts for syngas production from dry reforming of methane[END_REF]. The increase in temperature promotes the kinetics of reactions (water gas shift, hydrocarbons reforming, etc.) but also modifies the thermodynamic equilibrium of the reactive system. We have previously studied the effect of temperature on the detailed mechanisms of syngas conversion. We have especially shown that OH radicals are mainly produced by CO2 conversion (CO2 + H = CO + OH) in a syngas [START_REF] Dufour | Mechanisms and Kinetics of Methane Thermal Conversion in a Syngas[END_REF]. Therefore, under air gasification conditions, CO2 yields are controlled by the competition between oxidation reactions (producing CO2) and CO2 conversion in the gas phase. In comparison with syngas produced in the same reactor under similar operating conditions with other types of SRF [START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF], the syngas produced by this SRF presents a CO2 and CO contents significantly lower, while the content in CH4 and C2H4, and mainly C3H6 are higher. The low content of CO and CO2 results from the low O/C ratio in the plastic contained in SRF, as clearly explained by Valin et al. [START_REF] Valin | Fluidized bed air gasification of solid recovered fuel and woody biomass: Influence of experimental conditions on product gas and pollutant release[END_REF]. The high content in C3H6 with this SRF is expected to result from the fast decomposition of polymer chains of the plastics contained in this SRF, and to the low catalytic activity of olivine towards tar reforming reactions due to poisoning of active sites with inorganic gases [START_REF] Arena | Fluidized bed gasification of waste-derived fuels[END_REF].

Influence of the Equivalence Ratio

The evolutions of the gasification indicators with increasing ER are presented in Table 3. It can be observed that increasing ER results in a decrease of the CGE, a significant increase in syngas yield, and a drastic drop of the LHVsyngas. While oxidation reactions are expected to increase with higher ER, the carbon conversion is almost stable between ER=0.22 and 0.27. The large amount of inorganic species known for their catalytic activity (such as Ca, Na, K or Fe) could catalyze the gasification reactions of the carbonaceous solids and promote the carbon conversion even at low ER [START_REF] Dupont | How inorganic elements of biomass influence char steam gasification kinetics[END_REF]. Nevertheless, approximatively 10 to 13 wt.% of the carbon inlet was not converted. Most of this non-converted carbon was supposed to be recovered in the form of fly ash and tar compounds. The elemental composition of the fly ash was analyzed.

Whatever the ER value, it consists mainly in ash (~87 wt.%), carbon (~12 wt.%), low amounts of hydrogen (~0.7 wt.%) and nitrogen (~0.5 wt.%). During the gasification at 800°C, the fly ash yield was 16 wt.%. Thus, the fly ash contains 5.5 wt.% of the carbon input. This result confirms that part of the carbon input is not converted during gasification and is recovered in the form of fly ash. This results exemplifies the important effect of particles elutriation on the carbon balance [START_REF] Bates | Modeling of Biomass Char Gasification, Combustion, and Attrition Kinetics in Fluidized Beds[END_REF].

The increase in syngas yield with rising ER is explained by the higher ratio of air to SRF in the gasifier, leading to a higher dilution of the syngas produced into N2 from air. To better understand the effects of increasing ER on the syngas produced, the syngas yield and the LHVsyngas have been calculated for N2-free syngas (Figure S.2 in Supplementary Material). The results demonstrate that LHVsyngas of N2-free syngas sharply decreases with increasing ER.

Simultaneously, the syngas yield was shown to be almost invariant with rising ER. As a result, increasing ER results in the decrease of CGE. Table 3 presents the syngas composition at the gasifier outlet (including N2), while Figure S.3 (in supplementary material) displays the composition of the gas produced by gasification without nitrogen. Rising ER decreases the fraction of the produced gases, except for CO2 which is generated by the oxidation reactions promoted by high ER. Indeed, syngas and char can both be oxidized with increasing ER. The syngas oxidation reactions also explain the decrease of the LHVsyngas with rising ER (Figure S.2). The syngas yield is not impacted by the ER variation under the actual conditions of this study. These trends are similar to that obtained during miscanthus gasification in the same reactor under similar operating conditions [START_REF] Lardier | Gas and Bed Axial Composition in a Bubbling Fluidized Bed Gasifier: Results with Miscanthus and Olivine[END_REF].

The distribution of hydrogen and carbon atoms in the syngas was also investigated. The results, presented in Figure 3-C andD, reveal that the distribution is poorly modified with rising ER.

For H atoms distribution, the selectivity in CH4 and C6H6 slightly increases with rising ER, while that of C3H6 and C2H6 decreases. Indeed, CH4 and C6H6 are known to be more stable hydrocarbons than C3H6 and C2H6 [START_REF] Westbrook | Chemical kinetic modeling of hydrocarbon combustion[END_REF][START_REF] Battin-Leclerc | Detailed chemical kinetic models for the low-temperature combustion of hydrocarbons with application to gasoline and diesel fuel surrogates[END_REF]. Regarding the carbon atoms distribution, the main effect of rising ER consists in increasing the CO2 selectivity. Thus, hydrocarbon molecules (notably C2H4 and C3H6, based on C atoms molar distribution) seem to be oxidized into CO2 when the ER increases. The higher increase in CO2 compared to H2 (and CO) in terms of molar distribution in C or H atoms shows that higher ER promotes CO2 (and not CO) and that steam reforming reactions are not significantly promoted by ER under our conditions.

Compared with results obtained in the same reactor under similar operating conditions with other types of SRF [START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF], higher carbon conversion and LHV were obtained with the present SRF. As a result, the CGE is higher than that obtained with a SRF rich in paper and another mostly composed of plastics (SRF1 and SRF2 of the previous article [START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF]). Thus, the mixture of soft plastics with ash-containing waste in this SRF seems to promote the gasification efficiency.

Inorganic gases composition

As explained in the introduction, conflicting results are presented in the literature about the effect of ER on the release of inorganic gases. To investigate this phenomenon, the concentrations of H2S, HCl, NH3 and HCN were measured at two different ER in this study: 0.22 and 0.27. In addition, fly ash and bed material after gasification were analyzed. Since the solid samples recovered were generated in different operating conditions (constant temperature but different ER), the results are only qualitative and are presented in supplementary material.

The results of inorganic gases analysis (presented in Figure 4) show that H2S is the most important inorganic gas generated during the gasification of this SRF. Its content increases from 409 to 891 mg/Nm 3 of syngas with increasing ER. These values correspond respectively to 11% and 26% of the sulfur contained in the SRF. These values are in agreement with Pinto et al. [START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF], while Valin et al. reported that 45 to 65% of sulfur was transformed into H2S during SRF air gasification [START_REF] Valin | Fluidized bed air gasification of solid recovered fuel and woody biomass: Influence of experimental conditions on product gas and pollutant release[END_REF]. To better understand the sulfur species distribution, the sulfur content of fly ash and bed materials after gasification were qualitatively analyzed in this study (Supplementary Material). Strong interactions between the olivine bed (containing iron) and H2S are expected to immobilize the produced H2S in the fluidized bed during SRF gasification, while a lower amount of H2S seems to be adsorbed on the fly ash due to the presence of AAEM species and iron. Other species not analyzed in this study, such as tar molecules (thiophene, benzo-and dibenzo-thiophene, thiols, or aryl and alkyl-sulphides) could also contain part of the sulfur [START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF].

For nitrogenous gases, both HCN and NH3 are generated at low ER. However, at ER=0.27, no ammonia is detected in the syngas, whereas HCN concentration increases. HCN is typically generated by the decomposition of nitrogenous polymers [START_REF] Leichtnam | The behaviour of fuel-nitrogen during fast pyrolysis of polyamide at high temperature[END_REF]. The significant plastic content in this SRF may explain the production of HCN. The NH3 and HCN contents are in agreement with previous studies dealing with SRF gasification [START_REF] Arena | Gasification of a solid recovered fuel in a pilot scale fluidized bed reactor[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF], where HCN content was found to vary from 27 to 660 mg//Nm 3 and NH3 from 0 to 200 mg/Nm 3 . Anyway, these HCN and NH3 content correspond to a very small part of the N present in the SRF (less than 6 %). The formation of other N-gases (such as N2, NOx) [START_REF] Woolcock | A review of cleaning technologies for biomass-derived syngas[END_REF][START_REF] Leppälahti | Nitrogen evolution from coal, peat and wood during gasification: Literature review[END_REF], and condensable compounds (cyanoacetylene, acetonitrile, isoquinoline, indole, carbazole, quinoline, other N-heteroaromatic compounds) [START_REF] Wilk | Conversion of fuel nitrogen in a dual fluidized bed steam gasifier[END_REF][START_REF] Leppälahti | Nitrogen evolution from coal, peat and wood during gasification: Literature review[END_REF][START_REF] Debono | Nitrogen products and reaction pathway of nitrogen compounds during the pyrolysis of various organic wastes[END_REF][START_REF] Chen | Fuel-N Evolution during the Pyrolysis of Industrial Biomass Wastes with High Nitrogen Content[END_REF] can explain this difference. It should be noted that the formation of N2 is really difficult to assess since it would be highly diluted in the N2 that comes from air.

In addition, part of the syngas water could have condensed in the Tedlar bag during sampling, possibly leading to NH3 dissolution [START_REF] Recari | Effect of Bed Material on Oxygen/Steam Gasification of Two Solid Recovered Fuels (SRFs) in a Bench-Scale Fluidized-Bed Reactor[END_REF]. Nevertheless, no trace of condensation was observed in the Tedlar bag during experiments. Qualitative distribution of nitrogen compounds presented in Supplementary Material highlights that the majority of N-compounds was not identified in this study. This issue was also reported by other authors [START_REF] Valin | Fluidized bed air gasification of solid recovered fuel and woody biomass: Influence of experimental conditions on product gas and pollutant release[END_REF].

Fig. 4 Influence of the ER on the inorganic gases concentration at T=800°C

The content of HCl in the syngas is low compared both to the other inorganic gases and to the data available in the literature [START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF]. This result can be explained by the low Cl content in this SRF (0.3 wt.%). But even at ER=0.27, HCl represents less than 2% of the chlorine present in the SRF. An explanation is that there are reactions occurring between HCl and the AAEM species of SRF removing HCl from the syngas [START_REF] Bläsing | Influence of Feedstock on the Release of Potassium, Sodium, Chlorine, Sulfur, and Phosphorus Species during Gasification of Wood and Biomass Shells[END_REF][START_REF] Ephraim | Valorization of Waste-Derived Inorganic Sorbents for the Removal of HCl in Syngas[END_REF]. The qualitative analysis of fly ash and bed material presented in Supplementary Material implies that chlorine is mainly trapped in the fly ash after gasification.

These results support the observation of several researchers suggesting that rising ER increases the inorganic gases content in the syngas [START_REF] Pinto | Gasification improvement of a poor quality solid recovered fuel (SRF). Effect of using natural minerals and biomass wastes blends[END_REF][START_REF] Wilk | Conversion of fuel nitrogen in a dual fluidized bed steam gasifier[END_REF][START_REF] Delgado | Biomass Gasification with Steam in Fluidized Bed: Effectiveness of CaO, MgO, and CaO-MgO for Hot Raw Gas Cleaning[END_REF]. It may be due to the fact that high ER promotes the char gasification reactions thus enhancing the release of heteroatoms, but in the results presented in Table 3, the carbon conversion is stable when ER increases from 0.22 to 0.27. This stability is not logical and seems suspicious since rising ER in such a range is expected to increase the carbon conversion [START_REF] Hervy | Air-blown gasification of Solid Recovered Fuels (SRFs) in lab-scale bubbling fluidized-bed-Influence of the operating conditions and of the SRF composition[END_REF]. The values for inorganic gases obtained in this study are in agreement with the range of available data in the literature [START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF][START_REF] Arena | Fluidized bed gasification of waste-derived fuels[END_REF].

The inorganic gases contents are significantly higher than the standard required for syngas valorization in gas engine. The maximum acceptable values are around 100 mg/m 3 for H2S, 50 mg/m 3 for NH3, and 9 mg/m 3 for HCl [START_REF] Milne | Biomass Gasifier Tars: Their Nature, Formation and Conversion[END_REF][START_REF] Woolcock | A review of cleaning technologies for biomass-derived syngas[END_REF]. These results confirm that inorganic gases are an important issue for the SRF gasification.

Conclusions

This article studied air gasification of an industrial Solid Recovered Fuel in allothermal bubbling fluidized bed. Since the valorization of low-grade SRF by gasification processes could be jeopardized by the low quality of the resulting syngas, the syngas composition was deeply analyzed in this study.

Increasing gasification temperature from 750 to 800°C had low effect on gasification, while drastic improvement of gasification efficiency and syngas quality was observed at 900°C. This beneficial effect was attributed to the promotion of secondary reactions (including hydrocarbons conversion) and char gasification. The influence of equivalence ratio (ER) was significantly less important than temperature on the gasification efficiency. The main effect consisted in the decrease of the syngas LHV due to the promotion of oxidation reactions. As a result, the CO2 content was found to increase while the CGE decreased.

The high content in light hydrocarbon compounds (CH4, C2H4, C3H6) with this SRF resulted from the fast decomposition of polymer chains of the plastics contained in this SRF, and to the low catalytic activity of olivine towards tar reforming reactions due to poisoning of active sites with inorganic gases (HCl, H2S). Compared with results obtained in the same reactor under similar operating conditions with other types of SRF, the gasification efficiency with the present SRF was higher than those obtained with a SRF rich in paper and another mostly composed of plastics. Thus, the mixture of soft plastics with ash-containing waste in this SRF seems to promote the gasification efficiency.

The concentration of H2S, HCl, NH3 and HCN in the syngas produced at 800°C was measured at two different ER (0.22 and 0.27). Both HCN and NH3 were generated at low ER. However, at ER=0.27, no ammonia was recovered in the syngas, whereas HCN concentration increased.

The significant plastic content in this SRF may explain the release of HCN. The nitrogen mass inventory was low, reflecting that most of nitrogen compounds were not detected in the form of NH3 or HCN. The HCl content in syngas was low compared to the data available in the literature, due to the low Cl content in the SRF (0.3 wt.%) and to the immobilization of Cl in the fly ash containing K and Ca. H2S was the most important inorganic gas and its content increased with increasing ER : from 409 to 891 mg/m 3 STP at ER=0.22 and 0.27, respectively.

These values correspond to 11% and 26% of the sulfur present in SRF, while part of sulfur was expected to react with the olivine bed.

Even if the S, N and Cl present in the SRF are not converted completely into inorganic gases, the concentrations of H2S, NH3 and HCl are too high in comparison with the maximum acceptable values for syngas valorization in gas engine. Qualitative analysis of fly ash and olivine bed after gasification tests proved that interactions between these materials and inorganic gases occur allowing to limit the inorganic gases production. More work is needed to deeply understand the exact nature of the gasification products that contained S, N and Cl, as well as to optimize waste mixture composition in SRF to promote interactions between inorganic gases and fly ash/bed material in order to limit the presence of inorganic gases in the gasifier.
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 1 Fig. 1 Picture of the gasification unit

  𝑖 𝐶 is the number of carbon atoms in the molecule i, 𝑋 𝐶 𝑆𝑅𝐹 is the mass fraction of carbon in SRF (on daf basis), and i and Mi correspond to the mass fraction of the gas i in the syngas and its molecular weight, respectively Finally, the last indicator is the Cold Gas Efficiency (CGE) which reflects the fraction of chemical energy transferred from SRF to syngas:
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 2 Fig. 2 Proportion and composition of biomass, non-biomass, and inert materials in the SRF
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 3 Fig. 3 Distribution of hydrogen and carbon atoms in syngas species as function of
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 1 The carbon content is relatively low(36.6 wt.%) while the ash content (35.1 wt.%) is significant compared to other SRFs reported in the literature. Indeed, the carbon content usually ranges from 41 to 84 wt.% while the ash content is in the range 1-27 wt.%[START_REF] Arena | Energy generation by air gasification of two industrial plastic wastes in a pilot scale fluidized bed reactor[END_REF][START_REF] Dunnu | The solid recovered fuel Stabilat®: Characteristics and fluidised bed gasification tests[END_REF][START_REF] Arena | Gasification of a solid recovered fuel in a pilot scale fluidized bed reactor[END_REF][START_REF] Arena | Fluidized bed gasification of industrial solid recovered fuels[END_REF][START_REF] Berrueco | Experimental Investigation of Solid Recovered Fuel (SRF) Gasification: Effect of Temperature and Equivalence Ratio on Process Performance and Release of Minor Contaminants[END_REF][START_REF] Recari | Gasification of two solid recovered fuels (SRFs) in a lab-scale fluidized bed reactor: Influence of experimental conditions on process performance and release of HCl, H2S, HCN and NH3[END_REF][START_REF] Arena | Fluidized bed gasification of waste-derived fuels[END_REF][START_REF] Blanco | Characterization of Tar from the Pyrolysis/Gasification of Refuse Derived Fuel: Influence of Process Parameters and Catalysis[END_REF]. This composition results from the production of SRF by mechanical-biological treatment of municipal solid waste. On the contrary, the oxygen and hydrogen contents of this SRF are relatively lower than the reported values. Mainly due to its high ash content, the LHV of the SRF (14.1 MJ/kg) is lower than the values reported in the literature for SRFs (15-35 MJ/kg).

Table 1

 1 Elemental analysis and lower heating value of the SRF

	Elemental analysis (dry wt.%)
	C	36.6
	H	4.6
	N	1.9
	S	0.8
	O (by difference)	21.1
	Ash	35.1
	LHV (MJ/kgdry)	14.1

Table 2

 2 Ash composition of the SRF measured by ICP-AES and XRF

		Ash composition (in wt.%)	
		ICP-AES	XRF
	SiO2	41.5	30.8
	Al2O3	10.5	10.5
	Fe2O3	4.1	2.6
	TiO2	1.1	1.8
	CaO	24.0	34.6
	MgO	4.2	4.0
	Na2O	2.6	3.3
	K2O	0.9	0.5
	SO3	9.8	10.6
	P2O5	1.0	1.0
	MnO	0.2	0.1
	Total	100.0	100.0
	Br	nd	
	Cl	0.30	
	F	0.04	

Table 3

 3 Operating conditions and results of the gasification tests performed at different temperatures and ER=0.22 (ranging between 0.205 and 0.227), and at different Equivalent Ratio (ER) and a Temperature of 803°C

		Influence of T	Influence of ER
	T (°C)	750	803	902	803	803	803
	Equivalence Ratio	0.22 (0.205-	0.22 (0.205-	0.22 (0.205-	0.18 (0.170-	0.22 (0.205-	0.27 (0.253-
		0.227)	0.227)	0.227)	0.188)	0.227)	0.279)
	Syngas composition						
	(%vol.)						
	N2	59.6	57.7	54.1	53.7	57.7	63.0
	H2	4.0	5.0	8.7	5.8	5.0	4.5
	CO	9.3	10.3	12.6	11.0	10.3	8.8
	CO2	16.0	15.1	13.2	15.2	15.1	14.5
	CH4	4.7	4.9	6.1	5.5	4.9	4.5
	C2H4	3.8	3.8	2.9	4.2	3.8	3.1
	C2H6	0.7	0.3	0.1	0.4	0.3	0.2
	C2H2	0.1	0.3	0.6	0.2	0.3	0.3
	C3H6	1.3	0.6	0.1	0.9	0.6	0.4
	C3H4	0.1	0.1	0.0	0.1	0.1	0.0
	C6H6	0.7	0.9	1.0	0.9	0.9	0.7
	LHVsyngas (MJ/m 3 STP)	7.97	8.05	8.38	9.1	8.05	6.7
	ηsyngas						

(m 3 STP/kgSRF daf)

  

		2.00	2.06	2.20	1.84	2.06	2.33
	Carbon conversion (%)	88.4	90.3	94.9	86.7	90.3	89.9
	Cold Gas Efficiency (%)	73.0	76.2	84.3	77.0	76.2	71.7
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