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Despite being an old process from the end of the 19 th century, electrosorption has attracted renewed attention in recent years because of its unique properties and advantages compared to other separation technologies and due to the concomitant development of new porous electrode materials. Electrosorption offer the advantage to separate the pollutants from wastewater with the possibility of selectively adsorbing and desorbing the targeted compounds. A comprehensive review of electrosorption is provided with particular attention given to the electrosorption of organic compounds, unlike existing capacitive deionization review papers that only focus on inorganic salts. The background and principle of electrosorption are first presented, while the influence of the main parameters (e.g., electrode materials, electrode potential, physico-chemistry of the electrolyte solutions, type of compounds, co-sorption effect, reactor design, etc.) is then detailed and the modeling and engineering aspects are discussed. Finally, the main output and future prospects about recovery studies and combination between electro-sorption/desorption and degradation processes are given. This review particularly highlights that carbon-based materials have been mostly employed (85% of studies) as porous electrode in organics electrosorption, while existing studies lack of electrode stability and durability tests in real conditions. These electrodes have been implemented in a fixed-bed reactor design most of the time (43% of studies) due to enhanced mass transport. Moreover, the electrode potential is a major criterion: it should be applied in the non-faradaic domain otherwise unwanted reactions can easily occur, especially the corrosion of carbon from 0.21 V/standard hydrogen electrode or the water oxidation/reduction. Furthermore, there is lack of studies performed with actual effluents and without addition of supporting electrolyte, which is crucial for testing the real efficiency of the process. The associated predictive model will be required by considering the matrix effect along with transport phenomena and physico-chemical characteristics of targeted organic compounds.

Introduction

In recent decades, the increasing industrial expansion and domestic activities has produced significant volumes of wastewater containing undesirable toxic contaminants (e.g., fine suspended solids, metals, organic and inorganic particles, and other impurities). Water pollution is therefore becoming a serious concern in the environmental field [START_REF] Bagheri | Nanomaterial-based adsorbents for wastewater treatment[END_REF][START_REF] Crini | Conventional and nonconventional adsorbents for wastewater treatment[END_REF][START_REF] Crini | Conventional and nonconventional adsorbents for wastewater treatment[END_REF][START_REF] Li | Carbon nanotube filter functionalized with iron oxychloride for flow-through electro-Fenton[END_REF], and the demand for freshwater represents one of the most critical global challenges of the 21 st century (Zhang et al., 2018a). The United Nations Educational, Scientific and Cultural Organization (UNESCO)

approximates that nearly over 2 billion people live in countries experiencing high water stress, and this water stress tends to be globalized (UNESCO, 2019). Hence, the interest in wastewater reuse as an alternative resource that can be used for different purposes is arousing strong interest worldwide. Wastewater reclamation and reuse practice is expected to achieve a circular economy approach [START_REF] Nan | Potential of constructed wetland treatment systems for agricultural wastewater reuse under the EU framework 275[END_REF]. In this context, the implementation of reliable treatments adapted to each type of wastewater and to regulations before reuse is necessary.

The application of bioprocesses has been established as a common practice for wastewater treatment when it remains reliable. Although they are inexpensive treatments, their efficiency toward biorecalcitrant pollutants is limited [START_REF] Ganzenko | Electrochemical advanced oxidation and biological processes for wastewater treatment: a review of the combined approaches[END_REF]Mousset et al., 2021b).

Studies on wastewater treatment strategies are performed to define the best wastewater treatment train for application [START_REF] Rizzo | Best available technologies and treatment trains to address current challenges in urban wastewater reuse for irrigation of crops in EU countries[END_REF]. To satisfy this demand, nonbiological treatments are required (Mousset et al., 2021a;[START_REF] Oller | Combination of advanced oxidation processes and biological treatments for wastewater decontamination-A review[END_REF][START_REF] Rizzo | Best available technologies and treatment trains to address current challenges in urban wastewater reuse for irrigation of crops in EU countries[END_REF]. Various separation techniques have been proposed to remove pollutants from aqueous effluents [START_REF] Rezakazemi | High Loaded Synthetic Hazardous Wastewater Treatment Using Lab-Scale Submerged Ceramic Membrane[END_REF][START_REF] Rizzo | Best available technologies and treatment trains to address current challenges in urban wastewater reuse for irrigation of crops in EU countries[END_REF], which mainly consist of physical (i.e., flotation, adsorption, membrane filtration), chemical (i.e., neutralization, coagulation, flocculation, precipitation), and physico-chemical (i.e., electrosorption) technologies [START_REF] Rezakazemi | High Loaded Synthetic Hazardous Wastewater Treatment Using Lab-Scale Submerged Ceramic Membrane[END_REF][START_REF] Zhang | Superwetting Porous Materials for Wastewater Treatment : from Immiscible Oil / Water Mixture to Emulsion Separation[END_REF]. Among these processes, electrosorption offers many advantages, such as a high removal efficiency (i.e., a high adsorption capacity), fast adsorption kinetics, and the possibility to control the selectivity and the sorption/desorption steps [START_REF] Gao | Mesoporous carbon derived from ZIF-8 for high efficient electrosorption[END_REF]Han et al., 2006a;[START_REF] Rong | Reversible electrosorption of thiocyanate anions by active carbon felt[END_REF]. It is particularly suitable for removing charged and/or polar pollutants by polarizing high surface area electrodes at a given electric current or potential [START_REF] Bayram | Flow-through electrosorption process for removal of 2,4-D pesticide from aqueous solutions onto activated carbon cloth fixed-bed electrodes[END_REF][START_REF] Nainamalai | Decolorization of synthetic dye wastewater using packed bed electro-adsorption column[END_REF]. Contaminants such as pesticides, dyes and solvents have proven to be effectively removed by electrosorption [START_REF] Bayram | Flow-through electrosorption process for removal of 2,4-D pesticide from aqueous solutions onto activated carbon cloth fixed-bed electrodes[END_REF][START_REF] Niu | Adsorption of organics onto an high-area C-cloth electrode from organic solvents and organic solvent/water mixtures[END_REF][START_REF] Sahin | Removal of azo dyes from aqueous solutions by adsorption and electrosorption as monitored with in-situ UV-visible spectroscopy[END_REF].

Several general reviews have compiled the different separation techniques used for aqueous effluents, but sections devoted to electrosorption were either minor or nonexistent [START_REF] Ahmad | Journal of Water Process Engineering A review of oily wastewater treatment using ultrafiltration membrane : A parametric study to enhance the membrane performance[END_REF][START_REF] Wadhawan | Journal of Water Process Engineering Role of nanomaterials as adsorbents in heavy metal ion removal from waste water : A review[END_REF]. Nevertheless, few reviews have addressed the electrosorption process [START_REF] Foo | A short review of activated carbon assisted electrosorption process: An overview, current stage and future prospects[END_REF][START_REF] Su | Electrosorption 1. Kirk-Othmer Encycl[END_REF]. A state-of-the-art review was published on electrosorption technology, its background studies, fundamental chemistry, working principles and the recent development of the activated carbon (AC)assisted electrosorption process [START_REF] Foo | A short review of activated carbon assisted electrosorption process: An overview, current stage and future prospects[END_REF]. In another review, the major classes of separations utilizing electrosorption were presented, and an overview of the progress in materials chemistry was given [START_REF] Su | Electrosorption at functional interfaces: From molecular-level interactions to electrochemical cell design[END_REF]. They emphasized capacitive deionization as a method for removing inorganic salts without involving electron exchange [START_REF] Su | Electrosorption at functional interfaces: From molecular-level interactions to electrochemical cell design[END_REF], while other recent reviews focused mainly on capacitive deionization [START_REF] Folaranmi | Towards electrochemical water desalination techniques: A review on capacitive deionization, membrane capacitive deionization and flow capacitive deionization[END_REF][START_REF] Vafakhah | A review on free-standing electrodes for energy-e ff ective desalination : Recent advances and perspectives in capacitive deionization[END_REF][START_REF] Volfkovich | Capacitive Deionization of Water[END_REF]Zhang et al., 2018a).

However, to the best of our knowledge, there is no detailed review on the electrosorption of organics as either ionic or nonionic forms. In addition, evaluating the parameters (including engineering factors) that control the electrosorption efficiency is usually not scrutinized.

Therefore, we propose focusing on these aspects by enlarging the study from AC to all types of conductive adsorbent materials.

Thus, this review begins by exposing the background and principle of electrosorption technology. The influence of parameters, such as electrode materials, current density, physico-chemistry of electrolytes and reactor design, is then addressed. Next, the identification of the main influencing factors combined with electrosorption modeling allows the design strategies for implementing porous electrodes to be defined. Finally, future directions for electrosorption processes are presented, which could bring new opportunities for their optimization and future development.

Electrosorption: background and principle

General background

Electrosorption is the result of the concomitant development of porous electrode materials and electric double layer (EDL) theory.

This is missed most of the time in the literature, but the first hybrid electrochemical method combined with a separation technique using a porous electrode material was proposed as early as the late 19 th century (1893) by Paul Leon Hulin, who referred to it as the "electrolyfiltration" process [START_REF] Coeuret | A flow-through porous electrode patented 100 years ago: the Hulin process[END_REF][START_REF] Hulin | Procédés et appareil électrolytiques pour la séparation immédiate des produits d' lectrolyse liquides ou dissous[END_REF]. Afterwards, Butler and Armstrong measured hydrogen adsorption on solid metal electrodes in 1933 by applying anodic galvanostatic transients (Butler and Armstrong, 1933;[START_REF] Gileadi | A comparison of radiotracer and electrochemical methods for the measurement of the electrosorption of organic molecules[END_REF]. Grahame then studied the potential controlled adsorption of n-octanol in 1946 [START_REF] Grahame | Properties of the Electrical Double Layer at a Mercury Surface. II. The Effect of Frequency on the Capacity and Resistance of Ideal Polarized Electrodes[END_REF]. This was followed by the development of electrosorption of neutral organic molecules in 1965 [START_REF] Brummer | The adsorption and oxidation of hydrocarbons on noble metal electrodes. I. Propane adsorption on smooth platinum electrodes[END_REF]. During the end of the 1960s and the beginning of the 1970s, granular electrodes were developed [START_REF] Coeuret | Ingénierie des procédés électrochimiques[END_REF]. Porous AC bed electrodes were introduced by Johnson and Newman in 1971 for desalination applications [START_REF] Johnson | Desalting by Means of Porous Carbon Electrodes[END_REF]. From the middle of the 1970s, expanded metal electrodes have aroused particular attention for their easy fabrication and implementation at the industrial scale [START_REF] Coeuret | Ingénierie des procédés électrochimiques[END_REF][START_REF] Coeuret | Mass transfer at the electrodes of the "falling-film cell[END_REF]. Metal foam electrodes then emerged in the 1980s due to their much higher specific surface area, which is particularly efficient for electrosorption in diluted media [START_REF] Marracino | A first investigation of flow-through porous electrodes made of metallic felts or foams[END_REF]. Still aimed at increasing the surface area of electrodes, nanostructured materials emerged in the 2000s, such as carbon nanotubes (CNTs) and graphene [START_REF] Chabot | A review of graphene and graphene oxide sponge: material synthesis and applications to energy and the environment[END_REF][START_REF] Du | Nanostructured electrodes for electrocatalytic advanced oxidation processes: From materials preparation to mechanisms understanding and wastewater treatment applications[END_REF][START_REF] Le | Hybrid graphene-decorated metal hollow fibre membrane reactors for efficient electro-Fenton -Filtration co-processes[END_REF]. Metal organic framework (MOF)-based materials have been proposed more recently for electrosorption due to their exceptional surface area with controllable porosity [START_REF] Chang | Porous carbon derived from Metal-organic framework (MOF) for capacitive deionization electrode[END_REF].

In the meantime, the understanding of the EDL mechanism aroused specific attention within the electrochemistry community. It began with studies about the potential drops at the electrode/electrolyte interface and the so-called "Volta problem". Many known scientists have attempted to explain this phenomenon, such as Volta, Nernst, Ostwald, Planck, Langmuir and Lorenz [START_REF] Damaskin | Historical development of theories of the electrochemical double layer[END_REF]. Several EDL theories have been developed [START_REF] Pilon | Recent Advances in Continuum Modeling of Interfacial and Transport Phenomena in Electric Double Layer Capacitors[END_REF], mainly through phenomenological models that could be supported by experimental data obtained by two kinds of electrochemical techniques: (i) electrocapillary curves, first developed by Lippmann [START_REF] Lippmann | Relations entre les phénomènes électriques et capillaires[END_REF] and (ii) EDL differential capacitance plots, first proposed by Varley [START_REF] Varley | Polarization of metallic surfaces in aqueous solutions. On a new method of obtaining electricity from mechanical force, and certain relations between electrostatic induction and the decomposition of water[END_REF]. Helmholtz was the first to formalize the EDL concept in 1879 [START_REF] Helmholtz | Studien über electrische Grenzschichten[END_REF], suggesting the existence of a compact layer made of a monolayer of counterions inducing a linear decrease in the potential in the vicinity of an oppositely charged conductive surface [START_REF] Helmholtz | Studien über electrische Grenzschichten[END_REF]. In contrast to the assumption of a continuous distribution of ions in the electrolyte upon the Poisson-Boltzmann relation at thermodynamic equilibrium, Gouy [START_REF] Gouy | Charge lectrique à la surface d'un lectrolyte[END_REF] and Chapman [START_REF] Chapman | A contribution to the theory of electrocapillary[END_REF] proposed an alternative in the 1910s, introducing the existence of a diffuse double layer, which induces a nonlinear decrease in the potential in the vicinity of the electrode. The Gouy-Chapman approach was

still not convincing at the closest distance of the electrode. The ion concentration was overestimated at the electrode surface because the ions were taken as point charges instead of having a finite size. Thus, in 1924 Stern proposed juxtaposing both the Helmholtz and Gouy-Chapman models [START_REF] Stern | Zur Theorie der Elektrolytischen Doppelschicht[END_REF], in which the EDL is composed of a compact layer close to the surface of the electrode and a diffuse layer in the outer region. In 1947 Grahame proposed dividing the compact layer (i.e., Stern layer) into the inner Helmholtz plane (IHP) and the outer Helmholtz plane (OHP). The IHP consists of a layer of ions and solvent adsorbed by covalent bonds and/or van der Waals forces on the interface. In the OHP, ions are driven by electromigration effects to produce an ionic environment [START_REF] Grahame | The electrical double layer and the theory of electrocapillarity[END_REF]. Figure 1 schematizes the EDL considering the so-called Gouy-Chapman-Stern model, which includes IHP and OHP [START_REF] Chapman | A contribution to the theory of electrocapillary[END_REF][START_REF] Gouy | Charge lectrique à la surface d'un lectrolyte[END_REF][START_REF] Grahame | The electrical double layer and the theory of electrocapillarity[END_REF][START_REF] Helmholtz | Studien über electrische Grenzschichten[END_REF][START_REF] Stern | Zur Theorie der Elektrolytischen Doppelschicht[END_REF].

This polarized interface induces a capacitance whose values usually range between a few µF cm -2 to several tens of µF cm -2 [START_REF] Simon | Materials for electrochemical capacitors[END_REF]. 

Principle

Electrosorption is a heterogeneous process that is defined as the species adsorption induced by electric current or a polarization potential on the surface of a conductive material without involving faradaic reactions, i.e., without electron transfer reactions (Fig. 2) [START_REF] Frumkin | On the charge transfer in the process of adsorption at the electrode/solution interface[END_REF][START_REF] Gerçel | Removal of textile dye from aqueous solution by electrochemical method[END_REF]. The electrosorption efficiency is usually quantified by estimating the equilibrium electrosorption capacity (q A in mg g -1 ), according to Eq. 1 [START_REF] Li | Effects of the hydration ratio on the electrosorption selectivity of ions during capacitive deionization[END_REF]:

(1)

where C 0 and C e are the initial and equilibrium concentrations of the pollutant, respectively (g L -1 ), V is the volume of the solution (L), and m is the mass of the working electrode (g).

The higher the electrosorption capacity is, the higher the electrosorption efficiency is [START_REF] Alencherry | Effect of increasing electrical conductivity and hydrophilicity on the electrosorption capacity of activated carbon electrodes for capacitive deionization[END_REF].

The electric potential or current is the third driving force of the electrosorption phenomenon and ion exchange mechanism [START_REF] Jung | Electrosorption of U ( IV ) by Electochemically Modified Activated[END_REF], while the transport steps remain essential for the entire process efficiency [START_REF] Schultze | Experimental determination and interpretation of the electrosorption valency gamma[END_REF][START_REF] Vetter | General Aspects of the Electrosorption Valency[END_REF]. Diffusion (i.e., species subjected to a concentration gradient in the vicinity of the electrode), electromigration (i.e., ions subjected to a gradient of the electrostatic potential) and convection (i.e., global fluid movement in the bulk) phenomena can occur in the electrochemical reactor, which has been formalized by the Nernst-Planck equation [START_REF] Bard | Electrochemical methods -Fundamentals and Applications[END_REF]. Most of the time, diffusion and/or electromigration of organic species in diluted media are limited steps before subsequent electrosorption (Adnan et al., 2021a;[START_REF] Alagesan | Influence of number of azo bonds and mass transport limitations towards the elimination capacity of continuous electrochemical process for the removal of textile industrial dyes[END_REF][START_REF] Coeuret | Ingénierie des procédés électrochimiques[END_REF]Mousset et al., 2019a;[START_REF] Panizza | Anodic oxidation of 2naphthol at boron-doped diamond electrodes[END_REF].

Electromigration represents an interesting feature when organic ionic species are present in a solution since it can facilitate their selective transport toward the oppositely charged electrode for electrosorption. Nevertheless, the electrosorption of uncharged organic compounds remains feasible by following replacement reactions at an equivalent volume between water molecules adsorbed on the electrode and the organic compound [START_REF] Gileadi | Electrosorption of uncharged molecules on solid electrodes[END_REF].

Apart from transport phenomena, the behavior at the electrode/electrolyte interface is another important concern for efficient electrosorption. This can be characterized by the EDL, which usually needs to be maximized. EDLs have been shown to depend on electrode material properties (i.e., electronic structure of the metal surface, electrode surface roughness, porosity and pore size distribution), interelectrode distances and electrolyte characteristics (i.e., electrolyte concentration, viscosity and polarity, distribution of ions and solvent molecules) [START_REF] Conway | Theoretical Treatment and Modeling of the Double Layer at Electrode Interfaces[END_REF][START_REF] Oleinick | A few key theoretical issues of importance in modern molecular electrochemistry[END_REF][START_REF] Schmickler | Electronic effects in the electric double layer[END_REF][START_REF] Trasatti | Work function, electronegativity, and electrochemical behaviour of metals. III. Electrolytic hydrogen evolution in acid solutions[END_REF][START_REF] Yan | Molecular-level understanding of electric double layer in ionic liquids[END_REF]. The influence of parameters on the organic electrosorption efficiency is discussed in more detail in section 3. 

Influence of the main parameters

The effect of the main parameters (i.e., the properties of the electrode materials, the experimental conditions (applied electrode potential, pH, concentration, electric conductivity, residence time, flow rate) and the reactor design) on the electrosorption/desorption kinetics and capacity have been reviewed in detail. The main research articles dealing with electrosorption of organic compounds in the literature are listed in Table 1. 

1. Electrode materials

The electrosorption efficiency partly depends on the nature of the electrode materials and their characteristics, i.e., specific surface area, porosity, conductivity, surface functions and surface wettability.

Nature and surface morphology of the electrode materials

Various electrode materials have been employed for electrosorption technologies, and Fig. 3a shows the occurrence frequency regarding the electrode materials used in the literature (Table 1). These materials are proposed for classification into the following categories (percentage of occurrence in brackets): carbon-based electrodes (85%), metal-based electrodes (9%) and polymer/resin-based electrodes (6%). Under the carbon electrodes, the following subcategories can be found: carbon-based composites (19%), granular activated carbon (GAC) (32%), carbon cloth (19%), carbon fiber (7%), carbon felt (7%), graphite (13%) and graphene (3%).

Metal-based materials have barely been studied in the literature (Fig. 3a), probably due to their usually high cost compared to carbon materials and their lower flexibility in terms of shape, surface area and porosity. The crystallographic orientation of the single crystal planes (Lust et al., 1997a(Lust et al., , 1997b) ) and the electronic structure of the metal surface impact the EDL, and therefore the electrosorption efficiency [START_REF] Schmickler | Electronic effects in the electric double layer[END_REF]. It has been further demonstrated that the dipole orientation of water, often used as a solvent, can be impacted by the surface chemistry of metal-based materials [START_REF] Conway | Theoretical Treatment and Modeling of the Double Layer at Electrode Interfaces[END_REF]. The point of zero charge of metals influences the specific orientation of H 2 O molecules, which then impacts H 2 O adsorbability [START_REF] Trasatti | Work function, electronegativity, and electrochemical behaviour of metals. III. Electrolytic hydrogen evolution in acid solutions[END_REF]. Therefore, the adsorbability of solvated ions on metals is also impacted, along with their electrosorption efficiency.

In contrast, it is obvious that carbon represents the majority of electrode materials used in the literature (Fig. 3a). Despite their availability and low prices, this enthusiasm toward carbon materials can be explained by their adequate properties for electrosorption, which are discussed more in detail in sections 3.1.2 to 3.1.5. Among their important characteristics, they have a particularly high surface area, high porosity, high electrical conductivity and high electrochemical stability, especially for cathodic reduction [START_REF] Frackowiak | Carbon materials for the electrochemical storage of energy in capacitors[END_REF][START_REF] Hou | Preparation of activated carbon sheet electrode assisted electrosorption process[END_REF]. Graphene has notably attracted attention as an emerging two-dimensional material composed of sp 2 -hybridized carbon atoms arranged in a honeycomb structure, and its characteristics have benefited environmental electrochemistry [START_REF] Du | Nanostructured electrodes for electrocatalytic advanced oxidation processes: From materials preparation to mechanisms understanding and wastewater treatment applications[END_REF][START_REF] Geim | The rise of graphene[END_REF][START_REF] Le | Hybrid graphene-decorated metal hollow fibre membrane reactors for efficient electro-Fenton -Filtration co-processes[END_REF][START_REF] Le | High removal efficiency of dye pollutants by electron-Fenton process using a graphene based cathode[END_REF][START_REF] Mousset | Electrocatalytic phenol degradation by a novel nanostructured carbon fiber brush cathode coated with graphene ink[END_REF]Mousset et al., , 2016bMousset et al., , 2016a)).

The surface morphology of electrode materials is often inspected using microscope devices as a qualitative approach to roughly evaluate the adsorption ability. Microscopic views obtained via scanning electron microscopy (SEM) are displayed in Figs. 3b and3c for activated carbon fiber (ACF) (Han et al., 2006b) and single-walled carbon nanotube (SWCNT) films [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF], respectively. Fig. 3b depicts the fine structure of ACF, which involves numerous uniform open pores on the surface (Han et al., 2006b), while the SEM image of the prGO/SWCNT film displays a rough surface and corrugated structures, which should provide a large accessible surface area (Fig. 3c) [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. 

Specific surface area, porosity, and roughness

A large surface area and an optimal pore size distribution of the electrode are essential requirements for reaching a high electrosorption capacity. They result in a high capability for charge accumulation at the active sites of the electrode/electrolyte interface [START_REF] Zaharaddeen | A Brief Review on Electrode Materials for Supercapacitor[END_REF]. From Fig. 4a, it can be seen that the specific surface area of the electrode used in the literature reached 2000 m 2 g -1 , while a majority of articles (36%) applied materials with specific surface areas within the range of 0-500 m 2 g -1 (Table 1).

One of the most common methods employed to modify the surface area and pore size distribution of carbon materials is their activation via chemical and/or thermal treatment. The electrosorption of 4-chlorophenol was studied by testing AC with different treatments, i.e., nonmodified AC (AC-NM), AC oxidation with nitric acid (AC-NA), AC treated with ammonia (AC-Am), and annealed AC (AC-HT) (Fig. 4b) (Biniak et al., 2013). The results highlighted a decrease in the specific surface area (S BET ) estimated by the well-known Brunauer-Emmett-Teller method when the AC was modified. Additionally, the total volume of mesopores (V me ) increased with the chemical treatment (AC-NA and AC-Am) (Fig. 4b), while the electrosorption efficiencies were better with these materials. It is important to note that increasing the surface area of materials does not systematically lead to a higher electrosorption efficiency, unlike many studies intend to show. Therefore, the distribution of pores remains an essential factor to consider, along with the specific surface area. The pore size has previously been shown to induce a change in the EDL. Fig. 4c depicts the EDL within different pore sizes of the carbon material, i.e., higher than 2 nm, between 1 and 2 nm and smaller than 1 nm. It has been emphasized that the existence of an optimal pore size gives an optimal capacitance when the pore size is close to the ion size [START_REF] Largeot | Relation between the ion size and pore size for an electric double-layer capacitor[END_REF]. This feature further highlights the impact of microporosity on the EDL and electrosorption efficiency. Due to these differences in the behavior of EDLs in porous materials, a multiscale model has been proposed according to the pore size for a better accuracy of capacitance prediction: sandwich-type model for micropores (< 2 nm), electric double-cylinder model for mesopores (2-50 nm)), and planar model for macropores (> 50 nm) (Fig. 4d) [START_REF] Dai | Multi-Scale Model for Describing the Effect of Pore Structure on Carbon-Based Electric Double Layer[END_REF][START_REF] Feng | Ion distribution in electrified micropores and its role in the anomalous enhancement of capacitance[END_REF][START_REF] Huang | Theoretical model for nanoporous carbon supercapacitors[END_REF].

A more recent approach for modifying the material properties is to involve carbonaceous nanostructured materials, such as graphene and/or carbon nanotubes (CNTs). A comparison between the specific surface area and porosity of three graphene-based materials, namely, prGO/SWCNTs, prGO and reduced graphene oxide (rGO), used for MB electrosorption has been performed [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. The specific surface areas of rGO (5.5 m 2 g -1 ) and prGO (29 m 2 g -1 ) were much smaller than that of prGO/SWCNT (94 m 2 g -1 ), and the same trend was obtained for the total pore volume. Knowing that the prGO/SWCNT electrode material depicted a higher electrosorption capacity (13 g g -1 ), the increase in the specific surface area and total porosity could have explained the higher electrosorption capacity [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF].

In addition, many electrode materials used in electrosorption can be considered to have a nonidealized electrode geometry, which then affects the EDL and consequently the electrosorption efficiency [START_REF] Fan | Electron-transfer kinetics and electric double layer effects in nanometer-wide thin-layer cells[END_REF]. For example, curvature effects are frequently encountered in cylindrical shapes (e.g., CNTs) and porous materials, which breaks with the linearity of models developed for planar electrode systems [START_REF] Henstridge | On the estimation of the diffuse double layer of carbon nanotubes using classical theory: Curvature effects on the Gouy-Chapman limit[END_REF][START_REF] Lian | A Generic Model for Electric Double Layers in Porous Electrodes[END_REF]. Moreover, differences have been predicted by using density functional theory (DFT) between concave and convex shapes. Concave induces a lower curvature effect than convex interfaces, leading to higher capacitances in the later [START_REF] Lian | A Generic Model for Electric Double Layers in Porous Electrodes[END_REF], and therefore better electrosorption. Copyright 2013, Elsevier), (c) EDL drawings representing solvated ions within different negatively charged pore sizes in carbon material: higher than 2 nm (A), between 1 and 2 nm (B) and smaller than 1 nm. (Adapted with permission from [START_REF] Chmiola | Anomalous increase in carbon at pore sizes less than 1 nanometer[END_REF] 

Material conductivity

It is well known that the electrical conductivity of electrode materials increases the rate of electron transfer at the material/electrolyte interface [START_REF] Du | Nanostructured electrodes for electrocatalytic advanced oxidation processes: From materials preparation to mechanisms understanding and wastewater treatment applications[END_REF]. The effect of electrical conductivity on the electrosorption efficiency has been particularly emphasized. It has been shown that the higher electrosorption capacity obtained with prGO/SWCNTs compared to prGO and rGO was partly related to the electrical conductivity of prGO/SWCNTs (74 S cm -1 ), which was far larger than that of prGO (20 S cm -1 ) and rGO (30 S cm -1 ) (Fig. 5a) [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. The electrical conductivity increased with the introduction of SWCNTs in the samples.

Other authors have also reported the positive effect of increasing the electrical conductivity on the kinetics and capacity of electrosorption [START_REF] Alencherry | Effect of increasing electrical conductivity and hydrophilicity on the electrosorption capacity of activated carbon electrodes for capacitive deionization[END_REF]. et al., 2019). Copyright 2019, American Chemical Society).

Surface functions

The type of surface function on the porous electrode can affect the electrosorption process. A comparison of electrosorption efficiencies using AC with different surface functions (Biniak et al., 2013) has been reported. AC-Am produced basic nitrogen-containing functional groups on the surface, while AC-NA increased the number of acidic oxygen functional groups bound to the surface. The more acidic the carbon surface, the more oxygen that was bound to it and the lower the efficiency of 4-chlorophenol electrosorption (Biniak et al., 2013). In another study, the incorporation of spherical polystyrene and SWCNTs into graphene oxide (prGO/SWCNTs) led to a higher electrosorption capacity than that of rGO and porous rGO films [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. Spherical polystyrene generated 3D macropores, while SWCNTs created efficient pathways for the transfer of ions and electrons.

Surface wettability

The surface wettability of the electrode is a parameter that can be obtained by measuring the contact angle. If the contact angle is greater than 90°, the electrode is hydrophobic, while if it is less than 90°, the electrode is considered hydrophilic [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. This factor has barely been quantified in electrosorption studies, although it has been established that a poor wettability generally hampers ion (hydrophilic) transport within the pores of the electrode.

This is unfavorable for the electrosorption process [START_REF] Chang | Kinetics and equilibrium studies on the electrosorption of anions with activated carbon electrodes[END_REF]. Nevertheless, a recent study stated the influence of the wettability of three graphene-based materials (prGO/SWCNTs, rGO and prGO) on MB electrosorption [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. The surface wettabilities were 60°, 113° and 101° for prGO/SWCNTs, rGO and prGO, respectively (Fig. 5b) [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. The prGO/SWCNTs showed a higher hydrophilicity, and the electrosorption capacity (up to 13 g g -1 ) was higher than that of the two other materials. The introduction of SWCNTs improved the hydrophilicity of the prGO/SWCNTs. Therefore, the surface wettability also influences the electrosorption capacity of organic compounds, and should not be neglected in investigation studies.

2. Applied electrode potential/current density and electrode polarity

The electrode polarity related to the applied current intensity sign is known to influence the electrosorption capacity of the porous surface, while the electrosorption rate can be increased.

According to the reviewed papers (Table 1), the occurrence percentages of electrode polarity configurations tested for electrosorption are as follows: cathode (23%), anode (41%) and both polarities (i.e., cathode and anode) (36%) (Fig. 6a). Most of the time, the electrode polarity can induce electromigration effects that need to be considered according to the charge in the targeted compounds. Since many organic compounds are negatively charged, the reason why more electrosorption studies have been performed with a positively charged anode material could be explained (Fig. 6a). For instance, the electrode polarity was studied by using metal wire coated with an epoxy resin-based polymer as the working electrode and platinum wire as the counter electrode for cresol red electrosorption [START_REF] Wang | Electrosorptionenhanced micro-column solid-phase extraction of traces of cresol red in water using electrodes of stainless steel wire coated with non-conductive polymer[END_REF]. The results showed that anodic polarization enhanced the efficiency compared to cathodic polarization. This was explained by the orderly migration of the negatively charged cresol red molecules with the sulfonic group on the benzene ring toward the positively charged wire anode. In contrast, the same charge between the compound and the cathode material limited their interaction [START_REF] Wang | Electrosorptionenhanced micro-column solid-phase extraction of traces of cresol red in water using electrodes of stainless steel wire coated with non-conductive polymer[END_REF]. In a similar way, anodic polarization increased the amount of phenol adsorbed on AC, while cathodic polarization decreased it [START_REF] Mcguire | The electrosorption of phenol onto activated carbon[END_REF]. In contrast, the cathodic polarization remarkably increased the thiocyanate anion electrosorption on the AC compared to anodic polarization [START_REF] Rong | Electrosorption of thiocyanate anions on active carbon felt electrode in dilute solution[END_REF], which was ascribed to coulombic interactions. In addition, the cathodic electrosorption of 8-quinolinecarboxylic acid on ACC resulted in higher removal efficiencies (96%) than anodic electrosorption (84%) [START_REF] López-Bernabeu | Enhanced removal of 8-quinolinecarboxylic acid in an activated carbon cloth by electroadsorption in aqueous solution[END_REF]. These differences in behavior were due to the occurrence of a faradaic reaction at the Ti-Pt anode, while cloth was the cathode. In this configuration, the anodic oxidation of 8-quinolinecarboxylic acid and its subsequent byproducts could be implemented, which enhanced the removal efficiency of the targeted compound [START_REF] López-Bernabeu | Enhanced removal of 8-quinolinecarboxylic acid in an activated carbon cloth by electroadsorption in aqueous solution[END_REF]. In contrast, there was no oxidation of organic compounds when the AC tissue was used as the anode, and only electrosorption could occur.

The faradaic reactions are considered to be competitive when only electrosorption is desired.

Their occurrence is directly related to the applied electrode potential value, which is the driving force that permits modification of the adsorption equilibrium by introducing a difference in the potential at the electrode/electrolyte interface. This potential is linked with the applied current density through the Butler-Volmer equation [START_REF] Lord | Fundamentals and Applications of Needle Trap Devices, Comprehensive Sampling and Sample Preparation: Analytical Techniques for Scientists[END_REF]. These reactions are involved at either anodic potentials that are too high or cathodic potentials that are too low, and some of them have recently been reviewed (Zhang et al., 2018b) and schematized [START_REF] Holubowitch | Quasi-Steady-State Polarization Reveals the Interplay of Capacitive and Faradaic Processes in Capacitive Deionization[END_REF]. Water oxidation into oxygen (O 2 ) and water reduction into hydrogen (H 2 ) are the two most famous faradaic equations that can occur in aqueous media. There can be other parasitic reactions according to the electrode material used and/or the composition of the electrolyte. For instance, if a carbon material is used as an anode, it can be easily oxidized (E 0 = 0.21 V/standard hydrogen electrode). This can be an issue because most of the porous electrodes employed are based on a carbon material (Fig. 3a), knowing that anodic polarization is the most experimented upon (Fig. 6a). Therefore, ) can be initially generated at a sufficiently high anodic potential in the presence of nitrogenous species and/or chloride ions [START_REF] Brito | Understanding active chlorine species production using boron doped diamond films with lower and higher sp3/sp2 ratio[END_REF]Mousset et al., 2020Mousset et al., , 2018b)). When a high O 2 overvoltage anode is employed, such as borondoped diamond (BDD), to cite the most frequently studied anode, perchlorate (ClO 4 -) can even be produced [START_REF] Bergmann | The occurrence of perchlorate during drinking water electrolysis using BDD anodes[END_REF]. Often missing in the literature and especially in reviews dealing with faradaic reactions involved in capacitive deionization (Zhang et al., 2018b): the local alkalization at the cathode from O 2 reduction and H 2 O reduction reactions should not be overlooked. Under this condition, magnesium, calcium and/or carbonate are present in solution, which is the case in many actual aqueous effluents (Adnan et al., 2021a;[START_REF] Belarbi | Modelling of delay effect of calcium carbonate deposition kinetics on rotating disk electrode in the presence of green inhibitor[END_REF], and electroprecipitation phenomena can occur by forming Mg(OH) 2 and/or CaCO 3 at the cathode surface (Adnan et al., 2021a;[START_REF] Belarbi | Modelling of delay effect of calcium carbonate deposition kinetics on rotating disk electrode in the presence of green inhibitor[END_REF]. These deposits then progressively passivate the cathode and hamper electrolysis.

caution
Thus, faradaic reactions can be avoided if a sufficiently short potential window is applied, whose range can be verified by a voltammetric analysis. This is a further advantage in terms of the energy consumption because the cell potential remains low. In this capacitive voltage range, it has been shown that an increase in the applied potential from open circuit (OC) to 600 mV involved increases in the rate and capacity of AO7 electrosorption into ACF (OC:

1.12 mmol g -1 , 200 mV: 1.17 mmol g -1 , 400 mV: 1.39 mmol g -1 , and 600 mV: 1.84 mmol g -1 )) (Fig. 6b) [START_REF] Han | Integrated electrochemically enhanced adsorption with electrochemical regeneration for removal of acid orange 7 using activated carbon fibers[END_REF]. Similarly, an intensification of polarization caused an increase in the percentage of BA electrosorption onto ACC (OC: 52%, -200 mV: 50%, -600 mV: 44%, -900 mV: 15%, +200 mV: 72%, +600 mV: 75%, +900 mV: 74%). This was explained by an amplification of the electrostatic interaction between the ACC surface (positively charged) and benzoate anion (negatively charged) with rising potentials (Bayram and Ayranci, 2012b). 

Physico-chemistry of the electrolyte solutions

Type and concentration of the inorganic electrolyte

In most synthetic solution studies, an inorganic supporting electrolyte is added to increase the electrical conductivity of the wastewater to be treated [START_REF] Gerçel | Removal of textile dye from aqueous solution by electrochemical method[END_REF]Han et al., 2006b;[START_REF] Koparal | Electroadsorption of Acilan Blau Dye from Textile Effluents by Using Activated Carbon-Perlite Mixtures[END_REF]. Although electrolytes should not be added in the context of wastewater depollution to avoid external contamination, studies in their presence have emphasized the antagonist role of the electrosorption efficiency in organics according to their types and concentrations.

It has been highlighted that the equilibrium electrosorption capacity of phenol on ACF was reduced, whereas the electrosorption rate was enhanced with an increasing sodium sulfate (Na 2 SO 4 ) electrolyte concentration from 1 to 100 mM (Han et al., 2006b). Na 2 SO 4 increased the solution conductivity, which contributed to an increase in the ion transport. However, the adsorption sites for phenol on the surface of the adsorbent were occupied by the competitive electrosorption of the Na 2 SO 4 electrolyte (Han et al., 2006b). Similar results have been obtained in other studies involving the electrosorption of aniline on ACF in Na 2 SO 4 electrolyte (Fig. 7a) (Han et al., 2006a), of 2,4-dichlorofenoxyacetic acid on ACC in Na 2 SO 4 electrolyte [START_REF] Bayram | Flow-through electrosorption process for removal of 2,4-D pesticide from aqueous solutions onto activated carbon cloth fixed-bed electrodes[END_REF], and of acilan blau dye on AC-perlite mixtures in sodium chloride (NaCl) electrolyte (Han et al., 2006b). This trend was confirmed by the study of 1adamantanol in the presence of halide (F -, Cl -, Br -)-based electrolytes. This further emphasized the decrease in the organic adsorption when the electrolyte concentrations increased from 5 to 100 mM, regardless of the types of halide anions [START_REF] Stenina | Coadsorption of halide anions and 1-adamantanol molecules on a mercury electrode[END_REF]. It was thus reported that organic-inorganic attraction could occur during concurrent adsorption, which could be explained by the strong hydrogen bonds between the OH -group of the organic compound and the halide anions.

The effect of the electrolyte type on the electrosorption efficiency was more emphasized by [START_REF] Gerçel | Removal of textile dye from aqueous solution by electrochemical method[END_REF], who compared two different electrolytes, either sodium nitrate (NaNO 3 ) or Na 2 SO 4 , for the electrosorption of burdem orange II textile dye by using AC prepared from a waste material. The highest dye removals of 95% and 88% was achieved with 0.2 M Na 2 SO 4 and 0.2 M NaNO 3 , respectively. The differences in removal percentages could be attributed to the different hydrated radii and valences of the electrolyte, regardless of the initial solution concentration [START_REF] Gerçel | Removal of textile dye from aqueous solution by electrochemical method[END_REF]. 

pH

The initial pH of the electrolyte solution is an important factor, since it can influence the ionization state of the outer electrode surface and the surface electrical charge characteristics of pollutants, as well as the electrosorption mechanism. Therefore, it also influences the electrosorption capacity of the organic compounds.

Table 3 summarizes the optimum pH for a variety of organic pollutants whose acid dissociation constants (pKa) have been reported. The effect of pH within the range of 4 to 12 on the electrosorption capacity of cresol red using electrodes made of stainless steel wire coated with a nonconductive polymer was studied [START_REF] Wang | Electrosorptionenhanced micro-column solid-phase extraction of traces of cresol red in water using electrodes of stainless steel wire coated with non-conductive polymer[END_REF]. Compound electrosorption was optimal at pH 6.0 due to the respective protonation and deprotonation of cresol red in acidic and basic media considering its pKa values of 0.5 (pKa 1 ) and 8.5 (pKa 2 ).

Protonation in a strong acid medium would lead to the molecular ionization of cresol red, which explains the weak electrosorption in acidic media. Conversely, deprotonation would lead to the electrosorption of cresol red anions. The influence of the initial pH values covering a range from 3.1 to 10.6 on aniline (pKa = 4.6) electrosorption on ACF was also investigated (Han et al., 2006a). The electrosorption capacity of aniline rose with an increasing pH as shown in Fig. 7b. This was attributed to the electrostatic interaction caused by protonation or deprotonation according to the pH changes, but could also be due to the electron donor ability of the amino group that increased in a basic solution. Similar results have been obtained in other studies regarding the electrosorption of aniline [START_REF] Chai | Electrosorption-enhanced solid-phase microextraction using activated carbon fiber for determination of aniline in water[END_REF] and mercury (II) acetate [START_REF] Jayson | Adsorption and electrosorption of mercury(II) acetate onto activated charcoal cloth from aqueous solution[END_REF].

In contrast, the electrosorption capacity decreased with an increasing pH from 4 to 12 when bentazone (pKa = 3.3) was removed from aqueous solutions using an ACC electrode [START_REF] Ania | Mechanism of adsorption and electrosorption of bentazone on activated carbon cloth in aqueous solutions[END_REF]. This trend was due to the pH dependence of the charges on the carbon cloth surface and of the bentazone ionization. At an acidic pH, the bentazone is mainly nondissociated, and all acidic groups are protonated (neutralization of the negative charges), which minimizes the repulsive electrostatic interactions, and the electrosorption is improved.

At a higher pH, the anionic form predominates in the solution, which implies a weaker interaction of the carbon cloth surface with deprotonated bentazone than with its neutral form.

Similarly, the electrosorption of BA was lower at a basic pH than at an acidic pH, which was ascribed to the competition between the benzoate (formed at basic pH) and OHˉ anions for the positively charged ACC anode material (Bayram and Ayranci, 2012a). A similar trend was obtained with the electrosorption of thiocyanate (pKa = 0.5) (Rong andXien, 2009, 2005), benzene (pKa = 43) [START_REF] Heiland | Kinetic and thermodynamic aspects of the electrosorption of benzene on platinum electrodes[END_REF], naphthalenesulfonic acid (pKa = 0.2), benzyl alcohol (pKa = 15.4), naphthoic acid (pKa = 4.2), methylquinolinium chloride [START_REF] Bán | Fundamentals of electrosorption on activated carbon for wastewater treatment of industrial effluents[END_REF] and burdem orange II (pKa = 11.4) [START_REF] Gerçel | Removal of textile dye from aqueous solution by electrochemical method[END_REF] (Table 2).

Table 2. Optimal initial solution pH during the electrosorption of selected pollutants.

Pollutant pH range Optimum pH pKa Reference

Cresol red 4.0 -12.0 6.0 pKa 1 = 0.5; pKa 2 = 8.5 (Wang et 

Temperature

Generally, the temperature affects the electrosorption capacity. Many different enthalpies of adsorption ( ) values have been presented in the literature that attest to the variabilities of thermodynamic processes and the influence of temperature. Ethylene electrosorption on platinum was studied at temperatures varying from 303 to 343 K [START_REF] Gileadi | Electrosorption of ethylene on platinum as a function of potential, concentration, and temperature[END_REF]. The equilibrium adsorption constant was essentially independent of the temperature; consequently, equaled 0. In contrast, the electrosorption of phenol on ACF at three temperatures, 273, 293, and 303 K, was temperature-dependent (Fig. 7c) (Han et al., 2006b). The electrosorption process was more favorable at lower temperatures, and was negative, which showed that phenol was exothermally adsorbed by ACF. This further highlights that electrostatic interactions and dipole-dipole interactions might be the main adsorption mechanism for phenol electrosorption on ACF (Han et al., 2006b). The temperature also affected aniline electrosorption on the ACF electrode at temperatures varying from 293 to 343 K [START_REF] Chai | Electrosorption-enhanced solid-phase microextraction using activated carbon fiber for determination of aniline in water[END_REF]. The electrosorption efficiency increased with an increasing temperature until reaching a peak at 313 K and then gradually decreased. This was due to the increase in the diffusion rate of aniline through the static aqueous layer at the fiber/solution interface. At temperatures higher than the optimal value, the efficiency did not increase, since aniline electrosorption was an exothermic process [START_REF] Chai | Electrosorption-enhanced solid-phase microextraction using activated carbon fiber for determination of aniline in water[END_REF]. Another study varied the temperature of the electrolyte from 283 to 323 K for butanol and 1-oxyadamantane electrosorption [START_REF] Stenina | Comparison of temperature dependences of adsorption parameters for secondary butanol and 1-oxyadamantane at their adsorption on the Hg electrode/aqueous solution interface[END_REF]. An increase in the temperature led to an increase in the capacitance from 4.9 to 5.5 µF cm -2 , and therefore in the electrosorption efficiency [START_REF] Stenina | Comparison of temperature dependences of adsorption parameters for secondary butanol and 1-oxyadamantane at their adsorption on the Hg electrode/aqueous solution interface[END_REF]. Thus, the increase in the temperature either decreased or increased the electrosorption capacity, according to the natures of the pollutants and of the active sites on the electrodes.

4. Types of organic pollutants, their co-sorption, and the initial concentration effects

According to the papers reviewed, 92% of the electrosorption studies focused on aromatic compounds, while only 8% focused on aliphatic pollutants (Fig. 8a). Surprisingly, 100% of articles dealt with artificial contamination. This highlights the crucial need to deal with actual wastewater to consider other matrix effects in the electrosorption efficiency, such as competition with co-sorption, clogging, etc.

In real matrices, the presence of multiple compounds is unavoidable; therefore, co-sorption studies remain essential. Several articles focused on these aspects, but in simulated wastewater. The co-sorption effect in the presence of three organic pollutants (acid red 88, orange II, and MB) on a three-dimensional (3D) graphene aerogel electrode was studied [START_REF] Sun | Electrically Accelerated Removal of Organic Pollutants by a Three-Dimensional Graphene Aerogel[END_REF]. The electrosorption rate of the dyes ranked as follows (with an increasing rate): acid red 88 < orange II < MB (Fig. 8b). This was inversely correlated with the size of the dye molecules (with an increasing size): MB < orange II < acid red 88. Thus, smaller molecules would find more pores accessible for electrosorption. The influence of the charge of the dyes must also be considered, because it affects the electrostatic force between the adsorbent and the molecules and controls the electrosorption process. For instance, - interactions have been shown to play an important role, since dyes with more aromatic rings showed stronger interactions with the adsorbent [START_REF] Sun | Electrically Accelerated Removal of Organic Pollutants by a Three-Dimensional Graphene Aerogel[END_REF]. In addition, the charge dipole and dispersion interactions between the adsorbent and the aromatic organic acids have also depicted an influence on the electrosorption. The electrosorptive behavior of aromatic organic acids (i.e., benzoic, phthalic and NA) onto the ACC electrode was further examined (Bayram and Ayranci, 2012a). The rate constants of electrosorption of the acids decreased in the following order: NA > phthalic acid > BA (Bayram and Ayranci, 2012a). A more recent study schematized the material/solution interface in the presence of MB sorption on a prGO/SWCNT surface (Fig. 8c) [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. In the absence of an electric current, i.e., under OC conditions, the dye randomly adsorbed on the material, leading to a lower adsorption capacity. In contrast, the positively charged pollutant could adsorb onto the negatively charged material under cathodic polarization, which enhanced the sorption efficiency. The importance of the electrode potential and intermolecular interaction was also emphasized in co-electrosorption studies from Damaskin's group [START_REF] Damaskin | Modeling of co-adsorption of cations and anions localized in different layers of the dense part of electrical double layer under the conditions of linear charge dependence of the adsorption energy[END_REF][START_REF] Damaskin | Mechanism of coadsorption of two organic substances on electrodes at strong attractive interaction between their molecules in the adsorption layer[END_REF][START_REF] Damaskin | Modeling of synergism effect at different orientation of co-adsorbing molecules[END_REF][START_REF] Damaskin | Adsorption of an Organic Compound in Two Different Positions: Simulation Taking into Account All Three Parameters of Intermolecular Interaction[END_REF]Damaskin and Baturina, 2001a, 2001b, 2001c[START_REF] Conway | Theoretical Treatment and Modeling of the Double Layer at Electrode Interfaces[END_REF][START_REF] Stenina | Coadsorption of halide anions and 1-adamantanol molecules on a mercury electrode[END_REF]. Furthermore, all these trends corroborated the behavior at the electrode/electrolyte interface. The characteristics of anions and cations (e.g., radii, interactions with solvent, charge, etc.) of the electrolyte have been identified as the key role parameters for controlling the distribution and concentrations of ions in EDL, and therefore greatly impact the electrosorption efficiency [START_REF] Kornyshev | Double-Layer in Ionic Liquids: Paradigm Change?[END_REF][START_REF] Waegele | How cations affect the electric double layer and the rates and selectivity of electrocatalytic processes[END_REF].

The influence of the initial concentration of organic compounds on the electrosorption efficiency has been widely reported in the literature, especially in batch mode configurations.

The electrosorption efficiency was studied by varying the initial MB concentration from 10 to 600 mg L -1 [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. The increase in the pollutant concentration up to 100 mg L -1 led to an increase in the electrosorption capacity at a given time, and thereafter remained constant at higher initial concentrations. Similarly, a kinetics study observed an increase in the rate of metribuzin electrosorption on GAC with an increase in the initial concentration from 0.23 to 2.1 mmol L -1 , leading to a higher capacity at identical times [START_REF] Kitous | Application of the electrosorption technique to remove Metribuzin pesticide[END_REF].

Similar trends have been obtained with the electrosorption of acilan blau dye [START_REF] Koparal | Electroadsorption of Acilan Blau Dye from Textile Effluents by Using Activated Carbon-Perlite Mixtures[END_REF], phenol (Han et al., 2006b), ethylene [START_REF] Gileadi | Electrosorption of ethylene on platinum as a function of potential, concentration, and temperature[END_REF], AO7 [START_REF] Han | Integrated electrochemically enhanced adsorption with electrochemical regeneration for removal of acid orange 7 using activated carbon fibers[END_REF], βnaphthol [START_REF] Eisinger | Electrosorption of β-naphthol on graphite[END_REF], AO8, AY14, AR151 [START_REF] Sahin | Removal of azo dyes from aqueous solutions by adsorption and electrosorption as monitored with in-situ UV-visible spectroscopy[END_REF], bentazone [START_REF] Ania | Mechanism of adsorption and electrosorption of bentazone on activated carbon cloth in aqueous solutions[END_REF], naphthalenesulfonic acid, benzyl alcohol, naphthoic acid, methylquinolinium chloride [START_REF] Bán | Fundamentals of electrosorption on activated carbon for wastewater treatment of industrial effluents[END_REF] and MB (Fig. 8d) [START_REF] Nainamalai | Decolorization of synthetic dye wastewater using packed bed electro-adsorption column[END_REF].

These studies were performed in batch mode, meaning that not only the kinetics of electrosorption were quicker, but also the capacities were higher with an increasing initial concentration. This is formally disclosed with isotherm models discussed in section 4.1. This trend might be explained by the decrease in the driving force of the concentration gradient of pollutants toward the surface of the working electrode during an increase in loading rate (Han et al., 2006b). Moreover, the affinity between the pollutant and the electrode surface was significantly increased by polarization, allowing the enhanced adsorption capacity of pollutants on the electrode [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. Furthermore, different EDL behaviors at high concentrations of organic electrolytes have been highlighted, since conventional concepts of EDLs, such as the Gouy-Chapman-Stern representation, remain suitable only for diluted media. In dense mixtures, nonlinear polarization at the interface has been noticed, while a capacitance-voltage dependence was emphasized [START_REF] Bazant | Double layer in ionic liquids: Overscreening versus crowding[END_REF]. At a low voltage, a socalled overscreening model is assumed, which is formed by a monolayer of ions and an excess of counterions in the second monolayer (Fig. 8e) [START_REF] Bazant | Double layer in ionic liquids: Overscreening versus crowding[END_REF]. In contrast, at a medium voltage, there is a condensed layer formation of counterions, and at even higher voltages, complete lattice saturation is expected (i.e., the formation of two monolayers at the interface), which is defined as the crowding model (Fig. 8e) [START_REF] Bazant | Double layer in ionic liquids: Overscreening versus crowding[END_REF].

From a practical point of view, the continuous mode is preferred, and the variation in the initial concentration will mainly affect the kinetics of electrosorption, while the maximum capacity of the adsorbent can be reached by adapting the contact time. The reactor volume and/or the adsorbent quantity can also be adjusted to reach the maximum electrosorption efficiency, as discussed in section 3.5. effect of acid red 88, orange II, and MB co-sorption (Reprinted with permission from [START_REF] Sun | Electrically Accelerated Removal of Organic Pollutants by a Three-Dimensional Graphene Aerogel[END_REF]. Copyright 2016, American Institute of Chemical Engineers Journals), (c) schematic representation of MB molecule orientation on the prGO/SWCNT surface (Reprinted with permission from [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. Copyright 2019, American Chemical Society), (d)

influence of the initial concentration on MB electrosorption (Reprinted with permission from [START_REF] Nainamalai | Decolorization of synthetic dye wastewater using packed bed electro-adsorption column[END_REF]. Copyright 2018, Elsevier), (e) overscreening versus crowding models of EDL in the presence of concentrated electrolyte (e.g., ionic liquids) (Adapted with permission from [START_REF] Bazant | Double layer in ionic liquids: Overscreening versus crowding[END_REF]. Copyright 2011, American Physical Society), (f) impact of the flow rate on 2,4-dichlorophenoxyacetic acid electrosorption (Reprinted with permission from [START_REF] Bayram | Flow-through electrosorption process for removal of 2,4-D pesticide from aqueous solutions onto activated carbon cloth fixed-bed electrodes[END_REF]. Copyright 2018, IWA Publishing).

5. Residence time, flow rate, reactor volume, and adsorbent load

The electrosorption efficiency is also controlled by the residence time and volume flow rate, which are both related to the reactor volume. All previous works reported an enhancement in the electrosorption capacity with an increasing residence time and a decreasing flow rate by maintaining the contact of the pollutants with the active sites of the porous electrode. For example, a decrease in the MB electrosorption onto AC was reported with increased flow rates from 3 to 9 mL min -1 [START_REF] Nainamalai | Decolorization of synthetic dye wastewater using packed bed electro-adsorption column[END_REF]. Similar trends have been observed with 2,4-dichlorophenoxyacetic acid (Fig. 8f) [START_REF] Bayram | Flow-through electrosorption process for removal of 2,4-D pesticide from aqueous solutions onto activated carbon cloth fixed-bed electrodes[END_REF], acilan blau dye [START_REF] Koparal | Electroadsorption of Acilan Blau Dye from Textile Effluents by Using Activated Carbon-Perlite Mixtures[END_REF], burdem orange II [START_REF] Gerçel | Removal of textile dye from aqueous solution by electrochemical method[END_REF], BA and NA [START_REF] Bayram | Electrosoption of Aromatic Organic Acids From Aqueous Solutions Onto Granular Activated Carbon Electrodes for Water Purification[END_REF], metribuzin [START_REF] Kitous | Application of the electrosorption technique to remove Metribuzin pesticide[END_REF] and BA (Bayram and Ayranci, 2012b) electrosorptions. It was assumed that the EDL thickness at the polarized adsorbent surface decreased with an increasing flow regime [START_REF] Bayram | Flow-through electrosorption process for removal of 2,4-D pesticide from aqueous solutions onto activated carbon cloth fixed-bed electrodes[END_REF]. Consequently, the specific double layer capacitance (C dl ) value was reduced along with the electrosorption capacity.

The adsorbent load is another way to increase the electrosorption capacity. The influence of the bed heights, and therefore the adsorbent load, on MB electrosorption was studied [START_REF] Nainamalai | Decolorization of synthetic dye wastewater using packed bed electro-adsorption column[END_REF]. When the bed height increased from 3 to 9 cm, the MB electrosorption capacity increased from 54 mg g -1 to 81 mg g -1 caused by an increase in the residence time and the accessible binding sites. Similar trends have been obtained with the electrosorption of β-naphthol [START_REF] Eisinger | Separation by Electrosorption of Organic Compounds in a Flow-Through Porous Electrode[END_REF] and acilan blau dye [START_REF] Koparal | Electroadsorption of Acilan Blau Dye from Textile Effluents by Using Activated Carbon-Perlite Mixtures[END_REF].

6. Reactor design

An ideal reactor design for electrosorption needs to meet the requirements to make full use of the electrode surface area while minimizing the mass transfer limitations and maintaining a homogeneous potential distribution. The typical reactor designs developed in general applied electrochemistry have been tested for electrosorption (Table 1). They include systems with fixed-bed or fluidized beds, flow-by or flow-through parallel plate cells and stirred tank reactors (STRs). According to the reviewed papers (Table 1), fixed-bed reactors have been more implemented for organic electrosorption (43%), followed by the flow-through parallelplate cell design (21%) (Fig. 9). This could be attributed to their adapted design when porous electrode materials are employed. This then enhances the efficiency by benefitting from the internal surface area. The reactor design description and their comparison are described as follows, while Table 3 summarizes the advantages and drawbacks of each type of reactor design. Further detailed information regarding the electrochemical reactor design performance for general applications can be found in prominent textbooks in the field [START_REF] Coeuret | Eléments de génie électrochimique[END_REF]Goodridge and Wright, 1983a;[START_REF] Newman | Engineering Design of Electrochemical Systems[END_REF][START_REF] Pletcher | Industrial electrochemistry[END_REF].

In STR, the electrode materials are placed in parallel, and the solution is magnetically (labscale) or mechanically (pilot-scale) stirred in a tank (Fig. 10a) [START_REF] Monteil | A review on efficiency and cost effectiveness of electro-and bio-electro-Fenton processes: Application to the treatment of pharmaceutical pollutants in water[END_REF][START_REF] Mousset | Photoelectrochemical reactors for treatment of water and wastewater: a review[END_REF]. The STR configuration was implemented most of the time in batch mode, as opposed to continuous mode. The STR can be useful for laboratory batch studies, especially for troubleshooting or development works. However, the mass transfer is the worst in these systems. This also leads to a higher footprint area due to the higher required total surface area of the electrode. Consequently, an alternative reactor design is preferred for commercial use.

Conventional flow-by and flow-through parallel plate cells have typically been proposed (Figs. 10b and10c). Two configurations are possible concerning the direction of the effluent flow with respect to the direction of the current flow. In the flow-by cell, the current and flow of the effluent are perpendicular (Adnan et al., 2021b). The effluent circulates between the electrodes, with a variant with a "channel", which is similar to a flow-by cell in series, i.e., a succession of cathode and anode materials [START_REF] Mousset | Photoelectrochemical reactors for treatment of water and wastewater: a review[END_REF]. In the flowthrough cell, the current and flow of the effluent are parallel, and the effluent flows through the porous electrode. This electrode is considered to be thin, which does not constitute beads or particles, and differentiates the flow-through cell from a "bed reactor". An advantage of parallel-plate cells is that they can be implemented in stacks of cells arranged in series and/or in parallel in order to enhance the conversion yield and/or the treatment capacity, respectively. This is adapted for applications at an industrial scale [START_REF] Kakhi | Classification of the flow regimes in the flow-through cell[END_REF][START_REF] Langlois | Flow-through and flow-by porous electrodes of nickel foam Part III : theoretical electrode potential distribution in the flow-by configuration ~ Mc[END_REF]. The flow-through cell has a distribution of potentials that tends to be less homogeneous than in the flow-by cell. However, the flow-by cell induces mass transfer limitations compared to the flow-through cell, and has therefore been less implemented for electrosorption purposes (Fig. 9). Another possibility with parallel-plate design is the variation in the inter-electrodes distances that decreases the cell resistance and increases the mass transfer at a shortened gap, in addition to affecting the EDL behavior. In more conventional cells, i.e., at millimetric distances, it is considered that an excess charge can occur only at the surface of the material according to Gauss theory. In nanofluidic thin film cells, i.e., at nanometric gaps, the assumption of electroneutrality in the double layer may be inappropriate. This is because the OHP in EDL theory becomes highly dynamic due to very high mass transport rates of redox ions [START_REF] Fan | Electron-transfer kinetics and electric double layer effects in nanometer-wide thin-layer cells[END_REF].

In parallel, fixed-and fluidized-bed reactors have been suggested as substitute designs. These consist of the effluent circulating through a bed constituted by a volume electrode, i.e., a 3D porous polarized material (Figs. 10d-10g). In the fixed-bed reactor, the electrode particles are all in permanent contact, which defines a monopolar connection mode. In this case, the particulate electrodes constitute a single electron conducting particle that is either completely positively (anode) or negatively (cathode) charged (Goodridge and Wright, 1983b). In the fluidized-bed reactor, the electrode particles are not in contact with each other, which leads to a bipolar mode [START_REF] López-Bernabeu | Enhanced removal of 8-quinolinecarboxylic acid in an activated carbon cloth by electroadsorption in aqueous solution[END_REF]. This means that one side of each particle is positively charged, while the other side of the particle is negatively charged (Goodridge and Wright, 1983a). Most of the time, these bed designs are akin to column reactors. Two configurations can be proposed according to the direction of the electric current compared to the hydraulic flow direction. In co-current mode, they are both parallel (Figs. 10d and10f), while in counter-current mode they are perpendicular (Figs. 10e and10g). The co-current condition is useful for testing different porous materials in lab-scale studies [START_REF] Coeuret | Ingénierie des procédés électrochimiques[END_REF].

However, this configuration has not been adapted for a larger scale because of the low applied flow rate range. In contrast, the counter-current approach is compatible with industrial scale applications due to the possibility of arrangements in series and parallel [START_REF] Coeuret | Ingénierie des procédés électrochimiques[END_REF].

Additionally, the electrode performance is mainly governed by diffusion polarization in the fixed-bed electrode [START_REF] Matsuno | Electrode performance of fixed and fluidized bed electrodes for a molten carbonate fuel cell anode[END_REF]. This phenomenon is minimized in the fluidizedbed electrode due to the high mass transfer rate induced by the turbulence of the moving particles [START_REF] Matsuno | Electrode performance of fixed and fluidized bed electrodes for a molten carbonate fuel cell anode[END_REF]. However, the fluidized-bed reactor exhibits a number of inherent limitations. The most significant drawback is the range of potentials that are spatially distributed within the bed, leading to a high heterogeneity distribution. The effective resistance of the particle phase in the fluidized-bed electrode was found to be three to four times greater than that of the fixed-bed device [START_REF] Matsuno | Electrode performance of fixed and fluidized bed electrodes for a molten carbonate fuel cell anode[END_REF]. Moreover, the conditions under which the fluidized bed is operated are often unknown [START_REF] Cheng | Review on the applications and development of fluidized bed electrodes[END_REF].

Nevertheless, the fixed-bed presents numerous advantages over other reactor designs, such as very high mass transfer intensification, a high specific area of the working electrode, and feasibility of electrosorption processes for large-scale plant. This justifies why it has been studied more (Fig. 9). 

7. Factors influencing the electrodesorption step

An electrodesorption step is required to recover the electrosorbed pollutants for either subsequent degradation or valorization. This further facilitates the regeneration of the porous electrode material for successive electrosorption cycles, as discussed in more detail in section 3.8 [START_REF] Bain | Electrosorption/electrodesorption of arsenic on a granular activated carbon in the presence of other heavy metals[END_REF]. It consists of reversing the electrode polarity, and the charged contaminants are then released from the interface and diffuse back into the bulk solution [START_REF] Mcquillan | The electrochemical regeneration of granular activated carbons: A review[END_REF].

Electrode polarity and applied current or potential value are the main factors governing the electrodesorption efficiency. For instance, the desorption study of ethylenediamine from AC at a more positive potential (0 V/SCE) than for the electrosorption step (-0.5 V/SCE) provoked significant electrodesorption of the ethylenediamine back into the solution [START_REF] Eisinger | Electrosorption: A case study on removal of dilute organics from water[END_REF]. However, the recovery was not complete, as it was approximately 66%, which was attributed to irreversible electrosorption of a fraction of the organic compound on the most active sites. In a similar way, thiocyanate anions were desorbed from AC by applying a negative polarization and then neutralizing or basifying the solution pH [START_REF] Rong | Reversible electrosorption of thiocyanate anions by active carbon felt[END_REF]. Thus, the pH can also play a role in the desorption process according to the pKa of organic compounds. Another parameter that has been shown to influence the desorption efficiency is the solvent. The increase in methylquinolinium chloride desorption from AC was due not only to the increase in the potential from 0 mV/(Ag/saturated KCl) to 600 mV/(Ag/saturated KCl), but also to the use of methanol instead of water [START_REF] Bán | Fundamentals of electrosorption on activated carbon for wastewater treatment of industrial effluents[END_REF]. A desorption increase of more than one hundred times was attributed to the use of methanol while keeping the applied potential lower (200 mV instead of 600 mV) [START_REF] Bán | Fundamentals of electrosorption on activated carbon for wastewater treatment of industrial effluents[END_REF].

Methylquinolinium has a higher affinity toward methanol than water, and was preferentially desorbed with the organic solvent. This latter feature might be an approach for subsequent organic compound valorization, but not for their degradation and mineralization, as organic solvents constitute a supplementary source of pollution.

8. Long-term efficiency of electrosorption

The regeneration and long-term efficiency of porous electrodes in a given system are also important indicators when evaluating the electrosorption performance of materials and are even more crucial in practical applications in terms of economic viability (Bayram and Ayranci, 2012a;[START_REF] Han | Integrated electrochemically enhanced adsorption with electrochemical regeneration for removal of acid orange 7 using activated carbon fibers[END_REF][START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. Table 4 reports successive electrosorption cycle studies with organic compounds reported in the literature. The electrosorption efficiency decreased by 77% with the ACC electrode after three successive cycles by using a fresh solution at each cycle (Bayram and Ayranci, 2012c). In contrast, the same electrode could maintain its efficiency after the same number of cycles by reversing the polarity each time (Bayram and Ayranci, 2012a). Thus, a desorption step seems to be required before any additional electrosorption cycle in order to increase the electrode reusability and its long-term efficiency. Similarly, a 30% decrease in the ACF efficiency was observed for the first three cycles, while the electrosorption capacity remained constant during the seven subsequent cycles [START_REF] Han | Integrated electrochemically enhanced adsorption with electrochemical regeneration for removal of acid orange 7 using activated carbon fibers[END_REF]. The decrease was associated with the irreversible electrosorbed fraction of organic compounds in the micropores that could not be regenerated. The microporosity of the electrode can therefore be a drawback for compound desorption and full regeneration of the material, although it is an advantage for its electrosorption. In another study, the electrosorption capacity of the prGO/SWCNT film was still as high as 1170 mg g -1 (a 3% increase) after ten successive cycles [START_REF] Yue | Porous Reduced Graphene Oxide/Single-Walled Carbon Nanotube Film as Freestanding and Flexible Electrode Materials for Electrosorption of Organic Dye[END_REF]. The slight increase in performance could be attributed to the enhancement of the wettability and material activation after prolonged electrode polarization. 

Modeling

In addition to the electrosorption parameters, mathematical modeling of the electrosorption process can be an effective tool for understanding the mechanisms involved, optimizing the system, predicting the efficiency, designing the reactor, and increasing the scale via dimensional analysis. Over the years, many electrosorption models have been developed, but these remain more challenging than those for adsorption reactors due to the involvement of an electric current in the transfer phenomena and reactions. The main models to improve the operating strategies for electrosorption are briefly presented from batch to continuous modes.

Dimensionless numbers and scaling considerations are also discussed.

1. Modeling in batch and continuous modes

Kinetics provides information about the residence time required for the completion of electrosorption. It constitutes the basis to determine and predict the performance of systems during the optimization step in batch mode and for the subsequent scale-up phase. The kinetic data for electrosorption of many organic species onto carbon electrodes fit quite well with the pseudo-first-order kinetic model [START_REF] Ayranci | Removal of phenol, phenoxide and chlorophenols from waste-waters by adsorption and electrosorption at high-area carbon felt electrodes[END_REF][START_REF] Bayram | Electrosoption of Aromatic Organic Acids From Aqueous Solutions Onto Granular Activated Carbon Electrodes for Water Purification[END_REF]Ayranci, 2012b, 2012a;Han et al., 2006b). Since high surface areas of the electrodes (e.g., porous carbon materials) are used most of the time in electrosorption, the kinetic rate is often limited by the electric current and not by diffusion. This could explain the good fitting with the pseudo-first order model [START_REF] Ayranci | Removal of phenol, phenoxide and chlorophenols from waste-waters by adsorption and electrosorption at high-area carbon felt electrodes[END_REF][START_REF] Bayram | Electrosoption of Aromatic Organic Acids From Aqueous Solutions Onto Granular Activated Carbon Electrodes for Water Purification[END_REF]Ayranci, 2012b, 2012a;Han et al., 2006b).

The electrosorption isotherm remains a typical studied behavior. Numerous propositions have been made to formalize the electrosorption isotherms mathematically. The model that better fits the experimental data obtained in the electrosorption of organic compounds was the Freundlich isotherm (Biniak et al., 2013;[START_REF] Sahin | Removal of azo dyes from aqueous solutions by adsorption and electrosorption as monitored with in-situ UV-visible spectroscopy[END_REF][START_REF] Wang | Electrosorptionenhanced micro-column solid-phase extraction of traces of cresol red in water using electrodes of stainless steel wire coated with non-conductive polymer[END_REF]. It can be explained by organic electrosorption onto carbon electrodes that occurs on a heterogeneous surface with a continuum of electrosorption sites with different values.

Dynamic models, also known as breakthrough curves, have been proposed to explain the design performance and to ensure successful operation of electrosorption in continuous mode.

The Adam Boharts, Thomas and Yoon-Nelson models are the main dynamic models tested in the literature regarding the electrosorption of organic compounds [START_REF] Nainamalai | Decolorization of synthetic dye wastewater using packed bed electro-adsorption column[END_REF].

2. Dimensionless numbers and sizing considerations

In general, a dimensional analysis combined with a similarity assessment is commonly used to scale up electrochemical reactors by keeping dimensionless numbers constant for better and faster optimization. Table 5 summarizes the main dimensionless numbers employed in the literature regarding electrosorption processes. Three dimensionless numbers are well known to relate the hydrodynamic conditions by involving the mass-transport coefficient: the Reynolds number (Re), the Schmidt number (Sc) and the Sherwood number (Sh) (Cañizares et electrodesorption (at the desorption potential) capacity (mg g -1 ), is the bed density (g of material per cm -3 of bed)), and are the targeted compound concentrations in the inlet and outlet flows, respectively (mg cm -3 ), Q V is the inlet flow rate (cm 3 s -1 ), a is the interfacial area per unit void volume (cm 2 cm -3 ), C is the differential capacitance (F cm -2 ), κ and are the effective electrolyte conductivity and electrical conductivity of the porous material, respectively ((Ω-cm) -1 ), is the particle diameter (cm), and D is the diffusion coefficient of the targeted compound (cm 2 s -1 ).

For an optimal sizing, the following criteria must be considered [START_REF] Eisinger | Electrosorption: A case study on removal of dilute organics from water[END_REF]):

(6)

Equation 6 permits us to consider the fact that the bed needs to be completely charged at a given potential before reaching the maximum electrosorption capacity [START_REF] Eisinger | Electrosorption: A case study on removal of dilute organics from water[END_REF]. Equation 7 avoids being limited by diffusion [START_REF] Eisinger | Electrosorption: A case study on removal of dilute organics from water[END_REF]. At a given A and L, the procedure is to first estimate then , followed by the calculation of Q to be implemented [START_REF] Eisinger | Electrosorption: A case study on removal of dilute organics from water[END_REF]. From Q, is evaluated, and the condition from Eq. 7 needs to then be verified [START_REF] Eisinger | Electrosorption: A case study on removal of dilute organics from water[END_REF].

There is a need to consider these dimensionless numbers for scale-up studies with dimensional analysis as this type of consideration is lacking in literature. 

Abbreviations:

u is the linear velocity of the liquid through the void space of the adsorbent (m s -1 ), is the kinematic viscosity of the solution (m 2 s -1 ), k f denotes the external mass transfer coefficient (m s -1 ), L is the characteristic length (m), D m is the molecular diffusivity of the pollutant (m 2 s -1 ), D e is the effective diffusivity (m 2 s -1 ), t dl is the double layer charging time (s), t st is the stoichiometric time of sorption (s), t is the reaction time (s), κ is the effective electrolyte conductivity ((Ω-m) -1 ), is the overpotential (V), j is the current density (A m -2 ), t sc is the scan time (s), t t0 is the turnover time (s), is the potential difference (V), and sr is the scan rate (V s -1 ).

Current developments and future prospects

Current challenges to overcome

A general overview of the main factors and phenomena involved in the electrosorption efficiency is proposed and schematized in Fig. 11. This scheme allows for the identification of which parameters affect each phenomenon that then governs the electrosorption efficiency.

The importance of the EDL and mass transport is influenced by most of the main parameters.

Therefore, future efforts should be made to enhance both EDL and mass transport. The main output and future improvements in the electrosorption process efficiency are addressed as follows:

-Electrode material: The high specific surface area of the material is not sufficient to obtain a high electrosorption capacity since the pore size appears to also be a crucial parameter.

The presence of mesopores tends to improve the efficiency. Therefore, the specific surface area and the pore size distribution of materials should be determined prior to experiments to ensure a maximum electrosorption of the pollutants. Moreover, the material conductivity and wettability should not be neglected in the mechanisms. Material stability and reusability are other essential criteria for long-term use in practical applications.

Existing studies lack life span and regeneration tests, which are representative of real conditions.

-Electrode potential and polarity: An optimal electrode potential is required for optimal electrosorption, while values that are too high or too low lead to faradaic reactions that need to be avoided. The electrode polarity plays a role in the electrosorption efficiency according to the types of targeted compounds, but the porous material can be damaged if it does not support either oxidative or reductive potentials. Carbon-based materials have been widely employed in electrosorption, although they can be easily corroded as anodes.

Therefore, caution should be taken in the applied conditions to preserve the lifetime of the electrode material.

-Electrolyte concentration and properties: Although an increase in the electrolyte concentration increases the solution conductivity and therefore decreases the ohmic resistance, co-sorption with either inorganic or organic compounds occurs. Thus, it can decrease the electrosorption of the targeted compounds as well as the selectivity. In addition, the pKa of organic compounds can influence their electrosorption efficiency and selectivity according to the solution pH. However, there is an important need to operate with more complex matrices until actual wastewater is tested in order to better assess the viability of the technique in practical conditions. Moreover, high concentrations of supporting electrolytes have often been added, while they should be avoided in a wastewater treatment context.

-Reactor design: A fixed-bed reactor has been implemented the most extensively, which is ascribed to the high mass transfer, the high specific area of the porous electrode and the scale-up ability. A still pressure drop and clogging effect can occur with this type of reactor. A less conventional design that was recently proposed could also be tested by combining micro-reactors with macro-reactors to avoid these drawbacks [START_REF] Mousset | Unprecedented reactive electro-mixing reactor: Towards synergy between micro-and macro-reactors?[END_REF].

Moreover, an adapted design should be used to operate with a low solution conductivity without adding a supporting electrolyte.

-Modeling: Interface phenomena represented by EDL theory are still not well understood under specific conditions (e.g., highly concentrated electrolytes and dense electrolytes).

DFT models are gaining an increasing interest; however, their single use induces scalelevel heterogeneity: the atomic level at the electrode surface is considered, while a simple continuum model for the electrolyte is taken into account without considering the discrete form (e.g., dipoles) [START_REF] Schmickler | Double layer theory[END_REF]. Complete models of the interfaces should describe electrons, solvents, ions and interactions between one another [START_REF] Schmickler | Double layer theory[END_REF]. Coupling DFT with molecular dynamics [START_REF] Oleinick | A few key theoretical issues of importance in modern molecular electrochemistry[END_REF] or combining DFT with a reference interaction site model [START_REF] Schmickler | Double layer theory[END_REF] have recently been suggested to obtain a more complete overview of the mechanisms at the interface. Moreover, kinetic models in either batch or continuous modes should incorporate the matrix effect, the transport phenomena, and the physico-chemical properties of compounds on the electrosorption rates and yields of organics to better understand and predict the efficiency. This will further benefit scale-up studies that include dimensional analysis and a similarity assessment. This is an important tool to reach higher technology readiness level. 

Emerging processes combinations with electrosorption

Electrosorption was initially proposed for separation purposes to remove selected compounds from wastewater, but the treatment strategy could be extended. The recovery of added-value organic compounds in wastewater would be another option after optimizing the electrosorption and electrodesorption conditions for optimal selectivity. An alternative strategy would be to combine electrosorption as a separation technology with a degradation process, which is required for a more integrated treatment of the wastewater. Many researchers studied emerging processes (photocatalytic, electrooxidation, electrically conductive ultrafiltration, electro-Fenton, advanced oxidation processes, electrocatalysis, peroxi-coagulation, solid-phase microextraction,...) combination with electrosorption using several kinds of electrode materials for the removal of various organic pollutants [START_REF] Ayoubi-Feiz | Preparation of reusable nano N-TiO2/graphene/titanium grid sheet for electrosorption-assisted visible light photoelectrocatalytic degradation of a pesticide: Effect of parameters and neural network modeling[END_REF], 2014b, 2014a;[START_REF] Chai | A coupled system of flow-through electro-Fenton and electrosorption processes for the efficient treatment of high-salinity organic wastewater[END_REF][START_REF] Chen | Electrosorption enhanced electrooxidation of a model organic pollutant at 3D SnO2-Sb electrode in superimposed pulse current mode[END_REF][START_REF] Fan | Application of carbon aerogel electrosorption for enhanced Bi2WO6 photoelectrocatalysis and elimination of trace nonylphenol[END_REF][START_REF] Jin | Photocatalysis-enhanced electrosorption process for degradation of high-concentration dye wastewater on TiO2/carbon aerogel[END_REF][START_REF] Mantel | Electrosorptive removal of organic water constituents by positively charged electrically conductive UF membranes[END_REF][START_REF] Nie | Peroxydisulfate activation by positively polarized carbocatalyst for enhanced removal of aqueous organic pollutants[END_REF][START_REF] Wang | Electrosorption enhanced electro-Fenton process for efficient mineralization of imidacloprid based on mixed-valence iron oxide composite cathode at neutral pH[END_REF][START_REF] Xu | A novel layer-by-layer CNT/PbO 2 anode for high-efficiency removal of PCP-Na through combining adsorption/electrosorption and electrocatalysis[END_REF][START_REF] Yang | A continuous flow-through system with integration of electrosorption and peroxi-coagulation for efficient removal of organics[END_REF]. Table 6 provides an overview of the main studies in literature illustrating these processes combination. It was noticed that the photoelectrocatalysis has been the most employed process in combination with electrosorption for the removal of nonylphenol [START_REF] Fan | Application of carbon aerogel electrosorption for enhanced Bi2WO6 photoelectrocatalysis and elimination of trace nonylphenol[END_REF], alizarin red [START_REF] Jin | Photocatalysis-enhanced electrosorption process for degradation of high-concentration dye wastewater on TiO2/carbon aerogel[END_REF]), diazinon (Ayoubi-Feiz et al., 2018), reactive yellow 39 (Ayoubi-Feiz et al., 2014b) and lanasol red 5B (Ayoubi-Feiz et al., 2014a).

Electrooxidation/electroreduction processes have particularly demonstrated a high ability to remove pollutants from wastewater [START_REF] Garcia-Rodriguez | Electrochemical treatment of highly concentrated wastewater: A review of experimental and modeling approaches from lab-to full-scale[END_REF][START_REF] Martinez-Huitle | Single and coupled electrochemical processes and reactors for the abatement of organic water pollutants : A critical review[END_REF][START_REF] Moreira | Electrochemical advanced oxidation processes: A review on their application to synthetic and real wastewaters[END_REF]Mousset et al., 2018c;[START_REF] Mousset | A review of electrochemical reduction processes to treat oxidized contaminants in water[END_REF][START_REF] Trellu | Electrochemical technologies for the treatment of pesticides[END_REF] by implementing a boron-doped diamond anode with a high O 2 evolution overvoltage (Mousset et al., 2019b;[START_REF] Nidheesh | Environmental applications of boron-doped diamond electrodes: 1. Applications in water and wastewater treatment[END_REF]. The degradation and mineralization efficiency [START_REF] Chai | A coupled system of flow-through electro-Fenton and electrosorption processes for the efficient treatment of high-salinity organic wastewater[END_REF] 
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Working electrode Specific surface area Reactor design Organic pollutant (concentration) Electrolyte (concentrat ion) Current intensity/Electro de potential Studied parameters Maximum electrosorption capacity Reference

  

	ACC Powdered carbon bed AC-NM: 1390 m 2 ACC:926 m 2 g -1 ACCO: 960 m 2 g -1 AC-NA: 1296 m 2 graphite particles /conducting polymer g -1 Porous Vycor glass tubing packed with -Carbon-felt attached to a short Pt wire. 2500 m 2 g -1 Glassy carbon -Redox polymer polyvinylferrocene -	Flow-through parallel-parallel-parallel-Fixed-bed reactor Fixed-bed reactor Flow-through Fixed-bed reactor Flow-through	Bentazone (20 mg L -1 ) L -1 ) (1 mmol L -1 ) 4-chlorophenols (10, 25, 50 mmol Quinones (0.1 mmol L -1 ) Phenol, phenoxide and chlorophenols B-naphthol (0.02 mmol L -1 ) Benzoate (0.25 mmol L -1 )	Na 2 SO 4 (0.01 mol L -1 ) L -1 ) L -1 ) L -1 ) mol L -1 ) L -1 ) Na 2 SO 4 (0.1 mol KCl (0.1 mol H 2 SO 4 (0.01 mol K 2 SO 4 (0.5 or 0.2 (12.5 mol NaClO 4	5 mA 0.4 V/SCE 1 V/(Ag/AgCl) 0.6 mA -0.26 V/MSE V/(Ag/AgCl) 0.35 V and -0.1	Time, initial concentration of pollutant, pH of the concentration of the cell potential pollutant Electrode potential and initial Initial concentration of the pollutant and Time Time and initial concentration of the Electrode potential	ACC: 127 mg g -1 ACCO: 57 mg g -1 -----	(Ania and Béguin, 2007) (Biniak et al., 2013) (Strohl and Dunlap, 1972) (Ayranci and Conway, 2001) (Eisinger, 1983) (He et al., 2020)
	Granular activated carbon (GAC) GAC GAC GAC GAC and platinum wire GAC and activated carbon electrode (ACE) Activated carbon cloth (ACC) ACC ACC ACC ACC ACC AC bed and platinum wire (8:1) Carbon bed and the platinum mesh screen Graphite powder ACF AC felt AC felt and Pt wire walled carbon nanotubes column polymer micro-Porous MXene/single-monolithic porous coated with Stainless steel wire fluorine Cu nanoparticles and Graphene oxide aerogel loaded with Platinum-plated gold (SWCNTs) carbon nanotubes AC AC -perlite mixture ACF connected by platinum wire Porous reduced graphene oxide (prGO)/single-walled Platinum-plated gold ACF Graphene aerogel Pt Pt small spherical of honeycomb monolith circular plates Activated carbon fibers (ACF) Carbonaceous aerogel AC and two copper surfactant with a large anionic polypyrrole doped	1180 m 2 g -1 950 m 2 g -1 -1100 m 2 g -1 -GAC: 1062 m 2 g -1 ACE: 862 m 2 g -1 1870 m 2 g -1 1870 m 2 g -1 1870 m 2 g -1 1186 m 2 g -1 596 m 2 g -1 2500 m 2 g -1 -1010 m 2 g -1 0.048 m 2 g -1 -27 m 2 g -1 1367 m g -1 Cu/F-rGA: 133.49 m 2 g -1 42.89 m 2 g -1 -g -1 Cu-rGA: 151.65 m 2 F-rGA: 203. m 2 g -1 GO: 286.75 m 2 g -1 rGA:188.92 m 2 g -1 -AC-HT:363 m 2 g -1 CB-W: 227 m 2 g -1 CNT-c: 209 m 2 g -1 678 m 2 g -1 -94 m 2 g -1 -1335 m g -1 1335 m g -1 211 m 2 g -1 -CNT-h: 156 m 2 g -1 g -1 AC-Am: 1212 m 2 g -1 1335 m g -1 393 m 2 g -1 -	Fixed-bed reactor Fixed-bed reactor Fixed-bed reactor Fixed-bed reactor Fixed-bed reactor Flow-through parallel-plate cell Flow-through plate cell plate cell STR Flow-through parallel-plate cell Flow-through parallel-plate cell Fluidized-bed reactor Flow-through parallel-plate cell Fixed-bed reactor reactor Fixed-bed reactor Fixed-bed reactor STR Flow-through parallel-plate cell Flow-through parallel-STR STR STR STR Fluidized-bed reactor Fixed-bed STR STR STR STR STR STR reactor STR STR Fixed-bed plate cell plate cell	Metribuzin (50,150, 300 and 450 mg L -1 ) Naphthalenesulfon ic acid, benzyl alcohol, naphthoic acid, methylquinolinium chloride (2 mg L -1 ) Benzene (1 mmol L -1 ) Ethylenediamine (500 mg L -1 ) Chloroform (2.5-10 mmol L -1 ) Benzoic acid (BA) and nicotinic acid (NA) (1 mmol L -1 ) BA (0.22 mmol L -1 ) Acid orange 8 (AO8), acid yellow 14 (AY14), and acid red 151 (AR151) (0.05 mmol L -1 ) 2,4-dichlorofenoxy-acetic acid (0.2 mmol L -1 ) Mercury (II) acetate 8-quinolinecarboxyli c acid (50 mg L -1 ) Aniline and pyridine Phenol (0 to 100 mg L -1 ) (30, 40 and 100 mg L -1 ) Pentanol and heptanol (0.01, 0.02, 0.1 mol L -1 ) β-naphthol (1 mmol L -1 ) Aniline Thiocyanate anions (0.1-0.6 mmol L -1 ) Thiocyanate (0.1-0.2 mmol L -1 ) orange (30-1000 mg L -1 ) MB and methyl (5 mg L -1 ) Cresol red Perfluorooctanoic acid (1 mg L -1 ) Ethylene (0.05 mg L -1 ) Burdem orange II (30 and 100 mg L -1 ) Acilan blau dye Acid orange 7 (AO7) (1 mmol L -1 ) Methylene blue (MB) (10-600 mg L -1 ) Benzene mol L -1 ) (2 × 10 -6 -4 × 10 -4 L -1 ) (0.04-0.2 mmol mol L -1 ) Aniline Acid red 88, orange II, and MB (2 × 10 -6 -4 × 10 -4 Benzene (2 mmol L -1 ) mg L -1 ) L -1 ) 300, 600 and 1000 (1, 10 and 15 mg Phenol (0.4, 1, and 2 mmol L -1 ) Diclofenac (150, MB	KCl (3 mol L -1 ) KCl (0.1 mol L -1 ) KCl (0.2 mol L -1 ) NaCl (20 wt. %) and NaHCO 3 (0.025 mol L -1 ) KNO 3 (0.1 mol L -1 ) Na 2 SO 4 (0.1 mol L -1 ) Na 2 SO 4 (0.01 mol L -1 ) Na 2 SO 5 (0.1 mol L -1 ) Na 2 SO 4 (0.01 mol L -1 ) NaCl (0.01 mol L -1 ) Na 2 SO 4 (0.5 mol L -1 ) LiClO 4 (0.1 mol L -1 ) Na 2 SO 4 (0.5 mol L -1 ) (0.1 and 0.3 Na 2 SO 4 (1 mol L -1 ) ) K 2 SO 4 (0.5 mol L -1 ) (0.01 mol L -1 ) H 2 SO 4 (0.5 mol L -1 ) HNO 3 or NaOH (0.01 mol L -1 ) (0.01 mol solution buffer L -1 ) Phosphate and 0.1 mg (0.005, 0.5 NaCl L -1 ) 20 mmol Na 2 SO 4 (1-H 2 SO 4 (1 N) 0.4-0.46 V/MSE Electrode potential, -0.050 V/SCE Electrode potential, flow rate and initial concentration of pollutant 0.60 V/(Ag/saturated KCl) Initial concentration of pollutant and pH of the initial solution -2 and 2 V/SCE Electrode potential 0 to -1 V/SCE Initial concentration of pollutant and electrode potential 0, 1, 2 and 2.5 V/SCE Electrode potential 0.5, 1.5 and 2 V/(Ag/AgCl) Time, flow rate and electrode potential 0.60 V/(Ag/AgCl) Flow rate, electrode potential and pH of electrode potential current intensity initial solution 1 V/(Ag/AgCl) Time and initial concentration of pollutant 0.90 V/(Ag/AgCl) Flow rate, electrode potential, and electrolyte concentration -1 V/SCE Flow rate, initial concentration of pollutant, electrode potential and pH of 3 V (cell potential) Time and cell potential 0.1, 0.2 and 0.4 V/(Ag/AgO) Electrode potential -0.60 V/SCE Time, initial concentration of the pollutant and electrode potential height, cell potential, flow rate, and electrolyte concentration -0.65 V to -0.20 V/(Hg/Hg 2 SO 4 in 1 M H 2 S0 4 ) Electrode potential and initial concentration of the pollutant -0.17, -0.27, -0.50, -0.76, -1.12 and -1.44 V/MSE Time, initial concentration of the pollutant and V/SCE concentration, temperature and pH of 0.5, 0.8, and 1.2 mA Electrode potential and pH of the initial 0.5 to 1.2 mA pH of the initial solution, electrode time polarization and V/(Ag/AgCl) of the pollutant and and ionic strength -0.6 V and 0 initial concentration of the initial solution -2.4 V, -1.2 V, Electrode potential, desorption time, pH extraction and 0.3 mA Cell potential, solution electrolyte concentration of the temperature and initial of the pollutant and the initial solution V/(Ag/AgCl) electrode potential initial concentration 0 to + 1.6 pH, temperature, Na 2 SO 4 0.20 to 0.40 Electrolyte mol L -1 ) V (cell potential) of the pollutant, bed pollutant the initial solution Na 2 SO 4 and NaNO 3 (5 mg L -1 ) 50, 75 and 100 V (cell potential) pH of the initial electrolyte concentration NaCl 5, 10, 15 and 20 Initial concentration Na 2 SO 4 (0.01 mol L -1 ) 0.60 V/SCE Time, electrode potential and initial concentration of the Na 2 SO 4 (0.01 mol L -1 ) -1.2 V/(Ag/AgCl) Time and initial concentration of the pollutant solution, and time H 3 PO 4 (1 N) pH of the initial H 2 SO 4 and 0.4-0.5 V/NHE Electrode potential, cell potential, and pollutant, flow rate, the initial solution concentration of temperature and pH of (1 mol L -1 ) concentration solution, initial (0.01 mol L -1 ) electrolyte concentration, NaOH potential and pollutant -temperature Na 2 SO 4 and 0.6 V Time, electrode 0.4-0.5 V/RHE Electrode potential, Na 2 SO 4 0.60 V/SCE Electrode potential, electrolyte L -1 ) concentration concentration of the pollutant mol L -1 ) electrolyte and 0.02 and initial concentration of the temperature and (0.005, 0.01 V (cell potential) electrode potential potential) and initial pollutant Na 2 SO 4 (0.001, 0.01, and 0.1 mol 0.70 V/SCE Electrode potential, of the pollutant, Na 2 SO 4 0.7, 0.9 and 1.1 Electrode gap, -5 V (cell Bed height, flow rate initial concentration	22 mg g -1 100 mg g -1 ----180 mg g -1 AO8: 20 mg g -1 AY14: 25 mg g -1 729 mg g -1 24 mg g -1 -----rGA-Cu/F: 28.4 g g -1 25.93 mg g -1 -4 mg g -1 g -1 rGA-Cu: 16.47 mg g -1 rGA-F: 8.43 mg rGA:6.05 mg g -1 --637 mg g -1 17 mg g -1 -13 g g -1 -MB: 191 mg g -1 g -1 orange II: 223 mg 179 mg g -1 mg g -1 acid red 88: 481 -316 mg g -1 AR151: 24 mg g -1 120 mg g -1 81 mg g -1 350 mg g -1	(Kitous et al., 2009) (Bán et al., 1998) (Plaisance et al., 1996) (Eisinger and Keller, 1990) (Hazourli et al., 1996) (Bayram, 2016) Ayranci, 2012a) (Bayram and (Bayram et al., 2018) (López-Bernabeu et al., 2016) (Niu and Conway, 2003) (McGuire et al., 1985) (Zabasajja and Savinell, 1989) (Eisinger and Alkire, 1980) 2009) (Rong and Xien, (Yao et al., 2021) 2012) (Wang et al., 2005) (Rong and Xien, 1965) (Liu et al., 2021) (Gileadi et al., (Chai et al., 2007) 2002) (Jayson et al., 1987) (Koparal et al., (Han et al., 2008) (Yue et al., 2019) 1966) (Heiland et al., (Gerçel, 2016) 1968) (Sun et al., 2016) (Gileadi et al., (Han et al., 2006a) 2018) (Sahin et al., 2020) (Pazos et al., 2021) (Nainamalai et al., (Han et al., 2006b)
			parallel-		L -1 )		initial solution	
			plate cell					

Abbreviations: AC: activated carbon; AC-Am: ammonia-treated activated carbon; ACC: activated carbon cloth; ACCO: activated carbon cloth oxidized; ACE: activated carbon electrode; ACF: activated carbon fibers; AC-HT: annealed activated carbon; AC-NA: nitric acid oxidized activated carbon; AC-NM: nonmodified activated carbon; AO7: acid orange 7; AO8: acid orange 8; AR151: acid red 151; AY14: acid yellow 14; BA: benzoic acid; CB-W: carbon black; CFP: carbon fiber paper; CNT-c: multiwalled carbon nanotubes -short carboxyl; CNT-h: multiwalled carbon nanotubesshort hydroxyl; MB: methylene blue; MSE: mercury/mercurous sulfate electrode; NA: nicotinic acid; NHE: normal hydrogen electrode; NMO: Na 0.7 MnO 2 ; prGO: porous reduced graphene oxide; RHE: reversible hydrogen electrode; rGA: reduced graphene oxide aerogel; rGA-Cu: Cu nanoparticles loaded rGA; rGA-F: F-doped reduced graphene oxide aerogel; rGA-Cu/F: F and Cu nanoparticles modified rGA; SCE: saturated calomel electrode; STR: stirred tank reactor; SWCNTs: single-walled carbon nanotubes.

  should be taken in applied operating conditions if porous carbon anodes are

	implemented to avoid corrosion. Moreover, undesirable nitrogenous and/or chlorinated
	oxyanions (NO 2	-, NO 3	-, ClOH, ClO 3	-

Table 3 .

 3 Advantages and drawbacks of the different types of reactor designs implemented for the electrosorption of organic compounds.

	Reactor design	Advantages		Drawbacks
	STR	 Easy to manufacture	 Limitations for industrial
		 Flexibility to meet different	scale development
		treatment objectives	 High	mass	transfer
					limitations
					 Require	a	higher
					conductivity of solutions
					(often needs a supporting
					electrolyte added)
					 High footprint area
	Flow-by parallel-	 Regenerate electrodes	 Mass transfer limitations
		 Offers the operational
	plate cell	flexibility of a variable
		flow rate and conversion
		 Easy	control	of
		interelectrodes gap	
		 Industrial		scale
		applicability	by
		implementation in stacks of
		cells arranged in series and
		parallel		
		 Good homogeneity of
		current	and	potential
		distributions	
	Flow-through	 Regenerate electrodes	 Low flow rates range
	parallel-plate cell	 Enhancement of mass transfer	 Clogging effect  Pressure drop
		 Easy	control	of
		interelectrodes gap	
		 Industrial		scale
		applicability	by

Table 4 .

 4 Successive electrosorption cycle studies with organic compounds reported in the literature.

	Working electrode	Organic pollutant	Number of successive cycles	Electrosorption capacity	Reference
	prGO/SWCNTs	MB	10	1 st cycle: 1133 mg g -1	(Yue et al.,
	film			10 th cycle: 1170 mg g -1	2019)
				(3% increase)	
	ACF	AO7	10	1 st cycle: RE * = 95%	(Han et al.,
				10 th cycle: RE * = 70%	2008)

* RE: regeneration efficiency percentage

Table 5 .

 5 Main dimensionless numbers involved in the literature about the electrosorption.

	Dimensionless number	Equation	Signification

Table 6 .

 6 Summary of the main emerging processes combinations with electrosorption applied in treatment of organic pollutants.

	1059				
	Combined process				
	with	Working electrode	Organic pollutant	Efficiency	Reference
	electrosorption				
	Photoelectrocatalysis Bi 2 WO 6 /Carbon aerogel	Nonylphenol	Combined processes: 99%	(Fan et al., 2018)
	Photoelectrocatalysis	Nano N-TiO 2 /graphene/titanium grid sheet	Diazinon	Electrosorption: 24% Photocatalytic: 28%	(Ayoubi-Feiz et al., 2018)
	Photoelectrocatalysis	α-Fe 2 O 3 /TiO 2 /AC plate nanocomposite	Reactive yellow 39	Adsorption: 28% Electrosorption: 43% Photocatalytic: 38%	(Ayoubi-Feiz et al., 2014b)
	Electro-Fenton	Iron oxide grown AC aerogel	Imidacloprid	Combined processes: 90%	(Wang et al., 2013)
	Electro-Fenton	AC felt	Toluene and trichloromethane	Combined process: 96% of COD removal	
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 al., 2006;[START_REF] Ibl | The use of dimensionless groups in electrochemistry[END_REF][START_REF] López-Bernabeu | Enhanced removal of 8-quinolinecarboxylic acid in an activated carbon cloth by electroadsorption in aqueous solution[END_REF][START_REF] Vilar | Détermination électrochimique du nombre de sherwood minimum pour un milieu macro-poreux (fritté -Lit fixe de grains)[END_REF]. The mass transfer Biot number (Bi m ) is an additional number that allows considering the difference between the rates of the internal and external mass transfers in porous media [START_REF] López-Bernabeu | Enhanced removal of 8-quinolinecarboxylic acid in an activated carbon cloth by electroadsorption in aqueous solution[END_REF]. Mass transport phenomena are important in terms of the efficiency of electrosorption systems. Numerous correlations as well as the values of dimensionless numbers have been proposed in the literature according to the type of electrochemical reactor design and to the operating conditions involved [START_REF] Coeuret | Eléments de génie électrochimique[END_REF]Goodridge and Wright, 1983a;[START_REF] Newman | Engineering Design of Electrochemical Systems[END_REF][START_REF] Pletcher | Industrial Electrochemistry[END_REF]. It is important to note that in a fixed-bed reactor, the mass transport increases with the length of the bed and decreases with the diameter of the particles from the bed [START_REF] Storck | Transfert de matière entre un électrolyte et une paroi cylindrique immergée dans un lit fixe ou fluidisé de grains isolants[END_REF].

Another valuable parameter is the Wagner number (Wa), which represents the ratio between the polarization resistance of the electrode and the ohmic resistance in the electrolyte (Table 5) [START_REF] Wagner | Theoretical Analysis of the Current Density Distribution in Electrolytic Cells[END_REF]. It also defines the uniformity of the current density distribution and remains an essential feature when porous electrode materials are implemented [START_REF] Newman | Theoretical Analysis of Current Distribution in Porous Electrodes[END_REF]. It is well established that a drop in the potential is expected in porous polarized materials, which induces a heterogeneous distribution within the electrode. Therefore, a compromise needs to be made between a high surface area electrode for high electrosorption capacity (i.e., a large thickness of material), while keeping the potential distribution as homogeneous as possible for a good selectivity and efficiency (i.e., a small material thickness) [START_REF] Coeuret | Ingénierie des procédés électrochimiques[END_REF]. In practice, it is preferable to implement porous electrode materials with thicknesses in the direction of a current no higher than 0.5-1 cm while maximizing the material length instead of its thickness [START_REF] Coeuret | Ingénierie des procédés électrochimiques[END_REF][START_REF] Coeuret | Study of the effectiveness of fixed flow-through electrodes[END_REF][START_REF] Eisinger | Electrosorption: A case study on removal of dilute organics from water[END_REF].

Dimensionless times have also been proposed in the literature, such as G, T and  [START_REF] Chue | Electrosorption an Activated Carbon Bed[END_REF][START_REF] Sene | Characterization of the mass transfer fluxes in a capacitive desalination cell by using FeIII(CN)63-/FeII(CN)64-redox couple as an electrochemical probe[END_REF]. G refers to the competition between the electrical potential wave and the sorption wave [START_REF] Chue | Electrosorption an Activated Carbon Bed[END_REF], whose value is compared to T, which is the reduced time [START_REF] Chue | Electrosorption an Activated Carbon Bed[END_REF]. When G < T, the final potential of the porous material is more rapidly reached than the electrosorption equilibrium, while 90% of the final potential in the electrode is reached at G = T [START_REF] Chue | Electrosorption an Activated Carbon Bed[END_REF]. At T > G, the potential is almost constant in the material, and the concentration of the targeted compound(s) in the effluent begins to decrease. More recently,  has been suggested as dimensionless time to define the flow regime, i.e., either the permanent or non-permanent domains [START_REF] Sene | Characterization of the mass transfer fluxes in a capacitive desalination cell by using FeIII(CN)63-/FeII(CN)64-redox couple as an electrochemical probe[END_REF]. It allows for estimating the optimal flow rate that will give an optimal charge transfer (Table 5).

Since fixed-bed reactors have been the most widely designed reactors applied in the literature for organic electrosorption (Fig. 9), it is interesting to present a method for scaling estimation.

More details can be read in eminent textbooks in the field [START_REF] Coeuret | Eléments de génie électrochimique[END_REF]Goodridge and Wright, 1983a;[START_REF] Newman | Engineering Design of Electrochemical Systems[END_REF][START_REF] Pletcher | Industrial electrochemistry[END_REF]. A four-timeperiod method has been proposed to size fixed-bed reactors, namely, the residence time ( ) (Eq. 2), breakthrough time ( ) (Eq. 3), diffusion time ( ) (Eq. 4) and (Eq. 5) [START_REF] Eisinger | Electrosorption: A case study on removal of dilute organics from water[END_REF].

(

where is the bed porosity, d is the electrode thickness (cm), A is the cross-sectional area [START_REF] Jin | Photocatalysis-enhanced electrosorption process for degradation of high-concentration dye wastewater on TiO2/carbon aerogel[END_REF]