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Computational Thermodynamics and Kinetics in Materials Modelling and Simulations

Over the past two decades, Computational Thermodynamics and Kinetics have been tremendously contributed to materials modeling and simulations and the demands on quantitative conceptual design and processing of various advanced materials arisen from various industries and academic institutions involved in materials manufacturing, engineering and applications are still rapidly increasing.

Through a sophistic combination of thermodynamickinetic models, computation techniques, databases and application programming interfaces, it is possible to predict material compositions, structures and properties resulted from various material processes. There have been several types of approaches involving computational thermodynamics and kinetics, which prove to be very successful in modelling and simulations of various materials: CALPHAD (Computer Coupling of Phase Diagrams and Thermochemistry), first-principles calculations (e.g., ab initio, DFT-Density Function Theory), MD (Molecular-Dynamics simulations), MC (Monte-Carlo simulations), Phase-Field simulations, CFD (Computational Fluid Dynamics), FEM/FDM (Finite Element Methods & Finite Difference Methods), among others.

The extended CALPHAD approach aims to promote Computational Thermodynamics and Kinetics to improve understanding of various industrial and technological processes in materials modeling and simulations, through the MSDI developments:

Models [representing thermodynamic properties and kinetic parameters for various phases/systems/processes] that permit predictions of phase equilibria, phase properties and phase transformations of multicomponent systems; Software [for thermodynamic calculations (e.g., Thermo-Calc, FACTSage, MTDATA, GEMINI, HSC, Pandat and JMatPro) and for kinetic simulations (e.g., DICTRA, MICRESS and PrecipiCalc)] that can be used to optimize and derive thermodynamic properties and kinetic parameters, and perform various thermodynamic calculations and kinetic simulations that are required in materials designs and processing;

Databases [of thennodynamic properties and kinetic parameters] that are self-consistent and contain critically-assessed data based on available experimental measurements (of various thermochemical and phase equilibrium data, as well as of phase transformation information), empiricdsemi-empirical equations and theoretical results (such as first-principles calculations); and Interfaces [for application programming] that allow plugging the thermodynamic calculation and kinetic simulation engines into user-own application programs or third-party software packages, for more advanced or more specific calculations/simulations.

The SGTE (Scientific Group Thermodata Europe) organization has been significantly contributing to the developments and applications of the CALPHAD approach since 1979. Associated with some software available within the CALPHAD community, several high-quality databases have been developed by SGTE and its members through various intemationahational research projects, and by some other related organizations.

The Thermo-Calc/DICTRA software, database and programming interface packages have been developed over the past 35 years, aimed at providing materials scientists and engineers with comprehensive assisting tools in their daily work of materials design and processing. This presentation will primarily focus on these two packages as the leading tools in the field of Computational Thermodynamics and Kinetics, and their applications in materials modelling and simulations.

Thermo-Calc is one of the most common software in the field of Computational Thermodynamics, which can calculate complicated heterogeneous phase equilibria and multi-component phase/property diagrams for many different types of materials. DICTRA is one of a few software currently available that can precisely simulate diffusion-controlled phase transformation in multicomponent metallic systems. DICTRA uses Thermo-Calc as its engine for all kinds of thermodynamic calculations, but extends to applications with complex kinetic problems engaged. They are most renowned worldwide for their powerful functionality, unique facilities, user-friendliness and wide applications, as well as for their flexible application programming interfaces (ie., TQ and TCAPI), easy-to-use toolboxes and links built in third-party software packages (e.g., TC-Toolbox in MATLAB, and TC/DICTRA-Engine in MICRESS, PrecipiCalc, Hybrill and CAMDS), and complete GUI-driven graphical interfaces (ie., TCW). Furthermore, the PARROT module available in the Thermo-CalcDICTRA software can be utilized for critical assessments and database developments.

Both software systems have been connected with many high-quality and internally-consistent thermodynamic and kinetic databases. At present moment, a wide spectrum of Thermo-Calc and DICTRA databases are available for various steel fie-alloy s,

Ni-based superalloy s, Ti-/Al-Mg-/Cu-En-Er-based alloys, solder alloys, metal powders, ceramics, fuel-cell materials, slag, semi-/super-conducton, noble metals, minerals, nuclear materials, molten salts, aqueous solution, organic materials, and so on.

With the Thermo-Calc software and various thermodynamic databases, one can achieve, among others, Phase diagrams (binary, ternary, isothermal, isoplethal, etc.) for systems with up to 5 independent variables; Thermodynamic properties of pure substances, compounds and solution phases;

Thermodynamic properties of chemical reactions; Contributions from magnetic ordering, chemical ordering, surface tension, electrostatic state, etc.;

Thermodynamic and transport properties of aqueous solutions over a wide T-P-X range (incl. critical region); Property diagrams (G H,S,r! C ,,,C,,a: X,erc 

Critical assessments of experimental data, and

Using the TQ/TCAPI programming interfaces and establishment and modification of mobility databases. TC-Toolbox in MATLAB, most of the quantities that are available from Thermo-Calc (and to some extents from DICTRA) can be obtained, e.g., temperature, pressure, volume, chemical potential, phase amount, phase composition, partition coefficients, liquidus or solidus points, invariant temperature, heat of reaction, adiabatic combustion temperature and diffusion coefficients (when used in conjunction with a suitable mobility database). Furthermore, they can be applied not only to equilibrium calculations but can also be used to predict metastable or non-equilibrium states by changing the status of the phases under consideration.

Examples of quantities and properties that can be calculated using the programming interfaces are, among others:

Amount and composition of phases;

Liquidus and solidus temperatures; Thermochemical properties, e.g. Such packages have been applied world-widely in steellalloys-making and metallurgical industries, specific-alloy design and engineering, chemical engineering, hydrometallurgy, powder-metallurgy, materials applications (in e.g., car and automotive industries, heavy industries, telecommunication industries, precise-equipment industries, aeronautic and astronautic industries, defense industries, petroleum industries, polymer industries, food industries, erc.), energy conversions and utility, earth materials, geochemical and natural-resource exploitations, nuclear power-plant safety and nuclear waster-repository assessments, aqueous chemistry, materials corrosion, environmental protections, and so forth.

The great capacities in calculating material properties, predicting material structures and simulating material processes have been demonstrated by many successful applications of the Thermo-CalcDICTRA software, database and programming interface packages in industrial and academic R&D activities "-241. Some proven examples of using these software, databases and programming interfaces for enhancements in materials design and processing (especially in advanced steels/alloy s research and development) will be shown in this presentation. Fig. 1 -Fig. 6 illustrate a few such examples.

Also be given will be some discussions on the further development of the Thermo-Calc/DICTRA software, database ' and programming interface packages in the near future.
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