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Skid resistance is essential for road user safety and depends directly on the texture of the pavement. This texture is related to the surface texture of the aggregates. During its lifetime, the texture of the pavement evolves under the wear induced by road traffic. This phenomenon is called polishing. This paper presents a multiscale method based on the continuous wavelet decomposition of pavement texture to follow the evolution of the texture of aggregates during polishing at different scales. Several indicators are proposed to assess texture evolution and to correlate with friction evolution. The relevance of these parameters is assessed on samples composed of aggregates, which surface is characterized through laboratory experiments.

Introduction

The functional properties of pavements such as rolling noise, skid resistance and rolling resistance are closely related to the surface texture [START_REF] Do | Contribution des échelles de texture routière à l'adhérence des chaussées[END_REF]. It is essential to be able to follow the evolution of this texture over time in order to predict pavement maintenance. Indeed, road skid resistance tends to decrease under traffic and climate actions. For a surface made of bituminous concrete, the skid resistance evolution involves a removal of the bitumen layer and a polishing of the aggregates [START_REF] Do | Road surface texture and skid resistance[END_REF][START_REF] Do | Pavement polishing-Development of a dedicated laboratory test and its correlation with road results[END_REF]. Moreover, texture is generally divided into two scales: microtexture and macrotexture. Microtexture is defined as surface irregularities whose dimensions range between 0.001 and 0.5mm vertically, and below 0.5mm horizontally (ISO 13473-1 2019) [START_REF]Characterization of pavement texture by use of surface profiles -Part 1: determination of mean profile depth[END_REF], whereas macrotexture covers a range between 0.1 and 20mm vertically, and between 0.5 and 50mm horizontally (ISO 13473-1 2019) [START_REF]Characterization of pavement texture by use of surface profiles -Part 1: determination of mean profile depth[END_REF]. This separation allows explaining the two main phenomena involved in friction generation (adhesion and hysteresis) but it is rather limited to really understand and explain the evolution of the road texture and more specifically the one of the aggregates that constitute it as well as road pavement skid resistance evolution. Indeed, the texture of aggregates is composed of several scales of texture superimposed on each other. For a better understanding of friction evolution, it is essential to know the evolution of the texture of aggregates at each scale, which is not the case at this moment. Some attempts were done to connect standard texture parameters to skid resistance evolution but it remains rough [START_REF] Nataadmadja | Quantifying aggregate microtexture with respect to wear-Case of New Zealand aggregates[END_REF][START_REF] Zahouani | Characterization of microtexture related to wet road/tire friction[END_REF][START_REF] Cerezo | Evolution of the road bitumen/aggregate interface under traffic-induced polishing[END_REF]. More research is needed to tackle this issue. Thus, existing texture acquisition methods developed in other fields like industry or aeronautics allow us to represent it as a signal on which operations like the Fourier transform [START_REF] Himeno | Skid resistance of asphalt pavement surfaces related to their microtexture[END_REF][START_REF] Samuels | The feasibility of measuring road surface microtexture by means of laser techniques[END_REF] can be applied. Usually, the texture signal is separated into different components using a filter [10]. The components that are obtained are the roughness, the undulation and the shape. After filtering, the texture parameters are calculated by averaging over the entire profile. Thus, it is impossible to access the information contained in the different scales of the profile as told previously. Fast Fourier Transform (FFT) is a powerful tool for calculating the frequency components of texture signals. For periodic signals, it makes it possible to establish a relationship between the space domain and the frequency domain. Because the texture signals are random, the FFT can not be interpreted as multiscale decomposition.

To be able to separate the different scales, another method based on the Fourier transform, called the Short Time Fourier Transform (SFFT) can be used [START_REF] Martin | Wavelets and subband coding[END_REF]. This method is based on the Gabor transform. But due to its fixed resolution in the spatial and frequency domains, it does not allow access to the real information contained in the texture signals.

The solution to our problem should imply to have a method with variable space-frequency resolution. The analysing window would be narrowed for high frequencies and extended for low frequencies. A method exhibiting these characteristics is the wavelet method [START_REF] Chen | Multi-scale analysis of engineering surfaces[END_REF][START_REF] Wolf | Application des ondelettes à l'analyse de texture et à l'inspection de surface industrielle[END_REF]. Until now, only discrete wavelet transform has been applied to study pavement macrotexture, which is a specific range of texture involved in friction forces generation [START_REF] Zelelew | Wavelet-based characterisation of asphalt pavement surface macro-texture[END_REF][START_REF] Zelelew | Pavement macro-texture analysis using wavelets[END_REF]. However, microtexture is a huge contributor to friction forces generation and continuous wavelet transform is a good candidate for signal series analysis due to its more fine scale discretization. This paper proposes an approach based on continuous wavelet-based multiscale decomposition on aggregates before and after polishing. The objective is, on the one hand, to follow the evolution of each texture scale (from micro to macrotexture) during polishing. On the other hand, the objective is the definition of a relevant multiscale texture parameter which is able to traduce the texture evolution and which could be connected to skid resistance evolution during polishing. The paper is divided into four parts. The first part presents the nomenclature of parameters, which are used. The second part is a theoretical approach based on the wavelet method. It focuses on the choice of calculation parameters. The third part presents the experimentation led to develop and validate the method. It details the polishing and texture acquisition techniques used in the study. The last part presents the results and resulting interpretations. 

Wavelet method

The wavelet method is a flexible time-frequency method. The analysing functions for each resolution are obtained by translation and contraction of a basic function. If 𝜓(𝑡) is the basic wavelet function, the analysing functions are obtained by equation (1):

𝜓(𝑏, 𝑎) = 1 √𝑎 𝜓( 𝑡 -𝑏 𝑎 ) (1) 
where 𝑎 represents the contraction coefficient, characterizing the analysis scale and 𝑏 the translation coefficient.

The wavelet function must be of finite energy and square-integral for each of its variables, 𝜓(𝑏, 𝑎)𝜀𝐿²(ℜ).

Then the following admissibility condition must be checked:

𝐶 𝑔 = ∫ |𝜓(𝜔) ̂|² +∞ -∞ 𝑑𝜔 |𝜔| < ∞ (2) 
With 𝜓(𝜔) ̂ the Fourier transform of 𝜓(𝑡). This amounts to saying that the average of 𝜓(𝑡) is zero:

𝜓(𝜔 = 0) = ∫ 𝜓(𝑡)𝑑𝑡 +∞ -∞ = 0 (3) 
The wavelet transform of a function 𝑥(𝑡) is:

𝑊(𝑎, 𝑏) = 1 √𝑎 ∫ 𝑥(𝑡)𝜓 * ( 𝑡 -𝑏 𝑎 ) +∞ -∞ 𝑑𝑡 (4) 
The wavelet coefficient 𝑊 (𝑎, 𝑏) is a function of the variable 𝑡, but also of 𝑎 and 𝑏. 𝜓 * represents the conjugate of 𝜓.

If the eligibility conditions are met, the inverse transform is defined by equation ( 5):

𝑥(𝑡) = 1 𝐶 𝑔 ∫ ∫ 1 √𝑎 𝑊 𝑎,𝑏 (𝑡)𝜓( 𝑡 -𝑏 𝑎 ) +∞ -∞ 𝑑𝑎𝑑𝑏 𝑎 2 +∞ -∞ (5) 
The wavelets must be normalized to be able to compare wavelet transforms at different scales.

To reduce the calculation time, the calculations are made in the frequency domain. The normalized wavelet in the Fourier space is given by equation ( 6):

𝜓 ̂(𝑎𝜔 𝑘 ) = √ ( 2𝜋𝑎 𝛿𝑡 )𝜓 ̂0((𝑎𝜔 𝑘 )) (6) 
where 𝜓 ̂ is the Fourier transform of 𝜓, 𝑎 the scale, 𝜔 𝑘 is the angular frequency in the frequency domain, 𝛿𝑡 is the sampling period and 𝑘 is the frequency index. 𝜓 0 is the nonnormalized wavelet. Equation [START_REF] Cerezo | Evolution of the road bitumen/aggregate interface under traffic-induced polishing[END_REF] gives the formula for calculating the angular frequency:

𝜔 𝑘 = { 2𝜋𝑘 𝑁𝛿𝑡 ∶ 𝑘 ≤ 𝑁/2 - 2𝜋𝑘 𝑁𝛿𝑡 ∶ 𝑘 > 𝑁/2 (7) 
where 𝑁 is the number of measured points.

The wavelet transform of a signal 𝑥 (𝑡) is the inverse Fourier transform of the product of the Fourier transforms of 𝑥 (𝑡) and the wavelet:

𝑊 𝑛 (𝑎) = 𝐹𝑇 -1 (∑ 𝑥 ̂𝑘𝜓 ̂ * (𝑎𝜔 𝑘 )𝑒 𝑖𝜔 𝑘 𝑛𝛿𝑡 ) 𝑛 𝑘=0 (8) 
where 𝑛 corresponds to the position. The scales of the wavelet transform are obtained by equation ( 9):

𝑎 𝑗 = 𝑎 0 2 𝑗𝛿𝑗 , 𝑗 = 1, . . , 𝐽 (9) 
𝑎 0 is the smallest scale and is equal to 𝑎 0 = 2𝛿𝑡. 𝛿𝑗 corresponds to a parameter allowing to sample the scales.

For the Morlet wavelet, the maximum value of this parameter ensuring a good sampling corresponds to 0.5 [START_REF] Torrence | A Practical Guide to Wavelet Analysis[END_REF]. For the other wavelets, a value greater than 0.5 does not influence the sampling. On his side, Torrence [START_REF] Torrence | A Practical Guide to Wavelet Analysis[END_REF] obtained a good sampling by using a value of 0.25. This value is considered in our study.

In equation ( 9), 𝑗 is the scale number and 𝐽 is the scale number. The number of scales ensuring a good decomposition of the texture is given by equation ( 10):

𝐽 = 𝛿𝑗 -1 𝑙𝑜𝑔 2 ( 𝑁𝛿𝑡 𝑎 0 ) (10)
Since the wavelet transform is a band pass filter, it is possible to reconstruct the start signal. This transform introduces redundancy into space and frequency. Thus, one can use a wavelet different from that used for decomposition for reconstruction. A simple way to do this reconstruction is to use delta function 𝛿 [START_REF] Farge | Wavelet transforms and their applications to MHD and plasma turbulence: a review[END_REF].

The reconstruction of the signal 𝑥 (𝑡) for each scale is expressed by equation [START_REF] Martin | Wavelets and subband coding[END_REF]:

𝑥 𝑗,𝑛 = 𝛿𝑗𝛿𝑡 1/2 𝐶 𝛿 𝜓 0 (0) ℜ{𝑊 𝑗,𝑛 (𝑎 𝑗 )} 𝑎 𝑗 1/2 (11) 
𝜓 0 (0) is used to suppress the energy of the scale. 𝐶 𝛿 is a constant coming from the reconstruction of the function 𝛿. The wavelet transform of the 𝛿 function is:

𝑊 𝛿 (𝑎) = ( 1 𝑁 ) ∑ 𝜓 ̂ * (𝑎𝜔 𝑘 ) 𝑁-1 𝑘=0 ( 12 
)
𝐶 𝛿 is then obtained by the formula in equation ( 13):

𝐶 𝛿 = 𝛿𝑗𝛿 𝑡 1/2 𝜓 0 (0) ∑ ℜ{𝑊 𝛿 (𝑎 𝑗 )} 𝑎 𝑗 1/2 𝐽 𝑗=0 (13) 
ℜ{𝑊 𝑛,𝑗 (𝑎 𝑗 )} corresponds to the real part of 𝑊 𝑛,𝑗 (𝑎 𝑗 ). If 𝑥 (𝑡) is a complex function, the imaginary part of 𝑊 𝑛,𝑗 (𝑎 𝑗 ) will also be considered in the reconstruction. The signal 𝑥 (𝑡) is obtained by summing for each position the values of 𝑥 (𝑡) at each scale :

𝑥 𝑖 = ∑ 𝑥 𝑗,𝑖 𝐽 𝑗=1 (14) 

Experimental study

The experimental study has two objectives. The first one is to reproduce in the laboratory the effect of polishing on various aggregates types. The second one is to map the surfaces before and after polishing and to output a texture signal well adapted to multiscale analysis of its evolution.

Samples

Samples are circular discs 225 𝑚𝑚 in diameter. This disc is made by molding. The method and the materials of manufacture are similar to those used in [START_REF] Nataadmadja | Quantifying aggregate microtexture with respect to wear-Case of New Zealand aggregates[END_REF]. The aggregates (fraction 7.2 / 10 𝑚𝑚) are placed in the mold on their flat face on one layer. These aggregates are placed as close as possible to each other. The spaces between the aggregates are filled with silica and Fontainebleau sand (fraction 0.16 / 0.315 𝑚𝑚). The mold is then filled in with resin. The choice of resin result from the fact that it represents a good compromise between maneuverability (to ensure that all voids are fill in by the resin), convenience (lower toxicity) and setting time. Once all is solidified, we remove the sample (see figure 1). The mosaic is prepared with aggregates extracted from a quarry in New Zealand. Aggregates used is Greywacke. It consists of fine grain minerals that are supported by a matrix that is rich in very angular shaped Quartz. 

Polishing tests

The aim of the polishing test is to reproduce the evolution of the road texture due to the traffic. A commonly used polishing method has been developed by the Transport and Road Research Laboratory (TRRL). This test is known as Polished Stone Value (PSV) [START_REF]Essais sur les propriétés mécaniques et physiques des granulats. Partie 8 : Détermination du coefficient de polissage accéléré[END_REF]. But this polishing technique is very rough and not suitable for evaluating the evolution of the properties of aggregates from road surfaces [START_REF] Dunford | French standard: Bituminous mixtures -test methods for hot mix asphalt -Part 49: Determination of friction after polishing[END_REF]. The polishing performed by the Wehner and Schulze machine makes it possible to reproduce polishing due to road traffic [START_REF] Zelelew | Wavelet-based characterisation of asphalt pavement surface macro-texture[END_REF]. The machine is composed of a polishing station simulating the action of traffic and an adhesion measuring station simulating the braking of a wheel in the presence of water. Figure 2 shows the different parts of the machine. 

Texture acquisition

The goal is to map the surface of the sample before and at different stages of polishing. In the sample, two randomly areas of dimensions 5 𝑚𝑚 * 5 𝑚𝑚 are studied (Figure 3). This random choice is ensured by the fact that aggregates are relatively homogeneous in terms of aspect (Figure 1). The number of selected areas can seem to be low. But, as the measuring of texture is time-consuming, a compromise had to be found.

Figure 3: Sample with mapping zones

Each area is identified by marking with paint. This guarantees the mapping of the same area before and after polishing. The acquisition of the maps is done with the Alicona Infinite Focus sensor. This sensor allows us to make a three-dimensional optical measurement of the roughness of the surface. The measurement principle is based on the focal variation.

A sample is placed on a moving table and illuminated by modulated lighting. The optical sensor incorporates a digital sensor inside that captures the light reflected by the sample.

During the movement of the table on which the sample is placed, the position of each point of the sample is determined by the variation of the contrast. Figure 4 shows the apparatus and result which is obtained. A compromise had to be found between the time of measurement and precision. Then, the measurements were made at 20 × magnification. Indeed, the vertical and lateral resolutions at this magnification are respectively 59 𝑛𝑚 and 438 𝑛𝑚. These are sufficient for the present study if we take into account the dimensions of the irregularities constituting the texture. After this mapping, the data are exported in the MountainsMap version 7 software. This software allows us to perform several operations such as the filling of the unmeasured points, the straightening of the surface, the removal of the shape, the extraction of the profiles, 2D visualization of the surface. The maximum slope measurable by the sensor is 87°. MountainsMap has been used to remove slopes exceeding 87° which constitute outliers.

The unmeasured points are covered with a "soft form". This shape fits best with the outline. It is a kind of mathematical scarring.

To carry out the detailed characterization of a surface, one must previously apply a pretreatment to eliminate its shape and its slope. This slope was obtained by fitting the original surface with the first-order mean square plane. Surface shape has also been removed by determining the seventh-order mean square plane.

Figure 5 shows different results that have been obtained after different operations. In each area, three profiles are extracted. Then, we have six profiles for the two zones for different degrees of polishing. If we consider all the polishing degrees, then we have thirty profiles. This number of profiles can be considered as important if we take into account the acquisition time and precision of measurements.

Experimental protocol

This part summarizes the experimental protocol. The following steps are followed :

-After making the disc, a texture measurement in the initial state is made.

-Afterward, the disc is polished up to 20 000 rotations. After that, a texture measurement is made. Before each texture measurement, the disc is washed. -Polishing is continued until 50 000 rotations followed by a texture measurement.

-After this texture measurement, the polishing is continued until 90 000 rotations. This is also followed by a texture measurement. -Finally, polishing is continued until 180 000 rotations. A final texture measurement is done.

Results and interpretations

This section presents the analysis of the extracted profiles, the choice of the analyzing wavelet and the application of the wavelet method to assess polishing. On figure 6, 0 (initial state), 20 000, 50 000, 90 000 and 180 000 denoted the degree of polishing. These figures do not allow a priori to detect the effect of polishing. Thus, the distributions of heights have also been traced (Figure 7). In Figure 7, we notice a decrease in the height of large asperities during the polishing process. This can be explained by the fact that during polishing, the cones of the Wehner and Schulze machine come into first contact with the large asperities. We also notice an increase in small heights with polishing. This can be explained by the recirculation flow [START_REF] Fillot | Wear modeling and the third body concept[END_REF]. During polishing, there are two phenomena in competition: particle detachment and particle ejection. As the detachment flow is higher than ejection flow, some of the aggregates torn off by polishing fill the gaps between the asperities and are compacted. Thus, it seems that there is a disappearance and recreation of the texture during polishing.

Analyses of extracted profiles and their heights distribution

Analysing wavelet choice

After analyses of extracted profiles, we focus on the application of the wavelet method. The first step concerns the determination of the most suitable wavelet to analyze the texture of road pavement aggregates. In the literature, Mezghani et al [START_REF] Mezghani | On the optimal choice of wavelet function for multiscale honed surface characterization[END_REF] recommends using either the Morlet wavelet or the eighth Gaussian derivative. The Morlet wavelet [START_REF] Torrence | A Practical Guide to Wavelet Analysis[END_REF] is given by equation ( 15):

𝜓 0 (𝑡) = 𝜋 -1/4 𝑒 𝑖𝜔 0 𝑡 𝑒 -𝑡 2 /2 (15) 
With 𝑡 the position parameter of the wavelet. The adimensional frequency 𝜔 0 was chosen equal to 6 [START_REF] Torrence | A Practical Guide to Wavelet Analysis[END_REF] to satisfy the conditions of admissibility of a wavelet. Eighth Gauss wavelet [START_REF] Torrence | A Practical Guide to Wavelet Analysis[END_REF] is given by equation ( 16):

𝜓 0 (𝑡) = (-1) 𝑚+1 √Γ (𝑚 + 1 2 ) 𝑑 𝑚 𝑑𝑡 𝑚 (𝑒 -𝑡 2 2 ) (16) 
With 𝑚 the order of the derivative. Figure 8 shows the results of the decomposition of an aggregate texture profile by using the two wavelets. In pavement surface analyses, the average height is often used to assess the texture. We use this parameter to verify the accuracy of reconstruction. The calculation formula is given by the following equation ( 17):

𝑅𝑎 = ( 1 𝑁 ) ∑|𝑥 𝑖 | 𝑁 𝑖=1 (17) 
𝑁 is the number of measured points, 𝑥 𝑖 the value of the profile at point 𝑖. |𝑥 𝑖 | represents the absolute value of 𝑥 𝑖 . Table 1 shows the comparison of average heights between the three profiles. 1 shows that Morlet wavelet provides the best reconstruction. The same calculations have been done for all profiles (thirty profiles). By using Morlet wavelet, we have an average reconstruction error of 4% with a standard deviation of 1.4. By using eighth derivative of Gauss wavelet, we have an average reconstruction error of 5 % with a standard deviation of 0.01. Similar observations have been done with magnifications 5 × and 10 ×.

Increasing the degree of the Gaussian derivative would allow for a more faithful reconstruction. But, due to the computation time due to the numerical derivatives, we decided to implement the Morlet wavelet. [START_REF] Do | Road surface texture and skid resistance[END_REF] found that skid resistance is related to root mean square (rms). On dry surface, skid resistance slightly decreases with rms. Indeed, on dry surface, skid resistance is related to contact area, which decreases with increasing rms. Conversely, on wet surface, skid resistance sharply increases with rms. On wet surface, high rms increases contact area. Figure 9 shows the evolution of rms during surface polishing.

Application of wavelet multiscale decomposition

Figure 9 : RMS evolution

We can note a reduction of rms with polishing. Depending on wetting state of area (dry or wet), we will have increasing or decreasing of skid resistance. However, figure 9 do not allow to know how each scale evolve. To tackle this problem, the continuous wavelet transform is performed for the different profiles. In order to quantify the weight of each scale, rms has been calculated on each profile obtained at each scale. This parameter can be interpreted as the square root of normalized energy [START_REF] Zelelew | Wavelet-based characterisation of asphalt pavement surface macro-texture[END_REF] at different scale. A graphic representation of obtained result is shown on figure 10.

Figure 10 : Multiscale parameter evolution

On figure 10, we have overall a decrease of rms with polishing. However, depending on scale range, we do not have the same diminution rate. On Area 1, for scale range, 0 -1400 𝜇𝑚, there not great difference between each polishing state. Then we can say that, that range will not have great influence on skid resistance evolution. Beyond this range, we note clearly the decreasing of rms with polishing. Therefore, this scale will have great influence on skid resistance evolution. Similar observations can be made on Area 2. These observations show the importance of this multiscale analysis. It will help for accurate friction law definition.

Conclusions

In conclusion, we can say that the continuous wavelet transform can be used for multiscale decomposition of the texture of aggregates used in pavement composition. For the continuous wavelet transform, the wavelet providing, with a small computation time, a good decomposition is the Morlet wavelet. This study has been done on thirty profiles due to data acquisition time.

For the quantification of the weight of each texture scale, the spectrum of the amplitudes of rms of each scale can be used. This spectrum allows us to follow the evolution of the amplitude of each scale during polishing. This parameter will be used to define the effect of each scale of texture on skid resistance. This method will be extended to pavement surface analysis like bituminous concrete. An indepth study will be done on the creation of texture due to polishing.
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Figure 1 :

 1 Figure 1: Example of a sample made of pure aggregates

Figure 2 :

 2 Figure 2: Wehner and Schulze Polishing is done by rolling with a slight slip of three rubber cones on the sample. The polishing station is fed continuously with a mixture of water and silica flour which constitutes the abrasive. The polishing is carried out at 500 𝑟𝑝𝑚, ie 17 𝑘𝑚/ℎ. The contact pressure between the polishing cones and the sample is 0.4 𝑁/𝑚𝑚 2 . The tests carried out by the Wehner and Schulze machine are standardized (NF EN 12697-49) [20]. The measurements led to a curve giving the evolution of friction coefficient with polishing stages.

Figure 4 :

 4 Figure 4: Alicona This unit allows us to map for the following magnifications: 2.5 ×, 5 ×, 10 ×, 20 ×, 50 × and 100 ×.A compromise had to be found between the time of measurement and precision. Then, the measurements were made at 20 × magnification. Indeed, the vertical and lateral resolutions at this magnification are respectively 59 𝑛𝑚 and 438 𝑛𝑚. These are sufficient for the present study if we take into account the dimensions of the irregularities constituting the texture. After this mapping, the data are exported in the MountainsMap version 7 software. This software allows us to perform several operations such as the filling of the unmeasured points, the straightening of the surface, the removal of the shape, the extraction of the profiles, 2D visualization of the surface. The maximum slope measurable by the sensor is 87°. MountainsMap has been used to remove slopes exceeding 87° which constitute outliers. The unmeasured points are covered with a "soft form". This shape fits best with the outline. It is a kind of mathematical scarring. To carry out the detailed characterization of a surface, one must previously apply a pretreatment to eliminate its shape and its slope. This slope was obtained by fitting the original surface with the first-order mean square plane. Surface shape has also been removed by determining the seventh-order mean square plane.

Figure 5 :

 5 Figure 5: a) Original surface, b) Surface after shape suppression, c) Surface after slope suppression, d) Outliers determined by MountainsMap, e) surface after outliers suppression with profiles extraction zones

Figure 6

 6 exhibits an example of five profiles extracted at different polishing stages in both zones at the same position.

Figure 6 :

 6 Figure 6: Extracted profiles in : a) Area 1, b) Area 2

Figure 7 :

 7 Figure 7: Heights distribution at various polishing stages

Figure 8 :

 8 Figure 8: Reconstruction of the original profile using the Morlet wavelet and the Gauss wavelet Visually, we can not distinguish the wavelet giving the most faithful reconstruction.In pavement surface analyses, the average height is often used to assess the texture. We use this parameter to verify the accuracy of reconstruction. The calculation formula is given by the following equation (17):

  

Table 1 :

 1 Reconstruction errors

	Profiles	Original	Reconstruction	Reconstruction using
		profile	using Morlet	eighth Gauss wavelet
			wavelet	
	𝑹𝒂 (𝝁𝒎)	15.8	16.2	14.9
	Relative error 𝜺 (%)	0	3	6

Table
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