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Pores are often present in large aluminum ingots after casting. To ensure the mechanical reliability of the final thick plates, these pores must be closed during the forming process, hot rolling in the present case. This study aims at understanding the effects of rolling parameters on the volume evolution of pores. To do so, X-ray microtomography is used to track real casting pores during deformation. Nevertheless, thick plates are too large to enable a fine characterization of the evolution of pores during the process. The size and

shape of the samples as well as the mechanical boundary conditions must be optimized to meet imaging constraints. This paper focuses on the reproduction of complex loading paths. Multi-scale FE simulations are used to reproduce the loading conditions of thick plate rolling with uniaxial tests on samples of a few millimeters. Uniaxial tests are then characterized with tomography on a synchrotron X-ray beamline. In each sample, tens of pores are individually tracked, giving access to their volume evolution. The local loading path experienced by each pore is determined with FE simulation. It is shown that the volume evolution of a real pore correlates with the hydrostatic integration which is the integral of stress triaxiality along cumulated strain. This confirms that

Introduction

Aluminum alloys are largely used in aerospace manufacturing thanks to their low density, their good mechanical properties, and their high resistance to corrosion. Their use as thick plate in aerospace applications depends on the mastery of processing parameters. It is necessary to avoid the presence of pores in the final product and the concomitant deterioration of mechanical properties. Industrially, the soundness of the material is ensured by control tests such as dye penetrant inspection. The number of pores, their size and the distance between pores must be in a certain range. Pores in aluminum products appear during casting. They are caused by the increase of density and the decrease of hydrogen solubility at solidification. In the case of thick aluminum plate, pores are closed by plastic deformation during hot rolling. The optimization of this process is nevertheless complex. There is a large number of relevant rolling parameters (temperature, reduction per pass, roll radius, roll velocity) and their dependence on each other precludes a systematic experimental campaign at the scale of industrial rolling mill. It is essential to accurately describe the closure of pores to ensure the final soundness of the plate. [START_REF] Park | A study of void crushing in large forgings I: Bonding mechanism and estimation model for bonding efficiency[END_REF] showed that pore closure occurs in two steps. First morphology and topology of the pore evolve, along with the pore volume decrease. Then, the internal surfaces of the pore weld together during bounding.

In the following, we will only focus on the first step also called mechanical closure. [START_REF] Llanos | Improvement of central soundness in long products from a through process control of solidification and reheating and rolling[END_REF] investigated pore closure during rolling by using 2D post mortem observations. Such approach allows real pores to be investigated but does not give access to volume evolution. [START_REF] Chen | Void closure prediction in cold rolling using finite element analysis and neural network[END_REF]later Joo et al. (2014) used artificial drilled pores in order to track the pore volume evolution during rolling. They found that pore closure is influenced by the reduction of the pass, the pore size and the diameter of the rolls. However, it has been shown numerically by [START_REF] Hwang | Finite element simulations on void closure behaviour inside the sheet during sheet rolling processes[END_REF] in 2D and by [START_REF] Kb | Simulation of void defect evolvement during the forging of steel ingot[END_REF] in 3D that pore shape has a significant effect on pore closure kinetics. Since real pore surrounded by matter cannot be considered as drilled pore, [START_REF] Youssef | X-ray microtomographic characterisation of pore evolution during homogenisation and rolling of Al-6Mg[END_REF] and [START_REF] Toda | Healing behavior of preexisting hydrogen micropores in aluminum alloys during plastic deformation[END_REF] performed 3D observations of real pores. On the one hand, real complex pores were observed but they were not tracked along the rolling pass schedule. On the other hand, same pores were observed before and after hot rolling. However, in this latter case, only spherical micropores were studied whereas pores in aluminum alloys can have branched and tortuous shapes. Characterization of real complex pores during their closure will allow the understanding of their closure mechanisms and closure kinetics to improve.

Then, the current models of pore closure can be validated or improved . X-ray microtomography offers both a 3D and non destructive characterization at a spatial resolution (order of magnitude of micrometer) compatible with pore description. The non destructive aspect allows several 3D images to be captured per pore during deformation. To save time, sample size was limited to several millimeters. In this way, the whole sample and pores are imaged with sufficient resolution and a unique scan. Such a sample contains several tens of pores, providing many pore volume evolutions to investigate closure kinetics. Samples are deformed at high temperature using a cumbersome setup that requires a synchrotron X-ray source to perform interrupted in situ tests.

Consequently, there is significant difference of size between, on the one hand, industrial plate ingots that are hot rolled, which size is about 4m × 1.5m × 0.5m, and on the other hand, samples of several millimeters in which pores can be observed. It is necessary to ensure that the loading path experienced by pores during hot rolling can be reproduced with the compression of samples compatible with X-ray microtomography.

In the following, a combination of numerical and experimental approaches is presented. First, finite element simulations are used to compare the loading paths encountered during industrial thick plate rolling to the loading paths encountered during uniaxial tests of small samples with varied shapes. A dedicated experimental setup has been developed to perform high temperature in situ tests characterized by X-ray microtomography. The volume evolution of pores during their deformation are determined using 3D quantitative analysis methods.

Numerical and experimental methods

Numerical simulations

Rolling of industrial plate and a uniaxial mechanical test on a sample compatible with X-ray microtomography differ in terms of sample size and nature of loading. Finite element (FE) simulations were used to ensure that uniaxial tests are representative of the loading states reached with rolling.

Hot rolling simulations are run with LAM3 software [START_REF] Hacquin | Modelisation thermomecanique tridimensionnelle du laminage couplage bande/cylindres[END_REF]. The model accounts for thermal and mechanical phenomena involved in rolling (such as the deformation of the plate and the rolls, the thermal exchanges between the rolls and the plate, between the plate and the air and the temperature increase in the plate due to mechanical deformation). It couples finite element method to compute the elasto-viscoplastic behavior of the plate and semi-analytic computations of the deformation of the rolls. A stationary Eulerian formulation is used, thus the transient regime at both ends of the plate are not accessible. A classical rolling pass schedule for thick plates requires a progressive reduction of the plate. Several passes between the rolls are necessary to reach the desired final thickness. In the following, we will study the reproduction of the loading state of individual passes. Each pass geometry is usually described by two parameters which are the relative reduction r (Equation 1) and the L/H ratio (Equation 2), where L is the contact length between the rolls and the plate and H is the mean thickness of the plate. h 1 and h 2 are the entry and exit thicknesses respectively and R cyl is the radius of the rolls (Figure 1). 3) [START_REF] Sellars | Hot workability[END_REF].

r = h 1 -h 2 h 1 ∈ [0, 1] (1) L H = 2 R cyl (h 1 -h 2 ) h 1 + h 2 (2)
σ = 1 α ln   Z A 1 m + Z A 2 m + 1   , Z = ε exp Q RT (3)
The four parameters α, A, m and Q were determined experimentally using the method described by Zhu et al. (2018). Most of the time, the pores are studied in a matrix following a Norton power law of this type ε = A σ n . For a given temperature of 480 °C, the Norton index n of the present material is of about 6. Usually, the Norton index of aluminum alloys is between 3 and 10, which limits its effect on pore closure reported by [START_REF] Zhang | A criterion for void closure in large ingots during hot forging[END_REF]. Besides, Saby et al. (2015a) observed that the effect of the Norton exponent in this range is negligible compared to the effect of the orientation or the shape of the pore. In the simulation software, the material law consists in several stress-strain curves at different temperatures and strain rates: 10 temperatures between 380 and 580 °C and 10 strain rates between 1 × 10 -3 and 1 × 10 2 s -1 . For compression of cylinders, Brazilians and double-collars, infinitely rigid dies are used in the simulation. A coefficient of static friction of 0.4 between the die and the sample is applied. This coefficient has been chosen in order to match barreling effect that is observed experimentally during compression test. Concerning thermal conditions, the initial temperature is fixed at all sample nodes and no exchanges are considered between the dies and the air. The simulation takes into account the heat due to the mechanical work. Compression tests were simulated up to a relative reduction of 60% and tensile tests up to initiation of necking. The dimension of pores are small compared to the sample size. It is assumed that the mechanical fields are not modified by the presence of the pores. Therefore, the simulations were performed on samples free of pores. In the literature, cumulated strain (Equation 4) and stress triaxiality (Equation 5) are shown to be the two main mechanical parameters involved in pore closure. They are used in the analytical models of [START_REF] Gurson | Continuum Theory of Ductile Rupture by Void Nucleation and Growth: Part I-Yield Criteria and Flow Rules for Porous Ductile Media[END_REF] and [START_REF] Duva | Constitutive potentials for dilutely nonlinear materials[END_REF], the semi-analytical model of [START_REF] Zhang | A criterion for void closure in large ingots during hot forging[END_REF] and the phenomenological model of Saby et al. (2015a). Thus, loading states will first be compared in terms of triaxiality T X and cumulated strain ε.

ε = t 0 ε dt ε = 2 3 ε : ε ε = ∂ε ∂t (4) T X = - p σ p = - 1 3 tr σ σ = 3 2 σ : σ σ = σ + pI (5)
Where ε is the strain tensor, σ the stress tensor and p the hydrostatic pressure.

The stress state is more precisely represented considering the Lode parameter µ (Equation 6) in addition to the stress triaxiality.

µ = 2σ 2 -σ 1 -σ 3 σ 1 -σ 3 (6)
The Lode parameter influence has been mostly studied in the scope of failure of ductile metals. It has been observed by [START_REF] Danas | Influence of the Lode parameter and the stress triaxiality on the failure of elasto-plastic porous materials[END_REF] that at high triaxiality, ductile failure is controlled by triaxiality but when triaxiality decreases (in absolute value), the Lode parameter plays a significant role. [START_REF] Zhang | Numerical analysis of the influence of the Lode parameter on void growth[END_REF] demonstrated that, at low positive triaxiality, the Lode parameter has a non-negligible influence on the pore shape rather than on the pore volume. [START_REF] Chbihi | Influence of Lode angle on modelling of void closure in hot metal forming processes[END_REF] studied pore closure using FE simulations, they concluded that at low triaxiality, high values of the Lode parameter foster pore closure. More recently, [START_REF] Zhang | A porosity closure model considering stress triaxiality ratio and Lode stress parameter[END_REF] and [START_REF] Wang | A void evolution model accounting for stress triaxiality, Lode parameter and effective strain for hot metal forming[END_REF] proposed two new prediction models of pore closure that incorporate the Lode parameter.

Experimental data acquisition

A dedicated micropress has been developed ( In situ tests at high temperature are performed with a synchrotron Xray source, at the ESRF (European Synchrotron Radiation Facility, Grenoble, France) on ID19 beamline. It provides a parallel quasi-monochromatic coherent X-ray beam with a high flux of photons. A 34 keV X-ray beam energy was used providing projections with a pixel size of 2.44 µm.

To reproduce real rolling conditions, a high piston velocity is used (1 mm.s -1 ).

It ensures a strain rate of about 1s -1 . Thus, interrupted in situ tests are A total of 18 samples have been tested with different geometries (11 cylinders, 4 double-collars, 2 Brazilians and 1 tensile test). For cylinders, different temperature (from 430 to 520°C), compression speeds (from 0.1 to 1 mm.s -1 ) and alloys have been tested (2XXX and 7XXX series).

Data processing and tracking method

Three phases are distinguishable in the tomographic data: pores, matrix and intermetallics (as visible in Figure 5). Image processing involving filters and thresholding is used to isolate the pores (with ImageJ software [START_REF] Schneider | NIH Image to ImageJ: 25 years of image analysis[END_REF]). Two consecutive backgrounds were subtracted from the image.

The first one is generated using a 2D mean filter with a radius of 20 voxels.

It allows pores to be detected and to fill them to generate a second 2D mean background with a radius of 10 voxels. Then pore thresholding is performed using a cutoff value kept constant for all the samples. In the following, only pores with a volume higher than 8 voxels (or 116 µm 3 ) will be considered. All in all, 18 samples have been scanned with a total of 158 scans. The data processing workflow has been automated to get reliable and comparable data from one scan to another (Figure 6). Image processing and DVC give access to the morphological evolution of every pore in every sample during the compression or tensile tests. Coupling with simulation, which provides local loading path, it is possible to access individual pore closure or opening kinetics, meaning the relationship between morphological evolution and local loading

conditions. An example of such evolution is given in Figure 6 with the pore volume change as a function of cumulated strain. At mid-width (center and quarter thickness) loading state is more compressive and strain increases towards the rolls (quarter thickness). Regardless to the position, the triaxiality as a function of the cumulated strain is almost constant.

Loading paths can be approximated as the final loading state using two descriptors: the final cumulated strain εf (i.e. cumulated strain reached locally at the end of the pass) and the average triaxiality T X f (Equation 7).

T X f = 1 εf εf 0 T X dε (7)
Each considered position in the plate has an influence on both εf and T X f .

For a given position, an increase of relative reduction r results in an increase of When looking at the Lode parameter, two zones are distinguished. Away from the edge, the Lode parameter is zero. This value results from the plane stain state. Thus, in most of the plate variations of pore closure kinetics are not influenced by the Lode parameter which is constant. Close to the edges, the plane strain state is not fulfilled and the Lode parameter takes negative values.

Its absolute value decreases when the cumulated strain increases. Besides, these zones experience low triaxiality (in absolute value). In that case, either in tension or in compression, [START_REF] Zhang | Numerical analysis of the influence of the Lode parameter on void growth[END_REF] and [START_REF] Wang | A void evolution model accounting for stress triaxiality, Lode parameter and effective strain for hot metal forming[END_REF] observed that the Lode parameter has an influence on the pore volume evolution. They also observed that the Lode parameter affects the evolution of the pore shape when observing spherical or ellipsoidal pores. However, in our present case, we want to study real casting pores which have complex shapes. Most of them are tortuous and branched. Contrary to ellipsoid, the shape of a real pore cannot be described with a few number of parameters for which we can determine the sensibility to the Lode parameter. Thus, the evolution of volume due to the modification of the pore shape will depend on the Lode parameter value but also on the initial shape of the pore.

Considering both stress triaxiality and Lode parameter to describe the stress states encountered during rolling, we can identify three different zones:

The edge of the plate (edge and extreme edge positions) and the center of the plate for low deformation where T X ≥ 0 and µ ≤ 0.

The center of the plate for high deformation and the quarter thickness where 0 > T X ≥ -0.7 and µ = 0.

The surface where T X < -0.7 and µ = 0.

Loading paths during in situ tests

Simulations are performed to determine the loading states accessible with uniaxial mechanical tests on small samples. The objective is to find sample geometries that cover the entire map of loading states previously defined (Figure 8.d).

The loading states of uniaxial tests can be compared to those of rolling using the mean triaxiality and the cumulated strain at the end of deformation. However, it is not relevant to do so since the final cumulated strain only depends on the total displacement of the dies imposed during the test. For example, in compression (Figure 10.a), at the center of the cylinder, the final strain reaches a higher value than for a single rolling pass (2 versus 1.2). Nevertheless, all intermediate cumulated strain values up to the final value give access to many mean triaxiality ratios because triaxiality is not constant during deformation for uniaxial tests. Thus, for each sample, the accessible loading states are represented by the envelope of all the loading paths T X = f (ε) of all the elements of the sample. Note that loading paths described as T X = f (ε) are slightly different from those described by T X = f (ε). Figure 10 shows this envelope for the different sample geometries. Results for the simulations for double-collar samples are given in Figure 10.c.

For double-collar geometries, the upper part of the sample acts as an indent for lower part. This results in positive triaxiality ratios even at early stage of deformation.

Finally, with the tensile test presented on Figure 10.d positive triaxiality ratios of about 0.33 can be reached with a low dispersion on loading paths.

With this geometry, there is no need to consider elements at the border of the specimen to access positive stress triaxiality ratios.

23 At the center of the plate at high deformation and the quarter thickness 0 > T X ≥ -0.7 and µ = 0. The range of triaxiality is reproduced by the different types of compression tests. There is a variability of the Lode parameter between 1 and 0 in those samples. [START_REF] Chbihi | Influence of Lode angle on modelling of void closure in hot metal forming processes[END_REF] found that for a given pore at T X = -0.33, the closure strain is 0.6 at µ = 1 and it is 0.75 for µ = 0. On the other hand, Saby et al. (2015a) observed that the closure strain varies by twice on ellipsoids when different orientations or shape factors are considered (for T X = -0.33). In the present case of real casting pores with various orientations and shapes, the effect of the Lode parameter in this range of triaxiality will be of second order compared to the effect of morphology. For this zone we will only focus on the reproduction of triaxiality.

2 1 1 2 2 1 1 2 3 a) b) c) d)
At the surface T X < -0.7 and µ = 0. The triaxiality is highly negative, the closure is controlled by the value of the triaxiality and the Lode parameter has a negligible effect. Such loading conditions are fulfilled at the center of the sample under uniaxial compression.

The combination of the different geometries of uniaxial tests enables to reach all the final loading states of rolling. Note that this study gives all the accessible loading states in in situ samples, however, experimentally pores are not present in every element of every sample. Thus, it is necessary to perform several tests with the same sample geometry to increase the chance to have pores in regions of interest. We can observe several tens of pores in the sample. Figure 12.c shows the loading paths of two clusters of pores together with their morphological evolution.

Example of experimental results

Loading path is obtained with simulation and morphological evolution thanks to DVC. Cluster A which experiences a triaxiality close to zero has few changes in shape whereas cluster B that is subjected to higher negative triaxiality and higher cumulated strain progressively closes.

Such results are accessible for all the pores in all the tested samples. Thus, closure kinetics of real pores with large ranges of triaxiality and cumulated strain, comparable to those of hot rolling, can be studied. 

On the choice of loading paths descriptors

The hydrostatic integration (noted Q in Equation 8) is often used to describe pore closure, as reviewed by (Saby et al., 2015b). It is equal to the product of the two loading state descriptors chosen before, namely the average triaxiality and the cumulated strain. The hydrostatic integration takes into account the variation of triaxiality during the test and it is computed locally to account for the inhomogeneities of mechanical fields in the sample. The good qualitative correlation between the hydrostatic integration and the pore shrinkage or growth shows that mean triaxiality and cumulated strain are relevant descriptors to focus on in order to reproduce loading paths.

Q(ε) = ε 0 T X (ε)dε = T X ε (8)

Conclusions

In situ mechanical tests characterized by X-ray microtomography can be used to acquire experimental data on real pore volume evolution under deformation representative of hot rolling. Nevertheless, this method requires small samples (with dimensions of a few millimeters) whereas industrial rolling involves plates at the meter scale. To ensure that the loading states accessible with uniaxial tests are representative of the loading states of rolling, FE simulations of both industrial rolling at the meter scale and uniaxial tests at the millimeter scale were performed. The loading states that can be experienced by pores in terms of triaxiality and cumulated strain were compared. Based on these simulations, the following conclusions can be drawn:

When a single pass of rolling is considered, the use of the mean triaxiality The average triaxiality T X and cumulated strain ε have been used to compare loading paths encountered during rolling and during uniaxial tests. This choice is justified by a qualitative comparison of the hydrostatic integration field, combining both parameters, and the locations where pores shrink or grow.

From the volume evolution of pores with the hydrostatic integration, it can be deduced that pores closure is enhanced by high cumulated strain and high negative triaxiality. They can be reached during rolling with a high relative reduction and high values of L/H ratio.

Thus, with the method described in this article, experimental data on the evolution of real pores are acquired during loading representative of hot rolling.

For the sake of clarity, the conclusions on pore closure are limited in this paper.

Nevertheless, this method can have many applications. It could be used, on the one hand, to obtain a better description of pore closure or opening kinetics by studying pore volume evolution as a function of the hydrostatic integration.

It also gives access to fine morphological evolution in 3D during deformation which will allow mechanisms involved in pore closure or opening to be studied.

Finally, the database of hundreds of pores could be used to test the different models of pore volume evolution available in the literature.
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 1 Figure 1: Schematic description of a rolling pass. h 1 : entry thickness, h 2 : exit thickness, R cyl : radius of the rolls, L: contact length between the rolls and the plate.

FE

  simulations of uniaxial tests are performed using the software LS-DYNA (LS-DYNA, 2017). Different sample geometries are tested either in compression (cylinder, Brazilian and double-collar) or in tension to broaden the range of accessible loading states (Figure 2). Double-collar geometry was inspired from the work of Farrugia (2006). For cylinders, double-collars and tension samples, 2D axisymmetric elements are used. For Brazilian tests, 3D hexahedral fully integrated elements are used. The material constitutive equations follow the Sellars-Tegart law (Equation

Figure 2 :

 2 Figure 2: Simulated geometries to investigate loading paths under uniaxial loading. Dimensions are given in millimeters. Loading direction is vertical.

  Figure 3.b) to perform in situ mechanical tests at high temperature. The device can perform compressionand tensile tests at a controlled speed (up to 1 mm.s -1 ). The applied load is recorded. The sample is placed between the movable piston and the fixed bell (made of boron nitride to be transparent to X-rays) (Figure3.c). The micropress is mounted on the rotating stage and a furnace is moved down around the bell to heat the sample (Figure3.a). The furnace is independent from the rotation stage and does not move during the tomography acquisition. Two glassy carbon windows are located on the X-ray path at the entrance and exit of the furnace.

Figure 3 :

 3 Figure 3: Experimental setup: a) picture of the micropress and the furnace on the ESRF-ID19 beamline. b) Sketch of the micropress. c) Sketch of the upper part of the micropress composed of the bell and the piston surrounding the sample.

Figure 4 :

 4 Figure 4: Displacement of the die as a function of time for an interrupted compression in 8 steps of 150 µm at 1 mm.s -1 .

Figure 5 :

 5 Figure 5: Visible phases in a cross section of a cylindrical sample after reconstruction: pores (dark), intermetallics (bright) and the matrix (medium grey).

Figure 6 :

 6 Figure 6: Processing workflow to obtain the pore closure kinetics from radiographs acquired with tomography.

Figure 7 Figure 7 :

 77 Figure 7 presents the distribution of hydrostatic pressure within the section located right between the rolls. The thickness is the dimension of the plate along Short-Transverse (ST) direction. The width is along Long-Transverse (LT) direction. High hydrostatic pressure is reached close to the rolls at the midwidth while low hydrostatic pressure is reached on the edges at mid-thickness.In this area of negative hydrostatic pressure, pores will tend to open. Thus, loading path is highly dependent on the considered position in the transverse section.Mechanical fields at five representative positions in the plate are studied (positions marked on Figure7). The center position is located at mid-width and mid-thickness. Two other positions are studied along mid-width: the surface position which is in contact with the rolls and the quarter thickness position which is initially (i.e. before rolling) at mid-way between center and surface positions. Along mid-thickness, extreme edge position is at the side surface of the plate and edge position is where the hydrostatic pressure reaches lowest values during rolling.

Figure 8

 8 Figure 8: a-c) Effect of different parameters on the loading paths of a single rolling pass: a) position in the transverse section, b) relative reduction value, c) L/H ratio value. d) Loading states of rolling to be reproduced.

Figure 8 .Figure 9

 89 Figure 8.d shows the loading states at different positions for passes of dif-

Figure 10 :

 10 Figure 10: Loading domains and local triaxiality for the uniaxial tests: a) compression of a cylinder, b) compression of a double-collar, c) Brazilian compression of a cylinder, d) tension of a notched sample.

Figure 10

 10 Figure 10.b presents the loading domain for Brazilian tests. Large strains at triaxiality close to zero are accessible in the elements at the center of the cylinder base (in element 2). Tension due to the barrel effect is accentuated during the test. High triaxiality ratios are reached, like in element 3, but strain remains low.

Figure 11 :

 11 Figure 11: Loading domains and local Lode parameter for the uniaxial tests: a) compression of a cylinder, b) compression of a double-collar, c) Brazilian compression of a cylinder, d) tension of a notched sample. The local paths are those of elements presented on Figure 10.

Figure 11

 11 Figure 11 presents the evolution of the Lode parameter during uniaxial tests. For deformation in compression (Figure 11.a-c) the value of the Lode parameter is mostly between µ = 0 (representative of plane strain) and µ = 1 (representative of uniaxial stress). With the compression of a cylinder or a double-collar, it is possible to reach negative values for the Lode parameter, in the elements close to the border of the sample. For the tensile test the Lode parameter is close to -1 which is representative of uniaxial tension.

Figure 12

 12 Figure12shows the experimental results for a double-collar sample, with the 3D evolution of pores within the sample (Figure12.a). The relative reduction (r) is computed with the initial and current height of the sample (it is not linked to that of rolling). The strain is inhomogeneous in the sample, the upper part of the sample with a smaller radius deforms more and deformation is progressively

Figure 12 :

 12 Figure 12: Experimental results of the volume evolution of pores in a double-collar sample. a) 3D rendering of the pores (in blue) in the sample during compression. b) Initial state: schematic representation of all the pores (pores are represented by black points with a diameter equal to the pore equivalent diameter, they are projected in the axisymmetric geometry used for simulation) and 3D rendering of two clusters of pores. c) Loading path and morphological evolution of the two considered clusters.

Figure 13 :

 13 Figure 13: Superposition of the hydrostatic integration field Q and the pores present in a cylindrical sample during its compression. Pores are represented by black points with a diameter equal to the pore equivalent diameter. Everything is represented in the initial state geometry and in the axisymmetric plane, taking into account the axial and planar symmetries of the cylinder. In white, tracking of two pores in zone of low |Q|.

Figure 13

 13 Figure13shows the qualitative correlation between the hydrostatic integration and the evolution of the volume of real pores. The colored background rep-

  during deformation and the final cumulated strain gives a good approximation of the local loading state experienced during the pass. Their values depend on the considered position in the plate. The relative reduction of the pass has a direct influence on the cumulated strain and the triaxiality value is linked to the L/H ratio. The combination of several sample geometries deformed uniaxially allows all the loading states experienced during thick plate hot rolling to be reproduced. Selected tests are: compression of a cylinder along its axis, Brazilian test, double-collar compression and tensile test on a notched sample. In cases where the Lode parameter affects pore volume evolution, for low absolute values of triaxiality, those geometries also reproduce the ranges of values of the Lode parameters encountered during rolling.A dedicated sample environment integrated within a synchrotron beamline was developed to capture samples evolution during interrupted in situ tests at high temperature with X-ray microtomography. An automated data processing workflow combining images processing, DVC and FE simulation was set up. It allows the morphological evolution of each pore to be linked to the local mechanical fields it experiences during the deformation.
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