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Spatial light Modulators (SLM) are key devices for the development of optical information processors. Low cost twisted nematic liquid crystal (TN -LC) SLM's are widely available and their characteristics have been extensively studied. Beside the fact that they exhibit a coupled amplitude and phase modulation, their speed is limited to approximately the video frame rate. An alternative to TN -LC devices can be the use of analog ferroelectric liquid crystal (FLC) devices. These devices now commercially available produce a gray level pure amplitude modulation at typical frame rates of 1 kHz. In order to determine its coding capabilities and its limitations, the characterization of such a device, manufactured by Boulder Nonlinear Systems Inc., is presented in this paper. This SLM has a resolution of 512 by 512 pixels with a pitch of 15 pm and has a reflective VLSI backplane. The study of its potential applications for the display of dynamic diffractive optical elements and also as a component of an optical processor for pattern recognition will be followed by experimental results and comparisons with TN-LC devices.

INTRODUCTION

Optical processors are almost forty years old and the history of their development clearly shows that the Spatial Light Modulator (SLM) is their key component, but also one of their weakest components. Indeed, the poor performance and high cost of SLM's have

The first Liquid Crystal SLM's were developed in the late sixties, for example an electrically matrix addressed liquid crystal of 2x 18 elements1s. Then the matrix size increased and in 1975, a 128x128 matrix addressed SLM was available16. But the most common Liquid Crystal SLM was optically addressed and developed by Hughes Corp.; it was used in optical processors for more than 10 years4'17 '18, Other types of SLM's were developed in the seventies, such as deformable membrane SLM's which were presented by Knight19 in a critical review of the SLM's existing in 1980. He pointed out that, due to their limitations, they had only a limited use in coherent optical processing applications.

In the last 20 years, many different SLM's have been proposed and many prototypes fabricated -for example, besides Liquid crystal SLM's, magneto -optic SLM's20'21 multiple quantum wells devices (MQW)22,23, Si PLZT SLM's24 and Deformable Mirror Devices25,26, An updated review of the state of the art of SLM's is given in a book edited by Efron27 and in several special issues of 'Applied Optics ' 28 -31. Today, among the SLM's commercially available, mostly for display purpose, two This paper will focus on devices based on liquid crystal technology. The matrix electrically addressed SLM's using twisted nematic liquid crystal have progressed considerably in the last 20 years. Around 1985, the small LC TV screens were widely evaluated32,33, but their poor performance (phase non -uniformity, limited resolution,...) limited their use for optical computing; then VGA, SVGA and XGA resolution SLM's were introduced in video projectors and their characteristics are now starting to meet the requirements of optical processors. During the same period, high performance optically addressed SLM's were fabricated, for example the PAL SLM from Hamamatsu34 Perhaps the most impressive progress was achieved with ferroelectric liquid crystal SLM's; high resolution Si backplane SLM's are now available9, [START_REF] Crl Opto | Products Data Sheet[END_REF][START_REF] Displaytech | Displaytech Photonics[END_REF] For optical processing applications, it is important to control the amplitude and the phase modulation caused by the SLM; therefore, the characteristics of the SLM must be measured precisely. Twisted nematic liquid crystal SLM's are commonly used and their theory and experimental characterization show an amplitude and phase coupled modulation37 as well as an operating speed limited to the video rate. For optical processing applications a higher data rate is required and, also in some cases, a pure phase or pure amplitude modulation is desired. Ferroelectric liquid crystal SLM's can reach a speed of several kilohertz, but most of the devices on the market are binary bistable devices which consequently limit the applications. Although it is not so commonly known, analog amplitude only modulation is possible with specific ferroelectric SLM's; this paper presents the analysis and characterization of such a device which has only been commercialized since last year and which opens new possibilities for optical processing applications.

Section 2 describes the liquid crystal SLM's that are available today, their principle and their properties. In Section 3, the experimental characterization of an analog ferroelectric SLM is compared to the experimental characterization of a twisted nematic liquid crystal SLM. The differences of coding domains will be particularly emphasized. In Section 4, the two SLM's are used for the implemention of dynamic Diffractive Optical Elements (DOE's). The advantages of using an analog ferroelectric SLM in an optical correlator are analyzed in Section 5. The last section includes a summary and conclusions.

LIQUID CRYSTAL SLM's 2.1. Liquid crystal SLM's

Most commercially available SLM's are liquid crystal devices, except Digital Micromirrors Devices (DMDTm)38 that are commercialized by Texas Instruments. The liquid crystals show intermediate physical properties between liquids and solids39. They have a liquid aspect but present a structured molecular arrangement. There are different phases of liquid crystals depending on the molecules arrangement type, as shown in Figure 1. The nematic phase has orientational order and no positional order and the smectic phase has orientational order and positional order only in one dimension and is formed in a layered structure. These layers can slide over one another like soap. The star added to the name of the phase indicates that the structure is chiral (twisted nematic N *, smectic C *...). 

Nematic Liquid crystal

In a twisted nematic liquid crystal (TN -LC)39 cell, the liquid crystal molecules are arranged in the form of a helix. The increase in the voltage applied to the cell changes the regularity of the twist. Therefore, the birefringence is modified, leading to polarization and phase modulation. A polarizer placed at the output of the TN -LC SLM allows intensity modulation. According to the polarization direction of the beam illuminating the SLM and to the orientation of the output polarizer, different operating modes of the SLM are possible. These modes range from a near pure phase modulation mode to a near pure amplitude modulation mode. All liquid crystals require a DC balanced drive signal in order to prevent the destruction of the liquid crystal and therefore the signal must be followed by its inverse. Since nematic liquid crystals are only sensitive to the rms average value of the applied voltage, the inverse signal will not affect the optical output of the SLM. Nematic devices have fast optical rise times ( about 50 -1000 µs) but slow fall times (several ms); therefore the operating speed of TN -LC SLM's is mostly limited to the video rate.

For another type of nematic liquid crystals, the molecules are aligned parallel in a parallel aligned device (PAL-LCD)34. Such a cell behaves as a tunable retardation plate.

Optically addressed PAL SLM's are commercialized by Hamamatsu and a pure dephasing of 2 it is possible. The properties of a smectic C* device, in terms of behavior and modulation capability, depend greatly on different factors such as the liquid crystal itself (chemical contents, helix pitch,...), or on the device parameters (cell thickness, alignment of the molecule, FLC layer structure,...) or on the electronic driver. Therefore, since the end user of an SLM has no access to all the SLM physical parameters, he will have difficulties in analyzing some characteristics and constructing a precise physical model of the SLM. Currently in most SLM's using smectic C *, the liquid crystal presents a bistable electrooptic effect which can give a binary phase or binary amplitude modulation. Smectic C* devices have a fast optical rise and fall time (about 10µs -200 µs).

Gray level modulation (intensity or phase) is possible indirectly with binary FLC, by spatial or temporal averaging41. Temporal averaging in used for video display but cannot be used for optical processing applications. Distorted helix ferroelectric liquid crystal (DHFLC) also allows gray level modulation41 Smectic C* can also be used for building analog /multilevel SLM's43 -47 and the ferroelectric device presented here enters this category. This device modulates the light similarly to a passive half -wave retarder and the applied electric field results in a rotation of the half -wave retarder slow axis about the optic axis. That is why a pure amplitude modulation can be obtained. FLC's have an electrical polarization even in the absence of an externally applied electric field. Therefore, the molecules respond directly to an applied field and to its polarity. As for nematic liquid crystals, in order to maintain the DC balance required to avoid the destruction of the liquid crystal, every frame written must be followed by its inverse. But for FLC's, due to their sensitivity to polarity, this results in an "inverse" image displayed by the SLM. If this image cannot be used, the operating frame rate is then divided by two and the output detected must be triggered by a signal from the electronic driver of the SLM.

SLM's characteristics

Ideally, the characteristics of an SLM should fulfill the requirements of the application. But in reality, as shown by the different processors developed until today, the ideal SLM does not exist and researchers tried to use available SLM's even if they were not well suited. It should also be noted that most of the commercially available SLM's are designed primarily for display applications that have not the same requirements as optical computing applications. The principal characteristics listed here are valid for all types of SLM's and not only Liquid Crystal SLM's. They are useful for the comparison of the different SLM's.

Addressing

SLM's can be classified into two categories, the ones addressed optically (OASLM) and the ones addressed electrically (EASLM). In the case of an OASLM, there is an optical write beam that controls the modulation of the read beam. The write beam can be coherent or incoherent. An EASLM consists of an electrical -optical interface and the optical output signal is pixilated. There are two types of EASLM's. The EASLM can be matrix addressed; in this case, the SLM works in a transmission mode and consists of a layer of liquid crystal between two glass plates. Crossed electrodes are deposited on each plate and thin film transistors (1F1') can be added to increase the addressing speed. The EASLM can also be a reflective device; in this case, the liquid crystal lies between an active backplane and a glass plate with transparent electrodes. The most common active backplane is a Si backplane and therefore, the VLSI technology is used for the driving circuitry and smart pixels can be built. The light to be modulated is reflected by the Si backplane surface through the liquid crystal. The advantages of active backplane SLM's are numerous: higher addressing speed, better light efficiency, smaller dead zones. Therefore, for high speed SLM's used in optical processors, active backplane SLM's are best suited. But their fabrication is delicate, since the backplane must be planarized during the foundry process.

The two SLM's presented in this paper are EASLM's -one matrix addressed, the other with a Si backplane.

Resolution

The resolution of the various SLM's is now approximately the same, but continuously increases with technological progress. OASLM's have a higher resolution compared with EASLM's. Commercially available twisted nematic liquid crystal SLM's and Digital Micromirror Devices (DMDTM)38 exhibit XGA or higher resolutions; most of the ferroelectric liquid crystal SLM's have a lower resolution (512x512), but XGA resolution is also obtained35 2.2.3. Pixel size, pixel pitch, fill factor Due to the addressing electronics, not all the surface of an SLM is active. The fill factor gives the amount of light that is really modulated by the SLM. A high fill factor will therefore increase the light efficiency of the SLM and fill factors of 90% are now possible with reflective SLM's. A small pixel pitch is interesting for optical processors, since it increases their compactness. SLM's with a pixel pitch of 7µm are now available48.

Contrast ratio

Most of the time, it is defined as the ratio between the maximum intensity and the minimum intensity transmitted or reflected according to the type of SLM. For some SLM's, especially for display applications, the contrast ratio can be manually adjusted via the driving electronics. For optical processors, the contrast should be the highest possible in order to reduce noise.

Operating rate

The operating rate depends on the material used in the SLM and on the driving electronics. Some materials, such as twisted nematic liquid crystal, are relatively slow and operate at video rate. Ferroelectric liquid crystal and micromirrors SLM's are faster (tens of kiloHertz). The problem is to fabricate electronic drivers capable of reaching these rates. For display applications, the SLM driver input signal works at video rate, and the high speed of the SLM then allows gray levels and color by temporal multiplexing35,36 Most of the time, the end user has no possibilities to drive the SLM sold for display applications at higher speed. For optical computing, the advantage of optics in terms of speed disappears if the input data are entered at the video rate.

Therefore, one of the challenges today is to build electronic drivers that can match the potential speed of the SLM.

Coding domains

All the above SLM parameters are important for both applications, display and optical processing. But the coding domain of a SLM which represents the range of complex values that can be reproduced, is particularly crucial for optical processing applications. Indeed, for display, only the intensity modulation is important, not the phase. Ideally, it would be interesting to code values in the full complex plane. But in fact, the possible values are limited. Since SLM's are passive devices that can only attenuate the beam which is passing through, the values will already be limited to the unity circle (Figure 3a). Unfortunately, no existing SLM's can address the whole unity circle; some are amplitude only modulators (Figure 3b), some phase only modulators (Figure 3c) and in many cases, the amplitude and the phase are coupled (Figure 3i). Table 1 presents a summary of the coding domains produced by liquid crystals. It can be noted that the TN -LC offers the largest range of coding domains, even if the pure amplitude modulation is only partially reached; and, as shown in the next Section, all these domains can be reached at least partially with the same TN -LC SLM by changing the orientation of the polarizers. In the case of FLC SLM's, some coding domains can only be reached by a specific FLC SLM: for example, pure analog amplitude modulation cannot be obtained with a binary bistable FLC SLM.

For optical processing applications, many authors have shown that phase only An analog ferroelectric SLM is characterized in the next section. With this type of SLM that works as a half wave plate, different coding domains can be obtained, as will be demonstrated here by computing the two orthogonal polarized light components using the Jones matrix.

For each cell, the orientation of the optical axis can be adjusted from -7c/8 to +7c/8.

By adding a half -wave plate (see Figure 4), as suggested by Bauchert et aí.49, the user can tune the range of amplitude modulation attainable, as shown in Table 2. Adding an extra quarter -wave plate (see Figure 5) to the half -wave plate can greatly extend the modulation capabilities of an analog FLC SLM: both a pure phase -only modulation (over it/2), -as with PAL LC -, is attainable (according to Bauchert et al. [START_REF] Bauchert | Complex phase /amplitude Spatial Light Modulator advances and use in a multispectral optical correlator[END_REF], and a coupled phase -amplitude modulation, -as with TN -LC -can be obtained. These capabilities are summarized in Table 3.
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CHARACTERIZATION

The characterization of an SLM is particularly important when it is used for optical information processing applications. The SLM transfer function, both in its amplitude and in its phase, must then be known precisely. For example, an SLM implementing a dynamic DOE must transform an incoming wavefront into another wavefront with the desired amplitude and phase. Or, when the SLM is used as an input device or filter in an optical processor, the phase and the amplitude of the signal have a great influence, especially if the processor is coherent. In order to compare their performance, the experimental characteristics of a twisted nematic liquid SLM from CRL35 will be measured, then followed by the experimental characterization of an analog ferroelectric SLM from BNS9.

Characterization of a TN -LC SLM

The characterization methods for SLM have been extensively studied, as shown in a short review given in reference 50. They are mainly applied to TN -LC SLM's. The SLM to be characterized must be placed between a polarizer /analyzer pair. (see Figure 6)

P A SLM A L1 A L2 A .
, .

. The device characterization is performed through the determination of Jones matrices51-54: this technique provides an empirical model for the LC matrix and then allows the user to predict the device behavior for given configurations of the polarizer and analyzer. Historically, this characterization was performed using a Mach -Zehnder interferometer, but the data obtained for the phase measurement were often noisy and hard to exploit55, as could be verified.

Spatial Photodetector filter

Thus, for a given modulating cell (i.e. a pixel) sandwiched between an analyzer and a polarizer with the respective azimuth angles >Va and lit, , the output Jones vector is calculated to óe52 : ( (x")= POVA).J.P(iVp) Xin Yon, 0);n [START_REF] Vanderlugt | Signal detection by complex filtering[END_REF] if I x'°I denotes the incident Jones vector, J the Jones matrix of the LC cell and P(v)the Yin Jones matrix of a polarizer azimuth angle !V. J is described by:

J = c. exp[ -iß].I r f i l I (2)
where c represents intensity loss by `surface reflections, etc, ß represents the birefringence, i represents the imaginary unit and P(y)is expressed as: To fully characterize the modulator, its Jones matrix J (actually one per gray level) must be determined. To do so, the technique used in this paper, as suggested by Colin53, first consists in measuring, for gray level values ranging from 0 to 255 (here, an increment of 10 levels gives a total of 27 gray levels), the amplitude transmittance of the SLM using six different polarizer /analyzer configurations listed in Table 4. Each of them gives a particular equation of the transmittance. The measurements were performed at a wavelength of 633 nm.

The first series of intensity measurements concerns the central order of the diffraction pattern due to the SLM electrode grid when a uniform gray level image is displayed. For each gray level, the solution of the six -equation system of Table 4 corresponding to these amplitude measurements gives the absolute value of f,,g,h, j and the products fh and gj. To determine the entire Jones matrix, i.e. the signs of f,g,h, and j, additional experiments for each gray level are necessary. So, a Ronchi ruling51 (a binary grating with a 50% duty cycle) is displayed on the SLM to measure the intensity of the central order and of the 1/2 order (supplementary diffraction order due to the Ronchi grating only and not to the SLM electrode grid) of its diffraction pattern, for the six configurations listed in Table 5. ß+ arctan( j/ f) Table 5: Expression of the phase retardation for the six considered configurations (after reference53) when a Ronchi ruling is displayed on the SLM.

P(V) = (3) Configuration VP 

Configuration

From these measured intensities, the dephasing between the two gray levels of the ,N t,, grating can be computed. Equation 4shows the expression of the intensity of the 2/ diffraction order, with m1 and m2 the intensities of the corresponding zero order when the two gray levels are displayed independently, as in the previous series of measurements. 02 -0, is the dephasing between the two gray levels, N the number of columns of the grating and a the width of each column (i.e. the modulator pitch).

A(-,0) The dephasing values 02 -0, that are obtained from Equation 4 can then be input in the six -equation system described in Table 5 and finally, the signs of f, g, h, j can be determined.

Experimental characterization of a TN -LC SLM

The experimental characterization of the SVGA 1 SLM from CRL Opto is presented here. It is a Polysilicon TFT twisted nematic Liquid Crystal Display (LCD) and the device specifications are given in Table 6.

This SLM is designed to be directly driven by a SVGA video signal delivered by a computer. Such devices cannot operate at frame rates higher than a few tens of Hertz The six polarizer /analyzer configurations used in the experiments give very different behaviors of the device. Figure 7 shows the curves obtained for the six configurations used during the characterization. At 633 nm, maximum dephasing was 3nt /2, which is lower than the ones obtained with the previous generation of devices which were thicker. Using the Jones model, it is possible to select the experimental domain that is close to the requirements imposed by the application using the SLM. Three selected experimental domains which are close to their equivalent theoretical ones are presented in Figure 8.

The (20 °,80 °) domain corresponds to a phase -mostly mode with maximum dephasing of 3n/2. With this SLM, an amplitude -mostly mode is difficult to reach. For a (20 °, -90 °) configuration, a strong coupling between phase and amplitude is obtained. The (45 °,45 °) configuration corresponds to a phase -mostly mode with maximum dephasing of n.

After this characterization, the model of the SLM can be used for the choice of the coding domains suitable for the desired application. The same device can be filled with nematic liquid crystal instead of Smectic C* FLC. This SLM has been commercialized by BNS since 2000 and there is another version of this analog 512x512 SLM that features a pixel pitch of 7 pm and has been developed for correlation applications.

Since the Smectic C* SLM acts typically as a passive half -wave retarder, it has to be fabricated for a specific wavelength. The use of another wavelength than the specified one results in a loss of optical efficiency.

The specifications of the electronic driver are related to the new driver that we have not tested yet, since it was not available when this work was completed. Therefore, it is important to note that for all the experiments presented in this paper a prototype driver was used. The prototype driver has only limited performance; it supports only two frames of storage of 4 bits per pixel. The new driver supports 8 bits per pixel that are mapped through a Look -Up -Table (LUT) to linearize the optical response of the SLM, as the liquid crystal does not respond linearly to voltage applied48 as shown in the next subsection. Figure 9 shows the SLM circuit. The fabrication of this device is described in a paper by Bauchert et al. from BNS48.

Since the Si Backplane acts as a mirror, its planarity will determine the quality of the SLM. Therefore, the fabrication process has a feature size of 0.5 pm. It utilizes planarization after each step of the foundry process and it has an additional metal layer and uses a "shiny" metal technique for the final layer. The quality of planarization is shown in Figure 10 with a microscope image of a few pixels. According to BNS48, the efficiency measured in the zero -order diffraction spot is approximately 65% of the measured efficiency for a flat mirror. This loss includes loss due to the fill-factor, absorption, and loss due to higher frequency diffraction. For this measurement no cover glass and no liquid crystal were present.

The analog SLM as a display

It must be remembered that, the prototype driver was used for all the measurements; so, there is no linearization of the amplitude response of the SLM. In order to avoid damaging the SLM, the Sm C* liquid crystal needs to be DC balanced. To meet these requirements a "true" image and then an "inverse" image must be written in succession. Therefore, the frame rate is divided by a factor two, and the detection of the processor output must be synchronized to eliminate the unwanted results. Figure 11 shows the The 512 *512 grid displayed on the SLM (see Figure 12) shows the quality of the display in terms of resolution and contrast ratio.

Figure 12 : Grid displayed on the analog SLM (the edges of the picture represent the SLM noncontrollable zone).

Amplitude and phase characterization

In a similar experiment to the one for TN -LC SLM's, the 16 gray levels were displayed uniformly on the SLM, and the intensity in the 0`h order of the diffraction due to the SLM was recorder for each level. The resulting curve, intensity versus gray levels has the same shape as the curve of Figure 13. The ratio between the intensity corresponding to the highest gray level and lowest gray level was approximately 160, in agreement with the value of the contrast ratio of the SLM specification. The liquid crystal does not respond linearily to the applied voltage48. Since the prototype driver which is used here sends directly the voltage corresponding to the gray level with no linerarization correction, it is possible to measure the response of the FLC to the voltage.

The second experiment similar to the one with the TN -LC SLM described in the previous section was carried out. 16 gratings, each one with a different gray level, were displayed successively on the SLM; the intensity of the 0"' order and 151 diffraction order due to the grating were measured and are recorded in Figure 14. Figure 14 clearly shows the non -linear behavior of the liquid crystal; it also shows thatwhere possible-an input voltage can be found to linearize the output.

If the ratio between the 1' order and the Oh order is constant, the dephasing of the SLM is also constant. As represented in Figure 15, the dephasing of the SLM is constant except for low values of the input. A similar behavior has been described by Abdulahim57. The dephasing was not measured, since with the final electronic driver, dephasing should be constant and the SLM should work as a pure amplitude modulator. 

DYNAMIC DOE's

The fixed Diffractive Optical Elements (DOE's) are now commonly used thanks to the progress in the algorithms and of the fabrication techniques. However, in order to add flexibility to the optical processors, the DOE's should be dynamic and have a fast response time. A dynamic DOE must be displayed onto a SLM and, as seen before, the SLM's are now better suited to the DOE's requirements in terms of coding domains and resolution. Applications of dynamic DOE's include programmable lenses, reconfigurable optical interconnects, dynamic display, structured light projection, reconfigurable filters50.... With a SLM giving continuous phase modulation between 0 and 2 1t, DOE's with high diffraction efficiency and high SNR reconstruction can be implemented. This dephasing is obtained with nematic liquid crystal SLM's, such as PAL SLM's. As seen in the previous section, a TN -LC SLM merely approaches the pure phase modulation and current SLM's dephasing is lower than 2 7t. Moreover, these SLM's have a data rate limited to approximately 60 Hz. To increase this data rate, the use of FLC SLM's is a solution; however, most of the current devices are amplitude or phase bipolar, except the analog SLM described in the previous section. The computation and the simulation of DOE's clearly demonstrate, that in terms of reconstruction quality measured by the SNR, multiple amplitude level encoding of the DOE is largely superior to binary phase encoding. This is illustrated by Figure 16. The input image size is 128x128 pixels, the DOE size is 512x512 pixels. The DOE is duplicated 4 times in each direction in order to reduce the speckle effect, which gives the pixilated aspect to the reconstruction. The DOE was computed using the IFTA algorithm58. In order to compare their encoding performance, two DOE's were computed -one with binary phase encoding, a second with a 8-amplitude level encoding. Their reconstructions are given respectively in Figure Table 8 clearly shows that if the quality of the reconstruction is more important than the diffraction efficiency, the pure amplitude encoding should be used instead of the binary phase encoding and therefore, the analog FLC SLM should be preferred to the binary FLC SLM.

Dynamic DOE's on a TN -LC SLM

To compare the use of the TN -LC SLM and the analog FLC SLM for dynamic DOE's implementation, the 8-amplitude -level-encoded DOE shown previously, was displayed on the SVGA 1 SLM. The polarizer /analyzer combination was (0 °,90 °) (see Figure 7). The reconstruction of Figure 17 a, shows that there is no pure amplitude modulation but that the coupled phase modulation degrades the quality of the reconstruction considerably. It is also possible to compute a DOE with an amplitude /phase coupled modulation taking account of one experimental coding domain of the SLM. This is the case of the reconstruction presented Figure 17b, where the phase mostly mode corresponding to the (20 °,80 °) polarizer /analyzer configuration (see Figure 8) was used.

The reconstruction is improved and the complex conjugate is weak. 

Dynamic DOE on an analog ferroelectric SLM

The same DOE coded on 8 amplitude levels was displayed on the 512x512 analog FLC SLM using the prototype electronic driver. The reconstruction quality clearly appears in Figure 18. However, because the prototype driver does not linearize the SLM response, the gray levels are not accurately reproduced. Therefore, the reconstruction of the binary amplitude encoded DOE displayed in Figure 19 

OPTICAL PROCESSOR

In Fourier optics, phase -only modulation has always been very popular since no attenuation of the signal energy is performed59. Nevertheless, the benefit of pureamplitude modulation over other types of modulation has already been established in some cases6o.61 for optical correlation. They will be reviewed in the following part.

In any case, if the exact value of the correlation function is needed (for further computation, as in62), any distortion should be avoided and then real -valued images must be displayed as real -valued distributions with a pure -amplitude SLM.

4f correlator case

The input image is displayed in the space direct domain and is therefore real -valued. It can therefore seem natural that the most accurate implementation of this image is onto a pure -amplitude domain as verified by Mazé and Réfrégier in ref60.

As far as the filter is concerned it is implemented in the Fourier domain and exhibits values distributed in the whole complex plane. As established by Laude and Réfrégier63 and Juday ( "Coupling is your friend ")64, the use of a pure amplitude modulation is not the best solution in this case and a coupled phase-amplitude modulation should be preferred. If the use of the pure -amplitude modulation is the only available solution (i.e. if the only available SLM is a smectic C* SLM for instance), cell -oriented techniques, though very popular, should be avoided and replaced with a point-oriented Euclidean projection63,65,66 proved to be more adapted66 (and even optimal).

Joint Transform Correlator (JTC) case

In the JTC case, since the input image is displayed in the space domain, as in the 4f case, the conclusions are exactly the same as above with the 4f correlator as far as the input image is concerned. But contrary to the 4f case, the correlation filter is not displayed in the Fourier domain; its impulse response is displayed (i.e. the reference object), which is real valued, even if any matched filter, an inverse filter, a combination of them (OT filter67 or MINACE filter68) or a synthetic discriminant function filter69 is chosen instead of the classic reference. Therefore, a pure -amplitude implementation should be preferred, as 

Simulations

A few simulations show that the classic use of TN -LC SLM's instead of perfect gray scale modulators for the display of gray level images in optical correlators can produce huge errors. With analog C* FLC SLM's, the problem disappears since the SLM is supposed to produce a pure amplitude modulation. A pure analog modulator is compared with a TN -LC SLM producing a coupled phase -amplitude modulation with maximum dephasing of 21c.

4f correlator case

Only the display of the input image is taken into account. In this case, for clarity reasons, the filter, in the Fourier plane, is supposed to be perfectly displayed. Since an autocorrelation is computed, it is only the Fourier transform of the input image. The gray level pattern depicted Figure 21 

Joint Transform Correlator case

In this case, the displays of the input image, of the « filter » (actually, the reference image in the space domain) and of the joint power spectrum are taken into account. The same test pattern as in the previous subsection was used and the arrangment of the input plane is described in Figure 22a. Using a TN -LC SLM in both the input and joint power spectrum planes clearly leads to a false solution: additional orders appear and the expected crosscorrelation orders are not correct. 

CONCLUSIONS

The availability of a multilevel amplitude FLC SLM now opens new opportunities for optical information processing applications.. A short historical review of the evolution of SLM's in the 30 last years has shown their importance for the optical processing development, and also their rapid progress in the last decade. Indeed, today's commercially available SLM's are mostly for display purpose. Moreover, their characteristics are now approaching the requirements of optical information processors in terms of speed, optical quality and resolution. Two of these SLM's have been presented here; one TN -LS SLM with a SVGA resolution which is now commonly used by many researchers, and a 512x512 multilevel analog SLM from BNS which has only been commercialized since last year. Contrary to most FLC SLM's which produce a binary amplitude or phase modulation, this SLM produces a pure multilevel amplitude modulation. Therefore, this SLM has a double advantage over the TN -SLM, the speed advantage as for all FLC SLM's and the fact that there is no phase coupled with the amplitude modulation. This later advantage has been demonstrated by the experimental study of both SLM's coding domains. Two examples of applications of the analog FLC SLM presented, one for dynamic DOE's and the other for optical correlators. In both cases, the advantage of the speed due to the FLC is obvious and moreover, the advantage of the pure amplitude modulation over the amplitude phase coupled or the binary modulation has been demonstrated by simulations and also by optical experiments (dynamic DOE's). However, these experimental results only show the potential of the analog FLC SLM, since at the time of this study, only a prototype SLM driver was available; this driver does not linearize the optical response of the SLM and therefore, the gray levels of the input image are not reproduced accurately. The final product driver will be available in May 2001 and much better results should be obtained.

  technologies prevail: liquid crystal technology and Digital Micromirrors devices DMDTM (MEMS based technology).
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 1 Figure 1: Various phases of liquid crystal, N: nematic, Sm A: Smectic A, Sm C: Smectic C, N *: twisted nematic.
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 122 Figure 2: Structure of the smectic C* phase (after4o)
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 3 Figure 3: Examples of coding domains: (a) unity disk, (b) pure amplitude, (c) pure phase, (d) amplitude only, (e) pure binary phase, (f) ternary phase, (g) quantified amplitude only, (h) quantified phase only, (i) 2 TC spiral.

Figure 4 :

 4 Figure 4: Optical setup for producing pure amplitude coding domains. PBS stands for polarizing beam splitter. txx Eo and txy Eo represent the two projections of Eo onto orthogonal polarization directions.

Figure 5 :

 5 Figure 5: Optical setup for producing phase and amplitude coding domains (according to Bauchert et al.49)

Figure 6 :

 6 Figure 6: Optical system used for the characterization of the SLM. P and A are respectively the polarizer and the analyzer.

  the grating total width. For better accuracy, redundant measurements are performed for p =0 and p =1.

Figure 7 :

 7 Figure 7: Six coding domains resulting from the characterization at 633 nm of the CRL SVGA1 TN SLM, corresponding to six polarizer /analyser configurations.

Figure 8 :

 8 Figure 8: Selected experimental domains at 633nm available for the CRL SVGA1 TN SLM.

Figure 9 :

 9 Figure 9: The 512x512 multi -level SLM (photo courtesy Kipp Bauchert BNS).

Figure 10 :

 10 Figure 10: Microscope image of a few pixels of the 512x512 multi -level SLM (photo courtesy Kipp Bauchert, BNS).

Figure 11 :

 11 Figure 11: Test pattern provided by BNS displayed on the analog SLM controlled by the prototype driver (a) Direct image (b) inverse image, the edges of the picture represent the SLM noncontrollable zone.

Figure 14 :

 14 Figure14: Intensity of the Oth order and of the 1s` diffraction order when a grating with variable gray levels is displayed on the SLM.

Figure 15 :

 15 Figure 15: Ratio between the intensity of the 0h order and the ls` diffraction order.

Figure 16 :Table 8 :

 168 Figure 16: Simulation of the reconstruction of a DOE computed with different encodings; (a) binary phase, (b) 8 amplitude levels. DOE encoding Diffraction efficiency SNR in amplitude binary phase 40.81 %

Figure 17 :

 17 Figure 17: Optical reconstruction of the DOE displayed on the TN -SLM SGA1 (a) DOE encoded on 8 amplitude levels, SLM polarizer /analyser configuration (0 °,90 °), (b) DOE encoded on 8 amplitude /phase coupled levels, SLM polarizer /analyser configuration (20 °,80 °).

Figure 18 :Figure 19 :

 1819 Figure 18: Optical reconstruction of a DOE encoded on 8 amplitude levels and displayed on the analog FLC SLM, (a) reconstruction plane, (b) zoom with one first order reconstruction.

Figure 20 :

 20 Figure 20: Optical reconstruction of a DOE encoded on 8 amplitude levels and displayed on the analog FLC SLM.

Figure 21 :

 21 Figure 21: (a) input image, (b) 4f correlation function when using an FLC SLM, (c) 4f correlation function when using a TN -LC SLM.

Figure 22 :

 22 Figure 22: (a) JTC input plane, (b) Joint Power Spectrum and (d) JTC correlation function when using an WC SLM, (c) Joint Power Spectrum and (e) JTC correlation function when using a TN-LC SLM. The interesting part of the correlation plane consists of the two crosscorrelation orders at the top and the bottom of the plane (as in Figure d). The additional orders in Figure e are parasitic.

Table l :

 l modulation is very interesting for filters and DOE's if the maximum phase shift obtained by the SLM reaches 2n. As shown in Table1, this is possible with PAL LC SLM's and TN -LC SLM's. But it should be noted that commercially available TN -LC SLM's for display now reach a phase shift which is smaller than 2nc; due to fabrication specifications, they are thinner than they used to be. Summary of the coding domains of the different SLM's using liquid crystal.

	Type of	LC	coding domain		
	LC PAL-LC 0-2rt retardation		s		
	TN-LC 0-27c	; 4g	.	g	s -	.IQ
	FLC	ic	1 \	-g 'n .ee
	Analog	n		-4		
	FLC			_'		

Table 2 :

 2 Coding domains attainable when adding a half wave plate into the optical setup. The coding domain can be chosen by rotating the half wave plate.

Table 3 :

 3 Coding domains attainable when adding a half wave plate and a quarter wave plate into the optical setup. The coding domain can be chosen by rotating the two plates (after Bauchert et

aí.49).

Table 4 :

 4 Equation system used for amplitude measurements (after Colin53 ) when a gray -level pattern is displayed on the SLM.

Table 6 :

 6 Part of the SVGA 1 SLM data sheet after CRL35.

	because of the low commutation speed of twisted nematic liquid crystal molecules.

  Labastida et aí.56 reported such a behavior with a similar device.

	Expiimental domains	
	----(0°,0°)
	r.	(0°,451
	`(0°,90°)
	'.	(45',-45°)
	_,o.-(45°,0°) --+-(45',45°)
	Real port	

  3.3. Characterization of an analog ferroelectric liquid crystal SLM3.3.1. SLM specificationsThis is the experimental characterization of an analog ferroelectric liquid crystal from Boulder Nonlinear Systems. BNS gives the following specifications for this SLM:

	Parameters	Specifications
	Array size	7.68 x 7.68 mm
	Resolution	512 x 512
	Pixel pitch	15 pm
	Fill factor	83 %
	Contrast ratio	200:1 (zero order monochromatic light)
	Modulation uniformity	a,/4 or better
	Liquid crystal	Smectic C* FLC
	Optical modulation	variable polarization rotation
	Device configuration	reflective
	Optical response (10 % -90 %)	50 -150µs
	Full frame loading	<_ 165µs
	Maximun usable frame	1017 Hz
	Electrical addressing	32 8 bit DACs
	Driver memory	1024 frames of SDRAM
	Driver interfaces	ISA bus or PCI bus computer slot
		32 bit high -speed data port loads full
		frame in 165 ps, laser modulation
		signal, detector synchronization signal

Table 7 :

 7 Part of the 512x512 analog ferroelectric SLM data sheet after BNS9.

  demonstrated by Bigué and Ambs61. If only a coupled SLM is available, only values on the real axis (or close to it) should be used. Even if, seemingly, no theoretical study has been carried out to determine which coding domain should be preferred for the display of the Joint Power Spectrum (JPS), binary coding, possible with any modulator, has been used in most works since Javidi's pioneering papers (see for instance B. Javidi and C. -J. Kuo70). Many binarization techniques have been proposed to produce a non linearity in the joint power spectrum plane. These non -linearities can enhance several capabilities of the correlator, as demonstrated by Réfrégier et al.[START_REF] Réfrégier | Basic properties of nonlinear global filtering techniques and optimal discriminant solutions[END_REF] and therefore have an influence on the results in the

correlation plane.
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