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Are Pure Hydrocarbons the Future of Host Materials for Blue Phosphorescent Organic Light-Emitting Diodes ?

The fantastic development of phosphorescent organic light-emitting diodes (PhOLEDs) has been undoubtedly driven by the molecular design of high-efficiency host materials for red, green and blue phosphors. Fine tuning the electronic and physical properties of the host materials have allowed to reach very high External Quantum Efficiency (EQE), reported nowadays above 30% for the three colours. The most used molecular design strategy consists to judiciously assemble small functional units to maintain a high triplet energy level (E T ), essential to insure efficient energy transfer from the host to the guest phosphor. To adjust the molecular orbitals energy levels and the charge transport, these functional units display electron-donating (for hole transport) and electron-accepting (for electron transport) capabilities. Hundreds of host materials have been reported in the literature since the discovery of PhOLEDs in 1998. However, they all have a common characteristic: they incorporate heteroatoms. However, if these functional units are highly beneficial for the device performance, several works have highlighted their potential instability in the device. As the stability of blue-emitting PhOLEDs is a central concern in the field, finding alternatives to heteroatoms-based hosts is a mandatory step. In recent years, pure hydrocarbons (PHC) materials, only built with carbon and hydrogen atoms have shown a real potential for the next generation of PhOLEDs. In the light of literature, it appears nowadays that the PHC design strategy is very promising for the future development of OLED industry as a high-performance and low-cost option. This is the purpose of the present Chemistry Frontiers.

Introduction

Designing high efficiencies host materials for the emerging technologies of Phosphorescent Organic Light-Emitting Diodes (PhOLEDs) has been, since their discoveries in 1998, one of the main driving force of the field. [START_REF] Baldo | Highly efficient phosphorescent emission from organic electroluminescent devices[END_REF] The EMitting Layer (EML) of a PhOLED consists in a triplet emitter (Guest) disperse into an appropriate Organic Semi-Conductor (Host). This technique allows to reach 100% internal quantum efficiency by recovering both singlet and triplet excitons. [START_REF] Baldo | Highly efficient phosphorescent emission from organic electroluminescent devices[END_REF] Bipolar hosts [START_REF] Poriel | Designing Host Materials for the Emissive Layer of Single-Layer Phosphorescent Organic Light-Emitting Diodes: Toward Simplified Organic Devices[END_REF][START_REF] Wang | High Triplet Energy Hosts for Blue Organic Light-Emitting Diodes[END_REF] constructed on the assembly of electron-rich, and electron-poor units, see examples selected among the most efficient materials in each colour in Chart 1, [START_REF] Li | Highly Efficient Simple-Structure Sky-Blue Organic Light-Emitting Diode Using a Bicarbazole/Cyanopyridine Bipolar Host ACS[END_REF][START_REF] Xu | Efficient OLEDs with low efficiency roll-off using iridium complexes possessing good electron mobility[END_REF][START_REF] Song | Imidazo[1,2-b]pyridazine as Building Blocks for Host Materials for High-Performance Red-Phosphorescent Organic Light-Emitting Devices[END_REF][START_REF] Tang | High-Efficiency White Organic Light-Emitting Diodes Integrating Gradient Exciplex Allocation System and Novel D-Spiro-A Materials ACS[END_REF][START_REF] Lucas | Universal host materials for red, green and blue high-efficiency single-layer phosphorescent organic light-emitting diodes[END_REF][START_REF] Chen | De novo design of D-σ-A molecules as universal hosts for monochrome and white phosphorescent organic lightemitting diodes[END_REF][START_REF] Udagawa | Low-Driving-Voltage Blue Phosphorescent Organic Light-Emitting Devices with External Quantum Efficiency of 30%[END_REF] have appeared as the most efficient host materials. Over the years, their designs have been finely tuned in order to reach very high PhOLED performance. Nowadays, the design techniques are rather well-known and the most efficient host materials achieved very high external quantum efficiency (EQE) for red, green and even blue PhOLEDs (>30%). [START_REF] Wang | High Triplet Energy Hosts for Blue Organic Light-Emitting Diodes[END_REF][START_REF] Li | Highly Efficient Simple-Structure Sky-Blue Organic Light-Emitting Diode Using a Bicarbazole/Cyanopyridine Bipolar Host ACS[END_REF][START_REF] Xu | Efficient OLEDs with low efficiency roll-off using iridium complexes possessing good electron mobility[END_REF][START_REF] Song | Imidazo[1,2-b]pyridazine as Building Blocks for Host Materials for High-Performance Red-Phosphorescent Organic Light-Emitting Devices[END_REF][START_REF] Tang | High-Efficiency White Organic Light-Emitting Diodes Integrating Gradient Exciplex Allocation System and Novel D-Spiro-A Materials ACS[END_REF][START_REF] Lucas | Universal host materials for red, green and blue high-efficiency single-layer phosphorescent organic light-emitting diodes[END_REF][START_REF] Chen | De novo design of D-σ-A molecules as universal hosts for monochrome and white phosphorescent organic lightemitting diodes[END_REF][START_REF] Udagawa | Low-Driving-Voltage Blue Phosphorescent Organic Light-Emitting Devices with External Quantum Efficiency of 30%[END_REF] One of the advantages of donor/acceptor host materials is their capability to efficiently transport both electrons and holes. For example, SPA-2,7-F(POPh 2 ) 2 host, reported in 2020, displays rather wellbalanced mobilities between holes (8.2 × 10 -6 cm 2 V -1 s -1 ) and electrons (2 × 10 -4 cm 2 V -1 s -1 ), [START_REF] Lucas | Universal host materials for red, green and blue high-efficiency single-layer phosphorescent organic light-emitting diodes[END_REF][START_REF] Lucas | Spirophenylacridine-2,7-(diphenylphosphineoxide)fluorene: A Bipolar Host for High-Efficiency Single-Layer Blue Phosphorescent Organic Light-Emitting Diodes[END_REF] which favour a good charges recombination in the centre of the EML of the device. Thanks to this property, SPA-2,7-F(POPh 2 ) 2 has been efficiently incorporated in simplified single-layer PhOLEDs (EQE of 18%), in which the additional functional transporting layers have been removed. [START_REF] Lucas | Universal host materials for red, green and blue high-efficiency single-layer phosphorescent organic light-emitting diodes[END_REF][START_REF] Lucas | Spirophenylacridine-2,7-(diphenylphosphineoxide)fluorene: A Bipolar Host for High-Efficiency Single-Layer Blue Phosphorescent Organic Light-Emitting Diodes[END_REF] Despite very high performances have been reached, PhOLED technology still suffers from many issues, and the stability of blue PhOLEDs is one of the most important. Reaching high efficiency and stable blue PhOLEDs is undoubtedly the next important barrier to lift towards their industrial exploitations. From a general point of view, blue OLEDs (either fluorescent, phosphorescent, TADF or hyperfluorescent) [START_REF] Monkman | Why Do We Still Need a Stable Long Lifetime Deep Blue OLED Emitter?[END_REF][START_REF] Chan | Stable pure-blue hyperfluorescence organic light-emitting diodes with high-efficiency and narrow emission[END_REF][START_REF] Adachi | Invited Paper: Third Generation OLED by Hyperfluorescence[END_REF][START_REF] Abroshan | Hyperfluorescence-Based Emission in Purely Organic Materials: Suppression of Energy-Loss Mechanisms via Alignment of Triplet Excited States[END_REF] have always been the weakest link of the technology both in term of efficiency (due to the large gap of blue emitting materials) and stability. [START_REF] Wang | High Triplet Energy Hosts for Blue Organic Light-Emitting Diodes[END_REF][START_REF] Lee | Blue organic light-emitting diodes: current status, challenges, and future outlook[END_REF][START_REF] Bui | Recent advances on organic blue thermally activated delayed fluorescence (TADF) emitters for organic light-emitting diodes (OLEDs)[END_REF][START_REF] Im | Recent Progress in High-Efficiency Blue-Light-Emitting Materials for Organic Light-Emitting Diodes[END_REF][START_REF] Yook | Organic Materials for Deep Blue Phosphorescent Organic Light-Emitting Diodes[END_REF][START_REF] Poriel | Blue Single-Layer Organic Light-Emitting Diodes Using Fluorescent Materials: A Molecular Design View Point[END_REF][START_REF] Mertens | The OLED Handbook: A Guide to OLED Technology[END_REF][START_REF] Li | Recent advancements of high efficient donor-acceptor type blue small molecule applied for OLEDs Mater[END_REF] The instability of blue PhOLEDs has been the subject of intense research. [START_REF] Song | Degradation Mechanism and Lifetime Improvement Strategy for Blue Phosphorescent Organic Light-Emitting Diodes[END_REF][START_REF] Penconi | Unraveling the Degradation Mechanism in FIrpic-Based Blue OLEDs: II. Trap and Detect Molecules at the Interfaces[END_REF][START_REF] Schmidbauer | Chemical Degradation in Organic Light-Emitting Devices: Mechanisms and Implications for the Design of New Materials[END_REF] It is now widely known that FIrpic, the most used blue phosphor, is involved in the PhOLED degradation processes. [START_REF] Penconi | Unraveling the Degradation Mechanism in FIrpic-Based Blue OLEDs: II. Trap and Detect Molecules at the Interfaces[END_REF] However, the host material is also an important piece of the puzzle and also involved, at least partially, in the degradation processes. Thus, heteroatoms-based host materials, despite their very high performances present several drawbacks.

First, their molecular structures can be complicated due to the assembly of different donor and acceptor fragments, which increases the synthetic complexity, the environmental footprint and production costs. As different building units are used, many issues can occur. For example, diazafluorene building block is, a good electron accepting fragment but appears to be difficult to handle due to chelating and solubility issues. [START_REF] Romain | Properties modulation of organic semi-conductors based on a donor-spiro-acceptor (D-spiro-A) molecular design: new host materials for efficient sky-blue PhOLEDs[END_REF][START_REF] Thiery | Modulation of the Physicochemical Properties of Donor-Spiro-Acceptor Derivatives through Donor Unit Planarisation: Phenylacridine versus Indoloacridine-New Hosts for Green and Blue Phosphorescent Organic Light-Emitting Diodes[END_REF] Quinolinophenothoazine is a recently discovered electron-rich fragment built on a phenylacridine core bridged by a sulphur atom. [START_REF] Poriel | 9H-Quinolino[3,2,1-k]phenothiazine: A New Electron-Rich Fragment for Organic Electronics[END_REF] This fragment has recently provided very high performance in simplified PhOLEDs. [START_REF] Lucas | Quinolinophenothiazine as Electron Rich Fragment for RGB Single-Layer Phosphorescent Organic Light-Emitting Diodes[END_REF] Despite a high HOMO level and stable radical cation species, [START_REF] Poriel | 9H-Quinolino[3,2,1-k]phenothiazine: A New Electron-Rich Fragment for Organic Electronics[END_REF][START_REF] Lucas | Quinolinophenothiazine as Electron Rich Fragment for RGB Single-Layer Phosphorescent Organic Light-Emitting Diodes[END_REF] this fragment suffers from the inversion of the nitrogen atom leading to diastereoisomeric features. [START_REF] Quinton | Confining Nitrogen Inversion to Yield Enantiopure Quinolino[3,2,1-k]Phenothiazine Derivatives[END_REF] It is obvious that for the next step of the OLED technology, very simple molecular structures, which can be easily and cleanly synthesized, should be considered. This is a key consideration for the future to provide a new generation of electronics, essential for the ecological transition.

Chart 1: Selected examples of state of the art of heteroatoms-based host materials. [START_REF] Li | Highly Efficient Simple-Structure Sky-Blue Organic Light-Emitting Diode Using a Bicarbazole/Cyanopyridine Bipolar Host ACS[END_REF][START_REF] Xu | Efficient OLEDs with low efficiency roll-off using iridium complexes possessing good electron mobility[END_REF][START_REF] Song | Imidazo[1,2-b]pyridazine as Building Blocks for Host Materials for High-Performance Red-Phosphorescent Organic Light-Emitting Devices[END_REF][START_REF] Tang | High-Efficiency White Organic Light-Emitting Diodes Integrating Gradient Exciplex Allocation System and Novel D-Spiro-A Materials ACS[END_REF][START_REF] Lucas | Universal host materials for red, green and blue high-efficiency single-layer phosphorescent organic light-emitting diodes[END_REF][START_REF] Chen | De novo design of D-σ-A molecules as universal hosts for monochrome and white phosphorescent organic lightemitting diodes[END_REF][START_REF] Udagawa | Low-Driving-Voltage Blue Phosphorescent Organic Light-Emitting Devices with External Quantum Efficiency of 30%[END_REF] Second, regarding the stability, it has been shown that the C-N, C-P and C-S bonds, particularly in their excited states, can be easily broken by the energy of excitons formed in blue PhOLEDs (which is around 3 eV). [START_REF] Kondakov | Operational degradation of organic lightemitting diodes: Mechanism and identification of chemical products[END_REF][START_REF] Lin | Achilles Heels of Phosphine Oxide Materials for OLEDs: Chemical Stability and Degradation Mechanism of a Bipolar Phosphine Oxide/Carbazole Hybrid Host Material[END_REF][START_REF] Lin | Molecular Understanding of the Chemical Stability of Organic Materials for OLEDs: A Comparative Study on Sulfonyl, Phosphine-Oxide, and Carbonyl-Containing Host Materials[END_REF] Indeed, the dissociation energies of the C-N, C-P or C-S bonds in common building units used in host materials lies in this range. [START_REF] Lin | Molecular Understanding of the Chemical Stability of Organic Materials for OLEDs: A Comparative Study on Sulfonyl, Phosphine-Oxide, and Carbonyl-Containing Host Materials[END_REF] In 2013, König and coworkers have reported the key role played by the bond dissociation energies in the chemical degradations in OLEDs (Exciton induced degradation process). [START_REF] Schmidbauer | Chemical Degradation in Organic Light-Emitting Devices: Mechanisms and Implications for the Design of New Materials[END_REF] Similarly, Bredas and coworkers have explored the bond dissociation processes in arylsulfones and arylphosphine oxides, two famous building units of host materials, and have shown that C-S and C-P bonds are significantly more vulnerable to dissociation in their first triplet state than in the ground state. [START_REF] Li | Chemical Stabilities of the Lowest Triplet State in Aryl Sulfones and Aryl Phosphine Oxides Relevant to OLED Applications[END_REF] Thus, pure hydrocarbons (PHC), which are molecules free of heteroatoms, only built with carbon and hydrogen atoms have emerged as a possible solution to increase the stability of blue PhOLEDs (See the most efficient materials reported to date in Figure 1). [START_REF] Poriel | Pure hydrocarbons: An efficient molecular design strategy for the next generation of host materials for Phosphorescent Organic Light-Emitting Diodes Acc[END_REF] PHCs only use phenyl rings as building unit, which is one of the most inert and stable molecular fragment. Therefore, they do not possess any weak heteroatom-based bonds and can be, most of the time, very easily synthesized. The first example of PHC in PhOLED was reported in 2005 (Figure 2), using a low E T red phosphor as emitter. 36 Some key dates in the history of PHC are presented in Figure 2. However, elaborating efficient host materials with only phenyl rings appeared, at the beginning, as a very difficult task. Nowadays, this barrier has been lifted and in 15 years, the PHC design to host phosphors in PhOLEDs has become a credible alternative to bipolar hosts containing heteroatoms. Indeed, year after year, the performances of PHC-based devices have increased thanks to the different design tactics elaborated by chemists and in 2020, it has been shown that PHC hosts can overpassed heteroatoms-based host materials (see below). 37 

So, how PHCs have became efficient host materials in PhOLEDs and what are the most efficient designs used to date?

The first step was to judiciously assemble phenyl rings to reach high E T materials. In this context, an important date in the development of PHC hosts was 2011, when the electronic decoupling using meta linkage was introduced in PHCs. [START_REF] Poriel | A robust pure hydrocarbon derivative based on the (2,1-b)-indenofluorenyl core with high triplet energy level[END_REF] This linkage has appeared as an efficient molecular tool to disrupt the conjugation of a -system. This conjugation disruption is essential to keep a high E T , which is a key property to host a blue phosphor. Many PHC hosts materials were then synthesised with the meta linkage as key caracteristic. [START_REF] Romain | ortho-, meta-, and para-Dihydroindenofluorene Derivatives as Host Materials for Phosphorescent OLEDs[END_REF][START_REF] Poriel | New generations of spirobifluorene regioisomers for organic electronics: tuning electronic properties with the substitution pattern[END_REF][START_REF] Ye | Wide-Energy-Gap Host Materials for Blue Phosphorescent Organic Light-Emitting Diodes[END_REF][START_REF] Tian | Pure hydrocarbon host materials based on spirofluorene with excellent performances for green phosphorescent light-emitting devices New[END_REF][START_REF] Zhuo | Pure aromatic hydrocarbons with rigid and bulky substituents as bipolar hosts for blue phosphorescent OLEDs[END_REF][START_REF] Yoshii | Acyclic, linear oligo-meta-phenylenes as multipotent base materials for highly efficient single-layer organic light-emitting devices[END_REF][START_REF] Xue | Aromatic hydrocarbon macrocycles for highly efficient organic light-emitting devices with single-layer architectures[END_REF][START_REF] Ikemoto | Modular Synthesis of Aromatic Hydrocarbon Macrocycles for Simplified, Single-Layer Organic Light-Emitting Devices[END_REF] Despite the PhOLED performances were not always very high (EQE of blue PhOLED below 16%), all these works have significantly contributed to the development of PHC hosts and have undoubtedly opened the way to the high performance reported nowadays. In 2015, Jiang, Liao and their coworkers have reported the first PHC-based blue PhOLEDs (1) with an EQE above 20%, clearly opening new perspectives for this class of materials. [START_REF] Cui | Pure Hydrocarbon Hosts for ≈100% Exciton Harvesting in Both Phosphorescent and Fluorescent Light-Emitting Devices[END_REF] Very high efficiency white-emitting PhOLEDs (combination of FIrpic blue emitter and PO-01 yellow emitter) were also fabricated using 1 as host, displaying a very high EQE of 25.3%.

In 2016, a very high EQE of 24.8% was also obtained by Isobe and coworkers with PHC 3 in a simple green-emitting two-region phosphorescent device (structure: ITO/PEDOT:PSS/non-doped Host/Host:Ir(ppy) 3 6%)/Cs/Al). Interestingly, they have highlighted the significant differences between linear (such as 2) and cyclic (such as 3) meta-linked PHCs when used as host for green phosphors. [START_REF] Yoshii | Acyclic, linear oligo-meta-phenylenes as multipotent base materials for highly efficient single-layer organic light-emitting devices[END_REF][START_REF] Xue | Aromatic hydrocarbon macrocycles for highly efficient organic light-emitting devices with single-layer architectures[END_REF][START_REF] Ikemoto | Modular Synthesis of Aromatic Hydrocarbon Macrocycles for Simplified, Single-Layer Organic Light-Emitting Devices[END_REF] In 2020, the same group has reported an impressive value of 21.4 % with 2 as host in green emitting simplified single-layer PhOLEDs. [START_REF] Yoshii | Acyclic, linear oligo-meta-phenylenes as multipotent base materials for highly efficient single-layer organic light-emitting devices[END_REF] This performance is the highest reported to date for a green single-layer-PhOLED (including heteroatoms-based hosts). As single-layer devices [START_REF] Poriel | Designing Host Materials for the Emissive Layer of Single-Layer Phosphorescent Organic Light-Emitting Diodes: Toward Simplified Organic Devices[END_REF][START_REF] Lucas | Universal host materials for red, green and blue high-efficiency single-layer phosphorescent organic light-emitting diodes[END_REF][START_REF] Lucas | Spirophenylacridine-2,7-(diphenylphosphineoxide)fluorene: A Bipolar Host for High-Efficiency Single-Layer Blue Phosphorescent Organic Light-Emitting Diodes[END_REF][START_REF] Poriel | Blue Single-Layer Organic Light-Emitting Diodes Using Fluorescent Materials: A Molecular Design View Point[END_REF][START_REF] Lucas | Quinolinophenothiazine as Electron Rich Fragment for RGB Single-Layer Phosphorescent Organic Light-Emitting Diodes[END_REF][START_REF] Thiery | Spirobifluorene-2,7-dicarbazole-4′-phosphine Oxide as Host for High-Performance Single-Layer Green Phosphorescent OLED Devices[END_REF] only built with electrodes and EML are nowadays more and more appealing for the future of the OLED technology, this work also shows the real potential of PHC materials in this emerging technology. For more details on SL-PhOLEDs, see the recent review published in 2021. [START_REF] Poriel | Designing Host Materials for the Emissive Layer of Single-Layer Phosphorescent Organic Light-Emitting Diodes: Toward Simplified Organic Devices[END_REF] In the elaboration of high efficiency PHC host materials, the building units used are of key importance. They should not only allow restriction of the -conjugation to keep a high E T but they should also possess very good thermal and morphological stabilities (high decomposition temperature T d and high glass transition temperature T g ). Regarding the latters, the spirobifluorene (SBF) fragment is a 3D molecular scaffold, widely known in organic electronics for its capacity to highly increased T d / T g . 40, 49 50 The impact of SBF substitution pattern on the electronic properties and particularly on the E T is far more recent but has been an important step in the development of high efficiency PHCs as host. [START_REF] Poriel | New generations of spirobifluorene regioisomers for organic electronics: tuning electronic properties with the substitution pattern[END_REF] Thus, the C1-substituted SBF scaffold reported in 2017, [START_REF] Sicard | Spirobifluorene Regioisomerism: A Structure-Property Relationship Study[END_REF] is appeared as an important building block to efficiently restrict the -conjugation extension thanks to its meta linkage keeping in the meantime excellent thermal and morphological properties owing to its spiro bridge. [START_REF] Poriel | New generations of spirobifluorene regioisomers for organic electronics: tuning electronic properties with the substitution pattern[END_REF] In 2019, the highly twisted SBF dimer 4 constructed on the C1-subsituted SBF scaffold was incorporated as host in blue FIrpic PhOLEDs, 4 displaying an impressive EQE of 22.9%, which was, at that time, the highest reported in the literature for a PHC host. [START_REF] Sicard | C1-Linked Spirobifluorene Dimers: Pure Hydrocarbon Hosts for High-Performance Blue Phosphorescent OLEDs Angew[END_REF] This device also displayed low turn-on voltages, below 3V. As turn-on voltages is one of the main issue in blue emitting devices, this work has shown that the PHC strategy can be compatible with a good charge injection. Despite this performance was very high and promising for the future of PHC, it was still incomparable with the best heteroatoms-based hosts in blue, green, and red OLEDs (these materials adapted for the three phosphors are called 'universal'). [START_REF] Li | Recent advancements of high efficient donor-acceptor type blue small molecule applied for OLEDs Mater[END_REF][START_REF] Song | Degradation Mechanism and Lifetime Improvement Strategy for Blue Phosphorescent Organic Light-Emitting Diodes[END_REF][START_REF] Penconi | Unraveling the Degradation Mechanism in FIrpic-Based Blue OLEDs: II. Trap and Detect Molecules at the Interfaces[END_REF][START_REF] Schmidbauer | Chemical Degradation in Organic Light-Emitting Devices: Mechanisms and Implications for the Design of New Materials[END_REF] In 2020, the full potential of PHC host materials has been released as the simple PHC host 5, only constructed on a C3-SBF terphenyl assembly, has overpassed the performance reached by the best universal heteroatoms-based hosts. [START_REF] Chen | De novo design of D-σ-A molecules as universal hosts for monochrome and white phosphorescent organic lightemitting diodes[END_REF][START_REF] Lai | m-Indolocarbazole Derivative as a Universal Host Material for RGB and White Phosphorescent OLEDs[END_REF] This PHC has the huge advantage to be very easily synthesized in a single step with a very high yield at the multi-gram scale. This is undoubtedly of key importance for future industrialization. Thus, PHC hosts hold nowadays two record performances in the field of PhOLEDs, the most efficient universal host (5) [START_REF] Wang | Evolution of pure hydrocarbon hosts: simpler structure, higher performance and universal application in RGB phosphorescent organic light-emitting diodes[END_REF] and the most efficient host (2) in a green-emitting single-layer device. [START_REF] Yoshii | Acyclic, linear oligo-meta-phenylenes as multipotent base materials for highly efficient single-layer organic light-emitting devices[END_REF] Despite the state of the art performances in red, green and blue PHOLEDs are still hold by bipolar materials, the performances of PHC hosts get closer and closer and this is undoubtedly an important feature. However, their potentials in term of stability is difficult to evaluate as there is, to the best of our knowledge, no stability study published to date with PhOLEDs. There is, nevertheless, one study published on the stability of a PHC-based device using a TADF emitter, which has shown very promising results (see below). [START_REF] Cui | Pure Hydrocarbon Hosts for ≈100% Exciton Harvesting in Both Phosphorescent and Fluorescent Light-Emitting Devices[END_REF] Such studies will be highly relevant in the coming years.

As the performances are now very high, the interest towards PHC continue to rise and improving the synthesis efficiency is an important step. In early 2021, Lan, You and their coworkers [START_REF] Luo | Iridium(III)-Catalyzed Diarylation/Annulation of Benzoic Acids: Facile Access to Multi-Aryl Spirobifluorenes as Pure Hydrocarbon Hosts for High-Performance OLEDs Angew[END_REF] have reported poly-substituted SBFs based PHCs as hosts for blue PhOLEDs (6 and 7, Figure 1). They report the first examples of diarylation/annulation of benzoic acids via an iridium catalyst system, providing a step-economic and efficient pathway to 1-aryl, 1,3-diaryl, 1,7-diaryl and 1,3,7-triaryl SBFs. This work not only shows the efficiency of the C-H activation for the development of PHC materials but also allows to reach poly-substituted SBFs, which are very difficult to synthesize. Thanks to the polysubstitution, 6 displays excellent thermal properties (T g of 140°C) and a very high EQE of 27.3% when hosting a red phosphor. A very simple modification of the starting material leads to the 1,3disubstituted SBF 7, which displays a high E T of 2.83 eV and a good EQE of 18.6% when incorporated as host in a blue PhOLED. Thus, the C-H activation will surely be an efficient tool in the future design of efficient PHC based materials.

In term of molecular design, increasing the E T of PHCs is undoubtedly a key direction for the future in order to host deep blue phosphors, which are still missing. To reach this goal, molecular adjustments should be performed such as those very recently performed by Thompson and coworkers. [START_REF] Ma | Symmetric "Double Spiro" Wide Energy Gap Hosts for Blue Phosphorescent OLED Devices[END_REF] They have designed the PHC host 8 constructed on two fluorenyl units spirolinked to a dihydroanthracene core. The structural particularity of this PHC host is linked to the fact that there is no pending substituent, which allows to display a very high E T of 2.92 eV and a very wide HOMO/LUMO difference above 5 eV. The PhOLED incorporates a barely used blue phosphor, namely Fac-tris(N,N-di-p-tolylpyrizinoimidazol-2-yl)iridium(III) Ir(tpz) 3 , known to be more stable than FIrpic, and displays a high EQE of 18% and a low turn on voltage (2.9 V). Removing all the pending substituent is clearly the right way to increase E T and a very interesting strategy for the future. However, it should be mentioned that this strategy has already been used notably with SBF, with nevertheless lower performance. [START_REF] Thiery | 9,9′-Spirobifluorene and 4-phenyl-9,9′-spirobifluorene: pure hydrocarbon small molecules as hosts for efficient green and blue PhOLEDs[END_REF] This also highlights the importance of the device engineering to reach high performance blue PhOLEDs

Conclusions and outlooks

PHC hosts, free of heteroatoms, represent nowadays a key evolution in the OLED technology. They can be a possible solution to the blue PhOLEDs instability and their simple structure and synthesis can be a solution to the production costs. The design of Donor/Acceptor host materials has attracted tremendous interest for the last twenty years but the interest towards PHC based materials is more recent. Despite the first example has been published in 2005, PHC hosts have not strongly influenced the scientific community at the beginning, surely because bipolar materials, notably based on the widely known carbazole or phosphine oxide functional units, were far more efficient. However, year after year, the molecular simplicity and easy synthesis of PHCs have attracted more and more attention from research groups involved in the design of host materials. As nowadays some PHC hosts have shown their very high potential, they can be key actors for the future of PhOLED technology.

What are now the next challenges the PHC materials will have to face?

First, as the blue PhOLEDs technology is still the weakest link of the technology, improving the blue PhOLED performance with PHC hosts remains an important challenge. More importantly, in almost all the examples reported in the literature, the blue-greenish FIrpic emitter is used. However, FIrpic emission is not in the deep blue region (CIE of ca 0.15, 0.38) and other phosphors emitting at short wavelengths (deep blue and violet) should be investigated in the future. However, such emitters are not highly developed in literature, which significantly increases the scientific challenge. For example, phosphor FIr6 possesses an emission at shorter wavelengths (CIE of ca 0.15, 0.32) and has only been tested in a very few instances with PHC hosts. This constitutes an interesting direction for the future of PHCs. However, the CIEs of FIr6 are still far to be in the deep blue region and other phosphors should be developed. To host such deep blue phosphors, the E T of PHCs should be increased. Thus, the next challenge of PHC hosts will be to increase their E T to efficiently host the new generation of deep blue phosphors. For that, novel molecular design approaches should also be developed, with for example no pending substituent. This strategy has recently been developed by Thompson and coworkers [START_REF] Ma | Symmetric "Double Spiro" Wide Energy Gap Hosts for Blue Phosphorescent OLED Devices[END_REF] and appears promising. The combination of deep blue phosphors and PHC hosts is surely of great interest for OLED technology.

The stability the blue emitters should also be significantly improved. As FIrpic is unstable and degrades through the loss of the picolinate ancillary ligand, finding stable alternative to this widely used phosphor is a key requirement. [START_REF] Penconi | Unraveling the Degradation Mechanism in FIrpic-Based Blue OLEDs: II. Trap and Detect Molecules at the Interfaces[END_REF] Ir(tpz) 3 , a cyclometalated N-heterocyclic carbene, more stable than traditional Ir complexes with datively bound nitrogen ligands such as FIrpic [START_REF] Idris | Blue Emissive fac/mer-Iridium (III) NHC Carbene Complexes and their Application in OLEDs[END_REF] starts to show a great potential. This type of Ir complexes appears interesting for the future of this technology. [START_REF] Zhou | Nonradiative Decay and Stability of N-Heterocyclic Carbene Iridium(III) Complexes[END_REF] However, the CIE of this phosphorescent emitters (0.17-19, 0.37-0.40) [START_REF] Ma | Symmetric "Double Spiro" Wide Energy Gap Hosts for Blue Phosphorescent OLED Devices[END_REF] are roughly similar to those of FIrpic, being therefore inadequate for deep blue emission.

With the new generations of PHC hosts, it will also be important to precisely investigate the stability of the corresponding devices, which is not systematically performed in the PhOLED field. This will be a key in the development of PHC-based PhOLEDs. Thus, in the blue PhOLED technology, the combination of PHC hosts with a more stable Ir complex, such as (Ir(tpz) 3 ), appears as a promising strategy. Another key perspective of PHC-based PhOLEDs lies in white emitting PHC-based devices, which are almost absent from literature. As far as we know, there is only one example reported to date. [START_REF] Cui | Pure Hydrocarbon Hosts for ≈100% Exciton Harvesting in Both Phosphorescent and Fluorescent Light-Emitting Devices[END_REF] As white light emission can be obtained by the combination, in a single EML, of two complementary emissions (ie association of a blue and a yellow phosphorescent emitter), a high E T PHC host could be, in principle, used. This is an interesting direction for the production of low-cost white-emitting devices for lighting applications.

Finally, the potential of PHC hosts could be extended to other generations of OLED, such as TADF OLEDs. Indeed, in 2015, Jiang and coworkers have shown that PHCs can also efficiently host green TADF emitters such as (2,4,5,6-tetra(9H-carbazol-9-yl) isophthalonitrile, 4CzIPN) with a very high EQE of 22.3%. [START_REF] Cui | Pure Hydrocarbon Hosts for ≈100% Exciton Harvesting in Both Phosphorescent and Fluorescent Light-Emitting Devices[END_REF] Beside the very high EQE reached, the group has shown that the device lifetime was also significantly improved compared to that using the well-known 4,4′-bis(N-carbazolyl)-1,1′biphenyl (CBP) as host. This has been an important step but remains nevertheless, to date, one of the rare stability study reported with PHC hosts.
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 1 Figure 1. Selected examples of state of the art PHC-based hosts used in PhOLEDs.

Figure 2 .

 2 Figure 2. Important dates in the history of PHCs as host materials for PhOLEDs
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