David J Moss 
  
Keywords: Nonlinear optics, integrated waveguides, selfphase modulation, graphene oxide. 

We experimentally demonstrate enhanced self-phase modulation (SPM) in silicon nitride (Si3N4) waveguides integrated with 2D graphene oxide (GO) films. GO films are integrated onto Si3N4 waveguides using a solution-based, transfer-free coating method that enables precise control of the film thickness. Detailed SPM measurements are carried out using both picosecond and femtosecond optical pulses. Owing to the high Kerr nonlinearity of GO, the hybrid waveguides show significantly improved spectral broadening compared to the uncoated waveguide, achieving a broadening factor of up to ~3.4 for a device with 2 layers of GO. By fitting the experimental results with theory, we obtain an improvement in the waveguide nonlinear parameter by a factor of up to 18.4 and a Kerr coefficient (n2) of GO that is about 5 orders of magnitude higher than Si3N4. Finally, we provide a theoretical analysis for the influence of GO film length, coating position, and its saturable absorption on the SPM performance. These results verify the effectiveness of on-chip integrating 2D GO films to enhance the nonlinear optical performance of Si3N4 devices.

I. INTRODUCTION

elf-phase modulation (SPM) is a fundamental third-order nonlinear optical process that occurs when an optical pulse travelling in a nonlinear medium, where a varying refractive index of the medium is induced by the Kerr effect, thus produces a phase shift that leads to a change in the pulse's spectrum [START_REF] Stolen | Self-phase-modulation in silica optical fibers[END_REF][START_REF] Agrawal | Self-phase modulation and spectral broadening of optical pulses in semiconductor laser amplifiers[END_REF][START_REF] Wu | Recent advances of spatial self-phase modulation in 2D materials and passive photonic device applications[END_REF]. It has been widely used as a relevant all-optical modulation technology for a variety of applications in broadband optical sources [START_REF] Guo | Mid-infrared frequency comb via coherent dispersive wave generation in silicon nitride nanophotonic waveguides[END_REF][START_REF] Yu | A broadband, quasi-continuous, mid-infrared supercontinuum generated in a chalcogenide glass waveguide[END_REF], optical spectroscopy [START_REF] Hult | High bandwidth absorption spectroscopy with a dispersed supercontinuum source[END_REF][START_REF] Kaltenecker | Near-infrared nanospectroscopy using a low-noise supercontinuum source[END_REF], pulse compression [START_REF] Krebs | Pulse compression of ultrashort UV pulses by self-phase modulation in bulk material[END_REF][START_REF] Peccianti | Subpicosecond optical pulse compression via an integrated nonlinear chirper[END_REF], optical logic gates [START_REF] Wu | 1D@ 0D hybrid dimensional heterojunction-based photonics logical gate and isolator[END_REF][START_REF] Singh | All-optical logic gates: designs, classification, and comparison[END_REF], optical modulators / switches [START_REF] Wu | 2D tellurium based high-performance all-optical nonlinear photonic devices[END_REF][START_REF] Wu | 2D MXene: MXene-based nonlinear optical information converter for all-optical modulator and switcher[END_REF], optical diodes [START_REF] Dong | Saturable absorption in 2D Ti3C2 MXene thin films for passive photonic diodes[END_REF][START_REF] Konorov | Experimental demonstration of a photonic-crystal-fiber optical diode[END_REF], and optical coherence tomography [START_REF] Moon | Ultra-high-speed optical coherence tomography with a stretched pulse supercontinuum source[END_REF][START_REF] Sumimura | Quasisupercontinuum generation using 1.06 μmultrashort-pulse laser system for ultrahigh-resolution optical-coherence tomography[END_REF].

The ability to realize SPM based on-chip integrated photonic devices will reap attractive benefits of compact footprint, high stability, high scalability, and low-cost mass production [START_REF] Dulkeith | Self-phasemodulation in submicron silicon-on-insulator photonic wires[END_REF][START_REF] Boyraz | Self-phase-modulation induced spectral broadening in silicon waveguides[END_REF][START_REF] Tan | Group velocity dispersion and self phase modulation in silicon nitride waveguides[END_REF][START_REF] Duchesne | Efficient self-phase modulation in low loss, high index doped silica glass integrated waveguides[END_REF]. Although silicon (Si) has been a dominant device platform for integrated photonics [START_REF] Bogaerts | Silicon photonics circuit design: methods, tools and challenges[END_REF][START_REF] Feng | Silicon photonics: from a microresonator perspective[END_REF][START_REF] Reed | Silicon optical modulators[END_REF], its strong two-photon absorption (TPA) at near-infrared wavelengths leads to a low nonlinear figure-of-merit (FOM = n2 / (λβTPA), where n2 is the Kerr nonlinearity, βTPA is the two photon absorption coefficient, and λ the wavelength) of ~0.3 [START_REF] Leuthold | Nonlinear silicon photonics[END_REF], which significantly limits the SPM performance of Si devices in the telecom band. To address this, other complementary metal-oxide-semiconductor (CMOS) compatible integrated platforms such as silicon nitride compared to other 2D materials (over 2 orders of magnitude lower than graphene [START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF]), facile synthesis processes [START_REF] Yang | Invited article: Enhanced four-wave mixing in waveguides integrated with graphene oxide[END_REF][START_REF] Yang | Graphene-based multilayered metamaterials with phototunable architecture for on-chip photonic devices[END_REF], and high compatibility with CMOS fabrication [START_REF] Wu | 2D layered graphene oxide films integrated with micro-ring resonators for enhanced nonlinear optics[END_REF][START_REF] Jia | Fabrication technologies for the on-chip integration of 2D materials[END_REF]. In our previous work [START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF], we demonstrated enhanced SPM of picosecond optical pulses in Si waveguides integrated with 2D GO films, achieving a maximum spectral broadening factor (BF) of ~4.3 and enhanced FOM by up to 20 times.

In this paper, we demonstrate significantly improved SPM performance for Si3N4 waveguides integrated with 2D GO films. By using a solution-based, transfer-free coating method, we achieve on-chip integration of GO films with precise control of their thicknesses. We perform SPM measurements using both picosecond and femtosecond optical pulses centered at telecom wavelengths. Compared to the uncoated Si3N4 waveguide, the GO-coated waveguides show more significant spectral broadening for both the picosecond and femtosecond optical pulses, achieving a maximum BF of ~3.4 for a device with 2 layers of GO. We also fit the SPM experimental results with theory and obtain a Kerr coefficient (n2) for GO that is about 5 orders of magnitude higher than Si3N4. Finally, we discuss the influence of GO film's length, coating position, and saturable absorption on the SPM performance. For Si waveguides the main challenge is to enhance the nonlinear FOM, whereas for Si3N4 waveguides the challenge is to enhance the nonlinear parameter  (= 2πn2 / (λAeff), where Aeff is the effective mode area) since their FOM is very large already.

We obtain an enhancement in  by a factor of up to ~18.4 for a Si3N4 waveguide coated with 2 layers of GO, compared to the uncoated waveguide, accompanied by only a modest increase in the linear loss of about 3 dB/cm per layer of GO and with no measurable decrease in the nonlinear FOM. These results confirm the high nonlinear optical performance of Si3N4 waveguides integrated with 2D GO films.

II. DEVICE FABRICATION AND CHARACTERIZATION

Fig. 1(a) shows a schematic of a GO-coated Si3N4 waveguide with a monolayer GO film. The bare Si3N4 waveguide has a cross-section of 1.6 μm × 0.66 μm, which was fabricated via a CMOS-compatible annealing-free and crack-free method [START_REF] Dirani | Annealing-free Si3N4 frequency combs for monolithic integration with Si photonics[END_REF][START_REF] Demongodin | Ultrafast saturable absorption dynamics in hybrid graphene/Si3N4 waveguides[END_REF]. First, two-step deposition of Si3N4 film (330-nm-thick layer in each step) was achieved via low-pressure chemical vapor deposition (LPCVD) for strain management and crack prevention. Next, 248-nm deep ultraviolet lithography and CF4/CH2F2/O2 fluorine-based dry etching were employed for patterning the low-loss Si3N4 waveguides. A silica upper cladding was then deposited using high-density plasmaenhanced chemical vapor deposition (HDP-PECVD), followed by opening a window on it down to the top surface of the Si3N4 waveguides via lithography and reactive ion etching (RIE). Finally, the 2D layered GO film was coated onto the Si3N4 waveguide by using a solution-based method that enabled transfer-free and layer-by-layer film coating, as reported previously [START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF][START_REF] Yang | Invited article: Enhanced four-wave mixing in waveguides integrated with graphene oxide[END_REF][START_REF] Yang | Graphene-based multilayered metamaterials with phototunable architecture for on-chip photonic devices[END_REF][START_REF] Jia | Fabrication technologies for the on-chip integration of 2D materials[END_REF]. Compared to the sophisticated film transfer processes employed for on-chip integration of other 2D materials such as graphene and TMDCs [START_REF] Feng | Enhanced optical Kerr nonlinearity of graphene/Si hybrid waveguide[END_REF][START_REF] Liu | Enhanced optical Kerr nonlinearity of MoS2 on silicon waveguides[END_REF][START_REF] Yang | Bottom-up fabrication of graphene on silicon/silica substrate via a facile soft-hard template approach[END_REF], our GO coating method is highly scalable, enabling precise control of the GO layer number (i.e., film thickness), large-area film coating, and good film attachment on integrated chips [START_REF] Wu | Graphene oxide for integrated photonics and flat optics[END_REF][START_REF] Yang | Graphene-based multilayered metamaterials with phototunable architecture for on-chip photonic devices[END_REF].

Figs. 1(b-i) and (b-ii) show a schematic cross section and the transverse electric (TE) mode profile of the GO-coated Si3N4 waveguide in Fig. 1(a), respectively. The interaction between light and the GO film possessing an ultrahigh Kerr nonlinearity can be excited by the waveguide evanescent field, which underpins the enhancement of the SPM response in the hybrid waveguide.

Fig. 1(c) shows a microscope image of a Si3N4 integrated chip uniformly coated with a monolayer GO film, where the coated GO film exhibits good morphology, high transmittance, and high uniformity. The opened window on the silica upper cladding of the uncoated Si3N4 chip enables control of the film length and placement of the GO film that are in contact with the Si3N4 waveguide. Note that this can also be realized by patterning GO films on planarized Si3N4 waveguides (without silica upper cladding) via lithography and lift-off processes, as we did in our previous work [START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF]. In this work, we used Si3N4 waveguides with opened windows mainly because they have lower coupling loss and propagation loss, which is beneficial for boosting the nonlinear response of SPM.

Figs. 1(d-i) and (d-ii) show the measured Raman spectra of a Si3N4 chip before and after coating 2 layers of GO, respectively, where the presence of the representative D and G peaks of GO in the latter one verifies the successful on-chip integration of the GO film [START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Yang | Invited article: Enhanced four-wave mixing in waveguides integrated with graphene oxide[END_REF]. According to our previous measurements [START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF][START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF], the GO film thickness shows a near linear relationship with layer number at small film thickness (i.e., layer numbers < 100), and the thickness for 1 layer of GO is ~2.0 nm. For the GO-coated Si3N4 waveguides used in the following SPM measurements, the measured film thicknesses for 1 and 2 layers of GO are ~2.1 nm and ~ 4.3 nm, respectively. III. LOSS MEASUREMENTS Fig. 2 shows the experimental setup used for measuring both loss and SPM of GO-coated Si3N4 waveguides. Three different laser sources were employed, including a tunable continuouswave (CW) laser and two different fiber pulsed lasers (FPLs) that can generate nearly Fourier-transform limited picosecond (pulse duration: ~1.9 ps) and femtosecond optical pulses (pulse duration: ~180 fs) centered at telecom wavelengths. An optical isolator was inserted after the laser source to prevent the reflected light from damaging it. A variable optical attenuator (VOA) and a polarization controller (PC) were used to tune the power and polarization of the input light, respectively. For both the loss and SPM measurements, TE polarization of input light injected into the device under test (DUT) was chosen because it supports in-plane interaction between the waveguide evanescent field and the 2D GO film, which is much stronger compared to the out-of-plane interaction given the significant optical anisotropy of 2D materials [START_REF] Gu | Regenerative oscillation and four-wave mixing in graphene optoelectronics[END_REF][START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF]. We used inversetaper couplers at both ends of the Si3N4 waveguide, which were butt coupled to lensed fibers to achieve light coupling into and out of the DUT.

For the loss measurements, the power of the light before and after passing the DUT was measured by two optical power meters, i.e., OPM 1 and OPM 2. All the three laser sources were used to measure the loss of bare and GO-coated Si3N4 waveguides. The corresponding results are compared in Fig. 3.

Fig. 3(a) shows the insertion loss (ILCW) of GO-coated Si3N4 waveguides versus input CW light power. Unless otherwise specified, the input power of CW light or optical pulses in this paper represents the power coupled into the waveguide after excluding the fiber-to-chip coupling loss. We measured the hybrid waveguides with 1 and 2 layers of GO (i.e., layer number N = 1, 2), and the corresponding results for the uncoated Si3N4 waveguide (N = 0) are also shown for comparison. The total length of the Si3N4 waveguide was 20 mm and the length of the opened window was 1.4 mm. The opened window started at 0.7 mm after the light input port.

As can be seen, the insertion loss does not show any obvious variation with the power of the input CW light, reflecting that the power-dependent loss induced by the photo-thermal changes in the GO films is negligible. This is because the photo-thermal changes are sensitive to the average light power coupling into the GO-coated waveguides [START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Wu | 2D layered graphene oxide films integrated with micro-ring resonators for enhanced nonlinear optics[END_REF], and the average power of the input CW light here (< 7 mW) is much lower than those inducing significant photo-thermal changes (> 40 mW) in previous work [START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Wu | 2D layered graphene oxide films integrated with micro-ring resonators for enhanced nonlinear optics[END_REF][START_REF] Zhang | Design and optimization of four-wave mixing in microring resonators integrated with 2D graphene oxide films[END_REF].

According to the results in Fig. 3(a), the excess propagation losses induced by the GO films are ~3.0 dB/cm and ~6.1 dB/cm for the hybrid waveguides with 1 and 2 layers of GO, respectively. These values are slightly higher than those of GOcoated dope silica waveguides [START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF][START_REF] Yang | Invited article: Enhanced four-wave mixing in waveguides integrated with graphene oxide[END_REF] but lower than those of GO-coated Si waveguides [START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF], mainly due to the moderate GO mode overlap in the GO-coated Si3N4 waveguides. It is also worth mentioning that the GO-induced excess propagation loss is about 100 times lower than graphene-induced excess propagation loss in graphene-coated Si3N4 waveguides [START_REF] Demongodin | Ultrafast saturable absorption dynamics in hybrid graphene/Si3N4 waveguides[END_REF][START_REF] Alexander | Electrically tunable optical nonlinearities in graphenecovered SiN waveguides characterized by four-wave mixing[END_REF], highlighting the low material absorption of GO compared to graphene and its advantage for implementing nonlinear photonic devices with relatively low loss. The low loss of GO is mainly induced by its large bandgap, which is typically between 2.1 eV -3.6 eV [START_REF] Wu | Graphene oxide for integrated photonics and flat optics[END_REF][START_REF] Lee | Graphene oxide/PEDOT: PSS composite hole transport layer for efficient and stable planar heterojunction perovskite solar cells[END_REF][START_REF] Rafique | Significantly improved photovoltaic performance in polymer bulk heterojunction solar cells with graphene oxide/PEDOT: PSS double decked hole transport layer[END_REF]. In principle, GO with a bandgap > 2 eV has negligible linear absorption below its bandgap, e.g., at near-infrared wavelengths (with a photon energy of ∼0.8 eV at 1550 nm). The light absorption of practical GO films is mainly caused by defects as well as scattering loss stemming from imperfect layer contact and film unevenness [START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF][START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF].

Figs. 3(b-i) and 3(b-ii) show the insertion loss (ILpulse) of GOcoated Si3N4 waveguides versus input power of picosecond and femtosecond optical pulses, respectively. In contrast to CW light that has a peak power equaling to its average power, picosecond and femtosecond optical pulses have peak powers that are much higher than their average powers. Both the picosecond and femtosecond FPLs we used had the same repetition rate of ~60 MHz. For the picosecond pulses, the average input power ranged between 0.8 mW and 2.3 mW, which corresponded to a peak power range of 7 W -20 W. For the femtosecond pulses, the average input power ranged between 1.1 mW and 1.7 mW, which corresponded to a peak power range of 98 W -160 W. Given that the average powers of the picosecond and femtosecond optical pulses are in the same level as that of the CW light in Fig. 3(a), the photo-thermal changes in the GO films can be neglected when these optical pulses go through the hybrid waveguides.

In both Figs. 3(b-i) and 3(b-ii), the measured ILpulse of GOcoated Si3N4 waveguides decreases with the input power of optical pulses, and the waveguide with 2 layers of GO shows a more obvious decrease than the waveguide with 1 layer of GO.

In contrast, the result for the uncoated Si3N4 waveguide does not show such a trend. This indicates that there is saturable absorption (SA) induced by the GO films in the hybrid waveguides. Similar phenomenon has also been observed for the GO-coated Si waveguides [START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF] and graphene-coated Si3N4 waveguides [START_REF] Demongodin | Ultrafast saturable absorption dynamics in hybrid graphene/Si3N4 waveguides[END_REF]. In our experiment, we also note that the change in the loss of the hybrid waveguides was not permanent, and the measured ILpulse in Fig. 3(b) is repeatable.

Fig. 3(c) depicts the SA-induced excess propagation loss (∆SA, after excluding the linear propagation loss) versus the peak power of the input optical pulses, which is extracted from the results in Figs. 3 (a) and (b). The negative values of ∆SA indicate that the loss decreases with light power, showing an opposite trend to TPA where the loss increases with light power [START_REF] Leuthold | Nonlinear silicon photonics[END_REF][START_REF] Autere | Nonlinear optics with 2D layered materials[END_REF][START_REF] Wu | RF Photonics: An optical microcombs' perspective[END_REF]. The decreased loss induced by SA can facilitate more significant SPM driven by a high optical power. For femtosecond pulses, the decrease in loss is more significant than that for picosecond pulses, which can be attributed to their relatively high peak power that induces more significant SA in the GO.

IV. SPM MEASUREMENTS

In the SPM measurements, we used the same FPLs and the same fabricated devices as those employed for loss measurements in Section III to measure the SPM-induced spectral broadening. As shown in Fig. 2, picosecond or femtosecond optical pulses generated by these FPLs were coupled into the DUT, and the output signal was sent to an optical spectrum analyzer (OSA) for observation of spectral broadening. The corresponding results for the picosecond and femtosecond optical pulses are compared in Figs. 4 and5, respectively.

Fig. 4(a) shows the normalized spectra of picosecond optical pulses before and after propagation through the uncoated and GO-coated Si3N4 waveguides. The peak power of the input picosecond optical pulses was kept the same at ∼20 W. The output spectrum from the uncoated Si3N4 waveguide shows slight spectral broadening compared to the input pulse spectrum, which is mainly induced by the SPM in the Si3N4 waveguide. In contrast, the output spectra after propagating through the GO-coated Si3N4 waveguides show more significant spectral broadening, reflecting the enhanced SPM in these hybrid waveguides.

Fig. 4(b) shows the output spectra after propagation through the hybrid waveguide with 2 layers of GO measured using picosecond optical pulses with different peak powers. We chose 6 different input peak powers ranging from 7 W to 20 W -the same as those in Fig. 3(b-i). As expected, the spectral broadening of the output spectra becomes more significant as the peak power increases.

To quantitively compare the spectral broadening in these waveguides, we calculated the BFs for the measured output spectra. The BF is defined as [START_REF] Vermeulen | Graphene's nonlinear-optical physics revealed through exponentially growing self-phase modulation[END_REF][START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF][START_REF] Demongodin | Ultrafast saturable absorption dynamics in hybrid graphene/Si3N4 waveguides[END_REF]: where ∆ω0 and ∆ωrms are the root-mean-square (RMS) spectral widths of the input and output signals, respectively. Fig. 4(c) shows the BFs for the uncoated and GO-coated Si3N4 waveguides versus the peak power of input picosecond optical pulses. As can be seen, the BFs for the GO-coated Si3N4 waveguides are higher than that of the uncoated waveguide, and the BF for the hybrid waveguide with 2 layers of GO is higher than that for the device with 1 layer of GO, showing agreement with the results in Fig. 4(a). The BF increases with the peak power of the optical pulses, which is consistent with the results in Fig. 4(b). At a peak power of ~20 W, a maximum BF of ~1.3 is achieved for the hybrid waveguide with 2 layers of GO.

BF= ∆ω rms ∆ω 0 (1)
Fig. 5(a) shows the normalized spectra of femtosecond optical pulses before and after propagation through the uncoated and GO-coated Si3N4 waveguides, which were measured at the same input peak power of ∼160 W. Similar to Fig. 4(a), the output spectra after passing through the hybrid waveguides show more significant spectral broadening compared to the uncoated waveguide. achieved at a peak power of 160 W for the hybrid waveguide with 2 layers of GO, which is ~2.6 times higher than the maximum BF achieved for the picosecond optical pulses. This mainly results from the relatively high peak power of the femtosecond optical pulses that drives more significant SPM in the hybrid waveguide.

V. THEORETICAL ANALYSIS AND DISCUSSION

Based on the theory in Refs. [START_REF] Duchesne | Efficient self-phase modulation in low loss, high index doped silica glass integrated waveguides[END_REF][START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF][START_REF] Yin | Impact of two-photon absorption on self-phase modulation in silicon waveguides[END_REF], we simulated the evolution of optical pulses traveling along the GO-coated Si3N4 waveguides using the nonlinear Schrodinger equation as follows:

∂A ∂z = - iβ 2 2 ∂ 2 A ∂t 2 + iγ |A| 2 A - 1 2 αA ( 2 
)
where i = √1, A(z, t) is the slowly varying temporal pulse envelope along the propagation direction z, β2 is the secondorder dispersion coefficient, and γ is the waveguide nonlinear parameter. The overall loss factor α includes both the linear propagation loss and the SA-induced excess propagation loss that are discussed in Fig. 3. Unlike in Refs. [START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF][START_REF] Yin | Impact of two-photon absorption on self-phase modulation in silicon waveguides[END_REF], there are no free carrier absorption (FCA) and free carrier dispersion (FCD) items in Eq. ( 2) since the TPA in both Si3N4 and GO (with bandgaps > 2 eV) is negligible at near-infrared wavelengths. We retain only the second-order dispersion item in Eq. ( 2) because the physical length of the waveguides (20 mm) is much smaller than the dispersion length (> 1 m) [START_REF]Nonlinear fiber optics[END_REF]. In our simulation, we divided the GO-coated Si3N4 waveguides into uncoated (with silica cladding) and hybrid segments (coated with 1.4-mm-long GO films). Numerically solving Eq. ( 2) was performed for each segment, and the output from the previous segment was set as the input for the subsequent one.

Figs. 6(a) and (b-i) show the measured and fit spectra of the input picosecond pulses and the output signal after propagation through the uncoated Si3N4 waveguide, respectively. The simulated spectrum evolution of the input optical pulses propagating along the uncoated waveguide is shown in Fig. 6(bii). The peak power of the input picosecond pulses is ~20 W. The fit spectra and spectrum evolution were calculated based on Eq. ( 2), which show good agreement with the experimental results. The slight discrepancies between the measured and fit spectra mainly result from imperfections of the input pulse spectrum. The fit γ for the uncoated Si3N4 waveguide is ~1.5 W - 1 m -1in agreement with the reported values in previous literature [START_REF] Tan | Group velocity dispersion and self phase modulation in silicon nitride waveguides[END_REF][START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Dirani | Crack-free silicon-nitride-on-insulator nonlinear circuits for continuum generation in the C-Band[END_REF].

Figs. 6(c-i) and (d-i) show the measured and fit spectra for the output signals after transmission through the hybrid waveguides with 1 and 2 layers of GO, respectively. The input peak power is the same as that in Fig. 6(b). The corresponding spectrum evolutions along the hybrid waveguides are shown in Figs. 6(c-ii) and(d-ii). As can be seen, the theoretical simulations also agree well with the experimental results. The fit γ's for the hybrid waveguides with 1 and 2 layers of GO are ~11.5 and ~27.6, respectively, which are ~7.7 and ~18.4 times that of the uncoated Si3N4 waveguide, reflecting the significantly improved Kerr nonlinearity for the hybrid waveguides. The significant Kerr nonlinearity is also confirmed by the dramatical spectral broadening within the GO-coated region, as shown in the insets of Figs. 6(c-ii) and(d-ii).

Similar to Fig. 6, we also performed simulations based on Eq. ( 2) to fit the experimental results of femtosecond optical pulses. The measured and fit spectra of the input femtosecond pulses and the output signal after propagation through the uncoated Si3N4 waveguide are shown in Figs. 7(a) and(b-i) respectively. Figs. 7(c-i) and(d-i) show the measured and fit spectra for the output femtosecond signals after transmission through the hybrid waveguides with 1 and 2 layers of GO, respectively. The simulated spectrum evolution of the input pulses corresponding to Figs. 7(b-i), 7(c-i), and 7(d-i) are shown in Figs. 7(b-ii), 7(c-ii), and 7(d-ii), respectively. In all of these figures, the peak power of the input femtosecond pulses is ~160 W. As can be seen, all the theoretical curves show good agreement with the experimental ones. The fit γ for the uncoated Si3N4 waveguide and the hybrid waveguides with 1 and 2 layers of GO are the same as those obtained by fitting the experimental results of picosecond optical pulses in Fig. 6, highlighting the high consistency and further confirming the enhanced Kerr nonlinearity for the hybrid waveguides. Similar to the of Figs. 6(c-ii) and (d-ii), there is also dramatical spectral broadening within the GO-coated region in the insets of Figs.

7(c-ii) and (d-ii).

Based on the fit γ's of the hybrid waveguides, we further extract the Kerr coefficient (n2) of the layered GO films using [START_REF] Yang | Invited article: Enhanced four-wave mixing in waveguides integrated with graphene oxide[END_REF][START_REF] Donnelly | Ultra-large nonlinear parameter in graphenesilicon waveguide structures[END_REF][START_REF] Ji | Enhanced parametric frequency conversion in a compact silicon-graphene microring resonator[END_REF] :

γ = 2π λ c ∬ n 0 2 (x, y)n 2 (x, y)S z 2 D dxdy [∬ n 0 (x, y)S z D dxdy] 2 (3)
where λc is the pulse central wavelength, D is the integral of the optical fields over the material regions, Sz is the time-averaged Poynting vector calculated using mode solving software, n0 (x, y) is the refractive index profiles calculated over the waveguide cross section and n2 (x, y) is the Kerr coefficient of the different material regions. The values of n2 for silica and Si3N4 used in our calculation were 2.60 × 10 -20 m 2 W -1 [START_REF] Moss | New CMOScompatible platforms based on silicon nitride and Hydex for nonlinear optics[END_REF] and 2.59 × 10 -19 m 2 W -1 , respectively, with the latter obtained by fitting the experimental results for the uncoated Si3N4 waveguide.

The fit γ's of the hybrid waveguides with 1 and 2 layers of GO are ~11.5 W -1 m -1 and ~27.6 W -1 m -1 , respectively, which are ~7.7 and ~18.4 times that of the uncoated Si3N4 waveguide. The extracted n2 of 1 and 2 layers of GO are ~1.23 × 10 -14 m 2 W -1 and ~1.19 × 10 -14 m 2 W -1 , respectively. Both of the values are about 5 orders of magnitude higher than that of Si3N4 and agree reasonably well with our previous measurements [START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF]. Note that the n2 of 1 layer of GO is higher than that of 2 layers of GO. We infer this may result from the increased inhomogeneous defects within the GO layers and imperfect contact between the multiple GO layers. Nonetheless, the higher GO mode overlap for the thicker 2-layer film, compared to the single-layer film, resulted in a more than doubling of the nonlinear parameter γ.

Based on the SPM modeling in Eq. ( 2) and the fit parameters obtained from Figs. 6 and7, we further investigate the influence of GO film length (Lc) and coating position (L0) on the SPM performance of GO-coated Si3N4 waveguides. being achieved for the picosecond and femtosecond optical pulses, respectively. This reflects that there is a large room for improvement in the SPM-induced spectral broadening by increasing the GO film length and the input peak power. The BF can also be improved by coating thicker GO films (i.e., N > 2), which was used for increasing the FWM conversion efficiency in Ref. [START_REF] Qu | Enhanced four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF]. The increased GO film thickness will also lead to loss increase for the hybrid waveguides and hence creates a need to balance the trade-off between the Kerr nonlinearity and loss [START_REF] Qu | Analysis of four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF][START_REF] Zhang | Optimizing the Kerr nonlinear optical performance of silicon waveguides integrated with 2D graphene oxide films[END_REF]. In contrast, it decreases with L0, with the maximum value being achieved at L0 = 0. This indicates that the largest spectral broadening can be achieved by coating GO films at the beginning, as expected since the light power is highest at the start of the waveguide.

As discussed in Section III, the decreased loss induced by the SA in the GO films affects the SPM performance. In Figs. 9(a) and (b), we show the influence of the SA on the spectral broadening of picosecond and femtosecond optical pulses after propagation through the hybrid waveguide with 2 layers of GO, respectively. In each figure, the solid curve shows the result when considering the SA that induces a slightly reduced loss, whereas the dashed curve shows the result that was calculated using a constant linear loss of GO measured at low CW powers (i.e., the loss in Fig. 3(a)). As can be seen, the SA of GO has a positive influence and yields more significant spectral broadening for both the picosecond and femtosecond optical pulses. The difference for the femtosecond pulses is more obvious, showing a similar trend to the results for the loss decrease in Fig. 3(b) and reflecting that there is a more significant influence of the SA on the spectral broadening for optical pulses with higher peak powers. In Table I, we provide comparisons for the parameters of the GO-Si3N4 waveguides in this work and the GO-Si waveguides in Ref. [START_REF] Zhang | Enhanced Kerr nonlinearity and nonlinear figure of merit in silicon nanowires integrated with 2D graphene oxide films[END_REF]. We note that the trade-offs and challenges involved with integrating GO films into these two very different platforms, are in turn very different. Compared to the GO-Si waveguides, GO-Si3N4 waveguides have a larger waveguide geometry, which results in lower mode overlap with GO films. Such a reduced GO mode overlap yields a lower GO-induced excess propagation loss, at the expense of a weaker light-GO interaction. Despite this, the nonlinear parameter γ of the GO-Si3N4 waveguide with 1 layer of GO is still ~7.7 times that of the uncoated waveguide. In contrast, there is only about a 2-fold improvement in the γ of the GO-Si waveguide with 1 layer of GO. This mainly due to the relatively low n2 of Si3N4 compared to Si, reflecting that integrating GO onto Si3N4 waveguides has a more dramatic impact on improving the nonlinear performance. In contrast to Si that has strong TPA at near infrared wavelengths, the TPA of Si3N4 in this wavelength range is absent, which yields much higher values of nonlinear FOM for both the uncoated and GO-coated Si3N4 waveguides. Hence, the motivation in integrating GO films onto Si waveguides lies very much in increasing the nonlinear FOM, whereas for Si3N4 waveguides, the main benefit of integrating GO films is to increase the nonlinearity (i.e., nonlinear parameter γ) without introducing additional nonlinear loss.

Finally, our observation of SA in the GO-coated Si3N4 waveguides effectively equates to having a negative nonlinear FOM, and so the very concept and utility of introducing a FOM, as first proposed [START_REF] Mizrahi | Twophoton absorption as a limitation to all-optical switching[END_REF], arguably does not apply here. For both the Si and Si3N4 platforms, reducing the GO film loss further through improved fabrication and integration methods (e.g., by using GO solutions with improved purity and optimized flake sizes) will directly benefit the nonlinear performance of all devices that incorporate GO films. This work demonstrates that GO, with its high nonlinearity and nonlinear FOM and relatively low loss, is an extremely interesting and attractive material to enhance the nonlinear performance of photonic chips for many applications, including Kerr microcombs and their use for microwave and RF photonics [64-218], integrated nonlinear optics [START_REF] Ferrera | CMOS compatible integrated all-optical RF spectrum analyzer[END_REF][START_REF] Pasquazi | Sub-picosecond phase-sensitive optical pulse characterization on a chip[END_REF][START_REF] Kues | Passively modelocked laser with an ultra-narrow spectral width[END_REF][START_REF] Bao | Turing patterns in a fiber laser with a nested microresonator: Robust and controllable microcomb generation[END_REF][START_REF] Little | Very high-order microring resonator filters for WDM applications[END_REF][START_REF] Bao | Direct soliton generation in microresonators[END_REF][START_REF] Ferrera | On-Chip ultra-fast 1st and 2nd order CMOS compatible all-optical integration[END_REF][START_REF] Bao | Turing patterns in a fiber laser with a nested microresonator: Robust and controllable microcomb generation[END_REF][START_REF] Ferrera | On-chip CMOS-compatible all-optical integrator[END_REF][START_REF] Ferrera | Low Power CW Parametric Mixing in a Low Dispersion High Index Doped Silica Glass Micro-Ring Resonator with Qfactor > 1 Million[END_REF][START_REF] Pasquazi | Self-locked optical parametric oscillation in a CMOS compatible microring resonator: a route to robust optical frequency comb generation on a chip[END_REF][START_REF] Pasquazi | Stable, dual mode, high repetition rate modelocked laser based on a microring resonator[END_REF][START_REF] Bao | Direct soliton generation in microresonators[END_REF][START_REF] Frigg | Optical frequency comb generation low temperature reactive sputtered silicon nitride waveguides[END_REF][START_REF] Ferrera | On-chip CMOS-compatible all-optical integrator[END_REF][START_REF] Pasquazi | Efficient wavelength conversion and net parametric gain via Four Wave Mixing in a high index doped silica waveguide[END_REF][START_REF] Pasquazi | Efficient wavelength conversion and net parametric gain via Four Wave Mixing in a high index doped silica waveguide[END_REF][START_REF] Pasquazi | All-optical wavelength conversion in an integrated ring resonator[END_REF][START_REF] Peccianti | Subpicosecond optical pulse compression via an integrated nonlinear chirper[END_REF][START_REF] Pasquazi | Sub-picosecond phase-sensitive optical pulse characterization on a chip[END_REF] and integrated quantum optics [START_REF] Kues | Passively modelocked laser with an ultra-narrow spectral width[END_REF][START_REF] Kues | Quantum optical microcombs[END_REF][START_REF] Roztocki | Complex quantum state generation and coherent control based on integrated frequency combs[END_REF][START_REF] Sciara | Generation and Processing of Complex Photon States with Quantum Frequency Combs[END_REF][START_REF] Caspani | Multifrequency sources of quantum correlated photon pairs on-chip: a path toward integrated Quantum Frequency Combs[END_REF][START_REF] Reimer | Integrated frequency comb source of heralded single photons[END_REF][START_REF] Reimer | Cross-polarized photon-pair generation and bichromatically pumped optical parametric oscillation on a chip[END_REF][START_REF] Reimer | Generation of multiphoton entangled quantum states by means of integrated frequency combs[END_REF][START_REF] Kues | On-chip generation of high-dimensional entangled quantum states and their coherent control[END_REF][START_REF] Zhang | Induced photon correlations through superposition of two four-wave mixing processes in integrated cavities[END_REF][START_REF] Roztocki | Practical system for the generation of pulsed quantum frequency combs[END_REF][START_REF] Zhang | Induced photon correlations through superposition of two four-wave mixing processes in integrated cavities[END_REF][START_REF] Reimer | High-dimensional one-way quantum processing implemented on d-level cluster states[END_REF].

VI. CONCLUSION

We experimentally demonstrate enhanced SPM in Si3N4 waveguides integrated with 2D GO films. The integration of GO films is achieved by using a solution-based, transfer-free 10 coating method with precise control of the film thickness. SPM measurements are performed using both picosecond and femtosecond optical pulses. The GO-coated Si3N4 waveguides show more significant spectral broadening than the uncoated waveguide, with a maximum BF of ~3.4 being achieved for a device with 2 layers of GO. The experimental results show good agreement with theory, achieving up to ~18.4 times improvement in the waveguide nonlinear parameter compared to uncoated waveguide and a fit n2 of GO that is about 5 orders of magnitude higher than Si3N4. Analysis for the influence of GO film's length, coating position, and SA on the SPM performance is also provided. This work demonstrates that the Si3N4 can be effectively transformed into a highly performing CMOS-compatible nonlinear photonic platform by integrating 2D GO films.
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Fig. 1 .

 1 Fig. 1. (a) Schematic illustration of a GO-coated Si3N4 waveguide with a monolayer GO film. (b-i) Schematic illustration of cross section and (b-ii) corresponding TE mode profile of the GO-coated Si3N4 waveguide in (a). (c) Microscope image of a Si3N4 integrated chip uniformly coated with monolayer GO film. (d) Raman spectra of a Si3N4 chip (i) before and (ii) after coating 2 layers of GO. Insets show the corresponding microscope images.

Fig. 2 .

 2 Fig. 2. Experimental setup for measuring loss and SPM of GO-coated Si3N4 waveguides. CW laser: continuous-wave laser. FPL: fiber pulsed laser. PC: polarization controller. VOA: variable optical attenuator. OPM: optical power meter. DUT: device under test. CCD: charged-coupled device. OSA: optical spectrum analyzer.
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Fig. 3 .

 3 Fig. 3. (a) Measured insertion loss (ILCW) of GO-coated Si3N4 waveguides versus input power of continuous-wave (CW) light. (b) Measured insertion loss (ILpulse) of GO-coated Si3N4 waveguides versus input power of optical pulses. (c) Excess propagation loss induced by the SA (∆SA) versus peak power of input optical pulses. In (b) and (c), (i) and (ii) show the results for picosecond and femtosecond optical pulses, respectively. In (a) -(c), the results for uncoated (N = 0) and hybrid Si3N4 waveguides coated with 1 and 2 layers of GO (N = 1, 2) are shown for comparison. The data points depict the average of measurements on three samples and the error bars illustrate the variations among the different samples.

Fig. 5 (

 5 b) shows the output spectra measured at different input peak powers for the hybrid waveguide with 2 layers of GO, showing the similar trend as that in Fig. 4(b). The peak power of the input femtosecond optical pulses ranged from 98 W to 160 Wthe same as those in Fig. 3(b-ii). The calculated BFs for the uncoated and GO-coated Si3N4 waveguides versus the input peak power are shown in Fig. 5(c). A maximum BF of ~3.4 is

Fig. 4 .

 4 Fig. 4. SPM experimental results using picosecond optical pulses. (a) Normalized spectra of optical pulses before and after propagation through the GO-coated Si3N4 waveguides with 1 and 2 layers of GO at an input peak power of ∼20 W. (b) Optical spectra measured at different input peak powers for the hybrid waveguides with 2 layers of GO. (c) BFs of the measured output spectra versus input peak power for the hybrid waveguides with 1 and 2 layers of GO. In (a) and (c), the corresponding results for the uncoated Si3N4 waveguides are also shown for comparison.

Fig. 5 .

 5 Fig. 5. SPM experimental results using femtosecond optical pulses. (a) Normalized spectra of optical pulses before and after propagation through the GO-coated Si3N4 waveguides with 1 and 2 layers of GO at an input peak power of ∼160 W. (b) Optical spectra measured at different input peak powers for the hybrid waveguides with 2 layers of GO. (c) BFs of the measured output spectra versus input peak power for the hybrid waveguides with 1 and 2 layers of GO. In (a) and (c), the corresponding results for the uncoated Si3N4 waveguides are also shown for comparison

Fig. 6 .

 6 Fig. 6. (a) Measured and fit spectra of input picosecond optical pulses. (b-i) Measured and fit output spectra after propagation through the uncoated Si3N4 waveguides. (b-ii) Simulated spectra evolution along the uncoated Si3N4 waveguide. (c-i) Measured and fit output spectra after propagation through the hybrid waveguide with 1 layer of GO. (c-ii) Simulated spectra evolution along the hybrid waveguide with 1 layer of GO. (d-i) Measured and fit output spectra after propagation through the hybrid waveguide with 2 layers of GO. (d-ii) Simulated spectra evolution along the hybrid waveguide with 2 layers of GO. Insets in (c-ii) and (d-ii) show zoomin views for the GO-coated regions. In (b) -(d), the peak power of the input picosecond pulses is ~20 W.

Fig. 7 .

 7 Fig. 7. (a) Measured and fit spectra of input femtosecond optical pulses. (b-i) Measured and fit output spectra after propagation through the uncoated Si3N4 waveguides. (b-ii) Simulated spectra evolution along the uncoated Si3N4 waveguide. (c-i) Measured and fit output spectra after propagation through the hybrid waveguide with 1 layer of GO. (c-ii) Simulated spectra evolution along the hybrid waveguide with 1 layer of GO. (d-i) Measured and fit output spectra after propagation through the hybrid waveguide with 2 layers of GO. (d-ii) Simulated spectra evolution along the hybrid waveguide with 2 layers of GO. Insets in (c-ii) and (d-ii) show zoom-in views for the GO-coated regions. In (b) -(d), the peak power of the input femtosecond pulses is ~160 W.

Figs. 8

 8 (a) and (b) show the calculated BFs versus Lc and input peak power (Ppeak) for picosecond and femtosecond optical pulses after propagation through the hybrid waveguides, respectively. In each figure, (i) and (ii) show the results for the waveguides with 1 and 2 layers of GO, respectively. The coating position is fixed at L0 = 0.7 mm -the same as those of the fabricated devices in Sections III and IV. The black points mark the parameters corresponding to the SPM measurements in Section IV, where the calculated BFs are consistent with the experimental results in Figs. 4 and 5. The BF increases with both Lc and Ppeak, with maximum BFs of 4.2 (at Lc = 19.3 mm and Ppeak = 30 W) and 25.0 (at Lc = 19.3 mm and Ppeak = 240 W)

Figs. 8

 8 Figs.8(c) and (d) show the calculated BFs versus L0 and Ppeak for picosecond and femtosecond optical pulses after propagation through the hybrid waveguides, respectively, where the film length is fixed at Lc = 1.4 mm. The simulation results marked by the black points also agree well with the experimental results in Figs.4 and 5. The BF increases with Ppeak -a trend similar to that in Figs.8(a) and (b). In contrast, it decreases with L0, with the maximum value being achieved at L0 = 0. This indicates that the largest spectral broadening can be achieved by coating GO films at the beginning, as expected since the light power is highest at the start of the waveguide.As discussed in Section III, the decreased loss induced by the SA in the GO films affects the SPM performance. In Figs. 9(a) and (b), we show the influence of the SA on the spectral broadening of picosecond and femtosecond optical pulses after propagation through the hybrid waveguide with 2 layers of GO, respectively. In each figure, the solid curve shows the result when considering the SA that induces a slightly reduced loss, whereas the dashed curve shows the result that was calculated using a constant linear loss of GO measured at low CW powers (i.e., the loss in Fig.3(a)). As can be seen, the SA of GO has a positive influence and yields more significant spectral broadening for both the picosecond and femtosecond optical pulses. The difference for the femtosecond pulses is more obvious, showing a similar trend to the results for the loss decrease in Fig.3(b) and reflecting that there is a more significant influence of the SA on the spectral broadening for optical pulses with higher peak powers.

Fig. 8 .

 8 Fig. 8. (a) BFs versus GO film length (Lc) and input peak power (Ppeak) for picosecond optical pulses after propagation through the hybrid waveguides. (b) BFs versus Lc and Ppeak for femtosecond optical pulses after propagation through the hybrid waveguides. (c) BFs versus GO coating position (L0) and Ppeak for picosecond optical pulses after propagation through the hybrid waveguides. (d) BFs versus L0 and Ppeak for femtosecond optical pulses after propagation through the hybrid waveguides. In (a) -(d), (i) and (ii) show the corresponding results for the waveguides with 1 and 2 layers of GO, the black points mark the results corresponding to the device parameters and input powers in Figs. 4(a) and 5(a). In (a) and (b), L0 = 0.7 mm. In (c) and (d), Lc = 1.4 mm.

Fig. 9 .

 9 Fig. 9. (a) Comparison of spectral broadening of picosecond optical pulses after propagation through the GO-Si3N4 waveguide with and without considering the SA of GO. (b) Comparison of spectral broadening of femtosecond optical pulses after propagation through the GO-Si3N4 waveguide with and without considering the SA of GO. In (a) and (b), N = 2, Lc = 1.4 mm, and L0 = 0.7 mm. The peak power for the picosecond and femtosecond optical pulses are 20 W and 160 W, respectively.