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Introduction

Driven by the ever-growing greenhouse gas emissions, mainly CO2, research directs to energy productions from 'greener' alternatives, such as wind and solar energy has recently received significant attention in the research community 1 . However, since they generate intermittent electrical power, there is a need for an energy storage device for optimal matching of energy demand and supply [2][3][4][5] . Currently, Li-ion 6 and Pbacid 7,8 batteries are widely used energy storage systems; however, concerns over their safety and limited energy density require alternative energy storage devices [9][10][11] .

Redox-flow batteries (RFBs) are promising alternatives because they decouple energy storage and power output to meet customer demand, have a long lifetime and can operate at ambient temperature and pressure 3 12-15 . Among them is the Zinc (Zn) slurry-air RFB, a type of Zn-air battery which uses a suspension of Zn particles in aq. KOH electrolyte solution as the negative electrode and electrolyte. It is regarded as a potential energy storage technology due to its relatively high specific capacity, eco-friendliness, safety and inexpensive cost (wide abundance of Zn and O2) 16,17 . In addition to the Zn slurry, the battery consists of a membrane and an air electrode.

The membrane in Zn slurry-air flow battery (ZSAFB) is used to conduct charge-carrying ions between the electrodes and avoid short circuit. The membrane should exhibit robust alkaline stability, high ionic (hydroxide, OH -) conductivity and no or low zincate (Zn(OH)4 2-) ion crossover to develop a long-term Zn slurry-air RFB. The utilization of porous membranes in Zn-air batteries 18 has been reported to result in in considerable Zn(OH)4 2-ion crossover [START_REF] Tsehaye | Membranes for Zinc-Air Batteries: Recent Progress, Challenges and Perspectives[END_REF] , resulting in loss of capacity [START_REF] Lee | Electrospun Polyetherimide Nanofiber Mat-Reinforced, Permselective Polyvinyl Alcohol Composite Separator Membranes: A Membrane-Driven Step Closer toward Rechargeable Zinc-Air Batteries[END_REF] and blockage of air electrode by the formed ZnO particles (Zn(OH) 4 2-→ ZnO + 𝐻 2 𝑂 + 2𝑂𝐻 -). To reduce the Zn(OH)4 2-ion crossover, various porous membrane modification strategies, including ion-selective polymer coating [START_REF] Hwang | Selective Ion Transporting Polymerized Ionic Liquid Membrane Separator for Enhancing Cycle Stability and Durability in Secondary Zinc-Air Battery Systems[END_REF][START_REF] Krejčí | Transport of Zn ( OH ) 4 2 -Ions across a Polyolefin Microporous Membrane[END_REF][START_REF] Tsehaye | Pristine and Modified Porous Membranes for Zinc Slurry-Air Flow Battery[END_REF] and nanoparticles filling [START_REF] Kiros | Separation and Permeability of Zincate Ions through Membranes[END_REF] have been attempted. These, on the other hand, have been linked to a decrease in ionic conductivity.

Another possibility is to use anion exchange membranes (AEMs), which are regarded as promising candidates and are frequently proposed for use in Zn-air batteries [START_REF] Fu | Electrically Rechargeable Zinc-Air Batteries: Progress, Challenges, and Perspectives[END_REF][START_REF] Li | Recent Advances in Zinc-Air Batteries[END_REF] . An AEM containing a sulfonium cation was reported to show lower permeation of Zn(OH)4 2-ions than a Celgard ® 5550 [START_REF] Dewi | Cationic Polysulfonium Membrane as Separator in Zinc-Air Cell[END_REF] . The Zn-air cell employing the prepared AEM showed six-fold higher discharge capacity than that of the polypropylenebased cell. Moreover, AEMs based on Poly(2,6-dimethyl-1,4-phenylene oxide) (PPO) and three different amines were fabricated and employed in primary Zn-air batteries [START_REF] Abbasi | Poly(2,6-Dimethyl-1,4-Phenylene Oxide)-Based Hydroxide Exchange Separator Membranes for Zinc-Air Battery[END_REF] . Among them, the PPO-trimethylamine membrane had a Zn(OH)4 2-ion crossover of only 1.9 × 10 -14 m 2 /s, which was considered to be related to the membrane's proper ionic channels. Additionally, commercial AEMs, Tokuyama A201 [START_REF] Fu | A Flexible Solid-State Electrolyte for Wide-Scale Integration of Rechargeable Zinc-Air Batteries[END_REF][START_REF] Zhang | Laminated Cross-Linked Nanocellulose/Graphene Oxide Electrolyte for Flexible Rechargeable Zinc-Air Batteries[END_REF] and Fumatech FAA-3 [START_REF] Kwon | Transparent Bendable Secondary Zinc-Air Batteries by Controlled Void Ionic Separators[END_REF][START_REF] Soni | A 3-D Nanoribbon-like Pt-Free Oxygen Reduction Reaction Electrocatalyst Derived from Waste Leather for Anion Exchange Membrane Fuel Cells and Zinc-Air Batteries[END_REF] have been tested in different Zn-air cells. However, despite the intriguing potential of AEMs for these batteries, it is still a relatively unexplored topic 18,[START_REF] Tsehaye | Membranes for Zinc-Air Batteries: Recent Progress, Challenges and Perspectives[END_REF] . The correlation between AEM characteristics and Zn-air battery performance, in particular, has not been thoroughly investigated.

One of the biggest challenges for using AEMs in electrochemical applications, such as alkaline batteries, is alkaline stability [START_REF] Zhang | Imidazolium Functionalized Polysulfone Anion Exchange Membrane for Fuel Cell Application[END_REF][START_REF] Varcoe | Anion-Exchange Membranes in Electrochemical Energy Systems[END_REF][START_REF] Yang | A Strategy to Construct Alkali-Stable Anion Exchange Membranes Bearing Ammonium Groups via Flexible Spacers[END_REF] . Chemical instability of the fixed functional groups, polymer backbone and/or spacer can all cause chemical degradation of such ionomers. Cationic degradation, in particular, is regarded to be the primary reason why most present-day polymer-based AEMs rapidly degrade in alkaline conditions above 80 °C. Linear polyaromatic AEMs incorporating piperidinium and 6-azonia-spiro [5.5]undecane (ASU), an alkaline stable N-spirocyclic quaternary ammonium (QA) [START_REF] Marino | Alkaline Stability of Quaternary Ammonium Cations for Alkaline Fuel Cell Membranes and Ionic Liquids[END_REF] , cations via superacid-mediated polycondensation have been reported by Jannasch's research group [START_REF] Olsson | Arylene Piperidinium) Hydroxide Ion Exchange Membranes: Synthesis, Alkaline Stability, and Conductivity[END_REF][START_REF] Pham | Arylene Alkylene)s with Pendant N -Spirocyclic Quaternary Ammonium Cations for Anion Exchange Membranes[END_REF] . The poly(terphenyl dimethyl-piperidinium)-based AEMs showed no sign of degradation in 2 M NaOH at 60 °C for two weeks [START_REF] Olsson | Arylene Piperidinium) Hydroxide Ion Exchange Membranes: Synthesis, Alkaline Stability, and Conductivity[END_REF] .

Moreover, Strasser et al. [START_REF] Strasser | Base Stable Poly(Diallylpiperidinium Hydroxide) Multiblock Copolymers for Anion Exchange Membranes[END_REF] prepared a multiblock AEM copolymers containing poly(diallylpiperidinum hydroxide) cation, which lost only 8% of its ionic conductivity after storage under harsh alkaline condition

(1 M KOH, 80 °C) for 120 h. Recently, PPOs with 3,6-diazaspiro [5.5]undecane were prepared following two steps of quaternization method [START_REF] Xue | Phenylene Oxide)s Incorporating N-Spirocyclic Quaternary Ammonium Cation/Cation Strings for Anion Exchange Membranes[END_REF] . However, compared to ASU, the cation was reported to have inferior alkaline stability because of the cation's tertiary N atom which resulted in both Hofmann elimination and SN2 substitution.

Another issue associated with alkaline stability of AEM is that AEMs quaternized in their benzylic positions (close to the polymer backbone) are sensitive towards chemical degradation, thus unstable especially in highly alkaline medium at high temperature [START_REF] Nuñez | Quantitative 1 H NMR Analysis of Chemical Stabilities in Anion-Exchange Membranes[END_REF] . Membranes with tethered benzyltrimethyl ammonium cations were reported to break into small pieces after 3 days, whereas comb-shaped AEMs retained their mechanical strengths in 1 M NaOH at 80 °C for 83 days [START_REF] Li | Highly Stable, Anion Conductive, Comb-Shaped Copolymers for Alkaline Fuel Cells[END_REF] . Moreover, cations placed directly on the benzylic positions limit the ionic functions mobility and prevent phase separation, a prerequisite for highly conductive AEMs [START_REF] Dang | Exploring Different Cationic Alkyl Side Chain Designs for Enhanced Alkaline Stability and Hydroxide Ion Conductivity of Anion-Exchange Membranes[END_REF] .

In this study, methyldiallylammonium groups were attached to a PPO via a 6-C long spacer (PPO-6CH2-Q)

to prevent benzylic position instability and facilitate phase separation. PPO was chosen for its high glass transition temperature, mechanical strength, chemical stability and low cost [START_REF] Xu | Poly(2,6-Dimethyl-1,4-Phenylene Oxide) (PPO)-A Versatile Starting Polymer for Proton Conductive Membranes (PCMs)[END_REF][START_REF] Ran | Anion Exchange Membranes (AEMs) Based on Poly(2,6-Dimethyl-1,4-Phenylene Oxide) (PPO) and Its Derivatives[END_REF] . Furthermore, to overcome the difficulty of grafting N-spirocyclic quaternary ammonium cationic groups onto polymer backbone structures [START_REF] Strasser | Base Stable Poly(Diallylpiperidinium Hydroxide) Multiblock Copolymers for Anion Exchange Membranes[END_REF][START_REF] Pham | Aromatic Polymers Incorporating Bis-N -Spirocyclic Quaternary Ammonium Moieties for Anion-Exchange Membranes[END_REF] , ultraviolet (UV)-curing method is used to graft the N, N-diallylpiperidinium chloride (DAPCl) monomer onto the modified PPO polymer backbone. Multi-cation side chains have been reported

to enhance the chemical stability and OH -conductivity of ion exchange membranes [START_REF] Cheng | Novel Self-Cross-Linked Multi-Imidazolium Cations Long Flexible Side Chains Triblock Copolymer Anion Exchange Membrane Based on ROMP-Type Polybenzonorbornadiene[END_REF] . In order to investigate the impact of ion exchange capacity (IEC) on water state, ionic conductivity, zincate ion crossover and battery performance, the monomer to PPO-6CH2-Q polymer ratio was varied from 0.5 to 3. The prepared AEMs were tested for alkaline and thermal stabilities and characterized using atomic force microscopy and differential scanning calorimetry, which were used to investigate phase separation and water state in the membranes, respectively. Finally, the performance of the AEMs in ZSAFBs was studied by recording and comparing their polarization curves. 

Polymer synthesis

PPO-CO-Br: PPO with 6-C pendant chain (PPO-6CO-Br) was synthesized by slightly altering the method discussed elsewhere [START_REF] Hibbs | Alkaline Stability of Poly(Phenylene)-Based Anion Exchange Membranes with Various Cations[END_REF][START_REF] Parrondo | Synthesis and Alkaline Stability of Solubilized Anion Exchange Membrane Binders Based on Poly(Phenylene Oxide) Functionalized with Quaternary Ammonium Groups via a Hexyl Spacer[END_REF] . In a round bottom reaction flask, PPO (5 g) was dissolved in chlorobenzene (200 mL) and flushed with Ar. The reaction flask was kept at 0 °C for 30 mins before adding 6-BHC (9.6 mL) and AlCl3 (2.5 g). Finally, the temperature was increased to room temperature (RT) for 24 h. The alkyl brominated PPO mixture was precipitated by using methanol, filtered and dried at 60 o C to obtain a white solid product (7.1 g). The degree of bromination/functionalization (around 33%) was evaluated using the 1 H NMR spectroscopy.

PPO-6CH2-Br:

The ketone groups in the PPO-6CO-Br polymer were reduced as follows. In a 350 mL heavy wall pressure vessel (pressure reactor purchased from chemglass), PPO-6CO-Br (1 g, 6.85 mmol ketone groups) was dissolved in 1,2-dichloroethane (40 mL), and then trifluoroacetic acid (40 mL, 685 mmol) and triethylsilane (4 mL, 68.5 mmol) were added. The reaction was performed, at 100 o C for 24 h, under pressure to prevent the solvent from evaporation and to raise the reaction temperature beyond the solvent-reactive mixture boiling point. The reaction mixture was neutralized with aq. KOH solution (30 wt.

%, 100 mL) until the pH becomes neutral. The organic phase was then separated and precipitated using methanol. Subsequent dissolving in chloroform and re-precipitating in methanol were performed to remove the remaining triethylsilane and purify the obtained product. The collected polymer product (PPO-6CH2-Br) was dried at 60 o C and its degree of ketone reduction was calculated using the 1 H NMR peak areas.

PPO-6CH2-Q:

The PPO-6CH2-Br polymer was first dissolved in 5 wt. % NMP at 40 o C. To completely replace the bromine groups, methydiallylamine was added in excess (2.5 molar) and the reaction was allowed to run for 72 h. The quaternized polymer (PPO-6CH2-Q) was collected by precipitation with diethyl ether and dried under vacuum (35 o C). The complete replacement of bromine atoms with the amine was confirmed using 1 H NMR. The protocol followed to prepare PPO-6CO-Br, PPO-6CH2-Br and PPO-6CH2-Q is shown in scheme I.

Scheme I: Schematic representation of PPO-6CO-Br, PPO-6CH2-Br and PPO-6CH2-Q polymers preparation.

N, N-Diallylpiperidinum chloride

DAPCl was prepared following a procedure previously published with slight modifications (Scheme II) [START_REF] Strasser | Base Stable Poly(Diallylpiperidinium Hydroxide) Multiblock Copolymers for Anion Exchange Membranes[END_REF][START_REF] Olsson | Poly( N , N -Diallylazacycloalkane)s for Anion-Exchange Membranes Functionalized with N -Spirocyclic Quaternary Ammonium Cations[END_REF] .

First, 20 mL deionized (DI) water was added to a 250 mL reaction flask, followed by NaOH (12 g) at 0 °C.

Once the mixture was completely dissolved, 25.54 g piperidine was added. Next, 26.3 mL allyl bromide was added dropwise, after which it was reacted at RT for 6 h. Separatory funnel was used to collect the oil layer and chloroform was added to the aqueous layer remaining for one-time extraction. The chloroform was then removed by rotary vacuum evaporator. The product was neutralized by washing it with DI water, then drying it over Na2SO4 and filtering it with filter paper, with the remaining liquid product (Nallylpiperidine, 32.7 g) was collected for the following step. The yield was calculated to be 86%.

In the second step, the prepared N-allylpiperidine, allyl chloride (25.1 g) and DI water (60 mL) were added into a reaction flask. The reaction, protected with copper filament, was heated at 65 °C for two days. The oil part was then separated and poured into excess acetone, which was thoroughly stirred. Following a 48 h of drying at 40 °C, the solid DAPCl (32.8 g, 62% yield) was obtained.

Scheme II. Schematic representation of DAPCl synthesis.

Membrane preparation

Four AEMs with different IECs were prepared using UV-initiated polymerization in a similar way to our previous study [START_REF] Tsehaye | Study of Anion Exchange Membrane Properties Incorporating N-Spirocyclic Quaternary Ammonium Cations and Aqueous Organic Redox Flow Battery Performance[END_REF] . The membrane preparation was performed as follows. The appropriate amounts of each species (polymer, DAPCl monomer and initiator) were solubilized in a mixture of 1, 2-dichloroethane and NMP and the solutions are cast on a petri dish. The mixture solution was covered with aluminum foil with small holes to keep it out of the light and permit the 1,2-dichloroethane evaporation at RT. The filmcontaining petri dish was degassed to remove O2. The viscous homogenous solution was cross-linked via UV-irradiation for 3 min under Ar. The membrane-containing petri dish was put in a 60 °C oven overnight.

Following NMP evaporation, the AEM was collected and immersed in DI water to wash out any remaining solvents, monomers and non-grafted Poly(DAPCl). As shown in the Figure 1, the AEMs consists of pyrrolidinium and poly(5-azoniaspiro[4.5]decane) cations. 

UV-induced radical polymerization

Atomic force microscopy (AFM)

The surface morphology of the AEMs (OH -form) was studied by tapping mode AFM analysis using Si probes (with a spring constant 5 N/m) and resonance frequency 60-80 kHz. The surface of the membranes was imaged immediately after adding a drop of DI water at RT and 40-60% relative humidity using Nanowizard (JPK) of CIME Nanotech platform (Grenoble, France). The height and phase images were taken at the same time in a hard tapping conditions, with a 0.7-0.8 ratio of Asp to A0 controlling the tip's interaction with the specimen. In these operating settings, phase images are recognized to contribute the most to morphology in these types of samples. The image processing was done with "Gwyddion" and the image analysis was done with "ImageJ" open-source software. Previously reported procedure [START_REF] James | Interpretation of Contrast in Tapping Mode AFM and Shear Force Microscopy. A Study of Nafion[END_REF] was used to identify the ionic and hydrophobic domains. Five images of PPO-6CH2-3x membrane were evaluated.

Ion exchange capacity (IEC) and water uptake (WU)

The IECs of the AEMs were determined through Mohr titration method. The prepared AEMs were first converted to Br -form by immersing in 1 M NaBr at 50 o C for two days. The membrane samples were then rinsed several times with DI water and dried at 50 °C overnight. The AEMs were weighed and transferred to NaNO3 solution (0.2 M, 25 mL) for two days at RT. Three samples of the resultant solution were titrated with 0.01 M aq. AgNO3, with K2CrO4 indicator. Finally, the IECs were calculated using equations (1 &2):

𝐼𝐸𝐶 𝐵𝑟-= 𝑉𝑜𝑙𝑢𝑚𝑒 × 𝐶𝑜𝑛𝑐𝑒𝑛𝑡𝑟𝑎𝑡𝑖𝑜𝑛 𝑜𝑓 𝐴𝑔𝑁𝑂 3 𝑔 𝑑𝑟𝑦 𝑚𝑒𝑚𝑏𝑟𝑎𝑛𝑒 = 0.01 × 𝑉𝑜𝑙𝑢𝑚𝑒 𝐴𝑔𝑁𝑂 3 𝑔 𝑑𝑟𝑦 𝑚𝑒𝑚𝑏𝑟𝑎𝑛𝑒 (1) 
𝐼𝐸𝐶 𝑂𝐻-= 𝐼𝐸𝐶 𝐵𝑟- 1- 𝐼𝐸𝐶 𝐵𝑟-(𝑀 𝐵𝑟--𝑀 𝑂𝐻-) 1000 = 𝐼𝐸𝐶 𝐵𝑟- 1-0.0629 × 𝐼𝐸𝐶 𝐵𝑟- (2) 
The water uptake (WU) capacity of the membranes was determined gravimetrically from their wet and dry weights, as shown in equation (3):

𝑊𝑈(%) = (𝑊𝑒𝑡 𝑚𝑒𝑚𝑏𝑟𝑎𝑛𝑒 𝑤𝑒𝑖𝑔ℎ𝑡-𝑑𝑟𝑦 𝑚𝑒𝑚𝑏𝑟𝑎𝑛𝑒 𝑤𝑒𝑖𝑔ℎ𝑡) 𝑑𝑟𝑦 𝑚𝑒𝑚𝑏𝑟𝑎𝑛𝑒 𝑤𝑒𝑖𝑔ℎ𝑡 × 100 (3) 
The reported IEC titration and WU of the AEMs are an average of at least three measurements.

The hydration number (λ) was estimated as follows equation ( 4 (5)

Differential scanning calorimetry (DSC)

The number (N) of bound or non-freezable water and bulky or freezable water in the AEMs were determined by DSC (Mettler-Toledo DSC1 instrument). AEM samples were immersed in water for a week. Wet membrane samples (approximately 10 mg), weighed after mopping their surface with tissue paper, were sealed in Al sample container. The thermal cycle was programmed to lower from RT to -50 °C. It was followed by heating up to 25 o C at 5 K/min scan rate under N2 (50 mL/min). The Nnon-freezable and Nfreezable were determined using equations 6 and 7:

𝑁 𝑓𝑟𝑒𝑒𝑧𝑎𝑏𝑙𝑒 = 𝑀 𝑓𝑟𝑒𝑒 𝑀 𝑡𝑜𝑡 × 𝜆 = Δ𝐻 𝑓𝑟𝑒𝑒 /Δ𝐻 𝑖𝑐𝑒 𝑀 𝑡𝑜𝑡 × λ (6) 
Where Mtot and Mfree are the masses of the total and freezable water molecules, respectively. ΔHfree enthalpy is determined by integrating the area under the DSC peak. ΔHice is taken to be 334 J/g.

𝑁 𝑛𝑜𝑛-𝑓𝑟𝑒𝑒𝑧𝑎𝑏𝑙𝑒 = 𝜆 -𝑁 𝑓𝑟𝑒𝑒𝑧𝑎𝑏𝑙𝑒 (7)

Alkaline stability

The chemical degradation of the samples was determined by monitoring the changes in Cl -ion conductivity after immersion in different alkaline solutions (6 M KOH at RT and 1 M KOH at 60 °C) during two weeks.

Moreover, to simulate the practical ZSAFB application, the stability of the membranes in alkaline Zn slurry electrolyte at RT was studied.

Thermogravimetric analysis

Thermal properties of the membranes were determined by thermogravimetric analysis under N2. Dry membrane samples were heated from RT to 800 °C with 10 °C/min heating rate.

Zincate ions crossover

A home-made diffusion cell was employed to quantitatively determine the zincate ion crossing through the prepared AEMs [START_REF] Lee | Electrospun Polyetherimide Nanofiber Mat-Reinforced, Permselective Polyvinyl Alcohol Composite Separator Membranes: A Membrane-Driven Step Closer toward Rechargeable Zinc-Air Batteries[END_REF][START_REF] Hwang | Selective Ion Transporting Polymerized Ionic Liquid Membrane Separator for Enhancing Cycle Stability and Durability in Secondary Zinc-Air Battery Systems[END_REF][START_REF] Abbasi | Poly(2,6-Dimethyl-1,4-Phenylene Oxide)-Based Hydroxide Exchange Separator Membranes for Zinc-Air Battery[END_REF][START_REF] Kim | Artificially Engineered, Bicontinuous Anion-Conducting/-Repelling Polymeric Phases as a Selective Ion Transport Channel for Rechargeable Zinc-Air Battery Separator Membranes[END_REF] . In this diffusion cell design, the enriched chamber contained 6 M KOH and Zn(OH)2 (0.3 M, solubility limit at RT) and the depleted chamber contained only 6 M aq. KOH. The 0.5 cm 2 membrane was put between the chambers and atomic absorption spectroscopy (AAS) was used to quantify the amount of zincate ion on the depleted side. 

2.5.9 Single Zn slurry-air cell assembly and electrochemical performance A single Zn slurry-air cell containing air cathode, membrane and Zn slurry with a CuNi plate was used. The catalyst ink consists of Pt/C catalyst, FAA-3 ionomer (23 wt. %. of the catalyst layer, Fumatech), DI water and isopropanol. The Pt loading was 1 mg/cm 2 . After 15 min of sonication in an ultrasonic water bath, the prepared suspension was sprayed over a gas diffusion layer (5 cm 2 ) (SGL Carbon, 29BC, Germany). The Zn slurry was prepared in the same manner as described in our previous study [START_REF] Choi | Development of Flow Fields for Zinc Slurry Air Flow Batteries[END_REF] , and the battery electrochemical performance was tested as stated in that study.

The ZSAFB (Figure 2), employing the four prepared AEMs, performance was studied by current-voltage characteristic curves. EIS measurements were performed to determine the ohmic resistance of the battery with the various AEMs. The flow rates of the Zn slurry in the negative electrode and synthetic air in the air cathode were 160 and 100 mL/min, respectively. 

Results and discussion

Polymers and monomer preparation

The reaction protocol followed to prepare the polymer is summarized in scheme I. The bromination, ketone reduction and quaternization reaction products involved during the preparation of PPO-6CH2-Q were confirmed using 1 H NMR. The bromination of PPO polymer with a 6-C spacer containing a ketone group in the benzylic position using 6-bromohexanoyl chloride in a Friedel-Crafts acylation was performed based on slight modification of the method discussed in the literature [START_REF] Hibbs | Alkaline Stability of Poly(Phenylene)-Based Anion Exchange Membranes with Various Cations[END_REF][START_REF] Parrondo | Synthesis and Alkaline Stability of Solubilized Anion Exchange Membrane Binders Based on Poly(Phenylene Oxide) Functionalized with Quaternary Ammonium Groups via a Hexyl Spacer[END_REF] . The peak at around 3.0 ppm (denoted as peak i) represents to the protons bonded to the carbon next to the ketone group. The bromination degree was determined from the proportion of the 1 H NMR integrals of protons in -CH2Br and the CH3 groups from the PPO (at 2.1 ppm) (Figure 3a). The functionalization ratio was fixed at 33% bromo-alkylation of PPO structural unit. The bromination was followed by ketone reduction i.e., peak i was shifted from 3 ppm to 1.7 ppm and a new peak appeared (denoted k, 2.8 ppm). The reduction of ketone groups is important because the proton in the α-position of the ketone can form enolate anions, which are strong nucleophiles and can degrade the functional groups of the membrane [START_REF] Parrondo | Synthesis and Alkaline Stability of Solubilized Anion Exchange Membrane Binders Based on Poly(Phenylene Oxide) Functionalized with Quaternary Ammonium Groups via a Hexyl Spacer[END_REF] . The ketone reduction degree (96-98%) was calculated from 1 H NMR spectra (Figure 3b). In the next step, the bromine alkyl side chain was reacted with diallylmethylamine and the quaternized PPO with methyldiallylammonium was obtained (PPO-6CH2-Q).

As shown in the NMR of the PPO-6CH2-Q (Figure 3c), where new peaks matching with the protons of diallylmethylammonium appeared. The QA cationic monomer based on piperidine containing allyl groups, i.e., DAPCl, was synthesized in two steps following a procedure reported in the literature [START_REF] Strasser | Base Stable Poly(Diallylpiperidinium Hydroxide) Multiblock Copolymers for Anion Exchange Membranes[END_REF][START_REF] Olsson | Poly( N , N -Diallylazacycloalkane)s for Anion-Exchange Membranes Functionalized with N -Spirocyclic Quaternary Ammonium Cations[END_REF] . The 1 H NMR spectra of DAPCl is shown in Figure S1.

Ion exchange capacity

The crosslinked AEMs with thickness between 45 and 65 µm were obtained by copolymerizing PPO-6CH2-Q with DAPCl. The ratio between PPO quaternized ammonium side chain and DAPCl was varied between 0.5 to 3 in order to prepare membranes with poly-ionic side chains, with IEC varying between 2.3 and 3.6 mmol OH -/g. The prepared AEMs titrated IEC (Table 1) was found to vary between 2 and 3.4 mmol OH - /g, slightly lower than the theoretical ones due to (i) incomplete polymerizations of DAPCl and (ii) the formation of poly(DAPCl), not-bonded to PPO-6CH2-Q, which were removed from the membrane during the water washing step. Based on the titrated IEC values, the per cent (%) of DAPCl incorporated into the PPO-6CH2-Q was calculated (DAPCl yield, Table 1). The DAPCl yield (%) increased with increasing of DAPCl to polymer ratio due to, probably, the higher number of double bonds and/or low viscosity of the solution. It can be noted that the conversion for this class of copolymers is higher than for our previous results in which the CH2Br was directly bonded to the PPO backbone [START_REF] Tsehaye | Study of Anion Exchange Membrane Properties Incorporating N-Spirocyclic Quaternary Ammonium Cations and Aqueous Organic Redox Flow Battery Performance[END_REF] )feed × 100.

Water uptake, ionic conductivity and surface morphology

An optimized membrane water uptake content is required for developing hydrated ionic domains as well as maintenance of membrane mechanical strength and selectivity. The water uptakes of the PPO-6CH2-0.5x and PPO-6CH2-3x membranes in OH -at RT were 32 wt.% and 105 wt.%, respectively (Table 2). The increase of IEC of the membranes induces a large water-uptake because of the lengthening of the hydrophilic chains and decreases of the crosslinking density and stiffness. The water uptake of the prepared membranes is lower when compared to membranes based on PPO containing poly(DAPCl) with similar IEC, in which the allyl function was directly bonded to PPO backbone [START_REF] Tsehaye | Study of Anion Exchange Membrane Properties Incorporating N-Spirocyclic Quaternary Ammonium Cations and Aqueous Organic Redox Flow Battery Performance[END_REF] .

AEM with a high OH -ion conductivity is essential for the development of high power density batteries. As the Zn slurry-air flow battery operates at RT, an AEM with high OH -ion conductivity at RT is needed.

Table 2 shows the OH -and Cl -(measured for comparison purpose) ions conductivities of the crosslinked AEMs. The OH -ions conductivity of the AEMs seems to be about 2.7-4 times higher than that of their respective Cl -ions conductivity mainly due to the difference in molar conductivities of the ions (Cl -= 7.631 and OH -= 19.86 mS m 2 /mol), in agreement with findings reported in the literature [START_REF] Hou | Recyclable Cross-Linked Anion Exchange Membrane for Alkaline Fuel Cell Application[END_REF] . As shown in Table 2, the AEMs ionic conductivity and water uptake varied significantly depending on their IEC. Generally speaking, ionic conductivity is dependent on the charge carrier concentration and their mobility. The increase in the IEC causes an increase in the amount of the charge carrier as well as their mobility. Indeed, the mobility of the charge carrier increases with an increase in water uptake. For instance, a fully hydrated PPO-6CH2-3x membrane has a OH -conductivity of 19 mS/cm at RT. This high value proves an efficient transportation of OH -ion and well-connected ion channels [START_REF] Xue | Phenylene Oxide)s Incorporating N-Spirocyclic Quaternary Ammonium Cation/Cation Strings for Anion Exchange Membranes[END_REF] , as shown in the AFM images of PPO-6CH2-3x membrane (Figure 4). 

Hydration number and water states in the membrane

The λ of the membranes was found to increase with the IEC. As shown in Table 3, PPO-6CH2-1x membranes have approximately three more water molecules per functional group than PPO-6CH2-0.5x membranes, with averages of 7.8 and 11.6, respectively. PPO-6CH2-2x and PPO-6CH2-3x, on the other hand, had higher hydration numbers, around 14 and 16.4, respectively. Similar values have been reported for other AEMs in the literature [START_REF] Xue | Phenylene Oxide)s Incorporating N-Spirocyclic Quaternary Ammonium Cation/Cation Strings for Anion Exchange Membranes[END_REF][START_REF] Weiber | Ion Distribution in Quaternary-Ammonium-Functionalized Aromatic Polymers: Effects on the Ionic Clustering and Conductivity of Anion-Exchange Membranes[END_REF] .

To determine whether the water molecules are in interaction with the ionic species or in water clusters, DSC measurements were performed. The DSC curves are given in Figure S2. There is no freezable water detected in the PPO-6CH2-0.5x membrane, as shown in Table 3. Similarly, on the PPO-6CH2-1x membrane, a very small amount of freezable water was detected. It can be concluded that nearly all of the water absorbed in these two membranes are in strong interaction with the ionic function [START_REF] Liu | Anion Conducting Multiblock Copolymers with Multiple Head-Groups[END_REF] . Contrarily, the other two membranes, PPO-6CH2-2x and PPO-6CH2-3x, showed a freezable water molecule of about 2 and 6 water molecules, respectively, suggesting the presence of bulk water which are not associated with the ionic functions [START_REF] Lue | Water States in Perfluorosulfonic Acid Membranes Using Differential Scanning Calorimetry[END_REF] . Overall with the exception of PPO-6CH2-0.5x membrane, regardless of the membranes IEC and water uptake, it appears that about 11 water molecules per ionic function are in strong interaction with the polymer. Excess water molecules, on the other hand, are freely available in the membrane.

Similarly, we recently reported the amounts of freezable and non-freezable water molecules in benzylic substituted PPO-based AEMs containing N-spirocyclic QA cations [START_REF] Tsehaye | Study of Anion Exchange Membrane Properties Incorporating N-Spirocyclic Quaternary Ammonium Cations and Aqueous Organic Redox Flow Battery Performance[END_REF] . For example, a membrane with an IEC of 2.84 mmol Cl -/g was found to have 7 ± 0.8 freezable water molecules per ionic function. 
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Zincate ions crossover

Minimizing zincate ion crossover is critical in rechargeable ZSAFB. To determine the best compromise between OH -ion conductivity and ion selectivity, the zincate ion crossover through these AEMs was measured and compared. As shown in Figure 5, the Zn ions concentration in the depleted side increased over time for all the membranes. For e.g., for PPO-6CH2-3x membrane, less than 5% of the Zn species crossed to the second compartment after one week. The low Ds of zincate ion of the prepared AEMs (Table 4) could be explained by the selectivity of the ionic channels resulting from the nanophase separated morphology [START_REF] Abbasi | Poly(2,6-Dimethyl-1,4-Phenylene Oxide)-Based Hydroxide Exchange Separator Membranes for Zinc-Air Battery[END_REF] . The membranes with higher amount of freezable or bulky water exhibited a higher Zn(OH)4 2-ions crossover. A larger amount of water in the ionic domains is directly related to larger ionic channel sizes and presence of free water, resulting in lower ionic species selectivity. As a result, the membranes permselectivity decreases as the IEC increases. The diffusion coefficients of zincate ions through various types of membranes, including AEMs, have been reported in the literature [START_REF] Tsehaye | Membranes for Zinc-Air Batteries: Recent Progress, Challenges and Perspectives[END_REF] . 

Membrane stability

Long-term AEM stability in a highly alkaline solution is required for long-term use in rechargeable

ZSAFBs. The PPO-6CH2-3x (membrane with the highest IEC) was chosen as a representative sample since it is easier to correctly measure changes in ionic conductivity (and/or IEC) when membranes with high IEC are used [START_REF] Parrondo | Synthesis and Alkaline Stability of Solubilized Anion Exchange Membrane Binders Based on Poly(Phenylene Oxide) Functionalized with Quaternary Ammonium Groups via a Hexyl Spacer[END_REF] .

As shown in Table 2, a fully hydrated pristine PPO-6CH2-3x membrane has a Cl -ion conductivity of 6.6 mS/cm at RT. The Cl -ion conductivity of the PPO-6CH2-3x remains constant after 14 days of immersion in both 6 M KOH (aq.) solution and Zn-slurry at RT. Moreover, the membrane maintained above 92% of its Cl -ion conductivity after two weeks under an accelerated degradation test (1 M KOH, 60 °C). Loss in ionic conductivity of AEMs in alkaline media is mainly caused by chemical degradation of the cation and/or polymer backbone used [START_REF] Wang | Alkali-Stable Partially Fluorinated Poly(Arylene Ether) Anion Exchange Membranes with a Claw-Type Head for Fuel Cells[END_REF] . However, it must be also noted that a minor decline in conductivity can also be caused by AEM morphology change instead of chemical degradation [START_REF] Dang | Alkali-Stable and Highly Anion Conducting Poly(Phenylene Oxide)s Carrying Quaternary Piperidinium Cations[END_REF] . The mechanical flexibility and integrity of the investigated membrane seem not to be affected after the alkaline stability tests. Chemically degraded membranes are often reported to become brittle and cracked into pieces [START_REF] You | Highly Conductive and Chemically Stable Alkaline Anion Exchange Membranes via ROMP of Trans -Cyclooctene Derivatives[END_REF] . When compared to the base-stable N-spirocyclic-based AEMs reported in the literature, the present AEMs demonstrated comparable [START_REF] Strasser | Base Stable Poly(Diallylpiperidinium Hydroxide) Multiblock Copolymers for Anion Exchange Membranes[END_REF][START_REF] Xue | Phenylene Oxide)s Incorporating N-Spirocyclic Quaternary Ammonium Cation/Cation Strings for Anion Exchange Membranes[END_REF] or superior stability [START_REF] Shen | Multi-Block Poly(Ether Sulfone) for Anion Exchange Membranes with Long Side Chains Densely Terminated by Piperidinium[END_REF][START_REF] Shang | Anion Exchange Membranes Based on Poly (Ether Ether Ketone) Containing N-Spirocyclic Quaternary Ammonium Cations in Phenyl Side Chain[END_REF] under similar testing conditions. A comparison of N-spirocyclic QA-based AEMs alkaline stability is summarized in Table S1.

The high base-stability of the prepared AEMs could be due to: (i) the constrained ring conformation of the cation used inducing high transition energies for Hofmann elimination and substitution degradations [START_REF] Marino | Alkaline Stability of Quaternary Ammonium Cations for Alkaline Fuel Cell Membranes and Ionic Liquids[END_REF] , (ii) the grafting of the ionic side chain through a hydrophobic spacer to the polymer backbone which simultaneously removes the poor stability of PPO benzylic function [START_REF] Xue | Phenylene Oxide)s Incorporating N-Spirocyclic Quaternary Ammonium Cation/Cation Strings for Anion Exchange Membranes[END_REF][START_REF] Dang | A Comparative Study of Anion-Exchange Membranes Tethered with Different Hetero-Cycloaliphatic Quaternary Ammonium Hydroxides[END_REF] and improves the microphase separation, making the PPO chain less susceptible to chemical attack 67 and (iii) the crosslinking, which improves the mechanical properties and limits the mobility of OH -into the hydrophilic domain [START_REF] Zhang | Ether Spaced N-Spirocyclic Quaternary Ammonium Functionalized Crosslinked Polysulfone for High Alkaline Stable Anion Exchange Membranes[END_REF] .

Jannasch et al., [START_REF] Olsson | Poly( N , N -Diallylazacycloalkane)s for Anion-Exchange Membranes Functionalized with N -Spirocyclic Quaternary Ammonium Cations[END_REF] reported the excellent alkaline stability of poly(DAPCl) at 120 °C for 14 days.

The thermal stability of PPO-6CH2-3x membrane was also investigated with TGA under N2 atmosphere (Figure S3). The membrane showed two stages degradation behaviour. The first weight loss, which begins at around 300 °C is due to the heterocyclic QA groups [START_REF] Olsson | Poly( N , N -Diallylazacycloalkane)s for Anion-Exchange Membranes Functionalized with N -Spirocyclic Quaternary Ammonium Cations[END_REF] , which occurs at higher temperature than that of common QA groups [START_REF] Xue | Phenylene Oxide)s Incorporating N-Spirocyclic Quaternary Ammonium Cation/Cation Strings for Anion Exchange Membranes[END_REF] . The last degradation which occurred at above 400 °C is ascribed to the PPO polymer backbone, and remaining Poly(DAPCl). Two stages thermal degradation of poly(DAPCl) has been reported in the literature [START_REF] Olsson | Poly( N , N -Diallylazacycloalkane)s for Anion-Exchange Membranes Functionalized with N -Spirocyclic Quaternary Ammonium Cations[END_REF] .

In summary, the prepared AEMs are thermally and chemically stable enough to be employed in alkaline ZSAFB, which typically use 6 M (aq.) KOH and operate at RT.

Single ZSAFB performance

The prepared AEMs are suitable candidates for ZSAFB applications due to their high OH -ion conductivity, alkaline stability and low zincate ion crossover. To investigate the impact of IEC of AEMs on power capability, ZSAFB single cells were built and run with the four prepared AEMs.

The cell resistances incorporating the different membranes were measured and are summarized in Figure 6(a). As expected, the IEC of the membranes, had a major impact on the cell resistance. For e.g., PPO-6CH2-0.5x membrane-based cell exhibited the highest cell resistance (4.5 Ω cm 2 ) among the tested systems. Whereas, the battery using PPO-6CH2-3x membrane displayed the lowest cell resistance, only 0.8 Ω.cm 2 , despite the fact that this membrane is the thickest. Similar IEC dependency and pattern was established in the OH -ion conductivity of the membranes. The cell resistance determined from the current density-voltage curve (Figure 6b) was about 2-3 times higher than that of cell resistances obtained through EIS measurement. This indicates the presence of additional resistance under current which may be due to the ion transport limitations. that the AEMs are strong enough to separate the Zn-slurry electrolyte from the air electrode [START_REF] Zhang | Ether Spaced N-Spirocyclic Quaternary Ammonium Functionalized Crosslinked Polysulfone for High Alkaline Stable Anion Exchange Membranes[END_REF] . As predicted, both the cell voltage and the power density were found to depend on the discharge current.

PPO-6CH2-0.5x and 1x membranes delivered maximum power densities of 35 mW/cm 2 and 39 mW/cm 2 , respectively. The high ohmic resistance of the membranes is detrimental for the cell, as very high current density is used. The cell assembled with PPO-6CH2-3x membrane exhibited an excellent maximum power density (153 mW/cm 2 ), which is higher than that of cell assembled with PPO-6CH2-2x (137 mW/cm 2 ) membrane due its higher OH -ion conductivity. The peak power density obtained is much higher than that of the cells employing commercial porous membranes [START_REF] Tsehaye | Pristine and Modified Porous Membranes for Zinc Slurry-Air Flow Battery[END_REF] . However, the cell was further optimized here, with the addition of an ionomer inside the electrode, which improves the electrochemical reaction kinetics. Furthermore, the power density attained is one of the highest values reported for Zn-air batteries employing AEMs. As summarized elsewhere [START_REF] Tsehaye | Membranes for Zinc-Air Batteries: Recent Progress, Challenges and Perspectives[END_REF] It's also worth noting that the maximum power density is not the only factor to consider when selecting a membrane. Other parameters, such as the degree of zincate species crossover (i.e., closely related to capacity fade), should be evaluated as well. Overall, because the peak power densities of the single cells employing PPO-6CH2-2x and PPO-6CH2-3x membranes are similar, and the PPO-6CH2-2x membrane has a much lower Zn(OH)4 2-ion crossover, it can be concluded that the PPO-6CH2-2x is more promising for rechargeable ZSAFB because it is expected to have much lower capacity fade during cyclability testing. The peak power density and Zn(OH)4 2-ion crossover tradeoff are shown in Figure 7. The cyclability of the developed system will be investigated in future works. with PPO-6CH2-3x delivered a maximum power density of 153 mW/cm 2 . On the other hand, given its low zincate ion crossover and high power density (137 mW/cm 2 ), the PPO-6CH2-2x is a very promising membrane for alkaline batteries, including rechargeable ZSAFB. In future research, we believe it is vital to look into the long-term durability of the membranes in a ZSAFB and their mechanical strengths. 
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 1 Figure 1: Schematic diagram of the AEM fabrication protocol.
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 4 Hydroxide and chloride ions conductivitiesThe Cl -and OH -ions conductivities (σ) of the membranes were determined by exchanging the resulting membranes in a saturated NaCl (1 M) and KOH (1 M), respectively, at RT for 24 h. The membranes were then washed with DI water. The ionic conductivities were determined (at RT) via a through-plane electrochemical impedance spectroscopy (EIS) in the frequency range 13 MHz -5 Hz (equation 5). To avoid carbonation process, the AEM (OH -form) resistance measurement was performed in a home-made glove-box under continuous Ar flow. membrane thickness (cm) Membrane active area (𝑐𝑚 2 )× 𝑀𝑒𝑚𝑏𝑟𝑎𝑛𝑒 𝑟𝑒𝑠𝑖𝑠𝑡𝑎𝑛𝑐𝑒 (Ω)

Figure 2 :

 2 Figure 2: Image of the ZSAFB.

Figure 3 : 1 H

 31 Figure 3: 1 H NMR spectrum of PPO-6CO-Br (a), PPO-6CH2-Br (b) and PPO-6CH2-Q (c).

Figure 4 :

 4 Figure 4: AFM phase image of PPO-6CH2-3x membrane (scan size 1 µm x 0.5µm) (left) and post-treatment of AFM phase image (right); darker and lighter regions represent cationic and non-ionic groups, respectively 56 .

Figure 5 :

 5 Figure 5: Plots of zincate ion crossover as a function of time/thickness. The figure lines are drawn to guide the eye.

Figure 6 :

 6 Figure 6 : Zn slurry-air flow battery (using the prepared AEMs) resistance (a) and power density (b) measured at RT, with flow rates of the Zn slurry and synthetic air of 160 and 100 mL/min, respectively.

Figure 7 :

 7 Figure 7: The impact of membrane IEC on peak power density and Zn(OH)4 2-ion crossover.

  have successfully prepared four AEMs, in which the multi N-spirocyclic QAs were grafted to the PPO polymer backbone with 6-C spacer through UV-irradiation. The IEC of each AEM was PPO-6CH2-0.5x PPO-6CH2-1x PPO-

1 H

 1 Figure S1: 1 H NMR spectrum of (i) N-allylpiperidine in CDCl3 and of (ii) N,N-diallylpiperidinum chloride (DAPCl) in H2O.

Figure S2 :

 S2 Figure S2: DSC curves of (a) PPO-6CH2-0.5x, (b) PPO-6CH2-1x, (c) PPO-6CH2-2x and (d) PPO-6CH2-3x membranes.

Figure S3 :

 S3 Figure S3: TGA curves of PPO-6CH2-3x membrane.

  

  

  The diffusion coefficient (D) of zincate ion of each membrane was determined from the slope of time vs 𝑙𝑛(

		𝐶 𝐴 𝐶 𝐴 -𝐶 𝐵	) plot. The zincate ion concentrations in the
	depleted and enriched sides are CB (mol/L) and CA (mol/L), respectively. Additionally, the ratio of ionic
	conductivity to zincate ion diffusion coefficient is used to estimate the membranes' permselectivity as
	follows (equation 8):
	Permselectivity =	𝜎 OH-D Zn(OH) 4 2-

Table 1 .

 1 . Thickness, IEC and DAPCl yield of the prepared membranes

	AEM	Thickness (µm)	IEC (mmol Br -/g) Theoretical Titration	IEC (mmol OH -/g)*	𝐷𝐴𝑃𝐶𝑙 𝑃𝑃𝑂-6𝐶𝐻 2 -Q ** Feed Titration	DAPCl yield (%)***
	PPO-6CH2-0.5x	45 + 3			2.00	1.80 ± 0.04 2.03 ± 0.04	0.5	0.27	53
	PPO-6CH2-1x	49 + 3			2.26	2.03 ± 0.05 2.33 ± 0.05	1	0.59	59
	PPO-6CH2-2x	55 + 3			2.66	2.42 ± 0.03 2.85 ± 0.03	2	1.34	67
	PPO-6CH2-3x	60 + 3			2.91	2.80 ± 0.02 3.4 ± 0.02	3	2.52	84
	*Calculated from titration IECBr-using equation (2).	
			(	𝐷𝐴𝑃𝐶𝑙 𝑃𝑃𝑂-6𝐶𝐻 2 -Q	)𝑡itration	
				(	𝐷𝐴𝑃𝐶𝑙 𝑃𝑃𝑂-6𝐶𝐻 2 -Q	

** Molar ratio of DAPCl to PPO-6CH2-Q. *** DAPCl yield (%) =

Table 2 :

 2 WU and ionic conductivity of the prepared membranes at 20 °C

	Membranes	WU (OH -form) (%)	Ionic conductivity (mS/cm)
			Cl -	OH -
	PPO-6CH2-0.5x	32 (± 0.7)	0.94 (±0.15)	3.3 (± 0.2)
	PPO-6CH2-1x	55 (± 1.5)	1.9 (± 0.10)	5.2 (± 0.25)
	PPO-6CH2-2x	80 (± 3)	3.1 (± 0.2)	13 (± 0.32)
	PPO-6CH2-3x	105 (± 4)	6.6 (± 0.2)	19 (± 0.4)

Table 3 :

 3 Water state in the AEMs: Bulky and bound water molecules

	AEM	λOH-		ΔHf (J/g wet	ΔHf	Bulky water (wt.%) c	λ in the membrane
				membrane) a	
							(J/g water) b	Bulky	Non-freezable
	PPO-6CH2-0.5x	7.8 ± 0.3	0			0	0	0	7.8 ± 0.3
	PPO-6CH2-1x	11.6 ± 0.2	4.1 ± 0.7		11.6 ± 2	1.9 ± 0.33	0.22 ± 0.04	11.4 ± 0.1
	PPO-6CH2-2x	13.9 ± 0.5	31 ± 2.3			69.2 ± 5.1	16.6 ± 1.3	2.3 ± 0.16	11.6 ± 0.3
	PPO-6CH2-3x	16.4 ± 0.4	62 ± 3			121± 5.8	38.1 ± 1.8	6.23 ± 0.3	10.2 ± 0.4
	a. Obtained from the DSC by integrating the DSC freezing curve area.
	b. ΔH 𝑓 ( 𝑔 𝑤𝑎𝑡𝑒𝑟 ) = ΔH 𝑓 ( 𝐽 𝑔 𝑤𝑒𝑡 𝑚𝑒𝑚𝑏𝑟𝑎𝑛𝑒 ) × 𝐽	𝑚𝑒𝑚𝑏𝑟𝑎𝑛𝑒 𝑤𝑒𝑖𝑔ℎ𝑡 (𝑔) 𝑤𝑎𝑡𝑒𝑟 𝑤𝑒𝑖𝑔ℎ𝑡 𝑖𝑛 𝑡ℎ𝑒 𝑚𝑒𝑚𝑏𝑟𝑎𝑛𝑒 (𝑔)
	c. Freezable water (wt. %) =	ΔH 𝑓 ( ΔH 𝑖𝑐𝑒 , 𝑝𝑢𝑟𝑒 𝑤𝑎𝑡𝑒𝑟 𝐽 𝑔 𝑤𝑎𝑡𝑒𝑟 )	× 𝑊𝑎𝑡𝑒𝑟 𝑢𝑝𝑡𝑎𝑘𝑒 (𝑤𝑡. %).

Table 4 :

 4 Diffusion coefficient (D) of zincate ion

	AEM	D (m 2 /s)	Permselectivity (S.s/m 3 )	Ref.
	PPO-6CH2-0.5x	8.9 × 10 -15	3.7 x 10 13	
	PPO-6CH2-1x	2.8 × 10 -13	1.9 x 10 12	This study
	PPO-6CH2-2x	9.7 × 10 -13	1.3 x 10 12	
	PPO-6CH2-3x	2.3 × 10 -12	8.2 x 10 11	
	PPO-TMA	1.9 × 10 -14	9.2 × 10 13	28
	AEM-Ia3‾d	1.6 × 10 -13	7.9 × 10 12	60
	PPO-3.45 + Celgard ® 3501	5.2 × 10 -13	-	23

  controlled by changing the ratio between DAPCl and PPO-6CH2-Q. AFM analysis clearly showed welldefined phase separation in PPO-6CH2-3x membrane, which results in excellent OH -ion conductivity at room temperature. The membranes displayed an excellent alkaline stability in 1 M KOH at 60 °C, with less than 8% drop in ionic conductivity after 360 h of the stability test. Furthermore, the membranes showed no signs of chemical degradation in a typical electrolyte used in ZSAFBs. The OH - ion conductivity, amount of bulky or freezable water, permselectivity and battery performances of the AEMs were mostly influenced by the IEC of the AEMs. AEMs with low IECs, and thus little or no freezable water molecules exhibited negligible zincate ion crossover, whereas AEMs with high IECs (freezable water molecules) had much higher zincate ion crossover, implying that bulky water may play a role in increasing unwanted zincate ion crossover. Even though the IEC sacrifices the zincate ion selectivity of the AEMs, however, it merits the peak power densities of the ZSAFBs. A single ZSAFB

		IEC (mmol OH -/g)		
	2.03	2.33	2.85	3.4	2,5×10 -12
					1,5×10 -12 2,0×10 -12	diffusion coef. (m 2 /s)
						2-
						Zn(OH) 4

Table S2 .

 S2 Retention in σ and/or IEC are the remaining proportions of membrane σ and/or IEC after the alkaline test at the specified conditions. Anion exchange membranes used in Zn-air batteries. Reproduced from ref13 .

	AEM		Battery type				Electrode		Electrolyte	Peak power	Ref
					Zn electrode	Air electrode		density (mW/cm 2 )
	FAA-3-based AEM		Rechargeable Zn-air	Stainless-steel mesh coat	Cobalt oxide based commercial	6 mol KOH	9.8	14
			battery		with Zn species				PAA gel
	A201-based		Solid	flexible	Zn film and poly	Co3O4 nano-particles (<50 nm	33	15
			rechargeable	Zn-air	(vinylidene	fluoride-	particle size) Gas diffusion layer:
	Laminated cross-linked	battery		cohexafluoropropene)	(catalyst loading of 1.0 mg/cm 2 )	44
	nanocellulose/GO				polymer binder			
	(QAFCGO)							
	PPO-ASU-40 PPO-MPY		ASU Primary Zn-air battery Pure Zn plate 10 M NaOH at 80 °C, 250 h diffusion layer. Mixture of MnO2 and 53.8% (σ) Ni-foam current collector and gas	7 M KOH	70	16
	ASU-PPO		ASU		1 M NaOH(aq) at 80 °C, 720 h VXC72 as catalyst.	96.7% (σ)
	[PAPi][OH] AEM composed	of	ASU All-solid-state Zn-air	1 M NaOH 80 °C, 168 h Polished Zn foil IrO2 and 40 wt.% Pt/C, catalyst ink, 5 98.4% (σ)	-	50	8	17
	PES-NS-10% hydroxypropyltrimonium PVA/guar	Dense battery		2 M NaOH at 80 °C, 864 h wt % Nafion and ethanol 84.3% (σ) and 86.2% ( IEC)	9
	chloride (PGG-GP)		N-spirocyclic					
	CP1 PPO-3.45 + 3501		Dimethyl pyrrolinidium Zn slurry-air flow	1 M KOH at 80 °C, 720 h Zn slurry containing Zn, Catalyst ink (Pt/C catalyst with Pt 60% (σ) and 55% (IEC) Zn slurry	66	10	18
	PPO-7QPi-1.7		Piperidinium battery		1 M, NaOH at 90 C, 192 h ZnO, Carbopol and loading at 1 mg/cm 2 , isopropanol and 94% (σ) aqueous KOH. deionized water)	11
	QPEEK-spiro-pyr PPO-6CH2-3x		Pyrrolinidium Zn slurry-air flow battery	1 M NaOH at 60 °C, 480 h Zn slurry containing Zn, Catalyst ink (Pt/C catalyst mixed 81.0% (σ) ZnO, Carbopol and with Fumion FAA-3, deionized water	Zn slurry	153	This work
	QPEEK-spiro-pip		Piperidinium		aqueous KOH.		and isopropanol)	74.7% (σ)
	PPO-6CH2-3x		Poly(DAPCl)		1 M KOH at 60 °C, 336 h	92.4% (σ)	This study
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