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Comparison Analysis of Control Structures For Variable Speed Wind Turbine

Due to the increasing number of wind power plants all over the world, many studies have been carried out to assess the interaction of such plants with the distribution grid. In this context, this paper presents investigations in the design of wind turbine control systems to maximize the energy capture and their impact onto the grid. The modeling of the wind turbine is presented. Then three different speed control systems are detailed and evaluated through simulations carried out with Matlab Simulink TM . Power fluctuations on the distribution grid are then compared by considering the same wind speed fluctuations.

I. INTRODUCTION

The connection of wind turbines to the electrical distribution grid can induce some power quality problems that may affect users connected onto this grid. The stochastic nature of the wind speed variation leads to voltage and power fluctuations produced by wind turbines, which may cause flicker. The influence of wind power generation on grid power quality will depend on the type of wind turbines installed, the generation level and the characteristics of the grid at the point of common coupling. Flicker produced by power fluctuations and influence of wind turbines on the power quality remains the strongest barrier to the development of wind power generators in the distribution electrical grid (see as example the certification by the International Electrotechnical Commission: 61400-21 standard "Measurement and assessment of power quality of grid connected wind turbines"). In results direct connected wind turbines (fig. 1) represents actually no more than 15% of the electricity consumed in countries which have first oriented their energy policies to the development of wind power generators (Netherlands, ...) [NWCC 01]. Since the last decade new technologies have been introduced in wind power generation systems in order to regulate the power transfers (fig. 2). The main idea is to make the turbine speed variable (and then the wind/electricity conversion) by using power electronic converters and an intermediary dc bus [BAU 02]. However constraints remain and the transferred power is still limited by the capacitor value and the rated voltage of the dc bus [ELA 02]. The purpose of this paper is to present various wind turbine control systems for different objectives as maximum wind power tracking and constant electrical power generation. The first part of this paper presents the wind turbine model, which has been designed to simulate the dynamics of the system from the turbine rotor where the kinetic wind energy is converted to the mechanical energy. Then the principle of the variable speed control is recalled, different control systems are described and compared with the help of simulations.

II. Wind turbine modeling

A. Wind turbine modeling

The studied horizontal wind power generation system is shown on fig. 3. The power of wind is proportional with the cube of the wind speed:
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where ρ is the air density (approx. 1.22 kg/m 3 in standard atmosphere at 15°C), A is the swept area of the turbine and v is the wind speed. The power coefficient (Cp) represents the aerodynamic efficiency of the wind turbine. It depends on the tip speed ratio (λ) and the blade pitch angle (β).

B. Gearbox modelling

The gearbox has the task to transfer the aerodynamical power from the slow rotating rotor shaft to the fast rotating shaft, which drives the generator at the mechanical speed mec Ω (fig. 3). It is mathematically described by the following equations: 
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C. Drive train modelling

The drive train is composed of the mass corresponding to the large turbine rotor inertia representing the blades and the hub, and a small inertia representing the rotor mass of the generator. The proposed model only includes the turbine rotor because this part of the wind turbine has the most significant influence on the power fluctuations. The acceleration is governed by the following equation: The total inertia (J), which appears onto the generator rotor, represents the acceleration time constant. Taking into account the electromagnetic torque (T em ) and the viscous torque (T viscous ), the torque balance yields:

T viscous em gearbox mechanical T T T - - = (9)
The flexibility of the shaft is modeled as a stiffness (f): A representation of the overall system is shown on fig. 5 following a Causal Ordered Graph. All used mathematical equations are represented as balloons containing their reference number and are ordered in a causal way. The wind turbine model output is the aerodynamic torque applied on the gearbox. The inputs of the wind turbine model are the wind speed, the pitch angle and the turbine rotor speed. The gearbox model transforms the mechanical speed and the aerodynamical torque respectively into the turbine rotor speed and the gearbox torque. The drive train model output is the mechanical speed and it has two inputs: the gearbox torque and the electromechanical torque provided by the generator. Fig. 6 shows the corresponding block diagram, which has been simulated under the Matlab Simulink TM software.

For a three bladed turbine

For the wind turbine used in the study, the following form has been derived from [EZZ 00]:
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The tip speed ratio is defined as the ratio between the blade tip speed and the wind speed: The aerodynamic torque T aerodynamic is determined directly according to
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The stored power (in the inertia) is expressed as the product: 
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At constant speed operating, the mechanical torque is null and then the aero dynamical power minus the loss power is converted into electrical power as (fig. 7):

(12) loss cal aerodynami electrical
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The electrical power vs. speed curves of a typical wind turbine is given by the curves in fig. 8.

For example if the wind velocity is v 1 the output power can be raised to the maximum value at point A by setting the mechanical speed to Ω 1 . If the wind speed changes to v 2 the power output jumps to point B. For this wind velocity the maximum power can be extracted by raising the speed to Ω 2 . This shows that, as the wind speed changes, the generator speed should track these changes in order to extract the maximum power. Figure 6 shows that the turbine speed can be controlled by acting on two inputs: the blade pitch angle and the electromagnetic torque of the generator. The wind speed must be considered as a perturbation input for the system. In next sections we present various control strategies in order to maximise the electrical power known as Maximum Power Point Tracking (M.P.P.T.). These techniques consist in adjusting the electromagnetic torque of the generator in order to control the speed to the reference value (Ω ref ). Other torques, which are applied to the shaft, are then considered as perturbation inputs. For this operation the maximum power must be converted and so the angle (β) is zero. As the power must not exceed the rated generator power a pitch actuator is used to shed the aerodynamic power. For this operation, the angle is therefore increased. The wished characteristic of electrical power versus the generator rotor speed is represented in fig. 9. Whatever the used electrical generator, the obtained electromechanical torque is assumed to be equal to the reference value: In a first step one can neglect the effect of the viscous torque. Moreover, around an operating point, the generator rotor speed varies slowly. Then the dynamic equations (4) and (5) yield:

em gearbox T T = (14)
From this equation we can deduce a first control system function to set the reference value of the electromagnetic torque:

G T T T estimated cal aerodynami estimated gearbox reg em _ _ _ = = (C1)
The aerodynamical torque can be estimated with a wind speed estimation and the measurement of the generator rotor speed:

mec estimated p estimated cal aerodynami Ω G v A C T . . . 2 . 3 _ ρ = (C2)
To get the maximum of the extracted power from the wind we must set the particular tip speed ratio (λ Cp_max ), which corresponds, to Cp=C p_max (fig. 10):
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Thus we can deduce an estimation of the wind speed by measuring the mechanical speed and using the expression of the tip speed ratio [THI 93]:
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The obtained control architecture is represented in fig. 11. For the practical implementation, the reference of the electromagnetic torque is:
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B Simulation results

An averaged 12.5 m/s wind speed has been used for the simulations (fig. 12.a) with θ . We show that the power coefficient is forced at the maximum value (fig. 12.b); in consequence the rotor generator speed is adapted to wind speed variations (fig.12.c). The produced electrical power has large fluctuations (fig. 12.d). These ones have to be compensated by using the intermediary capacitor storage of dc bus (fig. 2) or any additional storage devices. We can observe that the dynamic of the power coefficient is low at the starting (fig. 12.b). By concequence the corresponding speed will not induce a maximum power extraction. The converted electrical power may be optimised by using particular fuzzy logic search algorithms based on small variations of the parameters λ Cp_max [SIM 97]. Anyway with these techniques the electrical power cannot be optimised during large transients of the wind speed and two closed loop control systems are now proposed for this purpose. 

V. Closed loop control of the wind turbine speed A Principle

The speed is measured and compared with a reference value, and then a corrector adjusts the reference torque in order to reduce this error (fig. 14).
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The speed controller has to achieve two tasks: -It must set the mechanical speed to its reference value.

-It must damp the action of the wind torque, which represents a perturbation.

To obtain an optimal tip speed ratio, the speed reference value is calculated with the knowledge of the wind speed:
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B. Phase delay controller

The first considered speed controller is a phase delay controller (fig. 15): )
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a 0 , a 1 and τ are parameters, which have to be determined, and s is the Laplace quantity. If the electrical machine is suitable controlled then the rotor speed is dependent on the speed reference through the transfer function (F(s)) and the gear box torque via a perturbation transfer function (P(s)): In order to damp the perturbation input (T gearbox ), the parameter a 0 must be large (a 0 =1000). Then the other parameters (a 1 and τ) are chosen to set a classical second order function with a natural pulsation and a damping ratio given by: 1 2 . and 0
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A 50ms response time of the closed loop control is obtained with an anticipating action, which is given with the following tracking transfer function: 
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Results with the same wind profile are shown in figures 16. The power coefficient has fewer fluctuations in comparison with the previous control method (fig.

16.b). And so, a little more power is converted when transient variations of the wind occur, but it is not significant. In steady state an error between the speed and the reference value appears (fig. 16.b). To improve the speed control other controller must be evaluated.

C. Proportional Integrator controller

The second considered speed controller is a proportional integrator controller (fig. 17): )
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where b 1 is the proportional gain, b 0 is the integral gain. The same mathematical expression of the closed loop is obtained (equ. 18) with: This control system requires the wind speed measurement. In practice it is very difficult to measure the wind speed and optimize the turbine speed accordingly. First the anemometer is located behind the rotor on the nacelle, which distorts the wind speed reading. Secondly, a single anemometer cannot measure the entire wind speed acting since the turbine's rotor sweeps a large area.

To evaluate the sensibility of this measurement a noise has been added and so introduced into the control system (fig. 19.a). The electrical power is strongly affected since the speed reference is calculated with this noisy wind speed (equ. C4).
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VII. Conclusion

In this paper a simplified modeling of a wind turbine generator has been presented. This simplified model is suitable for modeling large scale wind parks. The direct control system of wind turbines is recalled. However because the system is highly dynamical we show that a control loop of the mechanical speed is required for an optimal response change as the set-point changes. Obtained fluctuations of the electrical generated power with these control systems are then compared. It appears that closed loop control systems of the turbine speed improve the efficiency of the wind/electrical conversion. This requires an accurate wind speed measurement. ACKNOWLEDGMENT This work is part of the project 'Futurelec1' within the 'Centre National de Recherche Technologique (CNRT) of Lille'. The support of the CNRT is kindly acknowledged. 
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 4 Fig. 4. Power aerodynamic efficiency versus tip speed ratio
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 3 is the blade radius and Ω turbine is the angular speed of the turbine. The characteristic of the power aerodynamic efficiency is shown on fig.4. Using Cp, the aerodynamic power P aerodynamcal is determined by: III. WHY VARIABLE SPEED TURBINE CONTROL?

Fig. 5 .

 5 Fig. 5. Causal Ordered Graph of the wind turbine model
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 9 Fig. 9. Electrical power vs. generator rotor speed
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 8 Fig. 7. Conversion transfer of the power
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  An additional noise (see fig.13.a) has been considered for the generator speed measurement. This causes fluctuations onto the electrical power (fig.13.b) and shows the filtering requirements for this speed measurement.
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 101113 Fig. 10. Power aerodynamic efficiency versus tip speed ratio
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 14 Fig. 14: Closed loop control of the wind turbine speed
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 15 Fig.15. Closed loop control with a phase delay controller
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 18 Fig.17. Closed loop control with a PI controller
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 19 Fig. 19: Obtained results with a noisy wind speed measurement