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This research investigated the impact of draw solute and membrane material on the economic balance of a forward osmosis (FO) system pre-concentrating municipal sewage prior to an anaerobic membrane bioreactor (AnMBR). Eight and three different draw solutes were evaluated for cellulose triacetate (CTA) and polyamide thin film composite (TFC) membranes, respectively. The material of the FO membrane was a key economic driver since the net cost of TFC membrane was substantially lower than the CTA membrane. The draw solute had a moderate impact on the economic balance. The most economically favourable draw solutes were sodium acetate and calcium chloride for the CTA membrane and magnesium chloride for the TFC membrane. The FO+AnMBR performance was modelled for both FO membrane materials and each draw solute considering three FO recoveries (50, 80 and 90%). The estimated COD removal efficiency of the AnMBR was similar regardless of the draw solute and FO membrane material. However, the COD and draw solute concentrations in the permeate and digestate increased as the FO recovery increased. These results highlight that FO membranes with high permselectivity are needed to improve the economic balance of mainstream AnMBR and to ensure the quality of the permeate and digestate.

Introduction

Climate change and resource depletion are pushing a paradigm shift in wastewater treatment plants (WWTPs) to maximise the recovery of resources and reduce the consumption of chemicals and energy [START_REF] Zhang | Circular economy is game-changing municipal wastewater treatment technology towards energy and carbon neutrality[END_REF]. In this new paradigm, membrane bioreactors play a central role since these technologies provide a physical barrier for solids and pathogens, which allows producing high-quality effluents and improving the performance of the bioreactor [START_REF] Krzeminski | Membrane bioreactors -A review on recent developments in energy reduction, fouling control, novel configurations, LCA and market prospects[END_REF].

Anaerobic membrane bioreactor (AnMBR), which combines membrane technology and anaerobic digestion, is an interesting biotechnology for municipal sewage treatment [START_REF] Vinardell | Advances in anaerobic membrane bioreactor technology for municipal wastewater treatment: A 2020 updated review[END_REF]. In AnMBRs, the sewage organic matter is transformed into methane-rich biogas and the biomass is completely retained by the membrane [START_REF] Anjum | Trends and progress in AnMBR for domestic wastewater treatment and their impacts on process efficiency and membrane fouling[END_REF][START_REF] Hu | Identification of sustainable filtration mode of an anaerobic membrane bioreactor for wastewater treatment towards low-fouling operation and efficient bioenergy production[END_REF]. Several full-scale AnMBRs have already been implemented for the treatment of different types of industrial wastewater [START_REF] Zhen | Anaerobic membrane bioreactor towards biowaste biorefinery and chemical energy harvest: Recent progress, membrane fouling and future perspectives[END_REF]. However, full-scale implementation of AnMBRs for municipal sewage treatment is limited because municipal sewage is typically less concentrated and represents a larger volumetric flow rate than industrial wastewater. The high volumetric flow rate and the low organic matter concentration of municipal sewage: (i) increases the AnMBR capital and operating costs, (ii) decreases the methane productivity per m 3 of sewage, and (iii) increases the total amount of methane dissolved in the effluent [START_REF] Ferrari | Anaerobic membrane bioreactor for biogas production from concentrated sewage produced during sewer mining[END_REF][START_REF] Zahedi | Enhancing biogas production from the anaerobic treatment of municipal wastewater by forward osmosis pretreatment[END_REF].

Accordingly, it is important to develop technologies for sewage pre-concentration to improve the competitiveness of AnMBR for municipal sewage treatment.

Forward osmosis (FO) is an emerging membrane technology to pre-concentrate municipal sewage with low energy input, low fouling and high rejection of organic matter [START_REF] Awad | The status of forward osmosis technology implementation[END_REF][START_REF] Wang | Forward osmosis technology for water treatment: Recent advances and future perspectives[END_REF]. FO is spontaneously driven by the osmotic pressure difference between the feed solution and the saline draw solution [START_REF] Blandin | Submerged osmotic processes: Design and operation of hollow fiber forward osmosis modules[END_REF]. The osmotic pressure gradient between both solutions drives the permeation of water from the feed solution to the draw solution through the dense FO membrane [START_REF] Almoalimi | Enhancing ammonium rejection in forward osmosis for wastewater treatment by minimizing cation exchange[END_REF]. The most used materials for FO membranes are cellulose triacetate (CTA) and polyamide thin film composite (TFC) [START_REF] Kim | Comprehensive assessment of the effects of operating conditions on membrane intrinsic parameters of forward osmosis (FO) based on principal component analysis (PCA)[END_REF]. The application of FO pre-concentration allows increasing the sewage organic matter concentration and decreasing the volumetric flow rate [START_REF] Ansari | Forward osmosis as a platform for resource recovery from municipal wastewater -A critical assessment of the literature[END_REF]. Moreover, a regeneration technology (e.g. reverse osmosis (RO), nanofiltration, membrane distillation) is typically used to re-concentrate the draw solution and produce high-quality water from the diluted draw solution [START_REF] Cabrera-Castillo | FO-MD setup analysis for acid mine drainage treatment in Chile: An experimental-theoretical economic assessment compared with FO-RO and single RO[END_REF][START_REF] Kim | Environmental and economic impacts of fertilizer drawn forward osmosis and nanofiltration hybrid system[END_REF]. The combination of FO, RO and AnMBR technologies for municipal sewage treatment can provide potential economic advantages in comparison with typical WWTP configurations (Vinardell et al., 2020a).

Draw solute selection is important since it affects the water and solute fluxes through FO membranes [START_REF] Ansari | Selection of forward osmosis draw solutes for subsequent integration with anaerobic treatment to facilitate resource recovery from wastewater[END_REF][START_REF] Arcanjo | Draw solution solute selection for a hybrid forward osmosis-membrane distillation module: Effects on trace organic compound rejection, water flux and polarization[END_REF]. Small inorganic solutes (e.g. NaCl, KCl) have been widely used as draw solutes because they feature high diffusivities and mitigate the detrimental effect of internal concentration polarisation (ICP) on water flux [START_REF] Lutchmiah | Forward osmosis for application in wastewater treatment: A review[END_REF][START_REF] Shaffer | Forward osmosis: Where are we now?[END_REF]. However, these solutes generally feature high reverse solute fluxes (RSF) due to their high diffusivity [START_REF] Zou | Tackle reverse solute flux in forward osmosis towards sustainable water recovery: reduction and perspectives[END_REF]. The RSF from the draw to the feed solution: (i) increases the salinity of the sewage and (ii) increases the draw solution replenishment costs [START_REF] Ferby | Reduction of reverse solute flux induced solute buildup in the feed solution of forward osmosis[END_REF]. The higher salinity in the pre-concentrated sewage could partially inhibit anaerobic bacteria with a direct impact on the AnMBR biogas production and effluent quality (both permeate and digestate) [START_REF] Vinardell | Anaerobic membrane bioreactor performance at different wastewater pre-concentration factors: An experimental and economic study[END_REF]. Therefore, the selection of the draw solute should contemplate both FO and AnMBR performance since solute selection can have a high impact on the technical and economic feasibility of combining both technologies.

Few studies have evaluated the impact of the draw solute on FO and anaerobic digestion performance [START_REF] Ansari | Selection of forward osmosis draw solutes for subsequent integration with anaerobic treatment to facilitate resource recovery from wastewater[END_REF][START_REF] Bacaksiz | Techno-economic preferability of costperformance effective draw solutions for forward osmosis and osmotic anaerobic bioreactor applications[END_REF]. [START_REF] Bacaksiz | Techno-economic preferability of costperformance effective draw solutions for forward osmosis and osmotic anaerobic bioreactor applications[END_REF] evaluated the performance of different inorganic and organic draw solutes in the FO system and the inhibitory impact of these solutes on anaerobic digestion. The authors showed that the draw solute has a direct impact on the water flux and RSF of the CTA FO membrane.

Anaerobic digestion batch experiments showed that the RSF of inorganic draw solutes could inhibit the anaerobic digestion process, while organic draw solutes could increase methane production. Finally, [START_REF] Bacaksiz | Techno-economic preferability of costperformance effective draw solutions for forward osmosis and osmotic anaerobic bioreactor applications[END_REF] conducted a preliminary economic analysis and reported that CaCl2, MgCl2, HCOONa and CH3COONa were the most economically favourable draw solutes. However, the economic analysis only included the draw solute purchase cost, but did not include all the capital, operating costs and revenue (e.g. FO installation, labour, maintenance, membrane replacement, electricity production) influenced by the draw solute and FO membrane material. To the best of the authors' knowledge, the combined impact of draw solute and FO membrane material on the economic balance of a system combining FO and AnMBR technologies has not yet been evaluated. Accordingly, a detailed techno-economic analysis is needed to understand how these factors influence the economic feasibility of an FO+AnMBR system for municipal sewage treatment.

The main objective of this study is to evaluate the impact of draw solute and FO membrane material on the economic balance of an FO+AnMBR system for municipal sewage treatment. To this end, two FO membrane materials (CTA and TFC) and eight different draw solutes (NaCl,MgCl2,KCl,CaCl2,Na2SO4,MgSO4,Ca(NO3)2 and CH3COONa) were considered for the techno-economic analysis.

Methodology

Design criteria and draw solutes selection

Figure 1 shows the FO+AnMBR configuration evaluated in this study. The chosen configuration was a closed-loop scheme using a synthetic solution as a draw solution. The diluted draw solution was regenerated by means of RO to re-establish the initial osmotic pressure and to produce high-quality water. The draw solute was replenished (by topping up with salts) to keep the osmotic pressure constant in the loop despite losses of the draw solute through FO and RO membranes. The FO recovery was fixed at 80% because this is one of the most used FO recovery values in the literature for FO pre-concentration systems before anaerobic digestion (values range between 50 and 90%) [START_REF] Ansari | Assessing the integration of forward osmosis and anaerobic digestion for simultaneous wastewater treatment and resource recovery[END_REF][START_REF] Vinardell | Anaerobic membrane bioreactor performance at different wastewater pre-concentration factors: An experimental and economic study[END_REF]. The pre-concentrated municipal sewage was considered to be fed to an AnMBR configured as a continuous stirred tank reactor. The membranes were submerged in a separate membrane tank where gas sparging was applied to control the membrane fouling extent since this is the most common strategy for membrane fouling control in AnMBRs [START_REF] Maaz | Anaerobic membrane bioreactors for wastewater treatment: Novel configurations, fouling control and energy considerations[END_REF]. The AnMBR was considered to be operated at a solids retention time (SRT) of 60 days and at an hydraulic retention time (HRT) of 1 day (Vinardell et al., 2020a).

The selection of the draw solutes used for the economic evaluation was performed from available data for CTA and polyamide TFC commercial membranes. Regarding CTA membranes, seven inorganic and one organic draw solutes were evaluated: NaCl, MgCl2, KCl, CaCl2, Na2SO4, MgSO4, Ca(NO3)2 and CH3COONa [START_REF] Achilli | Selection of inorganic-based draw solutions for forward osmosis applications[END_REF][START_REF] Ansari | Selection of forward osmosis draw solutes for subsequent integration with anaerobic treatment to facilitate resource recovery from wastewater[END_REF]. Regarding TFC membranes, three different inorganic draw solutes were evaluated: NaCl, MgCl2 and MgSO4 [START_REF] Sanahuja-Embuena | Role of operating conditions in a pilot scale investigation of hollow fiber forward osmosis membrane modules[END_REF]. This research did not include the same draw solutes for both membranes due to the limited data available in the literature regarding draw solute permeability in TFC membranes. The osmotic pressure of the draw solution before entering to the FO modules was considered to be 28 bar for all the solutes, which is within the osmotic pressure range reported in previous studies [START_REF] Achilli | Selection of inorganic-based draw solutions for forward osmosis applications[END_REF][START_REF] Sanahuja-Embuena | Role of operating conditions in a pilot scale investigation of hollow fiber forward osmosis membrane modules[END_REF]. The concentration of each draw solute at this osmotic pressure can be found in Table 1.

The economic analysis was conducted for a high-sized WWTP treating 100,000 m 3 d -1 of municipal sewage (500,000 population equivalent). The municipal sewage was prefiltered (~50 µm) before FO to prevent substantial fouling and clogging in the FO membranes and to decrease the amount of suspended solids fed to the AnMBR. The prefiltered municipal sewage contained a total chemical oxygen demand (COD) concentration of 420 mg COD L -1 , which was fractionated in biodegradable soluble COD (64.3%), inert soluble COD (19.1%), biodegradable particulate COD (7.1%) and inert particulate COD (9.5%) (Vinardell et al., 2020a).

FO process design and modelling

The water flux (JW) and RSF (JS) through dense FO membranes were modelled for all draw solutes and both membranes. Eq. (1) and Eq. ( 2) were used to model JW and JS, respectively [START_REF] Tiraferri | A method for the simultaneous determination of transport and structural parameters of forward osmosis membranes[END_REF]. These equations considered that the active layer faced the feed side and included the effect of (i) dilutive ICP on the support layer, (ii) concentrative external concentration polarisation (ECP) on the active layer and (iii) RSF from the draw solution to the sewage [START_REF] Blandin | Opportunities to reach economic sustainability in forward osmosis-reverse osmosis hybrids for seawater desalination[END_REF].
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Eq. ( 1)
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where Jw is the water flux (L m -2 h -1 ), JS is the reverse draw solute flux (g m -2 h -1 ), A is the water permeability (L m -2 h -1 bar -1 ), B is the draw solute permeability (L m -2 h -1 ), ᴨD is the osmotic pressure in the draw solution (bar), ᴨF is the osmotic pressure in the feed solution (bar), cD is the draw solute concentration in the draw solution (g L -1 ), cF is the draw solute concentration in the feed solution (g L -1 ), k is the mass transfer coefficient of Aquaporin TFC membrane parameters A, B and S were chosen as they were available in the literature and are representative for commercial CTA and TFC membranes. Detailed information about the A, B and S parameters as well as about the properties of the different draw solutes can be found in Table 1.

the draw solute (L m -2 h -1 ), D is the self-diffusion coefficient of the draw solute (L m -1 h - 1 )

Modelling AnMBR performance

The AnMBR performance was modelled for the different FO alternatives (i.e. draw solutes, membrane materials and FO recoveries) to calculate the COD removal, the amount of methane recovered and the quality of the permeate. The presence of draw solute in the pre-concentrated sewage due to RSF could partially inhibit anaerobic biomass (i.e. Na + , K + , Ca 2+ , Mg 2+ ), introduce an electron acceptor (i.e. SO4 2-and NO3 -)

and/or introduce an electron donor (i.e. CH3COO -). The concentration of each draw solute in the AnMBR influent can be found in Table S1 of the supplementary information.

A steady state mass balance was used to model the AnMBR including a non-competitive inhibition function to determine the impact of draw solute concentration on anaerobic digestion performance (Eq. ( 3)). Subsequently, the total organic matter concentration in the AnMBR permeate was calculated using Eq. ( 4):
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Eq. ( 3) S e = S S + S I Eq. ( 4) where Q0 is the pre-concentrated sewage flow rate (m 3 d -1 ), SS,0 is the biodegradable organic matter (particulate and soluble) concentration in the pre-concentrated sewage (kg COD m -3 ), km,ac is the specific maximum uptake rate for acetogenic methanogens (kg COD kg -1 CODcell d -1 ), Ss is the soluble biodegradable organic matter concentration in the AnMBR and in the permeate (kg COD m -3 ), KS,ac is the half-saturation constant for acetogenic methanogens (kg COD m -3 ), KI50 is the 50% inhibitory constant for the draw solute (kg COD m -3 ), Scat is the cation concentration (i.e. Na + , K + , Ca 2+ , Mg 2+ ) of the draw solute in the AnMBR (kg COD m -3 ), Xac is the biomass concentration of acetogenic methanogens, which was considered to be a 10% of the biomass (kg CODcell m -3 ) [START_REF] Ariesyady | Functional bacterial and archaeal community structures of major trophic groups in a full-scale anaerobic sludge digester[END_REF], V is the volume of the AnMBR (m 3 ), Qe is the permeate flow rate (m 3 d -1 ), Se is the total soluble organic matter concentration in the AnMBR permeate (kg COD m -3 ) and SI is the soluble inert organic matter concentration in the influent (kg COD m -3 ). The model parameters used in Eq. ( 3) can be found in Table S21 of the supplementary material. Eq. (3) and Eq. (4) assumed that: (i) methanogenesis is the ratelimiting step, (ii) all the biodegradable particulate organic matter is solubilised in the AnMBR because of the high SRT (60 days), (iii) particulate organic matter hydrolysis does not generate soluble inert material, (iv) the AnMBR waste sludge flow rate is negligible compared to the permeate flow rate and (v) the KI50 values are literature averages and potential acclimation to inhibitors was not considered.

The methane production was calculated considering: (i) the biodegradable COD removed in the AnMBR, (ii) the presence of electron acceptors (i.e. SO4 2-and NO3 -) from the draw solution that could consume part of the COD, (iii) the presence of external COD coming from the draw solution (i.e. acetate) that could be an additional organic source for methane production and (iv) that a fraction on the methane remains dissolved in the effluent, which was calculated with Henry's law. It was considered that the organic matter consumed when sulphate and nitrate were contained in the pre-concentrated sewage corresponded to 2.01 mg COD mg -1 SO4 2--S and 2.86 mg COD mg -1 NO3 --N, respectively [START_REF] Metcalf | Wastewater Engineering: Treatment and Resource Recovery[END_REF].

Costs and revenue calculation

Draw solution has a direct impact on the FO capital and operating costs since it affects the water and the draw solute RSF through FO membranes. The RSF could also impact the amount of methane recovered in the AnMBR and the quality of the permeate. This section describes the costs and revenue considered for the economic evaluation. The cost calculation was conducted considering a fixed FO recovery of 80% and a draw solution osmotic pressure of 28 bar for all draw solutes and FO membrane materials (see Section 2.1). It is worth mentioning that the costs and revenue that were not influenced by the draw solute or the FO membrane material were not considered for the economic evaluation (e.g. AnMBR capital and operating costs, RO capital costs, energy consumption, water production) since these costs and revenue are assumed to be similar regardless of the draw solute and FO membrane material used. Table S3 of the supplementary material shows detailed information about the parameters used for costs and revenue calculations.

FO capital and operating costs

The methodology used to calculate the capital costs of the FO system can be found in Vinardell et al. (2020a), who adapted the methodology proposed by [START_REF] Blandin | Opportunities to reach economic sustainability in forward osmosis-reverse osmosis hybrids for seawater desalination[END_REF] to estimate the FO costs. Briefly, the capital costs of the FO system were estimated considering relationships with capital costs of typical full-scale spiral wound RO systems since (i) RO systems are rather similar to FO systems and (ii) there are more data available concerning the costs of RO systems than FO systems [START_REF] Blandin | Opportunities to reach economic sustainability in forward osmosis-reverse osmosis hybrids for seawater desalination[END_REF]. Firstly, a benchmark RO scenario was established, which corresponded to an RO installation requiring a similar membrane area than the FO installation using NaCl as a draw solute.

The capital cost of the benchmark RO scenario was estimated (i) considering an RO membrane cost of 21 € m -2 (Valladares Linares et al., 2016) and (ii) using the RO cost distribution shown in Table S43 of the supplementary material. Second, the capital cost of the FO system for the NaCl was estimated (i) considering an FO membrane cost of 55 £ m -2 (49 € m -2 ) [START_REF] Valladares Linares | Life cycle cost of a hybrid forward osmosislow pressure reverse osmosis system for seawater desalination and wastewater recovery[END_REF] and (ii) considering that specific cost contributors of the RO system could be partially (or totally) extendible to FO capital costs (e.g. civil engineering, equipment and materials, pumps) (Table S43). Finally, the FO capital costs for all the other draw solute scenarios were calculated from the FO capital costs of the NaCl scenario and considering that specific cost contributors were dependent on the FO membrane area (Table S43). The capital costs dependent on the FO membrane area were included in the economic evaluation since the costs that did not depend on the FO membrane area were not influenced by the draw solute and, therefore, are out of the scope of the present study.

The operating costs of the FO system accounted for membrane replacement, labour and maintenance. The membrane replacement cost was calculated assuming a membrane lifetime of 4 years [START_REF] Yangali-Quintanilla | Lowering desalination costs by alternative desalination and water reuse scenarios[END_REF]. The labour and maintenance costs were considered to be dependent on the size of the FO installation. Specifically, the labour and maintenance costs accounted for 1% and 2.25% of the capital costs, respectively [START_REF] Fritzmann | State-of-the-art reverse osmosis desalination[END_REF]Vinardell et al., 2020a).

Draw solution replenishment costs

The draw solution needs to be replenished due to losses of draw solute through both FO and RO membranes. Draw solute losses through FO membranes were calculated for each solute using Eq. (2) (see Section 2.2), while the draw solute losses through RO membranes were calculated using the Reverse Osmosis System Analysis (ROSA) software (Filmtec Corporation, US). Detailed information of the input parameters to ROSA can be found in Table S5 of the supplementary material. The purchase cost of each draw solute was obtained from [START_REF] Bacaksiz | Techno-economic preferability of costperformance effective draw solutions for forward osmosis and osmotic anaerobic bioreactor applications[END_REF] and is reported in Table 1.

Energy production

The energy production was calculated considering a methane calorific value of 55 MJ kg - 1 [START_REF] Metcalf | Wastewater Engineering: Treatment and Resource Recovery[END_REF]. The produced methane was combusted in a CHP unit with electrical and thermal efficiencies of 33 and 55%, respectively [START_REF] Riley | Techno-economic assessment of CHP systems in wastewater treatment plants[END_REF][START_REF] Vinardell | Anaerobic membrane bioreactor performance at different wastewater pre-concentration factors: An experimental and economic study[END_REF]. The capital and operating costs of the CHP unit were 712 € kWel - 1 and 0.0119 € kWhel -1 , respectively [START_REF] Riley | Techno-economic assessment of CHP systems in wastewater treatment plants[END_REF]. The lifetime of the CHP unit was considered to be 20 years [START_REF] Whiting | Life cycle environmental impacts of generating electricity and heat from biogas produced by anaerobic digestion[END_REF]. The electricity produced in the CHP unit was considered to be sold at a price of 0.1283 € kWh -1 (Eurostat, 2021).

Economic evaluation

The capital expenditures (CAPEX), operating expenditures (OPEX) and electricity revenue were calculated for the different draw solutes and FO membranes. Eq. ( 5) and Eq. ( 6) were used to calculate the present value (PV) of the gross cost and electricity revenue, respectively. Subsequently, the PV of the net cost was calculated as the difference between the PV of the gross cost and the PV of the electricity revenue (Eq. ( 7)).

PV GC = CAPEX + ∑ OPEX t (1+i) t T t=1
Eq. ( 5)

PV ER = ∑ ER t (1+i) t T t=1
Eq. ( 6)

PV NC = CAPEX + ∑ OPEX t -ER t (1+i) t T t=1
Eq. ( 7)

where PVGC is the PV of the gross cost (€), PVER is the PV of the electricity revenue (€), PVNC is the PV of the net cost (€), CAPEX is the capital expenditure (€), OPEXt is the operating expenditure at year t (€), ERt is the electricity revenue at year t (€), i is the discount rate (5%) and T is the plant lifetime (20 years).

Results and discussion

Impact of draw solute and membrane material on the economic balance of the

FO+AnMBR system

Figure 2 illustrates the PV of the gross cost, electricity revenue and net cost for the different draw solutes and both membrane materials. The results show that the net cost of TFC membrane was substantially lower than the net cost of the CTA membrane regardless of the draw solute. The difference between both membranes can be mainly attributed to the higher water permeability and higher solute selectivity of TFC membrane in comparison with CTA membrane (Table 1). From these results, it is possible to conclude that the enhanced permselectivity (A/B ratio) [START_REF] Shaffer | Forward osmosis: Where are we now?[END_REF] achieved with TFC membrane is an important factor influencing the economics of the process. The structural parameter (S), which relates to the properties of the membrane support layer, was lower for TFC membrane than for CTA membrane (Table 1). In this study, the membrane properties of the TFC membrane were obtained from Sanahuja-Embuena et al. ( 2019), who used a commercial Aquaporin membrane module and reported S values lower than commercial CTA membranes. Achieving a low S parameter is important to decrease the effect of ICP on the support layer and to increase the effective osmotic pressure difference between the draw and feed solutions [START_REF] Blandin | Opportunities to reach economic sustainability in forward osmosis-reverse osmosis hybrids for seawater desalination[END_REF]. These results illustrate that the improved properties of novel TFC membranes allowed increasing the water flux and reducing the draw solute flow rate through the FO membranes, which had a direct impact on FO installation and draw solution replenishment costs. However, further research is necessary to better understand the impact of membrane material on the economic balance of the FO+AnMBR system by using other commercial CTA and TFC membranes.

The draw solute had a moderate impact on the economic balance of the FO+AnMBR system (Figure 2). Regarding CTA membrane, CH3COONa and CaCl2 were the most economically competitive draw solutes. CH3COONa featured a slightly lower net cost than CaCl2 despite the higher gross cost of CH3COONa. This can be attributed to the higher electricity revenue achieved in the AnMBR when using CH3COONa as draw solute since the fraction of CH3COONa that permeates from the draw solution to the sewage through the FO membrane is converted into methane. The net cost of MgCl2 and Na2SO4 were slightly higher than CH3COONa and CaCl2. Despite its relatively low FO membrane fluxes (~4.6 L m -2 h -1 LMH), Na2SO4 was one of the most economically favourable draw solutes (Table 1). The good economic prospect of Na2SO4 can be attributed to the relatively low RSF of Na2SO4 through FO membranes (~2.5 g m -2 h -1 ) that decreased the replenishment costs of the draw solute. However, the presence of sulphate in the pre-concentrated sewage decreases the amount of energy recovered in the AnMBR because of the competition between methanogens and sulphate reducing bacteria (SRB) for the available organic matter (Figure 2). Additionally, the higher concentration of sulphate in sewage increases the production of H2S in the AnMBR that could (i) partially inhibit anaerobic microorganisms, (ii) increase the requirements for biogas desulphurisation and (iii) reduce the durability of the infrastructure and hinder the longterm operability of the AnMBR (out of the scope of the present study).

Figure 2 also shows that the economic balance of NaCl, Ca(NO3)2 and KCl was little attractive since these solutes featured the highest RSF (>4 g m -2 h -1 ) despite achieving relatively high FO membrane fluxes (>5.7 L m -2 h -1 ). This is particularly important for Ca(NO3)2 because high RSF increases the concentration of nitrate in the sewage that, in turn, decreases the amount of organic matter available for methane production (Figure 2).

Furthermore, high RSFs could enhance biofouling and scaling on FO active layer due the interaction of the sewage compounds with the draw solute cations (i.e. Na + , Ca 2+ , Mg 2+ ) [START_REF] She | Relating reverse and forward solute diffusion to membrane fouling in osmotically driven membrane processes[END_REF][START_REF] Zou | Tackle reverse solute flux in forward osmosis towards sustainable water recovery: reduction and perspectives[END_REF]. These results illustrate that the selection of a suitable draw solute for FO+AnMBR system requires a compromise solution considering the capability of the draw solute to achieve high water fluxes with limited RSF.

Regarding TFC membrane, MgCl2 was the most economically favourable draw solute followed by NaCl and MgSO4 (Figure 2). This is in agreement with the net cost results obtained with CTA membrane since the same trend was observed for these three solutes.

However, further experimental work is needed to expand the results of the TFC membrane by testing other draw solutes, such as KCl, CaCl2, Na2SO4, Ca(NO3)2 and CH3COONa. Finally, it is worth mentioning that MgSO4 was not economically favourable for none of the membranes since this draw solute (i) featured a noticeably lower FO membrane flux in comparison to the other draw solutes and (ii) produced a limited amount of methane in the AnMBR due to the presence of sulphate in the preconcentrated sewage.

Gross cost distribution

Figure 3 shows the gross cost distribution for the different draw solutes and both membranes. Regarding CTA membrane, the capital cost of the FO system represented the highest cost contributor (33-39%) for MgCl2, CaCl2, Na2SO4, MgSO4 and CH3COONa

(Figure 3B). The replacement of the FO membranes during the plant lifetime represented the second highest impact for these five draw solutes (31-37%). This shows that the costs associated with the FO installation had a high impact on the net cost for MgCl2, CaCl2, Na2SO4, MgSO4 and CH3COONa. Similar results were obtained for the TFC membrane since the FO capital cost (33-39%) and FO membrane replacement cost (31-36%)

represented the two highest cost contributors for MgCl2 and MgSO4 (Figure 3B).

However, in absolute values, the gross cost contribution of the costs related to FO installation (i.e. FO capital cost, FO membrane replacement cost, FO draw solution replenishment cost, maintenance cost and labour cost) were noticeably reduced when using the TFC membrane because of the better flux performance than CTA membrane (Figure 3A). These results highlight the importance of achieving high water permeabilities for the FO+AnMBR system.

The FO draw solution replenishment cost represented the highest cost contributor for CTA membrane using NaCl, KCl and Ca(NO3)2 (29-39%) as draw solutes (Figure 3B).

The high impact of FO draw solution replenishment on the net cost for these three draw solutes can be attributed to: (i) the high RSF (>4 g m -2 h -1 ), which increased the necessity to replenish the solute to keep the draw solute osmotic pressure constant and (ii) the higher water flux (>5.7 L m -2 h -1 ) of these solutes, which minimised the contribution of FO installation to the net cost. The draw solution replenishment cost also represented the highest cost contributor for TFC membrane when using NaCl (32%) as draw solute (Figure 3B). However, in absolute values, the gross cost contributor of draw solution replenishment was also reduced with the TFC membrane because TFC membrane featured a lower RSF and a higher permselectivity than CTA membrane (Figure 3A). For all draw solutes, the CHP capital and operating costs did not have a high impact on the net cost since their contribution was below 5% of the gross cost contribution.

Sensitivity analysis

Figure 4 illustrates the net cost of the different draw solutes and membranes for a ±30% variation of the most relevant economic parameters. The results show that the FO membrane cost variation had the highest impact on the net cost for all the draw solutes except for KCl (CTA membrane) and NaCl (TFC membrane). The variation of FO membrane cost affects both the initial investment and the cost to replace the FO membranes during the plant lifetime. These results highlight that FO membrane flux is a key economic driver in the FO+AnMBR system since this determines the FO membrane area required, which is directly correlated with the FO membrane purchasing and replacement cost. The variation of the FO membranes lifetime also had a high effect on the economic balance. This points out the importance to extend the lifetime of FO membranes to further improve the competitiveness of the system, which could be achieved by optimising the FO operational conditions and chemical cleaning strategy [START_REF] Im | Techno-economic evaluation of an element-scale forward osmosis-reverse osmosis hybrid process for seawater desalination[END_REF]. The chemical cost variation had the highest impact on the net cost for KCl and NaCl in CTA and TFC membranes, respectively (Figure 4). This can be directly attributed to the high RSF of these draw solutes for CTA and TFC membranes.

Figure 4 results also show that the electricity price variation led to small and moderate changes in the net cost for CTA and TFC membranes, respectively. For CTA, the impact of electricity price variation on net cost was nearly negligible for Na2SO4, MgSO4 and Ca(NO3)2 since these solutes substantially decreased the production of methane in the AnMBR and made the electricity revenue irrelevant in comparison to the other cost contributors. Conversely, the impact of the electricity price variation on the net cost was relatively high when using CH3COONa as a draw solute since this solute increased the methane production in the AnMBR. The electricity price variation had a higher impact on the TFC economic balance since (i) the methane production is similar regardless of the type of FO membrane used and (ii) the FO-related costs are lower for TFC than for CTA membranes. These results imply that the superior performance of the TFC membranes makes the relative importance of electricity revenue higher for TFC membranes than for CTA membranes.

Impact of draw solute on permeate quality and AnMBR performance

Table 2 shows the COD concentration (both influent and permeate), draw solute concentration and methane production of the AnMBR for the different draw solutes, membrane materials and FO recoveries. Besides the 80% FO recovery used in the previous sections, this section included two additional FO recoveries (i.e. 50 and 90%) to better understand the impact of sewage pre-concentration on the AnMBR performance (i.e. methane production and permeate quality).

Table 2 results show that the AnMBR COD removal efficiency was similar regardless of the draw solute and FO membrane material since the permeate COD concentration remained rather constant at a specific FO recovery condition. These results indicate that, despite the sewage pre-concentration and RSF, inhibition of the anaerobic biomass would have a minor impact on AnMBR performance (Table 2). Besides the great adaptability of anaerobic biomass to operate under harsh conditions, the slight loss of activity due to inhibition could be mitigated by increasing the concentration of active biomass in the AnMBR [START_REF] Chen | Inhibition of anaerobic digestion process: A review[END_REF]. The loss of activity could also be mitigated by the capability of the AnMBR to retain specific microorganisms able to tolerate higher inhibitory concentrations regardless of their doubling time and aggregation properties [START_REF] Dereli | Potentials of anaerobic membrane bioreactors to overcome treatment limitations induced by industrial wastewaters[END_REF][START_REF] Puyol | Resource recovery from wastewater by biological technologies: Opportunities, challenges, and prospects[END_REF].

Methane production was similar for NaCl, MgCl2, KCl and CaCl2 regardless of the FO membrane material and FO recovery (Table 2). However, methane production substantially decreased when using Na2SO4, MgSO4 and Ca(NO3)2 as draw solutes since these solutes decreased the amount of organic matter available for methanisation. For these draw solutes, the amount of methane produced progressively decreased as the FO recovery increased due to the higher concentration of draw solute in the pre-concentrated sewage at higher FO recoveries. This was particularly noticeable for Ca(NO3)2 since the RSF of Ca(NO3)2 was substantially higher than MgSO4 and Na2SO4. Accordingly, the high presence of nitrate in the pre-concentrated sewage sharply decreased methane production at FO recoveries of 80 and 90%. CH3COONa achieved the highest methane production among the different draw solutes because this draw solute increased the amount of easily biodegradable organic matter in the pre-concentrated sewage, which allowed maximising methane production in the AnMBR.

Increasing the pre-concentration factor has a direct impact on AnMBR permeate quality.

The permeate COD concentration increased as the FO recovery increased, increasing both the concentration of biodegradable organic matter (SS) and the concentration of soluble inerts (SI). This phenomenon was particularly important for the high FO recovery scenarios (80 and 90%) since the permeate COD concentration could exceed the European Union COD discharge limits (<125 mg COD L -1 ) [START_REF] Cec | Council Directive of 21 May 1991 concerning waste water treatment (91/271/EEC)[END_REF]. Additionally, the nitrogen and phosphorus concentrations in the permeate also increase with the FO recovery. For this reason, the implementation of post-treatments would be necessary to meet the effluent discharge limits for COD and nutrients when FO and AnMBR technologies are combined.

The draw solute concentration also increased with the FO recovery. For the CTA membrane, the NaCl concentration increased from 0.65 to 5.89 mg L -1 as the FO recovery increased from 50 to 90% (Table 2). However, the NaCl concentration in the preconcentrated sewage was substantially decreased using TFC membrane due to its higher permselectivity. Compared to the CTA membrane, TFC membrane decreased the NaCl, MgCl2 and MgSO4 concentrations in the pre-concentrated sewage by 3, 8 and 11 times, respectively (Table 2). These results indicate that high FO recoveries could result in a permeate and digestate with a high salinity concentration, which could limit their application in agriculture as irrigation water and fertilizers [START_REF] Vinardell | Anaerobic membrane bioreactor performance at different wastewater pre-concentration factors: An experimental and economic study[END_REF]. The production of digestates with high salinities would make necessary to apply other management alternatives such as incineration or landfilling. Accordingly, restricting the FO recovery could be used as a strategy to (i) meet the effluent discharge requirements and (ii) improve the quality of the permeate and digestate to make it suitable for agricultural application. These two factors are paramount to make the FO+AnMBR approach environmentally and technically feasibility.

Conclusions

The techno-economic analysis of the FO+AnMBR system showed that FO membrane material was a determinant economic factor since the net cost of the TFC membrane was substantially lower than the CTA membrane. The draw solute had a moderate impact on the FO+AnMBR system economic balance. The capital cost of the FO system was the most important cost contributor for MgCl2, CaCl2, Na2SO4, MgSO4 and CH3COONa (33-39%), whereas while the FO draw solution replenishment was the most important cost contributor for NaCl, KCl and Ca(NO3)2 (29-32%). The most economically favourable draw solutes were CH3COONa and CaCl2 for the CTA membrane and MgCl2 for the TFC membrane due to their capacity to achieve relatively high water fluxes with low RSF. The AnMBR COD removal efficiency (>90%) was similar regardless of the draw solute and membrane material. However, FO recoveries above 80% could compromise the fulfilment of the permeate discharge requirements. Future experimental research using different commercial CTA/TFC FO membranes and draw solutes is needed to expand and complement the results obtained in the present study. Overall, the results from this technoeconomic study highlight that selecting FO membranes and draw solutes capable to achieve high water fluxes with reduced RSF is crucial to boost the economic competitiveness of the system and fulfil the permeate discharge requirements. 

  and S is the membrane structural parameter (m). A, B and S parameters are widely used in FO research because they allow comparison of FO performance regardless of the operating conditions[START_REF] Tiraferri | A method for the simultaneous determination of transport and structural parameters of forward osmosis membranes[END_REF].The intrinsic membrane parameters (i.e. A and S) for CTA and TFC membranes were obtained from[START_REF] Coday | Effects of transmembrane hydraulic pressure on performance of forward osmosis membranes[END_REF] and[START_REF] Sanahuja-Embuena | Role of operating conditions in a pilot scale investigation of hollow fiber forward osmosis membrane modules[END_REF], respectively. The parameter B, which depends on both the membrane and the draw solute, was obtained from[START_REF] Achilli | Selection of inorganic-based draw solutions for forward osmosis applications[END_REF] and[START_REF] Ansari | Selection of forward osmosis draw solutes for subsequent integration with anaerobic treatment to facilitate resource recovery from wastewater[END_REF] for CTA membrane, and from Sanahuja-Embuena et al. (2019) for TFC membrane. In these publications, the CTA membrane was a commercial FO membrane from Hydration Technology Innovations (HTI) (Albany, USA) and the TFC membrane was a commercial FO membrane from Aquaporin (Kongens Lyngby, Denmark)[START_REF] Sanahuja-Embuena | Role of operating conditions in a pilot scale investigation of hollow fiber forward osmosis membrane modules[END_REF]. HTI CTA membrane and
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  Calculated from data provided by[START_REF] Achilli | Selection of inorganic-based draw solutions for forward osmosis applications[END_REF] and[START_REF] Ansari | Selection of forward osmosis draw solutes for subsequent integration with anaerobic treatment to facilitate resource recovery from wastewater[END_REF] for CTA membrane and[START_REF] Sanahuja-Embuena | Role of operating conditions in a pilot scale investigation of hollow fiber forward osmosis membrane modules[END_REF] for TFC membrane. c Achilli et al. (2010) for NaCl, MgCl2, KCl, CaCl2, Na2SO4 and MgSO4, Irvine et al. (2013) for Ca(NO3)2 and Ansari et al. (2015) for CH3COONa. d The k parameter was calculated from Sanahuja-Embuena et al. (2019) equations and parameters. e Achilli et al. (2010) for NaCl, MgCl2, KCl, CaCl2, Na2SO4, MgSO4 and Ca(NO3)2 and calculated from data provided by Arcanjo et al. (2020) for CH3COONa. f Data obtained from Bacaksiz et al. (2021).
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 1 Figure 1. Closed-loop configuration integrating FO, RO and AnMBR technologies for municipal sewage treatment and water production (adapted from Vinardell et al. (2020a)).
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 2 Figure 2. Present value (PV) of the gross cost, electricity revenue and net cost for the different draw solutes and membranes under study.

Figure 3 .

 3 Figure 3. Gross cost contribution for the different draw solutes and membranes under study. (A) Absolute gross costs distribution (€); (B) relative gross cost distribution (%).

Figure 4 .

 4 Figure 4. Sensitivity analysis of the net cost for a ±30% variation of the most important economic parameters for the different draw solutes and membranes under study.

Table 1 .

 1 A, B and S parameters as well as main properties and costs for the different draw solutes and membranes under study.

	CTA Membrane

a

[START_REF] Coday | Effects of transmembrane hydraulic pressure on performance of forward osmosis membranes[END_REF] 

for CTA membrane and Sanahuja-Embuena et al. (

2019

) for TFC membrane.

Table 2 .

 2 AnMBR performance and permeate quality for the different draw solutes and membranes under study. The AnMBR performance was modelled for an FO recovery of 50, 80 and 90%.

	CTA Membrane	TFC Membrane

Methane production (Nm3 d -1 ) 11,996 11,994 11,993 11,995 4,130 4,433 0 19,096 11,998 11,998 11,321 Electricity production (kWh d -1 ) 43,621 43,614 43,608 43,615 15,016 16,121 0 69,438 43,627 43,627 41,166
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