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Magnetic skyrmions are promising candidates as elementary nanoscale bits in logic-in-memory devices,
intrinsically merging high-density memory and computing capabilities. Here we exploit the dynamics of
skyrmions interacting with anisotropy energy barriers patterned by ion irradiation to design programmable
logic gates. Using micromagnetic simulations with experimental parameters, we show that a fine tuning
of the barrier height and width allows the selective tunneling of skyrmions between parallel nanotracks
triggered by skyrmion-skyrmion interaction. This can be leveraged to design a skyrmion demultiplexer
logic gate that works solely using skyrmions as logic inputs. By cascading and connecting demultiplexer
gates with a specific topology, we develop a fully programmable logic gate capable of producing any
possible logic output as a sum of all minterms generated by a given set of inputs without requiring any
complex additional electric or magnetic interconversion. The proposed design is fully conservative and
cascadable, enabling purely skyrmion-based logic-in-memory devices.

DOI: 10.1103/PhysRevApplied.17.064035

I. INTRODUCTION

The information technology industry is currently facing
major challenges related to power dissipation and energy
consumption [1,2]. The conventional Moore’s approach
of CMOS technology is currently out of breadth: the
continuously decreasing size of the MOS transistors in
the logic and memory units leads to critical power dis-
sipation and energy consumption issues. Another major
bottleneck relates to the Von Neumann architecture, in
which the constant transfer of data between the mem-
ory and computing units leads to a considerable cost
in energy and limited bandwidth. In addition, since the
current technologies use volatile on-chip memory mod-
ules, the static power consumption used to maintain the
stored data is significant even if state-of-the-art low-power
strategies are used. Recently, logic-in-memory architec-
tures, merging nonvolatile memories and logic circuits,
have attracted increased attention, as they are expected
to realize ultralow power, higher bandwidth, and shorter
interconnection delays. Such an architecture opens the way
for “normally off” and “instant-on” computing with no
“standby power” and wider memory bandwidth. This has
led to the search for technologies that combine memory
and computing capabilities in the same device.

Topological spin textures named magnetic skyrmions
[3,4] have emerged recently as a promising candidate to
act as the building blocks of logic-in-memory technologies
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that intrinsically merge high-density nonvolatile storage
memories and logic operations. Magnetic skyrmions are
local whirling of the magnetization. Their nanometric
scale, topological protection, mutual repulsion, fast and
low-power manipulation can be exploited to code data and
perform computation at the nanoscale. Different types of
logic devices based on skyrmions have been proposed in
recent years [5–13]. The primary physical phenomenon
driving these devices is the mutual repulsion of skyrmions
resulting from the dipolar and exchange interactions.
Skyrmions are also very sensitive to local variations of the
magnetic properties, which can be exploited to design local
potential wells that guide the skyrmion trajectory in logic
circuits [14–30].

As the anisotropy can be modulated using a gate electric
field, programmable skyrmion switches and routers con-
trolled by gate voltage have been proposed, which can
be utilized to perform Boolean logic as well as neuro-
morphic and stochastic computing [12,31]. However, such
an approach is plagued by the need for densely packed
gates with bulky electrical circuitries and multiple voltage-
to-skyrmion signal interconversion stages, resulting in a
prohibitively large energy and footprint cost.

A more promising approach lies in a local modulation of
the magnetic parameters through engineering of the mate-
rial. In particular, light He+ ion irradiation is a powerful
tool to tailor the magnetic properties of ultrathin films,
via a gentle intermixing of the interfaces [32]. In ultra-
thin Pt/Co/MgO films, we have shown that it leads to a
decrease of the magnetic anisotropy and Dzyaloshinkii-
Moriya interaction [14]. This can be exploited to create
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and guide skyrmions in racetracks defined by ion irradi-
ation, which acts as local potential wells for the skyrmions
[14].

In this work, we investigate the interactions of
skyrmions with anisotropy energy barriers and show that a
fine tuning of the barrier height and width allows the selec-
tive tunneling of skyrmions between parallel nanotracks
triggered by skyrmion-skyrmion interaction. This can be
leveraged to design a skyrmion demultiplexer (dmux) logic
gate that works solely using skyrmions as logic inputs.
By cascading three demultiplexer logic gates, a fully pro-
grammable logic gate is proposed that allows the real-
ization of any desired logic output from a set of given
inputs. The developed logic design is fully conservative,
i.e., no skyrmion is destroyed during the process and all
skyrmions can be recovered at the end of the logic oper-
ation, which makes it suitable for conservative reversible
logic. This also removes the need for continuous gener-
ation of skyrmions that is an energy expensive process.
The developed logic design can significantly reduce the
number of elementary logic operations required to perform
complex arithmetic computations. Moreover, the proposed
implementation also provides a modular design template
for creating large-scale logic networks by repurposing
dmux gates.

II. RESULTS AND DISCUSSION

A. Skyrmion dynamics in the presence of an energy
barrier

In this section, we establish a basic understanding of
the dynamics of a single skyrmion interacting with an
energy barrier created by a sudden change in anisotropy
and DMI induced by He+ ion irradiation. We perform
micromagnetic simulations with magnetic and transport

parameters consistent with our prior experimental work
(see Appendix A for details regarding the micromagnetic
model and parameters) [14].

We consider an ultrathin film with a single skyrmion
moving under the influence of spin-orbit torque (SOT).
An energy barrier of width W and height �BK is present
in the system, located at y = 0. The barrier height �BK
is defined as the difference between the values of the
effective anisotropy field of the barrier (nonirradiated) and
the outer (irradiated) region, �BK = BK ,nonirr − BK ,irr. The
skyrmion moves along an oblique direction at an angle of
about 68◦ (skyrmion Hall angle) with the x axis due to the
current flowing along the +x direction (current density,
J = 5 × 1010 A/m2). Figure 1(a) shows the trajectories
of the skyrmion for different values of the barrier height
�BK but with a fixed barrier width of W = 12 nm. The
anisotropy of the outer region is fixed at BK ,irr = 7 mT. We
find that, for low �BK , the skyrmion can pass through the
energy barrier, while for large enough �BK , the skyrmion
does not pass through the barrier and eventually moves
along the barrier (see �BK = 65 mT). Interestingly, when
the skyrmion passes through the barrier, we observe that
the trajectories are shifted along the x direction, with the
magnitude of this shift being dependent on the value of
�BK . Similar behavior was also observed for skyrmions
crossing energy steps [34,35]. The possibility of cross-
ing the barrier also depends on the barrier width W. We
show in Fig. 1(b) the trajectories of skyrmions for differ-
ent W with a fixed barrier height of �BK = 65 mT. For
low width (W = 6 nm), the skyrmion easily crosses the
barrier, while for all other cases (W = 12, 18, and 24 nm),
the skyrmion is blocked and moves along the barrier (see
Video SV1 [33] within the Supplemental Material). Phys-
ically, this can be understood by considering the fact that,
in the case of a narrow barrier, only a small portion of the
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FIG. 1. (a) Trajectory of a skyrmion crossing an energy barrier created by a sharp change in anisotropy for different values of
anisotropy difference �BK at fixed barrier width W = 12 nm and injected current density of J = 5 × 1010 A/m2. The total size of
the system is 512 × 512 nm2. (b) Trajectory of a skyrmion for different widths of the barrier, W, at a fixed �BK = 65 mT and current
density J = 5 × 1010 A/m2. (c) The �BK -W map for J = 5 × 1010 A/m2 indicating the set of parameter values for which the skyrmion
can cross the barrier or is blocked by it. The dashed line is a guide to the eye, indicating the boundary between both regions.
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skyrmion falls inside the energetically unfavorable barrier
region during the crossing from the lower to the upper
region. Thus, the energy increase due to the skyrmion mov-
ing inside the nonirradiated region is not very high and can
be overcome by the force due to the skyrmion Hall effect.
We perform similar simulations for a range of �BK and
W and present a corresponding map in Fig. 1(c) depicting
the set of �BK − W values for which the skyrmion can
either cross the barrier (low �BK and W) or be blocked by
it (high �BK and W). The boundary between both regimes
depends on the injected current: for a higher value of the
current density, we expect the boundary to shift toward
higher �BK and W, as the skyrmion has more energy to
cross the energy barrier.

B. Skyrmion motion inside irradiated nanotracks

The possibility for a skyrmion to cross an energy bar-
rier or not depending on the barrier parameters can be
exploited to guide and control the skyrmion trajectory in
tracks defined by ion irradiation. Figures 2(a) and 2(b)
show the trajectory of a skyrmion in a nanotrack with
lower anisotropy driven by a current density of J = 5 ×
1010 A/m2 and J = 11 × 1010 A/m2, respectively. For a
fixed �BK , there exists a threshold current density beyond
which the skyrmion cannot be confined inside the track.
For our simulation parameters, a threshold Jth = 10 ×
1010 A/m2 is found. In the following, we use a current den-
sity of 5 × 1010 A/m2 that is half of this threshold, such
that the skyrmion stays confined in the track.

Next, we consider the motion of skyrmions in parallel
nanotracks. To minimize the area of the device that is criti-
cal for energy consumption, it is necessary to densely pack
many tracks. In Figs. 2(c) and 2(d), we show the motion
of a skyrmion in two parallel tracks separated by a bar-
rier of width W = 12 nm and W = 6 nm, respectively, for

a current density of J = 5 × 1010 A/m2. The results are
similar to Fig. 1(b), indicating that there is a minimum bar-
rier width (W0) that has to be maintained to ensure that
the skyrmion stays confined in the track. For our parame-
ters, this minimum barrier width is W0 = 10 nm. For the
simulations in the subsequent sections, we maintain a gap
width W = 12 nm that is larger than W0. We note here that
the state-of-the-art focused ion beam systems can easily
produce sub-10 nm features using He+ ions [36].

The crossing between parallel tracks can also be con-
trolled by adding an additional channel of finite width
between the two tracks [see Figs. 2(e) and 2(f)]. This
channel has the same magnetic parameters as that of the
irradiated nanotracks and it works as a tunnel between
the upper and the lower tracks. For a channel width of 6
nm [Fig. 2(e)], we find that the trajectory of the skyrmion
is unaffected. However, for a channel width of 12 nm
[Fig. 2(f)], the skyrmion can enter the upper track after
traversing through the channel. Thus, even though the
channel width for Fig. 2(f) is nearly 5 times lower than
the skyrmion diameter, it is still enough for the skyrmion
to pass through. A similar situation in a physically milled
nanotrack may not be achieved as the skyrmion would
have to compress significantly to move through the chan-
nel during which it may be destroyed. This absence of any
physical discontinuity in the system is an important feature
of our simulations, preventing undesired destruction of the
skyrmion at physical edges.

C. Skyrmion-based demultiplexer

The concepts of skyrmion movement within and pass-
ing between parallel nanotracks can be exploited to design
a skyrmion-based dmux logic gate. A dmux gate is a logic
gate that connects an incoming signal to one of the multiple
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FIG. 2. Skyrmion motion in an 80-nm-wide nanotrack for current density (a) J = 5 × 1010 A/m2 and (b) J = 11 × 1010 A/m2.
The dashed white lines on the track represent a discontinuity along the x scale that we use to show the motion for a longer timescale
(t = 0–100 ns). The skyrmion has a diameter of about 57 nm. Skyrmion motion in two parallel nanotracks separated by a nonirradiated
barrier region of width (c) W = 12 nm and (d) W = 6 nm, for a fixed current density of J = 5 × 1010 A/m2. Skyrmion motion in
two parallel nanotracks separated by a barrier region of width W = 12 nm, having an interconnecting channel of width (e) 6 nm
and (f) 12 nm at the center of the barrier. Movies corresponding to cases (a)–(f) are shown in Video SV2 within the Supplemental
Material [33].
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output streams based on the value of the selector input.
We here discuss a 1-to-2 dmux that takes a single selector
(X1) input (“0” or “1”) and connects the incoming signal
(G) to one of the two outputs (O1 or O2) [see Figs. 3(a)
and 3(b)] In our device, the input “1” is represented by a
single skyrmion, while the absence of a skyrmion will cor-
respond to input “0.” Two different dmux gate designs are
presented, both of which are based on skyrmions moving
inside parallel nanotracks but differ in their working prin-
ciple. These two different dmux gates can be connected to
build programmable logic gates, as will be shown later in
Sec. II D.

1. Demultiplexer: type A

Figures 3(c) and 3(d) show the working principle of our
first dmux gate design, named dmux type A. The width
of each track is 80 nm with a barrier width W = 12 nm
separating each track. The incoming skyrmion enters the
system from the left-hand side of the T1 track (“G” input)
while the selector input (X1) is in the T0 track. A uniform dc
current along the x̂ direction (J = 5 × 1010 A/m2) moves
the skyrmion with a positive velocity vx in the x̂ direction
as discussed previously. For the case where the selector
input “X1” is “0” [Fig. 3(c)], i.e., there is no skyrmion
in the T0 track, the skyrmion input “G” moves along the
T1 track, leading to the output O1 = 1. The output O2
remains “0” as no skyrmion is present in the correspond-
ing track. Figure 3(d) shows the operation of dmux if the
selector input is “1,” i.e., a skyrmion is present in the T0
track. This skyrmion in track T0 cannot move along the

+x direction during the current injection as it is blocked
by the energy barrier. When the skyrmion in track T1 gets
closer to the skyrmion in track T0, which remains almost
fixed due to the barrier, it experiences a repulsive force
due to the skyrmion-skyrmion interaction. This repulsive
force enhances the transverse force already acting on the
skyrmion in track T1 due to the skyrmion Hall effect. The
resulting force is enough to push the moving skyrmion
through the barrier between tracks T1 and T2, and this
skyrmion ends its trajectory at output O2. From the results
in Figs. 3(c) and 3(d), we conclude that the overall func-
tionality of dmux is achieved: the incoming skyrmion from
the left of the T1 track (“G”) is guided to either the out-
put O1 or the output O2 depending upon the presence of a
skyrmion in the T0 track (selector input). The outputs can
be expressed as O1 = X1 and O2 = X1 (for G = 1).

2. Demultiplexer: type B

In the design of dmux type A, the track for the selec-
tor input X1 is below the track for the “G” input. In our
programmable logic gate design, we also require a dmux
gate in which the moving skyrmion (“G” input) is below
the selector input (X1). The principle of this dmux type-B
design functionality is shown in Figs. 3(e) and 3(f). Similar
to our previous design, we use irradiated tracks to con-
fine the skyrmion; however, we remove track T0 where
the input X1 was kept in dmux type A. Instead, we divide
track T2 into two parts by adding a vertical barrier of width
W = 12 nm in the middle of the T2 track. The input X1
is now sent from the left of track T2. Additionally, we
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· 1 = 1
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· 1 = 0
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FIG. 3. Panels (a) and (b) show the schematic and operation of a 1-to-2 dmux gate that produces a 0(1) output at O1 and a 1(0)
output at O2 if the selector input is X1 = 1(0). The input “G” is assumed to be fixed at “1.” Panels (c) and (d) show the micromagnetic
simulation of a skyrmion-based dmux gate where the incoming signal “G” is a skyrmion in track T1. The selector input is a skyrmion
(or no skyrmion) in track T0. The current density is J = 5 × 1010 A/m2. Panels (e) and (f) show the micromagnetic simulations of a
different design implementation of skyrmion-based dmux with an additional channel in the barrier. For this case, the track for selector
input is above the “G” input. Movies corresponding to (c)–(f) are shown in Video SV3 [33] within the Supplemental Material.
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connect track T1 with the right part of T2 by introducing
a small channel in the barrier, which allows a skyrmion
moving in track T1 to pass to track T2. In Fig. 3(e), the
incoming skyrmion enters from the left of the T1 track and
moves along the +x direction. If there is no skyrmion in
the upper track (X1 = 0), the skyrmion will move towards
the upper track T2, tunneling through the interconnecting
channel and will arrive at output O2. However, if track T2
has a skyrmion (X1 = 1) [Fig. 3(f)], the skyrmion in track
T1 moves straight to the right end towards output O1 due to
the mutual repulsive force. Overall, as in the previous case,
the dmux logic here is achieved as the skyrmion is guided
to the right side at either output O1 or output O2 depending
on the selector input (X1). The output of dmux type B can
be expressed as O1 = X1 and O2 = X1 (for G = 1).

D. Programmable logic gate design using
demultiplexers

Demultiplexers are extremely useful logic gates and
can be connected in several different ways to perform a
variety of logic operations. Such an implementation was
discussed in Ref. [37] to achieve a programmable logic
gate based on three dmux gates that can produce many log-
ical combinations of the two input signals [see Fig. 4(a)].
For clarity, we split the entire operation into two stages.
Stage 1 involves two input bits X1 and X2 that are passed
as selection inputs for different dmux gates. The opera-
tion flow is as follows. Input bit X1 is passed to the first
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dmux2

2

1

4 = 1. 2

3 = 1. 2
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1 2
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0 =
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3
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FIG. 4. (a) Schematic of a programmable logic gate design uti-
lizing three dmux gates. (b) The design of programmable logic
(stage 1) using two dmux type-A logic gates (dmux1 and dmux2)
and one dmux type-B logic gate (dmux3).

dmux gate (dmux1) that outputs X1 and X1 for an incoming
signal G = 1 (fixed and constant). The outputs of dmux1
act as the “G” input for the next gates dmux2 and dmux3.
The selection input of both these gates is set using X2. In
the end, we obtain all four possible minterms with X1 and
X2, namely X1.X2, X1.X2, X1.X2, and X1.X2 (“·” represents
logical AND operation).

In stage 2, switch gates [a, b, c, d = (0, 1)] are used
on each of the four output bits coming from dmux2 and
dmux3 that are then added to obtain the final output:
Y = a(X1.X2) + b(X1.X2) + c(X1.X2) + d(X1.X2). By set-
ting the [a, b, c, d] values, any logical operation on X1 and
X2 can be achieved.

Designing this programmable gate with skyrmion-based
dmux gates involves that (i) the input X2 (a skyrmion)
must be conserved (stored) or duplicated and pass through
both dmux2 and dmux3 gates and (ii) the output of the
first dmux gate has to reach the input of the next dmux
gate (cascading) without altering its value. We first focus
on stage 1 of this logic circuit and propose a design in
Fig. 4(b), which is based on the previously described dmux
type-A and type-B gates. The tracks in dmux2 and dmux3
that carry the selection input (track T2) are merged to
avoid the need for duplication of input X2. This is possi-
ble only if we use the type-A design for dmux2 and type-B
design for dmux3, as shown in Fig. 4(b). This merging also
reduces the total number of required tracks, reducing the
total area of the device, which further minimizes the energy
consumption for the operation.

1. Performing logic operations (stage 1)

Figure 5 shows the operation of our programmable logic
gate design proposed in Fig. 4(b) using micromagnetic
simulations. Here, we assume that the inputs X1 and X2 are
already correctly placed in tracks T0 and T2 at their respec-
tive positions. The exact protocol to place these inputs
is discussed in Appendix B. For the case of X1 = 1 and
X2 = 0 [Fig. 5(a)], the skyrmion input “G” enters through
track T1 and is pushed to track T2 due to the repulsion from
the skyrmion in track T0 (input X1). The skyrmion then
passes through the large opening in the barrier into track
T3. In track T3, the skyrmion keeps moving straight (along
the +x direction) and is obtained at the output end O3. For
the case of X1 = 0 and X2 = 1 [Fig. 5(b)], the skyrmion
enters through track T1 and initially moves straight with-
out facing any repulsion (as input X1 is “0”). The skyrmion
then experiences repulsion from the skyrmion in track T2
(input X2). Because of this repulsion, the moving skyrmion
cannot tunnel through the channel between tracks T1 and
T2 and is forced to move in the same track T1, to finally exit
through the output end O1. For inputs X1 = 1 and X2 = 1
[Fig. 5(c)], the input skyrmion “G” follows the same pat-
tern as in Fig. 5(a) till it reaches track T3. While moving in
track T3, it is repelled from the skyrmion input X2 lying in
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FIG. 5. Micromagnetic simulation of the programmable logic stage 1, showing the trajectory of the skyrmion for various input cases.
Depending on the inputs X1 and X2, the skyrmion “G” entering through track T1 reaches one of the outputs O1–O4. Note that, for each
set of inputs X1 and X2, only one of the output tracks (O1–O4) has a skyrmion (“1”) and the rest are “0.”

track T2 that pushes it to the uppermost track T4, i.e., out-
put O4 (see also Video SV4 [33] within the Supplemental
Material). Lastly, for the case of X1 = 0 and X2 = 0, the
input skyrmion “G” in track T1 moves straight along the
track till it reaches the interconnecting channel between
tracks T1 and T2. After tunneling through the channel to
the T2 track, the skyrmion then reaches the O2 output.
Using the previous expressions for type-A and type-B
dmux gates, we can write the mathematical notation for
each of the output gates O1 − O4 as O1 = (X1.X2), O2 =
(X1.X2), O3 = (X1.X2), and O4 = (X1.X2). These outputs
can now be combined in the stage-2 operation of the logic
circuit for obtaining the desired operation, as discussed in
the next section.

2. Combining outputs (stage 2)

Stage 2 of Fig. 4(a) involves passing the four outputs
from stage 1 through an on-off gate and combining them
afterward. These on-off gates can simply be constructed
as tracks with or without an energy barrier in the track
that prevents or allows the skyrmion to pass. Note that
the programmability in this design is limited to modify-
ing the tracks to obtain any desired logic functionality that
is known at the time of device fabrication. However, a
dynamically reconfigurable design can also be achieved
by replacing these barriers with voltage-controlled gates
that can modify the magnetic anisotropy locally and can
thus reconfigure the logic functionality even after fabri-
cation. The output obtained after each of these gates is
finally merged to obtain the final output Y. This merging

is relatively easy to implement in our design by simply
adding another track at an angle to the parallel tracks, com-
bining all four output tracks (O1–O4). For faster skyrmion
motion, the angle between the new track and the four paral-
lel tracks is kept at 68◦, which is the same as the skyrmion
Hall angle. The full design is shown in Fig. 6(a) where the
regions Ga–Gd represent the gates and the final output Y is
obtained from the uppermost track. It may be noted here
that, for any combination of inputs X1 and X2, only one
of the outputs O1–O4 contains a skyrmion (“1”) and the
rest are empty (“0”). Therefore, there is no possibility of
multiple skyrmions arriving from two different tracks and
interacting with each other during the merging operation
through the nonparallel track.

To demonstrate the working principle of this design
using micromagnetic simulations, we use the expression
for the XOR gate as an example of our desired output. Other
logic functionalities can also be obtained by changing the
values of parameters [a, b, c, d] as given in Table I. The
XOR gate is mathematically represented as Y = X1.X2 +
X1.X2. To implement the XOR logic operation, only the
gates Ga and Gc work as energy barriers (nonirradiated
regions) in tracks corresponding to O4 and O2. The micro-
magnetic simulations for all four combinations of inputs
X1 and X2 are shown in Figs. 6(b)–6(e). For the cases X1 =
1, X2 = 0 [Fig. 6(b)] and X1 = 0, X2 = 1 [Fig. 6(c); see
also Video SV5 [33] within the Supplemental Material],
the output skyrmion of stage 1 proceeds to the upper-
most output track, giving the final output Y = 1. For the
cases of X1 = 1, X2 = 1 [Fig. 6(d)] and X1 = 0, X2 = 0
[Fig. 6(e)], the output from stage 1 is received in O4
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FIG. 6. (a) Schematic of the stage-2 design of the pro-
grammable logic gate shown in Fig. 4(a) using irradiated nan-
otracks. The inputs of stage 2 are the outputs from the stage-1
operation shown in Fig. 5. Gates Ga–Gd control the final out-
put Y. Panels (b)–(e) show the micromagnetic simulations of the
stage-2 operation in programmable logic for achieving the output
of a XOR gate for different input cases. Gates Ga and Gc are used
(nonirradiated regions) to perform the required logic operation:
Y = X1.X2 + X1.X2.

and O2, respectively, both of which are blocked by the
energy barriers. Thus, the final output for both these cases
is Y = 0.

3. Operational characteristics

For the material parameters and dimensions used in
the micromagnetic simulations, the operation time for
the designed gate varies from 76–120 ns for stage 1
and 45–70 ns for stage 2 with a current of 0.1 mA that

TABLE I. Values of parameters (a, b, c, d) for obtaining dif-
ferent logic operations. The output is represented by Y =
a(X1.X2) + b(X1.X2) + c(X1.X2) + d(X1.X2).

Logic gate a b c d

AND 1 0 0 0
OR 1 1 0 1
XOR 0 1 0 1
NAND 0 1 1 1
NOR 0 0 1 0
XNOR 1 0 1 0

corresponds to a maximum energy dissipation of 238 fJ
(stage 1 plus stage 2) by Joule heating. Note that the mag-
netic and transport parameters of the material stacks are
extracted from proof-of-concept experiments, which are
not designed for logic gate implementations. Faster opera-
tions with lower energy can be easily achieved by design-
ing the logic gates with magnetic materials with lower
damping, larger spin-orbit torques, higher anisotropy in
the nonirradiated track, and lower device dimensions. For
instance, by considering materials with 10 nm skyrmions,
a magnetic damping of 0.05, and assuming that the lat-
eral dimensions decreased by a factor 5 due to smaller
skyrmion size, a total operation time of 6.3 ns with a cur-
rent of 20 μA and an energy dissipation of 0.32 fJ is
anticipated for J = 5 × 1010 A/m2. Note that these val-
ues do not include the delay and energy dissipated in
the addressing transistors and contact lines. These figures
should be compared with the energy dissipation and delay
in interconnects for the data to reach the CMOS logic in
a conventional Von Neumann architecture, which is typi-
cally of the order of the picojoule for a 1 mm interconnect,
combined with the write time in SRAM cache memory,
around the nanosecond. Thus, we expect a drastic decrease
in the energy consumption as compared to a standard Von
Neumann architecture.

III. CONCLUSIONS

To conclude, we have proposed a programmable logic
gate design based on skyrmion-skyrmion interactions. The
gate exploits the skyrmion guiding and selective cross-
ing of energy barrier designed by local patterning of the
magnetic parameters, which can be realized using light
ion irradiation. The gate is conservative and cascadable
and, since it relies purely on skyrmion interactions, does
not require complex electric or magnetic interconversion
gates. Since skyrmions can be used at nanoscale to rep-
resent elementary bits, the proposed gate could form the
basis of logic-in-memory devices that intrinsically merge
high-density memory and computing capabilities.
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APPENDIX A: MICROMAGNETIC SIMULATIONS

The simulations are performed in a micromagnetic
framework by numerically solving the Landau-Lifshitz-
Gilbert (LLG) equation using the open-source MUMAX3
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package [38]. We consider a stack composed of ferromag-
netic (FM) and heavy metal (HM) ultrathin films. Because
of the spin-orbit interaction at the FM-HM interface, a spin
current flows in the perpendicular (+ẑ) direction through
the FM if a charge current is injected in the in-plane +x̂
direction in the HM. The direction of polarization of the
electrons ep is along the −ŷ direction, i.e., orthogonal to
the direction of flow of charge current as well as the flow
of spin current. We include the additional torque on the FM
due to this spin current using the Slonczewski model:

dm
dt

= −γ (m × Beff) + α

(
m × dm

dt

)

− T [m × (m × ep) + ε
′
(m × ep)],

T = �θH J
2|e|MSd

.

Here, m is the normalized local magnetic moment, γ is
the gyromagnetic ratio of the electron, α is the Gilbert
damping constant, T represents the strength of spin-orbit
torque, J is the charge current through the HM flowing
in the +x̂ direction, |e| is the electronic charge, MS is
the saturation magnetization, and d is the thickness of
the ferromagnetic film. We use θH = 0.1 as the spin Hall
angle and ε

′ = 0.015 as the ratio of fieldlike to damp-
inglike SOT torque. Here Beff is the effective field that
includes contributions from the external field (Bext), the
magnetostatic interactions (Bm), the exchange interactions
(Bexch), the perpendicular magnetic anisotropy (Ban), and
Dzyaloshinskii-Moriya interaction (BDMI).

To achieve realistic predictions, we use the material
parameters corresponding to our previous experimental
work on skyrmion confinement in He irradiated nanotracks
[14] given in Table II with an external field of Bext =
33 mT ẑ. Note that we obtain the value of the effective
anisotropy field (BK ) from experiments that can be trans-
lated to the uniaxial anisotropy constant using the expres-
sion K = BK MS/2 + μ0M 2

S /2. The total area of the simu-
lated system in stage 1 is 1024 × 512 nm2 with 0.9 nm FM
thickness. The area of stage-2 design is 512 × 512 nm2.
The resistivity of the HM (Pt in our case) is 30� μm
from experimental measurements. For solving the LLG
equation, we discretize the entire FM into cuboidal cells

TABLE II. Simulation parameters.

Parameter Irradiated Nonirradiated

MS (MA/m) 1.32 1.32
μ0BK (mT) 7 72
|D| (mJ/m2) 1.082 1.122
A (pJ/m) 16 16
α 0.3 0.3

of 2 × 2 × 0.9 nm3 and use the fourth-order Runge-Kutta
method with an adaptive time step.

APPENDIX B: SETTING AND RECOVERING
INPUTS

In order to perform the operations shown in Fig. 5,
inputs X1 and X2 have to be set at proper positions. We
mention below the protocol followed to achieve this. The
input skyrmion X2 is sent through track T1 at time t = 0.
The injected current is J = 5 × 1010 A/m2. The skyrmion
then moves along track T1 to the right. At t = 40 ns, we
increase the current to J = 10 × 1010 A/m2 [see Fig. 7(a)].
For this value of the current, the skyrmion can pass through
the energy barrier. Hence, the skyrmion moves from track
T1 to track T2. The current is again reduced back to
J = 5 × 1010 A/m2 at t = 50 ns once the skyrmion has
already entered track T2. At this point, the skyrmion cor-
responding to input X1 is also injected from the track T0.
After another t = 30 ns with J = 5 × 1010 A/m2, both the
inputs are placed at their respective positions. We then
proceed to perform the logic operations shown in Fig. 5.
Once the operation is finished, to recover the skyrmion,
we simply use a current density with negative polarity
J = −5 × 1010 A/m2 for 50 ns. The skyrmion input X1
is collected back from track T0 and skyrmion input X2 can
be collected from track T2. The motion of skyrmion input
X2 during the entire SET and RECOVER cycle is shown
in Fig. 7(b).

Setting inputs

L
og

ic
 o

pe
ra

tio
n

Recovering
inputs

Send X1Send X2

40 ns 30 ns

10 ns

50 ns

SET

RECOVER

(a)

(b)

1

3

4

0

2

1

2

FIG. 7. (a) Set of current pulses used to set the inputs X1 and
X2 at their corresponding positions. (b) Motion of the skyrmion
input X2 during a full SET and RECOVER cycle.
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1
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7
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Stage 1

FIG. 8. Schematic of two cascaded logic gates (each with a
stage-1 and stage-2 operation) for performing (X1 ⊕ X2) ⊕ X3.

APPENDIX C: SCALABILITY VIA CASCADING

The designed logic gates can be combined to make
large-scale networks via cascading. In Fig. 8, we show a
schematic of two cascaded logic gates, each having their
own stage-1 and stage-2 components. Inputs X1, X2, and X3
will be set by sending them through tracks T0, T1, and T5,
respectively. Fixed input G1 is then sent through track T1 to
perform the first logic operation (O1 = X1 ⊕ X2) followed
by sending G2 through track T5 to perform the second logic

 T = 30 K

(b)

1

3

4

0

2

(a)

FIG. 9. (a) Micromagnetic simulation of the programmable
logic stage 1 at T = 30 K showing the trajectory of the skyrmion
for inputs X1 = 1 and X2 = 1. (b) Energy barrier as a function of
barrier height, �BK .

operation (O2 = O1 ⊕ X3). At the end of the operation,
inputs X1, X2, X3 and outputs O1 (also an input for the sec-
ond operation), O2 can be retrieved through tracks T0, T2,
T6 and T1, T5, respectively, by sending a negative polarity
current.

APPENDIX D: EFFECT OF THERMAL NOISE

In our simulations, we use the material parameters that
are experimentally measured at room temperature. There-
fore, we automatically account for the effect of finite
temperature on material parameters (reduced A, BK , D, and
MS). Nevertheless, in Fig. 9(a), we show the simulation of
stage 1 for inputs X1 = 1 and X2 = 1 with stochastic noise
corresponding to T = 30 K, obtaining a correct logic oper-
ation. Note that the quantitative value of temperature used
in these simulations may not correspond to real temper-
atures due to (i) double calculation of thermal effect due
to the use of stochastic noise as well as room-temperature
parameters, (ii) limitations of the micromagnetic approach
(dependence of the thermal field on simulation cell size),
and (iii) the absence of statistical data (ideally several sim-
ulation runs with the same parameters but different initial
seeds should be performed, but this is computationally
prohibitive due to long simulation times).

We also calculate the energy of the skyrmion as a func-
tion of position from our micromagnetic model. For the
parameters used in the main text (W = 12 nm and �BK =
65 mT), we obtain a barrier energy of about 7kBT. Assum-
ing an attempt frequency of 1 GHz, the retention time
of the skyrmion is about 1 μs, which is about 5 times
the operation time for the designed logic gate. Moreover,
the energy barrier and the retention time can be easily
enhanced by increasing �BK , as shown in Fig. 9(b).

FIG. 10. Map showing the values of barrier widths W and
heights �BK for which a correct (green squares) or incorrect (red
circles) logic output is obtained for dmux type A.
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APPENDIX E: TOLERANCE WITH RESPECT TO
THE VARIATION OF W AND �BK

We carried out simulations for the dmux type-A logic
gate for varying barrier widths W and heights �BK . The
obtained results are shown in Fig. 10. The green squares
and red circles represent a correct and incorrect logic oper-
ation, respectively. In general, the dmux type-A logic gate
works for a range of W and �BK values. For fixed W =
12 nm, the logic operation is correctly performed in the
range �BK = 61–71 mT, allowing about 15% of variation
in �BK . Higher (lower) barrier widths can also be used to
design the logic gate, provided that the barrier height is
decreased (increased) accordingly.
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