Maria Brodovoi 
  
Kilian Gruel 
  
Aurélien Masseboeuf 
  
Lucas Chapuis 
  
Martin Hÿtch 
  
Frédéric Lorut 
  
Christophe Gatel 
email: christophe.gatel@cemes.fr
  
Mapping electric fields in real nanodevices by operando electron holography

Keywords: Transmission electron microscopy, electron holography, focused ion beam sample preparation, Circuit edition, nano-electronic, devices, nanocapacitors, electrical properties, finite element modelling

come    

Main text

The development of nanometer-scaled electronic devices with reduced dimensions, involving new materials or new architectures such as Magnetic Random Access Memories (MRAM) [1][2][3][4] , memristors [5][6][7] or Phase Change Memories (PCM) [8][9][10][11][12] , requires a deeper understanding of their operating properties. While electrical and physical characterizations are widely used to monitor and evaluate both the device performance and the quality of the layer stack, there is a lack of knowledge on how the electromagnetic fields are precisely mediated along devices at the nanoscale level. Correlating local electric fields mapped across a chosen device with its structural properties well as the measurement of charge distributions [14][15][16][17][18] with a 53 precision down to the elementary charge. 19 EH 54 experiments, when combined with in situ biasing, pave the 55 way for nanoscale studies of fundamental electrical 56 phenomena of nanodevices in working conditions. 57 However, despite these exciting prospects, operando EH has 58 been used relatively little to investigate the local properties 59 of nanosystems. A few model systems (nano tips [20][21][22][23][24] , 60 quantum wells 25 , nanowires 26,27 , p-n junctions [28][29][30][31] , oxide 61 layers 32 ) have been studied, but key issues such as specimen 62 preparation, surface damage layers, stray field and electron 63 radiation were identified. 30,33,34 The investigation of real 64 devices are rarer still 35,36 , even with dedicated probe-based 65 holders. 37 The main problem is that stray fields around the 66 nanoprobe may interfere with the reference wave required 67 in holography 21 and the potential applied to the active area. 38 
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In addition, the contact resistance between nanoprobe and 69 sample is unknown, poorly controllable and causes Here we present the methodology that we have been developing for mapping the electrical properties of nanoelectronic devices extracted directly from production lines without using a probe-based approach. We investigated the potential distribution at the nanoscale of metal-insulatormetal (MIM) nanocapacitors using advanced FIB sample preparation and state-of-the-art EH. Capacitors are, in fact, one of the most important components in all electronic devices. They are widely used in analog and RF circuit applications for energy storage and delivery in memory devices such as flash memories and random access memory (RAM) chips, and processors whose performance is dependent on their miniaturization and operation.

Experimental phase measurements will be compared to additional numerical simulations using finite element modelling (FEM) including factors such as specimen geometry and stray fields.

Our results demonstrate that electrical properties such as electric field, capacitance and surface charge density can be preserved and investigated at the nanoscale.

Experiments were carried out on an array of parallel MIM nanocapacitors extracted from a matrix structure integrated in a STMicroelectronics 28 nm process test chip.

The nanocapacitors used in backend upper layers for high frequency circuit applications are made up of a thin 11.5 nm tantalum pentoxide (Ta2O5) high-k insulator sandwiched between two TiN electrodes connected to a Cu pillar (above) and a Al layer (below) (Fig. 1). The upper electrode of TiN has a width of 950 nm (in the plane of the image) and 1.7 µm in depth (out-of-plane). The principle of off-axis electron holography is to use an electrostatically charged wire to interfere a beam of highly coherent electrons that has interacted with the specimen, called "object wave", with a reference wave that has not undergone interaction with any field. [41][START_REF] Tonomura | Prog. Opt[END_REF][START_REF] Tonomura | [END_REF] The resulting interference pattern (i.e. the hologram) contains all of information on the phase shift of the electron wave experienced when interacting with the local electromagnetic fields. 14,[START_REF] Tonomura | [END_REF] The electrical potential V distribution induces a phase shift 𝜙𝜙 recorded in the x-y image plane: [44][45][46] 𝜙𝜙(𝑥𝑥, 𝑦𝑦) = 𝐶𝐶 𝐸𝐸 ∫ 𝑉𝑉(𝑥𝑥, 𝑦𝑦, 𝑧𝑧)𝑑𝑑𝑧𝑧 (1) where 𝐶𝐶 𝐸𝐸 is an energy-related constant that depends on To analyze quantitatively the potential distribution across the thin oxide layer, profiles were plotted from the phase images along the black arrow (Fig. 3(b)) for different biases and averaged over a width of 50 nm parallel to the interfaces (Fig. 4). The overall phase shift across the dielectric increases linearly with applied bias, as expected from Equation (1). On the other hand, the phase is not completely flat in the electrodes whereas we would expect them to be at a uniform potential.

FIG. 1. Architecture of MIM nanocapacitor: (a) SiO2, (b) Cu interconnects; (c) Si3N4; (d) TiN electrodes; (e) active region of Ta2O5 dielectric;, (f) Al electrode.

In fact, the phase curvature is caused by the stray field above and below the thin lamella since the phase is integrated along the whole path of the electron beam (cf Eq.

(1)), inside and outside the specimen. Unfortunately, the stray field cannot be described analytically for complex geometries so numerical modeling must be performed to separate the effects of the internal and external fields. electrode plates is equal to 3.9 10 -16 J.V -1 , while the energy 340 of the stray fields between two neighboring devices 341 corresponds to 1.24 10 -18 J.V -1 , or 0.3% of the total energy. 

40 and chemical composition would greatly help research 41 laboratories

 4041 and the microelectronics industry in the 42 development of new nano-electronic devices. Furthermore, 43 these local studies could also provide methods to determine 44 the root causes of electrical failure 13 to improve the devices 45 in terms of reliability, speed and power consumption.

46 Transmission

 46 Electron Microscopy (TEM) is a powerful 47 technique for studying the properties of individual 48 nanosystems with very high spatial resolution. Among TEM 49 methods, off-axis Electron Holography (EH) is an 50 interferometric technique that allows quantitative mapping 51 of electrical potentials inside and around the specimen, as 52
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  In situ biasing TEM experiments thus necessitate a 72 specific and complex sample preparation that minimizes 73 preparation artifacts whilst ensuring the electrical 74 functionality of the nanodevice itself. A dedicated setup for 75 applying bias from the macroscopic to nanometre scale is 76 also required to avoid electrostatic discharge that can 77 destroy the fragile specimen. Moreover, the signal from 78 local charge distributions is extremely weak and measuring 79 such a signal on a working device prepared by sample preparation methods such focused-ion beam (FIB) is very challenging. Finally, the analysis of the resulting phase images remains complex due to the integration of the signal along the electron path as well as additional effects (beaminduced charge, stray fields and sample preparation artifacts).

40 127

 40 FIG. 2. MIM nanocapacitor specimen-device prepared for operando EH study: (a) chip inserted in sample holder (arrow indicates position of MIM nanocapacitors); (b) SEM image of sample device connected to gold electrodes on chip; (c) TEM image of final specimen-device active area; (d) enlargement of MIM nanocapacitor showing stack.Such specimen-devices are extremely delicate, with capacitances estimated to be only around 2 fF (the crosssectional area of the dielectric in the thin lamella is 17 times smaller of the original device). An additional setup consisting of several levels of electrical connections with adapted equipment and software, was therefore developed to protect the thinned nanocapacitors from electrical discharge. Indeed, the electrical resistance of completed specimen-devices was measured prior to TEM experiments to confirm that the nanocapacitors had not been electrically shorted. The chip supporting the connected devices was inserted into a Hummingbird holder designed specifically for biasing experiments (1600 series, Hummingbird scientific) and connected to this additional setup. The bottom electrode was grounded whilst positive, negative or zero biases were applied in situ to the top electrode for the electron holography experiments.
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  the accelerating voltage (6.526 10 6 V -1 .m -1 at 300kV) and z 193 the direction of the electron path. V is the sum of the mean 194 internal potential 𝑉𝑉 𝑀𝑀𝑀𝑀𝑀𝑀 , which is related to the atomic 195 potential and static charges, and 𝑉𝑉 𝐵𝐵𝐵𝐵𝐵𝐵𝐵𝐵 , which is caused by 196 the applied bias. As a result, 𝜙𝜙 can be divided into two sub-197 contributions, 𝜙𝜙 𝑀𝑀𝑀𝑀𝑀𝑀 , and 𝜙𝜙 𝐵𝐵𝐵𝐵𝐵𝐵𝐵𝐵 . Since 𝜙𝜙 𝑀𝑀𝑀𝑀𝑀𝑀 does not 198 depend on the bias, it can be measured by grounding the 199 two electrodes and subtracted from the total measured 200 phase shift. It is then possible to isolate 𝜙𝜙 𝐵𝐵𝐵𝐵𝐵𝐵𝐵𝐵 on applying 201 bias. 202 Operando EH experiments were carried out on a Hitachi 203 HF3300-C (I2TEM) microscope specifically designed for in 204 situ electron interferometry studies. It is equipped with a 205 cold field-emission gun (CFEG) for optimal brightness and 206 an imaging aberration corrector (BCOR from CEOS), 207 which allows on-and off-axis aberrations to be corrected 208 over wide fields of view. Observations were performed with 209 the microscope operating at 300 kV in Lorentz mode with 210 a spatial resolution of 0.5 nm 47 , elliptical illumination and 2 211 post-specimen biprisms to avoid artefacts linked to Fresnel 212 fringes and to allow adjustment of the interference area 213 with respect to the fringe spacing. 48 The reference wave was 214 placed in the field-free region of the vacuum beneath the Al 215 electrode (cf Fig. 2(c)).216 A high-speed 4k by 4k camera (OneView, Gatan Inc.) 217 operating at full-frame rate of 25 images per second was 218 used with a temporal integration window of 250 ms, which 219 corresponds to the sum of the frames displayed in the 220 previous 250 ms. Holograms with an interfringe of 1.5 nm 221 (5 pixels) were acquired using dynamic automation 49 and π-222 shift method 50 over a total exposure time of 120 s each 223 corresponding to the sum of 480 images. 224 The phase was monitored in real-time during 225 experiments using HoloLive 1.0 (HREM Research Inc.), a 226 plug-in for the image processing package Digital 227 Micrograph (GMS 3.3, Gatan Inc.). In-house scripts and 228 dedicated code implemented within Digital Micrograph 229 were used to analyze the holograms and extract amplitude 230 and phase images during post-processing. A 5 th order 231 Butterworth Fourier-space filter centered on the sideband 232 giving a spatial resolution of 3 nm was selected for the 233 amplitude and phase images. To remove the projector and 234 camera distortion-induced phase modulations, a dedicated 235 reference hologram recorded in a vacuum area was used. 236 For each applied bias, a final field of view of 3.5 µm x 1 µm 237 was reconstructed by aligning and combining 3 images.

Figures 3

 3 Figures 3(a) and 3(b) show the experimental amplitude

FIG. 4 .

 4 FIG. 4. Phase profiles extracted along the black dotted arrow in Fig. 3(b) for different biases. Ta2O5 active layer is between the two TiN electrodes.
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 1 FIG. 5. Quantitative analysis: (a) experimental phase; (b) FEM simulated phase; (c) experimental phase profiles across active layer (black arrow 1), corresponding simulated profiles for the internal field (green), stray field (purple) and
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  342 343These results show that devices extracted from 344 production lines can be prepared for TEM studies whilst 345 preserving their electrical connectivity and functionality.346Operando electron holography can then be used to 347 quantitatively map the electric potential distribution as a 348 function of bias. That the measured electric field can be 349 modeled with almost no fitting parameters suggests that the 350 device is indeed functioning normally within the 351 microscope. 352 There is no reason that the same methodology cannot 353 be applied to more complex electronic devices such as MOS 354 transistors or spintronic devices by adapting the sample 355 preparation workflow to achieve a successful circuit 356 modification and enable electrical stimulation of the device. 357 Furthermore, measurements can be correlated to 358 complementary TEM techniques for a full understanding of 359 structural, chemical and electrical properties of individual 360 devices at the nanometer scale. We hope that the ability to 361 study local electric fields quantitatively in newly proposed 362 devices and devices already in production will help efforts 363 to explore fundamental physical processes as well as to 364 develop and improve current devices.

C. Gatel, J. Dupuy, F. Houdellier, and M.J. Hÿtch, Appl. Phys. Lett. 113, 133102 (2018).

V.V. Volkov, M.G. Han, and Y. Zhu, Ultramicroscopy 134, 175 (2013).

Acknowledgments

368

We thank Cécile Marcelot, responsible for the microscopy