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A L0 AERODYNAMIC MODEL FOR AIRCRAFT MULTIDISCIPLINARY DESIGN AND OPTIMIZATION PROCESS

A multidisciplinary design analysis and optimization process is developed at ONERA for Tube and Wing and Blended Wing Body configurations. The overall process considers different fidelity levels for the different modules (geometry, propulsion, aerodynamics, structure, handling qualities and flight mission) used at each step of the design process. This article describes the Level 0 aerodynamic module used for evaluation of the aerodynamic performance of the different aircraft configurations considered during the preliminary design optimization process. Analytical formulations retained for lift and drag components are presented in a first part. Then, the performance estimated by the aerodynamic module on some reference configurations are compared with both numerical and experimental data for both Tube and Wing and Blended Wing Body configurations.

INTRODUCTION

Since 2015, ONERA -The French Aerospace Lab, develops a multidisciplinary design analysis and optimization (MDAO) process dedicated to unconventional aircraft configurations [START_REF] Tremolet | Multidisciplinary Overall Aircraft Design and Optimization of Blended Wing Body Configurations[END_REF]. The design workflow covers the range of tools from Level 0 (L0), considering (semi-) empirical methods, over Level 1 (L1), taking into account low level physics based methods, to Level 2 (L2), using high fidelity methods. The modules implemented are easily exchangeable to adapt the workflow for specific configurations or higher level of fidelity in specific domains, if different methods are needed. This design tool evolves continually due to the enrichment of the disciplinary modules integrated or the addition of new disciplinary modules. The last version is composed of six disciplinary modules: Aircraft Geometry, Propulsion, Aerodynamics, Structure & Weight, Mission & Performance and finally Handling Qualities. For a general preliminary design process, when the main characteristics of the aircraft are not fixed, a large number of configurations have to be evaluated. As an order of magnitude, aerodynamic databases used by the Mission module consider 25 Mach numbers, 10 altitudes and 20 lift coefficients, leading to 5000 aerodynamic points to evaluate for each planform which makes the use of disciplinary modules with fast computing time and reliable performance level prediction mandatory. Therefore, a dedicated L0 aerodynamic module, based on analytical formulations derived from theory or from data analysis of past or present aircraft, has been developed for a fast evaluation of the aerodynamic performance for standard "Tube and Wing" (T&W), "Flying Wing" (FW) or "Blended Wing Body" (BWB) configurations for typical subsonic cruise flight conditions. The first part of the article describes the different formulations retained. In a second part, results issued from the module are compared with numerical or experimental results of different aircraft configurations

AERODYNAMIC L0 MODULE

The L0 aerodynamic module is dedicated to T&W, FW or BWB configurations in subsonic attached flow conditions. It does not consider flow conditions with separation, high-lift configurations, supersonic flight and unconventional aircraft configurations such as multiplane or boxed wing. In a first stage, a reference wing is built based on geometrical characteristics such as the airfoil relative thickness, the sweep angles, the local chord, etc … and reference geometrical parameters are derived (reference surface, mean aerodynamic chord, …). For the performance evaluation, this wing is considered as "aerodynamically optimized" with an elliptical span loading. In a second stage, the influence of other elements, such as the fuselage, winglets or nacelles, are considered as drag increments. The module is suited to compare different wing planforms within a preliminary design loop. By construction, identical results will be obtained for two configurations with the same wing planform and the same airfoil thickness span wise evolution. Optimization of geometrical details, such as the airfoil shape, camber or twist, are not possible by the use of this module and has therefore to be considered in a next step of the design process using more advanced L1 or L2 numerical methods. The following chapters present the formulations used for the estimation of the aerodynamic performance (lift and drag).

Wing geometrical characteristics

The wing planform is defined by the use of N AIRF airfoil sections (Fig. 1 When considered, a fuselage is modelled as a slender cylinder of length L FUS and a diameter D FUS . The aerodynamic module considers the fuselage to be set on the symmetry plane, but with no consideration about its relative position to the wing. Therefore, similar performance will be evaluated by the module for the different configurations presented in Fig. 2. Winglet and tail surfaces are considered as trapezoid surfaces, defined with root and tip chords (or taper ratio), a leading edge sweep and a mean relative thickness.

Formulation for aircraft lift

By construction, the aerodynamic module considers an ideal elliptic span loading KZ(Y) for the reference wing, which is therefore fully defined by the load at symmetry plane KZ 0 :

(1)

with b being the total wing span and:

(2)

For a given wing section Y, the local lift coefficient corresponds to:

𝐶𝐶 𝑙𝑙 = 𝐾𝐾𝐾𝐾(𝑌𝑌) 𝐶𝐶(𝑌𝑌) (3) 
The aircraft 𝜕𝜕𝐶𝐶 𝐿𝐿 𝜕𝜕𝜕𝜕 slope (α in rad) considered is the Polhamus formulation [START_REF] Lowry | A Method for Predicting Lift Increments Due to Flap Deflection at Low Angles of Attack in Incompressible Flow[END_REF], with the effects of fuselage taken into account [START_REF] Raymer | Aircraft Design -A Conceptual Approach[END_REF]: [START_REF] Reneaux | Réduction de la traînée des avions de transport par laminarité étendue[END_REF] with ϕ 50 being the mean wing sweep angle at midchord. For FW or BWB configurations, D FUS is set to zero. The aerodynamic module is not able to determine the zero-lift incidence of the aircraft α 0 , but it can be estimated based on preliminary validation exercises on similar configurations.

Formulation for aircraft drag

Among the different existing drag formulations, the one retained for the aerodynamic module is derived from the one presented by Gur [START_REF] Gur | Full Configuration Drag Estimation[END_REF]:

C D Total = C D Induced + C D Friction + C D Add + C D Wave + C D Parasitic (5)
The following sections describe the formulations used for these different terms.

Lift induced drag

The standard formulation is considered for the lift induced drag coefficient of the reference wing:

𝐶𝐶 𝐷𝐷 𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼𝐼 = (𝐶𝐶 𝐿𝐿 -𝐶𝐶 𝐿𝐿 0 ) 2 𝜋𝜋𝜋𝜋. 𝑂𝑂𝑂𝑂𝑂𝑂 (6) 
with C L0 being the minimum lift drag coefficient, λ the wing geometric aspect ratio and Osw the Oswald factor that characterizes the deviation from the ideal elliptic span loading. Several methods are available for the determination of the Oswald factor (see [START_REF] Nita | Estimating the Oswald Factor from Basic Aircraft Geometrical Parameters[END_REF] for instance). Most of them consider an Oswald factor such as:

𝑂𝑂𝑂𝑂𝑂𝑂 = 1 1 + 𝛿𝛿 (7)
with δ a parameter based on wing geometrical characteristics. The one proposed in the aerodynamic module is originally based on the formulation used by Anderson [START_REF] Nita | Estimating the Oswald Factor from Basic Aircraft Geometrical Parameters[END_REF][8]:

(8)
However, as it is noted by the author, this formulation is valid for unswept wings only, which is obviously not suitable at all for BWB configurations. To take the wing sweep angle into account, Hörner [START_REF] Hörner | Fluid Dynamic Drag[END_REF] proposes a simple correction for the Oswald factor. Some validations carried out on several CFD results analysed by a far field drag decomposition tool [START_REF] Destarac | Drag Extraction from Numerical Solutions to the Equations of Fluid Dynamics: The Far-Field Philosophy. 43 ème[END_REF] have shown that the lift induced drag component computed for swept wings was surrounded by the evaluations made buy the two formulations, and that a mean value between these two formulations lead to an excellent agreement. Therefore, the formulation retained in the code is simply:

𝑂𝑂𝑂𝑂𝑂𝑂 𝑊𝑊𝑊𝑊𝐼𝐼𝑊𝑊 = 1+𝐼𝐼𝑐𝑐𝑐𝑐 𝜑𝜑 2 𝑂𝑂𝑂𝑂𝑂𝑂 𝐴𝐴𝐼𝐼𝐼𝐼𝐼𝐼𝐴𝐴𝑐𝑐𝑐𝑐𝐼𝐼 (9) 
When a fuselage or a winglet are considered, the Oswald factor of the wing is modified as described by Nita [START_REF] Nita | Estimating the Oswald Factor from Basic Aircraft Geometrical Parameters[END_REF] according to:

(10) [START_REF] Torenbeek | Synthesis of Subsonic Airplane Design[END_REF] with H WLT being the height of the winglet, and b the total wing span. Note that according to this formulation, the different winglets shown in Fig. 3 have the same Oswald factor and so their wing will have the same liftinduced drag. The contribution of the tail surfaces to the total lift induced drag is not considered in the module.

Friction/Form drag

According to the methodology described in [START_REF] Raymer | Aircraft Design -A Conceptual Approach[END_REF][6], skin friction and pressure drag of the different components are estimated using the following relation:

𝐶𝐶 𝐷𝐷 𝐹𝐹𝐴𝐴𝑊𝑊𝐼𝐼𝐹𝐹𝑊𝑊𝑐𝑐𝐼𝐼 = 𝐶𝐶 𝐹𝐹 . 𝐹𝐹𝐹𝐹. 𝑆𝑆 𝑊𝑊𝑊𝑊𝑊𝑊 𝑆𝑆 𝑅𝑅𝑊𝑊𝐹𝐹 ( 12 
)
where C F is a flat plate friction coefficient, FF is a form factor of the component, and S WET the wetted area of this component.

Friction coefficient

For a flat plate of length L, friction coefficient for laminar flow is obtained by the Blasius relation:

𝐶𝐶 𝐹𝐹 𝐿𝐿𝐿𝐿𝐿𝐿 = 1.328 �𝑅𝑅𝑅𝑅 𝐿𝐿 (13) 
For a turbulent flow, the friction coefficient is obtained by the compressible Schlichting relation [START_REF] Raymer | Aircraft Design -A Conceptual Approach[END_REF]:

𝐶𝐶 𝐹𝐹 𝑇𝑇𝑇𝑇𝑇𝑇𝑇𝑇 = 0.455 (𝑙𝑙𝑙𝑙𝑙𝑙 10 𝑅𝑅𝑅𝑅 𝐿𝐿 ) 2.58 (1 + 0.144𝑀𝑀 2 ) 0.65 (14) 
The aerodynamic module is mainly used for the evaluation of the performance of aircraft in turbulent flow conditions, but there is the possibility to consider wings with laminar flow technologies. Based on previous studies [START_REF] Reneaux | Réduction de la traînée des avions de transport par laminarité étendue[END_REF], it is possible to have an estimation of the maximum laminar extent for wing sections as a function of the local Reynolds number and the ϕ 25 sweep angle (Fig. 4). Once the portion of laminar flow (X Lam ) estimated for the considered wing section, the global friction coefficient on one surface is obtained by an estimation of the boundary layer momentum thickness at trailing edge through the use of a 'fictitious turbulent length" (L Fict in Fig. 6). Firstly, the momentum thickness at transition point (Θ Tr ) is computed using the Blasius relationships. Then, using the Michel relationships (in [START_REF] Cousteix | Turbulence et Couche Limite[END_REF]), the length L Fict of a turbulent boundary layer with the same Θ Tr momentum thickness is estimated. Then, Θ TE is computed as the momentum thickness of a turbulent flow that develops over a length of L Tur .

L Tur = L Fict + (1-X Lam )×C ( 15 
)
The friction coefficient for transitional flow on one surface is finally obtained by:

𝐶𝐶𝐹𝐹 = 2 𝛩𝛩 𝑇𝑇𝑇𝑇 𝐶𝐶(𝑌𝑌) (16) 
Eq. ( 16) is applied on both upper and lower surfaces, with their respective X Lam values, in order to have the total friction drag of the wing.

Form Factors

About the form factor, there are many different models in the literature available (see for instance [START_REF] Gur | Full Configuration Drag Estimation[END_REF] for a comparison of different formulations for FF WING or for body of revolutions). The following formulations (Eq. 17-20) have been retained for the aerodynamic module for wing [START_REF] Haftman | Takeoff Drag Prediction for an Airbus A300-600 and A310 Compared with Flight Test Results[END_REF], fuselage [START_REF] Raymer | Aircraft Design -A Conceptual Approach[END_REF], winglets or tail surfaces [START_REF] Haftman | Takeoff Drag Prediction for an Airbus A300-600 and A310 Compared with Flight Test Results[END_REF] and nacelles [START_REF] Torenbeek | Synthesis of Subsonic Airplane Design[END_REF] form factors.

(

) (18) 17 
(20)

Special considerations about nacelles

The effect of airframe installation on performance is considered for the drag contribution only (there are no propulsion effects considered). The evaluation is therefore similar to a "through flow nacelle". Single (NAC1 elements only) or double fluxes nacelles (NAC1 and NAC2) can be considered (Fig. 7), but it is supposed that all the nacelles are identical.

Figure 7 -Nacelles types considered in the module.

In addition to the simple geometrical effect of the presence of these cylinders on the friction drag, some interaction effects of the nacelles with the wing (or fuselage) are considered. A distance parameter Z NAC is defined (Fig. 8). This parameter is a kind of distance between the nacelle and the wing (or fuselage) surfaces, not a coordinate. Based on these geometrical characteristics, an interaction coefficient Q N is built (Fig. 9) according to the statement given by Raymer [START_REF] Raymer | Aircraft Design -A Conceptual Approach[END_REF]. 

Additional drag due to lift

Finally, an additional profile drag due to lift is considered for the wing. For each wing segment, the additive drag is estimated according to the relation from Torenbeek [START_REF] Torenbeek | Synthesis of Subsonic Airplane Design[END_REF]:

(22) With ( 23 
)
where C L MAX is the maximum lift coefficient of the wing and C L0 the minimum drag lift coefficient.

Wave drag

For aircraft mission at transonic flight conditions, the drag increase due to compressibility effects has to be considered. In the module, the estimation of this drag component is based on the Korn relation [START_REF] Gur | Full Configuration Drag Estimation[END_REF]. In the original work, Korn gives an estimation of the divergence Mach number for an airfoil as:

𝑀𝑀 𝐷𝐷𝐷𝐷 (2𝐷𝐷) = 𝐾𝐾 𝐴𝐴 - 1 10 𝐶𝐶 𝑙𝑙 -� 𝑡𝑡 𝑐𝑐 � (24)
The K A coefficient, referred as "Korn factor", is an airfoil technology coefficient, depending on the nature of the airfoil. It is proposed to use K A =0.95 for "modern" supercritical airfoils, and K A =0.87 for "conventional" airfoils. However, Eq.( 24) is valid for 2D airfoils only. In order to have an estimation of M DD for a wing section, the swept wing theory, considering a normal to the leading-edge flow assumption, can be used, leading to the following relation for 3D swept wings:

𝑀𝑀 𝐷𝐷𝐷𝐷 = 𝐾𝐾 𝐴𝐴 𝑐𝑐𝑙𝑙𝑂𝑂 𝜑𝜑 - 1 10 
𝐶𝐶 𝑙𝑙 𝑐𝑐𝑙𝑙𝑂𝑂 3 𝜑𝜑 - 1 𝑐𝑐𝑙𝑙𝑂𝑂 2 𝜑𝜑 � 𝑡𝑡 𝑐𝑐 � (25) 
Once the local divergence Mach number estimated, the local critical Mach number M Cr is estimated according to:

𝑀𝑀 𝐶𝐶𝐴𝐴 = 𝑀𝑀 𝐷𝐷𝐷𝐷 -� 0.1 80 � 1 3 � = 𝑀𝑀 𝐷𝐷𝐷𝐷 -0.108 (26) 
Finally, for a given wing subsection, the wave drag contribution is obtained:

𝐼𝐼𝐼𝐼 𝑀𝑀 > 𝑀𝑀 𝐶𝐶𝐴𝐴 ; 𝐶𝐶 𝐷𝐷 𝑊𝑊𝐴𝐴𝑊𝑊𝑊𝑊 = 20 (𝑀𝑀 -𝑀𝑀 𝐶𝐶𝐴𝐴 ) 4 𝑆𝑆 𝑒𝑒𝑒𝑒𝑒𝑒𝐿𝐿𝑒𝑒𝑒𝑒𝑒𝑒 𝑆𝑆 𝑅𝑅𝑇𝑇𝑅𝑅 (27) 
The total wave drag of the wing is found by adding the contributions of all the NDY wing subsections.

Parasitic drag

Finally, an additional parasitic drag due to protuberances, antenna, probes, paint, etc…, is considered. A general formulation used in predesign phase is to consider this contribution as a percentage of the total friction drag:

C D Parasitic = X PARA x C D Friction ( 28 
)
For an aircraft performance estimation, X PARA =0.025 is generally used. However, for a validation purpose with comparisons with CFD results or experimental data in wind tunnel, X PARA =0.0 has to be used.

MODULE VALIDATION

Standard Tube and Wing configurations

ONERA NOVA

The first configuration considered is the Nextgen ONERA Versatile Aircraft (NOVA) configuration [START_REF] Wiart | Development of NOVA Aircraft Configurations for Large Engine Integration Studies[END_REF] (Fig. 10) which is designed with a downward winglet element and different engine integrations. NOVA is a platform used to investigate the effect of the integration of Ultra High Bypass Ratio (UHBR) engines and different engine arrangements are available that makes possible a first validation of the nacelle drag for different interference ratio. Tab. 1 compares the drag increase for different engine installation for the NOVA aircraft between CFD results and the estimation from the Module. A quite good agreement is found for the Baseline and the Podded cases, with nacelles out of interactions with surfaces. For the BLI case, the difference is slightly higher (about 7 drag counts).

However, it has to be noted that CFD results considered an engine simulation, not a through-flow nacelle and that it was not checked whether the thrust generated and the airframe drag were balanced or not. However, the drag increase found by the module is in a correct order of magnitude (about 20 drag counts). 

NASA CRM

The second configuration considered for the validation exercise is the NASA CRM model for which both experimental and numerical data are available [START_REF] Hue | Computational Drag Prediction of the DPW4 Configuration using the Far-Field Approach[END_REF]. About overall drag estimation, Fig. 13 compares the C L (C D ) curves computed by the module with the CFD results from Onera [START_REF] Hue | Computational Drag Prediction of the DPW4 Configuration using the Far-Field Approach[END_REF]. Drag coefficients from CFD results have been obtained by the ffd72 far-field analysis tool [START_REF] Destarac | Drag Extraction from Numerical Solutions to the Equations of Fluid Dynamics: The Far-Field Philosophy. 43 ème[END_REF] that allows to eliminate the artificial spurious drag from the numerical solution and to give the drag breakdown of physical components (lift induced, viscous and wave). It can be seen that the agreement is quite good (1 drag count maximum) between the module and the CFD results up to lift coefficients around 0.50. When considering the different drag components, namely lift induced, viscous and wave drag, a very good agreement is found for these different parameters (Fig. 14). Some discrepancies are observed for C L values higher than 0.50 for viscous and wave drag. However, in these conditions, a separation is observed on the wing by CFD computations, which is not considered in the aerodynamic module formulations. Tab. 2 compares the drag difference at design point between NLF and turbulent flow conditions for the CRM NLF wing. Results from the aerodynamic module are compared with CFD results presented in [START_REF] Lynde | Computational Design and Analysis of a Transonic Natural Laminar Flow Wing for a Wind Tunnel Model[END_REF] at a higher Reynolds number (Re=30×10 6 ). The estimation of the drag penalty by both methods is quite similar. 

AG2-NLF Regional Aircraft

The CRM-NLF configuration considered laminar flow on the upper wing only. In order to evaluate the performance prediction capabilities of the aerodynamic model for a wing which laminar flow extents on both surfaces, we considered the AG2-NLF wing design by ONERA in the framework of the Clean Sky 2 AIRGREEN2 program. The reference aircraft considered is a 90-pax turboprop configuration with wing airfoils redesigned by ONERA at cruise conditions for natural laminar flow capabilities [15][16]. Flow conditions are Mach number M=0.52 at an altitude Z=20000 ft. The NLF capabilities of the module have been evaluated by comparison with 3D RANS results obtained by the Onera elsA software with integrated transition prediction capabilities [START_REF] Moens | Transition Prediction and Impact on 3D High-Lift Wing Configuration[END_REF] (Fig. 16). A quite good agreement on drag evaluation is found for both turbulent and NLF flow conditions around the design C L (C L_Adapt =0.50) with a difference of less than 1 point in LoD.

Figure 16 -AG2-NLF Configuration -Global aerodynamic performances (M=0.52, Re= 17.5×10 6 ).

BWB configurations

As the module is used for a MDAO design process of BWB configurations, it is important to check if the formulations used are valid for such configurations with high values of leading-edge sweep angle.

AVECA

The first BWB configuration considered is one of the optimized planform of the AVECA project [18][19]. This configuration has been modelled considering only four wing segments or five wing sections (Fig. 17), which is very crude. Flow conditions are M=0.85 at an altitude Z=11000 m. Results of the aerodynamic module are compared to CFD results post-processed with the ffd72 tool in order to have the drag breakdown between the different drag components. Note that the engines were not considered for both CFD and the module. 

NACOR SMILE

The second BWB configuration considered for the validation exercise is the optimized SMILE planform from the CS2 NACOR program. Details of the optimization of this configuration are given in [START_REF] Bennehard | Aerodynamic shape optimization of a short-medium range Blended Wing Body Aircraft -56[END_REF]. Similarly, a very good correlation is observed on the different drag components (lift induced, viscous and wave) presented in Fig. 23.

CONCLUSIONS

In the framework of a Multi Disciplinary Design Analysis and Optimization process for Blended Wing Body configurations, a L0 aerodynamic module has been developed in order to evaluate the aerodynamic performance of different wing planforms and aircraft architectures (T&W, FW and BWB) with a fast restitution time. The module considers different analytic formulations derived from theory or from statistical data and different validation exercises have shown that it can be used to estimate the aerodynamic performances of The lift slope, the total and individual drag components (lift-induced, viscous and wave) estimated by the module are in a quite good agreement with reference data issued from numerical and experimental data. In addition, the effects of different elements on the performance, such as fuselage, winglets, nacelles and tail surfaces, are well restored by the module. Finally, the performance of wings using laminar flow technologies can be estimated with a quite good level of accuracy for a predesign phase.

However, it is important to recall that this module cannot be used for the detailed optimization of some wing parameters (airfoil shape, wing twist or camber, nacelle positions). These fine optimizations have to be considered in the next steps of the aircraft design process, using more advanced numerical methods, once the general architecture has been defined in the preliminary phase. For future developments of the aerodynamic module, supersonic flow conditions, nonconventional wing architectures or high-lift system can be considered. However, these developments have to be compared to the use of L1 methods in term of efficiency for the global multidisciplinary design process.

  right), of N WSEG segments (N AIRF =N WSEG +1) (Fig.1 left). By definition, the first airfoil is located at the symmetry plane Y(1)=0, and the last section Y(N AIRF ) corresponds to the wing tip. For each wing segment, the leading-edge sweep angle, an index (X Tra ) for NLF computations and the airfoil Korn factor K A are provided. For each airfoil, the chord and the relative thickness (t/c) are provided.Wing segmentsAirfoils sections Figure1-Wing definition For an accurate estimation of friction and wave drag components, the wing span is then divided into different subsections. For a given subsection, the different geometrical characteristics are obtained by a linear interpolation between two wing sections of the segment. This allows the evolution of the leading edge line X LE (Y) and Y LE (Y), the chord law C(Y) and the different sweep evolutions with wing span (ϕ 25 (Y), ϕ 50 (Y)) to be obtained. The reference area considered for the aerodynamic coefficient calculations is the geometrical wing area, obtained by the sum of the different trapezoid segments of the wing.
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 2 Figure 2 -Different fuselage arrangements with similar aerodynamic performance.
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 3 Figure 3 -Winglets having the same lift induced drag.

Figure 4 -

 4 Figure 4 -Maximum possible natural laminar flow extent as a function of local Reynolds number and wing sweep angle.Laminar wings are designed in order to have a maximum laminar flow extent on both surfaces around a design lift coefficient C L_Adapt . For C L values higher than

Figure 5 -

 5 Figure 5 -Simplified model for transition location change with C L on wing surfaces.

Figure 6 -

 6 Figure 6 -Estimation of Θ at airfoil trailing-edge for transitional flow.

Figure 8 -

 8 Figure 8 -Definition of the Z NAC parameter.

Figure 9 -

 9 Figure 9 -Evolution of the Q N coefficient with Z NAC . Once this coefficient evaluated, the global friction drag coefficient for the N ENG nacelles is obtained by the following relation: 𝐶𝐶 𝐷𝐷 𝑊𝑊𝐸𝐸𝐸𝐸 = 𝑁𝑁 𝑊𝑊𝐸𝐸𝐸𝐸 × �𝑄𝑄 𝐸𝐸 𝐶𝐶 𝐷𝐷 𝐸𝐸𝐴𝐴𝐶𝐶1 + 𝐶𝐶 𝐷𝐷 𝐸𝐸𝐴𝐴𝐶𝐶2 � (21)

Figure 10 -

 10 Figure 10 -ONERA NOVA aircraft.The aerodynamic flow conditions for this test case are: Mach number M=0.82 at an altitude Z=11300m. For this configuration, drag decompositions using the ONERA ffd72 tool[START_REF] Destarac | Drag Extraction from Numerical Solutions to the Equations of Fluid Dynamics: The Far-Field Philosophy. 43 ème[END_REF] of different configuration are available which makes possible to compare the liftinduced drag for the clean wing and the wing equipped with the winglet. The comparison with the prediction from the aerodynamic module (Fig.11) shows a quite good prediction of this drag (C D given in drag count or d.c.).

Figure 11 -

 11 Figure 11 -NOVA configuration -Winglet effect on lift induced drag.

  Flow conditions considered are the ones used for the different Drag Prediction Workshop (DPW) exercises: model scale 1/10; M=0.850; Re=5.36×10 6 . The first validation exercise considered the effect of the fuselage on the C L (α) curve. Fig. 12 compares the C L (α) curves from the aerodynamic module with a fuselage taken into account or not, with CFD results from ONERA obtained within the DPW framework. The module considers a zero-lift incidence α 0 = -1.55 o to improve the comparison. A quite good agreement is observed for the estimation of the lift slope of the {wing + fuselage} arrangement by the module with the CFD data.

Figure 12 -

 12 Figure 12 -CRM configuration -Fuselage effect on the C L (α) curve.

Figure 13 -

 13 Figure 13 -CRM configuration -C L (C D ) curves (M=0.85, Re=5.36×10 6 ).
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 14 Figure 14 -CRM configuration -Drag components.

Figure 15 -

 15 Figure 15 -CRM-NLF configuration -Global aerodynamic performances (M=0.8565, Re=15×10 6 ).
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 17 Figure 17 -AVECA BWB configuration -Data used by the aerodynamic module (5 wing sections).

Fig. 18

 18 Fig. 18 compares the C L (α), with a zero lift angle of attack of α 0 = +0.175 o to improve the comparison, and Fig. 19 compares the C L (C D ) curves from the aerodynamic module with CFD results. It can be seen

Figure 18 -

 18 Figure 18 -AVECA Configuration -C L (α) curve.

Figure 19 -Figure 20 -

 1920 Figure 19 -AVECA Configuration -Global aerodynamic performances (M=0.85, Re= 180×10 6 ).Similarly, a very good correlation is found on the different drag components (lift induced, viscous and wave) presented in Fig.20, with a small underestimation of the viscous drag by the module.

  Fig. 21 compares a CAD rendering of the final optimized shape with the data used by the aerodynamic module. Only six wing sections have been used to model the BWB planform. Winglet and nacelles have also been considered for the performance evaluations.

Figure 21 -

 21 Figure 21 -SMILE BWB configuration -Data used by the aerodynamic module (6 wing sections).

Fig. 22

 22 Fig. 22 compares the C L (α), with a zero lift angle of attack of α 0 = -0.225 o to improve the comparison, and C L (C D ) curves from the aerodynamic module with CFD results. The agreement on lift slope and on drag evaluation is quite good.

Figure 22 -

 22 Figure 22 -SMILE configuration -Global aerodynamic performances (M=0.78, Re=55×10 6 ).

  Figure 23 -SMILE BWB configuration -Drag components.

Table 1 -

 1 NOVA Configuration -Drag increase (in drag counts) for different engine installations.

		Aerodynamic Module CFD
	C L =0.50	C D	∆C D	∆C D
	Ref. (No Engine)	210	--	--
	Baseline	233	23	28
	Podded	242	32	34
	« BLI »	236	26	18

Table 2 -

 2 Drag difference between turbulent and NLF flow conditions.

	CFD	Aero. module
	+10 d.c.	+11 d.c.
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