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I. INTRODUCTION

Magnetic tunnel junctions have been a keen focus in spintronics known for their usage in nonvolatile spin-transfer-torque (STT) magnetic random access memories [START_REF] Ohno | Magnetic tunnel junction for nonvolatile CMOS logic[END_REF], for which MgO/CoFeB/Ta trilayer systems with perpendicular magnetic anisotropy (PMA) have been proven to be a prime candidate [START_REF] Ikeda | [END_REF]. W insertion between CoFeB and Ta has been shown to improve PMA, thermal robustness and tunnel magnetoresistance (TMR) ratios [3,4]. Moreover, TMR and STT excitation processes are interfacesensitive quantities [5]. Probing magnetic buried interfaces in a layer exhibiting perpendicular magnetization, which limits the thicknesses to the nanometer, is a major challenge. In particular, better understanding of the magnetic interfaces in basic stacks for functional devices can help move beyond the ideal layers and perfect interfaces used for theoretical transport models and understand the difference between predictions and experiments. In this paper, the magnetization profile of a MgO/CoFeB/W free layer exhibiting PMA after annealing at 400°C is studied by X-ray resonant magnetic reflectivity (XRMR) in the soft X-ray range. Analysis of the angular dependence of the magnetic asymmetry reveals a perpendicular magnetization gradient with a significant increase in Fe and Co magnetization at the MgO interface and a 50% reduction at the W interface. In addition, the evolution of the magnetization profile, exposed to an external inplane (ip) magnetic field, is discussed. This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. 
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II. X-RAY RESONANT MAGNETIC REFLECTIVITY

XRMR is a powerful tool to probe the depth magnetization profile of a specific magnetic element in thin films, with sub-nanometer spatial resolution [6,7]. It exploits the dependence of the atomic scattering factor (ASF) with respect to the scattering vector q, incident photon energy, the polarization state of the incident and reflected beam as well as amplitude and orientation of the magnetization [8]. When the X-ray photon energy is tuned to an absorption edge of a magnetic element, the energydependent correction terms f'(E)+if''(E) to the Thomson scattering f 0 (q) and energy-dependent magnetism-sensitive scattering term f m (E) = m'(E)+im''(E) can be enhanced. The effect is particularly strong at the L 23 edges of 3d element in the soft X-ray range, where it is possible to use Xray circular magnetic dichroism (XMCD) effects [9]. In addition, thanks to the longer wavelength, angle-dependent specular reflectivity can be measured up to large scattering angles, providing sensitivity to oop magnetization [10,11]. The XRMR measurements are performed at room temperature using the RESOXS end station [12] at SEXTANTS beamline [13] at Synchrotron SOLEIL (France). The current magnetization device allows the application of a magnetic field in all directions of the sample plane but not perpendicular to the sample. Therefore, only thin films exhibiting 100% oop spontaneous magnetization can be investigated. The magnetic contrast is derived from the measurement of two intensities I p and I m , obtained either by using right and left circularly polarized incident light, keeping the direction of the applied magnetic field unchanged or measuring at remanence, or by reversing the direction of an applied magnetic field while keeping the X-ray helicity unchanged. The magnetic asymmetry is defined as

R = [(I p -I m )/(I p +I m )].
The sample is first magnetized by a permanent perpendicular magnet of µ o H = 0.4 T brought close to the sample surface followed by measurements at remanence [11] and, second, is subjected to an ip magnetic field of 0.17 T (maximum ip field currently available) at the intersection of the diffraction plane and the sample plane.

III. RESULTS AND DISCUSSION

We study here a half magnetic tunnel junction [MgO(~1)/Co 8 Fe 72 B 20 (1.6)/W (2)/Ta (1)/Pt (3)], part of a series of samples prepared with Ta and W/Ta cap layers of different thicknesses (nominal thickness in nm). They are deposited on [Si/SiOx//Ta (3)/CoFeB (0.4)]. Details on the preparation of the stack are given in [3]. Figure 1 shows the hysteresis loops obtained by Extraordinary Hall Effects for the perpendicular magnetic field, where the signal is proportional to the perpendicular component of the magnetization, and by SQUID for the parallel magnetic field. All measurements were performed at 300K and 1T. The M(H perp ) curve shows that 100% of the saturation magnetization (M s ) can be maintained at the zero field. The shape of the M(H par ) curve indicates that before saturation, a canted magnetic configuration could appear [14]. M s = 1500125 emu/cm 3 is properly determined after a calibration using a Fe sample of similar size and the same parameters for the magnetic measurements and by considering the actual rather than nominal thickness of CoFeB. This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. The study of the magnetization profile relies on the refinement of R, derived from angle-dependent reflectivity, which requires the determination of the structural parameters of the heterostructure. In order to allow a more unequivocal analysis of the X-ray reflectivity [15], the data are collected at various incident photon energies 670 eV and 760 eV, far from both the Fe L 3 (706.8 eV) and Co L 3 (778.1 eV) edges and at a few energies close to the edges. Figure 2 shows the non-magnetic intensities I ave = (I p +I m )/2 and the fitting curves as a function of the scattering vector q for energies close to the Fe L 3 edge. The variations in the shape of the intensities are linked to the energy dependence of f 1 = Z+f' (f 0  Z in the soft X-ray range) and f 2 = f" for Fe in Co 8 Fe 72 B 20 (shown in the inset). They are well reproduced (also at the edge Co), leading to consistent parameters. The density (ρ in mol/cm 3 ), thickness (t in nm) and the interfacial roughness (σ in nm) for the main layers are listed here: Pt (0.0910.003 / 2.920.24 / 0.240.01), Ta (0.0830.004 / 1.090.18 / 0.560.2), W (0.0890.005 / 1.930.24 / 0.290.19), CoFeB (0.1290.015 / 1.360.10 / 0.50.04) and MgO (0.1590.017 / 1.360.08 / 0.310.02). This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. We now turn to the analysis of the R measured in the remnant condition. The reflectivity curves are collected up to an incident angle of 80° corresponding to q max 7 nm -1 at the Fe L 3 edge. The dichroic effect in I p and I m is illustrated in Figure 3a for 706.8 eV. Together with the absence of splitting at low angles, a clear splitting at larger angles is a strong indication of a net perpendicular magnetization, as expected. Such features are present in the data for all the energies at both edges. Figure 3(b,c,d) displays the q-dependence of R derived at 706.8 eV, 709 eV and at 778.1 eV. They exhibit changes related to m'(E) and m"(E) (not shown) that are derived from reference samples [16]. The refinement is performed by considering an increasing number of sub-layers in CoFeB and by adjusting for each one a weighting factor , modifying the f m (E) amplitude and the thickness, while the other structural parameters are kept fixed. This corresponds to modifying the magnetization, averaged laterally over a certain thickness across the layer. Its amplitude is linked to the XMCD of the reference samples. A value  = 1 implies an amplitude of the 3d magnetic moment of 2.1 µ B for Fe and 1.7 µ B for Co, which results from the application of the sum rules [16]. A homogeneous oop magnetization profile across the CoFeB layer did not permit to fit the data and a minimum of four sub-layers was required to get the best fits at all energies, as illustrated in Fig. 3. The adjustment is constrained by simultaneously refining R and I ave . The CoFeB layer exhibits an oop magnetization gradient as depicted by the  changes from 1.16  0.13 at the MgO/CoFeB interface to 0.52  0.17 at the CoFeB/W one, in the inset of Fig. 3a for Fe and similar for Co (Fig. 3d). This corresponds to a gradual decrease of 2.40.3 µ B to 1.10.4 µ B . Another depth profile model, based on a dead layer 0.6 nm thick [3,4] at the upper interface and homogeneous magnetization over the rest of the layer, was tested and cannot reproduce the data over the entire angular range (Fig. 3b). This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. We finally present the study of the magnetization profile under a 0.17 T ip magnetic field applied parallel to the diffraction plane. Referring to the parallel hysteresis loop (Fig. 1), this value is insufficient to saturate the magnetization but appears sufficient to achieve a single domain configuration. Figure 4a shows I p and I m reflectivity curves at 706.8 eV that now exhibit a splitting at low angles indicating the presence of a net ip magnetization component. At the same time, a net oop contribution persists as can be seen at larger angles in the 706.8 eV and 709 eV magnetic asymmetries (Figures 4b and4c). This behavior observed for the five Fe resonant energies (no data at the Co L 3 edge). This is in agreement with a canted configuration [17]. The fits of R lead to a similar magnetization gradient (inset) with a tilt angle of  = 343 degrees for the four sub-layers. We did not try to probe the distribution of tilt angles across the layer [18] since a constant value for a 1.36 nm thick layer provides a very good fit for the data. This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset. 
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IV. CONCLUSION

A first notable characteristic of the Fe magnetization profile within the annealed CoFeB layer is a high 3d magnetization in the first 0.3  0.09 nm thick sublayers (about 2 ML) at the MgO interface. Such an enhancement of the magnetization has also been observed for Fe on MgO studied by XMCD [19] and for Fe in the 2-3 ML near both MgO interfaces in a MgO/Fe (12 nm)/MgO (001) trilayer by using SXRMR [20] and theoretically discussed [21]. We found a similar magnetization increase for Co. A second feature is the lowering in magnetization towards the W interface, which is more pronounced after 0.7 nm from the MgO interface (thickness of the two sublayers) . This decrease is ascribed to a localized reduction of M S and T C due to alloying of CoFeB with W , as proposed earlier [22]. This is supported by a 0.5 nm roughness at the CoFeB/W interface. The averaged  value from the Fe magnetization profile amounts to 0.910.13, corresponding to 1.90.3 µ B , which leads to 1480234 emu/cm 3 in reasonably good agreement with the value derived from SQUID data. We also characterize the magnetization profile for various values of the applied magnetic field from 0.17 T to 0.02 T. The modification concerns mainly the tilt angle that varies linearly from 34 to 4 degrees, indicating the magnetization gradient is a robust property of the CoFeB layer in the investigated sample. This is the author's peer reviewed, accepted manuscript. However, the online version of record will be different from this version once it has been copyedited and typeset.
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This investigation is part of a larger investigation dedicated to the comparison of the magnetization profile between as-deposited samples and annealed samples with a Ta (1 nm) cap layer and a W (2 nm)/Ta (1 nm) cap layer. The full results will be published elsewhere.
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FIG. 1 .

 1 FIG. 1.Normalized magnetic loops at room temperature for perpendicular and planar magnetic fields. Inset shows a close-up of the small magnetic field region.

FIG. 2 .

 2 FIG. 2. X-ray reflectivity data (open circles) for energies near the Fe L3 edge (inset) and at 670 eV with limited resonant effects. The curves are shifted vertically for the sake of clarity and the best fits are plotted in continuous lines.

FIG. 3 .

 3 FIG. 3. Reflectivity curves for circular right and left polarized incident beam(a). Magnetic asymmetries for three resonant energies and their best fits (b, c, d). For 706.8 eV, a model with a dead layer is shown in a dashed line for comparison.

FIG. 4 .

 4 FIG. 4.Reflectivity for circular right and left polarized incident beam with H par = 0.17 T(a). Magnetic asymmetries for two resonant energies and their best fits (b, c).
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