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ABSTRACT:

In this study, the combined impact of carbon nanotube volume fractions and the electric field on the enhancement of dielectric oil heat transfer is investigated. The geometry studied is an annular layer filled with the dielectric oil and bounded by two eccentric or concentric cylinders. A temperature gradient and an electrical potential difference are applied between the two cylindrical walls. The goal is to analyse the flow behaviour and the heat transfer improvement using a double enhancement technique by combining an active (electric field) and passive (nanoparticles) approach. An in-house numerical simulation code using the finite volume method was developed to solve the set of coupled equations describing the conservation laws of the electro-thermo-hydrodynamic flow associated with the oil. A parametric study, outlining the influence of different relevant variables has been performed. respectively. The effect of these variables on the heat transfer intensification is examined in detail. According to the adopted configuration, heat transfer intensifications between 3% and 77% have been recorded essentially when an electric field was applied. Also, the addition of a 0.5% volume fraction of carbon nanotubes provides a heat transfer improvement of around 27%. Furthermore, for a first time a multiparameter correlation has been developed. This correlation can be useful to better understand the impact of various physical parameters on the heat transfer in annular spaces and also to predict exact values of the Nusselt number. 

Nomenclature

Introduction

Efforts to improve heat exchangers in many industrial sectors (automotive, electronics, power generation, refrigeration, aerospace, etc.) require the intensification of natural convective heat transfer.

Phase change materials, metal foam fluid additives, the use of appropriate materials and the modification of the system geometry by the use of differently shaped fins are recent techniques are recent techniques which have generated extensive research attention in the last few years [START_REF] Kh | Experimental and numerical study for the effect of aqueous solution on heat transfer characteristics of two phase close thermosyphon[END_REF]- [START_REF] Kh | Effect of SiO2 super-hydrophobic coating and self-rewetting fluid on two phase closed thermosyphon heat transfer characteristics: An experimental and numerical study[END_REF].

Nevertheless, other emerging solutions for heat transfer optimization and intensification, are much less studied, but start to attract the interest of researchers and engineers. Among these techniques, the application of an electric field can be used to create instabilities that initiate motion in a liquid. Here we are dealing with a branch of physics named electro-hydrodynamics (EHD). If the temperature gradient effect is taken into account, the process is called electro-thermo-hydrodynamics (ETHD). In this work, it should be noted that we intend to use an electric field as an active method of intensification coupled with the addition of nanoparticles in the working fluid as a passive method while hoping to obtain a double enhancement of heat transfer. Indeed, the introduction of nanofluids as thermal fluids is a recognized method to guarantee a good thermal efficiency by modifying the thermophysical characteristics of the fluid.

Electro-thermo-hydro-dynamics (ETHD) is a technique with interesting prospects. Indeed, the first phenomena of heat transfer intensification in liquids and gases were observed by Senftleben and Brawn [START_REF] Senftleben | Der Einfluß elektrischer Felder auf den Wärmestrom in Gasen[END_REF] as early as 1936. They discovered that when an electric field is applied radically between a heated wire and a cylinder, the rate of heat transfer increases by up to 50%. In the early 1950s, Ahmann and Kronig [START_REF] Ahsmann | The influence of electric fields on the convective heat transfer in liquids[END_REF] extended the work of Kronig and Schwartz [START_REF] Kronig | On the theory of heat transfer from a wire in an electric field[END_REF] by performing experiments on dielectric liquids and estimated increases in the amounts of heat exchanged. In 2004, Yan et al. [START_REF] Yan | Numerical modeling of electrohydrodynamic (ehd) effect on natural convection in an enclosure[END_REF] performed numerical and mathematical modelling of EHD intensification of free convection in an enclosure, but the problem was partially addressed because the influence of the electrical parameters (electrical force, nature of the fluid, etc.) on the enhancement of the heat transfer was not considered.

In 2012, Traoré et al. [START_REF] Ph | Numerical modelling of finiteamplitude electro-thermo-convection in a dielectric liquid layer subjected to both unipolar injection and temperature gradient[END_REF] numerically analysed by the finite volume method, the combined effect of thermal and electric fields on a dielectric fluid layer placed between two parallel planes. It is shown that the electrical effects dominate the buoyancy effects resulting in electrically induced convection, which significantly enhances the heat transfer. Koulova et al. [START_REF] Dantchi | Numerical simulations of electro-thermo-convection and heat transfer in 2D cavity[END_REF] used this same configuration including the temperature dependence of all electrical properties (mobility and electrical permittivity).

They also took into account not only the Coulomb force but also the dielectrophoretic force. Both the variation of the Nusselt number and the flow were presented in detail. It is demonstrated that electric charge injection improves heat transfer and that the Nusselt number is unrelated to the thermal Rayleigh number for sufficiently high values electric Rayleigh number. Hassen et al. [START_REF] Hassen | Numerical study of the electro-thermo-convection in an annular dielectric layer subjected to a partial unipolar injection[END_REF], [START_REF] Hassen | Enhanced Heat Transfer by Unipolar Injection of Electric Charges in Differentially Heated Dielectric Liquid Layer[END_REF] studied the impact of electrical forces on the behaviour of a dielectric liquid enclosed in an annular space.

They asserted that as a result of the implementation of the electric force, the Nusselt number was enhanced up to 170%. In recent years, many researchers have studied electrohydrodynamic thermal instability in dielectric fluids, such as EHD enhanced heat transfer, EHD pump, nanotechnology, etc.

Rezaee et al [START_REF] Rezaee | Experimental study of natural heat transfer enhancement in a rectangular finned surface by EHD method[END_REF] worked on the influence of electro-hydrodynamics forces on natural convection heat transfer; they experimentally examined a rectangular surface equipped with a several vertical fins.

They reported that the electrostatic force had a major impact on thermal convection and that an enhancement around 38% in heat transfer was achieved. Fernandes and Suh [START_REF] Fernandes | Numerical simulation and design optimization of an electrohydrodynamic pump for dielectric liquids[END_REF] presented a simple electro-hydrodynamics pump design for dielectric liquids. This pump is perfectly adapted for cooling of electronic equipment. The authors were able to solve the coupled Poisson-Nernst-Planck and Navier-Stokes equations to obtain an analytical solution describing the fluid flow behaviour. Based on the Taguchi method, an optimal design for the EHD pump was developed by considering several geometrical parameters such as length, diameter and position of the electrodes used. Rani et al. [START_REF] Rani | EHD convection in dielectric micropolar fluid layer[END_REF] worked on the generation of instabilities in a micropolar dielectric liquid layer under the simultaneous action of an alternating electric field and a temperature gradient. hybrid nanoparticles [START_REF] Kh | Optimization of hybrid nanoparticles with mixture fluid flow in an octagonal porous medium by effect of radiation and magnetic field[END_REF] and the case of 1-Butanol with MoS 2 -Fe 3 O4 [START_REF] Kh | Heat transfer hybrid nanofluid (1-Butanol/MoS 2 -Fe 3 O 4 ) through a wavy porous cavity and its optimization[END_REF] have been extensively investigated. In both cases, Nusselt number improvements of 61.82% and 55.44% respectively were achieved. Kasaeipoor et al. [START_REF] Kasaeipoor | Free convection heat transfer and entropy generation analysis of MWCNT-MgO (15% -85%)/Water nanofluid using Lattice Boltzmann method in cavity with refrigerant solid body-Experimental thermo-physical properties[END_REF] used the Lattice Boltzmann method to study free convection heat transfer and generated entropy analysis of an MWCNT-MgO (15% -85%)/water hybrid nanofluid. In this original work, the thermophysical properties adopted by the authors are derived from experimental data. They mention that the heat transfer is proportional to the volume fraction of nanoparticles, while the entropy generation is inversely proportional to this content.

The coupling between two heat transfer intensification techniques, namely the use of an electric field as an active method and the inclusion of nanoparticles as a passive method, has rarely been investigated. Among these few works, Asadzadeh et al. [START_REF] Asadzadeh | Natural convective heat transfer of Fe3O4/ethylene glycol nanofluid in electric field[END_REF] examined the free convective heat transfer of Fe 3 O 4 /Ethylene glycol nanofluids by applying an electric field to a small platinum wire. In this work, the findings revealed that the inclusion of nanoparticles to ethylene glycol improved the heat transfer exchange. The authors also found that highest heat transfer is achieved with a nanoparticle volume fraction of 0.05%. Sheikholeslami et al. [START_REF] Sheikholeslami | Numerical analysis of EHD nanofluid force convective heat transfer considering electric field dependent viscosity[END_REF], [START_REF] Sheikholeslami | Active method for nanofluid heat transfer enhancement by means of EHD[END_REF] dealt with the case of liddriven enclosure and focused mainly on the study of electric forces in the mixed heat convection of Fe 3 O 4 / Ethylene Glycol nanofluids. The authors show that it is possible to reach a significant heat transfer intensification of up to 75%. Hassen et al. [START_REF] Hassen | Transient electrohydrodynamic convective flow and heat transfer of MWCNT -Dielectric nanofluid in a heated enclosure[END_REF] considered the case of a square cavity filled with a MWCNT oil-based nanofluid. From numerical analysis, they performed a parametric study by varying the volume fraction of the nanoparticles and the thermal and electrical Rayleigh numbers. It was noted that the use of an electric force and the injection of 0.4% volume fraction of nanoparticles lead to a considerable improvement in heat transfer of around 43%.

The main objective of this work is to numerically study the flow behaviour and the heat transfer enhancement of a CNT-oil nanofluid between two cylinders and under the action of an electric field.

This work deals with a double intensification of the heat transfer by combining both an active (electric field) and a passive (nanoparticles) method. Several configurations have been treated, namely the case of low and high injection "C", the effects of radius ratio "Γ", thermal gradient "Ra", eccentricity "e" and applied electrical potential "T". As far as the authors knows, numerical research associated to such coupled effects are extremely rare in the case of EHD flows and non-existent in annular spaces.

The finite volume method of Patankar will be adopted by using an in-house code developed under the Fortran programming language.

It should be noted that in two previous papers [START_REF] Hassen | Charge injection in horizontal eccentric annuli filled with a dielectric liquid[END_REF]- [START_REF] Hassen | Analysis of the electro-thermo-convection induced by a strong unipolar injection between two concentric or eccentric cylinders[END_REF] we have numerically studied the annular electro-convection and electro-thermo-convection generated by an electric and/or thermal field. Here, we extend the study to the nanofluid liquid. We will numerically evaluate the heat transfer enhancement by natural convection resulting from the addition of carbon nanotubes in a horizontal annulus.

The remainder of the paper is organized as follows. In Section 2, we present the physical problem, governing equations, and the numerical methods. The Results and discussion are presented in Section 3. Finally, in Section 5, we summarize our findings.

Physical model and governing equations

Configuration and governing equations

The considered geometry is an annular space circumscribed by two infinite and highly conducting cylinders, as illustrated in Fig. 1. A CNT-oil-based nanoliquid is enclosed between the cylinders (Table 1). The CNT is mixed within Newtonian, incompressible and completely insulating thermal oil.

The concentric or eccentric cylindrical walls are assumed to be non-deformable with good thermal conductivity. They are held at set but different temperatures θ H and θ C (θ H > θ C ). The emitting electrode subjected to high potential V i corresponds to the hot internal cylinder and represents the electric charge injector electrode. The cold outer cylinder connected to ground is called the collector electrode where the electrical charge will be absorbed (V=V 0 ). In order to avoid undue complexity, the charge injection at the inner cylinder is assumed to be "homogeneous" and "autonomous". This implies that the charge density is identical over the entire cylindrical injector wall and independent of time. In addition, the non-slip boundary conditions (zero velocity on the cylinder walls) are adopted. Since the electric current density is quite low in insulating liquids, Joule heating and viscous dissipation can also be neglected [START_REF] Lara | Stability analysis of a Taylor-Couette flow of insulating fluid subjected to radial unipolar injection of charge[END_REF]. The Boussinesq approximation, which keeps all physicochemical parameters constant except the density, which is a function of temperature, is also considered. The governing equations used in this work are as follows [START_REF] Hassen | Transient electrohydrodynamic convective flow and heat transfer of MWCNT -Dielectric nanofluid in a heated enclosure[END_REF] [32]:

The mass conservation equation

0    r U (1)
The Navier-Stokes equations
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The energy equation
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The charge conservation equation
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The Gauss's law equation

     r Eq  (5) 
The definition equation for electric field

  r EV (6) 
The eccentricity "e" is defined by

  io oi OO e rr   (7) 
The centres of the inner and outer cylinders are represented by Oi and Oo, respectively.

The effective thermophysical properties of CNT-thermal oil [START_REF] Ilyas | Stability and thermal analysis of MWCNTthermal oil-based nanofluids[END_REF], [START_REF] Kahveci | Buoyancy Driven Heat Transfer of Nanofluids in a Tilted Enclosure[END_REF]:

 The density      nf f s    (8) 
 The viscosity 
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 The thermal conductivity
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 The thermal expansion coefficient
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For universal modelling, the following dimensionless parameters are defined:
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Adopting the "stream function-vorticity" formalism (ψ-ω) in cylindrical coordinates (r, φ), the equation system ( 1) -( 6) becomes:
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The radial and orthoradial velocity components can be calculated by:
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For better readability, the superscript "*" has been eliminated from the dimensionless equations ( 13)- [START_REF] Kh | Optimization of hybrid nanoparticles with mixture fluid flow in an octagonal porous medium by effect of radiation and magnetic field[END_REF].

Five dimensionless numbers arise in the above equations, they are defined as follows:

The electric Rayleigh number V destabilizing electrical force stabilizing viscous force

  ff T K  
The thermal Rayleigh number 3 0 g (r -r ) destabilizing thermal buoyancy force stabilizing viscous force
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The mobility parameter 1 hydrodynamic mobility ionic mobility
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Boundary conditions

The related non-dimensional boundary conditions for fluid stream function, vorticity, temperature, electric potential and charge density at the inner and the outer cylinders are:

For r = r i and 02
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The local and average Nusselt numbers are defined respectively as: 
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Code validation and numerical procedure

The entire domain is divided into thousands of tiny control volumes on which all equations ( 12)-( 18) have been discretised by applying the finite volume method (FVM). A semi-implicit first order Euler time scheme is retained to discretize the temporal derivatives [START_REF] Borjini | Prediction of Unsteady Natural Convection within a Horizontal Narrow Annular Space Using the Control-Volume Method[END_REF]. The obtained nonlinear algebraic equations are solved with the iterative successive over relaxation (SOR) algorithm [START_REF] Bejan | Convection heat transfer[END_REF]. Indeed at high electric Rayleigh number to avoid the divergence of the computation, Ψ, ω, θ, V and q are under-relaxed. At low electric Rayleigh number in order to accelerate the calculation, Ψ is over-relaxed, whereas ω, θ, V and q are under-relaxed.

The power-law scheme for treating convective terms was adopted with a uniform mesh size of 121x121 nodes. The numerical approach is further discretised in time with a step size of 10 - 4 which ensured the stability of the computations [START_REF] Vázquez | Numerical analysis of the stability of the electrohydrodynamic (EHD) electroconvection between two plates[END_REF].

The FORTRAN platform was chosen in order to build a numerical house code.

The main structure of our solver, for one iteration loop k, is as follows:

Step 0 The initial conditions for all dependent variables are set to zero

Step 1 Solve vorticity Eq. ( 14)

Step 2 Solve the stream function Eq. ( 13).

Step 3 Estimate the velocity profile Eq. ( 20) and Eq. [START_REF] Kh | Optimization of hybrid nanoparticles with mixture fluid flow in an octagonal porous medium by effect of radiation and magnetic field[END_REF].

Step 4 Solve the transport equation for the charge density Eq. ( 16), and the energy Eq. [START_REF] Wakif | A semi-analytical analysis of electro-thermohydrodynamic stability in dielectric nanofluids using Buongiorno's mathematical model together with more realistic boundary conditions[END_REF] takes into account the new velocity profile (estimated in the previous step).

Step 5 Solve the electric potential Eq. ( 17) and extract the components of the electric field Eq. ( 18) and Eq. ( 19).

Steps 1-5 are re-executed until the stopping criterion of the SOR loop Eq. ( 24) is satisfied

k k 1 k k 1 k k 1 5 k k k max max max q q 10 max max max q                (24) 
The interested reader might refer to [START_REF] Hassen | Numerical study of the electro-thermo-convection in an annular dielectric layer subjected to a partial unipolar injection[END_REF] and [START_REF] Hassen | Electroconvection between coaxial cylinders of arbitrary ratio subjected to strong unipolar injection[END_REF] for further information on the numerical approach.

To minimize the dependency between the results and the adopted mesh size, a sensitive mesh size analysis is performed for Ra =10 4 , T =300, thermal oil fluid (M =49, Pr =116.59), strong charge injection (C =10), Γ =0.2 and ϕ=0.5. As presented in Table 2, five grids have been considered. The gap between the 101x201 and 151x301 meshes is 0.31% while the difference between 151x301 and 201x401 meshes is only 0.18%. Therefore, a grid structure with 101x201 cells appears to be a good balance between calculation time and result accuracy. For further validation, a quantitative comparison can be seen in Figure 2, in which the experimental (Kuehn and Goldstein [START_REF] Kuehn | An experimental and theoretical study of natural convection in the annulus between horizontal concentric cylinders[END_REF]) and numerical (present work) radial temperature distribution is plotted. As demonstrated in this figure, our numerical results are in quite good accordance with the experimental data with a deviation not exceeding 1.5%. To validate the code from the electro-convection point of view (Figure 3), we have compared our results with those of the analytical ones. Indeed, for a homogeneous and autonomous charge injection between two concentric cylinder electrodes in the hydrostatic regime, an analytical solution exists. This solution is expressed for the charge density and for the radial electric field as follows [START_REF] Wu | Finite amplitude electroconvection induced by strong unipolar injection between two coaxial cylinders[END_REF]:
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The coefficients A and B of equations ( 25) and ( 26) are reported in Table 3.

Table 3. Coefficient A and B for the hydrostatic analytic solution of eq. ( 25) and ( 26 Complete agreement between the analytical and numerical solution for the radial distribution of the electric field and the electric charge density is found. 

Results and discussion

In this work, a computational analysis has been conducted to study the electrothermal convection phenomenon driven by a strong unipolar injection between two eccentric or concentric cylinders filled with nanofluid composed of insulating oil and CNTs. Several parameters including electric Rayleigh number, thermal Rayleigh number, eccentricity, electric injection level, nanofluid volume fraction, and radius ratio were analysed.

Fig. 4 presents the electric charge density, the flow structure and the temperature field for ϕ=0.5%, =0.2 and Ra=5000.

As can be seen in this Figure for T = 100, the isothermal lines show the development of a single thermal plume distribution at the top of the annulus. In the whole lower part, the heat transfer is purely conductive giving rise to the so-called dead zone (area of poor heat exchange). In this case, the fluid viscosity counterbalances the electrical force, and the flow is purely generated by the thermal buoyancy forces. A flow similar to the classical natural convection is then obtained. Indeed, two counter-rotating cells with a vortex centre positioned at the bottom of the annular space take place. In fact, the dominant ascending thermal drive the electric charges upwards in the annulus and leads to the emergence of an electric mushroom.

By increasing the T (=250) parameter, the electric force and the buoyancy force are then of the same order, a secondary motion with an electrical drift speed KE takes place. This additional velocity allows the production of another mushroom-shaped plume located in the basal zone of the annulus. Two other small counter-rotating cells are established at the bottom of the annular space and thus help to eliminate the dead zone. A transition from a conductive to a convective regime can then be identified under the inner cylinder.

When T reaches 300 the regime becomes electrically dominated. Indeed, the electrical forces (Coulomb force) are so strong that the drift velocity KE overcomes both the viscous and thermal forces. Three identical and equidistant electric mushrooms appear and establish a multicellular flow. This flow is composed of several symmetrical counter-rotating cells. The Figure 5. shows the evolution of the electric charge density, the flow structure and the temperature field Ra=5000, C=10, ϕ=0.5%, T=300, e=0% and different radius ratio Γ.

As confirmed in the previous figure, for large values of T, the ionic migration causes the circulation of electric charge nets along preferential paths. Electro-convective currents having a mushroom shape are thus generated. The number, size and intensity of these mushrooms are strongly related to the width of the annular layer. It should be noted that increasing the internal cylinder radius enables on one hand to increase the exchange surface and on the other hand to approach the emitter electrode towards the receiver one. These two factors give rise to a greater charge injection with an electric mushroom shape. Indeed, as seen in Fig. 5 the parameter Γ is proportional to the number of electro-convective mushrooms but inversely proportional to their sizes and intensities. It is also noticed that the charge density gradient is quite high along the angular direction. Indeed, a significant variation of q is recorded by comparing the region between the plumes where the dielectric fluid layer is completely free of electric charge and the centre of a mushroom.

It is also necessary to highlight that since the regime is electrically dominated (high T value), the isotherm lines are almost a carbon copy of the charge density distribution with the same number, same position, and same size of thermal and electrical mushrooms. On the flow side, it is important to mention that each plume will create on both sides two opposite cells. This The effect of the injection strength on the charge density distribution is illustrated in Fig. 6.

Three injection levels were tested, C=7 for a strong injection, C=3 for a medium injection and C=1 for a weak injection respectively. It is clear that the lower the injection level, the more electrical charges penetrate the vacant spaces. Indeed, at C=0.1 all the annular space is completely submerged by electrical charges. This could be explained by the fact that for a low injection level the Columbian repulsion between the charge carriers becomes negligible. In view of further enhancement on the Nusselt number, it was agreed to adjust the geometrical parameters, in particular the eccentricity (figure 12). Contrary to expectations, the variation of eccentricity does not have a great incidence on the Nusselt number. Moreover, a different behaviour has been detected for positive and negative eccentricity values. Actually, an upward eccentricity variation from 0 to 80% gives rise to a 3% drop in convection transfer, whereas for the same conditions a downward eccentricity ensures a 9% intensification of the heat transfer. In fact, the electrical forces are most intense in the narrow zone of the annulus as the emitter and collector electrodes approach. Therefore, for an upward eccentricity both electrical and thermal forces act in the somital zone of the annulus generating a low heat exchange zone in the lower half of the inner cylinder. Whereas for downward eccentricity, the electrical forces are stronger in the lower part of the inner cylinder, while the upper part is subject to the action of thermal buoyancy forces, leading to a better heat exchange along the whole inner cylinder. After performing several hundred numerical simulations, a multi-parameter empirical correlation was developed based on the regression analysis. Thus, the proposed correlation is valid for thermal Rayleigh number Ra between 5,000 and 100,000, thermal Rayleigh T between 100 and 600, injection level C in the range of 1 to 10, the volume fraction of nanoparticles Φ goes from 0.1% to 0.5% and for all eccentricity e and radius ratio Γ values.

Accordingly, the empirical modelled multi-parameter correlation giving the average Nusselt number on the hot inner cylinder can be expressed as follows: 

Conclusion

The combined effect of the addition of CNT nanoparticles and the application of an electric field on the improvement of the heat transfer is examined in this work. The geometry considered is an annular layer filled with dielectric oil and bounded by two eccentric or concentric cylinders. The main conclusion that can be drawn is that:  The flow topography is strongly related to the value of the electrical Rayleigh number. Two different regimes have been detected: a thermal-dominant regime T<300 characterized by two counter-rotating cells with a dead zone of low heat exchange located in the basal zone; and another electrical-dominant regime T>300 characterized by the development of several counter-rotating cells with a good heat exchange over the whole domain and the disappearance of the dead zone.

 The geometric parameters have a very significant impact on the flow behaviour. Indeed, the cell number and the electric plume number are proportional to the radius ratio "Γ" and inversely proportional to the eccentricity.

 Convective heat transfer can be controlled by thermal and electrical Rayleigh number values. An enhancement of the Nusselt number of 40% and 77% can be achieved by varying Ra from 5000 to 100000 and T from 0 to 600 respectively.  The addition of 0.5 % in carbon nanotube volume fraction allows the Nusselt number to be enhanced by 27%.

 The eccentricity has also a substantial contribution to the convective transfer. in fact, an upward eccentricity variation from 0 to 80% gives rise to a 3% drop in convection transfer, whereas for the same conditions a downward eccentricity ensures a 9% intensification of the heat transfer

  The parameters investigated are the thermal Rayleigh number  

  [START_REF] Mallick | Peristaltic flow of Eyring-Powell nanofluid under the action of an electromagnetic field[END_REF] studied the flow of electrokinetic peristaltic nanofluids using the Eyring-Powell fluid model. They indicate that a higher volume fraction of nanoparticles can significantly improve the momentum transmission in the microchannel core region. Kolsi et al.[START_REF] Kolsi | Control of natural convection via inclined plate of CNT-water nanofluid in an open sided cubical enclosure under magnetic field[END_REF] solved the three-dimensional magnetohydrodynamic free convection in an open cubic cavity filled with a water-CNT nanofluid equipped with a tilted plate. A parametric study based on the variation of the Rayleigh number, the volume fraction of nanoparticles, the Hartmann number, and the angle of inclination of the fins showed that the maximum heat transfer is obtained for a fraction of nanoparticles equal to 0.05%, for a zero Hartmann number, and when the angle of inclination of the fins is equal to 180°. Chand et al.[START_REF] Chand | Electro-thermal convection in a Brinkman porous medium saturated by nanofluid[END_REF] analysed the different thermal instabilities that occur in a horizontal layer of porous medium filled with nanofluid and subjected to a vertical electric field. They applied the Brinkman-Darcy model for the momentum equation and the Brownian diffusion method for the dispersion of nanoparticles. The authors have shown that the Lewis number, the electric field, and the presence of nanoparticles have a destabilizing effect on stationary convection. Hosseinzadeh et al. examined the effect of hybrid nanofluids in a porous medium enclosed in complex cavities. The case of a mixture of water-ethylene glycol as the base fluid with MoS 2 -TiO 2
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 11 Fig.1. Physical model (a): concentric case, (b): eccentric case
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 2 Fig. 2 Comparison of the radial temperature for different angle position with those presented in Ref.[38] (Pr=0.7, Ra=4.7 10 4 and Γ=0.3846).

Fig. 3

 3 Fig. 3 Comparison between analytical and numerical solution of hydrostatic state for Γ=0.2, e=0, T= 30, C = 10: (a) electric field, (b) charge density.

Fig. 4 .

 4 Fig.4. Charge density distribution (top), stream function (middle) and isothermal lines (bottom) for ϕ=0.5%, =0.2, C=10, e=0%, Ra=5000 and different T.

8 Fig. 5 .

 85 Fig.5. Charge density distribution (top), stream function (middle) and isothermal lines(bottom) for Ra=5000, C=10, ϕ=0.5%, T=300, e=0% and different Γ.
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 67 Therefore, charge inertial forces are exhausted (KE0) and diffusion becomes the dominant propagation mode. Under these conditions, the charges have enough time to propagate and overwhelm all the cavity. Moreover, as the injection level decreases, the electrical forces become weaker compared to the thermal ones. Hence, a transition was observed from a multicellular regime (6 cells) for C=7 to an intermediate regime (4 cells) for C=3 to a bicellular regime for C= 0.1. Finally, it is pointed out that with a low C value, there is a reappearance of the dead zone of low heat exchange located just under the internal cylinder.C=1C=3 C=7 Charge density distribution (top), stream function (middle) and isothermal lines (bottom) for Ra=5000, e=0%, ϕ=0.5%, =0.2, T=300 and different C.In Figure7, the charge density distribution according to the eccentricity demonstrates that for downward eccentricity, an intense and dominant electric mushroom located in the basal zone of the annular space takes place; this mushroom is caused by the intense electrical forces produced mainly by the approach of the emitting electrode (inner cylinder) to the receiving electrode (outer cylinder). Another less important plume in the top zone is supplied thanks to the thermal forces. In fact, these buoyancy forces are strong enough to generate convective motion and thereby drive electrical charges into the upper part of the annulus. All this generates a particular flow composed of two large high-velocity cells located above the inner cylinder and two other small, low-velocity cells at the bottom of the cavity, on both sides of the inner cylinder. For upward eccentricity the thermal and electrical forces are concentrated mainly at the top of the annulus. It should be noted that almost all electrical charges are concentrated in the somital area, and weak penetration can be found at the lower part of the internal cylinder. Here also, four counter-rotating cells with the same intensity but different sizes take place in the annular cavity. Concerning the isothermal lines, the hot layers remain localized at the top of the annulus where a very strong thermal gradient is recorded. A very slight intrusion of warm fluid is also detected under the inner cylinder. e=-80% e=0% e=80% Charge density distribution (top), stream function (middle) and isothermal lines (bottom) for Ra=5000, C=10, ϕ=0.5%, =0.2, T=300 and different eccentricity e.The temporal progression of the mean Nusselt number for different thermal Rayleigh number values is plotted in Figure8. The convection heat exchange is clearly proportional to the Ra, as expected. Indeed, changing the Rayleigh number from 5000 to 100000 results in a 40% improvement. The impact of the electrical Rayleigh number on heat transfer is more significant compared to the thermal Rayleigh number. Indeed, as shown in Figure9, a variation of T from 0 to 600 leads to a Nusselt intensification of about 77%. The addition of carbon nanotube (CNT) (figure10) allows to enhance the Nusselt number. 27% of heat transfer intensification is recorded by just adding 0.5% of CNT. The variation of the injection level (high, medium and low) on the convective transfer is plotted in Figure11. The transition from a strong injection C=10 to a weak injection C=1 results in a 19% drop in Nu.
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 8 Fig.8. Mean Nusselt number time evolution for Γ=0.2, T=300, C=10, e=0%, ϕ=0.5% and for various Ra values
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 910 Fig.9. Mean Nusselt number time evolution for Γ=0.2, Ra=5000, C=10, e=0%, ϕ=0.5% and for various T values
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 11 Fig.11. Mean Nusselt number time evolution for Γ=0.2, Ra=5000, T=300, e=0%, ϕ=0.5% and for various C values
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 13 required to validate this correlation and to confirm its reliability. In this regard, Figure13shows different comparison tests of the average Nusselt number values (Nu av ). Several influencing parameters (Ra, T, C, Γ, Φ, and e) were modified to calculate this Nu av either through numerical simulations or through the developed correlation in equation (27). Unless otherwise indicated fig. 13 (a)-(e) are presented for Ra=5000; T=300; C=10; Γ=0.2 and e=0%. Figure 13 demonstrates the excellent agreement between the average Nusselt number calculated numerically and estimated by the correlation, this highlights the strong reliability and accuracy of the developed correlation. Indeed, the maximum error does not exceed 2%, which confirms the reliability and accuracy of the equation (27). Average Nusselt number Φ for (a) various Ra; (b) various T; (c) various C and (d) various e; (e) various Γ; lines: Correlation values; Symbols: Present numerical results
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 2 Mesh sensitivity test

	Mesh	Nu av	Percentage increase	Incremental increase
	51x101	7.8083	-	-
	81x161	8.0168	2.67%	-
	101x201	8.1138	3.91%	1.21%
	151x301	8.1389	4.23%	0.31%
	201x401	8.1535	4.42%	0,18%