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Semi-interpenetrating network-coated silica gel based on green resources for the efficient adsorption of aromatic pollutants from waters
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In the framework of the development of green analytical chemistry, a silica gel (SG) coated with a semi-penetrating network based on the partially biosourced poly(ethersulfone) is studied for a greener extraction process of aromatic organic pollutants. An optimized composition of the semi-penetrating network (80% of the linear polymer (LP): isosorbidebased poly(ethersulfone) and 20% cross-linking agent (XP) type bismaleimide) leads to a total adsorption of the selected aromatic pollutants, whatever their hydrophilicity. Adsorption characteristic, kinetics and isotherms of the SG-semi-INP LP80/XP20 for p-hydroxybenzoic acid and for toluic acid were studied. Langmuir model led to a better fitting of the adsorption isotherms; the adsorption of toluic acid is easier than that of p-hydroxybenzoic acid. 1/n values of benzoic acid was lower for SG-semi-INP LP80/XP20 compared to biochar and to cross-linked methacrylate resin, showing a higher adsorption efficiency.

Introduction

During the past decades and till now, due to the increasing of human activities, mainly agricultural, industrial, civil and other global natural activities, water pollution is increasing worldwide, leading to serious environmental and health problems [START_REF] Evans | Agricultural water pollution: key knowledge gaps and research needs[END_REF][START_REF] Levi | Contamination des eaux par les résidus de médicaments et stratégies de prévention[END_REF][START_REF] Wuxia | Evolution of Drought-Flood Abrupt Alternation and Its Impacts on Surface Water Quality from 2020 to 2050 in the Luanhe River Basin[END_REF][START_REF] Bilal | Antibiotics traces in the aquatic environment: Persistence and adverse environmental impact[END_REF][START_REF] He | Surface Water Pollution in the Middle Chinese Loess Plateau with Special Focus on Hexavalent Chromium (Cr6+): Occurrence, Sources and Health Risks[END_REF]. These activities generate, by discharging in the environment, a large amount of pollutants in the aquatic system. Among various contaminants, aromatic organic compounds have raised important concerns owing to their toxicities even at low concentration, their non-biodegradability and their carcinogenic nature [START_REF] Magalhaes | Polycyclic aromatic hydrocarbons (PAHs) in fishery resources affected by the 2019 oil spill in Brazil: Short-term environmental health and seafood safety[END_REF][START_REF] Awad | Adsorption of organic pollutants by natural and modified clays: a comprehensive review[END_REF]. The utilization of aromatic pollutant-contaminated water influences the human health (digestive system, liver, skin, heart…etc) and the aquatic life [START_REF] Zango | An overview and evaluation of highly porous adsorbent materials for polycyclic aromatic hydrocarbons and phenols removal from wastewater[END_REF].

It is necessary to control content of aromatic organic compounds in waters before use. It is well known that the detection of compounds present in water samples at trace/ultra-trace level usually requires a preliminary step of isolation and enrichment because analytical techniques are not enough sensitive for their direct determination.

The development of green analytical chemistry should impose the respect of three criteria [START_REF] Plotka-Wasylka | Modern trends in solid phase extraction: New sorbent media[END_REF][START_REF] Jagirani | New trends in the extraction of pesticides from the environmental and food samples applying microextraction based green chemistry scenari: A review[END_REF]:

1) The reduction of non-green wastes

2) The use of non-toxic sorbents

3) The simplification of the analytical procedures, implying that a wide range of analytes should be recognized in only one analytical run (multi-residues method) Solid-phase extraction (SPE) replaces the classical liquid-liquid extraction (LLE), because it provides low solvent consumption and a reduction of the processing time [START_REF] Jouyban | Salt-induced homogenous solid phase extraction of hydroxylated metabolites of polycyclic aromatic hydrocarbons from urine samples using a deep eutectic solvent as an elution solvent prior to HPLC-FLD analysis[END_REF], which is in agreement with the first criteria. The obtention of the highest extraction efficiency for a large range of analytes depends primarily on the selection of the stationary phase. Many recent papers show that there is a tendency to synthesize high surface area organic-inorganic materials with strong affinities and high loading capacity with good recyclability, such as modified silica [START_REF] Nayl | Recent progress in the applications of silicabased nanoparticles : Review[END_REF], zeolites [START_REF] Saeed | Structure, nomenclature and viable synthesis of micro/nanoscale metal organic frameworks and their remarkable applications in adsorption of organic pollutants[END_REF] and clay [START_REF] Han | A critical review of clay-based composites with enhanced adsorption performance for metal and organic pollutants[END_REF]; to remove organic pollutants from water.

In order to make the extraction process greener, the use of bio-based polymers for the functionalization of the sorbent particles was proposed. In our previous studies, we reported a higher adsorption efficiency of bio-based linear polymers [START_REF] Gomri | Adsorption characteristics of aromatic pollutants and their halogenated derivatives on bio-based poly(ether-pyridine)s[END_REF][START_REF] Chabbah | Synthesis of Glux based polymers for removal of benzene derivatives and pesticides from water[END_REF] to extract a wide variety of aromatic pollutants, polar and non-polar, at low concentrations in water, compared to bisphenol A-based polymers. These highly effective polymeric phases, linear polymer, are a poly(ether-sulfone) based on glux diol and a poly(ether-pyridine), based on isosorbide diol.

Whatever the repetition unit in the isosorbide-based polymer, etherpyridine [START_REF] Gomri | Adsorption characteristics of aromatic pollutants and their halogenated derivatives on bio-based poly(ether-pyridine)s[END_REF], phosphine [START_REF] Chabbah | A sensitive impedimetric sensor based on biosourced polyphosphine films for the detection of lead ions[END_REF], imide [START_REF] Jlalia | Adsorption Characteristics of WFD Heavy Metal Ions on New Biosourced Polyimide Films Determined by Electrochemical Impedance Spectroscopy[END_REF] or pyridine [START_REF] Jlalia | Alternating biobased pyridinic copolymers modified with hydrophilic and hydrophobic spacers as sorbents of aromatic pollutants[END_REF], the introduction of isosorbide improve the adsorption properties of polar pollutants and their metabolites compared to the bisphenol A-based polymers. The obtained results were explained by the attractive effect of the bio-based diols (isosorbide or glux) to generate hydrophilicity and wettability of the resulting linear polymer that subsequently regulate the availability of the adsorption sites and the dispersion of the polymer in water. This family of polymer could be good candidates for the respect of the second and third criteria of green analytical chemistry. In the same perspective, recently, semi-interpenetrating polymer network (semi-IPN) are progressively being used to remove organic pollutants from water and effluent through adsorption mechanism [START_REF] Hosseini | A novel environmentally friendly nanocomposite aerogel based on the semi-interpenetrating network of polyacrylic acid into Xanthan gum containing hydroxyapatite for efficient removal of methylene blue from wastewater[END_REF][START_REF] Abdelhadi-Miladi | Novel PDMS based semi-interpenetrating networks (IPNs) for the extraction of phenolic compounds[END_REF]. A semi-IPN consists of linear polymer chains of one component intertwined with a cross-linked polymer network of the other, it can be obtained without any covalent bondings, between the chains of both polymers [START_REF] Mandal | Characterization of nanocellulose reinforced semi-interpenetrating polymer network of poly (vinyl alcohol) & polyacrylamide composite films[END_REF]. The semi-IPN can also be formed by a cross-linking reaction with covalent bondings or physical cross-linking involving an H-bond [START_REF] Olad | Semi-IPN superabsorbent nanocomposite based on sodium alginate and montmorillonite: Reaction parameters and swelling characteristics[END_REF].

The main purpose of this study is to improve the adsorption efficiency of linear polymers, the selected polymer phase being an isosorbide-based poly(ether-sulfone), synthesized by one step from the commercially available isosorbide and bis(4-fluorophenyl-sulfone). Poly(ether sulfones) are generally prepared by polycondensation of 4,4'-dichlorodiphenyl sulfone with non biosourced diphenols. For several reasons, it has become desirable to replace coal-and petroleum-based chemicals, at least partially, with chemicals based on renewable resources.

Isosorbide, issued from abundant and renewable agro-resources has attracted considerable attention in the field of materials science. In regard to its nontoxicity, chirality, rigidity and polarity, isosorbide constitutes a promising class of biosourced monomers that can be technically prepared in large quantities and at relatively low cost from glucose [START_REF] Stross | 4:3,6-Dianhydrohexitols[END_REF]. The polarity of isosorbide is due to its chemical structure, including ether groups which is known as limiting the biofouling [START_REF] Fabio | Isosorbide as biobased platform chemical: Recent advances[END_REF]. Chatti et al [START_REF] Chatti | Poly (ether sulfone) of isosorbide, isomannide and isoidide[END_REF] reported the highly efficient adsorption properties of the isosorbide-based poly(ether-sulfone) for a wide variety of polar chemical compounds in water. Then, the adopted strategy consists of the development of a semiinterpenetrating network, based on the partially biosoursed poly(ether-sulfone) for coating silica gel (Scheme 1).

In the present work, the synthesis of new organic-inorganic solid phases, a semi interpenetrating polymer network coated silica gel was investigated. The semi-IPNs are composed of two chemically different polymers, one is the crosslinker and the other the linear polymer. The polar semi-INP based poly(ether-sulfone) could be rapidly anchored to the silica gel surface due to the high concentration of polar silanol groups and their negative charges [START_REF] Kumar | Uptake and desorption of copper ion using functionalized polymer coated silica gel in aqueous environment[END_REF]. The large specific surface area of the used silica gel, around 500 m 2 /g will then allow the formation of a semi-interpenetrating network-coated silica gel with a large surface area as an absorbent phase. These phases were tested toward nine aromatic pollutants, including 4hydroxybenzoic acid, caffeic acid, ferulic acid, benzoic acid, p-anisic acid, p-toluic acid, pchlorobenzoic acid, eugenol, and (E)-anethol. The effects of various parameters were experimentally examined in the batch process. The kinetic and equilibrium adsorption data were determined on the optimum composition of the semi-INP coated silica gel (SG). Scheme 1. Conception of semi-interpenetrating networks-coated silica gel based on green resources for the efficient adsorption of aromatic pollutants from waters

Materials and Methods

Reagents and standards

N,N-dimethylformamide (DMF) (≥ 99.9 %) was purchased from Sacharlab. 1,4:3,6dianhydro-D-glucitol (isosorbide) (1) (≥ 99.9 %) and bis(4-fluorophenyl) sulfone (DFDPS)

(2) (≥ 99.0 %) were bought from Acros Organics. (1) was used after recrystallization in acetone and drying over P 4 O 10 in a desiccators. 3-Aminophenol (≥ 98.0 %), acetic anhydride (AAn) (≥ 99.0 %), anhydrous potassium carbonate (K 2 CO 3 ) (≥ 99.7 %), maleic anhydride (MAn) (≥ 99.0 %), sodium acetate anhydrous (NaOAC) (≥ 99.0 %) and methanol (MeOH) (≥ 99.9 %), nadic anhydride (NAn) (≥ 99.0 %) were purchased from Sigma Aldrich. Those products were used as received. Silica gel (SG) (Geduran®* Si 60, M=60.08g/mol) was procured from the company Merck (Darmstadt, Germany) with a particle size of 40-63μm and with a mean diameter pore size of 60 Å and a specific surface area of around 500 m 2 /g. It was immediately used after activation, by heating for 2 h at 110°C under a dry nitrogen flow.

We investigate herein, nine organic pollutants with different polarity, among them seven phenolic acids: 4-hydroxybenzoic acid, caffeic acid, ferulic acid benzoic acid, p-anisic acid, p-toluic acid, p-chlorobenzoic acid and two other benzene derivatives: (E)-eugenol and (E)anethol, with purity ≥ 99.0 %); they were purchased from Sigma-Aldrich and used without any further purification. Their chemical structure, pKa and Kow (Partition coefficient between n-octanol and water) are listed in Table 1 Firstly, the poly (ether-sulfone) as linear polymer (LP) was synthesized by a polycondensation of bis(4-fluorophenylsulfone) and isosorbide as presented in the upper part of Figure 1. A partially bio-based bismalemide is chosen as crosslinker (XP). The synthetic routes of the cross-linker is composed of three steps, as presented in the lower part of figure 1. 

Synthesis of the linear polymer (LP)

Into a cylindrical two-neck round bottom flask equipped with dean stark, (20.0 mmol) isosorbide, (20.0 mmol) bis(4-fluorophenyl) sulfone and (21.0 mmol) K 2 CO 3 were solubilized in 50 mL of DMF and 20 mL of toluene. The reaction mixture was heated around 160°C until the distillation of water. Finaly, the reaction mixture was precipitated in MeOH. After filtration and drying under vacuum we obtained more than 99% of poly(ether-sulfone).

Synthesis of cross-linking agent (XP)

First step: (α,ω-bisfluoroethersulfone oligomer) (difluoro-oligomer)

The polycondensation was performed by reacting 20.00 mmol of bis(4-fluorophenyl) sulfone, 15.35 mmol of isosorbide and 33.77 mmol of K 2 CO 3 in 50 mL of DMF, into a 250 mL two neck round bottom flask equipped with a dean stark. 20 mL of toluene were added. The reaction mixture was heated to 110°C under mechanical stirring. For the first few 30 min, the salt (KF) started to appear. This temperature was maintained for 5 h. During 5 h, difluoro and dihydro ether sulfone oligomers were obtained. The temperature was then slowly increased until 157°C during 48 h. An azeotropic distillation of the toluene was observable (led to the removal of water). The oligomer structure was controlled by 1 H NMR spectroscopy until obtaining only the difluoro oligomer and the total disappearance of the di-hydroxy oligomer by the excess of the bis-fluoro compounds. The obtained viscous solution was precipitated in MeOH, filtrated and washed with MeOH. The white crystal was dried under vacuum. The obtained yield was 98%.

Second step: (α,ω-bisamineethersulfone oligomer) (diamine oligomer)

The aromatic nucleophilic substitution of fluoro end groups by amine was performed by reacting 4.00 g of the obtained dihalogen oligomer with 0.60 g of 3-aminophenol in 4.00 mmol of K 2 CO 3 into a 100 mL two neck bottom flask. 20 mL of DMF were added and the mixture was maintained under stirring for 48h at 130°C. The resulting solution was precipitated in MeOH at room temperature. Then the brown solid was recovered by filtration and dried under vacuum at 40°C then washed with MeOH. The obtained yield was 89%.

Third step: crosslinking agent : type Bismaleimides (XP)

The synthesis of bismaleimides proceeds by a two-step mechanism. In the first step, 1.80 g of diamine was prepared to react with 115.0 mg of maleic anhydride (MAn) in 10 mL of DMF for 5 h under stirring at room temperature, then forming maleamic acid. In the second step, maleamic acid cycled by heating in acetic anhydride (0.3 mL) in the presence of anhydrous NaOAc (20.00 mg) at 100°C for 1 h (elimination of water molecule) and the reaction mixture was left overnight at room temperature. The crystalline product was precipitated in MeOH filtered and dried. A yield of 87% was obtained.

The chemical structure of the synthesized polymers was successfully characterized by 1 H NMR spectroscopy at ambient temperature on (300) MHz in DMSO-d6 in 5 mm i.d. sample tubes,using a Bruker UltraShield Advance and the number of scans was set to 16(1H).

Elaboration of the crosslinked XP

The prepared partially bio-based bismalamide was thermally crosslinked as described in literature [START_REF] Park | Synthesis and characterization of bismaleimides from epoxy resins[END_REF]. Firstly, vacuum was applied for degasing. Then the homogeneous solution was cured at 240°C for 3 h and postcured at 250°C for 4 h in an air circulating convection oven.

Preparation of semi-interpenetrating network (semi-INP LP/XP)

The linear poly(ether-sulfone) (LP)/ bismaleimide (XP) blends in N-methylpyrrolidone solution were cast and cured for 1 h at 100 °C, 1 h at 150 °C and 1 h in 180 °C in order to polymerize the maleimide groups. Two weight ratio of LP/XP were prepared, the resulting systems were called semi-IPN LP80/XP20 and semi-IPN LP95/XP5.

Preparation of silica gels coated with semi-INP networks (XP)

The 

Adsorption experiments

The solution of the target pollutants (presented in Table 1) in presence of the adsorbents were elaborated in 20 mL scintillation flasks: 60 mg of adsorbents phase (LP, XP, semi-INP LP/XP and SG-semi-INP LP/XP as powders) and 10 mL of the solution of the targeted pollutants (25 µmol/L) in the presence of 3 g of sodium chloride (which is the optimum amount for an optimal extraction yield [START_REF] Chabbah | Synthesis of Glux based polymers for removal of benzene derivatives and pesticides from water[END_REF]). Aqueous solution pH value was 2, ensuring the solubility of the target pollutants. The solution was maintained under magnetic stirring at 900 rpm at room temperature (23 -25 °C). At every predetermined times, 0.5 mL of pollutants solutions were taken with a syringe and then filtered with a 0.45 µm PTFE syringe filter to eliminate sorbent particles before to be transferred into an 1 mL vial. Finally, the remaining pollutant concentration was determined by HPLC/DAD instrument including: Agilent 1200 infinity The adsorption efficiency of selected aromatic pollutants (in %) on different stationary phase was calculated as follows:

(

Where Ci (mg/L) is the initial concentration of the targeted pollutants and Ct (mg/L) is their equilibrium concentration after adsorption.

The adsorbed amount of adsorbate per unit of mass of the adsorbent phase, q e (mg/g) was calculated as follows:

(

Where C 0 and Ce are the initial and equilibrium concentrations of the selected pollutants in mg/L, respectively. V( L) is the volume of solution and m (g) is the amount of the dry adsorbate.

The studies of adsorption kinetics and of the isotherms were obtained by adding 60 mg of SG/semi-IPN (LP80/XP20) into 10 mL of aqueous solutions of toluic acid or of phydroxybenzoic acid with final concentrations of 5, 10, 20, 40, 60, 180 and 300 mg/L. After every period (5, 20, 40, 60, 1800 and 300 min), the solutions were sampled via a syringe and next filtered with a PTFE 0.45 μm membrane filter. The residual concentration of the pollutant was determined by HPLC/DAD.

Results and discussion

Adsorption of aromatic pollutants on the linear poly(ethersulfone) (LP)

The linear polyethersulfone was prepared by polycondensation of stoichiometric ratio of a bio-based diol, isosorbide, and the bis(4-fluorophenylsulfone) in polar aprotic solvent, in the presence of potassium carbonate (Figure 1) according to the method of Chatti et al [START_REF] Chatti | Poly (ether sulfone) of isosorbide, isomannide and isoidide[END_REF].

Polycondensation was conducted on the basis of the standard procedure between isosorbide given in Figure 3 and Table S1. The reaction mechanism allowing to justify the different identified structures for the polyethersulfone LP is depicted in Figure 3. The molar mass of the resulting polyethersulfone were determined by SEC. As shown in Table S2, the number average molecular weight (Mn) of the synthesized polyethersulfone is 3100 g mol -1 with a dispersity (Ð) of 2.12. Thus, this polycondensate possess polymerization degrees around 8

and should be considered as oligomer.

The thermal behavior of the synthesized polyethersulfone (LP) was investigated by Differential Scanning Calorimetry (DSC) and Thermogravimetric Analysis (TGA), the heating rate being 10°C/min under nitrogen atmosphere. DSC and TGA thermograms are presented in Supplementary Information (Figure S1 andS2). The presence of a single inflexion point in DSC thermogram corresponding to the glass transition temperature (Tg) confirms its amorphous character. The Tg value of this polyethersulfone was found to be 193 °C.

To evaluate the thermal stability of this polymer several runs were conducted by TGA between 25 °C to 500 °C. The onset decomposition temperature which corresponds to 5% weight loss (Td) was around 345 °C, which shows the good thermal properties of the synthesized polyethersulfone (LP). This property will allow the preparation of the coated silica gel.

The selected linear polymer for our semi-INP, derived from 1,4:3,6-dianhydro-D-hexitols (Scheme 2), with a molecular weight of 3100 g/mol, presents a form of a ball and is known for its efficient adsorption of a large variety of chemical compounds. In order to confirm the adsorption results of our synthesized LP, the adsorption of nine aromatic pollutants, as a function of time, are tested (Table S3).

Scheme 2. Chemical structure of the linear polymer LP prepared from isosorbide and DFDPS.

As observed in Table S3, the adsorption efficiency strongly increases during the first 40 min of contact (60-100%) and then increased slightly until 24 h. These results confirm the high adsorption efficiency of the targeted molecules on the poly(ether-sulfone) based on isosorbide.

Synthesis of the cross-linking polymer XP and its adsorption properties for the aromatic pollutants

For the cross-linking polymer, a bismaleimide containing oligo-ethersulfone based on isosorbide (Scheme 3) was synthesized in three steps (Figure 1). The structure of the polymers before and after functionalization was confirmed by spectral analysis. The 1 H NMR spectra of the precursors, difluoro-oligomer (Spectrum I), the amine end groups oligomer (Spectrum II) and the final cross-linking agent XP (Spectrum III) are displayed in Figure 4.

According to the proton NMR spectra of oligoethersulfone, each spectrum displays signals of protons related to the various oligoethersulfone structures with different end groups. Spectrum I related to the oligoethersulfone fluoro end groups can be subdivided into two parts. In addition to the peaks corresponding to the protons of the structure of isosorbide located between 3.5 and 5.5 ppm, in the region between 6.5 and 8. The adsorption efficiency for the nine-targeted pollutants on the XP phase is summarized in Table S4.

Compared to the adsorption results using the linear polyethersulfone, the novel crosslinking bismalemide containing oligoethersulfone, displays the same adsorption efficiency.

After confirming the adsorption efficiency of the synthesized linear polymer and of the crosslinking agent, the elaboration of the semi INPs polymer network was achieved.

Adsorption of aromatic pollutants on the crosslinking (XP) and semiinterpenetrating networks (LP/XP)

Using the semi-IPN approach, a series of new semi-interpenetrating networks were prepared by cross-linking bismalemides (XP) with the biobased linear polymer (LP). In order to test the effect of the incorporation of a linear poly(ether-sulfone) in the adsorption efficiency, we synthesized a crosslinked networks without addition of LP (Scheme 4a), and two semi-INPs network with the addition of 80 and 95 % of LP (Scheme 4b).

The adsorption properties of the elaborated phases, for the aromatic pollutants, are presented in Table 6. It can be noticed in Table S5, an important decrease in the adsorption efficiency of the crosslinked bismalemide XP compared to non-crosslinked one. Chemical crosslinking is based on primary forces like covalent bond formation (radical reticulation in our case) which improves the insolubility, mechanical strength and rigidity of the oligomers. In fact, these obtained results can be related to the low surface area of the adsorbent after reticulation as it was reported in several studies [START_REF] Gao | Hyper-cross-linked organic microporous polymers based on alternating copolymerization of bismaleimide[END_REF][START_REF] Abbot | Formation of microporosity in hyper-cross-linked polymers[END_REF][START_REF] Huang | Hypercrosslinked polymers: a review[END_REF].

In the case of semi-interpenetrating network, the adsorption efficiency of the aromatic pollutants is remarkedly increased, compared to the crosslinked networks. The values of the adsorption efficiency for the semi IPN containing 95% of the linear polymer are higher than those of that containing 80 %. These results can be explained by the effect of the linear polymer that decreases the compactness of network and then increases its specific surface area.

Semi-INPs coated silica gel for the adsorption of aromatic pollutants

The silica gel (SG) support is generally modified by chemically bound polymer [START_REF] Gailliez-Degremont | Polyamines adsorbed onto silica gel: a Raman microprobe analysis[END_REF], whereas, in this work, only physical molecular interactions, such as hydrogen bonding, ionic, aromatic interactions are involved. Two modified silica gel (Scheme 5) were elaborated, as described in the experimental part, with different ratio (SG/semi-INP: LP80/XP20 and LP95/XP5) in order to evaluate the effect of the coated polymer network on the adsorption efficiency of the nine selected aromatic pollutants. The adsorption efficiency for the nine targeted pollutants was observed after 4 periods of time (0.33, 0.66, 1, 5 and 24 h) for both modified silica gel, as presented in Table 2. For the silica gel without modification, the adsorption efficiency of the nine aromatic pollutants, tested in the same experimental conditions, are lower than 10 %. Scheme 5. Representative scheme of the semi-interpenetrating network (LP prepared from isosorbide and DFDPS /XP (biobased bismaleimide)) coated silica gel Table 2. Adsorption results of the targeted pollutants in contact with the semi-INP coated silica gel

As observed in Table 2, the adsorption efficiency increased strongly during the first 20 min (72-100 %) and then increased slightly in the case of the more hydrophilic pollutants (phydroxybenzoic acid), until 24 h. Comparing these results with the presented results in Table 6, it can be clearly noticed the increase of the adsorption efficiency of the aromatic compounds, in the described conditions, as a result of the combination of the polymer network with inorganic silica support. On one side, silica can offer a large specific surface area, due to its porosity. On the other side, the semi-interpenetrating network coated silica support gives the specificity and the swelling properties to allow a faster achievement of the adsorption equilibrium.

It can be noted also that the ratio LP80/XP20 of the semi-INP coated silica leads to a higher adsorption efficiency for the more hydrophilic pollutants compared the one obtained with the coated silica with semi-INP LP95/XP5.

Kinetic and adsorption isotherm of p-hydroxybenzoic acid and of toluic acid on SG/semi-IPN LP80/XP20

A kinetic and thermodynamic study of the adsorption of two aromatic pollutants with different polarity and hydrophilicity (p-hydroxybenzoic acid and toluic acid) was achieved on the SG/semi-IPN LP80/XP20. The adsorption efficiency of both target molecules on 60 mg of SG-semi-IPN, in the range of 5-80 mg/L, as a function of time (5-300 min) are presented in Figure 5. We can see clearly that, for both target pollutants, adsorption efficiency rapidly increases for the first 5 min, nearly reaching the equilibrium. And it is important to be noticed that the most hydrophobic pollutant (toluic acid) is rapidly adsorbed, compared to the most hydrophilic ones (p-hydroxybenzoic acid). The adsorption efficiency, for both aromatic benzene derivatives decreases as the initial concentration increases from 5 to 80 mg/l.

Adsorption kinetic modelling

Three widely used kinetic models, pseudo-first-order model, pseudo-second order model, and intraparticle diffusion model were applied to describe the adsorption process and fit the experimental data of the adsorption of p-hydroxybenzoic acid and of toluic acid) on the SG/semi-IPN LP80/XP20.

The nonlinear form expressions of the pseudo first-order and pseudo-second-order, and the linear form of the intraparticle diffusion models are represented by equations ( 4), (

) + C

Where Qt and Qe are the quantity of pollutant adsorbed by the polymer P6 (in mg/g) respectively at equilibrium and at time t. k 1 and k 2 are respectively the pseudo-first-order rate constant (min -1 ) and the pseudo-second-order rate constant (mg mg -1 min -1 ). Kp is the intraparticle diffusion rate parameter. C is the thickness of pollutants species at the adsorbent surface. In order to quantitatively compare the applications of the kinetic model, the regression coefficients (R 2 ) were calculated by the following formula:

Where Qt exp and Qt mod (mg/g) are the adsorption quantities, at time t, experimental and predicted by the models, respectively; Qt aver,exp is the average of Qt exp .

The non-linear (a) pseudo-first-order and (b) pseudo-Second-Order (c) intra-particle diffusion models for the adsorption kinetics of p-hydroxybenzoic acid, for different initial concentrations, are presented in Figure 6 (a,a') and for toluic acid are presented in Figure 7 (b,b'). The obtained kinetic parameters and correlation coefficients (R 2 ) by nonlinear regressions are presented in Table 8. The correlation coefficients (R 2 ) of the pseudo-secondorder model for both target pollutants are higher than that of the pseudo-first order model, indicating that the pseudo-second-order model is well suitable for describing the adsorption process. The intraparticle diffusion model was applied to determine the effect of intraparticle diffusion on adsorption process that is generally controlled by liquid mass transport or intraparticle mass transport and also gives an idea about the mechanism steps that took place in this process. The linear plots of intraparticle diffusion model are shown in Figures 6a" and7b".

From this model it comes that adsorption process was carried out in three consecutive steps:

(1) Instantaneous adsorption of adsorbate on the adsorbent surface

(2) Diffusion of adsorbate molecules in adsorbent pores

(3) Adsorption of adsorbate molecules on the inner surface of the adsorbent pores.

The values of intraparticle rate k int (Table 3) decrease with the passage of the first step (k int1 ) towards the second step (k int2 ) and towards the third step (k int3 ). From this results, it comes that the adsorption mechanism is mainly governed by boundary layer diffusion and intraparticle diffusion.

Adsorption isotherms

There are several adsorption isotherm models reported in literature, two widely used adsorption isotherm models: Freundlich and Langmuir models which are expressed as:

Langmuir model: Qe = (CeK L Q max )/(1+K L Ce) (1) 
where Qe (mg/g) and Ce (mg/L) are respectively the amount of adsorbed benzene derivatives per unit mass of adsorbent and the pollutant concentration at equilibrium, Q max, the maximum amount of adsorbed pollutant (in mg/g) and K L the Langmuir constant (L/mg).

Freundlich model:

K F and 1/n were the Freundlich model constants, indicating capacity and intensity of adsorption, respectively.

In order to quantitatively compare the fitting of the experimental data with the isotherm model, the regression coefficients (R 2 ) were calculated by the following formula:

(

) 3 
Where Qe is the experimental adsorbed amount at equilibrium (mg/g), Qe mod is the adsorbed amount predicted by the Langmuir or Freundlich model (mg/g) and Qeaver is the average of the experimental adsorbed amount.

As shown in Figure 8 and according to the values of R 2 in Table 4, the fit with Langmuir model is better than with Freundlich model for (a) p-hydroxybenzoic acid and (b) toluic acid.

The higher value of K L and the higher value of Qmax for toluic acid show that its adsorption on SG-semi-INP LP80/XP20 is easier, compared to that of p-hydroxybenzoic acid. This point is in agreement with the observed rapidity of adsorption of toluic acid, due to its most hydrophobic character. [START_REF] Laabd | Simultaneous removal of benzene polycarboxylic acids from water by polypyrrole composite filled with a cellulosic agricultural waste[END_REF], to the 1/n value for SG-semi-INP LP80/XP20 (0.507), it appears that this last system presents a higher affinity for this compound. Nevertheless, SGsemi-INP LP80/XP20 presents a low adsorption capacity, 46.89 mg/g, compared to the crosslinked methacrylate resin (245 mg/g) [START_REF] Laabd | Simultaneous removal of benzene polycarboxylic acids from water by polypyrrole composite filled with a cellulosic agricultural waste[END_REF].

Conclusion

In the current work, a new hybrid material of modified mesoporous silica gel (SG) coated with a semi-IPN, based on partially biosourced poly(ethersulfone) as linear polymer, and the synthesized crosslinking agent (oligo(ethersulfone) bismaleimides with a weight of 3000g/mol (8 units )) was successfully elaborated for a greener extraction process of aromatic organic pollutants. Linear poly(ether-sulfone) based on isosorbide showed good thermal properties to withstand high temperature for the coated SG preparation and a good flexibility to be easily anchored to the silica and maintain the same characteristics of his surface in addition to their higher adsorptions capacities. The 1H NMR spectra prove the successful formation of the bismaleimides end groups of oligo(ether-sulfone) crosslinker and the total conversion of the precedent oligomer. The elaborated polar semi-IPN was rapidly anchored to the surface of silica gel without any chemical bands between them, which is due to the high concentration of polar silanol groups. The organic-inorganic bio-based phase was tested as adsorbent of polyphenols pollutants. The results showed that the precursor polymers of the semi-IPN containing isosorbide molecule displayed good adsorption capacities toward all the tested pollutants. However, an important decrease in the adsorption capacities of the crosslinked oligomer was noticed due to its lower solubility, the decrease of the surface area by the entanglement node of the crosslinker resulting in a decrease of the free space. An optimized composition of the semi-penetrating network composed of 80% of the linear polymer (LP): isosorbide-based poly(ethersulfone) and 20% of the cross-linking agent (XP) type bismaleimide conduced to a total adsorption of the selected aromatic pollutants, whatever their hydrophilicity. Adsorption characteristics, kinetics and isotherms of the SG-semi-INP LP80/XP20 for p-hydroxybenzoic acid and for toluic acid were as well studied. Langmuir model showed a better fitting of the adsorption isotherms. However, the adsorption of toluic acid is easier than of that p-hydroxybenzoic acid. 1/n values of benzoic acid was lower for SG-semi-INP LP80/XP20 compared to biochar and to cross-linked methacrylate resin, showing a higher adsorption efficiency. This elaborated non-toxic sorbent, SG-semi-INP LP80/XP20, was shown to be an excellent adsorbent process to replace coal-and oil-based analytical chemicals, it will then be used as a greener solid-phase extraction process. 

Figure 1

 1 Figure 1 Schematic synthesis of LP polymer and XP oligomers (1) 1,4:3,6-dianhydro-Dglucitol (isosorbide) (2) bis(4-fluorophenyl) sulfone (DFDPS). r is the molar ratio between isosorbide and DFDPS in the synthesis of LP polymer and of XP oligomers

  semi-INP polymer and the silica gel were mixed in DMF (20%) solution at 160 °C, under stirring for 3 h. Then liquid phase was removed by filtering and the silica gel coated with the semi-INPs polymer was air dried for 8 h. Two different semi-INP/silica gel ratios (05/95 and 20/80) were designed for their use as adsorbent phases. No desorption, of the semi-INP was observed after semi-INP-coated silica gel was suspended in distilled water for more than one week.

4 Figure 2 .

 42 Figure 2. MALDI-TOF mass spectrum of a polymer LP prepared from isosorbide and DFDPS.

Figure 3 .

 3 Figure 3. Cyclic and Linear reaction products observed in reaction mixtures of polymer LP prepared from isosorbide and DFDPS.

  Scheme 3. Chemical structure of the crosslinking agent XP (biobased bismaleimide).

  5 ppm peaks relative to the protons of bis(4-fluorophenylsulfone) can be observed. It is also essential to mention the presence of signals with low intensity confirming the existence of the fluoro end groups of the fluorine (proton 7* at 7.44 ppm and 8* at 7.91 ppm linked to carbons in the ortho and meta position of fluorine [29]). In spectrum II, corresponding to the oligoethersulfone having an amine as the end groups, new signals appeared, mainly peak 9, relative to the amine protons located at 5.31 ppm, which confirms the successful conversion of the fluoro end groups oligomer into amine.It can also be noticed, the complete disappearance of the characteristic peaks of the fluorine chain ends which explain the total conversion of halogenated form to diamine. In comparing the 1 H NMR spectra II and III of the diamine and of the bismaleimide, we notice the disappearance of the signals related to the amine end groups, accompanied by the appearance of new signals (peaks 14-18) with low intensity, which can be attributed to end of chain of the formed bismaleimide.

Figure 4 : 1 H

 41 Figure 4: 1 H NMR spectra [3.5-8.5 ppm] of the oligoethersulfone (I) difluoro-oligomer, (II) diamine oligomer (III) cross-linking agent XP (biobased bismaleimide). [DMSO-d6, 300MHz , 25°C]

Scheme 4 .

 4 Scheme 4. Representative scheme of the crosslinked XP (biobased bismaleimide) (a) and semi-interpenetrating networks (LP prepared from isosorbide and DFDPS /XP (biobased bismaleimide)) (b)

Figure 5 :

 5 Figure 5: Effect of initial concentrations (5-80 mg/L) on the adsorption efficiency of SG-semi-INP LP80/XP20, versus (a) p-hydroxybenzoic acid, (b): toluic acid on 60 mg of SG/semi-INP; stirring speed = 900 rpm; at room temperature

Figure 6 :

 6 Figure 6: Non-linear (a) Pseudo-first-order and (a') Pseudo-Second-Order (a") Linear intraparticle diffusion model for the adsorption kinetics of p-hydroxybenzoic acid onto SG/semi-INP LP80/XP20 for different initial concentrations 5-80 mg/l.

Figure 7 :

 7 Figure 7: Non-linear (a) Pseudo-first-order and (a') Pseudo-Second-Order (a") Linear intraparticle diffusion model for the adsorption kinetics of toluic acid onto SG/semi-INP LP80/XP20 for different initial concentrations 5-80 mg/l.

Figure 8 :

 8 Figure 8: Non-linear fitting curves of the Freundlich and Langmuir adsorption isotherm at 25°C (a) p-hydroxybenzoic acid, (b) toluic acid. Experimental conditions: initial concentration = 5 to 80 mg/L; stirring speed =900 rpm.
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	Eugenol			
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	(E)-Anethol			
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	Table1 : structures and characteristics of the aromatic pollutants
		aromatic pollutants		
	Target Molecules	Chemical structure	Kow*	pKa (25°C)
	4Hydroxybenzoic		1.58	4.54
	acid			
			1.15	4.62
	T-Caffeic acid			
			1.51	4.58
	Ferulic acid			
			1.87	4.19
	Benzoic acid			
			1.96	4.47
	P-Anisic acid			
			2.27	4.32
	P-Toluic acid			
	P-Chlorobenzoic		2.65	3.98
	acid			

Table 3 :

 3 Kinetic parameters of pseudo-first-order, pseudo-second-order and intra-particle diffusion models for adsorption on SG/semi-INP of p-hydroxybenzoic acid and toluic acid.

	C 0 (mg/L)		Lagergen -first-order kinetic model	Pseudo-second-order kinetic model	Intraparticle diffusion model
		Qe,exp (mg/g)	Qe1,cal (mg/g)	k1 (min -1 )	R 2	Qe2,cal (mg/g)	k2 .min -1 ) (g.mg -1	R 2	Kint1 Kint2 Kint3
					p-hydroxybenzoicacid	
	5	4.000	3.825	0.427 0.994	3.895	0.309 0.998 1.51	0.05	0.02
	10	7.500	7.250	0.432 0.996	7.374	0.171 0.999 2.87	0.05	0.03
	20	16.666	16.565	0.249 0.999 17.157	0.028 0.997 5.14	0.27	0.19

Table 4 :

 4 Freundlich and Langmuir isotherm constants for the adsorption of pollutants at 25 °C on SG-semi-INP LP80/XP20.

	Pollutants	Langmuir constants	Freundlich constants
		Qmax (mg/g)	K L (L/mg)	R 2	K F (mg L -1 ) -1/nF (mg g-1	1/n	R 2
	p-hydroxybenzoic acid	46.891	0.181	0.991	9.145	0.507	0.986
	Toluic acid	56.720	0.647	0.969	23.197	0.319	0.992
	When comparing the 1/n values for benzoic acid for biochar (0.62) [34], cross-linked
	methacrylate resin (0.64)