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The digital twin is a technology that expands the possibilities of manufacturers thanks to its various applications, 
particularly for the application of predictive maintenance. In the context of Industry 4.0, technical agents such as 
digital twins tend towards more autonomy. Indeed, one of its characteristics lies in its partial or total capacity to 
act on its physical counterpart. Therefore, it is necessary to consider the digital twin and the human agent as 
cooperating agents. Under this perspective, decision loops between the digital twin and human agent is necessary 
in the deployment of the digital twin. The JUPITER project aims to develop the digital twin for predictive 
maintenance of the SCAP platform, a manufacturing line. The objective of this paper is to show how Cognitive Work 
Analysis (CWA) could contribute to the definition of the allocation of the decision making activity between the digital 
twin and the human. Two CWA analysis were applied: the Work Domain Analysis (WDA) and the Social 
Organization and Cooperation Analysis with his tool Contextual Template Activity (SOCA-CAT). The functions 
identified by the WDA highlighted the allocation decision between the cooperative agents and the SOCA-CAT 
provided a contextualization of this allocation. The allocation of the decision making activity was considered in 
terms of the level of automation between the digital twin and the human agent. 
 
Keywords: Cognitive Work Analysis, Digital Twin Deployment, Human-System Cooperation, Predictive 
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1. Introduction   

1.1. Digital Twin applied to predictive 
maintenance 

The current context of digital transition and the 
new technologies it implies have led to the fourth 
industrial revolution, allowing the improvement 
of productivity and flexibility of manufacturing 
operations. The digital twin is one of the pillars of 
Industry 4.0, particularly because of the range of 
possibilities it offers to manufacturers. This 
technology represents a growing topic of study 
among academics and manufacturers (Julien & 
Martin, 2021). The many definitions of the digital  

 

 

twin vary around a common notion of a link 
between a physical object with a virtual entity that 
represents it, through a data flow (Silva, Azevedo 
et Soares, 2021). Then we consider the digital 
twin as a dynamic virtual representation of a 
physical counterpart, a product, a system or a 
process. First developed within the aerospace 
domain, it was in 2014 that Grieves, the precursor 
of the term digital twin, extended it to industrial 
applications such as maintenance.   

The main objective of maintenance is to provide 
high levels of availability of production 
equipment by ensuring its reliability.  According 
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to NF-EN 13306:V2018, there are different 
maintenance strategies grouped into two main 
categories: corrective maintenance, in which 
interventions are carried out after failures have 
occurred, and preventive maintenance, which 
aims to anticipate them. Within this last category, 
known as proactive maintenance, we distinguish 
between systematic maintenance (interventions at 
predetermined time intervals), condition-based 
maintenance (interventions depending on 
reaching a degradation threshold) and predictive 
maintenance (interventions based on forecasts 
made from historical and current data analysis). In 
contrast to other types of proactive maintenance, 
predictive maintenance allows interventions to be 
initiated only when it is needed. Indeed, 
systematic and condition-based maintenance may 
lead to unnecessary actions, leading to an increase 
in the operating costs (Carvalo, Suares, Roberto, 
Basto & Alcala, 2019). Predictive maintenance is 
the most studied in the framework of Industry 4.0 
(Zeniseks, Wolfartsberger, Sievi et Affenzeller, 
2019), notably because of the reduction of 
operating costs possible thanks to the 
improvement of the equipment life span, or the 
reduction of maintenance interventions. 

The digital twin ensures predictive maintenance, 
with its ability to provide a representation of the 
state of the physical element in a constant and 
precise way through the sensors present on this 
physical element. The predictive maintenance is 
then based on  historical, current or future data to 
predict tendencies using statistical or learning 
models. This makes production systems more 
proactive, and therefore more efficient. The 
anticipation of failures by the digital twin could 
reduce unexpected shutdowns, optimize 
equipment reliability and therefore extend its life. 
The added value of the digital twin consists in its 
capacity to pilot the machines from distance when 
interventions are necessary. The digital twin also 
has the ability to diagnose and propose solutions 
such as dynamic reconfigurations in the situation 
where a equipment is not able to perform its initial 
function. The digital twin can be used to locate 
defective equipment, which is useful in complex 
industrial installations or when interventions are 
carried out by a subcontractor. The digital twin 
applied to predictive maintenance can also guide 
the intervention stages of operators thanks to 
augmented reality. Finally, it is possible to 

optimize decision-making in terms of 
intervention, by proposing options within a very 
short delay. These capabilities allow to improve 
the decision making related to maintenance 
activities.  

The digital twin is characterized by a cyber–
physical integration (Tao, Niu & Nee, 2019). This 
cyber-physical system in which the digital twin is 
embedded tends towards more autonomy due to 
the ability of the digital twin to act on the physical 
element. Therefore, questions emerge about the 
place of the human agent within this cyber-
physical system.  This desire to integrate the 
human move on to a cyber-physical-social 
system, in which the human operator is no longer 
considered as an external element but rather as an 
full-fledged entity, capable of acting on the 
system (Perez, Meza, Bravo, Trentesaux & 
Jimenez, 2021).  The ability of the digital twin and 
the human to act on the physical counterpart 
makes necessary to consinder a cooperative 
approach. 

1.2 Human-system cooperation for decision 
making 

 Parasuraman, Sheridan and Wickens (2000) 
consider four categories of activity in information 
processing: information acquisition, information 
analysis, decision making, and action 
implementation. The allocation of one or more of 
these activities can be viewed as human-system 
cooperation between the technical agent (i.e., 
digital twin) and the human agent (Zambrano-Rey 
& Pacaux-LeMoine, 2011). We will focus on the 
"decision making" activity which is a key aspect 
in the human-system cooperation. According to 
the literature on human-system cooperation, the 
human agent and the technical agent are 
cooperative partners whose goals are to identify, 
share, or exchange informations in order to 
achieve common goals (Hoc and Lemoine 1998). 
According to Pacaux-LeMoine et Debernard 
(2002), the cooperative agents communicate 
through a "Common Workspace" characterized 
by common knowledge such as problems, 
strategies or solutions and allows a "Common 
Situation Awareness" (Zambrano-Rey & Pacaux-
LeMoine, 2011). The definition of this space 
consists in providing an information support in 
order to help the agents in their cooperative 
activities (i.e. decision making).  We note the 
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importance of a common workspace from which 
the digital twin and the human agent will be able 
to share common representations, goals and plans. 
As long as cooperation leads to interdependence 
between agents, we consider that the digital twin 
and the human agent will need a common 
workspace to collaborate. Figure 1 represents the 
common workspace of the two cooperating agents 
each performing activities such as decision 
making. Following Debernard, Cathelain Crevits 
et Poulain (2002), the model proposed by 
Parasuraman et al., (2000) has been used to define 
the common workspace. Thus, the digital twin 
and the human agent share information, problems 
or solutions to achieve their common goal.  

 
Figure 1: Digital twin and human agent cooperation 
based on the four activies. 

The digital twin is no longer a simple tool but an 
agent with a decision making capacity and 
autonomous actions, in the same way as the 
human agent. Within this scope, it becomes 
necessary to define the way in which these actions 
and decision making will be allocated between the 
two cooperating agents for an efficient 
cooperation. According to Traore (2021), 
decision making can be performed either by the 
digital twin (i.e., closed decision loop) or by the 
human agent (i.e., open decision loop). Julien et 
Martin (2021) introduce a mixed loop according 
to which the decision making by the cooperating 
agents would be dependent on the situation. In 
other words, the situational context in which the 
digital twin and the human agent are located 
would determine the agent responsible for this 
activity. The objective of this paper is to use CWA 
(Cognitive Work Analysis) to support the 
allocation of decison-making activity. This 
proposal will be illustrated with the JUPITER 

project which aims to develop the digital twin of 
the SCAP platform for predictive maintenance. 
The SCAP Industry of the Future is a platform 
that represents an adaptive cyber-physical 
production system and serves as a support for the 
engineering school classes and as a demonstrator 
for the research projects of various members of 
the Lab-STICC research laboratory of the 
Université Bretagne Sud (UBS).  

2.  Method : Cognitive Work Analysis 

CWA is a framework developed for the design of 
complex socio-technical systems (Rasmussen, 
1986) Cognitive Work Analysis is a formative 
constraint-based approach with five successive 
stages : Work Domain Analysis (WDA), Control 
Task Analysis (ConTA), Strategy Analysis 
(StrA), Social Organization Cooperation Analysis 
(SOCA), and finally Worker Competencies 
Analysis (WCA). In this way, this formative 
constraint-based approach considers these five 
stages as five types of constraints in which 
different possibilities are offered to the human 
operator to perform his tasks (Naikar, 2005). The 
allocation of decision  making activity  
requires  knowing  which functions  should 
be  allocated,  the  situations  in 
which  these  functions  are  allocated  and  the 
resources  available  to  this  allocation  between  
the digital  twin  and/or  human  operator.  In this 
way, we will focus on WDA, ConTA and SOCA 
in order to highligh these functions, their 
situations and allocations. 

   The WDA focuses on the analysis of the 
functional structure of the physical, social and 
cultural environment of actors in a system 
(Naiker, 2013). The analysis does not focus on 
how activities are to be achieved, but on what 
needs to be fulfilled within the constraints of the 
domain (McIlron & Stanton, 2015). WDA is 
associated with an Abstraction Hierarchy (AH), a 
tool that describes the system across five levels of 
abstraction: functional purpose (the purpose of 
the work domain, its "raison d'être"), value and 
priority measures (the criterion ensuring that the 
system progresses toward the functional purpose), 
purpose-related functions (the general functions 
that are performed in order to achieve the 
functional purpose), object-related processes 
(processes and capabilities characterizing the 
objects used by the general functions), and 
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physical objects. This is a means-end relationship 
between the five levels of the abstraction. 

ConTA describes the tasks to be performed in 
order for the system to function efficiently. This 
stage does not describe by whom (for instance 
humans or the digital twin) or how the task is 
performed but the constraints related to the 
realization of this latter. ConTA is associated with 
the Contextual Activity Template (CAT) tool to 
highlight the situations in which a function takes 
place. 
SOCA describes the constraints related to the 
allocation of tasks between the agents of the 
system. A SOCA-CAT or a SOCA-WDA can be 
used with a color code for each agent performing 
functions.  

The application domains of CWA are various and 
manufacturing systems are among them. 
Nevertheless, only a few papers have dealt with 
this field (Read, Salmon & Lenné, 2015). 
Rasmussen, Pettersen & Schmidh (1990) have 
established the WDA of a manufacturing firm. 
More recently, CWA has been used for Industry 
4.0 purposes such as the design of a human agent 
assistance system (Pacaux-Lemoine, Berdal, 
Guerin, Rauffet, Chauvin & Trentesaux, 2021) or 
for the deployment of a decision support tool 
applied to the predictive maintenance of vessels 
(Simon, Guerin, Rauffet & Lasalle, 2021). 

We propose a SOCA-AH and a SOCA-CAT to 
highlight the functions to be allocated to the 
digital twin and/or the human  in  terms  of 
decision making applied to the maintenance of the 
SCAP platform in the context of JUPITER 
project.  

3.  Results 

We conducted semi-structured interviews with 
teacher-researchers with expertise with the SCAP 
platform (Table 1). The topics discussed during 
these interviews concerned the maintenance 
functions currently carried out on the SCAP 
platform and the activities that would be carried 
out  the future digital twin applied to predictive 
maintenance. For this last topic requiring a 
projection into the future, we associated to the 
CWA a prospective ergonomics method named 
Need Anticipation Interview (Martin, Agnoletti, 
& Brangier, 2021). The objective of this method 
was to facilitate the projections of the 

interviewees. Thus, before starting the interview, 
we asked the interviewees how they imagined the 
future of maintenance with the introduction of the 
digital twin of the SCAP platform, such as their 
frequency of use or its location. This phase, called 
"Future projection", has the particularity of 
enriching the prospective statements (Martin & 
al., 2021). The next phase corresponded to 
"Future ideation" in connection with the 
objectives of our interviews. 

3.1  WDA 

In addition to the current activities, the work 
domain analysis was used to collect data on future 
activities performed by the digital twin and the 
human agent within the SCAP platform (Figure 
2). The identified functional purpose was to 
ensure predictive maintenance of the SCAP 
platform through the digital twin. The values and 
measures priority are associated with 
maintenance indicators such as MTBF (Mean 
Time Between Failure) or MTTR (Mean Time To 
Repair). Maintenance levels (e.g., simple work, 
major work, etc.) and maintenance cost reduction, 
temperature and energy consumption are 
indicators considered for the measurement of the 
functional objective. Seven purpose-related 
functions have been identified : "Extract 

Table 1 : Topics and questions discussed during the 
interviews. 
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information", "Monitor the physical object", 
"Analyze information", "Predict events", "Alert 
on events", "Suggest solutions" and "Act on the 
environment". These functions are related to the 
functional purpose (i.e., to guarantee the 
predictive maintenance of the SCAP platform) 
because they allow to reach it.  The object- related 
processes differ between data acquisition and 
processing, model comparison and event learning, 
risk detection and communication with the users 
of the digital twin or action programming. The 
digital twin uses several types of tools to ensure 
the maintenance of the SCAP platform, such as 
sensors placed on physical objects to obtain data, 
algorithms, models and softwares for the 
comparison and learning processes. It also 
includes human-machine interfaces for 
communication and automates that allow 
programming actions on the environment. The 
WDA-SOCA also represents the allocation of 
functions between the human agent ( purple dot)  
and the digital twin (blue dot). Concerning 
purpose-related functions, the digital twin is able 
to perform the seven functions mentioned. The 
human agent  has the ability to extract information 
(e.g., sensory information imperceptible by the 
digital twin), to alert on events, to propose 
solutions and to act on the environment. The 
object-related processes identified at the lower 
level are also all possible by the digital twin. The 
human agent can acquire data, detect risks, 
communicate with users and program actions.  

3.2  SOCA-CAT  

The aforementioned purpose-related functions are 
contextualized within the SOCA-CAT. Stanton & 
Bessell (2014) provide a graphical code to 
distinguish expected, optional and impossible 
situations related to functions (Figure 3). 

We have identified two types of situations (Figure 
4). Nominal situations refer to a context in which 
the system works efficiently without the 
occurrence of events (e.g., prediction of a failure). 
Degraded situations refer to the occurrence of 
events such as a slowdown. Two functions remain 
constant among these situations : "Extract 
information" and "Monitor the physical object". 
Indeed, the capabilities of the digital twin are 
based on the monitoring of the physical object in 
order to extract information otherwise the other 
functions would not have been possible (e.g., 
predicting events, proposing solutions). The 
SOCA-CAT highlighted allocation of functions 
between the digital twin and the human agent  

Figure 2: Work Domain Analysis for predictive maintenance of the SCAP platform. 

Figure 3: CAT layout (Adapted from Bessell and 
Stanton, 2014). 
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where the latter is also able to extract information 
and monitor the physical object. Nevertheless, the 
monitoring of the physical object remains 
optional in nominal situations.  The degraded 
situations specifically mobilize the functions 
"Predict events", "Alert on events" and "Act on 
the environment". Only the digital twin is able to 
predict events based on information analysis and 
past events. The human agent is able to alert on 
events and to propose solutions as well as to act 
on its environment. The human agent is also able 
to predict events. These predictions are based on 
the operator's experience or on heuristics (i.e., 
deductions made from environmental 
characteristics). These capabilities present in both 
cooperating agents contribute to a cooperation  
based on complementarity. The digital twin bases 
its predictions on more indicators, which allows it 
to detect trends that are less obvious to the human 
agent. The information provided by the human 
agent to the digital twin is one of the indicators on 
which the predictions are based. Among the 
degraded situations, we find failure situations 
characterized by their consequences. These 
consequences are standardized by the AFNOR 
NF X60-500 standard. Thus we find : 

� A minor failure: affects a minor function of 
the physical object. The object remains able 
to perform its required function. 

� A major failure: affects a major function of 
the physical object. The object is likely to no 
longer perform its required function. 

� critical failure: likely to cause human, 
environmental or material damage. 

4. Discussion 

The WDA highlighted features unique to the 
digital twin such as its ability to extract 
information, monitor the physical object, and 
analyze information and predict events. Although 
the human agent is able to extract information 
(e.g., sensory information), the other functions 
previously mentioned are difficult to perform. For 
example, it seems constraining for the human 
agent to perform a permanent monitoring of the 
physical object. Likewise, the human agent is not 
able to analyze a large amount of data to provide 
prediction models. Nevertheless, the human agent 
is able to alert, propose solutions and act on the 
environment. The functions identified by the 
WDA can be considered in terms of the four 
categories of activity described by Parasuraman 
& al., (2000), as illustrated in Table 2.  

The WDA also allowed us to identify where the 
allocation of decision making is located among 
the functions carried out by the digital twin and 
the human agent. Indeed, this decision making 
concerns particularly the function "Suggest 
solutions". According to Debernard, Guios, 
Poulain, Crévits, Annebicque et Millot (2007), 
cooperating agents exchange solutions through 
the common workspace. The issue is to know who 
is responsable for the final decision among the 
solutions proposed by the digital twin and the 
human agent. This choice depends on different 

Table 2 : WDA functions related to categories of 

Figure 4: SOCA-CAT 
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consequential criteria highlighted by the SOCA-
CAT. Indeed, the decision making will be 
different according to the minor, major or critical 
consequences of the failure. The function 
"Suggest solutions" can be considered by the 
levels of automation proposed by Parasuraman et 
al. (2000). According to these authors, an activity 
can be automated at different levels on a 
continuum ranging from 1 (low automation) to 10 
(high automation).  Level 1 would correspond to 
a scenario in which the human agent would make 
decisions without assistance from a system. On 
the contrary, the 10 would refer to a scenario 
where the system would act in a totally automated 
way, without taking into account the human 
agent. Considering the prediction of the 
unhooking of the top conveyor of the SCAP 
platform in one month. This failure will have 
major consequences given the risk of human 
injuries, production shutdown and repair costs. 
The digital twin and the human agent propose 
solutions to avoid the occurrence of this failure. 
For example, the digital twin may proposes an 
intervention in the next few days at the most 
appropriate time (e.g., during a low production 
rate), while the human agent may judges that the 
appropriate time would be in two weeks. The 
question is which of these two cooperating agents 
will make the final decision in this given situation. 
Automation level 1 would assume that the 
technical agent makes the decision, without 
intervention from the digital twin. At automation 
level 10, the digital twin would make the decision 
without consultation with the human agent. An 
intermediate level such as level 6 would place the 
digital twin and the human agent in a cooperative 
setting where the human would have a veto right 
on the decision taken by its partner. A debative 
cooperation would take place between them. In 
other words, the cooperative agents would 
confront their solutions to obtain an otpimal one. 
Parasuraman et al., (2000) suggest that a high 
level of automation of "Decision Making" activity 
would be preferable in low risk situations such as 
the occurrence of a minor failure. A critical failure 
would however be linked to a low level of 
automation. 

5. Conclusion 

The objective of this paper was to identify how 
decision making activity could be allocated 

between digital twin and human agent in the 
framework of predictive maintenance. The WDA 
highlighted the functions carried out in order to 
ensure the predictive maintenance of the SCAP 
plateform and the allocation of theses functions 
between the digital twin and the human agent. The 
SOCA-CAT emphasized the situations in which 
the functions should be allocated to the digital 
twin and the human agent. The decision-making 
activity represented by the "Suggest solutions" 
function in the WDA and SOCA-CAT can be 
considered in term of automation. In this way, a 
low automation level of this function refers to a 
decision-making activity by the human agent. 
Otherwise, a high automation level indicates that 
the decision-making activity is conducted by the 
digital twin. In a cooperative approach, the 
objectif is an intermediate level where both 
cooperative agents contribute to a solution. The 
outputs collected by the CWA will provide 
recommendations for the deployment of the 
digital twin to JUPITER project. The allocation of 
decision-making have been considered in a static 
perspective. Nevertheless, a failure can modify 
the requirements so that the system meets its 
functional purposes. Dynamic allocation of 
decision-making activity can be a way to control 
the ability of the system to react to the occurrence 
of a perturbation by retaining performances. 

References 
 
Carvalho Thyago P., Fabrízzio A. A. M. N. Soares,
 Roberto Vita, Roberto da P. Francisco, João P.
 Basto, et Symone G. S. Alcalá.  « A Systematic
 Literature Review of Machine Learning Methods
 Applied to Predictive Maintenance ». Computers &
 Industrial Engineering, 137 (september 2019):
 106024.  
Colin Clement, Antoine Martin, Flavie Bonneviot, et
 Eric Brangier. « Unravelling Future Thinking: A
 Valuable Concept for Prospective
 Ergonomics ». Theoretical Issues in Ergonomics
 Science, (juillet 2021)  
Debernard, Serge, Cathelain Stéphane, Crévits Igor, &
 Poulain Thierry.  AMANDA Project: Delegation of
 tasks in the air traffic control domain. Presentation
 at the conference COOP 2002 Cooperative Systems 
Design-A Challenge of the Mobility Age, Saint-
Raphael, France, juin, 2002. 



2343Proceedings of the 32nd European Safety and Reliability Conference (ESREL 2022)

Debernard, Serge, David Annebicque, Igor Crevits, et
 Thierry Poulain. « Vers une modélisation des
 systèmes coopératifs ». Presentation at the
 conference Internationale Francophone
 d’Automatique, Bucarest, Roumanie, 2008. 
Debernard, Serge, Benoit Guiost, Thierry Poulain, Igor
 Crevits, David Annebicque, et Patrick Millot.
 « Integrating Human Factors in the Design of
 Intelligent Systems: An Example in Air Traffic
 Control ». International Journal of Intelligent
 Systems Technologies and Applications 7, 2 (2009):
 205.  
Grieves, Michael. Digital Twin: Manufacturing
 Excellence through Virtual Factory Replication.
 Digital Twin White Paper, 2014. 
Hoc, Jean-Michel, et Marie-Pierre Lemoine.
 « Cognitive Evaluation of Human-Human and
 Human-Machine Cooperation Modes in Air Traffic
 Control ». The International Journal of Aviation
 Psychology 8, 1 (janvier 1998): 1-32.   
Julien, Nathalie, et Eric Martin. « Typology of
 manufacturing digital twins : a first step towards a
 deployment methodology ». Presentation at the
 conference European Conference on Safety and
 Reliability, Angers, France, september, 2021. 
McIlroy, Rich C., et Neville A. Stanton. « Ecological
 Interface Design Two Decades On: Whatever
 Happened to the SRK Taxonomy? » IEEE
 Transactions on Human-Machine Systems 45,  2
 (avril 2015): 145-63. . 
McIlroy, Rich Charles, et Neville A. Stanton.
 « Specifying the Requirements for Requirements
 Specification: The Case for Work Domain and
 Worker Competencies Analyses ». Theoretical
 Issues in Ergonomics Science 13,  4 (juillet 2012):
 450-71.   
Naikar, Neelam, Robyn Hopcroft, et Anna Moylan.
 « Work Domain Analysis: Theoretical Concepts and
 Methodology » Air Operations Division DSTO
 Defence Science and Technology Organisation.
 (february 2005). 
 Naikar, Neelam. Work Domain Analysis: Concepts,
 Guidelines and Cases. Boca Raton: CRC Press, 2013. 
Pacaux-Lemoine, Marie-Pierre et Debernard Serge.
 Common work space for human–machine
 cooperation in air traffic control.ControEngineering 
Practice, 10 (2002): 571-576.  
Pacaux-Lemoine, Marie-Pierre, Berdal Quentin,
 Guérin Clément, Rauffet Pascal, Chauvin Christine et
 Trentesaux, D. (2021). Designing Human-Systems
 Cooperation in Industry 4.0 with Cognitive Work
 Analysis: a first evaluation. Cognition, Technology
 & Work, 24 (2022) : 93-111  
Parasuraman, Raja, Sheridan Thomas B et Wickens
 Christopher D. (2000). A model for types and levels
 of human interaction with automation.  IEEE
 Systems, Man and Cybernetics, Part A: Systems and
 Humans, 30 (June 2000) 286–297. 

Perez, Monica-Juliana, Sebastian-Mateo Meza, Flor
 Angela Bravo, Damien Trentesaux, et Jose-Fernando
 Jimenez. « Evolution of the Human Digital
 Representation on Manufacturing Production
 Systems ». s.d 
Read, Gemma J. M., Salmon Paul M, et  Lenné Michael
 G. (2015). Cognitive work analysis and design :
 Current practice and futurepractitioner
 requirements. Theoretical Issues in Ergonomics
 Science, 16 (2015) :  154-173. 
Rasmussen, Jens, Annelise Mark Pejtersen, Kjeld
 Schmidt. Taxonomy for Cognitive Work Analysis.
 Roskilde: Risø National Laboratory September,
 1990.  
Salmon, Paul, Daniel Jenkins, Neville Stanton, et Guy
 Walker. « Hierarchical Task Analysis vs. Cognitive
 Work Analysis: Comparison of Theory, Methodology
 and Contribution to System Design ». Theoretical
 Issues in Ergonomics Science, 6 (novembre 2010):
 504-31.  
Silva, Henrique Diogo, Miguel Azevedo, et António
 Lucas Soares. « A Vision for a Platform-Based
 Digital-Twin Ecosystem ». IFAC-PapersOnLine, 1
 (2021): 761-66.  
Simon, Loick, Guérin Clement ,Rauffet Pascal, et
 Lassalle Julie. Using cognitive work analysis to
 develop predictive maintenance tool for vessels.
 Presentation at the conference 31st European Safety
 and Reliability Conference, Angers, France,
 september, 2021. 
Stanton, Neville A et Bessell Kevin (2014). How a
 submarine returns to periscope depth: Analysing
 complex sociotechnical systems using Cognitive
 Work Analysis. Applied ergonomics, 45 (2014) :
 110-125. 
Tao, Fei, He Zhang, Ang Liu, et A. Y. C. Nee. « Digital
 Twin in Industry: State-of-the-Art ». IEEE
 Transactions on Industrial Informatics, 4 (avril 
2019). 
Traoré, Mamadou K. Unifying Digital Twin
 Framework: Simulation-Based Proof-of-Concept.
 Presentation at the conference Proceedings of the
 17th IFAC Symposium on Information Control
 Problems in Manufacturing, Budapest, Hungary,
 June 2021. 
Zambrano-Rey, Gabriel, et Marie-Pierre Pacaux
 Lemoine. « Modelling Human and Artificial Entities
 for Cyber- Physical Production and Human Systems
 Cooperation ». Presentation at the conference
 European Workshop on Service Oriented, Holonic
 and Multi-Agent Manufacturing Systems for Industry
 of the Future, Cluny, France  november, 2021. 
Zenisek, Jan, Josef Wolfartsberger, Christoph Sievi, et
 Michael Affenzeller. « Modeling Sensor Networks
 for Predictive Maintenance ». On the Move to
 Meaningful Internet Systems: OTM 2018 Workshops.
 (2018) :184-188 
 


