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Remedies for Reproducibility Issue in Conjugate Gradient Solvers

l Reproducibility issues in CG on many-cores • Floating-point operations: non-associative; result may change depending on the order of computations • Factors to disturb reproducibility on many-cores: different number of threads, cores, SIMD width, etc., and different precision and rounding (e.g., FMA, x87) • In CG solvers, the parallel computation of DOT, NRM2 and SpMV and the use of FMA in AXPY are factors to disturb reproducibility l Needs for reproducibility • Quality assurance of science & engineering; reproduction of result on different environments and by third party • Debugging and porting l Our poster • Exploring remedies for reproducibility issues in CG solvers on many-core architectures • Introducing three different approaches developed by us

Introduction

Std. CG vs Repro. CG with OzBLAS (FP64Oz)

• CPU: Xeon Platinum 8360Y (Icelake, 1.4TF, 205GB/s) • GPU: A100-SXM4-40GB (Ampere, 19.5TF, 1.6TB/s) 

• b=x 0 =(1,…,1)

Infinite precision result

Reduction (NearSum)

Reduction is done with an accurate and correctly-rounded operation (NearSum) Infinite-precision DOT using Ozaki scheme [START_REF] Ozaki | Error-free transformations of matrix multiplication by using fast routines of matrix multiplication and its applications[END_REF] 

Method

Effect for reproducibility Project Remarks

Infinite-precision BLAS

Bit-wise reproducibility is 100% ensured OzBLAS [START_REF] Mukunoki | Reproducible BLAS Routines with Tunable Accuracy Using Ozaki Scheme for Many-core Architectures[END_REF], ExBLAS [START_REF] Collange | Numerical Reproducibility for the Parallel Reduction on Multi-and Many-Core Architectures[END_REF], RARE-BLAS [START_REF] Chohra | Reproducible, Accurately Rounded and Efficient BLAS[END_REF] Solution for BLAS operations only at present Reproducible BLAS (non infinite-precision)

ReproBLAS [START_REF] Demmel | Efficient Reproducible Floating Point Summation and BLAS[END_REF], OzBLAS*

Fixed-order computation

Conditional Numerical Reproducibility (CNR) [START_REF] Todd | Introduction to Conditional Numerical Reproducibility (CNR)[END_REF] in MKL CNR is a solution for BLAS operations only and under limited conditions (some limited CPUs with MKL)

Accurate computation (non infinite-precision)

Possibility of reproducibility as well as number of reproducible digits are increased Some high-precision arithmetic libraries (e.g., MPFR [START_REF] Fousse | MPFR: A Multiple-precision Binary Floating-point Library with Correct Rounding[END_REF]) and BLAS (e.g., MPLAPACK [START_REF] Nakata | The MPACK (MBLAS/MLAPACK); a multiple precision arithmetic version of BLAS and LAPACK[END_REF]) Can be applied by code conversion (even to preconditioners)

Numerical validation (with stochastic arithmetic)

The digits unaffected by rounding errors (which are considered reproducible) are evaluated probabilistically CADNA [START_REF] Jeźequel | CADNA: a library for estimating round-off error propagation[END_REF], Verrou [START_REF] Fevotte | Debugging and optimization of HPC programs in mixed precision with the Verrou tool[END_REF], Verificarlo [START_REF] Christophe | Verificarlo: Checking Floating Point Accuracy through Monte Carlo Arithmetic[END_REF], etc.

Split vectors for y (stored in FP64)

DOT products (in FP64)

The digits unaffected by rounding errors (which are considered reproducible) are evaluated probabilistically.

Algorithm of unpreconditioned CG DOT, NRM2 & SpMV may disturb reproducibility in parallel computation

Reproducible CG solver with infinite-precision BLAS (OzBLAS)

Numerical validation of CG with CADNA • FP64, b=x 0 =(1, …, 1) T , stopping criterion: 1e-16

• Discrete Stochastic Arithmetic (DSA) [START_REF] Vignes | Discrete Stochastic Arithmetic for Validating Results of Numerical Software[END_REF] estimates rounding errors (i.e., number of correct digits in the result) with 95% confidence level by executing the code 3x with random-rounding; the validated result can be considered as a reproducible result • CADNA [START_REF] Jeźequel | CADNA: a library for estimating round-off error propagation[END_REF] is a DSA implementation with instability detections for CPUs (Fortran/C/C++ with OpenMP/MPI) & GPUs, which validates floating-point codes with code-conversion; no development requires. • CADNA takes large execution time overhead on many-cores; however, we are now working on new method to avoid DSA for BLAS routines [START_REF] Jézéquel | Can we avoid rounding-error estimation in HPC codes and still get trustful results?[END_REF];

Examples of reproducibility issue in CG [1]

(on matrices from SuiteSparse [START_REF] Davis | The University of Florida Sparse Matrix Collection[END_REF]) • OzBLAS [START_REF] Mukunoki | Reproducible BLAS Routines with Tunable Accuracy Using Ozaki Scheme for Many-core Architectures[END_REF] ensures reproducibility through infinite-precision inner product using Ozaki scheme [START_REF] Ozaki | Error-free transformations of matrix multiplication by using fast routines of matrix multiplication and its applications[END_REF] with correctly-rounded summation NearSum [START_REF] Rump | Accurate Floating-Point Summation Part II: Sign, K-Fold Faithful and Rounding to Nearest[END_REF] (tunable accuracy is also possible). • On FP64 data, OzBLAS-based solvers [1] take 2.5-17x overheads v.s. standard solvers (using MKL on CPUs / cuBLAS+cuSparse on GPUs), but the overhead is problem dependent

Possibility of reproducibility and number of reproducible digits are increased

Required precision

to store every bit of information on the example of gyro_k (top) and msc01050 (bottom)

Accurate CG solver with ExBLAS-FPE8

ExBLAS: h:ps://github.com/riakymch/exblas • CPU: Xeon Platinum 8160 on MareNostrum4

• b=x 0 =(1,…,1) T , stopping criterion: 1e-8

• ExBLAS [START_REF] Collange | Numerical Reproducibility for the Parallel Reduction on Multi-and Many-Core Architectures[END_REF] has two variants: (1) infinite-precision mode with Kulisch accumulator plus floatingpoint expansion (FPE) and ( 2) accurate mode with FPE only. • On CG with Jacobi preconditioner, using eight FPEs (FPE8 = 8*53 bits) with the early-exit technique (avoid propagating zeros) achieves the same residual and the number of iterations in different environments. This variant is similar to the K-fold Dot (DotK [START_REF] Ogita | Accurate Sum and Dot Product[END_REF] with K=8).

Matrices [START_REF] Davis | The University of Florida Sparse Matrix Collection[END_REF] Number 

  Ongoing challenges• Bit-wise reproducible preconditioners (ExBLAS implements reproducible Jacobi preconditioner [16]) • Reducing execution time overhead (it's still high, can you accept 3-10x overhead?) • Development cost (numerical validation is superior in this respect) • Comprehensive comparison of different approaches l Open questions • Have you ever struggled with reproducibility issue? • How much additional run-time cost can you pay for repeatability? • If you are interested in reproducibility, please contact us!

•

  b=x 0 =(1, …, 1)
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Bit-wise reproducibility is 100% ensured with infinite-precision DOT & SpMV