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Enhanced supercontinuum generation (SCG) is experimentally demonstrated in integrated silicon nitride (Si3N4) waveguides incorporating highly nonlinear graphene oxide (GO) in the form of two-dimensional (2D) films. On-chip integration of the 2D GO films with precise control of their thickness is realized by using a transfer-free and layer-by-layer coating method.

The control of the film length and coating position is achieved via window opening in the upper silica cladding of the photonic integrated chips. Detailed SCG measurements are performed using the fabricated devices with different waveguide geometries and GO film thicknesses, and the results are compared with devices without GO. Significantly improved spectral broadening of ultrashort optical pulses with ultrahigh peaks powers exceeding 1000 W is observed for the hybrid devices, achieving up to 2.4 times improvement in the spectral bandwidth relative to devices without GO. Theoretical analyses for the influence of GO film thickness, coating length, coating position, and waveguide geometry are also provided by fitting the experimental results with theory, showing that there is still significant room for further improvement. This work opens up a promising new avenue towards improving the SCG performance of photonic integrated devices by incorporating functional 2D materials.

Introduction

Supercontinuum generation (SCG) describes the extreme spectral broadening of ultrashort optical pulses after propagation through a nonlinear medium, typically resulting from the interplay of a series of nonlinear optical processes [START_REF] Silva | Multi-octave supercontinuum generation from mid-infrared filamentation in a bulk crystal[END_REF][START_REF] Singh | Octave-spanning coherent supercontinuum generation in silicon on insulator from 1.06 μm to beyond 2.4 μm[END_REF][START_REF] Dudley | Supercontinuum generation in photonic crystal fiber[END_REF]. It has enabled a novel generation of broadband optical sources that have wide applications in a variety of fields, such as metrology [START_REF] Lamb | Optical-frequency measurements with a Kerr microcomb and photonic-chip supercontinuum[END_REF][START_REF] Carlson | Photonic-chip supercontinuum with tailored spectra for counting optical frequencies[END_REF], spectroscopy [START_REF] Grassani | Mid infrared gas spectroscopy using efficient fiber laser driven photonic chipbased supercontinuum[END_REF][START_REF] Nader | Versatile silicon-waveguide supercontinuum for coherent mid-infrared spectroscopy[END_REF], optical communications [START_REF] Hu | Single-source chip-based frequency comb enabling extreme parallel data transmission[END_REF][START_REF] Smirnov | Optical spectral broadening and supercontinuum generation in telecom applications[END_REF], fluorescence microscopy [START_REF] Tu | Coherent fiber supercontinuum for biophotonics[END_REF][START_REF] Auksorius | Stimulated emission depletion microscopy with a supercontinuum source and fluorescence lifetime imaging[END_REF], optical coherence tomography [START_REF] Rao | Shot-noise limited, supercontinuum-based optical coherence tomography[END_REF][START_REF] Moon | Ultra-high-speed optical coherence tomography with a stretched pulse supercontinuum source[END_REF], and sensing [START_REF] Jahromi | Mid-infrared supercontinuum-based upconversion detection for trace gas sensing[END_REF][START_REF] Jahromi | Sensitive multi-species trace gas sensor based on a high repetition rate midinfrared supercontinuum source[END_REF]. By using a single broadband source based on SCG to replace a collection of separate lasers for different wavelength bands, the size and complexity of systems can be greatly reduced [START_REF] Hsieh | Supercontinuum generation in silicon photonic wires[END_REF][START_REF] Nakasyotani | Wavelength-division-multiplexed millimeter-waveband radio-on-fiber system using a supercontinuum light source[END_REF]. More importantly, SCG provides a powerful solution to access wavelengths where direct photon transitions cannot be efficiently excited via existing gain materials [START_REF] Wang | Supercontinuum generation in bandgap engineered, back-end CMOS compatible silicon rich nitride waveguides[END_REF][START_REF] Hilligsøe | Supercontinuum generation in a photonic crystal fiber with two zero dispersion wavelengths[END_REF]. The high coherence of the generated spectra across broad bandwidths can also be exploited for realizing self-referenced laser frequency combs [START_REF] Del'haye | Phase-coherent microwave-to-optical link with a self-referenced microcomb[END_REF][START_REF] Del'haye | Self-injection locking and phase-locked states in microresonator-based optical frequency combs[END_REF], coherent optical communications [START_REF] Hu | Single-source chip-based frequency comb enabling extreme parallel data transmission[END_REF][START_REF] Del'haye | Self-injection locking and phase-locked states in microresonator-based optical frequency combs[END_REF], and precise frequency synthesis [START_REF] Jones | Carrier-envelope phase control of femtosecond mode-locked lasers and direct optical frequency synthesis[END_REF][START_REF] Spencer | An optical-frequency synthesizer using integrated photonics[END_REF].

Since the first discovery of SCG in bulk crystals in 1970 [START_REF] Alfano | Observation of self-phase modulation and small-scale filaments in crystals and glasses[END_REF], SCG has been demonstrated based in many device platforms, which can be classified into two main categories. The first is optical fiber based platforms, such as silica fibers [START_REF] Dudley | Supercontinuum generation in photonic crystal fiber[END_REF][START_REF] Birks | Supercontinuum generation in tapered fibers[END_REF] (including those incorporating specific dopants [START_REF] Song | High power supercontinuum generation in a nonlinear ytterbium-doped fiber amplifier[END_REF][START_REF] Swiderski | Mid-infrared supercontinuum generation in a single-mode thulium-doped fiber amplifier[END_REF]), fluoride fibers [START_REF] Qin | Ultrabroadband supercontinuum generation from ultraviolet to 6.28 μ m in a fluoride fiber[END_REF][START_REF] Xia | Mid-infrared supercontinuum generation to 4.5 μm in ZBLAN fluoride fibers by nanosecond diode pumping[END_REF], and As2S3 fibers [START_REF] Gao | Visible light generation and its influence on supercontinuum in chalcogenide As2S3 microstructured optical fiber[END_REF][START_REF] Mouawad | Experimental long-term survey of mid-infrared supercontinuum source based on As2S3 suspended-core fibers[END_REF]. The second is photonic integrated platforms, mainly including silicon [START_REF] Hsieh | Supercontinuum generation in silicon photonic wires[END_REF][START_REF] Singh | Midinfrared supercontinuum generation from 2 to 6 μm in a silicon nanowire[END_REF], silicon nitride (Si3N4) [START_REF] Halir | Ultrabroadband supercontinuum generation in a CMOS-compatible platform[END_REF][START_REF] Guo | Mid-infrared frequency comb via coherent dispersive wave generation in silicon nitride nanophotonic waveguides[END_REF], silicon rich nitride [START_REF] Wang | Supercontinuum generation in bandgap engineered, back-end CMOS compatible silicon rich nitride waveguides[END_REF][START_REF] Liu | Octave-spanning supercontinuum generation in a silicon-rich nitride waveguide[END_REF], chalcogenide glass [START_REF] Yu | A broadband, quasi-continuous, mid-infrared supercontinuum generated in a chalcogenide glass waveguide[END_REF][START_REF] Du | Chip-scale broadband spectroscopic chemical sensing using an integrated supercontinuum source in a chalcogenide glass waveguide[END_REF], high-index doped silica glass (Hydex) [START_REF] Duchesne | Supercontinuum generation in a high index doped silica glass spiral waveguide[END_REF], aluminum gallium arsenide (AlGaAs) [START_REF] Kuyken | Octave-spanning coherent supercontinuum generation in an AlGaAs-oninsulator waveguide[END_REF][START_REF] May | Supercontinuum generation in dispersion engineered AlGaAs-oninsulator waveguides[END_REF], and silicon germanium alloys [START_REF] Sinobad | Mid-infrared octave spanning supercontinuum generation to 8.5 μm in silicongermanium waveguides[END_REF][START_REF] Sinobad | Mid-infrared supercontinuum generation in silicon-germanium all-normal dispersion waveguides[END_REF].

Compared to off-chip optical fiber devices, photonic integrated platforms allow for the implementation of compact SCG devices on a chip scale, thus harvesting great dividends for integrated devices such as high stability and scalability, low power consumption, and largescale manufacturing [START_REF] Leuthold | Nonlinear silicon photonics[END_REF][START_REF] Wu | Micro-ring resonator quality factor enhancement via an integrated Fabry-Perot cavity[END_REF]. Although silicon has been a dominant platform for linear photonic integrated devices [START_REF] Bogaerts | Silicon Photonics Circuit Design: Methods, Tools and Challenges[END_REF][START_REF] Feng | Silicon photonics: from a microresonator perspective[END_REF], its strong two photon absorption (TPA) in the near infrared telecommunications wavelength region and the associated parasitic free carrier absorption result in high nonlinear loss [START_REF] Leuthold | Nonlinear silicon photonics[END_REF][START_REF] Griffith | Silicon-chip mid-infrared frequency comb generation[END_REF], thus impeding the use of silicon photonic devices for efficient SCG when pumped in this wavelength range. Other integrated platforms have much lower TPA at near infrared wavelengths, although they still face the limitation of having a much smaller third-order optical nonlinearity than silicon [START_REF] Moss | New CMOS-compatible platforms based on silicon nitride and Hydex for nonlinear optics[END_REF][START_REF] Levy | CMOS-compatible multiple-wavelength oscillator for on-chip optical interconnects[END_REF].

Recently, we have demonstrated enhanced nonlinear optical performance with on-chip integrated 2D graphene oxide (GO) films to overcome the intrinsic limitations arising from the material properties of existing photonic integrated platforms [START_REF] Wu | 2D Layered Graphene Oxide Films Integrated Micro -Ring Resonators for Enhanced Nonlinear Optics[END_REF][START_REF] Wu | Graphene Oxide for Integrated Photonics and Flat Optics[END_REF][START_REF] Qu | Enhanced Four-Wave Mixing in Silicon Nitride Waveguides Integrated with 2D Layered Graphene Oxide Films[END_REF][START_REF] Yang | Invited Article: Enhanced four-wave mixing in waveguides integrated with graphene oxide[END_REF][START_REF] Zhang | Enhanced Kerr Nonlinearity and Nonlinear Figure of Merit in Silicon Nanowires Integrated with 2D Graphene Oxide Films[END_REF][START_REF] Zhang | Enhanced Spectral Broadening of Femtosecond Optical Pulses in Silicon Nanowires Integrated with 2D Graphene Oxide Films[END_REF][START_REF] Zhang | Enhanced self-phase modulation in silicon nitride waveguides integrated with 2D graphene oxide films[END_REF]. GO has shown many attractive advantages for implementing hybrid photonic integrated devices with high nonlinear optical performance, including a high third-order nonlinearity (about 10 4 times that of silicon [START_REF] Wu | Graphene Oxide for Integrated Photonics and Flat Optics[END_REF][START_REF] Zheng | In situ third-order non-linear responses during laser reduction of graphene oxide thin films towards on-chip non-linear photonic devices[END_REF]), relatively low linear loss compared to other 2D materials (over 100 times lower than that of graphene [START_REF] Qu | Enhanced Four-Wave Mixing in Silicon Nitride Waveguides Integrated with 2D Layered Graphene Oxide Films[END_REF][START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF]), a large optical bandgap (typically between 2.1 eV -3.6 eV [START_REF] Loh | Graphene oxide as a chemically tunable platform for optical applications[END_REF][START_REF] Luo | Photoluminescence and band gap modulation in graphene oxide[END_REF]) that yields low TPA at near infrared wavelengths), facile fabrication processes with precise control [START_REF] Yang | Invited Article: Enhanced four-wave mixing in waveguides integrated with graphene oxide[END_REF][START_REF] Yang | Graphene-based multilayered metamaterials with phototunable architecture for on-chip photonic devices[END_REF], and high compatibility with different integrated platforms [START_REF] Wu | 2D Layered Graphene Oxide Films Integrated Micro -Ring Resonators for Enhanced Nonlinear Optics[END_REF][START_REF] Jia | Fabrication Technologies for the On-Chip Integration of 2D Materials[END_REF]. Based on these, we have demonstrated enhanced self-phase modulation (SPM) of optical pulses (with peak powers ≤ 160 W) in silicon and Si3N4 waveguides integrated with 2D GO films [START_REF] Zhang | Enhanced Kerr Nonlinearity and Nonlinear Figure of Merit in Silicon Nanowires Integrated with 2D Graphene Oxide Films[END_REF][START_REF] Zhang | Enhanced Spectral Broadening of Femtosecond Optical Pulses in Silicon Nanowires Integrated with 2D Graphene Oxide Films[END_REF][START_REF] Zhang | Enhanced self-phase modulation in silicon nitride waveguides integrated with 2D graphene oxide films[END_REF].

In this paper, we investigate the SCG in Si3N4 waveguides integrated with 2D layered GO films. We achieve on-chip integration of 2D GO films with precise control of their thickness, length, and placement. We perform detailed characterization of the SCG performance of the fabricated devices using ultrashort optical pulses with a maximum peak power of 1100 W. The experimental results show that the optical pulses propagate through the hybrid waveguides with significantly improved spectral broadening, achieving a maximum 15-dB bandwidth of ~217.5 nm, representing a 2.4 times improvement compared to devices without GO. By fitting the experimental results with theory, we provide an analysis of the influence of the GO film thickness, coating length and position, and waveguide geometry on the SCG performance, showing that further improvement can be achieved by optimizing the device structural parameters. These results verify the high nonlinear optical performance of Si3N4 waveguides integrated with 2D GO films for broadband nonlinear optical applications.

Figures 1(a) and (b)

shows schematics of GO's atomic structure and bandgap. GO has a latticelike nanostructure of hexagonal carbon rings which contains various oxygen-containing functional groups (OCFGs) such as epoxide, hydroxyl, and carboxylic, either in the basal plane or on the sheet edges [START_REF] Loh | Graphene oxide as a chemically tunable platform for optical applications[END_REF][START_REF] El-Kady | Laser scribing of high-performance and flexible graphene-based electrochemical capacitors[END_REF]. Due to its heterogeneous atomic structure, GO exhibits a series of distinctive material properties. Compared with graphene, GO provides a highly flexible material platform by manipulating the OCFGs to engineer its bandgap and hence properties, which has underpinned a variety of linear and nonlinear optical applications [START_REF] Wu | 2D Layered Graphene Oxide Films Integrated Micro -Ring Resonators for Enhanced Nonlinear Optics[END_REF][START_REF] Wu | Graphene Oxide for Integrated Photonics and Flat Optics[END_REF]. In contrast to graphene that has a zero bandgap [START_REF] Bonaccorso | Graphene photonics and optoelectronics[END_REF], GO has an opened bandgap stemming from the isolated sp 2 domain within the sp 3 C-O matrix. The bandgap of GO typically is between 2.1 eV -3.6 eV [START_REF] Loh | Graphene oxide as a chemically tunable platform for optical applications[END_REF][START_REF] Guo | Bandgap Tailoring and Synchronous Microdevices Patterning of Graphene Oxides[END_REF], which yields both low linear light absorption and a low nonlinear TPA in the near infrared wavelength region.

Figure 1(c)

shows the schematic of a Si3N4 waveguide integrated with a monolayer GO film. In this work, we chose the Si3N4 platform since it has shown a good compatibility for hybrid integration of 2D GO films [START_REF] Qu | Enhanced Four-Wave Mixing in Silicon Nitride Waveguides Integrated with 2D Layered Graphene Oxide Films[END_REF][START_REF] Zhang | Enhanced self-phase modulation in silicon nitride waveguides integrated with 2D graphene oxide films[END_REF][START_REF] Qu | Photo-Thermal Tuning of Graphene Oxide Coated Integrated Optical Waveguides[END_REF]. Compared to silicon that has a relatively small bandgap of ~1.1 eV [START_REF] Leuthold | Nonlinear silicon photonics[END_REF][START_REF] Li | Hybrid silicon nonlinear photonics[END_REF], Si3N4 has a large bandgap of ~5.0 eV [START_REF] Moss | New CMOS-compatible platforms based on silicon nitride and Hydex for nonlinear optics[END_REF][START_REF] Iqbal | Electronic structure of silicon nitride and amorphous silicon/silicon nitride band offsets by electron spectroscopy[END_REF] that yields low TPA in the near infrared region. We fabricated Si3N4 waveguides via CMOS-compatible, annealingfree, and crack-free processes as reported previously [START_REF] Qu | Enhanced Four-Wave Mixing in Silicon Nitride Waveguides Integrated with 2D Layered Graphene Oxide Films[END_REF][START_REF] El Dirani | Annealing-free Si3N4 frequency combs for monolithic integration with Si photonics[END_REF][START_REF] Demongodin | Ultrafast saturable absorption dynamics in hybrid graphene/Si3N4 waveguides[END_REF]. A 2.3-µm thick silica layer was deposited on the fabricated Si3N4 waveguides as an upper cladding. Next, lithography and dry etching processes were employed to open a window in the silica cladding down to the top surface of the Si3N4 waveguides, allowing for subsequent GO film coating. The coating of 2D GO films was achieved by using a solution-based and transfer-free film coating method [START_REF] Yang | Graphene-based multilayered metamaterials with phototunable architecture for on-chip photonic devices[END_REF],

where self-assembled GO films were constructed layer by layer by repeating four procedures needed for coating monolayer GO films. This method enables the fabrication of large-area GO films with well controlled thickness on a nanometer scale. It has been employed for the on-chip integration of GO films to realize functional devices [START_REF] Wu | 2D Layered Graphene Oxide Films Integrated Micro -Ring Resonators for Enhanced Nonlinear Optics[END_REF][START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF][START_REF] Lin | A 90-nm-thick graphene metamaterial for strong and extremely broadband absorption of unpolarized light[END_REF], showing high repeatability, scalability, and compatibility with different integrated platforms.

Figure 1(d)

shows a microscope image around the window opening area of the fabricated Si3N4 chip coated with a monolayer GO film. The coated GO film had a thickness of ~2 nm and showed good morphology and high transmittance. Since our GO film coating method is based on self-assembly via electrostatic attachment, it enables conformal coating of the GO film in the window opening area without any observable wrinkling and stretching, showing advantages as compared with film transfer methods widely employed for coating other 2D materials such as graphene and transition metal dichalcogenides (TMDCs) [START_REF] Jia | Fabrication Technologies for the On-Chip Integration of 2D Materials[END_REF]. The opened window allows for the control of the coating length and placement of the GO films, which is important for optimizing the performance of the hybrid waveguides for different applications [START_REF] Wu | 2D Layered Graphene Oxide Films Integrated Micro -Ring Resonators for Enhanced Nonlinear Optics[END_REF][START_REF] Qu | Enhanced Four-Wave Mixing in Silicon Nitride Waveguides Integrated with 2D Layered Graphene Oxide Films[END_REF][START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF]. The Si3N4 waveguide had a width of W = 1.60 μm, and a height of H = 0.72 μm. The lightmatter interaction between the highly nonlinear GO film and the waveguide evanescent field boosts the nonlinear optical response of the hybrid waveguide, forming the basis for the enhancement of the SCG performance. We chose TE-polarization for our SCG measurements since it supports in-plane interaction between the waveguide evanescent field and the GO film, which is much stronger compared to the out-of-plane interaction in light of the significant optical anisotropy in 2D materials [START_REF] Wu | Graphene oxide waveguide and micro-ring resonator polarizers[END_REF][START_REF] Gu | Regenerative oscillation and four-wave mixing in graphene optoelectronics[END_REF]. ellipsometer. GO has a refractive index that is higher than SiO2, but slightly lower than Si3N4, resulting in a strong mode overlap with the GO film in the hybrid waveguide. For comparison, all of them have the same geometry (W = 1.60 μm, H = 0.72 μm) for the Si3N4 waveguide. After incorporating the GO films, the hybrid waveguides show enhanced anomalous dispersion compared to waveguides without GO. As the GO layer number N increased, the anomalous dispersion of the hybrid waveguide was further enhanced.

Loss measurements

The experimental setup to characterize the linear and nonlinear loss of the fabricated devices is shown in Figure 3(a). Coupling light to the device under test (DUT) was achieved with lensed fibers butt coupled to inverse-taper couplers at both ends of the waveguides, with a fiber-tochip coupling loss of ~3 dB / facet. A polarization controller (PC) was employed to adjust the polarization of the input light to TE-polarized. Optical power meters (OPM 1 and OPM 2) were employed to measure the average power before and after the DUT, respectively. The input power was adjusted with a broadband variable optical attenuator (VOA), and an optical isolator was inserted to prevent damage to the laser.

The linear loss was measured with continuous-wave (CW) light while the nonlinear loss was measured with a fiber pulsed laser (FPL) with optical pulsewidth ~1.9 ps and repetition rate ~60 MHz, amplified by an erbium doped fiber amplifier (EDFA). respectively. Compared to Si3N4 waveguides with graphene [START_REF] Demongodin | Ultrafast saturable absorption dynamics in hybrid graphene/Si3N4 waveguides[END_REF][START_REF] Alexander | Electrically tunable optical nonlinearities in graphene-covered SiN waveguides characterized by four-wave mixing[END_REF], the loss induced by GO is about 2 orders of magnitude lower, mainly due to its large bandgap that results in low light absorption at infrared wavelengths. This is an important advantage of GO for SCG where high light intensity is needed.

Figure 4(b)

shows the insertion loss of the three devices measured as a function of the input CW power, at a fixed wavelength of 1550 nm. For the hybrid waveguides, the insertion loss did not show any variation below 16 mW, indicating that the power-dependent loss induced by the photo-thermal changes in the GO films was negligible in this power range. This is consistent with previous results where the typical average power induced photo-thermal changes only occurred above 40 mW [START_REF] Wu | 2D Layered Graphene Oxide Films Integrated Micro -Ring Resonators for Enhanced Nonlinear Optics[END_REF][START_REF] Qu | Enhanced Four-Wave Mixing in Silicon Nitride Waveguides Integrated with 2D Layered Graphene Oxide Films[END_REF][START_REF] Zhang | Design and Optimization of Four-Wave Mixing in Microring Resonators Integrated With 2D Graphene Oxide Films[END_REF]. Figure 4(c-i) shows the insertion loss of the three devices with the amplified optical pulses at I = ~160 mA. Figure 4(c-ii) shows the excess insertion loss (ΔEIL) for the hybrid waveguides extracted from Figure 4(c-i) after excluding the insertion loss of the uncoated Si3N4 waveguide.

The average power of the optical pulses was adjusted from 7.2 mW to 13.2 mW by the VOA, corresponding to peak powers of 600 W -1100 W. Since photo-thermal changes are sensitive to the average power in the GO films [START_REF] Wu | 2D Layered Graphene Oxide Films Integrated Micro -Ring Resonators for Enhanced Nonlinear Optics[END_REF][START_REF] Qu | Enhanced Four-Wave Mixing in Silicon Nitride Waveguides Integrated with 2D Layered Graphene Oxide Films[END_REF] which was < 16 mW, they were negligible. The nonlinear insertion loss of the hybrid waveguides decreased with increasing pulse peak power, with the 2 layer device showing a more significant decrease than the single layer device. In contrast, the insertion loss of the uncoated Si3N4 waveguide remained constant. These results indicate that the hybrid waveguides experienced saturable absorption (SA) in the GO films, similar to observations for waveguides incorporating graphene [START_REF] Demongodin | Ultrafast saturable absorption dynamics in hybrid graphene/Si3N4 waveguides[END_REF][START_REF] Wang | CMOS-compatible all-optical modulator based on the saturable absorption of graphene[END_REF]. for an increased peak power in the SA process, which is beneficial for improving the nonlinear spectral broadening in the SCG process. Figure 4(d-ii) shows ∆SA for the hybrid waveguides with 1 and 2 layers of GO as a function of the input peak power, which was obtained by fitting the results in Figure 4(d-i) with the SA theory as follows [START_REF] Chemla | Room temperature excitonic nonlinear absorption and refraction in GaAs/AlGaAs multiple quantum well structures[END_REF][START_REF] Bao | Atomic-layer graphene as a saturable absorber for ultrafast pulsed lasers[END_REF]:

α SA = α sat /(1 + |A| 2 Is ) ( 1 
)
where αSA is the loss induced by GO, αsat is the SA coefficient, Is is the saturation intensity, and A is the field amplitude of the optical pulses. In Figure 4(d-ii), the loss decrease becomes saturated at high peak powers > 400 W, showing a trend that is consistent with the inverse proportional function in Eq. (1). We also labelled the peak power range of the amplified optical pulses (I) in this work, together with the those of the optical pulses (II, III) used in previous SPM experiments [START_REF] Zhang | Enhanced Kerr Nonlinearity and Nonlinear Figure of Merit in Silicon Nanowires Integrated with 2D Graphene Oxide Films[END_REF][START_REF] Zhang | Enhanced self-phase modulation in silicon nitride waveguides integrated with 2D graphene oxide films[END_REF]. As can be seen, the peak power of the amplified optical pulses here far exceeds those of the optical pulses employed for the SPM measurements [START_REF] Ishizawa | Optical nonlinearity enhancement with graphene-decorated silicon waveguides[END_REF][START_REF] Liu | Enhanced optical Kerr nonlinearity of MoS 2 on silicon waveguides[END_REF].

SCG measurements

We used the experimental setup in Figure 5 to measure the SCG in the devices. The amplified optical pulses in Figure 3(c) were injected into the devices, and the spectral broadening of the output signal was recorded by an optical spectrum analyzer. To enhance the SCG the input pulses are normally launched around the zero-dispersion wavelengths or in the wavelength regime with anomalous dispersion [START_REF] Dudley | Supercontinuum generation in photonic crystal fiber[END_REF][START_REF] Sinobad | Mid-infrared octave spanning supercontinuum generation to 8.5 μm in silicongermanium waveguides[END_REF]. The former can reduce the temporal broadening of the optical pulses to maintain the high peak power for nonlinear optical interactions [START_REF] Halir | Ultrabroadband supercontinuum generation in a CMOS-compatible platform[END_REF]. The latter, on the other hand, facilitates the propagation of solitons whose dynamics can be engineered to further enhance the spectral broadening [START_REF] Herrmann | Experimental evidence for supercontinuum generation by fission of higherorder solitons in photonic fibers[END_REF]. In our SCG experiments, the center wavelength of the spectrally broad optical pulses was near 1550 nm. According to the results in Given the range limit of our optical spectrum analyzer (  ≤ 1700 nm), we define the spectral bandwidth (BW) of the SCG at the -15-dB level. We also define a broadening ratio (BR) as:

BR = BW out BW in (2)
where and BWout are the -15-dB BWs of the input and output signals, respectively.

Figure 6(b)

shows the output spectra from the hybrid waveguide with 2 layers of GO for input optical pulses with different peak powers. We varied the input peak power from 600 W to 1100 W, as in Figure 4(c). As expected for the nonlinear SCG process, the spectral broadening of the output increases with increasing input peak power. Figures 6(c-i) and 6(c-ii) shows the BWs and BRs of the output spectra from the uncoated and hybrid waveguides versus input peak power. Both are higher for the hybrid waveguide with 1 layer of GO than for the uncoated waveguide, but lower than the device with 2 layers of GO, in agreement with Figure 6(a). Both the BW and the BR increase with the input peak power, which is consistent with Figure 6(b).

A maximum BW of ~217.5 nm was achieved for the device with 2 layers of GO, which is ~3.0 times that of the input optical pulse and ~2.4 times that of the output from the uncoated waveguide.

We also measured the SCG performance for devices with different waveguide geometries. 

Figures 7(b) and (c)

show the results for the hybrid waveguides with 1 and 2 layers of GO, respectively. For the hybrid waveguides, the waveguide geometries were the same as Figure 7(a), and the GO coating length and position were the same as Figure 6. As can be seen, the devices with 2 layers of GO show greater spectral broadening than comparable devices with 1 layer of GO. The narrower hybrid waveguides showed greater spectral broadening -a trend opposite to that in Figure 7(a). This is mainly due to the increase of GO mode overlap as W decreases. The spectral broadening induced by SCG is a combined result from several factors, including the optical nonlinearity, dispersion, and loss of the waveguides. Although the uncoated Si3N4 waveguide with a smaller W had weaker SCG, the improvement in the optical nonlinearity of the hybrid waveguides arising from the increased mode overlap with the highly nonlinear GO films had a greater influence on the spectral broadening. These results further confirm the high third-order optical nonlinearity of the GO films.

Theoretical analysis and discussion

To analyze the experimental results in Section 4, we the SCG-induced spectral broadening of optical pulses by numerically solving the following generalized nonlinear Schrödinger equation [START_REF] Dudley | Supercontinuum generation in photonic crystal fiber[END_REF][START_REF] Duchesne | Supercontinuum generation in a high index doped silica glass spiral waveguide[END_REF]:

∂A ∂z = - 1 2 α A+ ∑ i m+1 β m m! ∂ m A ∂t m + iγ(1 + i ω 0 ∂ ∂T )A ∫ R(T ' )|A(z,T -T ' )| 2 dT ' (3) 
where A (z, t) is the slowly varying field envelop of the optical pulses along the propagation direction z, α is the loss factor including both the linear and nonlinear loss in Figure 4, βm is is the m-th order dispersion coefficient of the waveguide propagation constant, γ is the waveguide nonlinear parameter, R(T) the Raman response function, and T the time frame moving with the pulse group velocity (T = tz/vg). In our simulation, the GO-coated Si3N4 waveguides were divided into uncoated (with silica cladding) and hybrid segments (with GO films and air cladding). Numerically calculating Eq. (3) was performed for each segment, and the output from the previous segment was set as the input for the subsequent one.

SCG is a combined result of several different nonlinear optical processes [START_REF] Singh | Midinfrared supercontinuum generation from 2 to 6 μm in a silicon nanowire[END_REF][START_REF] Yin | Soliton fission and supercontinuum generation in silicon waveguides[END_REF]. In contrast to silica optical fibers that have relatively strong stimulated Raman scattering [START_REF] Dudley | Supercontinuum generation in photonic crystal fiber[END_REF][START_REF] Husakou | Supercontinuum generation of higher-order solitons by fission in photonic crystal fibers[END_REF],

the influence of the Raman-induced soliton fission and self-frequency shift on the SCG from Si3N4 waveguides is negligible in the near infrared region [START_REF] Guo | Mid-infrared frequency comb via coherent dispersive wave generation in silicon nitride nanophotonic waveguides[END_REF][START_REF] Karpov | Raman self-frequency shift of dissipative Kerr solitons in an optical microresonator[END_REF]. For the hybrid waveguides incorporating 2D GO films, their SCG performance is also affected by the new features brought by the GO films, such as improved third-order optical nonlinearity, increased linear loss, and reduced loss arising from the SA. for similar Si3N4 waveguides [START_REF] Qu | Enhanced Four-Wave Mixing in Silicon Nitride Waveguides Integrated with 2D Layered Graphene Oxide Films[END_REF][START_REF] Zhang | Enhanced self-phase modulation in silicon nitride waveguides integrated with 2D graphene oxide films[END_REF]. In contrast, the fit γ's of the hybrid waveguides with 1 and 2 layers of GO were ~11.7 W -1 m -1 and ~27.9 W -1 m -1 , respectively, reflecting the significantly improved optical nonlinearity enabled by incorporating the highly nonlinear GO films. This is further verified by the more dramatic spectral broadening within the GO-coated segment (i.e., window opening area) in comparison to the uncoated segments. The BWs of the simulated output spectra from the uncoated and hybrid waveguides with 1 and 2 layers of GO were ~91.7 nm, ~104.9 nm, and ~219.6 nm, respectively, in good agreement with the measured output spectra (i.e., ~90.9 nm, ~104.0 nm, and ~217.5 nm) in Figure 6(a).

Based on the SCG modeling in Eq. ( 3) and the fit parameters obtained from For the hybrid device with 1 layer of GO, the maximum BW of ~126.2 nm and BR of ~1.7 are achieved at L0 = 0 mm and Ppeak = 1500 W. Whereas for the hybrid device with 2 layers of GO, the maximum 15-dB BW and BR are ~282.5 nm and BR of ~3.9, respectively. Both the BW and BR increase with Ppeak but decrease with L0. The former shows a trend similar to that in We also investigate the influence of the waveguide geometry (W, H) on the SCG performance. We note that the simulation results show some deviation from the experimental results, which is mainly induced by the differences between the experimentally generated input optical pulses and the perfect Gaussian input optical pulses assumed in our simulations.

In our experimental demonstration, the spectrally broadened output signals after propagation through the hybrid waveguides achieved a maximum 15-dB bandwidth of ~217.5 nm, which is comparable to those of the supercontinuum spectra in Refs. [START_REF] Hsieh | Supercontinuum generation in silicon photonic wires[END_REF][START_REF] Wang | Supercontinuum generation in bandgap engineered, back-end CMOS compatible silicon rich nitride waveguides[END_REF][START_REF] Duchesne | Supercontinuum generation in a high index doped silica glass spiral waveguide[END_REF]. We note that supercontinuum spectra spanning over an octave in width are more versatile for many applications [START_REF] Singh | Octave-spanning coherent supercontinuum generation in silicon on insulator from 1.06 μm to beyond 2.4 μm[END_REF][START_REF] Liu | Octave-spanning supercontinuum generation in a silicon-rich nitride waveguide[END_REF][START_REF] Sinobad | Mid-infrared octave spanning supercontinuum generation to 8.5 μm in silicongermanium waveguides[END_REF]. In this work, the experiments were mainly used as a proof-of-concept demonstration for comparing the SCG performance of the bare and hybrid waveguides. The bandwidths of our SCG can be significantly increased with increased peak power, such as the sources used in Refs. [START_REF] Singh | Midinfrared supercontinuum generation from 2 to 6 μm in a silicon nanowire[END_REF][START_REF] Sinobad | Mid-infrared octave spanning supercontinuum generation to 8.5 μm in silicongermanium waveguides[END_REF][START_REF] Kuyken | An octave-spanning mid-infrared frequency comb generated in a silicon nanophotonic wire waveguide[END_REF]. According to the simulation results in Figures 9 and 10, the supercontinuum spectra can also be broadened by optimizing the structural parameters of the GO-Si3N4 hybrid waveguides. This is the most recent paper in our work on GO films integrated with waveguides [START_REF] Wu | Graphene oxide: new opportunities for electronics, photonics, and optoelectronics[END_REF][START_REF] Zhang | Optimizing the Kerr nonlinear optical performance of silicon waveguides integrated with 2D graphene oxide films[END_REF][START_REF] Qu | Analysis of four-wave mixing in silicon nitride waveguides integrated with 2D layered graphene oxide films[END_REF]. We anticipate that it will be applicable for mid-IR applications [START_REF] Della | Mid-infrared supercontinuum generation in a low-loss germanium-on-silicon waveguide[END_REF][START_REF] Della | Optimized Mid-infrared supercontinuum generation in a varying dispersion waveguide for parallel multi-species gas spectroscopy[END_REF] and that it will be highly relevant for ultrahigh bandwidth nonlinear optical applications of microcombs for both classical and quantum [139-150] applications.

Conclusion

In summary, we investigate SCG in Si3N4 waveguides integrated with 2D GO films and experimentally demonstrate significantly enhanced SCG compared to uncoated waveguides.

We fabricate hybrid waveguides with precise control of the thickness, coating length and position of the GO films. SCG measurements using optical pulses with ultrahigh peak powers exceeding 1000 W are performed showing a significantly improved spectral broadening (up to 2.4 times in the -15-dB bandwidth) for the hybrid devices relative to the device without GO.

Based on the experimental results, the influence of GO film thickness, coating length, coating position, and waveguide geometry on the SCG performance is theoretically analyzed, showing that further improvement can be achieved by optimizing the device structural parameters. These results confirm the effectiveness of on-chip integration of 2D GO films to enhance the SCG performance of photonic integrated devices for broadband nonlinear optical applications.
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 1 Figure 1. (a) Schematic of GO's atomic structure. (b) Schematic of GO's bandgap. (c) Schematic of a Si3N4 waveguide integrated with a monolayer GO film. (d) Microscope image of the fabricated Si3N4 integrated chip coated with a monolayer GO film. WG: waveguide.

Figure 2 (

 2 Figure 2(a-i) shows a schematic cross section of the hybrid waveguide with a monolayer GO film. The corresponding transverse electric (TE) mode profile is shown in Figure 2(a-ii).

Figure 2 (

 2 b) shows the refractive indices of GO, Si3N4, and silica (SiO2) over a broad wavelength range of 1200 nm -2000 nm measured by an

Figure 2 .

 2 Figure 2. (a) Schematic cross section and corresponding TE mode profile of a Si3N4 waveguide integrated with a monolayer GO film. (b) Comparison of refractive indices n of GO, Si3N4, and SiO2 in the wavelength range of 1200 nm -2000 nm. (c) Comparison of dispersion (D) of the uncoated Si3N4 waveguides with different widths (W = 1.50, 1.60, and 1.70 μm) at a fixed height (H = 0.72 μm). (d) Comparison of dispersion (D) of the uncoated waveguide (N = 0) and hybrid waveguides with 1 and 2 layers of GO (N = 1, 2) when W = 1.60 μm and H = 0.72 μm.

Figure 2 (

 2 Figure 2(c) shows the dispersion (D) of the uncoated Si3N4 waveguides with different widths (W) at a fixed height (H) of 0.72 μm, which was simulated via commercial FDTD mode solution software based on the refractive indices in Figure 2(b). We chose three different values of W (i.e., 1.50 μm, 1.60 μm, and 1.70 μm) that are consistent with those of our fabricated

Figure 3 (

 3 b) shows the pulse duration (τ) of the amplified pulses versus EDFA pump current (I) showing a minimum τ of ~0.2 ps at I = ~160 mA at an average amplified output power of ~13.2 mW, corresponding to a peak power of ~1100 W, for an input pulses with ~0.3 mW average and ~3 W peak power.

Figure 3 (

 3 Figure 3(c) shows the optical spectrum of the optical pulses before and after amplification (I = ~160 mA), showing 15-dB bandwidths of ~6 nm and ~73 nm, respectively.

Figure 3 .

 3 Figure 3. (a) Experimental setup for measuring linear and nonlinear loss of the GO-coated Si3N4 waveguides. CW laser: continuous-wave laser. FPL: fiber pulsed laser. PC: polarization controller. EDFA: Erbium doped fiber amplifier. VOA: variable optical attenuator. OPM: optical power meter. DUT: device under test. CCD: chargedcoupled device. OSA: optical spectrum analyzer. (b) Pulse duration (τ) of optical pulses amplified by the EDFA versus the EDFA's pump current (I). (c) Optical spectrum of the amplified optical pulses at the pump current of ~160 mA. The optical spectrum of the signal before amplification is also shown for comparison.

Figure 4 (

 4 Figure 4(a) shows the insertion loss of the Si3N4 waveguides (20 mm long, W = 1.60 μm and H = 0.72 μm) for the uncoated (N = 0) and hybrid waveguides with 1 and 2 layers of GO (N = 1, 2). The hybrid waveguides with opened windows Lc = 1.4 mm long were located at L0 = 0.7 mm from the input port. The coupled input power of the CW light was ~0 dBm. The flat spectral response indicates the absence of wavelength-dependent material absorption or coupling loss for all three devices. From Figure 4(a) we extract the excess propagation loss of the GO films of ~3.0 dB/cm and ~6.1 dB/cm for the devices with 1 and 2 layers of GO,

Figure 4 .

 4 Figure 4. (a) Measured insertion loss (ILCW) of the fabricated devices versus wavelength of the continuous-wave

Figure 4 (

 4 Figure 4(d-i) shows the SA-induced excess propagation loss (∆SA, after excluding the linear propagation loss) versus the peak power of the input optical pulses, which was extracted from the results in Figures 4(b) and (c). The negative values of ∆SA reflect the decrease in loss

Figures 2 (

 2 Figures 2(c) and (d), this is in the anomalous dispersion regime for both the bare and hybrid waveguides.

Figure 5 .

 5 Figure 5. Experimental setup for measuring SCG in the GO-coated Si3N4 waveguides. FPL: fiber pulsed laser. PC: polarization controller. EDFA: Erbium doped fiber amplifier. VOA: variable optical attenuator. DUT: device under test. CCD: charged-coupled device. OSA: optical spectrum analyzer.

Figure 6 (

 6 Figure 6(a)shows the normalized spectra of the optical pulses after propagation through the uncoated and GO-coated Si3N4 waveguides. The spectrum of the input optical pulses (peak power ~1100 W) is also shown for comparison. The output spectra from all devices show spectral broadening, with the hybrid waveguides showing more significant broadening compared to the uncoated waveguide, with the 2 layer device showing greater broadening than the single layer device. We would expect to see even greater spectral broadening for devices with more layers, similar to what we observed in our FWM experiments[START_REF] Qu | Enhanced Four-Wave Mixing in Silicon Nitride Waveguides Integrated with 2D Layered Graphene Oxide Films[END_REF] since devices with thicker films have a significantly increased Kerr nonlinearity. This is accompanied by an increase in loss, however, and so finding a balance (in layer thickness) would optimize the performance.

Figure 6 .

 6 Figure 6. (a) Normalized spectra of optical pulses before and after propagation through uncoated (N = 0) and hybrid waveguides with 1 and 2 layers of GO (N = 1, 2) at an input peak power of ~1100 W. (b) Measured output spectra from the hybrid waveguides with 2 layers of GO at different input peak powers. The -15-dB bandwidth (BW) in each spectrum is also labelled. (c) -15-dB BWs and broadening ratios (BRs) of the output spectra from the uncoated and hybrid waveguides versus peak power of input optical pulses. In (a) -(c), all the devices have the same geometry (W = 1.60 μm, H = 0.72 μm) for the Si3N4 waveguides.

Figure 7 (

 7 Figure 7(a) compares the output spectra from three uncoated Si3N4 waveguides with the same height of H = 0.72 μm but different widths of W = 1.50 μm, 1.60 μm, and 1.70 μm. The waveguide geometries were the same as in Figure 2(c), and the input peak power for all devices was ~1100 W. Spectral broadening was greater for the wider waveguides, in agreement with the simulation results in Figure 2(c), and mainly arises from a stronger mode confinement within the waveguide core and the increased anomalous dispersion as W increases.

Figure 7 .

 7 Figure 7. (a) Normalized spectra of optical pulses after propagation through uncoated Si3N4 waveguides with different widths of W = 1.5, 1.6, and 1.7 μm. (b) -(c) Normalized spectra of optical pulses after propagation through hybrid waveguides with 1 2 layers of GO (N = 1, 2) coating on the devices in (a). In (a) -(c), the waveguide height is H = 0.72 μm and the peak power of the input optical pulses is ~1100 W. In each spectrum, the 15-dB bandwidth (BW) is also labelled. In (b) and (c), the GO film length and coating position are Lc = 1.4 mm and L0 = 0.7 mm, respectively.

Figure 8 .

 8 Figure 8. (a) Simulated spectrum evolution of the optical pulses propagating along the uncoated waveguide (N = 0). (b) -(c) Simulated spectrum evolution of the optical pulses propagating along the hybrid waveguides with 1 and 2 layers of GO (N = 1, 2), respectively. In (a) -(c), (i) shows the spectrum evolution along the entire waveguide (from 0 mm to 20 mm) and (ii) shows the zoom-in view around the window opening area (from 0.7 mm to 2.1 mm). The simulated spectrum evolution was obtained by fitting the results in Figure 6(a) at an input peak power of ~1100 W, and all the devices have the same geometry (W = 1.60 μm, H = 0.72 μm) for the Si3N4 waveguides. The 15-dB bandwidth (BW) is labelled in (i) for each figure.

Figures 8 (

 8 Figures 8(a-i) -(c-i) shows the simulated spectral evolution of the optical pulses propagating along the uncoated and hybrid waveguides, obtained by fitting the experimental results in Figure6(a). Figures8(a-ii) -(c-ii) show the corresponding zoom-in views around the window opening area (from 0.7 mm to 2.1 mm). The fit γ of the uncoated Si3N4 waveguide (W = 1.60 μm and H = 0.72 μm) was ~1.51 W -1 m -1 , consistent with previously reported values

Figure 8 ,

 8 Figures 9(c) and (d) show the calculated BWs and BRs of the output spectra from the hybrid waveguides versus coating position L0 and Ppeak, respectively. The film length is fixed at Lc = 1.4 mm, which is the same as those of the fabricated devices in Sections 3 and 4.

Figures 9 (

 9 Figures 9(a) and (b), whereas the latter shows a trend opposite to their change with Lc. This is because the spectral broadening is mainly achieved within the GO coated region and the light power at the start of this region decreases with L0.

Figure 9 .

 9 Figure 9. (a) Simulated 15-dB bandwidths (BWs) of the output spectra from the hybrid waveguides versus GO film length (Lc) and peak power of input optical pulses (Ppeak). (b) Simulated broadening ratio (BRs) of the output spectra from the hybrid waveguides versus Lc and Ppeak. (c) Simulated 15-dB BWs of the output spectra from the hybrid waveguides versus GO coating position (L0) and Ppeak. (d) Simulated BRs of the output spectra from the hybrid waveguides versus L0 and Ppeak. In (a) -(d), (i) and (ii) show the results for the hybrid waveguides with 1 and 2 layers of GO (N = 1, 2), respectively. The black points mark the results corresponding to the SCG experiments in Figure 6(a), and the black triangles mark the results corresponding to the maximum values of 15-dB BWs and BRs. All the devices have the same geometry (W = 1.60 μm, H = 0.72 μm) for the Si3N4 waveguides. In (a) and (b), L0 = 0.7 mm. In (c) and (d), Lc = 1.4 mm.

Figure 10 .

 10 Figure 10. (a) Simulated 15-dB bandwidths (BWs) and broadening ratios (BRs) of the output spectra from the uncoated and hybrid waveguides with 1 and 2 layers of GO versus waveguide widths (W). (b) Simulated 15-dB BWs and BRs of the output spectra from the uncoated and hybrid waveguides with 1 and 2 layers of GO versus waveguide heights (H). In (a) and (b), (i) and (ii) show the results for the 15-dB BWs and the BRs, respectively. The stars mark the results corresponding to the SCG experiments in Figure 7. The peak power of input optical pulses is ~1100 W. The GO film length and coating position are Lc = 1.4 mm and L0 = 0.7 mm, respectively. In (a), the waveguide height is H = 0.72 μm. In (b), the waveguide width is W = 1.60 μm.

Figure 10 (

 10 a) shows the simulated BWs and BRs of the output spectra from the uncoated and hybrid waveguides with 1 and 2 layers of GO versus different waveguide widths (W) at a fixed height H = 0.72 μm. The stars are the SCG measurements in Figure 7. As can been seen, the BWs and BRs increase as W decreases due to the significantly improved Kerr nonlinearity arising from the increased GO mode overlap.

Figure 10 (

 10 b) shows the corresponding results for different H at a fixed width W = 1.60 μm. Due to the increased GO mode overlap as H decreases, the BWs and BRs decrease as H increases, showing a trend similar to that in Figure 10(a).

Competing interests: The authors declare no competing interests.